
CITY AND COUNTY OF DENVER
DEPARTMENT OF PUBLIC WORKS

CONTRACT NO: 201951912
PROJECT NAME: Highline Canal Underpass at Hampden and Colorado

ADDENDUM NO. 6TO CONTRACT DOCUMENTS

Bidders are hereby instructed that the drawings, specifications, and other contract documents are modified, corrected,
supplemented and/or superseded for the above-mentioned project as hereinafter described in the following attachments:

1Q. The 18’ x 8” x 6’ box would not fit in the walls without cutting out the rebar.
1A. The size of box is dictated by Xcel Energy as the minimum size box allowed. The Concrete Box Culvert (CBC)

Fabricator shall work the rebar around the box in the concrete form.

2Q. They do not make an NEC approved 1-1/2” Pvc elbow with a small enough radius to allow for mounting it tight to
the outside of the walls. In the past Xcel allowed us to install a pedestal next to their transformer that contained
breakaway fuse-holders to transition from the standard 6OAmp secondary service from the transformer into a lOAmp
protected flat-rate service from the pedestal to the underpass. This would allow us to run 1” vc with #10 THHN
wires in and out of a single 6” x 6” x 4” box mounted in the wall behind each fixture without cutting out any of the
rebar. Grounding was achieved by the use of a ground rod. We also recommend installing the 1” vc in the walls
between boxes and out the ends to tie into the underground boxes which is the standard we’ve used for COOT
installations.

2A. The size of the box and conduit are the minimum sizes allowed from the Xcel Energy’s Outdoor Lighting (ODL)
Manual. Deviation from these standards could result in Xcel rejecting the installation. The design shall be that the
(CBC) Fabricator shall install the boxes as shown on the details and the change would be to route the 1 W’ schedule
80 PVC conduit straight between the 18”x8”x6” boxes encased in the concrete with a 90 degree elbow stub-out at
the end of the culvert closest to the in-grade splice box shown on the plans. All wiring shall remain as shown on
the plans. Alternatively, the 1 W’ PVC conduit may be placed in the backfill behind the CBC wall and not directly
against the wall of the CBC.

3Q. The stabilized subgrade item has a quantity of only 12 SY. However the typical sections appear to show stabilized
subgrade for the entire bike path. Please clarify.

3A. Compaction of the subgrade shall occur per Section 608.03 and is included in the cost of the Concrete Bikeway.
Where excavation and reconditioning of the subgrade is required per direction from the Engineer, it will be
measured and paid for as Item 306 Reconditioning. For the bike path, in the plans, where Stabilized Subgrade is
called out, it shall be called Reconditioning. The depth shall vary from 6” mm to 12” max as directed by the
Engineer. The Stabilized Subgrade is intended for the wood fence only as shown in the detail.

4Q. In Addendum #4 the Irrigation Payment Specification for the Wellshire Golf Course was changed to Force Account.
Ooes this also apply to the Magna Carta Park Irrigation work?

4A. No.

Hampden/Colorado Underpasses Addendum #6 October 18, 2019



5Q. I notice that there is only one of the Box Culvert that the Geocomposite Drain system to the outer surface of the
structure is applied to seal the Structure, is this correct? Which Box Culvert on Hampden or Colorado that this is
applies?

5A. The Geocomposite Drain system shall be applied to both underpasses.

This ADDENDUM shall be attached to, become a part of, and be returned with the Bid Proposal.

“ Lesley B. Thomas
City Engineer
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Date

The undersigned bidder acknowledges receipt of this Addendum. The Proposal submitted herewith is in accordance

with the stipulations set forth herein.

Contractor
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