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STAFF BRIEF 

This document is the staff’s comparison of the Secretary of the Interiors Standards for Rehabilitation, Design Guidelines for Denver 
Landmark Structures and Districts, the Landmark Preservation Ordinance (Chapter 30, Revised Municipal Code) and other 
applicable adopted area guidelines as applied to the proposed application.  It is intended to provide guidance during the 
commission’s deliberation of the proposed application.  Guidelines are available at www.denvergov.org/preservation 

 
Project:   2021-COA-344 LPC Meeting:   January 11, 2022 
Address:    2632 W. 37th Ave. Staff:   Jessi White  
Historic Dist/DLM:  Potter Highlands  
Year structure built:  1921 (Period of Significance: Prior to and including 1943)  
Council District:  District 1- Amanda Sandoval   
Applicant:   Dean Ricci with Hive Architecture  
 
 
Past LPC Action: 
Landmark Preservation Commission Meeting August 17, 2021 
Description: Phase I: Mass, Form, and Context 
Motion by E. Warzel: I move to approve with conditions application #2021-COA-344 for the new infill building at 
2632 W 37th Ave. as per design guidelines 4.1, 4.3, 4.15, 4.16, character-defining features for the Potter 
Highlands Historic District, presented testimony, submitted documentation and information provided in the staff 
report with the following conditions: 1) updates to be made on sheet A9 correcting the direction labels on garage 
elevations; 2) that the building length does not exceed the 42’ length maximum required by zoning; and 3) that the 
porch depth match typical porch depths found on Foursquare form buildings in the Potter Highlands Historic 
District. 
Second: G. Johnson  
Vote: unanimous in favor, (6-0-0), motion passes 
 
 
Project Scope Under Review: 
Infill- Phase II: Design Details 
 
Footprint: 27’-10” x 44’-0” Height: 27’-10” 
 
Materials: 

Foundation:  Overhead Garage Door:  Overhead Door- CO Model 
1400 

Summit Brick- Thistledown Garage Service Door: Therma True Smooth Star S206 
Roofing:  Fencing: 

Tamco Heritage- Rustic Black Rear: 6’ vertical cedar picket fence 
Cladding: Lighting: 

Primary House: Summit Brick- Thistledown Caliber LED downlights  
Dormer and Garage: James Hardie smooth 
finish with 4” reveal in the color Bennington 
Grey 

Porch: 

Cornices and Trim: James Hardie smooth trim 
in the color Black Iron 

Floor: Smooth finish concrete 

Window sills and headers: concrete Roofing: Tamco Heritage- Rustic Black 



Windows:  
Windows: Sierra Pacific, aluminum-clad wood 
double-hung, casement, and fixed windows 

Posts: Painted smooth trim on 2x blocking on 
4x4 post 

Doors: Paving: 
Front and Back Door: Simpson wood Door- 
Model 7501 

Walkways: smooth concrete 

Rear Patio Door: Sierra Pacific aluminum-clad 
wood Bi Fold Door 

Pavers: smooth concrete paver stones 

 
 
Staff Summary: 
The Landmark Preservation Commission reviewed Phase I: Mass, form, and context for this property on August 
17, 2021.  The Commission conditionally approved the application requesting: 1) updates to be made on sheet A9 
correcting the direction labels on garage elevations; 2) that the building length does not exceed the 42’ length 
maximum required by zoning; and 3) that the porch depth match typical porch depths found on Foursquare form 
buildings in the Potter Highlands Historic.  The applicant has revised their application to meet Commission’s 
deliberation and zoning requirements.  The applicant is not requesting review of these revisions under Phase II: 
Design Details. 
 
2637 W. 37th Ave. is in the Potter Highlands Historic District.  The existing lot features a single-family residential 
structure, c. 1921, at the back of the lot.  The applicant is requesting to construct a new single-family tandem 
house at the front of the lot.  The property is in the U-TU-B zone district which allows the construction of tandem 
houses.  Additionally, Potter Highlands has a conservation overlay (CO-4) which allows some exceptions to the 
zoning code.   
 
The proposed infill structure will now measure 27’-10” w x 44’-0”l x 27’-10”h, the length of the building includes a 
revised porch depth of 6’-6”.  The applicant has increased the porch depth to make the structure more compatible 
with other porches in the surrounding historic context.  After reviewing this application with the Zoning 
Administration team it was determined that the porch depth could potentially be increased if it allowed the building 
to fit in with the surrounding historic context.  The project will have to be reviewed and approved by the Board of 
Adjustment, but the Landmark Preservation Commission has the ability to provide a Letter of Recommendation to 
the BOA if it feels that the increased building depth allows the building to be more compatible with the context 
under section 12.4.7.5.C of the Denver Revised Municipal code.  
 
The  proposed building is designed to fit the Four Square form.  The hip roof will be clad in Tamco Heritage 
asphalt shingles in the color Rustic Black.  The building will be clad in Summit brick in the color Thistledown.  The 
building’s cornices and trim will be clad in smooth finish James Hardie trim in the color Black Iron.   
 
The windows will be Sierra Pacific aluminum-clad wood double-hung, casement, and fixed windows.  The 
windows will feature cast concrete sills and headers.  Windows on the main house will be inset 4” in from the cast 
concrete sill.  The entry door and rear door will be a three-quarter light wood door by Simpson Door, Model # 
7501.  The rear patio door will be an aluminum-clad wood bi-fold door by Sierra Pacific. 
 
The porch will feature a hip roof form with Tamco Heritage asphalt shingle in the color Rustic Black.  The cornice 
and trim will be composed of smooth finish James Hardie trim in the color Black Iron.  The porch will be supported 
by painted smooth trim on 2x blocking on 4x4 post in the color Black Iron, see page 6 of the application for more 
details on the columns.  The porch floor will be a smooth finish concrete material.  There will be no railing. 
 
The garage will be clad in 4” smooth finish James Hardie board in the color Bennington Grey.  The garage cornice 
and trim will be smooth finish James Hardie trim in the color Black Iron. The garage windows will be aluminum-clad 
wood Sierra Pacific double-hung windows.  The garage service door will be a Threma Tru Smoothstar S206 half-light 
fiberglass door.  The garage overhead door will be a steel door by Overhead Door CO, model # 1400 in the color 
Black Iron. 
 



The site will feature a 6’ high cedar wood fence set back 12” from the front wall of the house.  The proposed lights for 
the house and garage will be simple cylindrical metal down lights. 
 
All materials are of high-quality construction and have previously been approved by the Commission for infill 
construction. 
 
 
 
 
Registered Neighborhood Organization (RNO) comments: 
Highland United Neighbors, Inc. (HUNI) reviewed the application on July 29, 2021.  The RNO was supportive of 
the design with only a few comments: That the porch depth be increased and that the rear yard fence be inset. 
 
Excerpted from Design Guidelines for Denver Landmark Structures and Districts, January 2016 

Guideline Meets 
Guideline? Comments 

 
4.2 Locate a new building to respect 
the alignment of historic building 
façades and entrances in the 
surrounding context/block. 

a. Locate a new building to reflect 
established setback patterns of 
the surrounding context/block. 
b. If existing historic buildings are 
positioned at the sidewalk edge, 
creating a uniform street wall, 
then locate a new building to 
conform to this alignment. 
c. Where front yard setbacks are 
uniform, place a new structure in 
alignment with its neighbors. 
d. Orient a building’s entrance to 
be consistent with the established 
historic pattern of the surrounding 
context/block. Typically, the 
primary entrance faces the street. 

 

 
Yes 

 
The infill is set back 19’-5”, fitting in with the 
building setbacks in the immediate block 
context.  

 
4.3 Design a building to include the 
typical features and rhythms of historic 
buildings in the surrounding 
context/block, using similar 
proportions and dimensions. Features 
to reference include: 

a. Foundation heights 
b. Floor-to-floor heights and 
overall building height 
c. Window locations, proportions, 
and recess in the wall 
d. Entry and porch location, size 
and proportions. 
e. Scaling elements and 
articulation, such as belt courses, 

 
Yes 

 
The proposed infill features a raised 
foundation height, typical of buildings in the 
district.  The overall height of the proposed 
infill fits with the range of building heights for 
the structures across the street. The infill 
features a recessed entry beneath porch, a 
feature common to the district.  The proposed 
porch location and proportions fit within the 
surrounding historic context.  The proposed 
porch depth features a depth typical to other 
Four Square building forms in the district. 



dormers, balconies, decorative 
roof cornices, etc. 

 
 
4.4 Design the height, mass and form 
of new building to be compatible with 
the historic context. 

a. Design new building to be 
within the typical range of building 
forms, heights and sizes in the 
surrounding context/block. 
b. Construct a new building at the 
same grade as historic buildings 
on adjacent lots. 
c. Use floor-to-floor heights that 
are similar to those in the 
surrounding historic context.  
d. Design the façade to reflect 
typical historic proportions of 
height to width in the surrounding 
context/block, such as a defined 
roof cornice on a commercial 
structure. 
e. Use vertical and horizontal 
articulation design techniques, 
such as shifts in wall planes, and 
differentiating materials on first 
and second floors, consistent with 

 

 
Yes 

 
The proposed building height, mass and form 
fits within the range of heights and is 
compatible with the massing and form of 
buildings in the immediate context. The 
applicant is proposing a mass and form 
commonly found in the district especially for 
the Foursquare form dwellings.  The applicant 
included a raised foundation and a building 
form common to Foursquare buildings in the 
district.  The façade features typical window 
and door proportions typical to this style 
building. 

 
4.5 Design a new building to be 
recognized as current construction, 
while respecting key features of the 
historic district as well as the 
surrounding historic context/block. 

a. Use a simplified interpretation 
of historic designs found in the 
historic district or use a 
contemporary design that is 
compatible with historic siting, 
massing, and forms found in the 
historic district. At a minimum, an 
acceptable design should be 
neutral and not detract from the 
district’s historic character. 

 

 
Yes 

 
The building form draws directly from other 
Foursquare buildings found in the district.  
While some of its features appear replicative, 
staff feels that the overall form is simplified.  
The applicant has selected atypical cladding 
material colors that allow the building to fit in 
with the district while still being recognizable 
as modern infill. 
 

 
4.6 Use materials that appear similar in 
scale, color, texture, and finish to 
those seen historically in the district. 

a. Masonry materials such as 
brick, stone and genuine stucco 
are appropriate in most districts. 
c. New materials that convey 
characteristics similar to historic 
materials may be considered if 

 
Yes 

 
The applicant is using a traditional brick 
cladding materials but has selected an 
atypical brick color to help the building be 
more recognizable as a modern infill structure.   



they have a similar appearance, 
size, and shape to traditional 
materials. 
d. Use a simple combination of 
materials when this is 
characteristic of the district.  
e. Avoid using a wide range of 
building materials when building in 
the surrounding historic context 
use a simple combination of 
materials. 

 
 
4.8 Design windows, doors and other 
features to be compatible with the 
original primary structure and historic 
context. 

a. Incorporate windows, doors 
and other openings at a ratio 
similar to those found on nearby 
historic structures. New 
construction with public visibility 
should incorporate doors and 
windows with similar proportions 
to those in the surrounding 
historic context. 
b. When using contemporary 
window patterns and designs, 
ensure they respect the character 
and proportions of windows in the 
surrounding historic context. 
c. Maintain the typical historic 
placement of window headers and 
sills relative to cornices and belt 
courses. 
d. Use door widths, heights and 
materials that are similar to doors 
on historic buildings in the 
surrounding historic context. 
e. Use simplified configurations of 
historic doors rather than 
replicating a historic door exactly. 

 

 
Yes 

 
The applicant is proposing to use windows 
and doors with proportions, common to the 
district. 

 
5.9 Add a rear yard fence consistent 
with historical patterns of the property 
and surrounding historic district.  

a. Locate a rear yard fence to 
have minimal visibility from public 
view.  
b. Situate a rear or side yard 
fence return at least one foot 
behind the front corner of a 
historic house façade, and to be 
located behind important 
architectural features, such as bay 

 
Yes 

 

 
Privacy fencing will be setback from the front 
wall of the house. 
 
A wood fence with a vertical orientation is 
proposed. 
 
Fencing will not be taller than 6 feet in height.   
 



windows and chimneys whenever 
possible.  
c. Use a rear and side yard fence 
type and materials traditionally 
found in the historic context, such 
as simple iron or wooden solid or 
open picket fence.  
d. Design new fences to have 
traditional height, style and design 
to blend with historic building and 
surrounding historic context. 
 e. When installing a wooden 
fence, ensure that the pickets face 
to the exterior and the framing 
faces to the inside. 
 f. Locate a rear yard fence along 
traditional lot lines. 

 
 
5.21 Design lighting to be compatible 
and subordinate to historic buildings 
and the surrounding historic context. 

d. Design and orient new light 
fixtures to provide down-lighting.  

 

Yes The proposed lights are simple modern down 
lights. 

 
Excerpted from Character-Defining Features of the Potter Highlands Historic District, January 
2016 

 
Character-defining features Matches 

features? Comments 
 
Building Placement  

Due to the square blocks, created 
by the street layout, properties 
front onto both the north-south 
and east-west street. House 
placement varies by block; 
particularly on north to south 
streets, houses often were placed 
closer to north property line to 
maximize southern sun exposure. 
 

 
Yes 

 
The infill fits with typical property placements 
found in the immediate block context. 

 
Setbacks 

Terraced front lawns are 
common. Front yards are often 
landscaped with mature trees. 
Buildings within the district are 
mostly freestanding with narrow 
side yards. Backyards are large 
within this district. 
 

 
Yes 

 
The proposed set back fits within the range of 
setbacks found in the immediate block 
context.  

 
Mass & Form 

 
Yes 

 



Building Height:  
One- story to two-stories in height 
common. 
 
Building Shapes: 
Boxy massing generally 
symmetrical in form. 
Some Queen Anne structures 
within the district have corner 
turrets and towers, breaking up 
the front façade symmetry. 
 

The proposed building fits within the height 
and massing of other buildings in the 
immediate block context.  The building is also 
using a traditional building form found 
throughout the Potter Highlands Historic 
District. 

 
Roofs  

Roofs are typically gabled, hipped 
roofs or flat roofs with a parapet. 
Overhanging eaves prominent. 
Boxed eaves on most 
styles; exposed rafters and 
purlins on Craftsman Bungalow 
style. Composite roofing material 
common. 
 

 
Yes 

 
The applicant is proposing a roof form that is 
typical of the Foursquare form.   

 
Entries & Doors  

Typically a single offset, front 
entry with a wooden door. 

 
Yes 

 
The applicant is proposing an offset entrance 
that is recessed beneath the porch. 
  

 
Windows 

Wood double-hung vertically-
oriented windows with stone sills 
and decorative headers in stone 
and wood common. The highstyle 
Queen Anne houses have bay 
windows and curved glass in the 
round turrets. Some houses retain 
their original leaded 
glass. Large first floor single 
windows are common. Craftsman 
windows have divided lights in the 
top sash. Historically, windows 
were recessed in the wall (not 
flush). 
 

 
Yes 

 
The applicant is proposing window 
proportions typical of the Foursquare form. 

 
Porches  

Width:  
Partial and full width porches 
common. 
Height:  
The high Queen Anne structures 
within this district typically feature 
a two-story porch. One-story 
porches are common on simpler 
Queen Anne houses with 
narrower porches. 

 
Yes 

 
The infill features a simple porch that fits with 
the general alignment of other porches in the 
district.  The porch features an a typical depth 
that fits with porch depths on other 
Foursquare porches in the district. 



Projecting:  
Projecting porches prominent. 
Shapes:  
Raised square and rectangular 
porches with shed, gable, and 
hipped roofs. 
Materials:  
Wood and brick masonry porches 
with either wood columns or brick 
piers respectively. 
Porch Ornamentation: 
The Queen Anne style houses 
with delicate 
fretwork and spindle columns. 
Wood 
classical columns on many styles 
and brick piers on the Craftsman 
Bungalow houses. Wood railings 
or brick half walls typical. 
 

 
Recommendation: Approval 

 
 

Basis:   The proposed design elements of the new infill construction are simple and neutral and are  
compatible with the surrounding historic context. 

 
 
 

Suggested Motion:  I move to APPROVE application #2021-COA-344 for the new infill at 2632 W. 37th Ave., as 

per design guidelines 4.2, 4.3, 4.4, 4.5, 4.6, 4.8, 4.9, 5.9, 5.21, character-defining features for the Potter 

Highlands historic district, presented testimony, submitted documentation and information provided in the 

staff report.      

 

Suggested Motion:  I move to recommend to the Board of Adjustment to allow a variance for building depth 

per the Denver Zoning Code section 12.4.7.5.C. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 

 
Potter Highlands District Map with 2632 W. 37th Ave. outlined in red.  

 
 
 
 
 
 
 
 



 
 
 
 
 
 
1929 Sanborn Map with 2632 W. 37th Ave. outlined in black  
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