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Sec. 10.5.6



Section 10.5.6 - Retaining Wall 
Requirements

The applicability in this section no longer divides standards between the industrial districts I‐A and I‐B and all other zone 
districts. These now apply to all zone districts. 
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Section 10.5.6 - Retaining Walls
Sec. 10.5.6 Retaining Wall Requirements

The changes shown here are intended to simplify the provisions of the section. The content in B, before the Bundle, described 
multiple  standards, such as required separation between walls AND maximum height. Here, we’ve split up the standards to simplify 
them.

On the previous slide, I showed that retaining walls outside the PSS may be built to any height. On this slide, we see the height in 
the PSS is  limited to 4 ft. 
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Section 10.5.6 - Retaining Walls
Sec. 10.5.6 Retaining Wall Requirements

This section, listed as D here but will be C in the clean version gives the 4‐foot separation between walls that is required. Items 
1 and 2 give the two exceptions to that requirement. We’ve also added the graphic on the next slide to show the orientation in 
degrees, as measured from the primary street zone lot line.
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Section 10.5.6 - Retaining Walls
Sec. 10.5.6 Retaining Wall Requirements

This graphic demonstrates the standard on the previous slide – that retaining walls oriented between 45 and 115 degrees 
from the primary street zone lot line do not have to have a 4‐foot separation from other retaining walls.
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Section 10.5.6 - Retaining Walls
Sec. 10.5.6 Retaining Wall Requirements

Finally, this provision discusses the requirement to be 50 percent open when forward of 75% of the PSSF for fences above 
retaining walls. The edits simplify the description by removing the discussion of opacity and refer to the new “percent open” rule 
of measurement in 13.1.13. 
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