
Vehicle Parking Design for 
1- and 2-unit residential development

Sec. 10.4.6.1



Sec. 10.4.6.1, Vehicle Parking Layout – Single-Unit 
and Two-Unit Development

21’

• In Sec. 10.4.6.1, we’ve revised the existing standard to Restate and require a minimum “vehicle maneuvering area,” which 
requires a minimum of 21 linear feet of maneuvering area when garage doors/carports do not open directly to a street or 
alley. This requirement is more restrictive than the pre‐bundle requirement of 18 feet.

• In the first image labeled 10‐4‐2 on this slide, you can see the distance required between the side interior zone lot line and 
the garage opening is now 21’.

• And in the second image, which is labeled 10.4‐3, it shows that the garage opening must be 5’ setback from the nearest public 
right‐of‐way boundary and the opening of the garage and carport. Further, item 3 states that garage doors or carport openings 
that open directly to an alley shall be a minimum distance of 21 feet from the farthest right of way or alley boundary line.

• This was a request from DOTI because they were finding that the 18-foot minimum has been inadequate.



Vehicle Maneuvering for 1- and 2-
unit residential 

Administrative Adjustment Table 12.4.5.2.H.3-1

While this is a more restrictive standard than we have previously had, we now have an administrative adjustment to allow the 
zoning administrator to reduce the minimum vehicle maneuvering area down to 18 feet when there is an unusual physical 
condition or circumstance. In this case, you may find an existing structure prevents a 21‐
foot wide maneuvering area, which could count as an unusual  physical condition or circumstance. 
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