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Purpose: This policy is intended to provide guidance for designing, submiƫng, and construcƟng 
systems containing A2L refrigerants.

Reference: 2025 Denver Building and Fire Code (DBC), 2025 Denver Mechanical Code (DMC) Chapter
11, ASHRAE 15-2024, ASHRAE 34-2024

A. Background:
The Environmental ProtecƟon Agency (EPA) was authorized by the American InnovaƟon and 
Manufacturing (AIM) Act to address hydrofluorocarbons (HFC).  The EPA has established that air
condiƟoning and heat pump products uƟlizing a refrigerant with Global Warming PotenƟal (GWP) 
above 700 cannot be manufactured aŌer January 1st, 2025, and must be installed before January
1st, 2027.  Variable Refrigerant Flow (VRF) systems uƟlizing a refrigerant with a GWP above 700
cannot be manufactured aŌer January 1st, 2026 and must be installed before January 1, 2027.

The State of Colorado RegulaƟon Number 22 already requires the use of low GWP refrigerants in
chillers installed aŌer January 1st, 2024.

EPA’s rules are driving a market transformaƟon to refrigerants with a GWP less than 700.  EPA’s
rules and regulaƟons are Federal law; therefore, extensions or variances cannot be considered by
the City and County of Denver.

B. [Updated 5/6/2026] Chapter 11 of DMC and use of ASHRAE 15:

The 2025 Denver Building and Fire Code was approved in June 2025 and became effecƟve for all
projects submiƩed aŌer December 31st, 2025.  The 2025 DBC has been updated to require
compliance with ASHRAE 15 – 2024 and ASHRAE 34 – 2024. The Denver Building Code
AdministraƟve provisions allow the Building Official to approve alternaƟve designs and materials 
that comply with the intent of this Code.  It has been determined that projects uƟlizing A2L 
refrigerants can comply with the ASHRAE 15 standards without an AdministraƟve ModificaƟon.  
See SecƟon H below for the raƟonale used by Denver to adopt ASHRAE 15 and ASHRAE 34 
instead of the provisions in Chapter 11 of the IMC.

For projects uƟlizing A2L refrigerants, see the list below to determine the appropriate ASHRAE 
15 standard that shall be uƟlized:

 2025 DBC projects are required to comply with ASHRAE 15 – 2024.
 2022 DBC projects have the choice to comply with ASHRAE 15 – 2022 or ASHRAE 15 – 2024
 2016 DBC or 2019 DBC projects that require modificaƟons to incorporate A2L refrigerants 

shall comply with ASHRAE 15 - 2024
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C. [Updated 12/16/2024] 2022 Denver Building & Fire Code:
The 2024 InternaƟonal Building Code (IBC) and the 2024 InternaƟonal Fire Code (IFC) have been
updated to address hazards of A2L refrigerants.  The 2022 Denver Building and Fire Code was
amended on 11/21/2024 to include the 2024 IBC and 2024 IFC provisions addressing A2L
refrigerants.

D. [Updated 8/15/2025] SubmiƩal Requirements:
ConstrucƟon drawings and specificaƟons, at minimum, shall contain the informaƟon required in
SecƟon 133 of the Denver Building Code.  In addiƟon, when proposed systems contain A2L
refrigerant, the follow informaƟon shall be provided:

1. Refrigerant type – Refrigerant type must be specified on design documents for all systems
containing refrigerant.

2. Refrigerant quanƟty in each system – Complete refrigerant charge must be specified on
design documents; this includes refrigerant charge capacity of equipment as well as
refrigerant in the piping.

3. Refrigerant piping layout including all sizes– Refrigerant piping layout shall be shown on
design documents for all VRF systems. For all other systems, a refrigerant piping layout may
be required, to verify full refrigerant charge. Any changes to the approved design shall be
resubmiƩed as modified drawings.

4. EffecƟve volume calculaƟons. Provide effecƟve volume calculaƟons per 7.2 ASHRAE 15-2024.
5. EffecƟve Dispersal Volume Charge. For A2L refrigerants, calculate the EffecƟve Dispersal

Volume Charge (EDVC) for each independent refrigerant circuit per 7.6.1 ASHRAE 15-2024.
6. [Updated 12/16/2024] Safety Shut Off Valves. Where safety shut off valves are uƟlized, detail 

their locaƟons on refrigerant piping layout and provide calculaƟons of refrigerant discharge,
mrel, per 7.3.4 ASHRAE 15-2022.  Drawings shall acknowledge a Contractor or Engineer
DeclaraƟon shall be submiƩed prior to Final InspecƟon.  

7. [Updated 12/16/2024] Mechanical VenƟlaƟon.  When mechanical venƟlaƟon is required for
safety miƟgaƟon, provide calculaƟons per 7.6.4 ASHRAE 15-2024.  Drawings shall
acknowledge a Contractor or Engineer DeclaraƟon shall be submiƩed prior to Final 
InspecƟon.  

8. Deferred SubmiƩals.  If A2L equipment specificaƟons are not available at the iniƟal submiƩal
or if the equipment specified changes, then a deferred submiƩal from the Engineer of Record 
is required to be submiƩed for review and approved prior to the equipment being installed
(See ADMIN Policy 133.4).  Currently, equipment manufacturers do not have all A2L
equipment specificaƟons available. Since the expected operaƟng pressures and refrigerant 
heat capaciƟes are comparable to A1 refrigerants, a proposed design shall be provided using
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current system capaciƟes uƟlizing A1 refrigerant charge quanƟƟes and pipe sizes for the
proposed A2L systems.  Once the A2L equipment specificaƟons become available, a deferred
submiƩal from the Engineer of Record shall be submiƩed with updated equipment schedules,
refrigerant pipe rouƟng, and refrigerant pipe sizes.  Updates to any calculaƟons, such as
EffecƟve Dispersal Volume Charge EDVC, shall also be included in the deferred submiƩal.  
Modified drawings are required to capture modificaƟons to an approved design such as,
refrigerant pipe rouƟng or refrigerant pipe size modificaƟons.

9. [Updated 8/15/2025] Contractor or Engineer DeclaraƟon. When Release miƟgaƟon controls
per 7.3.4.4 or Mechanical venƟlaƟon per 7.6.4 are uƟlized in the refrigeraƟon design, or if a
system contains 55 lbs or more of refrigerant per 9.13.7, then a Contractor or Engineer
DeclaraƟon shall be submiƩed prior to the Final InspecƟon of the associated Boiler and
RefrigeraƟon permit (BoilerAC). The DeclaraƟon shall include the following as applicable:

a. The associated trade permit number for the project.  The permit number will include a
BoilerAC or Mech (for packaged equipment such as a Roof top unit RTU).

b. The address for the project.

c. Statement that the refrigeraƟon system has been installed per the construcƟon 
drawings approved by the City and County of Denver.

d. If safety shut off valves are uƟlized for release miƟgaƟon controls, then funcƟonal 
tesƟng and compliance with SecƟon 7.3.4.4 (a)-(i) and 7.6.2.5 shall be confirmed.

e. If mechanical venƟlaƟon is uƟlized, then funcƟonal tesƟng and compliance with
SecƟon 7.6.4 and 7.6.2.5 shall be confirmed.

f. If shaŌ venƟlaƟon is acƟvated by a refrigerant detector, then funcƟonal tesƟng and
compliance with SecƟon 9.12.2.2 Item b ASHRAE 15-2024 shall be confirmed.

g. For each system that contains 55 lbs or more of refrigerant, then the cerƟficate shall 
include the test date, photograph of the pressure gage at the test pressure, refrigerant
designaƟon, test medium, and the field test pressure applied to the high side and the
low side of the system.  See 9.13.7 ASHRAE 15-2024 for more informaƟon.  

h. The declaraƟon shall be signed by the installing contractor or registered design
professional of record.

i. The declaraƟon shall be submiƩed to the mechanical inspector before the Final
inspecƟon can be approved. 
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E. InterpretaƟons/FAQs:

ASHRAE 15-2024 – Current City of Denver InterpretaƟons:

1. [Added 5/6/2026] Addendum b was adopted by ASHRAE on 3/31/2026.

a. Addendum b rewords 9.12.1.5.1 Refrigerant Pipe ShaŌ to no longer require conƟnuous
refrigerant piping within shaŌs. The following secƟon for ShaŌ AlternaƟve was 
removed due to the removal of the shaŌ requirement.

b. Addendum b adds to 9.12.15.2 ShaŌ VenƟlaƟon secƟons d and e, giving allowances for 
when shaŌ venƟlaƟon is not required.

Addendum b rewords 9.12.1.5.1 Refrigerant Pipe ShaŌ to permit refrigerant piping within 
shaŌs rather than require it. The following secƟon for ShaŌ AlternaƟve was removed due to 
the removal of the shaŌ requirement. The Denver Building Code AdministraƟve provisions 
allow the Building Official to approve alternaƟve designs and materials that comply with the
intent of this Code.  The Building Official has deemed Addendum b is an approved revision to
secƟon 9.12.1.5.1 and can be used with ASHRAE 15 – 2022 or ASHRAE 15 - 2024.

2. [Updated 5/6/2025] Addendum a was adopted by ASHRAE on 5/30/2025. Addendum a
adopts an addiƟonal shaŌ alternaƟve to secƟon 9.12.1.5.1 in ASHRAE 15-2024 as well as
revising 7.2.3.1.1 Exempted Spaces. The later adopted Addendum b removed all shaŌ 
alternaƟves in 9.12.1.5.1 due to the removal of the requirement of shaŌs, therefore, 
Addendum a is not applicable to this secƟon. The remainder of Addendum a remains in the
standard.

3. [Updated 5/6/2026] Per 9.12.2.2 d (Addendum b), shaŌ venƟlaƟon is not required where all 
refrigerant pipe is conƟnuous and tested per secƟon 913. If shaŌ venƟlaƟon is used, the 
following would apply. ShaŌ venƟlaƟon discharge in 9.12.2.2 ASHRAE 15-2024 references
9.7.8.2 ASHRAE 15-2024, which requires a discharge at minimum 15 Ō above grade and 20 Ō
from windows, building venƟlaƟon openings, walkways and exits.  SecƟon 102.8 in the IMC 
states if there is conflict in a reference standard versus the IMC then the IMC should be
followed.  It is interpreted that IMC secƟon 501.3.1 #2 shall be followed for shaŌ exhaust 
discharge locaƟons, which is 10 Ō from property line, 3 Ō from exterior walls and roofs, 10 Ō 
from operable openings into buildings, and 10 Ō above grade.

4. [Updated 5/6/2026] Per 9.12.2.2 d (Addendum b), shaŌ venƟlaƟon is not required where all 
refrigerant pipe is conƟnuous and tested per secƟon 913. If shaŌ venƟlaƟon is used, the 
following would apply. Natural venƟlaƟon in 9.12.2.2 ASHRAE 15-2024 requires a 4-inch pipe,
duct, or conduit at the boƩom of the shaŌ discharging to the exterior and a makeup air 
opening at the top of the shaŌ.  If a pipe or conduit is provided at the boƩom of the shaŌ,
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then the opening shall be protected per 714 of the InternaƟonal Building Code.  If a duct is
provided, then a fire and smoke damper shall be provided at the shaŌ penetraƟon.  

5. When A2L refrigerants are proposed, the EffecƟve Dispersal Volume Charge EDVC shall be
calculated per 7.6.1 ASHRAE 15-2024, not 7.3.1 ASHRAE 15-2024.  See official ASHRAE
interpretaƟon IC 15-2022-2 of ASHRAE Standard 15-2022.

6. 7.6.2.5 b ASHRAE 15-2024 requires the miƟgaƟon acƟon to open zone dampers or set zone
dampers to full airflow set point. Denver interprets that the signal to open the zone dampers
or set the zone dampers to full airflow set point shall be sent with 15 seconds and does not
require the full airflow set point to be reached within 15 seconds.

7. Use ASHRAE 15-2024 (not ASHRAE 15.2-2024) for the design and installaƟon for all 
refrigeraƟon systems uƟlizing A2L refrigerants in commercial and mulƟ-family buildings not
regulated by the Denver ResidenƟal Code (DRC).  In mulƟ-family projects, using ASHRAE 15-
2024 for the enƟre building will simplify the design and construcƟon of refrigeraƟon systems
by eliminaƟng the potenƟal of having refrigeraƟon systems designed under separate
standards (ASHRAE 15-2024 or ASHRAE 15.2-2024) within the same building.

8. Official interpretaƟons from ASHRAE will be accepted.

9. [Updated 2/12/2025] RCL adjustment for alƟtude is required per 7.4.2 ASHRAE 34-2024.
Because RCL and LFL are both mass per volume based values, Denver interprets the
calculaƟons as applying to both RCL and LFL. Using equaƟon 7-4 the following adjusted RCL’s
and LFL’s shall be used for common A2L refrigerants in Denver:

a. R-32 alƟtude adjusted RCL = 4.2 lb/1000 Ō3

b. R-32 alƟtude adjusted LFL = 16.7 lb/1000 Ō3

c. R-454b alƟtude adjusted RCL = 4 lb/1000 Ō3

d. R-454b alƟtude adjusted LFL = 16.1 lb/1000 Ō3

10. [Added 2/12/2025] SecƟon 7.4 in ASHRAE 15-2024 requires refrigerant systems to be located
in a machinery room. ExcepƟon to 7.4 states that “Listed self-contained systems” are
permiƩed outside of a machinery room provided they meet listed excepƟons, including
limiƟng the refrigerant charge. This refrigerant charge limit is based on the total system charge
for the “self-contained system” as defined in ASHRAE 15-2024, and not the charge of the
individual circuits within the “self-contained system.”

11. [Updated 8/15/2025] SecƟon 8.11.3 in ASHRAE 15-2024 requires a machinery room to be
separated from occupied spaces with at least one-hour fire-resisƟve construcƟon.  The Denver
Commercial Building Code allows the room to be non-rated if the building is sprinklered per
Table 509.1.  Denver will require refrigeraƟon rooms containing A2L refrigerants to be a
minimum one-hour fire-resisƟve construcƟon since ASHRAE 15-2022 is more restricƟve. 
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12. [Added 2/12/2025] SecƟon 8.11.11.1 item h of ASHRAE 15-2024 requires machinery exhaust
must be discharged to the outdoors in a manner as not to cause a nuisance or danger without
providing prescribed distances.  SecƟon 1105.6.1 of the Denver Mechanical Code requires
machinery room exhaust to be 20 feet from property line or opening into the building.  Denver
requires compliance with 1105.6.1 of DMC for A1 and A2L refrigerants.

13. [Added 2/12/2025] Sec. 7.5.1.2 restricts refrigeraƟon systems in a public corridor or lobby to 
be unit systems with refrigerant charge limits. Denver allows RTU’s and split system fan coil
unit(s) that are located outside of corridor and ducted to serve the corridor. Unit systems such
as PTAC’s in the corridor are allowed within the charge limits.

14. [Added 5/6/2026] ASHRAE interpretaƟon IC-15-2022-13 allows branch selectors above a false
ceiling. ASHRAE interpretaƟon IC-15-2022-12 says that branch selectors are not piping. Denver
will follow ASHRAE’s interpretaƟon that above the ceiling is not the same as in the corridor,
and allow ducted fan coil units to also be above the ceiling. The enƟre unit must be above the 
ceiling and may not be installed through the ceiling, for example, a casseƩe type fan coil unit.

15. [Added 5/6/2026] Based on ASHRAE interpretaƟon IC-15-2022-12, which states that branch
selectors do not meet the EDVC excepƟon for conƟnuous piping, all branch selector locaƟons 
are required to meet the EDVC limits for the spaces they are located within. The space must
be shown that it will remain below the flammability limit should the equipment leak.
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G. Example EDVC Table:

This is an example table that can be submiƩed on a drawing showing the calculaƟons for EDVC:

H. [Updated 8/15/2025] Supplemental informaƟon on A2Ls in the IMC:

ASHRAE 15-2022 and ASHRAE 34-2022, as well as UL/CSA 60335-2-40-2022 or UL/CSA 60335-89-
2021 are the standards that incorporate the latest construcƟon techniques, energy efficiency, and 
emerging science and technology to advance public safety while allowing the use of more 
environmentally friendly refrigerants.  The InternaƟonal Mechanical Code (IMC) is updated every 
three years and the currently adopted 2024 IMC does not incorporate many of the advances in 
refrigerant technology and construcƟon techniques leveraged in current ASHRAE standards. 
LimitaƟons in each year of the IMC regarding A2L refrigerants are idenƟfied below. 

2018 InternaƟonal Mechanical Code:

1. The 2018 IMC does not consider A2 and A2L refrigerants as a separate refrigeraƟon safety 
group classificaƟon, therefore the maximum permissible quanƟƟes of 1104.3.2 would apply.  

2021 InternaƟonal Mechanical Code:

1. The 2021 IMC does not consider A2 and A2L refrigerants as a separate refrigeraƟon safety 
group classificaƟon, therefore the maximum permissible quanƟƟes of 1104.3.2 would apply.  

2. The RCL in Table 1103.1 R-454B is listed at 22 lb/1000 cubic feet, while 2024 IMC updates this 
value to 3.1 lb/1000 cubic feet.  Denver would not accept 22 lb/1000Ō3 as an RCL for R-454B.  
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3. A2L refrigerant piping shall be in a venƟlated shaŌ when connecƟng 3 or more stories per 
1109.3.2.

4. ConƟnuous protecƟon of A2L refrigerant piping is required when concealed and within 1.5” 
of the edge of the member per 1109.3.1.

2024 InternaƟonal Mechanical Code:

1. QuanƟty of refrigerant in an independent circuit cannot exceed the amounts shown in Table 
1103.1 and the IMC does not provide guidance for miƟgaƟon strategies to be considered.  

2. Requires refrigerant piping with A2L refrigerants to be in a venƟlated shaŌ when connecƟng 
3 stories or more per 1109.2.5.
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