
Submitting Agency: Description: VFL520 LED - 108-1486 (661-7123)
Project: THE CURRENT - 3615 DELGANY ST
Notes:

Type:

EG1

Description
IP66. Pole mounted LED luminaire. Integrated heat sinks. Easy 
removal and replacement of LED board. CAD-optimized OLC  PMMA 
lens for multi-layer illumination and superior glare control. Optional 
2200 K version available. To be specified at time of ordering.

®

Beam Type [S65] Type III Medium

Light Source LED-12/24W / 700 mA - 3000 K

CRI 80

Gear Type electronic gear
 
Nominal Luminous Flux (lm)

LED Lumens 245.9 lm

LEDs 12

Total Lumens 2951 lm

Tj 85 °C
 
Delivered Lumens Flux (lm)

LED Lumens 226.9 lm

Total Lumens 2723.1 lm

Ta 25 °C
 
Rated Input Power 28 W
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Submitting Agency: Description: VFL520 LED - 108-1486 (661-7123)
Project: THE CURRENT - 3615 DELGANY ST
Notes:

Type:

EG1

Material Specification

Body: Marine-grade die-cast aluminium alloy

Weight (lbs): 10.40

Lens: PMMA RFC® Reflection Contour Lens technology

Colours: RAL9004 Black
RAL9007 Grey Metallic
RAL9016 White
RAL8019 Dark Bronze

ETL, UL-1598 equivalent, CSA-C22.2#250.0. Suitable for Wet Locations.  ETL

Quickship features a one week ship time for Steplights and two week ship time for the 
rest of our Core products. All applicable information must be included for orders to be 
processed and colours must be in one of our 4 standard finishes. A maximum order 
quantity of 30 pieces applies.

Quick Ship

Gasket: Silicone rubber gasket

Fasteners: PCS Polymer Coated Stainless Steel hardware

Ingress protection: IP66

Impact protection: IK08

Corrosion protection: 5CE

Surge protection: In-line bracket 10kV Surge Protector

Mounting: Maximum spacing for streetlighting applications depends on wattage and light 
distribution: 5.5 to 9 times the mounting height

Listings: ETL, UL-1598, CSA-C22.2#250.0. Suitable for Wet Locations.

Windage (EPA): 0.5

Electrical Specification

Power supply: Integral [ECG] electronic driver 120V-277V. 0-10V dimmable, to be specified 
with order.

Lifetime
Ta=25°/40° L90B10 > 90000h

BUG Rating:
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Submitting Agency: Description: VFL520 LED - 108-1486 (661-7123)
Project: THE CURRENT - 3615 DELGANY ST
Notes:

Type:

EG1

B1 U0 G1

Mounting Accessories

Wall and pole brackets RV
Wall and pole mounted brackets. Corrosion resistant all aluminium construction.

 RV0 Wall bracket

  C1 C2 C3 H1 H2 M1 M2 Weight (lbs) 

108-0979 4.25 3.94 2.36 7.87 6.3 1.5 0.47 4.41 lbs 

 RV2-76 Pole bracket, double

  C1 D x L Weight (lbs) 

108-0980 5.79 2.99 x 3.94 10.58 lbs 
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Submitting Agency: Description: VFL520 LED - 108-1486 (661-7123)
Project: THE CURRENT - 3615 DELGANY ST
Notes:

Type:

EG1

 RV5 Pole bracket

  C1 D1 Weight (lbs) 

108-0982 4.25 2.99-9.45 3.75 lbs 
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Submitting Agency: Description: AML-Z-14-50-156
Project: THE CURRENT - 3615 DELGANY ST
Notes:

Type:

EG1

Description
Straight round aluminum. Chromated pre-treatment with superior powdercoat 
finish in black RAL 9004, grey metallic RAL 9007 or white RAL 9016. Specify 
finish. Consult WE-EF color chart for other options. Specify suitable pole top 
tenon for inteded brackets. Service door with tamper-proof hadware. Base 
plate welded tubular shaft. Spun aluminum base plate cover.

D1 �� D2 �� H1 H2 Weight (lbs) 

693-1220 AML-Z-008-40-125 4 4 96 23.62 19

693-1221 AML-Z-10-40-125 4 4 120 23.62 22

693-1222 AML-Z-10-50-125 5 5 120 23.62 27

693-1223 AML-Z-12-40-125 4 4 144 23.62 26

693-1224 AML-Z-12-50-156 5 5 144 23.62 38

693-1225 AML-Z-14-50-156 5 5 168 23.62 44

693-1230 AML-Z-16-50-188 5 5 192 23.62 58

693-1231 AML-Z-16-60-156 6 6 192 23.62 59

693-1232 AML-Z-18-50-188 5 5 216 23.62 65

693-1233 AML-Z-18-60-188 6 6 216 23.62 78

693-1234 AML-Z-20-60-156 6 6 240 23.62 73

693-1235 AML-Z-20-60-188 6 6 240 23.62 86

AML-Z
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Submitting Agency: Description: AML-Z-14-50-156
Project: THE CURRENT - 3615 DELGANY ST
Notes:

Type:

EG1

D1 �� D2 �� H1 H2 Weight (lbs) 

693-1236 AML-Z-25-60-188 6 6 300 23.62 106

AML-Z
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