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1 1TYPICALS

47TH AVE

TYPICAL SECTIONS

PEORIA STREET HSIP 23

N/A

J. CHESTNUT

J. CHESTNUT

STA 107+47 TO 108+70

STA 108+70 TO 109+00

35' 35'

1'

WIDENING

6' 1'3' 1'

2.00%

2.00%

VARIES (2.00% TO 4.60%)

35' 35'

WIDENING

6' 2'

2.00%

VARIES (2.00% TO 4.60%)

(6' TO 0')

VARIES

(11' TO 17')

LANE VARIES

HCL 47TH

EXISTING ROW EXISTING ROW

(1)-2.5" HOT MIX ASPHALT (GRADING SX) (100) (PG76-28)

2.5" PLANING AND OVERLAY

(3)-2.5" HOT MIX ASPHALT (GRADING S OR SX) (100) (PG64-22)

(2)-2.5" HOT MIX ASPHALT (GRADING S OR SX) (100) (PG64-22)

(1)-2.5" HOT MIX ASPHALT (GRADING SX) (100) (PG76-28)

6" ABC (CLASS 6)

2' CATCH PAN

6" CURB AND GUTTER

LANDSCAPE RESTORATION

6' 13' PLANING AND OVERLAY

22' FL TO FL

11' LANE11' LANE

HCL 47TH

EXISTING ROW EXISTING ROW

(3)-2.5" HOT MIX ASPHALT (GRADING S OR SX) (100) (PG64-22)

(2)-2.5" HOT MIX ASPHALT (GRADING S OR SX) (100) (PG64-22)

(1)-2.5" HOT MIX ASPHALT (GRADING SX) (100) (PG76-28)

6" ABC (CLASS 6) 2' CATCH PAN

6" CURB AND GUTTER

LANDSCAPE RESTORATION

11' LANE

EXISTING ASPHALT PAVEMENT

EXISTING ASPHALT PAVEMENT

28' TO FL

2.00% MAX

47TH AVE. TYPICAL SECTION

47TH AVE. TYPICAL SECTION

MATCH EXISTING SIDEWALK
6" CURB AND GUTTER

MATCH EXISTING SIDEWALK

20' PLANING AND OVERLAY

6" CURB AND GUTTER

CONCRETE MEDIAN W/6" ABC (CLASS 6)

1'

(3)-2.25" HOT MIX ASPHALT (GRADING S OR SX) (100) (PG64-22)

(2)-2.25" HOT MIX ASPHALT (GRADING S OR SX) (100) (PG64-22)

(1)-2.5" HOT MIX ASPHALT (GRADING SX) (100) (PG76-28)

7" PLANING AND OVERLAY

(3)-2.25" HOT MIX ASPHALT (GRADING S OR SX) (100) (PG64-22)

(2)-2.25" HOT MIX ASPHALT (GRADING S OR SX) (100) (PG64-22)

(1)-2.5" HOT MIX ASPHALT (GRADING SX) (100) (PG76-28)

7" PLANING AND OVERLAY

19

BLAIRKD
Callout
Per CCD Std Dwg 12.0 HMA patch is required adjacent to new concrete.

BLAIRKD
Callout
Stabilization Material required per CCD Std Dwg 5.2

BLAIRKD
Arrow


