
Review Comment Summary and Resolution Sheet

L = Low (within established budget)

M = Moderate (may require additional budget)

H = High (requires additional budget)

N/A - No Applicable (no impact to budget)

Agree or disagree or other (explain)

90% Thomas Shaw 1 General Sheet 1 Add provided table for utility contacts / DOTI contacts A DJS
Thomas to provide table to add. Jennifer has contact for 

Comcast.
1/27/2022 L

90% Thomas Shaw 2 Roadway Sheet 25

Asphalt removal will need to be consistent with new locations of man-holes and 

storm water laterals. (as seen on sheet 65 of 129) - update quantities and cost 

estimate accordingly 

A DJS Asphalt remove will be adjusted based on new final design. 1/27/2022 L

90% Thomas Shaw 3 Roadway Sheet 32 Coordinate conduit locations with RTD plans / construction. A DJS

Thomas to coordinate location of meter and Transformer 

with Jennifer Myler.  Locations are denoted with X (see notes 

on sheet 83).

Move conduit and controller based on RTD coordination.

1/27/2022 L

90% Thomas Shaw 4 Roadway Sheet 54 add proposed slopes to curb ramps and level landing. A DJS Slopes will be added. 1/27/2022 L

90% Thomas Shaw 5 Roadway Sheet 63 add slope for proposed flare. A DJS Slopes will be added. 1/27/2022 L

90% Thomas Shaw 6 Roadway Sheet 65

Sheet 65 class for a 48” MH to be installed at the center of the intersection to 

accommodate the new inlets on the west leg, but the line it’s tying into is a 62” 

line (based on the SUE investigation). 

A DJS

the 62” line is a brick facility and will need to be tied into 

with a custom manhole (about $20,000 [would likely need to 

be designed]). As part of that the brick pipe will need to be 

supported and tied into by the Contractor. That will be the 

responsibility of the Contractor. 

We will add additional notes to account for the following:

 •Existing drainage infrastructure, regardless of the material, 

will need to be supported and tied into. It is anticipated that 

the larger infrastructure are brick and are expected to be 

protected-in-place. It is the responsibility of the Contractor 

to determine methods in which to do so. Any additional 

materials or work needed to make these connections is 

identified as means and methods and will be at the cost of 

the Contractor. 

3/1/2022 L

90% Thomas Shaw 7 Roadway Sheet 82 Add note to denote split phase operation A DJS Note about split phasing will be added. 1/27/2022 L

90% Thomas Shaw 8 Roadway Sheet 82 Relocate signal indication (#9) for 30th A DJS Signal indication will be relocated. 1/27/2022 L

90% Thomas Shaw 9 Roadway Sheet 83 Add note to denote split phase operation A DJS Notea bout split phasing will be added. 1/27/2022 L

90% Thomas Shaw 10 Roadway Sheet 83 Traffic signal indication for left turn lane to be 3-section FYA A DJS Change in signal head will be made. 1/27/2022 L

90% Thomas Shaw 11 Roadway Sheet 84 extend for future left turn pocket A DJS
Northbound mast arm will be extended to accommodate 

future left turn lane.
1/27/2022 L

90% Thomas Shaw 12 Roadway Sheet 85
rotate pedestrian count down signal indications to be located over respective 

curb ramps. NE & SE corners
A DJS Ped heads to be rotated. 1/27/2022 L

90% Thomas Shaw 13 Roadway Sheet 85 Traffic signal indication for left turn lane to be 3-section FYA A DJS Signal indication will be changed. 1/27/2022 L

90% Thomas Shaw 14 Roadway Sheet 85 Move cabinet south and west away from roadway. A DJS Cabinet will be moved. 3/1/2022 L

90% Thomas Shaw 15 Roadway Sheet 85
The SA monhole in the southwest corner appears to be in the curb and 

bikelane.
A DJS

SA will be raised up to the level of the island amd moved 

away from the curbing.
3/1/2022 L

90% Thomas Shaw 16 Roadway Sheet 87 Make changes to parking signs based on bike lane layout.' A DJS

TGS to confirm timing of bike project, whether or not any 

parking signs need to be installed as part of the signal projec

If signal project goes first then signs will be added to the 

project.

1/27/2022 L

90% Thomas Shaw 17 Roadway Sheet 87 Extend stop bar across bike lane approach. A DJS Stop bar will be extended 1/27/2022 L

90% Thomas Shaw 18 Roadway Sheet 87 Confirm extents of painted bulbout with Brett B and bike project. A DJS
Change in striping to be made per disucssion. Reduce 

amount of area impacted by right turning vehicles.
1/27/2022 L

90% Thomas Shaw 19 Roadway Sheet 87 Make changes to parking signs based on bike lane layout.' A DJS

TGS to confirm timing of bike project, whether or not any 

parking signs need to be installed as part of the signal projec

If signal project goes first then signs will be added to the 

project.

1/27/2022 L

90% Thomas Shaw 20 Roadway Sheet 90 add OM-3L signs  (x2) to the median A DJS Signs will be added. 1/27/2022 L

90% Bren McMurtrie 21 Life and Safety N/A N/A A DJS No action required 1/27/2022 N/A

Submittal Package: Mill Levy 26 - Downing Traffic Signals - 90% Submittal
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90% Bren McMurtrie 22 Design Requirement N/A

For the next plan submittal, a narrative or matrix addressing how all comments 

from this submittal were addressed is required. For final approval and sign off 

from the Engineering and Regulatory Office, all submittals (including FINAL) 

are required to have a letter or matrix addressing how unresolved comments 

will be addressed. Any unresolved Life and Safety comments must be 

addressed prior to final approval. Any Design Requirements or Design Advisory 

comments not addressed will be clearly noted on the DOTI Sign Off sheet, and 

the Group Manager, or higher, of this project's PM shall sign and acknowledge 

which comments have not been addressed prior to DOTI ER signature and 

approval for bid.

N DJS
Matrix for 90% comments will be submitted with next 

submittal.
1/27/2022 N/A

90% Bren McMurtrie 23 Design Requirement Sheet 40

SE corner of Downing and 26th (Sheet 40 of 129), please show a grade break 

for ramp crossing downing. This ramp shows a 3.2 percent slope with no break 

at the top. If the slope blends into the other curb ramp, then that would create 

a cross-slope that is not ADA compliant. Please clarify the separation.

A DJS
Additional information will be added (such as a dotted line at 

break point) to convey information.
1/27/2022 L

90% Bren McMurtrie 24 Design Requirement N/A

Per previous comment, min lane widths are 11 ft and parking lanes 8 ft, per 

Transportation Standards and Details. However, it is understood this is being 

design following the Bike Design Guidelines. Guidelines do not supercede 

Standards, and therefore at a minimum, the PM shall add a note to the DOTI 

Sign Off Sheet on the Design Requirements Not Met section, prior to being 

approved, similar to: "this project follows the Bike Design Guidelines and does 

not meet some of the Transportation Standards and Details. The PDA Trans 

Team accepts this difference and proposes the 10 ft travel lanes and less than 

8 ft bike lanes."

N DJS Thomas to add note to the sign off sheet as requested. 1/27/2022 N/A

90% Alysha Geiger 25 Drainage N/A
Due to the project's limit of disturbance (greater than one acre) a Construction 

Activities Stormwater Discharge Permit (CASDP) is required. 
X DJS

Discussion with DOTI is underway to detemrine if permit is 

required and if it can be done by contractor.
1/27/2022

N/A - assume contractor is doing this 

and we are under 1 acre per 

intersection.

90% Alysha Geiger 26 Drainage N/A

Please prepare CASDP package in accordance with the City guidelines found 

here: https://www.denvergov.org/content/denvergov/en/wastewater-

management/capital-projects-management/engineering-and-permits.html

X DJS
Discussion with DOTI is underway to detemrine if permit is 

required and if it can be done by contractor.
1/27/2022

N/A - assume contractor is doing this 

and we are under 1 acre per 

intersection.

90% Alysha Geiger 27 Drainage N/A

Please update section 208 of the Technical Specifications to reflect that a 

CASDP is required for this project. See attached section 208 scenarios for 

standard language, choose the appropriate scenario language and add to 

Specs.

X DJS

Discussion with DOTI is underway to detemrine if permit is 

required and if it can be done by contractor. Specification 

will be updated as needed.

1/27/2022

N/A - assume contractor is doing this 

and we are under 1 acre per 

intersection.

90% Alysha Geiger 28 Drainage N/A

Remove the Erosion Control Notes from sheet 5, these notes are only for when 

a CASDP is not required. 

To submit a new application online,

    Go to the E-permits website and sign into your account: 

denvergov.org/epermits

    Click Apply for a Permit under the Development Services tab

    Select the appropriate option from the Site Planning options

o    For a new EC permit, select Erosion Control Plan

    When prompted to enter the project master number: 2020-PROJMSTR-

0000633

    Follow the prompts to enter application data and upload files

X DJS

If permit is not required the notes may remain, if permit is 

required changes will be made based on disucssion with 

DOTI.

1/27/2022

N/A - assume contractor is doing this 

and we are under 1 acre per 

intersection.

90% Alysha Geiger 29 Drainage N/A

FYI, the final SWMP/EC Plans and Narrative will need to be signed and sealed 

by a Colorado licensed P.E. The review period for the CASDP is 3 weeks and it 

should be anticipated that at least two reviews will be required prior to 

approval and issuance of the CASDP.

N DJS Plans will be signed as needed. 1/27/2022 N/A

90% John Clarke 30 N/A N/A
 Include found Survey Control symbols and reference numbers on all plan 

sheets where they appear.
A DJS Symbols will be added to all plan sheets as necessary. 1/27/2022 L

90% Group 31 Landscaping N/A
Is there a landscape component to this plan? There was discussion about 

adding landscape/green infrastructure at 31st and Downing, is that related?
N DJS

Landscaping plans and GI plans for the two locations are 

included in the plan package

No action required.

1/27/2022 N/A

Forestry

ERA Erosion Control

PW Survey
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90% Nick Evers 32 Landscaping

All Sheets with 

Demo and 

Construction

Procedure for converting paved area to tree planting area:

1. Remove concrete paving by hand - Minimize use of mechanical removal as 

this may result in root damage and further enhance decline of tree health.

2. Once pavement has been removed, excavate daylighted tree lawn area via 

pneumatic excavation to depth of 4"-6" for ex. root exploration.

3. Amend soil to original grade prior to pneumatic excavation (i.e. soil level 

once pavement was removed).

4. Fill remaining grade difference b/w planting area grade and sidewalk level 

with shredded redwood mulch.  Note: Rock chip, breeze, decomposed granite, 

or cobble is not permitted in public ROW’s.

CRITICAL NOTES:

1. Do not rototill daylighted tree lawn areas within driplines - Excavate via 

pneumatic excavation and amend as recommended above.  In addition, 

recommend locating irrigation laterals under driplines along edge of walk or 

along back of curb while area has been air spaded.  Trenching for lateral 

installation typically results in excessive root damage, so any post-amendment 

lateral installation within tree protection zone (i.e. under driplines) must be 

done by directional bore.

2. Remove ex. sidewalk and convert to tree lawn once building reaches 

substantial completion.  This will minimize tree damage from construction 

equipment.  Tree protection zones shown on plans will also suffice.  Removal 

of walk prior to substantial building completion will require in expansion of tree 

protection zones to tree driplines.

3. Existing grades within tree protection zones must remain undisturbed/as-is.  

Changes in grade result in root suffocation, tree decline, and potential death.

A DJS
Notes will be added to all demo and construction sheets 

along with tree protection details.
1/27/2022 L

90% Nick Evers 33 Forestry Sheet 28

Protection for the tree in the southeast corner of the new island is warranted 

base on tree size and condition. This will add complexity to the project, as we’ll 

have to account for tree protection throughout construction

A DJS
Tree protection will be added to plans and notes to protect 

through entire construction.
1/27/2022 L

90% Nick Evers 34 Forestry Sheet 25
Show TPZ fencing and Tree Protection on all demo and construction sheets 

(match TPZ as close as possible)
A DJS Will add information as requested. 1/27/2022 L

90% Nick Evers 35 Forestry Sheet 26
Show TPZ fencing and Tree Protection on all demo and construction sheets 

(match TPZ as close as possible)
A DJS Will add information as requested. 1/27/2022 L

90% Nick Evers 36 Forestry Sheet 27
Show TPZ fencing and Tree Protection on all demo and construction sheets 

(match TPZ as close as possible)
A DJS Will add information as requested. 1/27/2022 L

90% Nick Evers 37 Forestry Sheet 28
Show TPZ fencing and Tree Protection on all demo and construction sheets 

(match TPZ as close as possible)
A DJS Will add information as requested. 1/27/2022 L

90% Nick Evers 38 Forestry Sheet 29
Show TPZ fencing and Tree Protection on all demo and construction sheets 

(match TPZ as close as possible)
A DJS Will add information as requested. 1/27/2022 L

90% Lindsay Koehnke 39 General Notes N/A

THE CONTRACTOR SHALL OBTAIN A TEMPORARY CONSTRUCTION ACCESS 

PERMIT (TCAP) FOR ANY WORK OR OCCUPANCY OF PARK LAND. THIS 

INCLUDES BUT IS NOT LIMITED TO: DESIGNATED PARKS, PARKWAYS, OPEN 

SPACE, TRAILS, AND BIKE PATHS. INFORMATION AND APPLICATION CAN BE 

FOUND AT: https://www.denvergov.org/Government/Agencies-Departments-

Offices/Parks-Recreation/Planning-Development/Construction-Access-Permits

A DJS Note will be added. 1/27/2022 L

90% Lindsay Koehnke 40 General Notes N/A
ALL WORK SHALL CONFORM TO THE DENVER PARKS AND RECREATION 

CURRENT CONSTRUCTION STANDARDS AND SPECIFICATIONS. 
A DJS Note will be added. 1/27/2022 L

90% Lindsay Koehnke 41 General Notes N/A

ANY DAMAGE TO LAND MANAGED AND OPERATED BY DPR, INCLUDING BUT 

NOT LIMITED TO, CONCRETE, IRRIGATION, LANDSCAPE, UTILITIES, 

FENCING, AND SITE AMENITIES SHALL BE RESTORED, REPAIRED, OR 

REPLACED TO DENVER PARKS AND RECREATION'S CURRENT STANDARDS 

AND SPECIFICATIONS AND ACCEPTED BY PARKS

A DJS Note will be added. 1/27/2022 L

90% Lindsay Koehnke 42 General Notes N/A

FOR PROJECTS WITH AUTOMATIC IRRIGATION CONTROLLERS: IF POWER 

FROM AN EXISTING LIGHT POLE IS PROVIDING ELECTRICAL SERVICE TO AN 

IRRIGATION CONTROLLER AND THE SERVICE IS INTERRUPTED, THE 

CONTRACTOR SHALL RESTORE POWER TO THE IRRIGATION CONTROLLER. 

A DJS Note will be added. 1/27/2022 L

DPR Parks
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90% Lindsay Koehnke 43 N/A N/A
Will the new green infrastructure located at Downing and 31st become DOTI 

maintained as this corner is currently maintained by Parks? Please confirm.
X DJS

The new landscape areas at Downing and 31st; Including 

two R.O.W tree lawn, north triangle planting area, and two 

trees at green infrastructure will  be maintained by DOTI. 

Brian will initiate landscape maintenance transfer document.

1/27/2022 N/A

90% Lindsay Koehnke 44 Design Requirement Sheet 33

The ramps at N. Downing and 31st on the Parks maintained median must have 

cast iron domes and be a minimum of 6' in width to accommodate. The 

pavement must be 6" thick and have fiber mesh. Please include the parks 

concrete pavement detail.

X DJS

The width of path either 5' or 6' will be determined by city of 

Denver. It depends on who will be responsible for snow 

removal. Park and DOTI to discuss further, follow up to 

design team by email. 

1/27/2022 M

90% Lindsay Koehnke 45 Landscaping N/A

Plant comments: Lavender probably will not make it, it does not do well in 

Denver unless closely maintained, Miscanthus is a medium water plant and all 

the others are low, consider reducing to smaller perennial/grass sizes for 1 

gallons as they tend to establish better and will save money.

A DJS

We will replace Lavender with Catmint, Nepeta × faassenii, 

which has a similar color and texture.

And for the Miscanthus, we will look into Switch Grass or 

other low water shrubs, such as  Blue Mist spirea 

(Caryopteris x clandonensis)

We will reduce the pot size to 4” pots.

1/27/2022 L

90% Lindsay Koehnke 46 Irrigation N/A Please confirm the maintenance of the new green infrastructure sections. X DJS
All green infrastructure to be maintained by DOTI. Brian to 

initiate landscape maintenance transfer document in-house.
1/27/2022 N/A

90% Lindsay Koehnke 47 Specifications N/A
Include parks specifications for concrete, soil preparation, topsoil, irrigation, 

and sod.
D DJS

Jeff to send current irrigation specification to Brian / 

Goodbee
1/27/2022 N/A

90% Lindsay Koehnke 48 Irrigation Sheet 94

RESTORATION TO OCCUR AROUND NEW RAMPS TO PARK SPEC. CURRENT 

MEDIAN IS TURF. MEDIAN IS IRRIGATED AND MODIFICATIONS MAY BE 

REQUIRED. THE EXPANSION WILL REQUIRE IRRIGATION MODIFICIATIONS. 

A DJS

As built plan irrigation plan needs to be provided by the city 

in order to design irrigation modifications. City will look for 

as built plan and follow up to design team. If there is no as 

built plan, Goodbee will investigate conditions in the field.  

Irrigation restoration will be addressed in the next submittal. 

1/27/2022 M

90% Lindsay Koehnke 49 Irrigation Sheet 128 DOTI Maintained irrigation? X DJS
All green infrastructure to be maintained by DOTI. Brian to 

initiate landscape maintenance transfer document in-house.
1/27/2022 N/A

90% JP 50 Irrigation Sheet 33

Simply stating "Adjust Valve Box and Adjust Sprinkler System is not sufficient.  

Design work will be required. Either as part of this plan or by the contractor, 

prior to any irrigation work.

A DJS

Irrigation as-builts will be needed to provide an accurate 

design.  If none available, field investigations will be 

conducted to provide adjustment details.  

1/27/2022 M

90% JP 51 Irrigation Sheet 94 Irrigation modifications will require design work, not simply adjusted in field. A DJS

Irrigation as-builts will be needed to provide an accurate 

design.  If none available, field investigations will be 

conducted to provide adjustment details.  

1/27/2022 M

90% JP 52 Irrigation Sheet 123 Incorrect/outdated Irrigation Details. A DJS

Products specified were recently used on other GI projects, 

products/details and specifications will need to be modified 

to match current DPR standards, JP / Lindsay to share 

current standard detail to Brian / Goodbee. Plans will be 

updated accordingly.

1/27/2022 L

90% JP 53 Irrigation Sheet 124 Incorrect/outdated Irrigation Details. A DJS

Products specified were recently used on other GI projects, 

products/details and specifications will need to be modified 

to match current DPR standards, JP / Lindsay to share 

current standard detail to Brian / Goodbee. Plans will be 

updated accordingly.

1/27/2022 L

90% JP 54 Irrigation Sheet 125 Incorrect/outdated Irrigation Details. A DJS

Products specified were recently used on other GI projects, 

products/details and specifications will need to be modified 

to match current DPR standards, JP / Lindsay to share 

current standard detail to Brian / Goodbee. Plans will be 

updated accordingly.

1/27/2022 L

90% JP 55 Irrigation Sheet 127 Not DPR standard irrigation equipment. A DJS

Products specified were recently used on other GI projects, 

products/details and specifications will need to be modified 

to match current DPR standards, JP / Lindsay to share 

current standard detail to Brian / Goodbee. Plans will be 

updated accordingly.

1/27/2022 L

90% JP 56 Irrigation Sheet 128 Another two heads are required for proper coverage. A DJS

Irrigation design will be modified to include additional heads. 

Separate zone for upland planting area and water quality 

area, locate heads along the wall and use half radius 

coverage. A center full-circle head will be added to the 

center of the water quality area as requested by DPR, even 

though it likely will clog up shortly with sediment. 

1/27/2022 L
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90% JP 57 Irrigation Sheet 129 Trees and shrubs need to be on separate zones. A DJS

Existing trees and shrubs can be in same zone. Change to 

12" riser. Two trees at Silva Cell will be a subsurface dripline. 

Jeff to send information to Brian/Goodbee. 

1/27/2022 L

90% Brian Wethington 58 Green Infrastructure Sheet 47

Missing curb cut and all the critical elevation data for where those cuts occur; 

those elevations allow us to evaluate if WSE, distribution channels, overflows, 

and other critical elevations in the facility are functional.

A DJS Will add missing data. 1/27/2022 L

90% Brian Wethington 59 Green Infrastructure Sheet 94 Can we confirm that this tree cannot be saved?  is it worth saving per Forestry? A DJS
Forestry has identified the tree for protection. Design will 

modify to save the tree.
1/27/2022 L

90% Brian Wethington 60 Green Infrastructure Sheet 96

Perf pipe is too close to level spreader; it will short circuit treatment; move 

either the pipe or distribution notch to south end of facility to increase distance 

between them and maximize infiltration potential

A DJS Design will be modified to address concerns. 1/27/2022 L

90% Brian Wethington 61 Green Infrastructure Sheet 96
The signal pole appears to be over the drainline?  I would expect there would 

be a footing conflict with that line?
A DJS Design will shift pipe to avoid signal pole base. 1/27/2022 L

90% Brian Wethington 62 Green Infrastructure Sheet 96

Where is this detailed?  A metal plate, even a diamond pattern one, is very 

slick in the urban environment.  This needs to be a thoughtful selection 

appropriate for the location, ADA compliant, and safe for winter use.

A DJS
Plans will include detail, like a trench drain top or a custom 

top. Look at 8" width as shown by Mariko during meeting.
1/27/2022 L

90% Brian Wethington 63 Green Infrastructure Sheet 97 Cleanouts also need a detail for surface; a pvc cap isn't adequate. A DJS
Design will consdier a protective box or move the location, 

detail will be provided as needed.
1/27/2022 L

90% Brian Wethington 64 Green Infrastructure Sheet 97

Need detail for how top of control structure will be handled; it cannot stick up 

above finished grade as a trip hazard, so top must be held below grade and 

covered with an ADA safe, attractive box that can be integrated into paving 

pattern

A DJS Detail will be provided based on final design. 1/27/2022 L

90% Brian Wethington 65 Green Infrastructure Sheet 99 This shouldn't be lined. A DJS
Only the edge adjacent to building will be lined, the rest will 

be removed.
1/27/2022 L

90% Brian Wethington 66 Green Infrastructure Sheet 101

The control structure can't stick up above the finished surface of the plaza 

area.  It will need to be set lower than the surface with an appropriate box that 

can be set in paving (see solution at 21st & Broadway).

A DJS Agreed and change will be made. 1/27/2022 L

90% Brian Wethington 67 Green Infrastructure Sheet 102, A2
Eliminate drain rock except around perforated lines and reduce depths of 

structural concrete as much as possible. 
A DJS

Design will be evaluated and modificatoins made 

accordingly.
1/27/2022 L

90% Brian Wethington 68 Green Infrastructure Sheet 102, A1

There is no filter fabric permitted between media and drain rock.  If there is a 

concern about migration, we have had some projects included a 3-inch choker 

course

A DJS
Design will remove fabric. Brian to look for example choker 

course
1/27/2022 L

90% Brian Wethington 69 Green Infrastructure Sheet 102, A2
Adding slope to edge of facility would greatly reduce need for expensive 

structural walls.
A DJS

Walls will be evaluated and changes made to reduce cost 

and unnecessary construction size.
1/27/2022 L

90% Brian Wethington 70 Green Infrastructure Sheet 102, A1 These should be infiltration facilities, not lined A DJS Remove lining where possible. 1/27/2022 L

90% Brian Wethington 71 Green Infrastructure Sheet 102, A2 trunk line is shown in the center of the planter on the plans. A DJS Will ensure drawings are consistent across all plan sheets. 1/27/2022 L

90% Brian Wethington 72 Green Infrastructure Sheet 102, A1

Limit filter to material to 2-ft around perforated lines; we want to encourage 

maximizing infiltration unless there is data or testing that indicates that 

subsurface infiltration rates are very very low.  

A DJS Changes to material around lines will be adjusted. 1/27/2022 L

90% Brian Wethington 73 Green Infrastructure Sheet 102, A3 Add note #3 elevation 1/2 inch below grade A DJS Note will be added. 1/27/2022 L

90% Brian Wethington 74 Green Infrastructure Sheet 102, A5

need to designate maximum height of structure. Set top of structure 1 to 2-

inches above WSE. (needs to be higher to make sure water doesn't enter top 

of structure)

A DJS
Design will be evaluated and modificatoins made 

accordingly.
1/27/2022 L

90% Brian Wethington 75 Green Infrastructure Sheet 102, A4

This isn't referenced on the plans; if it is the "overflow" on the plans, then we 

definitely don't want to convey it as "bypass filter".

If intended as overflow, it needs to be higher than the design water surface 

elevation and compared with inlet elevations.

A DJS
Design will be evaluated and modificatoins made 

accordingly.
1/27/2022 L

90% Brian Wethington 76 Green Infrastructure Sheet 102, A4 In note #1 verify 6 inches. A DJS Will verify. 1/27/2022 L

90% Brian Wethington 77 Green Infrastructure Sheet 102, A5

Stop logs are created with 5 and 7-inch tall plates that are not designed to be 

cut, so there needs to be a 2"+/- range.  We've found through monitoring that 

inlet or overflows are engaged far more often than weir (it takes hours of 

constant inundation for water to raise to the point of overflow inside the 

control structure).  Set at 4-6" below WSE.

A DJS
Design will be evaluated and modificatoins made 

accordingly.
1/27/2022 L

90% Brian Wethington 78 Green Infrastructure Sheet 103, A6 Water quality media, not sediment A DJS Will make change. 1/27/2022 L

90% Brian Wethington 79 Green Infrastructure Sheet 103, A6 This seems excessively wide A DJS Will adjust based on discussion. 1/27/2022 L

PW Stormwater Quality
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90% Brian Wethington 80 Green Infrastructure Sheet 103, A6
4-inch wide sidewalk scuppers every 6-feet where sidewalk is adjacent to WQ 

planter
A DJS Will add scuppers as requested. 1/27/2022 L

90% Brian Wethington 81 Green Infrastructure Sheet 103, A6

Grade at gutterline at this point is critical to setting WSE along with overflow.  

It needs to be documented on the plans and evaluated against other critical 

elevations in the planter to ensure that we don't have an overflow point that 

short circuits the system.

A DJS
Design will be evaluated and modificatoins made 

accordingly.
1/27/2022 L

90% Brian Wethington 82 Green Infrastructure Sheet 103, A6 depress gutterline 2-inches at inlet A DJS Change will be made. 1/27/2022 L

90% Brian Wethington 83 Green Infrastructure Sheet 103, A6
We don't want a 5'-6" wide opening along the curb line; continue curb and 

provide protected inlet with wheel stop so that curbline is continuous.
A DJS Opening will be redesigned. 1/27/2022 L

90% Brian Wethington 84 Green Infrastructure Sheet 103, A7 Sediment retention device? A DJS Clarification will be made. 1/27/2022 L

90% Brian Wethington 85 Green Infrastructure Sheet 103, A7
should this be flat to not force sediment to the level spreader opening?  

maximize ability for it to settle and not clog the opening?
A DJS Okay for small drop at the curb. 1/27/2022 L

90% Brian Wethington 86 Green Infrastructure Sheet 103, A8 should this be a screen instead?  what if gap is clogged with sediment/trash? A DJS Steel tube or other easy option to address 1/27/2022 L

90% Brian Wethington 87 Green Infrastructure Sheet 104, S1
4-inch wide sidewalk scupper every 6-feet.  1/2-inch drop and slope to drain 

into planter.
A DJS

Design will be evaluated and modificatoins made 

accordingly.
1/27/2022 L

90% Brian Wethington 88 Green Infrastructure Sheet 104, S4

This seems very excessive.  Please be cognizant of costs of some of these 

items.  It doesn't need to allow a semi to park on it, it's just capturing some 

sediment before direction a total of 19 inches a year of rain into a vegetated 

facility.

A DJS Design will verify needed size with structures group 1/27/2022 L

90% Brian Wethington 89 Green Infrastructure Sheet 104, S2
These structures could be shallower as there shouldn't be any drain rock in 

these areas, just the depth of WQ media.
A DJS Srucutures will be evaluated and redesigned if possible. 1/27/2022 L

90% Brian Wethington 90 Green Infrastructure Sheet 104, S5
please consider a much less costly and over-build structure.  This will be 

(should be) mostly buried.
A DJS Srucutures will be evaluated and redesigned if possible. 1/27/2022 L

90% Brian Wethington 91 Green Infrastructure Sheet 105, B1
we don't want a PVC cap on the surface.  There should be an access box over 

it with a nicer lid that can be closed and integrated into paving.
A DJS Change will be made. 1/27/2022 L

90% Brian Wethington 92 Green Infrastructure Seet 105, B4 Show flow direction A DJS Flow arrows will be added to diagrams. 1/27/2022 L

90% Brian Wethington 93 Green Infrastructure Seet 105, B4
Weir likely can't be set this precisely.  Recommend setting with a range of 2"+/-

, but make sure maximum top is lower than WSE.
A DJS Will adjust based on discussion. 1/27/2022 L

90% Brian Wethington 94 Green Infrastructure Seet 105, B4 WQ Orifice drilled in lower stop log. A DJS Will verify location. 1/27/2022 L

90% Brian Wethington 95 Green Infrastructure Seet 105, B4
is this a second orifice on the drainline leaving the control structure?  What is 

the purpose?  I think we want it to free drain once it tops the stop logs.
A DJS Need to verify against manufacturer's details 1/27/2022 L

90% Brian Wethington 96 Green Infrastructure Sheet 108
If the slope is surrounding the basin, the level spreaders should be shorter; the 

interface at the ends will not work as shown.
A DJS Design will verify needed size with structures group 1/27/2022 L

90% Brian Wethington 97 Green Infrastructure Sheet 108 adjust slope to reduce structure in over-sized curbs A DJS Slope will be evlauated and adjusted. 1/27/2022 L

90% Brian Wethington 98 Green Infrastructure Sheet 113, 1 These are conflicting with civil plans.  Which takes precedent? A DJS Coordination will be completed to align all plan sheets. 1/27/2022 L

90% Brian Wethington 99 Green Infrastructure Sheet 113, 3 Can we shallow these up a bit? A DJS
Design will be evaluated and modificatoins made 

accordingly.
1/27/2022 L

90% Brian Wethington 100 Green Infrastructure Sheet 113, 3 Need detailing for grating A DJS Detail will be provided based on final design. 1/27/2022 L

90% Brian Wethington 101 Green Infrastructure Sheet 113, 2 Do these really need to be this deep? A DJS Depth will be evaluated and changed if possible. 1/27/2022 L

90% Brian Wethington 102 Green Infrastructure Sheet 114, 4
Conflicts with details shown on pg 104; which takes precedence?  Both seem 

over-designed structurally.  
A DJS Plans will be coordinated to elminate conflicts. 1/27/2022 L

90% Brian Wethington 103 Green Infrastructure Sheet 114, 1
Can this 6-inches of drain rock be shallow so that the tree doesn't have to be 

so deeply set? 
A DJS look at 2-3 inches if possible. 1/27/2022 L

90% Brian Wethington 104 Green Infrastructure Sheet 114, 3
As shown, would this be covered by the paving?  should it be brought to 

surface with an access box and lid?
A DJS bring well to surface 1/27/2022 L

90% Brian Wethington 105 Green Infrastructure Sheet 118, 2

probably need to make sure it's clear on plans or details where mulch is 

permitted; it isn't necessarily clear that 1 and 2 are for ornamental areas and 

NOT in WQ planters (where no mulch is permitted).  This is a very common 

confusion during construction.  

A DJS Will add clarification to the plans. 1/27/2022 L

90% Brian Wethington 106 Green Infrastructure Sheet 118, 1 says "rock mulch" but has wood in other places.  Which? A DJS Reference to rock will be removed 1/27/2022 L

90% Brian Wethington 107 Green Infrastructure Sheet 118, 3
how will this work with impervious liners? liners and fabrics should be removed 

from WQ planters, but will remain on structural cells (for now).
A DJS Change will be made. 1/27/2022 L

90% Brian Wethington 108 Green Infrastructure Sheet 128
We don't want the controller located in the bottom of the facility where it will 

be inundated regularly.
A DJS Controller to be moved. 1/27/2022 L
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90% Brian Wethington 109 Green Infrastructure Sheet 128

It may be better to located the connection and valves out of the inundation 

zones. Or potentially locate in ornamental landscape area? this area is higher 

and may never see standing water

A DJS Location will be reviewed and changed if needed. 1/27/2022 L

90% Brian Wethington 110 Estimate N/A

There is no line item for liners under the facilities.  It may not matter as we 

seeking to eliminate them all-together from 28
th

, but I thought I’d point it out as 

they tend to be somewhat expensive.

A DJS Quantities will be reviewed and adjusted as needed. 1/27/2022 L

90% Brian Wethington 111 Estimate N/A

There are two line items for irrigation; one as “Irrigation System” and another 

as a sprinkler allowance.  Together, they come to $18K, which I think is low.  It 

might be worth talking with irrigation subs to confirm, but the controller by 

itself and the Denver water tap might equal that by themselves.  

A DJS Quantities will be reviewed and adjusted as needed. 1/27/2022 L

90% Brian Wethington 112 Estimate N/A

Silva Cells might be a little low; I’m not sure if they are wrapping in the cost of 

the liner, the other fabrics, the drain rock layers, etc, but they are also pretty 

extensive.  They might be okay, just feels a little low.

A DJS Quantities will be reviewed and adjusted as needed. 1/27/2022 L

90% Brian Wethington 113 Estimate N/A
I’d bump up tree grates as well.  $1600 for 2 seems low; it might be that much 

for one.
A DJS Quantities will be reviewed and adjusted as needed. 1/27/2022 L

90% Brian Wethington 114 Estimate N/A
Given the extent of the shrubs, the allowance for shrubs seems low as well.  It 

may be heavier in grasses than I recall.
A DJS Quantities will be reviewed and adjusted as needed. 1/27/2022 L

90% Brian Wethington 115 Estimate N/A Mulching seems pretty high @ 14K, but it might not be.  A DJS Quantities will be reviewed and adjusted as needed. 1/27/2022 L

90% Mark Gehrke 116 General N/A An O&M may be needed for the maintenance agreement for the WQ Facilities. X DJS Thomas will verify maintenance agreements in house. 1/22/2027 N/A

90% Mark Gehrke 117 Waste Water Sheet 65
East Storm Trunkline (See Profile on Sheet 71) Plan and Profile should be on 

same sheet.
A DJS

Plan and profile for drainage elements will be on same 

sheet.
1/22/2027 L

90% Mark Gehrke 118 Waste Water Sheet 65 Connect storm at 90 degrees maximum A DJS Desgn will be adjusted. 1/22/2027 M

90% Mark Gehrke 119 Waste Water Sheet 65 Label existing storm size, material, slope. (Typical) A DJS Details will be added as requested. 1/22/2027 L

90% Mark Gehrke 120 Waste Water Sheet 65 Show storm name that corresponds to Profile. (Typical) A DJS Details will be added as requested. 1/22/2027 L

90% Mark Gehrke 121 Waste Water Sheet 65 Proposed Contours? A DJS Add proposed contours to sheet(s) name. 1/22/2027 L

90% Mark Gehrke 122 Waste Water Sheet 66 Show WQ storm curb cut. A DJS Plans will be aligned with final GI design. 1/22/2027 L

90% Mark Gehrke 123 Waste Water Sheet 69
This MH is not necessary and is another structure that WW will have to 

maintain. Connect inlet BR-D2 to BR-D1
D DJS

Design will stick with Dener standards and this manhole will 

be maintained.
1/22/2027 N/A

90% Mark Gehrke 124 Waste Water Sheet 70
Put storm plan and profile on the same sheet. (Typical on all Denver storm as 

well as PCR Plan and Profile and street plan and profiles.)
A DJS

Plan and profile for drainage elements will be on same 

sheet.
1/22/2027 L

90% Mark Gehrke 125 Waste Water Sheet 71 Make profile sheet elements match plan sheet based on changes. A DJS Plan and Profile sheets will be aligned. 1/22/2027 L

90% Mark Gehrke 126 Waste Water Sheet 73 Make profile sheet elements match plan sheet based on changes. A DJS Plan and Profile sheets will be aligned. 1/22/2027 L

90% Mark Gehrke 127 Waste Water Sheet 96 Why add another bend? Why not connect Perf pipe directly to WYE? A DJS Design will be adjusted per discussion. 1/22/2027 L

90% Mark Gehrke 128 Waste Water Sheet 96 If this pipe isn't perforated not sure what purpose it serves. A DJS Chane will be made per discussion 1/22/2027 L

90% Mark Gehrke 129 Waste Water Sheet 96 Perf Pipe or solid pipe? A DJS Chane will be made per discussion 1/22/2027 L

90% Mark Gehrke 130 Waste Water Sheet 97 Type C inlet will get plugged. Could use a Type 16 Combo inlet A DJS Chane will be made per discussion 1/22/2027 M

90% Mark Gehrke 131 Waste Water Sheet 97 Connect directly to inlet, which can be used as a cleanout. A DJS Chane will be made per discussion 1/22/2027 L

90% Mark Gehrke 132 Waste Water Sheet 100
Type C inlet grate has potential to get clogged with leaves and debris. Type 16 

combo may allow for more of the wq storm to get into wq system.
A DJS Chane will be made per discussion 1/22/2027 M

90% Mark Gehrke 133 Waste Water Sheet 100
Show a detail for the bend in the inlet. Also is the bottom of the inlet 

perforated so water can infiltrate into the ground?
A DJS Details will be added as requested. 1/22/2027 M

90% Mark Gehrke 134 Waste Water Sheet 103, A6 What is the width of this concrete channel? How will it be cleaned out? N DJS Commented noted but no change at this time. 1/22/2027 N/A

90% Mark Gehrke 135 Waste Water Sheet 113, 3 What is the angled hatch? A DJS Hatch area will be defined on sheets. 1/22/2027 L

90% Mark Gehrke 136 Waste Water Sheet 113, 3
What is going to keep this area from being plugged by debris? And to ensure 

the water is dispersed to the WQ Treatment area on the other side of the walk?
D DJS Design to remain as is. 1/22/2027 n/A

90% Mark Gehrke 137 Waste Water Sheet 113, 3

What is the purpose of the concrete wall? There is landscaping on both sides 

so it can't be used as a bench unless people walk on the landscape. It is taking 

up area that could be used for WQ treatment. 

A MT

This wall is designed to anchor level spreader. It has critical 

aesthetic role for urban design that integrates water quality 

feature. The direction was made during conceptual design 

phase in July 2021, with City of Denver. 

1/22/2027 L

90% Richard Tenorio 138 N/A N/A

***DFD Note: The intersection at Welton St. and Downing St. is a high volume 

run location for DFD Station #3 to the south. Sta. #3 utilizes Welton St. 

primarily for calls north in their response area.

N DJS No action required 1/22/2027 N/A

90% Jennifer Myler 139 Design Sheet 37
Can the limits of construction on the curb and asphalt at the Welton and N 

Downing intersection be reduced to encroach less on the RTD track? 
A DJS

Work at Welton will be adjusted to avoid RTD track pad 

impact.
1/22/2027 L

PW WW Maintenance

Fire Prevention

Additional Internal Review 3

N Downing ML26 - Comment Resolution Matrix (90% Comments).xlsx Page 7 of 9



Review Comment Summary and Resolution Sheet

L = Low (within established budget)

M = Moderate (may require additional budget)

H = High (requires additional budget)

N/A - No Applicable (no impact to budget)

Agree or disagree or other (explain)Submittal Package: Mill Levy 26 - Downing Traffic Signals - 90% Submittal

A = Accept Comment

D = Dismiss Comment

M = Accept Comment with Modifications

N = Comment Noted

X = Clarificaiton Required

Submittal Reviewer
Item 

Number
Category

Drawing or 

Location
Comments

Initial 

Code 
Responder Response

Date of 

Response
DOTI Response

City Project Manager

Level of Efforet

90% Jennifer Myler 140 Utilities N/A

Are there plans to provide design potholes on utilities that cross new storm 

drainage pipe? Acquiring elevations of utilities would allow for a pre-

construction utility coordination plan. 

A DJS SUE investigation will be completed based on 90% plans. 1/22/2027 L

90% Jennifer Myler 141 Design Sheet 53 Provide stationing and offset callouts to the RTD bus pad at Downing and 31st. A DJS
Additional stationing or notes to reference "match existing" 

will be added as needed.
1/27/2022 L

90% Jennifer Myler 142 General N/A
Does CCD plan on providing a business or residential access plan for 

intersections where access will be blocked off during construction?
D DJS

This will be contractors responsibility.

No action required.

1/27/2022 N/A

90% Brett Boncore 143 Bike Lanes Sheet 83

EB bike movement is still shown to use a bike signal. As previously mentioned, 

per MUTCD, we cannot have a WBLT phase across a EB bike phase. Change to 

green balls or move bike phase to phase 7 if signal timing allows.

X DJS

Thomas to reach out to Brett for clarificatoin.

Atkins response is to not have exclusive bike phase so 

remove bike heads and go with green balls.

1/22/2027 L

90% Brett Boncore 144 Bike Lanes Sheet 83

Since we will have a permitted WBLT phase at the same time as EB bike only 

movement (unconventional), please explore additional signage to call attention 

to the EB bike movement.

A DJS Additonal signage will be included as appropriate. 1/22/2027 L

90% Brett Boncore 145 Bike Lanes Sheet 86
Please try to achieve 10' lanes for NB and SB LT lanes by taking a foot from the 

NB through lane
A DJS Will make adjustment. 1/22/2027 L

90% Brett Boncore 146 Bike Lanes Sheet 87
Everything NW of the crosswalk across 30th Street approach will be completed 

by the 30th Street bikeway project. Show 30th Street striping as existing
A DJS Will modify striping as requested. 1/22/2027 L

90% Brett Boncore 147 Bike Lanes Sheet 87
Please modify  SWW corner striping so that SE RT won't track over the striped 

gore area
A DJS Will modify striping as requested. 1/22/2027 L

90% Brett Boncore 148 Bike Lanes Sheet 87

Since the 28th Ave bikeway will now be constructed in 2023 (presumably after 

this project), please end the bike lane properly per the attached redline, using 

solid striping for at least 20 ft, dashed for 30 ft, and add bike lane ends 

signage

A DJS Will modify striping and signaged as requested. 1/22/2027 L

90% Brett Boncore 149 Bike Lanes Sheet 87 Modify SW corner striping so that WBLT onto Glenarm doesn't track over it A DJS Will modify as requested. 1/22/2027 L

90% Brett Boncore 150 Bike Lanes Sheet 89

We are currently studying Stout Street and it is likely to be converted to two 

way in the next couple years. Please modify this SW curbline of triangle island 

to allow a SWbound vehicle to continue along Stout Street in the future

N DJS No change required. 1/22/2027 N/A

90% Brett Boncore 151 Bike Lanes Sheet 89
Add a few flex posts, 2' offset from travel lane edgeline, at 10' spacing leading 

up to EB approach stop bar
A DJS Will add flex posts as requeted. 1/22/2027 L

90% Brett Boncore 152 Bike Lanes Sheet 89 Discontinue radius edgelines through west leg crosswalk A DJS Will modify striping as requested. 1/22/2027 L

90% Brett Boncore 153 Bike Lanes Sheet 89
All flex posts should be at least 2' offset from edgeline striping (might only be 2-

3 flex posts in the "corner wedges")
A DJS Will modify flex post locations as requested 1/22/2027 L

90% Brett Boncore 154 Bike Lanes Sheet 90
Add green thermo boxes under bike symbols along 30th Street and in two way 

cycle track area
A DJS Will add bike boxes as requested. 1/22/2027 L

90% Brett Boncore 155 Bike Lanes Sheet 90
See comments on terminating bike lane on 28th Ave. Same comments apply 

here going eastbound
A DJS Will modify striping and signaged as requested. 1/22/2027 L

90% Brett Boncore 156 Bike Lanes Sheet 90

On the two way cycle track section, move bike symbols and arrows closer to 

the entrance ramps (out of the walking path) and add 1' wide crosswalk bars 

across cycle track

A DJS Will modify striping and markings as requested. 1/22/2027 L

90% Brett Boncore 157 Bike Lanes Sheet 90
Consider using some of the extra 4.5' width on 34th to add a buffer between 

bike turn lane and WB 34th traffic
A DJS Will make change if deemed feasible for traffic movements. 1/22/2027 L

90% Brett Boncore 158 Bike Lanes Sheet 90
With exception of two way cycle track and bike left turn lane, remove arrows 

that are shown with bike symbols
A DJS Will mofify striping and markings as requested. 1/22/2027 L

90% Brett Boncore 159 Bike Lanes Sheet 90

Since Bruce Randolph bikeway will now be constructed in 2023, remove green 

conflict markings on the WB approach and develop transition to intersection 

approach for interim (for until Bruce Randolph bikeway is constructed)

A DJS Will modify striping and markings as requested. 1/22/2027 L

90% Brett Boncore 160 Bike Lanes Sheet 90
Once the WB bike lane reaches the 34th Street pavement, need ~20' solid + 

30' dashed edgeline to terminate bike lane with bike lane ends signage
A DJS Will modify striping and markings and signage as requested. 1/22/2027 L

90% Brett Boncore 161 Bike Lanes Sheet 90
Since there are no conflicting turning movements, the WB bike conflict 

markings should be Type 2 (skip stripes with chevrons)
A DJS Striping will be changed as requested. 1/22/2027 L

90% Brett Boncore 162 Bike Lanes Sheet 90 Show parking sign relocations as a result of changes on 34th A DJS Will mofify signage as needed. 1/22/2027 L

90% Mike Sasarak 163 N/A N/A Review Complete - No Objection A DJS No action required 1/27/2022 N/A

90% Kim Blair 164 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% Mindy Decker 165 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% Philip Kim 166 N/A N/A Review Complete - No Objection A DJS No action required 1/27/2022 N/A

ERA Materials

DS Transportation

DS Wastewater

Additional Internal Review 5

ERA Wastewater

N Downing ML26 - Comment Resolution Matrix (90% Comments).xlsx Page 8 of 9



Review Comment Summary and Resolution Sheet

L = Low (within established budget)

M = Moderate (may require additional budget)

H = High (requires additional budget)

N/A - No Applicable (no impact to budget)

Agree or disagree or other (explain)Submittal Package: Mill Levy 26 - Downing Traffic Signals - 90% Submittal

A = Accept Comment

D = Dismiss Comment

M = Accept Comment with Modifications

N = Comment Noted

X = Clarificaiton Required

Submittal Reviewer
Item 

Number
Category

Drawing or 

Location
Comments

Initial 

Code 
Responder Response

Date of 

Response
DOTI Response

City Project Manager

Level of Efforet

90% Group 167 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% Group 168 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% Andy Whitty 169 N/A N/A Review Complete - No Objection A DJS No action required 1/27/2022 N/A

90% Joseph Cordts 170 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% Deborah Turner 171 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% David Shaw 172 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% Joe Saejiw 173 N/A N/A Review Complete - No Objection A DJS No action required 1/27/2022 N/A

90% Amy Rens 174 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% Brian Carbone 175 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% John Yu 176 N/A N/A No Reponse A DJS No action required 1/27/2022 N/A

90% Cincere Eades 177 N/A N/A No Reponse A DJS No action required 1/22/2027 N/A

90% Brittany Price 178 N/A N/A No Reponse A DJS No action required 1/22/2027 N/A

90% Katherine Devlin 179 N/A N/A No Reponse A DJS No action required 1/22/2027 N/A

90% Michael Comstock 180 N/A N/A No Reponse A DJS No action required 1/22/2027 N/A

90% Mark Gonzales 181 N/A N/A No Reponse A DJS No action required 1/22/2027 N/A

90% Riley LaMie 182 N/A N/A No Reponse A DJS No action required 1/22/2027 N/A

90% Michelle Melonakis 183 N/A N/A No Reponse A DJS No action required 1/22/2027 N/A

PW CPM-Structural

Additional Internal Review 1

Additional Internal Review 4

Additional Internal Review 6

DOTI: Transportation Singal

PW Transportatoin Safety

PW Transportatoin ITS

PW Transportatoin Singal-TMC

PW Natural Recources

PW Transportation and Mobility

Department of Enivronmental Health

PWCPM Review 1

PWCPM Review 2

WCPM Construction

PW Construction

Parks Capital Project

PW Speical Projects
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