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% > PROVIDE SEEDING PLAN FOR
REPLACE COMBINATION \ APPROVAL L%N%%%U%ﬂgzy ———
(e CONCRETE CURB, GUTTER, \
/ . MATCH EXISTING GROUND
£ AND SIDEWALK (2'8") : SEE NOTE 4
¢ \ / PROPOSED OUTFALL END
& / SECTION, TOEWALL AND RIPRAP
7 \‘ PROTECT EXISTING TREES | SEE SHEET 69
60 PLAN
SAW CUT JOINT. %" WIDTH‘%OF SLAB DEPTH
REFER TO PLAN FOR JOINT PLACEMENT
JOINT SEALANT, 3* DEPTH OPEN FOR SEALANT
SEAL ALL EXPANSION JOINTS ‘-‘ |
£ RADIUS, TYPICAL U
%" EXPANSION JOINT MATERIAL, FULL WIDTH AND Y|
DEPTH AT JOINT, REFER TO SPECIFICATIONS. F
"SIKA SPEED DOWEL' OR APPROVED EQUAL. INSTALL ™ j
TYPICAL ROADWAY PAVING SECTION PER MANUFACTURER'S SPECIFICATIONS = = i
» £ X 18" SMOOTH DOWEL, REFER TO k! "
27 SURFACE COURSE ESF‘EG\FICAT\GNS PLACE 18" MINIMUM TO 24" A 9
. N 4 A . g MAXIMUM, ON CENTER. MINIMUM 12" OFFSET J
‘a4 < 4 4 A 3" BASE COURSE FROM EDGE OF CONCRETE A
. N -4 '. N o . / WHEN NEW CONCRETE ABUTS EXISTING
4 < . . Loq 4 B . CONCRETE, DRILL HOLE AND EPOXY DOWEL J
a 4 ° . <4 INTO EXISTING CONCRETE -
<7 CONCRETE PAVING WITH FIBER MESH. Lz | TETMIN 2P MAX L
6" THICK CLASS 5 OR 6 ABC ! MEDIUM BROOM FINISH PERPENDICULAR TO K MIN. — SPACING ™
{ WALKING DIRECTION
% C% C% C% D GEOGRID WITH UNDERLYING COMPACTED SUBGRADE #—— WIDTH VARIES - REFER TO PLAN ———¢
A A A A A SEPARATOR FABRIC UNDISTURBED SUBGRADE
/COMPACTED NATIVE
NOTES:
1. REFER TO SPECIFICATIONS FOR ALL MATERIALS CALLED OUT IN DETAILS.
2. LOCATE EXPANSION JOINTS EVERY 200' MAXIMUM, OR AS SHOWN ON THE PLAN.
PAVEMENT DESIGN
2" SURFACE COURSE (TOP LIFT)
AGGREGATE GRADING SX CONCRETE PAVEMENT SCALE: 1"= 10"
SUPERPAVE LAB DESIGN GYRATIONS N=50 )
ASPHALT BINDER PG 76-28
. DENVER PARKS PATH PAVING SECTION
3" BASE_COURSE (BOTTOM LIFTS)
AGGREGATE GRADING S
SUPERPAVE LAB DESIGN GYRATIONS  N=50
ASPHALT BINDER PG 56-28
FULL DEPTH PAVING SHALL BE CONSTRUCTED WITH LIFTS AT 3.0 INCHES OR LESS
PAVING NOTES
COMPOSITE 5” ASPHALT TO BE CONSTRUCTED ON 6" OF MECHANICALLY STABILIZED BASE LAYER (MSB) CONSISTING OF GEOGRID PLACED 1. INLET CONSTRUCTION SHALL REQUIRE A 2’ CURB AND GUTTER TRANSITION ON EITHER

BELOW A LAYER OF 6" CLASS 5 OR CLASS 6 AGGREGATE BASE COURSE (ABC). MSB AND TYPE 2 GEOGRID MUST MEET THE
REQUIREMENTS OF SECTION 6.0 OF THE MGPEC STANDARD SPECIFICATIONS SEPARATOR FABRIC, REFERENCE TABLE 6.4-1 FOR GEOGRID

STRUCTURAL PROPERTIES. GEOGRID SHALL BE TENSAR TX160 OR EQUIVALENT. SEPARATOR FABRIC SHALL BE INSTALLED UNDER THE
GEOGRID AND SHALL MEET THE REQUIREMENTS SET FORTH IN SECTION 12 OF THE MGPEC STANDARD SPECIFICATIONS. COST OF GEOGRID

AND SEPARATOR FABRIC SHALL BE INCLUDED IN THE COST OF THE ABC.

ALTERNATIVELY WITH THE APPROVAL OF THE CCD CONSTRUCTION ENGINEER, COMPOSITE 5" ASPHALT CAN BE CONSTRUCTED ON 12" OF

CURB, GUTTER, AND SIDEWALK (2'8")
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REPLACE CONCRETE BIKE PATH
REFER TO DPR STANDARDS

- SA

NDERSON GULCH

EXISTING INLET

SIDE OF THE INLET PER CCD STANDARD DETAILS DEPENDING ON INLET AND SIDEWALK
TYPE. ADJACENT SIDEWALK AND TRANSITION IS TO BE INCLUDED IN THE COST OF THE

INLET.

2. REPLACE IN KIND ANY DISTURBED LANDSCAPING DUE TO INLET, CURB/GUTTER, AND/OR

SIDEWALK  INSTALLATION. MINOR LANDSCAPE REPLACEMENT AND LOCAL GRADING IS
INCLUDED IN THE COST OF THE STRUCTURE OR CONCRETE ITEM.

CHEMICALLY TREATED SUBGRADE (CTS). CTS MUST MEET THE REQUIREMENTS OF SECTION 5.0 OF THE MGPEC STANDARD SPECIFICATONS,

REFERENCE TABLE 5.5-1 FOR GEOGRID STRUCTURAL PROPERTIES.

3. REFERENCE CCD TRANSPORTATION STANDARDS AND DETAILS FOR ASPHALT PATCHING
(STD. DWG. NO. 12.0, 12.1, 12.2, 12.3, 12.4, 12.6, AND 12.7).
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%. HE MOST CURRENT SPECIAL SPECIFICATIONS FOR SECTION 630 —

CONSTRUCTION TRAFFIC CONTROL SHOULD BE USED FOR THIS PROJECT, SEE
APPENDIX B — REVISIONS TO CDOT SPECIFICATIONS, FOR REVISIONS TO
SECTION 630.

2. WORK ON LOCAL ROADWAYS SHOULD BE RESTRICTED TO A MAXIMUM LENGTH
OF TWO BLOCKS, ONE INTERSECTION AT A TIME AND WORK BETWEEN THE
HOURS OF 7:00 AM AND 5:00 PM AS LONG AS LOCAL ACCESS FOR
RESIDENTS CAN BE PROVIDED. WORK ON ARTERIALS AND COLLECTORS THAT
WILL IMPACT TRAFFIC OPERATIONS WILL BE RESTRICTED TO 8:30 AM TO 3:30
PM ON WEEKDAYS OR VARIABLE HOURS ON THE WEEKEND BASED ON
LOCATION. ANY EXCEPTIONS TO THESE REQUIREMENTS MUST BE APPROVED BY
TRAFFIC ENGINEERING SERVICES PRIOR TO ANY WORK BEGINNING.

3. ALL LOCATIONS WILL REQUIRE A STREET OCCUPANCY PERMIT OBTAINED FROM
CONSTRUCTION ENGINEERING AT 303-446—3469. PLEASE ALLOW A MINIMUM
OF 5 BUSINESS DAYS FOR REVIEW AND PROCESSING.

4. SEED MIX SHALL BE MID GRASS MIX. REFER TO DENVER PARKS AND
RECREATION SPECIFICATIONS FOR DETAILED INFORMATION.

FORESTRY NOTES

LEGEND

IF APPROVED PLANS CHANGE AND ARE PROJECTED TO AFFECT EXISTING ROW
TREES, CONTRACTOR SHALL CONTACT OFFICE OF THE CITY FORESTER TO
DISCUSS POTENTIAL IMPACTS PRIOR TO COMMENCEMENT OF CONSTRUCTION
ACTMITIES.

EXISTING TREES TO BE PRESERVED IN PUBLIC RIGHT OF WAY SHALL BE
PROTECTED PER FORESTRY STANDARDS & PRACTICES. TREE PROTECTION SHALL
BE INSTALLED PRIOR TO ISSUE OF DEMOLITION PERMIT, APPROVED BY
FORESTRY, AND SHALL REMAIN IN PLACE THROUGHOUT CONSTRUCTION. ONCE
TREE PROTECTION ZONE IS IN PLACE, IT MAY NOT BE MOVED, RESIZED,
REMOVED, OR ALTERED IN ANY MANNER WITHOUT PRIOR WRITTEN APPROVAL
FROM OFFICE OF THE CITY FORESTER. NO CONSTRUCTION ACTMITIES OR
STORAGE OF MATERIALS SHALL TAKE PLACE WITHIN TREE PROTECTION ZONES
xll'l’;HE%L_IJ’TE RF’RIOR WRITTEN AUTHORIZATION FROM THE OFFICE OF THE CITY

Of 3

IF PRUNING FOR CONSTRUCTION CLEARANCE IS NECESSARY, CONTRACTOR SHALL
CONSULT WITH FORESTRY STAFF PRIOR TO COMMENCEMENT OF WORK.

CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING ADJACENT PROPERTY

OWNER(S) WHEN EXISTING TREES IN PUBLIC RIGHTS OF WAY OR PRIVATE
PROPERTY ARE TO BE IMPACTED BY PROPOSED CONSTRUCTION.

N

FULL DEPTH ASPHALT PAVING

ROTOMILL & OVERLAY

.&;:] REPLACE CONCRETE - CURB RAMP, CURB & GUTTER,

4 SIDEWALK, AND INTERSECTION VALLEY GUTTER

TREE PROTECTION ZONE FENCING

PROTECT EX. ROW TREES PER FORESTRY STANDARDS
AND SPECIFICATIONS
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10" MAX

/3{% STD STEEL PIPE

4-6"

)—2% STD STEEL PIPE

U U/

\12" CONCRETE BASE (CLASS B)

34" STD STEEL PIPE\

2" STD STEEL PIPE

VARIES
2' MIN TO 3
FROM EDGE OF RAIL

L 1 [

CONCRETE TRAIL

12" CONCRETE BASE (CLASS B)
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_\EXISTING GROUND

POST

1" GROUT PAD

3/4" x 8" (MIN.) A307 BOLTS
WITH HEX NUTS AND LOCK WASHERS.

PROJECT BOLTS 2" ABOVE
/CONCRETE SURFACE. ACCOMMODATE

BASE REINFORCEMENT STEEL AS REQUIRED.

I \ | TACK WELD IN
3/16 THREE PLACES. (TYP.)

CONCRETE BASE (CLASS B)

/CONCRETE BASE (CLASS B)
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RAILING NOTES:

RAILING SHALL CONFORM TO THE HORIZONTAL AND VERTICAL ALIGNMENT OF THE EXISTING
GRADE. POSTS SHALL BE PLUMB TO WITHIN A TOLERANCE OF 1/4” FOR A 57" POST.
RAILING CENTERLINE TO BE MINIMUM OF 2° FROM EDGE OF CONCRETE TRAIL. ADJUST
ANCHORAGE LOCATION AND RAILING HORIZONTAL ALIGNMENT IN FIELD TO ALLOW PLACEMENT
ON ON BOTH SIDES OF STORM PIPE.

THE CONTRACTOR SHALL VERIFY ALL DEPENDENT GEOMETRY AND ELEVATIONS IN THE FIELD
BEFORE ORDERING OR FABRICATING ANY MATERIAL. CONTRACTOR MUST SUBMIT SHOP
DRAWINGS TO CONFIRM WITH PROPOSED DRAINAGE AND ANCHORAGE PLACEMENT. THE
CONTRACTOR SHALL FIELD—MEASURE BASE PLATE LOCATION PRIOR TO FABRICATION OF PIPE
RAILING TO VERIFY DIMENSIONS REQUIREMENTS.

PIPE SHALL BE 33" OR 2" NOMINAL DIAMETER, SCHEDULE 40 STEEL AND SHALL MEET THE
REQUIREMENTS IN_ ASTM A53 FOR GRADE B STEEL AND ALL PLATES AND BARS SHALL MEET
THE REQUIREMENTS IN AASHTO M270 FOR GRADE 36 STEEL.

RAILING COMPONENTS SHALL BE GALVANIZED IN ACCORDANCE WITH ASTM A123.

ANCHORAGE ASSEMBLY (PLATES, BOLTS & NUTS) SHALL BE GALVANIZED AFTER
FABRICATION.

RAILING ACCOMMODATES PEDESTRIANS IN ACCORDANCE WITH OSHA SECTION 1910.23-29.
ALL CONNECTIONS SHALL BE CONTINUOUSLY WELDED AND GROUND SMOOTH.

ALL METAL COMPONENTS INCLUDING HARDWARE TO BE PAINTED FEBERAL—GREEN—GOLOR—
NE—+4056; STANDARD PAINT SPECIFICATIONS 5958. POLYSILOXANE BLACK GREEN RAL 6012

—+o-o+—
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