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PROJECT DIRECTORY
BUILDING OWNER:
VANWEST PARTNERS
FOREST BASSETT
forest@vanwestpartners.com
720.425.7360

TENANT:
WELTON STREET CAFE

ARCHITECT:
RON JEWETT, ARCHITECT
ron@rj-cubed.com
303.520.7446

CONTRACTOR:
GILMORE CONSTRUCTION CORPORATION
JUSTIN GILMORE
jtgilmore@gilmorecc.com
303.502.7814

LOCATION DIAGRAM

CONSULTANTS

PROJECT
LOCATION

STRUCTURAL:
HIE CONSULTING ENGINEERS
3456 WEST 32ND AVE S.100, DENVER CO
303.279.4663

ELECTRICAL:
MC+ ENGINEERING, LLC
8411 STACY DRIVE, FEDERAL HEIGHT CO
720.746.9076

MECHANICAL/PLUMBING:
TEEGINC
dave@teeginc.com
303.321.0550

SCOPE OF WORK:
TENANT FINISH AND REMODEL, NEW COMMERCIAL KITCHEN, BAR AND DINING AREA - REVISIONS TO ORIGINAL SCOPE OF WORK

APPLICATIONS:
· LANDMARK - HISTORIC DISTRICT
· COMMERCIAL ZONING (NON-SDP)
· BUILDING PERMIT
· DDPHE
· ELECTRICAL
· MECHANICAL

· PLUMBING
· SUDP
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2883 WELTON STREET

3120 SF

49
'-2

 3/
4"

EXISTING
1 STORY BLDG

W
EL

TO
N 

ST
RE

ET

29th STREET

ADJACENT
TENANT 104

636 29TH STREET

ADJACENT
TENANT 102

2849 WELTON STREET

TENANT 103
2847 WELTON STREET

AL
LE

Y

65'-5 1/2"

GAS METERS

W
AT

ER
 LI

NE

SS
SS

SSSSSSSSSSSSSSSSSSSSSANITARY SEWER LINE

SSSSSSSSSS

SS

W
W

W
W

W
W

W

G
G

G
G

G
G

G
GA

S 
LIN

E

SANITARY/GREASE

EXIST. SIDEWALK

EX
IS

T.
 S

ID
EW

AL
K

90'-6"
DISTANCE TO ABUTTING ADJACENT DISTRICT U-RH-2.5 PATIO

G1.1

CODE ANALYSIS,
GENERAL NOTES & SITE PLAN

LEGAL DESCRIPTION
L 28 TO 32 INC BLCK 71 CASE & EBERT'S ADDITION TO THE CITY OF DENVER

DENVER ZONING CODE
ZONE DISTRICT: C-MX-5
HISTORIC LANDMARK DISTRICT: FIVE POINTS HISTORIC CULTURAL DISTRICT

SCOPE OF WORK
TENANT FINISH AND REMODEL, NEW KITCHEN, BAR AND DINING AREA

CONSTRUCTION TYPE OF BUILDING
TYPE IV - SPRINKLERED  WITH FIRE ALARM SYSTEM

FIRE ALARM AND DETECTION:
THE EXISTING FIRE SPRINKLER AND ALARM SYSTEMS WILL BE MODIFIED IN ACCORDANCE WITH THE CURRENT CODES AND DENVER
AMENDMENTS.

OCCUPANCY CLASSIFICATION AND USE:
GROUP A-2
OCCUPANCY INCLUDES ASSEMBLY USES INTENDED FOR FOOD AND/OR DRINK CONSUMPTION BUT NOT LIMITED TO:
RESTAURANTS, CAFETERIAS AND SIMILAR DINING FACILITIES (INCLUDING ASSOCIATED COMMERCIAL KITCHENS)

IBC 1004 AS PER TABLE 1004.5

OCCUPANT LOAD FOR EACH USE:

· TOTAL SQUARE FEET = 3,120 SF

· ASSEMBLY WITHOUT FIXED SEATS UNCONCENTRATED (TABLES AND CHAIRS) DINING AREA (1541 SF) - OCCUPANT LOAD = 15SF PER
OCCUPANT, NET

· STANDING SPACE (TAKING OUT AND VESTIBULE) (145 SF) - OCCUPANT LOAD 5SF PER OCCUPANT, NET

· ACCESSORY CORRIDOR/BATHROOM - (172.5 SF) 0, AS PER SPACE ACCESSORY TO ASSEMBLY-UNCONCENTRATED USE TYPE,
WHEREIN THE CALCULATION IS NET

· COMMERCIAL KITCHEN (513 SF) - OCCUPANT LOAD = 200SF PER OCCUPANT, GROSS

· BAR AREA (194 SF) - OCCUPANT LOAD = 200SF PER OCCUPANT, GROSS

· SERVICE AREA (635.5 SF) - OCCUPANT LOAD =200 SF PER OCCUPANT, GROSS

· THEREFORE TOTAL:

DINING: 1,541 / 15 = OCCUPANT LOAD = 102 OCCUPANTS
STANDING SPACE: 145 / 5 = OCCUPANT LOAD = 29 OCCUPANTS
SERVICE (BOH TOTAL): 1,342.5 / 200 = OCCUPANT LOAD = 7 OCCUPANTS

TOTAL OCCUPANT LOAD = 131 PERSONS

MEANS OF EGGRESS - BC 1005 & IBC 1006:

MAXIMUM OCCUPANT LOAD (PER EXISTING EMERGENCY EGRESS SIZES):

· 2 EGRESS DOORS, EACH 36” WIDE

· PER NFPA, THE EGRESS CAPACITY FACTOR IS 0.2” PER OCCUPANT

· THUS, (2*36)/0.2 = 360 MAX OCCUPANTS PER EGRESS

NOTE: THE IBC OCCUPANT LOAD (SECTION 1004) CALCULATIONS WILL NOT ALLOW THIS MANY OCCUPANTS.

PROVIDED:  2 EGRESS DOORS & 2 EXIT DOORS = 4 TOTAL OF 36" WIDE EACH

NOTE: EXIT SIGNS TO HAVE GREEN LETTERING W/ CONTRASTING BACKGROUND.

1004.2 INCREASED OCCUPANT LOAD

THE OCCUPANT LOAD PERMITTED IN ANY BUILDING, OR PORTION THEREOF, IS PERMITTED TO BE INCREASED FROM THAT NUMBER
ESTABLISHED FOR THE OCCUPANCIES IN TABLE 1004.1.2, PROVIDED THAT ALL OTHER REQUIREMENTS OF THE CODE ARE MET BASED ON
SUCH MODIFIED NUMBER AND THE OCCUPANT LOAD DOES NOT EXCEED ONE OCCUPANT PER 7 SQUARE FEET (0.65 M2) OF OCCUPIABLE
FLOOR SPACE. WHERE REQUIRED BY THE BUILDING OFFICIAL, AN APPROVED AISLE, SEATING OR FIXED EQUIPMENT DIAGRAM
SUBSTANTIATING ANY INCREASE IN OCCUPANT LOAD SHALL BE SUBMITTED. WHERE REQUIRED BY THE BUILDING OFFICIAL, SUCH
DIAGRAM SHALL BE POSTED.

HEIGHT OF BUILDING & # OF STORIES
EXISTING 1 STORY BUILDING - 16'-8" H.

GROSS AREA IN SQ. FT. FOR EACH OCCUPANT

DINING: 1541 SF
TAKE OUT: 67SF
VESTIBULE: 78 SF
RESTROOMS AND CORRIDOR: 172.5 SF
KITCHEN: 513 SF
BAR: 194 SF
SERVICE AREA: 635.5 SF

ACCESSIBILITY:
COMPLIANCE (1102) IN COMPLIANCE OF CODE ICC A117.1
ACCESSIBLE ROUTE (1104) THERE IS AN ACCESSIBLE ROUTE DIRECTLY IN FRONT OF THE MAIN ENTRANCE
ACCESSIBLE ENTRANCE (1105) FRONT MAIN ENTRANCE

PLUMBING (MINIMUM PLUMBING FACILITIES):
TABLE 2902.1_IPC 403 MINIMUM NUMBER OF REQUIRED PLUMBING FIXTURES:
CLASSIFICATION  WATER CLOSETS LAVATORIES
ASSEMBLY - RESTAURANT 1 PER 75 (MALE) 1 PER 200

1 PER 75 (FEMALE)
TOTAL OCCUPANCY LOAD PER IBC 1004 = 131 PERSONS
PROVIDED: 2 UNISEX SINGLE-OCCUPANT TOILETS FOR CUSTOMERS

1 UNISEX SINGLE- OCCUPANT TOILET FOR EMPLOYEE
NOTE: SEE MEP DRAWINGS SET INFO FOR MECH., ELEC., AND PLUMBING CODE INFO

APPLICABLE CODES:
2019 DENVER BUILDING AND FIRE CODE (DBC)
2018 INTERNATIONAL FIRE CODE (IFC)
2018 INTERNATIONAL BUILDING CODE (IBC)
2018 INTERNATIONAL ENERGY CONSERVATION CODE (IECC)
ACCESSIBILITY (ADA)
DENVER ZONING CODE (DZC)
2018 INTERNATIONAL PLUMBING CODE (IPC)
2018 INTERNATIONAL MECHANICAL CODE (IMC)
2020 NATIONAL ELECTRICAL CODE

GENERAL CONSTRUCTION DOCUMENTS NOTES:

1. KITCHEN AND RESTROOM DESIGN / FINISHES: REFER TO INTERIOR DESIGN DRAWINGS AND SPECIFICATIONS
2. INTERIOR FINISH SCHEDULE: REFER TO INTERIOR DESIGN DRAWINGS AND SPECIFICATIONS.
3. STRUCTURE DESIGN: REFER TO STRUCTURAL DRAWINGS AND SPECIFICATIONS.
3. MECHANICAL DESIGN: REFER TO MECHANICAL DRAWINGS AND SPECIFICATIONS.
4. ELECTRICAL DESIGN (POWER AND LIGHT): REFER TO ELECTRICAL DRAWINGS AND SPECIFICATION.
5. DOOR SCHEDULE AND DETAILS: REFER TO SHEET A1.1.
6. ALL DIMENSIONS AT PARTITIONS ARE TO THE FACE OF PARTITION.
7. FINAL LOCATION OF ALL MEP RISERS (HORIZONTAL & VERTICAL) ARE SUBJECT TO COORDINATION SIGN-OFF BY ALL TRADES.
8. ALL REQUIRED ACCESS PANELS FOR MEP EQUIPMENT AND FIXTURES ARE SUBJECT TO FINAL COORDINATION AND SIGN-OFF BY ALL

TRADES PRIOR TO INSTALLATION.
9. REFER TO STRUCTURAL DRAWINGS FOR LINTEL SCHEDULE FOR ALL INTERIOR MASONRY OPENINGS
10. PROVIDE WALL REINFORCEMENT FOR ALL FUTURE GRAB BARS IN BATHROOM, REFER TO SHEET G1.2.
11. REFER TO REFLECTED CEILING PLANS FOR CEILING HEIGHTS AND TYPES. ALL CEILING FIXTURES ARE SUBJECT TO FINAL

COORDINATION AND SIGN-OFF BY ALL TRADES PRIOR TO INSTALLATION.
12. REFER TO MEP DRAWINGS AND CITY/STATE AGENCY APPROVED DRAWINGS AND DOCUMENTS FOR LOCATION AND SIZE OF ALL

UTILITIES.

GENERAL NOTES:

1. THE PROPOSED WORK ON THESE DRAWINGS SHALL COMPLY WITH THE 2018 INTERNATIONAL BUILDING CODE (IBC), NATIONAL AND
INTERNATIONAL CODES FOR BUILDING SAFETY AS WELL AS THE 2019 DENVER BUILDING AND FIRE CODE (DBC).

2. PRIOR TO THE START OF WORK, THE GENERAL CONTRACTOR SHALL OBTAIN A CONSTRUCTION PERMIT AND PAY ALL REQUIRED
FEES BASED ON THE PROPOSED WORK OF THESE DRAWINGS AND SPECIFICATIONS.

3. THE GENERAL CONTRACTOR SHALL PROVIDE PROTECTION FOR THE GENERAL PUBLIC AND CONSTRUCTION WORKERS IN AND
AROUND THE CONSTRUCTION AREA AND FOR THE ADJACENT PROPERTY AND PERSONS. ADEQUATE BARRIERS SHALL BE PROVIDED
TO EXERCISE CONTROL OF SAFE INGRESS AND EGRESS FROM THE PREMISES. FIRE EXITS SHALL BE MAINTAINED AT ALL TIMES AND
AT NO TIME BE BLOCKED. THE CONTRACTOR SHALL BARRICADE ALL UNSAFE OR INJURIOUS CONDITIONS.

4. ALL EXISTING CONSTRUCTION AND EQUIPMENT SHALL BE PROTECTED BY THE CONTRACTOR DURING THE ENTIRE DURATION OF THE
WORK. AREAS DISTURBED OR DAMAGED BY THE CONTRACTORS SHALL BE REPAIRED OR REPLACED BY THE CONTRACTOR AT NO
ADDITIONAL COST TO THE OWNER.

5. REFER TO STRUCTURAL, MECHANICAL, ELECTRICAL AND PLUMBING DRAWINGS FOR ADDITIONAL GENERAL NOTES, ABBREVIATIONS
AND SYMBOLS. ALL NOTES ARE TO BE REVIEWED AND APPLIED TO RELATED BUILDING COMPONENTS.

6. NOTES APPEAR ON VARIOUS SHEETS FOR DIFFERENT SYSTEMS AND MATERIALS. SHEETS  ARE TO BE REVIEWED AND NOTES ON
ANY ONE SHEET ARE TO BE APPLIED ON RELATED DRAWINGS AND DETAILS.

7. DETAILS NOT SHOWN ARE SIMILAR IN CHARACTER TO THOSE DETAILED. MINOR DETAILS OR INCIDENTAL ITEMS NOT USUALLY
SHOWN OR SPECIFIED, BUT NECESSARY FOR A PROPER AND COMPLETE INSTALLATION OF ANY PART OF THE WORK SHALL BE
INCLUDED AS REQUIRED, AS IF THEY WERE INDICATED ON THE DRAWINGS. WHERE SPECIFIED DIMENSIONS, DETAILS OR DESIGN
INTENT CANNOT BE DETERMINED, CONSULT THE ARCHITECT BEFORE PROCEEDING WITH THE WORK

8. REFER TO CERTIFIED MECHANICAL AND ELECTRICAL CONTRACTOR'S DRAWINGS AND MANUFACTURER'S TEMPLATE DRAWINGS FOR
ALL MECHANICAL AND ELECTRICAL EQUIPMENT SUPPORTS, BOLT SETTING TEMPLATES, ISOLATORS, SPRING ISOLATORS, ETC., NOT
SHOWN ON THE DRAWINGS.

9. CONTRACTOR TO COORDINATE ALL EQUIPMENT BASE AND HOUSEKEEPING PADS WITH MECHANICAL, PLUMBING AND ELECTRICAL
CONTRACTORS. EQUIPMENT BASES AND HOUSEKEEPING PADS TO BE A MINIMUM OF 4" HIGH UNLESS OTHERWISE NOTED.

10. CONCRETE PADS AND MOUNTINGS IN MECHANICAL SPACES SHALL BE COORDINATED WITH ELECTRICAL AND PLUMBING
CONTRACTORS.

11. CONTRACTOR TO COORDINATE ALL MECHANICAL AND ELECTRICAL FLOOR AND WALL SLEEVES AND ALL MECHANICAL SHAFTS WITH
MECHANICAL, PLUMBING, FIRE-PROTECTION, ELECTRICAL, STRUCTURAL AND ARCHITECTURAL DRAWINGS.

12. PROVIDE ACCESS PANELS AS APPLICABLE AND AS REQUIRED FOR MECHANICAL EQUIPMENT. ALL ACCESS PANELS SHALL BE
CONCEALED AND LOCATIONS SHALL BE REVIEWED WITH THE ARCHITECT PRIOR TO PROCEEDING.

13. ALL SPRINKLER HEADS IN ACOUSTICAL TILE SHALL BE INSTALLED CENTERED IN THE ACOUSTICAL TILE.
14. ALL EXTERIOR HANDRAILS AND EXTERIOR EXPOSED METAL SHALL BE GALVANIZED AND PAINTED UNLESS NOTED OTHERWISE.
15. ALL EXTERIOR DOORS SHALL PREVENT AIR LEAKAGE/INFILTRATION AROUND THEIR PERIMETER WHEN IN A CLOSED POSITION.
16. ALL EXTERIOR JOINTS AROUND WINDOW AND DOOR FRAMES, BETWEEN WALLS AND FOUNDATIONS, BETWEEN WALLS AND ROOFS,

AND BETWEEN WALLS AND PANELS AT PENETRATION OF UTILITIES THROUGH THE ENVELOPE SHALL BE SEALED, CAULKED OR
WEATHER STRIPPED TO PREVENT AIR LEAKAGE/INFILTRATION.

17. ALL EXTERIOR SOFFITS SHALL BE CONSTRUCTED WITH RIGID GALVANIZED METAL FRAME MEMBERS AND SHALL RESIST UPLIFTING
WIND LOADS OF 1.5 TIMES THE WIND PRESSURE DIAGRAM.

18. ALL EXTERIOR SOFFITS SHALL BE INSTALLED TO PROVIDE A 'U' VALUE OF 0.09, SHALL HAVE A VAPOR BARRIER AND SHALL BE
PROPERLY SEALED AGAINST AIR INFILTRATION.

19. ALL DISSIMILAR METALS SHALL BE EFFECTIVELY ISOLATED FROM EACH OTHER TO AVOID MOLECULAR BREAKDOWN.
20. FUTURE TENANT DEVELOPMENT TO BE COVERED UNDER SEPARATE PERMITS.
21. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL CONDITIONS AND MATERIALS WITHIN THE PROPOSED

CONSTRUCTION AREA. THE CONTRACTOR SHALL DESIGN AND INSTALL ADEQUATE SHORING AND BRACING FOR ALL STRUCTURAL
AND REMOVAL TASKS. THE CONTRACTOR SHALL HAVE SOLE RESPONSIBILITY FOR ANY DAMAGE OR INJURY CAUSED BY OR DURING
THE EXECUTION OF WORK.

22. THE CONTRACTOR SHALL REPLACE AND REPAIR MISSING OR BROKEN SIDEWALK, CURB, OR ROADWAY DAMAGED DURING
CONSTRUCTION

DIMENSIONING NOTES:

1. ALL WALLS ARE ORTHOGONAL TO THE EXTERIOR WALLS UNLESS OTHERWISE NOTED. THE CONTRACTOR SHALL BE
KNOWLEDGEABLE OF WHICH PROPERTY LINE DETERMINES THE ORIENTATION OF EACH WALL, AND SHALL NOTIFY THE ARCHITECT
OF ANY CONDITIONS REQUIRING CLARIFICATION BEFORE PROCEEDING WITH THE WORK.

2. PARTITIONS ARE DIMENSIONED TO THE FINISEHD FACE OF THE WALL UNLESS OTHERWISE NOTED.
3. ALL DIMENSIONS SHALL HAVE PREFERENCE OVER SCALE. DO NOT SCALE THE DRAWINGS.
4. ALL DIMENSIONS OF EXISTING CONDITIONS ARE APPROXIMATE AND SHALL BE VERIFIED IN THE FIELD BEFORE PROCEEDING WITH

THE WORK. THE ARCHITECT SHALL BE NOTIFIED OF ANY CORRECTIONS.
5. WHEN UNDIMENSIONED PARTITIONS APPEAR IN CONJUNCTION WITH DOOR OPENINGS, THE DOOR WIDTH AND DOOR FRAME DETAILS

DETERMINE THE LOCATION OF THE ADJACENT WALLS AND FRAMES.
6. ALL ACCESSIBLE DIMENSIONS TO BE PROVIDED TO FINISH WALL, CEILING AND FLOORS.
7. UNDER THE PRESCRIPTIVE FIRE-RESISTANCE REQUIREMENTS OF THE IFC CODE, THE FIRE-RESISTANCE RATING OF A BUILDING

ELEMENT, COMPONENT OR ASSEMBLY SHALL BE ESTABLISHED WITHOUT THE USE OF AUTOMATIC SPRINKLERS OR ANY OTHER FIRE
SUPPRESSION SYSTEM BEING INCORPORATED AS PART OF THE ASSEMBLY TESTED IN ACCORDANCE WITH THE FIRE EXPOSURE,
PROCEDURES AND ACCEPTANCE CRITERIA SPECIFIED IN ASTM E119 OR UL 263. HOWEVER, THIS SECTION SHALL NOT PROHIBIT OR
LIMIT THE DUTIES AND POWERS OF THE BUILDING OFFICIAL ALLOWED BY SECTIONS 104.10 AND 104.11.

8. SMOKE DETECTING DEVICES SHALL CONFORM TO THE IBC - FIRE AND SMOKE PROTECTION FEATURES SYSTEMS SHALL BE
DESIGNED AND INSTALLED IN ACCORDANCE WITH NFPA 72.

9. REQUIRED SMOKE ALARMS SHALL RECEIVE THEIR PRIMARY POWER FROM A DEDICATED BRANCH CIRCUIT OR THE UNSWITCHED
PORTION OF A BRANCH CIRCUIT ALSO USED FOR POWER AND LIGHTING, AND SHALL BE EQUIPPED WITH A BATTERY BACKUP. SMOKE
ALARMS SHALL EMIT A SIGNAL WHEN THE BATTERIES ARE LOW. WIRING SHALL BE PERMANENT AND WITHOUT A DISCONNECTING
SWITCH OTHER THAN AS REQUIRED FOR OVER-CURRENT PROTECTION. EXCEPTION: SMOKE ALARMS WITH INTEGRAL STROBES
SHALL NOT REQUIRE BATTERY BACKUP PROVIDED THAT THE SMOKE ALARMS ARE CONNECTED TO AN EMERGENCY ELECTRICAL
SOURCE.

10. ACCESSIBLE AUDIBLE AND VISIBLE ALARMS AND NOTIFICATION APPLIANCES SHALL BE INSTALLED IN ACCORDANCE WITH ICC/ANSI
A117.1.
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DEMOLITION CALCULATION; RE: ELEVATIONS 1 & 2 SHEET A2.1
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35.2 SF
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2018 IBC PRESCRIPTIVE ENERGY CONSERVATION CODE COMPLIANCE

CHAPTER 4 COMMERCIAL ENERGY EFFICIENCY

CLIMATE ZONE: 5B

TABLE C402.4 _BUILDING ENVELOPE FENESTRATION MAXIMUM U-FACTOR REQUIREMENTS:

FIXED FENESTRATION MAXIMUM U-FACTOR: 0.38
OPERABLE FENESTRATION MAXIMUM U-FACTOR: 0.45
ENTRANCE DOORS MAXIMUM U-FACTOR: 0.77

WOOD FRAMED WALL R-VALUE: 13
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CLEAR WIDTH AT TURN

(c) 90 DEGREE TURN

MINIMUM CLEAR WHEELCHAIR WIDTHS

(a) MIN CLEAR WIDTH FOR SINGLE
WHEELCHAIR

(a) FRONT OR REAR ACCESS (b) SIDE ACCESS

DEPTH OF WHEELCHAIR SPACE IN ASSEMBLY AREAS
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(a) PROTRUDING DISPENSER BELOW GRAB BAR

GRAB BARS

(a)

2" 
max

2" max

11
4" min

CIRCULAR CROSS SECTION

18
" m

in
11 2" 

mi
n

DISPENSER OUTLET LOCATION - ACCESSIBLE

(b) PROTRUDING DISPENSER ABOVE GRAB BAR

24" min

48
" m

ax

24" min
36" max

12
" m

in

42" max

ADULT - SIDE WALL GRAB BAR ADULT - REAR WALL GRAB BAR AT FLOOR
MOUNTED AND WALL HUNG WATER CLOSET

33
" -

 36
"

24" min 12" min12" max

36" min

42" min

54" min

18
" m

in

39"  - 41"

33
" -

 36
"

39
" -

 41
"

18
" m

in
39

" -
 41

"

grab bar
reinforcement

GRAB BARS FOR ACCESSIBLE WATER CLOSETS

17
" -

 19
"

top
 of

 se
at

17
" -

 19
"

top
 of

 se
at

90°

(a) HINGED DOOR

(b) SLIDING DOOR

(c) FOLDING DOOR

(a) FRONT APPROACH, PULL SIDE

MANEUVERING CLEARANCE AT MANUAL SWINGING DOORS & GATES (FRONT APPROACH)

(c) HINGE APPROACH, PULL SIDE (d) HINGE APPROACH, PULL SIDE

(b) FRONT APPROACH, PUSH SIDE (c) FRONT APPROACH, PUSH SIDE,
DOOR PROVIDED WITH BOTH CLOSER & LATCH (e) HINGE APPROACH, PUSH SIDE (2) HINGE APPROACH, PUSH SIDE,

DOOR PROVIDED WITH BOTH CLOSER & LATCH

(f) LATCH APPROACH, PULL SIDE (f) LATCH APPROACH, PULL SIDE,
DOOR PROVIDED WITH CLOSER

(g) LATCH APPROACH, PUSH SIDE (g) LATCH APPROACH, PUSH SIDE,
DOOR PROVIDED WITH CLOSER

CLEAR WIDTH OF DOORWAYS

MANEUVERING CLEAR. AT RECESSED DOORS

(a) PULL SIDE

(b) PUSH SIDE

(c) PUSH SIDE, DOOR PROVIDED
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12" min

12" min

(d) DOORWAYS WITHOUT DOORS

36" min

X 
> 

24
"

MANEUVERING CLEARANCE AT MANUAL SWINGING DOORS & GATES (SIDE APPROACH)

℄

FORWARD APPROACH

SINGLE-USE OCCUPANT ACCESSIBLE TOILET ROOM CLEARANCES

54
" m

in 
- g

ra
b b

ar

12
"

ma
x

42
" m

in 
- g

ra
b b

ar

36" min - grab bar

12" min 24" min

32" clearance
opening width

5'-
6"

7'-6"

9"
 m

in

11" min

27
" m

in

8" min

(c) T-SHAPED SPACE FOR 180° TURNS

36
" m

in

36" min 12" min12" min

60
" m

in

NON-CIRCULAR CROSS SECTION

(b)

4" - 4.8" perimeter

2" max

4" - 4.8" perimeter

G1.2

GENERAL ADA STANDARDS
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W
EL

TO
N 

ST
RE

ET

29th STREET

K25

K4

K11

K25

K22

K21

K20K20

J

J

K2.2

K13

K14
K9

K19

K17.1

K25

K2.1

K12

K2
K2.3

K8/17

K15

K8/K17

K23

K24

K5

K6-1

K1
1

K27

K27

K27

K11

22
'-9

 3/
4"

4'-
6"

7'-
7 1

/2"
8'-

4"
3'-

11
"

9'-9 3/4" 6'-0" 13'-2"4'-6"7'-5 1/2" 7'-10 1/2"4'-0"

12'-10 1/2"

7'-6"

5'-
6"

5'-
0"

5'-0"8'-4 3/4"

5'-
11

 1/
2"

48
'-8

 3/
4"

63'-9 3/4"

3'-
3"

4'-
6"

8'-
8"

7'-6"

ICE
MAKER

101

102

103

104

105

106

107
108 109 110

111

112

113

3'-9 1/2"

11'-3"

11
'-4

"

EXIST. EXTERIOR
DOOR

EXIST. EXTERIOR
DOOR TO REMAIN

EX
IS

T.
 W

IN
DO

W
TO

 R
EM

AI
N

EX
IS

T.
 W

IN
DO

W
TO

 R
EM

AI
N

EX
IS

T.
 W

IN
DO

W
TO

 R
EM

AI
N

EX
IS

T.
 W

IN
DO

W
TO

 R
EM

AI
N

EX
IS

T.
 W

IN
DO

W
TO

 R
EM

AI
N

5'-
6"

4'-
10

"

4'-
2 1

/2"

4'-4 1/2" 4'-6"

25'-10"13'-8"

EX
IS

T.
  B

RI
CK

 W
AL

L T
O 

RE
MA

IN

4'-
0"

EXIST. SKYLIGHT ABOVE

KITCHEN
538 SF

WALK-IN
KEG COOLER

35.7 SF

WALK-IN
COOLER

WALK-IN
PANTRY

36 SF

JANITOR / CHEM.
CLOSET

STAFF
RESTROOM

36 SF

OFFICE
58.5 SF

TA
KE

OU
T

CO
UN

TE
R

BAR
194 SF

TAKEOUT
67 SF

RESTROOM
41 SF

GENERAL
STORAGE

LOCKED LIQUOR
STORAGE

45 SF

HOST

BA
NQ

UE
TT

E 
SE

AT
IN

G

CONCRETE SLAB ON GRADE
FFE = 100'0" (5225.00')

RESTROOM
41 SF

61'-1 1/2"

45
'-5

 3/
4"

VESTIBULE
92 SF

DINING SEATING
1467SF

EXIST. WINDOWS
TO REMAIN

26'-11"

SERVICE AREA

MAIN ENTRANCE
(ACCESSIBLE EGRESS)

TAKE OUT ENTRANCE
(ACCESSIBLE EGRESS)

ADJACENT
TENANT 104

636 29TH STREET

ADJACENT
TENANT 102

2849 WELTON STREET

14
'-1

" S
ID

E 
W

AL
K

EXIST. COLUMNS TO REMAIN

EXIST.
COLUMN

EXIST.
COLUMN

117

118

5'-
4"

17'-9"30'-10 1/2"

B12 - BEER
DISPENSER
TOWER

ACESSIBLE RAMP
PER IBC 1012

1:12 MAX.

2'-0"
MIN.

4'-
6" 5'-

0"

7'-0"5'-0"5'-2 1/2"

EXIST. ADJ. RAMP

EX
IS

T.
 W

IN
DO

W
TO

 R
EM

AI
N

1'-6"

1'-6"
1'-3"

1'-6"
1'-3"

WATER
HEATER

3'-10 1/2"

3'-9 1/2"

3'-
11

 1/
2"

5'-
10

 1/
2"

11
'-5

 1/
2"

BENCH W/ WD
SEAT- 60x18

BENCH W/
WD TOP

60x18

11
 1/

2"

26'-11"

10'-11 3/16"

7'-8 3/4"

7'-
8 3

/4"

4'-
0 3

/4"

22'-0 3/8"

4'-
4 7

/8"

34" SQ
TABLE,
TYP.

ADA
TABLE
BASE

ADA
TABLE
BASE

ADA
TABLE
BASE

BENCH W/ WD
SEAT- 60x18

5'-7 3/4"

18
'-2

 1/
4"

25
'-9

"

7'-10 1/2"

11
'-5

 1/
2"

BULKHEAD ABOVE;
BOTTOM OF HEADER
@ 8'-7" AFF

K1

K6

K7

K7

K7

K7

K7

K7

OUTDOOR PATIO
270 SF

EXIST. WINDOW
TO REMAIN

EXIST. WINDOW
TO REMAIN

EXIST. WINDOW
TO REMAIN

EXIST. WINDOW
TO REMAIN

EXIST. WINDOWS
TO REMAIN

4'-
0"

6'-
3"

ANSUL
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A1.1

FLOOR PLAN, DOOR SCHEDULE

FLOOR PLAN
SCALE 1/4" = 1'-0"

BAR

PATIO

INDOOR

SEATING CAPACITY

10

14

60

TOTAL 84

PROVIDE WATER RESISTANT MEMBRANE AND FLASHING AT ALL EDGES AND OPENINGS.  ALL
WINDOWS AND EXTERIOR DOORS DIMENSIONS TO BE VERIFIED IN FIELD PRIOR TO PURCHASE
AND INSTALL.  INSTALL PER MANUFACTURER'S INSTALLATION INSTRUCTIONS.

DOOR SCHEDULE

ID SIZE NOTESTYPE LOCATION

DOUBLE ACTION

WALK IN PANTRY

SWING

2'-6" X 7'-0"

GENERAL STORAGESWING

KITCHEN TO
DINING AREA101

102

103

KITCHEN TO
DINING AREA

3'-0" X 7'-0"

DOUBLE ACTIONSWING

SWING

104

105

106

107

JANITOR'S CLOSETSWING

STAFF RESTROOMSWING

CORRIDOR

OFFICE

LOCKED LIQUOR
STORAGE

WALK IN KEG
COOLER

INSULATED FOR WALK
IN COOLER

SWING

SWING

SWING

SWING

108

109

110

111

112

113 TEMPERED GLASS VESTIBULE

2'-10" X 7'-0"

RESTROOM

RESTROOM

3'-0" X 7'-0"

114

SWING

SWING

SWING

EXISTING WALL TO REMAIN

NEW CONSTRUCTION

KEY

115 ALUMINUM
TEMPERED GLASS

PATIO12'-3" X 5'-6", VIF

116 12'-9 1/2" X 5'-6", VIF

ACCORDION
WINDOW

ALUMINUM
TEMPERED GLASS

PATIOACCORDION
WINDOW

A2.1
S-1

A2.1
S-1

G1.2
1

117

118

EXISTING TO REMAIN

EXISTING TO REMAIN

3'-0" X 7'-0" SWING DOOR
TRANSOM WINDOW

3'-0" X 7'-0" SWING DOOR
TRANSOM WINDOW

EXTERIOR

EXTERIOR

1

HW

HARDWARE (HW) SCHEDULE  NOTE: ALL HARDWARE TO BE ADA COMPLIANT

HARDWARE FINISH TO BE BLACK THROUGHOUT; REPLACE EXISTING HARDWARE TO MATCH IF
NECESSARY.

HARDWARE SET 1
EXISTING PUSH BAR
EXISTING CLOSER

HARDWARE SET 2
EXISTING VERTICAL PULL
EXISTING CLOSER
EXISTING DEADBOLT

HARDWARE SET 3
VON DUPRIN AX99EO ADA ACCESSIBLE RIM EXIT DEVICE
CORBIN RUSSWIN DC6210 GRADE1 SURFACE DOOR CLOSER

HARDWARE SET 4
SCHLAGE A53 LEV (ANSI F109)
CORBIN RUSSWIN DC6210 GRADE1 SURFACE DOOR CLOSER

HARDWARE SET 5
HAGER153D US4 28CTC DOOR PULL PLATES
CORBIN RUSSWIN DC6210 GRADE1 SURFACE DOOR CLOSER

HARDWARE SET 6
SCHLAGE A70 LEV (ANSI F84)

HARDWARE SET 7
CUSTOM/INTEGRAL TO DOOR

HARDWARE SET 8
SCHLAGE A10 LEV (ANSI F75)

1

2

4

4

4

5

6

6

7

7

4

8

8

8

8

1

1

1

1

1

1

2

NOT USED2

3

100 NOT USED

3'-0" X 7'-0"

2'-6" X 7'-0"

2'-6" X 7'-0"

3'-0" X 7'-0"

3'-0" X 7'-0"

3'-0" X 7'-0"

3'-0" X 7'-0"

2'-10" X 7'-0"

2'-10" X 7'-0"

SHEET NOTES

1. ALL EXPOSED BRICK, WOOD TRUSSES AND EXPOSED DECKING TO BE SEALED WITH
POLYURETHANE.

2. EXISTING AND NEW CONCRETE FLOOR TO BE POLISHED AND SEALED WHERE EXPOSED.

A5.2
2

A5.2
3

A5.2
6

N

PROJECT
NORTH

3

Nadine
Area Measurement
25 sf

Nadine
Length Measurement
22'-4"

Nadine
Length Measurement
12'-0"

Nadine
Text Box
FLOWLINE


Nadine
Callout
8.3% Required slope

Nadine
Length Measurement
5'-0"

Nadine
Line

Nadine
Callout
SIDEWALK

Nadine
Line



EXISTING PARAPET -
FLASH/COUNTERFLASH

METAL COPING TYP.

EXIST. ROOF
SLOPE - 1/4" PER FOOT MIN. - TYP.

EXIST. SKYLIGHT

W
EL

TO
N 

ST
RE

ET

29th STREET

PROPOSED OUTDOOR PATIO

45
'-5

 3/
4"

4'-
3 1

/2"

4'-3 1/2"

61'-1 1/2"

AREA OF WORK

AR
EA

 O
F 

W
OR

K

NOTE: REPAIR AND SEAL ALL NEW
PENETRATIONS AS REQUIRED
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A1.2

ROOF PLAN

ROOF PLAN
SCALE 1/4" = 1'-0"

N

PROJECT
NORTH

3

3



BU
IL

D
IN

G
 O

N
 P

R
O

PE
R

TY
 L

IN
E

16
'-8

" +
/-

8'-
3"

13
'-0

"

13
"

2'-8"

2'-
6"

2'-7 12"

PRE-FABRICATED NEON SIGN;
MOUNTED VIA HANGING CHAINS ON

INSIDE OF TRANSOM WINDOW GLASS
DOUBLE-SIDED METAL SIGN, 3" THICK
ATTACHMENT RE: 1, 2/A5.1

63'-9 1/2"

3'-
0"

30'-10 1/2"

3'-
0"

PR
O

PE
R

TY
 L

IN
E

16
'-8

" +
/-

13
'-0

"

2'-
6"

2'-7 12"

DOUBLE-SIDED METAL SIGN,
3" THICK; ILLUMINATION PROVIDED BY

GOOSENECK WALL-MOUNT FIXTURE

45'-8"25'-0 3/8"

8'-8"

3'-
0"

10
'-6

"

8'-0"

2'-
0"

27'-10"

PROPOSED SIGN; INDIVIDUAL
LETTERS IN ACRYLIC

EXISTING MASONRY
EXTERIOR WALL

EXISTING ALUMINUM STOREFRONT
GLAZING SYSTEMS ARE INSTALLED FLUSH

WITH THE EXTERIOR BRICK.

15
'-6

"

EXISTING ROOFING

EXISTING CONCRETE
SLAB ON GRADE

ADJACENT TENANT

EXIST. FIRE PARTITION
BETWEEN TENANTS

NEW PARTITION WALL

EXIST SIDEWALK

29TH STREET
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A2.1

ELEVATIONS &
BLDG SECTION

ELEVATION E-1 - NORTH
SCALE 1/4" = 1'-0"

ELEVATION E-2 - EAST
SCALE 1/4" = 1'-0"

AREA OF
WORK

AREA OF
WORK

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT
DOOR TO REMAIN

BLDG SECTION S-1
SCALE 1/4" = 1'-0"

11

1

2

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

DOOR TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

EXISTING
STOREFRONT

WINDOW
TO REMAIN

3
3

3

3

Nadine
Length Measurement
5'-0"

Nadine
Length Measurement
6'-0"

Nadine
Area Measurement
4 sf

Nadine
Callout
8.3% Required slope



PIPE CHASE/FURRING @ C.M.U., CONC. OR GWB.
NON-FIRE RATED - (+50 STC)

FACE OF CMU OR CONC.
WALL

ACOUSTICAL FIRE BATT
INSULATION

SEE FINISH SCHEDULE.E FOR
FINISH FLOOR & BASE

TOP OF SLAB

METAL RUNNER

CONTINUOUS PERIMETER
SEALANT ON BOTH SIDES

MIN. 41
4" LONG METAL

RUNNER BRACING @48"
O.C. MAX.

1 LAYER 5/8" GWB.

METAL STUD

48
" M

AX
.

BASE

PLAN

HEAD

CONTINUOUS PERIMETER
SEALANT ON BOTH SIDES

CMU OR CONC. WALL

1 LAYER OF 5/8"  GWB.

METAL STUDS

FURRING @ C.M.U. OR CONC. WALL/COLUMN
NON-FIRE RATED - (+50 STC)

CONTINUOUS PERIMETER
SEALANT ON BOTH SIDES

SEE FINISH SCHEDULE.E FOR
FINISH FLOOR & BASE

TOP OF SLAB

METAL RUNNER

CONTINUOUS PERIMETER
SEALANT ON BOTH SIDES

BASE

PLAN

HEAD
ACOUSTICAL FIRE BATT
INSULATION

FURRING @ C.M.U. OR CONC. WALL/COLUMN
NON-FIRE RATED - NO STC REQUIRED

7/8" METAL FURRING CHANNEL
@16" O.C., SHIM AS REQUIRED

CMU OR CONC. WALL

1 LAYER OF 5/8"  GWB.

CONTINUOUS PERIMETER
SEALANT ON BOTH SIDES

SEE FINISH SCHEDULE.E FOR
FINISH FLOOR & BASE

TOP OF SLAB

CONTINUOUS PERIMETER
SEALANT ON BOTH SIDES

BASE

PLAN

HEAD

7/8" METAL FURRING CHANNEL
@16" O.C., SHIM AS REQUIRED

11
2" MIN.

2" MAX.2 12" MIN.

REFER TO INTERIOR DESIGN
FOR WALL FINISH

PARTITION SHOULD EXTEND TO
BOTTOM OF ROOF DECK, PER
FIRE PROTECTION CODE

PARTITION SHOULD EXTEND TO
BOTTOM OF ROOF DECK, PER
FIRE PROTECTION CODE

PARTITION SHOULD EXTEND TO
BOTTOM OF ROOF DECK, PER
FIRE PROTECTION CODE
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A3.1

WALL ASSEMBLY

FINISH SCHEDULE

RM NAME
FLOORS
MATERIAL FSR

WALLS
MATERIAL

CEILINGS
MATERIAL

Kitchen Vinyl Plank

FSR FSR

Class I FRP Class I Class IVinyl ACT

Dining Sealed Conc Class I Painted Drywall Class I Class IIIPainted Wd

Restroom Sealed Conc Class I Ceramic Tile Class I Class IPainted Drywall

BASE

Rubber

Rubber

Rubber

1

Walk-Ins

Janitor/Mop Closet

Sealed Conc

Sealed Conc

Class I

Class I

Rubber

Rubber

FRP Class I

Painted Drywall Class I Class IVinyl ACT

FRP Class I

Pantry

General Storage

Service Area

Bar

Liquor Storage

Keg Cooler

Sealed Conc

Sealed Conc

Sealed Conc

Sealed Conc

Sealed Conc

Sealed Conc

Class I

Class I

Class I

Class I

Class I

Class I

Rubber

Rubber

Rubber

Rubber

Rubber

Rubber FRP

FRP

Painted Drywall

Painted Drywall

Painted Drywall

Painted Drywall

Class I

Class I

Class I

Class I

Class I

Class I Vinyl ACT

Vinyl ACT

Vinyl ACT

Class I

Class I

Class I

Painted Wd

Painted Drywall

Painted Drywall

Class III

Class I

Class I



95'-0"- EXIT ACCESS
TRAVEL DISTANCE

K25

K4

K11

K25

K22

K21

K20K20

J

J

K2.2

K13

K14
K9

K19

K17.1

K25

K2.1

K12

K2
K2.3

K8/17

K15

K8/K17

K23

K24

K5

K6-1

K1
1

K27

K27

K27

K11

K1

K6

K7

K7

K7

K7

K7

K7
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A4.1

LIFE SAFETY PLAN

LIFE SAFETY KEY NOTE

LIFE SAFETY PLAN
SCALE 1/4" = 1'-0"

BAR

PATIO

INDOOR

SEATING CAPACITY

13

14

60

TOTAL 87

EXIT ACCESS TRAVEL DISTANCE

EXISTING FIRE PARTITION BETWEEN TENANT SPACES

WALL FIRE RATING SEPARATION

34" WIDE CLEAR EXIT PATH

MAXIMUM ALLOWED TRAVEL DISTANCE FOR A SPRINKLERED BUILDING = 250 FEET PER
2018 IBC Table 1017.2

LIFE SAFETY GENERAL NOTES

1. REFLECTIVE SIGNS APPROVED BY THE FIRE CODE OFFICIAL SHALL BE ATTACHED TO EACH
SKYLIGHT.  THE DECAL SHALL BE ON THE SURFACE WITH STRIPING AROUND THE ENTIRE
PERIMETER PER DFC 1108.1.

1

1

N

PROJECT
NORTH



K4

K11

K25

K22

K21

K20K20

K2.2

K13

K14
K9

K19

K17.1

K25

K2.1

K12

K2
K2.3

K8/17

K15

K8/K17

K23

K24

K5

K6-1

K1
1

K27

K27

K27

K11

KITCHEN
538 SF

WALK-IN
PANTRY

36 SF

STAFF
RESTROOM

TAKEOUT
67 SF

RESTROOM
41 SF

GENERAL
STORAGE

RESTROOM
41 SF

K1

K6

K7

K7

K7

K7

K7

K7

HOOD ABOVE

K10

K3 8' X 8' WALK-IN COOLER
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A4.2

FLOOR PLAN, DOOR SCHEDULE

ENLARGED KITCHEN PLAN
SCALE 1/2" = 1'-0"

N

PROJECT
NORTH

3

3

3

3

3

3

3



L1 L1 L1L1

L1

L2 L2

L2

L2

L3 L3

L3

L9

L1

E1

E1

E1

E2

L2

L2

L11

L2

L7 L7

L9

L11

L11

L11

L11

L11

L11 L11

L11

L11 L11

L11 L11

L10 L10 L10

L11 L11

L11

L11

L1L1

L1

L7

L7

L7

L1L3

L1 L1

L10L10

HOOD

L11

L11

L3

L1

L1

L1

L7

L7
L13 L13 L13

EL:
U.O. CEILING TILE

+10'-0"

EL:
U.O. CEILING TILE

+10'-0"

EL:
U.O. CEILING

+9'-0"

EL:
U.O. CEILING

+9'-0"

EL:
U.O. CEILING

+9'-0"

EL:
U.O. CEILING

+9'-0"

EL:
U.O. CEILING

EXISTING

EL:
OPEN TO STRUCTURE

EL:
OPEN TO STRUCTURE

+10'-6"

EL:
OPEN TO STRUCTURE

EL:
OPEN TO STRUCTURE

J

J

EL:
OPEN TO STRUCTURE

EL:
OPEN TO STRUCTURE

EL:
OPEN TO STRUCTURE

KITCHEN
538 SF

WALK-IN
KEG COOLER

35.7 SF

WALK-IN
PANTRY

36 SF

JANITOR / CHEM.
CLOSET

STAFF
RESTROOM

36 SF

OFFICE
58.5 SF

BAR
194 SF

TAKEOUT
67 SF

RESTROOM
41 SF

LOCKED LIQUOR
STORAGE

45 SF

RESTROOM
41 SF

DINING SEATING
1467SF

OUTDOOR PATIO
270 SF

WALK-IN COOLER

ELECTRICAL KEY
4" LED SURFACE MOUNT

CEILING-MOUNTED FIXTURE

PENDANT FIXTURE

WALL SCONCE

CEILING FAN

UNDERCOUNTER LED STRIP LIGHT

         LED TAPE

         ADJUSTABLE SPOT LED

         LED TROFFER

         LED LINEAR PENDANT

         EXHAUST FAN

120V DUPLEX RECEPTACLE

120V QUADPLEX RECEPTACLE (W/ USB)

240V RECEPTACLE

220V RECEPTACLE

120V FLOOR RECEPTACLE

SWITCH (3-WAY, DIMMER)

SWITCH (DIMMER)

GARBAGE DISPOSAL AIR SWITCH

CO/SMOKE DETECTOR

SMOKE DETECTOR

CABLE OUTLET

F

S

USB

240

3D

D

220
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A5.1

RCP- REFLECTED CEILING PLAN

KEY NOTE

1. RCP
SCALE 1/4" = 1'-0"

L-1 LOCATION: DINING AREA,
LAMP: INTEGRATED LED,
1375 DEL. LUMENS, TO BE
DIMMABLE

CEILING PENDANT

ID ITEM MODELMANUFACTURER FINISH SIZE QUANTITY NOTES

LIGHT FIXTURE SCHEDULE

L-2

L-3

L-4

CEILING PENDANT

CEILING PENDANT

CEILING FAN

L-5 SUSPENDED -
ADJUSTABLE SPOT
MONOPOINT

L-6 WALL SCONCE

L-7 RECESSED CAN -
LED

L-8 NOT USED

L-9 CEILING PENDANT

L-10

RECESSED LED
PANEL

L-11

UNDERCOUNTER
LED STRIP

L-12

L-13

LOCATION: RESTROOMS
LAMP: (1)60W, E26 MED
BASE, 120V, DIMMABLE

LOCATION: BACK OF HOUSE
RM105/RM107/RM108,
KITCHEN, LAMP: LED
3200/LUMEN, 3500K, IP65
RATED

BACK BAR TASK LIGHTING,
3000K, 5W/FT, 379LM PER,
FOOT, 24V

CEILING PENDANT

L-14

CEILING PENDANTL-15 RM112 AND RM113,
LAMP: (1)MED BASE E26
SOCKET, DIMMABLE

LED TAPEL-16 FACE OF BAR, WALL
BETWEEN DINING AND BACK
OF HOUSE, 300K, 3.5W/FT,
409LM/FT, 24V, DIMMABLE

SURFACE MOUNTL -17

EXTERIOR SCONCEL -18

1. REFER TO NOTES AND LIGHT FIXTURE SCHEDULE

BRUCK LIGHTING

BOCK LIGHTING

CDS LIGHTING

MONTE CARLO

ZAMBONI
LIGHTING

BOCK LIGHTING

STUDIO M

COOPER LIGHTING

PRIZM

BOCK LIGHTING

31.5" DIA. X 25.5"H

16" DIA.

70" DIA.

4-1/2" DIA. X
4-3/4"L

BLACK

YELLOWSB-AG SERIES, 16" DIA. FIXTURE
SB-AG16-G3-LVGV1-1-1700-27K-
649-10FT-BK, WIRE GUARD

BAMBOO

MIDNIGHT BLACK

BLACKGEM L 4 P, 1 LIGHT SOURCE
MONOPOINT,
S1-GEL49-03-30-A-A-F-BK

GX15 CYLINDER FIXTURE,
PENDANT,
350440-13LM-27K-50-ELV-BK-PBK

LOCATION: DINING AREA,
LAMP: LED, LVGV1, SINGLE
MODULE, 1700LM, TO BE
DIMMABLE

LOCATION: DINING AREA,
LAMP: (4) LED, E27/E26,
USV 110-120V, DIMMABLE

ASPEN 70, 5ASPR70MBK,
REMOTE CONTROL, RECEIVER
LOCATED IN CANOPY

LOCATION: DINING AREA,
LED LIGHT KIT, CFM:
2395-7270, AMPS: 0.07-0.57

4" LONG X
1.75"DIA.

LOCATION: DINING AREA,
LED: 3W, 404 SOURCE
LUMENS, 3000K, DIMMABLE

SB-AG12-eG18-iGXX/LVGV1-1500-
27K/GN17A-GXX

LOCATION: DINING AREA,
LAMP: LED, LVGV1, SINGLE
MODULE, 1500LM,
DIMMABLE

2' X 2'

COB SERIES TAPE LIGHT, 24V DC
HIGH OUTPUT COB SEAMLESS
TAPE LIGHT, IP65 CLEAR JACKET,
PZM-TLHCOB-65-24V-27K-16

PRIZM COB SERIES TAPE LIGHT, 24V DC
HIGH OUTPUT COB SEAMLESS
TAPE LIGHT,
PZM-TLHCOB-20-24V-30K-16

EXTERIOR SCONCE
(EXISTING)

E-1

COOPER LIGHTING METALUX VAPORTITE LED,
2VT3-LD5-3-G, 3500K

24" LONG RM 113 WALK-IN KEG
COOLER, 3000 LUMENS,
120V

STANDARD DOME REFLECTOR,
514-G0-MED5-114AR-649-10FT-BK

14" DIA.

EXTERIOR SCONCE
(EXISTING)

E-2

BUILDING EXTERIOR, USE
(E) J-BOX, LAMP: (1)60W,
E26 MED BASE

STUDIO M BREAKWATER SCONCE,
SM160265CLBK

32

10

5

2

8

6

4

19

4

1

3

EXISTING WALL TO REMAIN

NEW CONSTRUCTION: ALL WALLS TO BE FRAMED FLOATING ABOVE (E) SLAB

GYP BOARD CEILING

EXTERIOR SIGNAGE-
PROVIDE POWER

EXTERIOR SIGNAGE-
PROVIDE POWER

EX
TE

RI
OR

 S
IG

NA
GE

-
PR

OV
ID

E 
PO

W
ER

INTERIOR
SIGNAGE-
PROVIDE
POWER

2' X 4' LAY-IN GRID

2' X 4' LAY-IN GRID

CASTRO PENDANT, LARGE

ROCK GARDEN
GREEN

12"DIA.

BREAKWATER, SM160268CLBK BLACK 7"L X 7"W X 10"H

FAIL-SAFE, SEALED PANEL,
FSP-22-32-35-CA080-IP65

WHITE

16.4' LONG

5.75"W X 10"H,
PROJECTION: 7.75"

BLACK

TBD - LED EMPLOYEE RESTROOM

TRACK LIGHTING

SOFFIT

5
A5.2

ELECTRICAL AND LIGHTING SHEET NOTES

1. ELECTRICIAN TO PROVIDE INTERCONNECTED SMOKE/CARBON MONOXIDE DETECTORS PER CODE.
2. ALL DATA, CABLE, SOUND AND TELEPHONE OUTLET LOCATIONS SHALL BE COORDINATED WITH

OWNER AND LOCATIONS ARE TO BE APPROVED PRIOR TO INSTALLATION.  LOW VOLTAGE
INSTALLER TO COORDINATE W/ OWNER AND PROVIDE SEPARATE PLAN.

3. ELECTRICIAN TO PROVIDE NEW FIXTURES (WITH THE EXCEPTION OF DECORATIVE FIXTURES
PROVIDED BY CONTRACTOR) AND SWITCHES AS SHOWN.  DIMMERS SHOULD BE ASSUMED FOR
ALL LIGHTING.

4. SWITCHES TO BE LOCATED 49" A.F.F. ALL FIXTURES AND SWITCHES TO BE LOCATED BY
ELECTRICIAN WITH PHYSICAL MARKER AND APPROVED BY OWNER PRIOR TO INSTALLATION.

5. ALL ELECTRICAL OUTLETS TO BE LOCATED 18" A.F.F., UNLESS NOTED OTHERWISE. OWNER TO
APPROVE LOCATIONS PRIOR TO INSTALLATION.

6. ELECTRICAL OUTLETS SHOWN ON PLANS ARE ONLY THOSE IN SPECIALTY OR DESIRED LOCATIONS.
ELECTRICIAN TO PROVIDE NUMBER AND TYPE OF OUTLETS AS REQUIRED BY CODE.

7. ELECTRICIAN SHALL PROVIDE ALL SWITCH, OUTLET AND OTHER TRIM PIECES NEEDED BY CODE
AND/OR TO COMPLETE THE INSTALLATION.  ASSUME WHITE DECORA STYLE SWITCHES,
RECEPTACLES AND TRIM, UNLESS NOTED OTHERWISE.

8. RECESSED LIGHT FIXTURES INSTALLED IN THE BUILDING THERMAL ENVELOPE SHALL BE AIR
TIGHT, IC RATED AND SEALED TO THE DRYWALL.

9. AIR BARRIER TO BE INSTALLED BEHIND ELECTRICAL OR COMMUNICATION BOXES OR AIR SEALED
BOXES SHALL BE INSTALLED AT EXTERIOR WALLS.

10. DISPOSAL SWITCH TO BE FLUSH TYPE BUTTON, MOUNTED IN COUNTER.
11. PROVIDE PROGRAMMABLE THERMOSTATS, PROGRAM PER OWNER PREFERENCE AND LEAVE

DIRECTIONS FOR OWNER.
12. WIRING SYSTEM SHALL BE GROUNDED AT THE SERVICE TO AN ALLOWED GROUNDING ELECTRODE

SYSTEM.

INSTALL 12" DRYWALL TO
EXISTING JOISTS, INSTALL
L-BEAD AT EDGES, FINISH TO
LEVEL 5 + PAINT PT-X

30" X 30" ACCESS PANEL
FOR CONDENSER

LOCATION: OVER BAR,
LAMP: INTEGRATED LED,
DIMMABLE

LOCATION: OVER BAR,
LAMP: LED, DIMMABLE

2

6

EXISTING ELECTRICAL PANELS

1

1

1

1

1

1

3

1

1

1

1

N

PROJECT
NORTH

FLUORESCENT
TUBE SCONCE

4' LONG

3

3

3

3

3

3

3
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A5.2

DETAILS

1. DELETED
SCALE 3/4" = 1'-0"

2. STAFF RR WALL SECTION
SCALE 1/2" = 1'-0"

3. RR WALL SECTION
SCALE 1/2" = 1'-0"

4. DELETED
SCALE 1/4" = 1'-0"

5. METAL PANEL SECTION
SCALE 3/4" = 1'-0"

(E) CONCRETE SLAB
4" RUBBER BASE

2X2 WOOD FURRING
1/2" DRYWALL; TILE TO

48" AFF PER FINISH PLAN

(E) MASONRY WALL

1/2" DRYWALL, PT-X
2X4 WOOD FRAMING

RE
: R

CP

2X2 ACOUSTICAL TILE CEILING

RE
: R

CP

(E) CONCRETE SLAB
4" RUBBER BASE

2X2 WOOD FURRING
1/2" DRYWALL;

TILE PER FINISH PLAN

(E) MASONRY WALL

1/2" DRYWALL, PT-X
2X4 WOOD FRAMING

RE
: R

CP

2X2 ACOUSTICAL TILE CEILING

RE
: R

CP

(E) MASONRY WALL, EXPOSED

1X4 WOOD WALL CAP, PT-X

4'-
0"

3'-
6"

3'-
0"

3'-
0"

1'-
0"

WOOD BAR TOP
1/2" DRYWALL, PT-X
2X4 WOOD FRAMING

2'-0"

DRINK RAIL
1/2" UNFINISHED DRYWALL, CLAD W/ FRP

2X4 WOOD FRAMING
WOOD BAR TOP

7 1/2"

1'-5 1/2"

1/2" DRYWALL, PT-X
2X4 WOOD FRAMING

11'-6"

2X2 TUBE STEEL FRAME
PERFORATED STEEL PANEL

EQUIPMENT PER SCHEDULE EQUIPMENT PER SCHEDULE

6. TAKE-OUT COUNTER SECTION
SCALE 3/4" = 1'-0"

WOOD COUNTER

DRYWALL-WRAPPED TAKE-OUT WINDOW, PT-X

2X4 WOOD FRAMING

WOOD COUNTER
1/2" DRYWALL, PT-X

2X4 WOOD FRAMING
1/2" DRYWALL, UNFINISHED, CLAD IN FRP

CABINETRY PER INTERIOR ELEVATIONS

1/2" DRYWALL, PT-X

(E) EXPOSED TRUSS CEILING

STEEL FRAME SUPPORT

(E) OUTSWING DOOR W/
TRANSOM; REVERSE SWING

3'-
6"

3'-
0"

33



2'-7 11/16"

2'-
6 1

/16
"

1'-5 11/16"

6"
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A5.3

EXTERIOR SIGNAGE

1. EXTERIOR BLADE SIGN
SCALE 1-1/2" = 1'-0"

METAL EXTERIOR BLADE SIGN-
DOUBLE SIDED, TRI-COLOR; ILLUMINATED
VIA GOOSENECK WALL FIXTURE ABOVE

STEEL BRACKET

SI
DE

 O
F 

BU
ILD

IN
G

2. BLADE SIGN ATTACHMENT
3" = 1'-0"

3/4" X 3/4" BAR STOCK STEEL SIGHN MOUNT

2" X 2" X 14" STEEL MOUNTING PLATE;
WELDED TO SIGN AND MOUNT

STEEL SIGN
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