Review Comment Summary and Resolution Sheet

Submittal Package: Mill Levy 20 Monaco Parkway
Intersection and Traffic Signal Upgrades

5 (Final-90% level plans, 3/12/2024 Review Comment Resolution)

A = Accept Comment
D = Dismiss Comment
M = Accept Comment with Modifications
N = Comment Noted

2024-CIP-000003

Item
Number

| Sheet

Comments

Initial
Code

Responder

Response

Date of
Response

90%

Land

N/A

The inlets at the NW & SW corner of Memorial & S Monaco are part of a
private system, the city should get owners permission to complete work.
Also a drainage report should be provided for those same inlets since they
are being removed and reinstalled. Plan views with the existing pipe and
invet elevations should be brovided as well

ACL

A plan and profile sheet has been added to the set detailing the storm
system modifications. A drainage memo has been developed for the
project and is included in the submittal. Documentation and communiction
regarding the inlets will be included in the acquisition discussion.

1/6/2025

90%

McMurtrie

Please provide City’s project number 2024-CIP-0000035 on the cover prior
to next submittal. It is understood this number changes with each plan
submittal, and the final submittal shall be on the construction plans.
Current label on cover sheet refers to Project Master Number (not project
number). Please keep that label, but change that number to 2021-
PROIMSTR-0000045. Both numbers should be on cover.

ACL

The 2021-PROIJMSTR_0000045 was a place holder and left over from a
previous project. We need a project number for this project. The most
current CIP number will be on the title sheet as well.

1/6/2025

90%

McMurtrie

N/A

Repeat comment — Signature block on cover sheet is outdated. For
example, it is still referring to Public Works. Current signature block is for
DOTL. and onlv has 3 sianatures required.

ACL

The signature block was revised

1/6/2025

90%

McMurtrie

53

Sheet 53 of 91 — NW corner of Iliff and Monaco showing multiple slopes of
1.5 percent. But then a down slope of 7.8 percent. Is the ramp, sidewalk
and curb all crossing 1liff at street grade and have no rise going down IIiff?

ACL

Yes, the elevations required this type of design

1/6/2025

90%

McMurtrie

N/A

Typ all curb ramp and sidewalk reconstruction — please note, that per
Transportation Standards and Details, if the sidewalk adjacent to the flat
landing area of each curb ramp is not ADA compliant, then the sidewalk
shall be upgraded as well, up to a max distance of 15 ft. Need to show
match existina slobes and sidewalk widths to show this.

ACL

Match existing slopes were shown to the extent possible for all locations

1/6/2025

90%

McMurtrie

N/A

Previous comments indicated locations maintained by Parks shall have min
6 ft width curb ramps and iron truncated domes. Response indicated only 2
locations maintained by Parks, and they were designed accordingly.
However, it is unclear within the plans where the iron truncated domes
need to be placed. Plans only calling out detectable warning surface.

ACL

The locations where iron domes are necessary has been specifically called
out with a leader callout on both the plan sheets and the associated detail
sheets.

1/6/2025

90%

McMurtrie

N/A

From previous comment - Right-of-way lines, and proposed easement lines
should be clearly delineated. This would apply to all plan sheets, once
easements are complete

90%

Land

N/A

ACL

The ROW and easement lines have been called out on both the removal
sheet and plan sheets

1/6/2025

Previous Erosion Control comments revised, No CASDP required. Erosion
control plans will need to be added to the plan set and reviewed so
obiection will still stand.

ACL

Erosion control for this project consists of inlet protection and has been
shown on all removal sheets, plan sheets, and detail sheets

1/6/2025

90%

Huetig

N/A

Monaco & Jewell: Per X0123, to offset proposed removal of one Rocky
Mountain juniper at NW corner of intersection, one ornamental tree shall
be planted.

ACL

This tree was coordinated with forestry and was determined to not require
a replacement.

1/6/2025

90%

Huetig

10

N/A

If new tree is proposed to be planted in Monaco ROW or in CCD park,
coordinate with Forestry Operations staff to determine acceptable species
& location to plant tree (show species/size/location on next CIP submittal).

ACL

This tree was coordinated with forestry and was determined to not require
a replacement.

1/6/2025

90%

Silva

11

N/A

FLOODPLAIN PERMIT APPLICATION - All projects proposing work in the
regulatory floodplain are

required to obtain a Floodplain Permit through the Sewer Use and
Drainage Permit (SUDP) application

process. For projects that do not include a building, complete a SUDP
application
(https://www.denvergov.org/content/dam/denvergov/Portals/696/docume
nts/SUDP/SUDP_Applicatio

n.pdf). Send a project location map to the Floodplain Group at
floodplain@denvergov.org to request a

project address. All documents shall be uploaded through e-permits:
(https://www.denvergov.org/content/denvergov/en/denver-development-
services/help-me-find-/sewer-use-and-drainage-permits.html).

It is recommended that the Floodplain Development Permit be submitted
prior to the 90% submittal.

Please note that comments not addressed from the 30 percent submittal
are still applicable. Floodplain redlines are attached but the technical
floodplain review will be completed with the SUDP floodplain permit
submittal.

ACL

Noted

1/6/2025
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Review Comment Summary and Resolution Sheet

Submittal Package: Mill Levy 20 Monaco Parkway
Intersection and Traffic Signal Upgrades

5 (Final-90% level plans, 3/12/2024 Review Comment Resolution)

A = Accept Comment
D = Dismiss Comment
M = Accept Comment with Modifications
N = Comment Noted

2024-CIP-000003

. ' o Item Initial Date of
Number Sheet Comments Code Responder Response Response
The 630 Specification needs to be project specific. See kdb red lines as . . " . .
90% Blair 12 N/A well as the dotipt 116.1 document and dotirr 022.3 documents that have A ACL The 630 specmc? tion has been modified to include the associated 1/6/2025
documents provided
been uploaded.
This is previous CIP number, not Project Master Number. Please include . .
90% McMurtrie 13 1 both. Project Master Number is: 2021-PROJMSTR-0000045. Current CIP A ACL Z\:]et::i?utehshigm number. The most current CIP number will be shown 1/6/2025
number is: 2024-CIP-0000035
90% McMurtrie 14 1 Old Signature Block A ACL The signature block was revised 1/6/2025
. Perhaps add a note that easements are pending for work outside of public The ROW and easement lines have been included in the plans and have
10/
90% McMurtrie 15 33 ROW? AL been called out on both the removal sheets and plan sheets 1/6/2025
¥ L oo
90% McMurtrie 16 33 Removal and reset_llmlts may need a_d]ustlng, based on other comments A ACL The removal limits have been revised based on the most current design 1/6/2025
for ADA ramp and Sidewalk construction. Typ all removal sheets.
90% McMurtrie 17 37 Not replaf:lng this curb cut driveway? May be difficult for curb ramp A ACL The d.rlveway was added to the reconstruction and is now shown in all 1/6/2025
construction. associated plan sheets
90% McMurtrie 18 40 Where is detail? M|le detail §heet only state§ Monaco and Mexico, and A ACL The m|§c detail callout was revised to say "E. Warren Ave" instead of 1/6/2025
Monaco and Memorial. Add info where detail is located. Memorial Way
. Need to show what slopes are at existing point. Where is the min 5'x5' flat The landing areas are delineated by the slopes shown and are designed at
10/
90% McMurtrie 19 52 landing area for top of curb ramp? (typ all locations on all detail sheets). A ACL 1.5% in both directions 1/6/2025
90% McMurtrie 20 52 Wrong desian max. Actual proposed slopes should be listed (typ). A ACL The slopes were revised to 7.8% 1/6/2025
90% McMurtrie 21 52 :I::esfssahso\‘:vvefla" outs for ROW and proposed easements on these Detail ACL The ROW and Easement lines were called out on all detail sheets 1/6/2025
= i 10/ i
90% McMurtrie 2 52 Need_ to label what cpunter slope of gutter pan is (max 5.0%) typ all A ACL The counter sl_ope was added to the detail sheets, as was the flare slope 1/6/2025
locations on all detail sheets. when appropriate
90% McMurtrie 23 53 label flare slopes (typ all locations) A ACL The counter slope was added to the detail sheets, as was the flare slope 1/6/2025
when appropriate
90% McMurtrie 24 54 label slopes as well as match existing slope (typ) A ACL Additional slopes were Sh.own on every ramp including the match existing 1/6/2025
slopes to the extent possible
It appears all curb ramp and sidewalk is at 1.5%, however there is a curb
90% McMurtrie 25 56 ramp flare, as well as adjacent curb. Please review and revise slopes A ACL This was revised to show a flare only 1/6/2025
accordinaly
90% McMurtrie 26 57 8.33 Slope Circled, not design max. ACL The slopes were revised to 7.8% 1/6/2025
oy -
90% McMurtrie 27 58 slopes shown here are only 1.5%, but there are curb ramp flares. Where ACL The counter sl_ope was added to the detail sheets, as was the flare slope 1/6/2025
are the other slopes? when appropriate
90% McMurtrie 28 59 M|551ng several slope§: ramp running, counter-slope on gutter, flare, A ACL Additional slopes were shownlorl1 every ramp including the cqunter slope, 1/6/2025
sidewalk, match existing slopes... flare slopes and the match existina slopes to the extent possible
ramp only showing 1.5% slope, as well as top area of other ramp. Yet Yes, the elevations required this type of design. In addition, this location
90% McMurtrie 29 60 other ramp at 7.8%, and adjacent to this spot is 7.8%. Is the elevation A ACL was revised to shorten the ramp across Monaco, which then increased the 1/6/2025
chanae really this drastic at this corner? size of the landing area
90% McMurtrie 30 60 How does this curb and areal tie into existing driveway? Driveway should A ACL The dlrlveway was added to the reconstruction and is now shown in all 1/6/2025
be reconstructed w/ appropriate flare as well. associated plan sheets
per Transportation Standards and Details, driveway turnouts need to have The design shown keeps both driveways in-tact and functional for the
90% McMurtrie 31 62 flares on both sides, yet these do not. Please review and revise (both D ACL homeowner. The design at the location is very limited in driveway design 1/6/2025
driveways) options due to very constrained vertical desian.
v - v -
90% McMurtrie 2 62 2.0% |§ maxl allowed for Fonstructlon, but 1.5% is max for design. same A ACL The slopes were revised to 1.5% 1/6/2025
2.0% listed just above this spot.
To the extent possible, we have verified the proposed elevations with the
90% McMurtrie 33 62 plans showing ﬁelq fit in both locations. However, is it confident these max A ACL closest existing eleva'_clons._ A temporary easement has been acquired that 1/6/2025
slopes can be achieved? encompasses the entire driveway up to the house, in order to create a
functional drivewav
90% McMurtrie 34 63 label 1.5% slope ACL The appropriate slope is now shown 1/6/2025
90% Blair 35 N/A S;trarsit;:d General Traffic Control Procedures for Street/Public Occupancy ACL Noted 1/6/2025
. Attached DOTI Rules and Regulations Pertaining to the Issuance of Permits
10/
90% Blair 36 N/A by the City Traffic Engincer. N ACL Noted 1/6/2025
Sec 104 is not included on this spec cover sheet.
. 104.04 cross-references other parts of 104, . . "
o ,
90% Blair 37 Specs 137 104.02 covered by CCD's GCCs A ACL The 630 specification has been modified 1/6/2025
104.03 -> 109.04 Compensation for Altered Qtys
105.01
90% Blair 38 Specs 137 630.10 [2023] A ACL The 630 specification has been modified 1/6/2025
Add Denver Documents I . ) .
90% Blair 39 Specs 137 dotirr 022.3 A ACL The 630 specmc:atlon has been modified to include the associated 1/6/2025
X documents provided
dotipt 116.1
90% Blair 40 Specs 137 Where do the CCD Traffic Procedures fall? A ACL The 630 specification has been modified 1/6/2025
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Review Comment Summary and Resolution Sheet

2024-CIP-000003

Submittal Package: Mill Levy 20 Monaco Parkway
Intersection and Traffic Signal Upgrades

5 (Final-90% level plans, 3/12/2024 Review Comment Resolution)

A = Accept Comment
D = Dismiss Comment
M = Accept Comment with Modifications
N = Comment Noted

. ' o Item Initial Date of
tal Number Sheet Comments _ Code Responder Response Response
It seems as if CDOTs Engineer's perform the job of the City Traffic
Engineer's office. If this is the case, this section needs to be written per
CCD's requirements.
90% Blair 41 Specs 137 A ACL The 630 specification has been modified 1/6/2025
That being said, the CCD Engineer/Project Manager SHOULD review and
approve MHTs before the contractor submits a request for Street
Qccunancy
This is NOT how CCD operates. A new lane closure requires a new Street
90% Blair 42 Specs 138 Occupancy permit. Standard Street Occupancy review time will be A ACL The 630 specification has been modified 1/6/2025
reguired.
90% Blair 43 Specs 138 When applying for a permit state that RTD Coordination has occurred. A ACL The 630 specification has been modified 1/6/2025
Be more specific. Tell the contractor the expected times that Monaco is
o . allowed to be restricted and, if and when full road closures will be allowed. . . "
90% Blair 44 Specs 139 Be more specific. Tell the contractor the expected times that Monaco is A ACL The 630 specification has been modified 1/6/2025
allowed to be restricted and, if and when full road closures will be allowed.
90% Blair 45 Specs 140 Is this true? A ACL The 630 specification has been modified 1/6/2025
90% Mock 46 1 DPR PARKWAY IMPACT (Cook Park) A ACL DPR Impact locations were noted on the title sheet 1/6/2025
Construction at Cook Park and DPR Maintained area at Monaco and Iliff will
90% Mock 47 1 need to be coordinated with DPR Operations. Include N ACL Noted 1/6/2025
Adam.Smith@denveraov.ora in Pre-Construction Meetina
IT LOOKS LIKE PARKS WAS INCLUDED ON 30% REVIEW AND NOW THIS DOTI approved taking this project from 30% to 90%, there was no 60%
10/
90% Mock 8 1 IS AT 95%. DID PARKS NOT RECIEVE THE 60% SET FOR COMMENT? N ACL submittal. 1/6/2025
Continue working with Jeff.Prink@denvergov.org on irrigation design at
Cook Park
Jeff Prink has provided irrigation as-builts, specs and instructions directly to
90% Mock 49 1 the DOTLPM N ACL Noted 1/6/2025
Include DPR Irrigation Specs
https://www.denvergov.org/Government/Agencies-Departments-
Offices/Agencies-Departments-Offices-Directory/Parks-Recreation/Planning-
Community-Engagement/Construction-Design-Resources
PARKS WOULD RATHER SEE FLAT CONCRETE IN HERE SO THAT DIRT The median cover material is specified as broom fiinished conrete within
10,
0% Mock 0 I AND BUILDUP DON'T END UP IN TOOLED JOINTS A AL the legend on the plan and detail sheets 1/6/2025
Locations where DPR cast iron domes and concrete sidewalk detaill are
90% Mock 51 74 Use DPR standard unpainted cast-iron domes A ACL necessary are clarified throughout the plan set, with callouts and a note on 1/6/2025
each sheet where DPR standards are to be followed
90% Mock 52 74 Include DPR Standard concrete detail on this page A ACL The Parks concrete sidewalk detail is on the miscellaneous detail sheet 1/6/2025
Locations where DPR cast iron domes and concrete sidewalk detaill are
90% Mock 53 74 Label DPR Maintained Area A ACL necessary are clarified throughout the plan set, with callouts and a note on 1/6/2025
each sheet where DPR standards are to be followed
Locations where DPR cast iron domes and concrete sidewalk detaill are
90% Mock 54 83 USE PARKS STANDARD UNPAINTED CAST -IRON DOMES IN ANY PARKS A ACL necessary are clarified throughout the plan set, with callouts and a note on 1/6/2025
MAINTAINED AREA
each sheet where DPR standards are to be followed
90% Mock 55 83 Include DPR Standard concrete detail on this page A ACL The Parks concrete sidewalk detail is on the miscellaneous detail sheet 1/6/2025
90% Mock 56 83 LABEL COOK PARK A ACL Cook Park was more clearly labeled 1/6/2025
90% siva 57 34 zone AE 100-year floodplain ACL The ﬂooqmaln and f_Ioodway lines were reviewed per the provided file and 1/6/2025
were revised accordinalv
90% Siva 58 35 zone ae, Floodplain A ACL The ﬂooqplaln and f_Ioodway lines were reviewed per the provided file and 1/6/2025
were revised accordinaly
90% siva 59 36 zone AE floodway A ACL The ﬂooqmaln and f_Ioodway lines were reviewed per the provided file and 1/6/2025
were revised accordinalv
90% Siva 60 39 zone AE 100-year floodplain A ACL The ﬂooqplaln and f_Ioodway lines were reviewed per the provided file and 1/6/2025
were revised accordinaly
90% siva 61 M floodway A ACL The ﬂooqmaln and f_Ioodway lines were reviewed per the provided file and 1/6/2025
were revised accordinalv
90% Siva 62 " floodway ACL The ﬂooqplaln and f_Ioodway lines were reviewed per the provided file and 1/6/2025
were revised accordinaly
90% Silva 63 51 SE ACL Corrected 1/6/2025
Both existing and proposed elevations were shown on the detail sheets to
90% siva 64 57 provide existing grade elevations for all project areas in the floodway to A ACL provide an overall understading of each corner improvements. In addition, 1/6/2025

demonstrate that no fill is being added to the floodway

the project is providing a drainage memo detailing the no-rise condition of
the proiect
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Review Comment Summary and Resolution Sheet

2024-CIP-000003

Submittal Package: Mill Levy 20 Monaco Parkway
Intersection and Traffic Signal Upgrades

5 (Final-90% level plans, 3/12/2024 Review Comment Resolution)

A = Accept Comment
D = Dismiss Comment
M = Accept Comment with Modifications
N = Comment Noted

N ' o Item Initial Date of
tal Number Sheet Comments Code Responder Response Response
Both existing and proposed elevations were shown on the detail sheets to
o . provide existing grade elevations for all project areas in the floodway to provide an overall understading of each corner improvements. In addition,
90% Silva 65 58 demonstrate that no fill is being added to the floodway A ACL the project is providing a drainage memo detailing the no-rise condition of 1/6/2025
the proiect
Both existing and proposed elevations were shown on the detail sheets to
o . provide existing grade elevations for all project areas in the floodway to provide an overall understading of each corner improvements. In addition,
90% Silva 66 59 demonstrate that no fill is being added to the floodway A ACL the project is providing a drainage memo detailing the no-rise condition of 1/6/2025
the proiect
Both existing and proposed elevations were shown on the detail sheets to
o . provide existing grade elevations for all project areas in the floodway to provide an overall understading of each corner improvements. In addition,
90% Silva 67 60 demonstrate that no fill is being added to the floodway A ACL the project is providing a drainage memo detailing the no-rise condition of 1/6/2025
the proiect
Both existing and proposed elevations were shown on the detail sheets to
o . provide existing grade elevations for all project areas in the floodway to provide an overall understading of each corner improvements. In addition,
90% Silva 68 61 demonstrate that no fill is being added to the floodway A ACL the project is providing a drainage memo detailing the no-rise condition of 1/6/2025
the proiect
Both existing and proposed elevations were shown on the detail sheets to
o . provide existing grade elevations for all project areas in the floodway to provide an overall understading of each corner improvements. In addition,
0% Silva 69 62 demonstrate that no fill is being added to the floodway A ACL the project is providing a drainage memo detailing the no-rise condition of 1/6/2025
the proiect
this cabinet is in the regulatory floodplain. the bottom of the cabinet will antég]nit |r2 ; \I/e?,;&;:zrfer;ifaf:(:g;atl:i: nﬁj&[:\?ﬁiﬁzz‘;ﬁpﬁ'&e':g;if::ts 'its)lg
90% Silva 70 77 need to be at or above the flood protection elevation, or relocated outside M ACL pletely . . P M . 1/6/2025
N poly/concrete material which has 12 inches of clearance between finished
of the 100-yr floodplain - ) "
grade (sidewalk) and vulnerable cabinet equipment.
make sure this is located entirely outside of the floodway or it will need to . . . . .
90% Silva 71 83 be elevated to the flood protection elevaion and require more analysis to A ACL Cabinet equipment will be moved slightly to be clearly outside of the 1/6/2025
o A N floodway.
show that it will not cause a rise in the 100-yr watter surface elevation
Per X0123, to offset proposed removal of one Rocky Mountain juniper at
NW corner of intersection, one ornamental tree shall be planted. If new This tree was coordinated with forestry and was determined to not require
90% Huetig 72 36 tree is proposed to be planted in Monaco ROW or in CCD park, coordinate A ACL Y q 1/6/2025
N - - N - a replacement.
with Forestry Operations staff to determine acceptable species & location
to plant tree (show species/size/location on next CIP submittal).
NORTH MEDIAN AT MONACO / JEWELL INTERSECTION MAY NEED . . . .
10/ -
90% Marcato 73 Specs B-1 IRRIGATION ADJUSTMENTS A ACL The median location was added to the locations listed 1/6/2025
90% Marcato 74 Estimate 629-01001 Survey Monument Type 1 NOT IN PLAN SAQ A ACL This was removed, survey moment replacement is included in the work 1/6/2025
90% Marcato 75 Estimate SPECS INCLUDE A/W 04 FIBER OPTIC LINES - VERIFY A ACL Included in the estimate and the SOQ 1/6/2025
90% Marcato 76 1 COORDINATE SHEET NUMBERS A ACL Index of Sheets was revised 1/6/2025
90% Marcato 77 1 UPDATE SIGNATURE BLOCK REFERENCES A ACL Signature block was updated to the most current 1/6/2025
90% Marcato 78 2 UPDATE TO NEW STANDARDS LIST FROM 02/22 A ACL Denver standard plan list was updated to the most current 1/6/2025
90% Marcato 79 9 ADD ACCESSIBLE PEDESTRIAN SIGNAL? (SEE SHEET 74) A ACL Yes, this was added 1/6/2025
90% Marcato 80 9 MISSING DASHES A ACL Revised 1/6/2025
90% Marcato 81 9 ESTIMATE INCLUDES SURVEY MONUMENT TYPE 1 A ACL ﬁ]‘ixz‘érﬁ]":hzi‘giype 1 was removed from the estimate, this is now 1/6/2025
IF UNIFORMED TRAFFIC CONTROL TO RAMAIN ITS OWN PAY ITEM, YOU A sentence was added to the 630 regarding how the uniformed traffic
10/
%0% Marcato 82 ° MAY WANT TO MENTION THAT IN THE CTC(SPECIAL) SPEC A AL control is paid 1/6/2025
90% Marcato 83 10 SPECS INCLUDE A/W 04 FIBER OPTIC LINES - VERIFY A ACL the fiber optic lines were added to the extimate and the SOQ 1/6/2025
LIKELY WILL NEED IRRIGATION ADJUSTMENT HERE, LIKE AT COOK A note was added here that irrigation might be present and to coordinate
90% Marcato 84 36 PARK. ADD SAME INSTRUCTIONS FOR IRRIGATION WORK AT EACH A ACL with Denver Parks and the proejct engineer to relocate all lines and heads 1/6/2025
LOCATION appropiriately
90% Marcato 85 43 ;’;’mme”d adding corresponding benchmark where elevations provided in A ACL This note was added to each profile sheet 1/6/2025
90% Marcato 86 44 irsc;;nnmend adding correspoinding benchmark where elevations provided A ACL This note was added to each profile sheet 1/6/2025
90% Marcato 87 45 irrfcsl'a“nme”d adding correspoinding benchmark where elevations provided A ACL This note was added to each profile sheet 1/6/2025
90% Marcato 88 46 Lelggmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each profile sheet 1/6/2025
90% Marcato 89 47 Lel’;zmme”d adding corresponding benchmark where elevations provided in A ACL This note was added to each profile sheet 1/6/2025
90% Marcato 90 48 lrj;:gmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each profile sheet 1/6/2025
90% Marcato 01 49 recommend adding corresponding benchmark where elevations provided in A ACL This note was added to each profile sheet 1/6/2025

plan
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Review Comment Summary and Resolution Sheet

2024-CIP-000003

Submittal Package: Mill Levy 20 Monaco Parkway
Intersection and Traffic Signal Upgrades

5 (Final-90% level plans, 3/12/2024 Review Comment Resolution)

A = Accept Comment
D = Dismiss Comment
M = Accept Comment with Modifications
N = Comment Noted

. ' o Item Initial Date of
tal Number Sheet Comments Code Responder Response Response
90% Marcato 92 50 :)T;:gmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each profile sheet 1/6/2025
90% Marcato 93 51 r[ﬁ;gmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each profile sheet 1/6/2025
90% Marcato 94 52 ::;:gmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each detail sheet 1/6/2025
90% Marcato 95 53 r[ﬁ;gmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each detail sheet 1/6/2025
90% Marcato 96 54 ::;:gmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each detail sheet 1/6/2025
90% Marcato 97 55 r[ﬁ;gmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each detail sheet 1/6/2025
90% Marcato 98 56 ::;:gmmend adding corresponding benchmark where elevations provided in ACL This note was added to each detail sheet 1/6/2025
90% Marcato 99 56 IS A CURB PROPOSED AT BACK OF SIDEWALK? ACL Yes, a curb is proposed here 1/6/2025
90% Marcato 100 56 EASEMENT LINEWORK? TURN OFF HERE, UNLESS REFERENCE IS ADDED ACL The ROW and Easement lines were called out on all detail sheets 1/6/2025
EXISTING LANDSCAPE WALL TO REMAIN? CALL OUT WALL AND WALL "
10/
90% Marcato 101 56 FACE IF TO REMAIN A ACL Callouts were added to the detail sheet 1/6/2025
90% Marcato 102 57 Lelggmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each detail sheet 1/6/2025
90% Marcato 103 58 Lel;gmme”d adding corresponding benchmark where elevations provided in A ACL This note was added to each detail sheet 1/6/2025
90% Marcato 104 59 Lelggmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each detail sheet 1/6/2025
90% Marcato 105 60 Lel;gmme”d adding corresponding benchmark where elevations provided in A ACL This note was added to each detail sheet 1/6/2025
90% Marcato 106 60 CONFIRM 6' (PARK STANDARD) RAMP WIDTHS NEEDED AT THIS CORNER | A ACL The 6" wide ramps are not necessary but allows the pedestrian landing and 1/6/2025
ped push button to be at 9' from the flowline where 10' is the maximum.
90% Marcato 107 61 Lel;gmme”d adding corresponding benchmark where elevations provided in| -~ ACL This note was added to each detail sheet 1/6/2025
90% Marcato 108 62 Lelgsmmend adding corresponding benchmark where elevations provided in A ACL This note was added to each detail sheet 1/6/2025
90% Marcato 109 63 MODIFY PER MARKS FROM B. MARCATO A ACL The detail was replaced with the correct/revised detail 1/6/2025
90% Marcato 110 65 Add 14 Keynote A ACL Revised 1/6/2025
90% Marcato 111 68 Feb. 2022 Edition A ACL Will be updated. 1/6/2025
90% Marcato 112 68 2023 A ACL Will be updated. 1/6/2025
90% Marcato 113 68 align A ACL Notes will be aligned with numbers. 1/6/2025
90% Marcato 114 71 0.2? A ACL Will be updated. 1/6/2025
90% Marcato 115 71 (15 FOOT) A ACL Will be updated. 1/6/2025
90% Marcato 116 74 0.2? A ACL Will be updated. 1/6/2025
90% Marcato 117 74 (15 FOOT) A ACL Will be updated. 1/6/2025
90% Marcato 118 74 ADD ELEVATIONS A ACL Will be updated. 1/6/2025
90% Marcato 119 74 NOT CURRENTLY IN SAQ (?) A ACL All push buttons have been changed to APS. Quantities will be updated. 1/6/2025
90% Marcato 120 77 0.2? A ACL Will be updated. 1/6/2025
90% Marcato 121 77 (15 FOOT) A ACL Will be updated. 1/6/2025
90% Marcato 122 77 ADD ELEVATIONS A ACL Will be updated. 1/6/2025
90% Marcato 123 80 0.2? A ACL Will be updated. 1/6/2025
90% Marcato 124 80 (15 FOOT) A ACL Will be updated. 1/6/2025
90% Marcato 125 80 ADD ELEVATIONS A ACL Will be updated. 1/6/2025
90% Marcato 126 83 ADD ELEVATIONS A ACL Will be updated. 1/6/2025
90% Marcato 127 83 0.2? A ACL Will be updated. 1/6/2025
90% Marcato 128 86 PAID FOR SEPARATELY? CONFIRM, AND ADJUST SPEC AS NEEDED D ACL Keynote at top of table covers entire table as information only as 1/6/2025
Construction Traffic Control is a Lump Sum item.
90% Marcato 129 86 g.snfé)é\lv\s,g{; CTION TRAFFIC CONTROL (SPECIAL), UNLESS NOTED A ACL Can add additional clarification to FIO note. 1/6/2025
Keynote at top of table covers entire table as information only as
10/
90% Marcato 130 8 ° D AL Construction Traffic Control is a Lump Sum item. 1/6/2025
N MOVE SIGNAL POLE TO CENTER OF TEAR DROP AND CONSOLIDATE PED . "
10/ 0/ 0, 0,
30% De Vos Tid 131 Cornell PUSH BUTTONS AND SIGNAL HEADS D ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
y CHECK PUSH BUTTONS--CAN'T BE MORE THAN 10 FEET AWAY FROM . .
10/ 10, 0, 0
30% De Vos Tid 132 Cornell EDGE OF ROAD THAT IS BEING CROSSED (TYP ALL) D ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
" CHECK PUSH BUTTONS--CAN'T BE MORE THAN 10 INCHES AWAY FROM A . .
10/ 10/ 0, 0,
30% De Vos Tid 133 Cornell LEVEL LANDING AREA (TYP ALL) ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
30% De Vos Tid 134 Cornell PUSH BUTTONS TOO FAR AWAY FROM EDGE OF ROAD ACL Desian changed from 30% to 90%, addressing 90% comments. 1/6/2025
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Review Comment Summary and Resolution Sheet

2024-CIP-000003

Submittal Package: Mill Levy 20 Monaco Parkway
Intersection and Traffic Signal Upgrades

5 (Final-90% level plans, 3/12/2024 Review Comment Resolution)

A = Accept Comment
D = Dismiss Comment
M = Accept Comment with Modifications
N = Comment Noted

. ' o Item Initial Date of
tal Number Sheet _ Comments _ Code Responder Response Response
PUSH BUTTON TOO FAR AWAY FROM EDGE OF ROAD--CONSIDER
30% De Vos Tid 135 TIiff MOVING SIGNAL POLE TO TEAR DROP AND CONSOLIDATING SIGNAL D ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
HEADS AND PED PUSH BUTTONS
30% De Vos Tid 136 TIiff TOO FAR AWAY FROM LANDING AREA--MOVE NORTH ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
" . MOVE SIGNAL POLE TOTEAR DROP AND CONSOLIDATE PED PUSH . .
10/ 10/ 0, 0,
30% De Vos Tid 137 Memorial BUTTONS AND SIGNAL HEADS ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
" . MOVE SIGNAL POLE TO TEAR DROP AND CONSOLIDATE PED PUSH . .
10/ 10, 0, 0,
30% De Vos Tid 138 Memorial BUTTONS AND SIGNAL HEADS ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
30% De Vos Tid 139 Memorial WILL THIS HAVE BOTH PUSH BUTTONS ON IT? ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
SHOULD BE 10' OR LESS AWAY FROM ROAD--CONSIDER MOVING SIGNAL
30% De Vos Tid 140 Jewell POLE TO TEAR DROP AND CONSOLIDATING SIGNAL HEADS AND PED D ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
PUSH BUTTONS
30% De Vos Tid 141 Jewell SHOULD BE 10" OR LESS AWAY FROM LANDING AREA D ACL Desian changed from 30% to 90%, addressing 90% comments. 1/6/2025
30% De Vos Tid 142 Jewell TOO FAR AWAY FROM LANDING AREA--SHIFT EAST D ACL Desian changed from 30% to 90%, addressing 90% comments. 1/6/2025
30% De Vos Tid 143 Mexico MORE THAN 10' AWAY FROM ROAD D ACL Desian changed from 30% to 90%, addressing 90% comments. 1/6/2025
" . MOVE SIGNAL POLE TO TEAR DROP AND CONSOLIDATE PED PUSH . .
10/ 10, 0, 0,
30% De Vos Tid 144 Mexico BUTTONS AND SIGNAL HEADS D ACL Design changed from 30% to 90%, addressing 90% comments. 1/6/2025
90% De Vos Tid 145 67 THESE SHOULD BE ACCESSIBLE PEDESTRIAN SIGNALS A ACL All push buttons have been changed to APS. 1/6/2025
All of the proposed Pedestal Poles have both pedestrian signal indications
90% De Vos Tid 146 67 SHOULD BE 10 FOOT POLES D ACL as well as serve for side mount traffic signal head indications, therefore 1/6/2025
need to be the 15' poles.
90% De Vos Tid 147 67 INSTALL CCTV AT EVERY INTERSECTION A ACL CCTV added to every intersection. 1/6/2025
90% De Vos Tid 148 67 ?ﬁ?;:gé‘éﬁgﬁ? ESTRIAN SIGNALS SHOULD BE USED AT ALL ACL All push buttons have been changed to APS. 1/6/2025
) CHECK PUSH BUTTONS--CAN'T BE MORE THAN 10 FEET AWAY FROM Push button locations have been evaluated throughout and adjusted to be
10/
0% De Vos Tid 149 71 EDGE OF ROAD THIS IS BEING CROSSED (TYP ALL) A AcL compliant. 17612025
90% De Vos Tid 150 71 INSTALL SIDE MOUNT SIGNAL ON SIGNAL POLE D ACL Discussed tear drop consolidation with TME, decided to keep pole out of 1/6/2025
tear drop for ped visibility.
) MOVE SIGNAL POLE TO CENTER OF TEAR DROP AND CONSOLIDATE PED Discussed tear drop consolidation with TME, decided to keep pole out of
10/
0% De Vos Tid 151 71 PUSH BUTTONS AND SIGNAL HEADS AcL tear drop for ped visibility. 1/6/2025
90% De Vos Tid 152 71 INSTALL SIDE MOUNT SIGNAL FOR EB TRAFFIC ACL Side mount signal indication added for EB traffic. 1/6/2025
All of the proposed Pedestal Poles have both pedestrian signal indications
90% De Vos Tid 153 71 INSTALL 10 FOOT POLE (TYP ALL) D ACL as well as serve for side mount traffic signal head indications, therefore 1/6/2025
need to be the 15' poles.
90% De Vos Tid 154 71 INSTALL OPTICOM FOR EACH APPROACH A ACL Opticom added for EB approach. 1/6/2025
90% De Vos Tid 155 71 PUSH BUTTONS TOO FAR AWAY FROM EDGE OF ROAD A ACL Adding push button pedestal to tear drop for compliance. 1/6/2025
y INCLUDE LEFT TURN ARROW SIGN ON MAST ARMS (30R3-5L) - TYP ALL .
10/ -
90% De Vos Tid 156 72 NB/SB APPROACHES A ACL 30R3-5L signs added to all mandatory turn approaches. 1/6/2025
" DIMENSION ROAD AND LANE WIDTHS AND DIMENSION LENGTHS OF . . .
10,
90% De Vos Tid 157 72 STOP BARS (TYP ALL) A ACL Dimensions will be added. 1/6/2025
y INSTALL STOP BARS 10 FEET FROM EDGE OF CROSSWALK BARS (PER .
10/
90% De Vos Tid 158 72 NEW STANDARD) ACL Revised 1/6/2025
90% De Vos Tid 159 72 WHY NO NEW CROSSWALK AND STOP BAR? ACL New stop bar and crosswalk will be added. 1/6/2025
?
90% De Vos Tid 160 74 II??-II;‘E RE A CRASH PICTURE? CONSIDER INSTALLING A LEFT TURN ACL Crash data provided from TME does not support protected left turn phase. 1/6/2025
PUSH BUTTON TOO FAR AWAY FROM EDGE OF ROAD--CONSIDER Pole location adjusted for push button compliance. Did not consolidate to
90% De Vos Tid 161 74 MOVING SIGNAL POLE TO TEAR DROP AND CONSOLIDATING SIGNAL M ACL avoid mast armJ ole in teapr dro P : 1/6/2025
HEADS AND PED PUSH BUTTONS P P-
90% De Vos Tid 162 74 TOO FAR AWAY FROM LANDING AREA--MOVE NORTH A ACL Location adjusted for push button compliance. 1/6/2025
Approved development TEP shows 4-Section FYA provided for new
CONSIDER ADDING A LEFT TURN PHASE FOR ALL DIRECTIONS DUE TO
90% De Vos Tid 163 77 THE COMMERCIAL NATURE OF THE LOCATION A ACL development. Our design incorporates 4-Section FYA for the remaining 1/6/2025
approach left turn lanes.
y MOVE SIGNAL POLE TO TEAR DROP AND CONSOLLIDATE PED PUSH Avoiding mast arm poles in tear drop areas per discussion with TME.
10/
0% De Vos Tid 164 77 BUTTONS AND SIGNAL HEADS - At Adijustment to pole/ramp for push button compliance however. 1/6/2025
y MOVE SIGNAL POLE TO TEAR DROP AND CONSOLIDATE PED PUSH Avoiding mast arm poles in tear drop areas per discussion with TME.
10/

0% De Vos Tid 165 77 BUTTONS AND SIGNAL HEADS Ac Adiustment to pole/ramp for push button compliance however. 17612025
90% De Vos Tid 166 77 ADD BOTH NAMES FOR WARREN/MEMORIAL WAY ACL Will add Memorial Way to naming. 1/6/2025
" WHAT IS THE CURB RAMP DESIGN/CONFIGURATION FOR THIS CORNER? The flatwork at this corner will be completed by the new adjacent

10/
90% De Vos Tid 167 78 NEED TO MAKE SURE THAT THE PUSH BUTTONS WILL WORK HERE A ACL development. We will overlay those TEP plans into our set for clarirty. 1/6/2025
SHOULD BE 10 FEET OR LESS AWAY FROM ROAD--CONSIDER MOVING Will move pedestal pole to tear drop to get push button compliance. Mast
90% De Vos Tid 168 80 SIGNAL POLE TO TEAR DROP AND CONSOLIDATING SIGNAL HEADS AND M ACL Arm Si nalp ole can':r’Iot move due tg stogrm Etilty depths in arpea . 1/6/2025
PED PUSH BUTTONS gnal p P i
90% De Vos Tid 169 80 SHOW THE BIKE DETECTION ZONE FOR PHASE 4 A ACL Detection zone will be correctly labeled for Phase 4 Bicycle Video Detection 1/6/2025

Zone.
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Review Comment Summary and Resolution Sheet

2024-CIP-000003

Submittal Package: Mill Levy 20 Monaco Parkway
Intersection and Traffic Signal Upgrades

5 (Final-90% level plans, 3/12/2024 Review Comment Resolution)

A = Accept Comment
D = Dismiss Comment
M = Accept Comment with Modifications
N = Comment Noted

L tal R N::::I:er Sheet _ Commen_ls Igi:' Responder Response R::ti::e
BIKEWAY MARKINGS SHOULD ALIGN WITH CROSSWALK MARKINGS
90% De Vos Tid 170 81 WHEN ADJACENT TO CROSSWALK (SEE STD DWG NO BDS 6-2 IN A ACL Revised 1/6/2025
BIKEWAY DESIGN MANUAL)
90% De Vos Tid 171 83 MORE THAN 10 FEET AWAY FROM ROAD A ACL Pole location adjusted for push button compliance. 1/6/2025
90% De Vos Tid 172 83 INSTALL SIDE MOUNT ON SIGNAL POLE D ACL Did not consolidate to avoid mast arm pole in tear drop. 1/6/2025
. MOVE SIGNAL POLE TO TEAR DROP AND CONSOLIDATE PED PUSH Pole location adjusted for push button compliance. Did not consolidate to
%0% De Vos Tid 173 8 BUTTONS AND SIGNAL HEADS AcL avoid mast arm pole in tear drop. 1/6/2025
A general note was added in the Denver Parks section noting the work to
Need confirmation that no equipment or work will be done within be done shall be per the plan and coordinated with Denver Parks. Also
90% Potucek 174 N/A park/parkway property. Im not seeing tree protection plan or current A ACL noted no material storage or equipment storage allowed on park property. 1/6/2025

detail.

The tree protection detail is in the plans located immediately after the
aeneral notes.

DRAFT2024-CIP-0000035 Comment Response_ACL.xIs

Page 7 of 7



