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GENERAL NOTES

GENERALIZED NOTES HAVE BEEN PROVIDED FOR THE PROJECT. THE CONTRACTOR IS RESPONSIBLE
TO REVIEW AND FOLLOW THE SPECIFICATIONS FOR THE STANDARDS AND REQUIREMENTS OF THE
PROJECT, PRODUCTS, AND INSTALLATION AS PART OF THE CONTRACT DOCUMENTS.

GENERAL NOTES:

NOTES THAT APPLY TO ENTIRE WORK, AS SUCH, GENERAL NOTES APPLY EQUALLY TO ALL DISCIPLINES
AND TO ALL SHEETS WITHIN THE DRAWING SET.

1. THE CONTRACTOR SHALL VERIFY FIELD CONDITIONS PRIOR TO BIDDING.

2. THE DRAWINGS USE A SYSTEM OF KEYNOTES FOR MATERIAL DESIGNATIONS AND SPECIFIC
SITUATION NOTES. THE CONTRACTOR SHALL BE FAMILIAR WITH THE SYSTEM PRIOR TO
COMMENCING WORK. CONTACT THE PROJECT MANAGER IF CONFLICTS ARE FOUND OR THE
SYSTEM IS NOT CLEAR.

3. THE CONTRACTOR SHALL VERIFY THE ACCURACY OF THE SURVEY INFORMATION AND NOTIFY
THE PROJECT MANAGER OF ANY DISCREPANCIES PRIOR TO THE COMMENCEMENT OF WORK.

4. THE LOCATIONS OF UTILITIES ARE FOR GRAPHIC REPRESENTATION ONLY AND MAY NOT REFLECT
THE ACTUAL FIELD CONDITIONS. THE CONTRACTOR SHALL VERIFY LOCATION, DEPTH, AND SIZE
OF ALL UTILITIES ON SITE PRIOR TO CONSTRUCTION. EXISTING UTILITIES SHALL BE PROTECTED
FROM DAMAGE BY THE CONTRACTOR. ALL DAMAGED UTILITIES SHALL BE REPAIRED BY THE
CONTRACTOR AT THEIR EXPENSE.

5.  ALL WORK AND MATERIALS SHALL CONFORM TO THE DENVER PARKS AND RECREATION
CONSTRUCTION STANDARDS AND SPECIFICATIONS, DEPARTMENT OF TRANSPORTATION AND
INFRASTRUCTURE (DOTI) STANDARDS AND DETAILS FOR THE ENGINEERING DIVISION, AND THE
CITY AND COUNTY DENVER STANDARD SPECIFICATIONS FOR CONSTRUCTION AND GENERAL
CONTRACT CONDITIONS - MOST RECENT VERSIONS. IF DISCREPANCIES OCCUR, DENVER PARKS
AND RECREATION CONSTRUCTION STANDARDS AND SPECIFICATIONS SHALL TAKE PRECEDENCE.

6. THE CONTRACTOR SHALL OBTAIN, AT THEIR EXPENSE, ALL REQUIRED PERMITS FROM THE
APPROPRIATE AGENCIES AND JURISDICTIONS.

7. ALL WORK SHALL COMPLY WITH APPLICABLE CODES AND ORDINANCES.

8. THE CONTRACTOR SHALL COORDINATE ALL APPLICATIONS FOR RIGHT-OF-WAY STREET
OCCUPANCY PERMITS WITH DENVER DEPARTMENT OF TRANSPORTATION AND INFRASTRUCTURE
(DOTI) RIGHT-OF-WAY SERVICES AT LEAST ONE (1) WEEK PRIOR TO THE START OF WORK.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING ANY EXISTING PAVEMENT
MARKINGS, SIGNS, TRAFFIC SIGNALS, CONDUIT, OR ANY OTHER TRAFFIC CONTROL DEVICES
THAT ARE DAMAGED DURING CONSTRUCTION.

10. THE CONTRACTOR SHALL PROTECT ALL EXISTING LANDSCAPE, TREES, HARDSCAPE, IRRIGATION,
SITE FURNISHINGS, OR ANY OTHER AMENITIES TO REMAIN ON-SITE AND SHALL BE REPAIRED AT
THE CONTRACTOR'S EXPENSE IF DAMAGE OCCURS.

11. THE CONTRACTOR IS RESPONSIBLE FOR THE SAFETY AND SECURITY OF THE SITE UNTIL
SUBSTANTIAL COMPLETION PER THE DENVER PARKS AND RECREATION SPECIFICATIONS AND
THE CITY AND COUNTY DENVER STANDARD SPECIFICATIONS FOR CONSTRUCTION AND GENERAL
CONTRACT CONDITIONS - MOST RECENT VERSIONS.

12. NOTES AND DETAILS ON SPECIFIC DRAWINGS TAKE PRECEDENCE OVER GENERAL NOTES AND
TYPICAL DETAILS.

13. THE CONTRACTOR SHALL KEEP A CURRENT SET OF CONSTRUCTION RECORD DRAWINGS
(AS-BUILTS) ON SITE AT ALL TIMES. INFORMATION SHALL BE MARKED WITH A CONTRASTING
COLOR. BE PREPARED TO REVIEW DOCUMENTS WITH THE PROJECT MANAGER. MAINTAIN
RECORD DOCUMENTS IN A CLEAN, DRY, LEGIBLE CONDITION, APART FROM DOCUMENTS USED
FOR CONSTRUCTION.

14. THE CONTRACTOR IS RESPONSIBLE FOR FAMILIARITY WITH ALL CONSTRUCTION DOCUMENTS.

SITE ACCESS NOTES

1. THE PARK SHALL REMAIN OPEN AT ALL TIMES DURING CONSTRUCTION. PARK HOURS ARE 5 AM. TO
11 P.M. THE CONTRACTOR SHALL CONTROL THEIR LIMIT OF WORK.

2. THE CONTRACTOR SHALL PROVIDE PEDESTRIAN AND TRAFFIC CONTROL AS NEEDED TO ENSURE
THE SAFETY OF PARK USERS AND MINIMIZE INTERFERENCE WITH PARK USE. DO NOT CLOSE,
BLOCK, OR OBSTRUCT ROADS, TRAILS, OR SIDEWALKS WITHOUT WRITTEN PERMISSION FROM THE
PROJECT MANAGER. PROVIDE ALTERNATE ROUTES AROUND CLOSED FACILITIES. THE
CONTRACTOR SHALL SUBMIT A PUBLIC ACCESS AND DETOUR PLAN FOR APPROVAL BY THE
PROJECT MANAGER FOURTEEN (14) DAYS PRIOR TO THE START OF WORK.

3. IF NOT IDENTIFIED ON THE PLANS, THE SPECIFIC LOCATIONS OF CONSTRUCTION ACCESS, STAGING,
AND LIMIT OF WORK MAY BE DETERMINED AT THE PRE-CONSTRUCTION MEETING.

4. CONSTRUCTION ACCESS SHALL BE LIMITED TO THE SPECIFIED LIMITS OF WORK SHOWN ON THE
PLANS OR AS DISCUSSED IN THE FIELD. ALL CONSTRUCTION ACCESS POINTS SHALL BE SUBMITTED
TO THE PROJECT MANAGER FOR APPROVAL FOURTEEN (14) DAYS PRIOR TO THE START OF WORK.

5. THE CONTRACTOR SHALL LIMIT CONSTRUCTION ACTIVITIES THE AREAS WITHIN THE LIMIT OF WORK.
THE CONTRACTOR SHALL RESTORE ANY DISTURBANCE BEYOND THESE LIMITS TO ORIGINAL
CONDITION AT THEIR OWN EXPENSE. CONSTRUCTION ACTIVITIES, IN ADDITION TO NORMAL
CONSTRUCTION PROCEDURES, SHALL INCLUDE THE PARKING OF VEHICLES OR EQUIPMENT,
DISPOSAL OF LITTER, AND ANY OTHER ACTION, WHICH WOULD ALTER EXISTING CONDITIONS.

6. PRIOR TO THE START OF ANY RIGHT-OF-WAY WORK, THE CONTRACTOR SHALL CONDUCT A
PRECONSTRUCTION MEETING WITH THE DEPARTMENT OF TRANSPORTATION AND
INFRASTRUCTURE (DOTI) RIGHT-OF-WAY CONSTRUCTION ENGINEERING. THE MEETING SHALL
INCLUDE THE AREA INSPECTOR.

7. THE CONTRACTOR SHALL COORDINATE ALL APPLICATIONS FOR RIGHT-OF-WAY STREET
OCCUPANCY PERMITS WITH THE DEPARTMENT OF TRANSPORTATION AND INFRASTRUCTURE (DOTI)
RIGHT-OF-WAY SERVICES AT LEAST ONE (1) WEEK PRIOR TO THE START OF WORK.

DEMOLITION AND PROTECTION NOTES

1.  THE CONTRACTOR SHALL FIELD VERIFY ALL PROJECT DEMOLITION WITH THE PROJECT MANAGER
PRIOR TO CONSTRUCTION.

2. |ITEMS TO BE REMOVED ARE INDICATED ON THE DRAWINGS, BUT MAY ALSO INCLUDE TRASH,
DEBRIS, STONES, UNDERGROUND PIPING, AND OTHER MISCELLANEOUS ITEMS UNCOVERED
DURING DEMOLITION. NOTE THAT DEPTH OF EXISTING HARDSCAPE MAY VARY THROUGHOUT THE
PROJECT.

3. REMOVAL OF ANY EXISTING CONCRETE THAT IS ATTACHED OR ADJACENT TO PROPOSED
CONCRETE SHALL BE REMOVED TO THE NEAREST JOINT, AS NEEDED TO AVOID DAMAGING THE
REMAINING CONCRETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING ANY DAMAGED
CONCRETE AT THEIR EXPENSE. TRANSITIONS SHALL BE DONE TO A NEAT WORK LINE AND CLEAN.

4. ALL DEMOLITION ITEMS NOT DESIGNATED FOR SALVAGE, STOCKPILE, AND REUSE SHALL BE
LEGALLY TRANSPORTED AND RECYCLED. ALL MATERIAL THAT CANNOT BE RECYCLED SHALL BE
TAKEN TO DENVER ARAPAHOE DISPOSAL SITE (DADS). THE CONTRACTOR SHALL PROVIDE PROOF
OF LOCATION AND QUANTITY OF REMOVED, STOCKPILED, REUSED, AND RECYCLED MATERIALS.
DADS TICKETS WILL BE PROVIDED TO THE CONTRACTOR BY THE PROJECT MANAGER.

5. CONTRACTOR SHALL REMOVE, SALVAGE, STOCKPILE, REUSE, AND RESET EXISTING SIGNS,
MONUMENTS, MANHOLE COVERS, VALVE COVERS AND BOXES, TELEPHONE, ELECTRICAL, CABLE
PEDESTALS, AND OTHER MISCELLANEOUS ITEMS AS DIRECTED BY THE PROJECT MANAGER UNLESS
OTHERWISE NOTED. STOCKPILE MATERIALS AT AN APPROVED LOCATION. CONTRACTOR SHALL
RESET AND INSTALL THESE ITEMS AT NO ADDITIONAL COST TO THE CITY.

6. ANY MATERIAL DESIGNATED FOR SALVAGE THAT IS DAMAGED DURING THE PROJECT SHALL BE
REPAIRED OR REPLACED BY THE CONTRACTOR TO THE SATISFACTION OF THE PROJECT MANAGER.
NO SEPARATE PAYMENT SHALL BE MADE FOR LOADING, HAULING, UNLOADING, OR PLACING
SALVAGED MATERIALS IN A CITY YARD.

7. AT ALL TIMES THE CONTRACTOR SHALL TAKE PRECAUTIONS FOR PROTECTION OF EXISTING PUBLIC
AND PRIVATE INSTALLATIONS THAT MAY BE ENCOUNTERED DURING CONSTRUCTION. ANY
DAMAGED INSTALLATIONS, PUBLIC OR PRIVATE, SHALL BE REPAIRED IMMEDIATELY AT THE
CONTRACTOR'S EXPENSE.

8. EXISTING PARKING LOT PAVING, SIDEWALK, OR CURB AND GUTTER DAMAGED BY CONSTRUCTION
ACTIVITIES WITHIN THE CONSTRUCTION STAGING AREA WILL NOT BE MEASURED AND PAID FOR
SEPARATELY BUT SHALL BE INCIDENTAL TO THE WORK

ENVIRONMENTAL NOTES

LAYOUT AND MATERIAL NOTES

10.

VERIFY EXISTING SITE INFORMATION INCLUDING, BUT NOT LIMITED TO, STREET GRADES, UTILITIES,
PROPERTY LINES, LIMITS OF ROADWAYS, CURBS, AND GUTTERS TAKEN FROM THE DRAWINGS.

TAKE ALL DIMENSIONS FROM BACK OF CURB, FACE OF WALL OR BUILDING, AND CENTERLINE OF TREES
UNLESS OTHERWISE NOTED.

ALL DIMENSIONS CALLED OUT AS 'EQUAL' ARE EQUIDISTANT MEASUREMENTS.

WRITTEN DIMENSIONS SUPERSEDE SCALED DIMENSIONS. DO NOT SCALE DRAWINGS. CONTACT THE
PROJECT MANAGER IF THERE IS A DISCREPANCY.

ALL ANGLES TO MATCH THOSE NOTED ON THE DRAWING AND ALL LINES OF PAVING TO BE PARALLEL
UNLESS OTHERWISE NOTED. MAINTAIN HORIZONTAL ALIGNMENT OF ADJACENT ELEMENTS AS NOTED
ON DRAWINGS.

COORDINATE AND FIELD VERIFY ALL SLEEVING LOCATIONS FOR ALL UTILITY, ELECTRICAL, AND
IRRIGATION PRIOR TO CONSTRUCTION.

ALL SITE IMPROVEMENTS SHALL BE FIELD SURVEYED AND STAKED BY THE CONTRACTOR AND
APPROVED BY THE PROJECT MANAGER PRIOR TO INSTALLATION. FINAL STAKING OF ALL CONCRETE
FLATWORK AND FORMWORK SHALL BE APPROVED BY THE PROJECT MANAGER PRIOR TO POURING
CONCRETE.

COORDINATE PROPOSED WALKS AND RAMPS WITH EXISTING CONDITIONS. LAYOUT OF ARCS TO BE
SMOOTH AND CONTINUOUS.

THE CONTRACTOR SHALL SUBMIT A JOINT PLAN FOR REVIEW AND APPROVAL BY THE PROJECT
MANAGER PRIOR TO POURING CONCRETE AND AGAIN BEFORE SAW CUTTING.

SITE HARDSCAPE AND AMENITIES ARE TO COMPLY WITH CURRENT ADA STANDARDS - NO EXCEPTIONS
OR TOLERANCES.

GRADING AND DRAINAGE NOTES

1.  ASBESTOS DEBRIS FOUND DURING EXCAVATION: DURING EXCAVATION OR ANY DISTURNING
ACTIVITY, COLORADO REGULATIONS REQUIRE ALL EXPOSED CONSTRUCTION AND DEMOLITION
DEBRIS (INCLUDING ASH) BE ASSESSED FOR ASBESTOS CONTAMINATION. IT IS THE
CONTRACTOR’S/SUB-CONTRACTOR’S RESPONSIBILITY FOR PROVIDING A CABI (CERTIFIED
ASBESTOS BUILDING INSPECTOR) CAPABLE OF THIS REQUIREMENT. ANY AMOUNT OF DEBRIS
FOUND TO BE CONTAMINATED WITH ASBESTOS MAY BE CLASSIFIED AS REGULATED ASBESTOS
CONTAMINATED SOIL (RACS) AND MUST BE MANAGED, DOCUMENTED, AND DISPOSED OF IN
ACCORDANCE WITH THE CITY AND COUNTY OF DENVER’'S RACS STANDARD OPERATING
PROCEDURE AND THE COLORADO SOLID WASTE REGULATIONS (6 CCR 1007-2, PART 1). ONSITE
MANAGEMENT OF RACS REQUIRES IMMEDIATE NOTIFICATION OF TRAINED FIELD PERSONNEL AT
THE STATE HEALTH DEPARTMENT, AND IMPLEMENTATION OF MEASURES TO PREVENT CROSS
CONTAMINATION TO THE PUBLIC. FOR ADDITIONAL INFORMATION, PLEASE CALL THE DENVER
DEPARTMENT OF PUBLIC HEALTH AND ENVIRONMENT (DDPHE) (720-865-5452).

https://www.denvergov.org/content/dam/denvergov/portals/771/documents/eq/land%20use%20and%20planning/2019/ccod_racs_sop_
20190502_final.pdf

2. DUST CONTROL: CONTRACTOR SHALL TAKE REASONABLE MEASURES TO PREVENT PARTICULATE
MATTER FROM BECOMING AIRBORNE AND TO PREVENT THE VISIBLE DISCHARGE OF FUGITIVE
PARTICULATE EMISSIONS BEYOND THE PROPERTY LINE FROM WHICH THE EMISSIONS ORIGINATE.
MEASURES TAKEN MUST BE EFFECTIVE AT ALL TIMES ON THE SITE, INCLUDING PERIODS OF
INACTIVITY SUCH AS EVENINGS, WEEKENDS, AND HOLIDAYS AS WELL AS ANY OTHER PERIOD OF
INACTIVITY.

3. UNEXPECTED DISCOVERY: DURING ANY SOIL DISTURBING ACTIVITIES, IF UNKNOWN/UNIDENTIFIED
UNDERGROUND STORAGE TANKS, DRUMS, ODOROUS SOIL, STAINED SOIL, ASBESTOS-CEMENT PIPE
(TRANSITE), BUILDING DEBRIS, OR WASTE MATERIALS ARE ENCOUNTERED, CONTRACTOR SHALL
IMMEDIATELY STOP WORK IN THE AREA OF THE DISCOVERY UNTIL DDPHE MAKES A
DETERMINATION OF HOW TO PROCEED. CONTRACTOR SHALL IMMEDIATELY NOTIFY DDPHE OF THE
DISCOVERY (303-495-8376).

4. SOIL REUSE: EXCESS SOIL FROM A CITY AND COUNTY OF DENVER (CCD) PROJECT MAY BE REUSED
AT ANOTHER CCD PROPERTY OR A THIRD PARTY SITE ONLY IF THE CRITERIA ESTABLISHED IN THE
DDPHE MEMORANDUM TITLED “GUIDANCE FOR REUSE OF SOIL ON CITY PROJECTS” OCTOBER 5,
2017, ARE MET AND THE SOIL IS FREE OF ODORS, STAINING, AND DEBRIS. THE DOCUMENT IS
LOCATED ON THE FOLLOWING WEBSITE UNDER THE “ABOUT” TAB FOR ENVIRONMENTAL REVIEW
AND ASSESSMENT:

https://www.denvergov.org/content/denvergov/en/environmental-health/environmental-quality/land-use-andplanning.html.

5. IMPORTED SOIL: FILL MATERIAL OR SOIL TO BE IMPORTED AND PLACED ON CCD-OWNED PROPERTY
OR PLACED ON REAL PROPERTY TO BE TRANSFERRED TO THE CCD MUST BE FREE OF KNOWN
CONTAMINATION (OBSERVED AND DOCUMENTED OR PREVISOULY DOCUMENTED) AND BE
ACCEPTABLE FOR UNRESTRICTED RESIDENTIAL USE. CONTACT DAVE ERICKSON (720-865-5433) FOR
CLARIFICATION IF NEEDED.

6. DISPOSAL: THE CONTRACTOR SHALL DIRECT NON-RECYCLABLE, NON-HAZARDOUS WASTES FROM
CCD-OWNED OR CONTROLLED PROPERTY OR FACILITIES TO THE DENVER ARAPAHOE DISPOSAL
SITE (DADS) LANDFILL FOR DISPOSAL, FOLLOWING THE REQUIREMENTS AND PROCEDURAL
GUIDANCE PER CCD EXECUTIVE ORDER 115. LABORATORY ANALYTICAL RESULTS WILL BE
REQUIRED PRIOR TO DADS ACCEPTANCE FOR SOIL AND POSSIBLY OTHER MATERIALS. EARLY
TESTING IS RECOMMENDED; DDPHE CAN ASSIST. CONTACT DDPHE AT 720 865 5448 WITH
QUESTIONS.

7. NOISE CONTROL: ALL NOISE CAUSED BY CONSTRUCTION OF, OR RESULTING FROM, COMPLETED
PROJECTS, MUST COMPLY WITH DENVER'S NOISE ORDINANCE, D.R.M.C. CHAPTER 36 NOISE
CONTROL. EXEMPTED HOURS FOR CONSTRUCTION IN THE CITY AND COUNTY OF DENVER ARE
FROM 7 AM. TO 9 P.M. MONDAY THROUGH FRIDAY AND 8 A.M. TO 5 P.M. ON SATURDAYS AND
SUNDAYS. IF THERE IS A NEED TO WORK OUTSIDE OF THE EXEMPTED HOURS: 1) THE CONTRACTOR
MUST REQUEST A VARIANCE, AND 2) THE VARIANCE PROCESS NEEDS TO BE STARTED A MINIMUM
OF THREE MONTHS PRIOR TO THE DESIRED START DATE. ANY QUESTIONS SHOULD BE DIRECTED
TO PAUL RIEDESEL, DDPHE COMMUNITY NOISE PROGRAM (720-865-5410).

1.
2.

10.

11.

EXISTING CONTOUR INTERVAL IS 1 FOOT. PROPOSED CONTOUR INTERVAL IS 1 FOOT.

PROPOSED CONTOURS AND SPOT ELEVATIONS AS SHOWN ON THE PLANS ARE DEFINED AS FINISHED
ELEVATION AFTER PAVING, LANDSCAPING, ETC. THE CONTRACTOR SHALL COORDINATE THE
SUBGRADE ELEVATIONS TO PROPERLY ACCOMMODATE PAVEMENT THICKNESS AND THICKNESS OF
TOPSOIL AND SOD.

SPOT ELEVATIONS SHALL TAKE PRECEDENCE OVER CONTOURS.

DISCREPANCIES IN THE GRADING INFORMATION SHALL BE BROUGHT TO THE ATTENTION OF THE
PROJECT MANAGER.

MATCH GRADE OF EXISTING PAVEMENT OR EARTHWORK WHERE NEW CONSTRUCTION MEETS
EXISTING FEATURES. GRADE SHALL BE SMOOTH WITHOUT ABRUPT TRANSITIONS.

THE CONTRACTOR SHALL GRADE AND REPAIR ALL DISTURBED AREAS IN ORDER TO CREATE A SMOOTH

TRANSITION FROM NEW GRADE TO EXISTING GRADE.

ALL TOPSOIL WHERE PHYSICALLY PRACTICABLE SHALL BE SALVAGED. NO TOPSOIL SHALL BE
REMOVED FROM THE SITE EXCEPT AS SET FORTH IN THE APPROVED PLANS. TOPSOIL AND SUBGRADE
SHALL BE SEGREGATED AND STOCKPILED SEPARATELY. ALL STOCKPILES SHALL REMAIN WEED FREE.
TOPSOIL AND SUBGRADE SHALL BE REDISTRIBUTED WITHIN THE GRADED AREA AFTER ROUGH
GRADING TO PROVIDE A SUITABLE BASE FOR AREAS THAT WILL BE SEEDED AND PLANTED. RUNOFF
FROM THE STOCKPILED AREA SHALL BE CONTROLLED TO PREVENT EROSION AND RESULTING
SEDIMENTATION OF RUNOFF WATER.

LONGITUDINAL GRADES OF ALL TRAILS AND WALKWAYS SHALL NOT EXCEED 4.8% AND CROSS SLOPES
SHALL NOT EXCEED 1.8%. MAINTAIN A 1.5% MINIMUM, 1.8% MAXIMUM CROSS SLOPE FOR TRAILS,
WALKWAYS, AND PLAZA/PICNIC AREAS TO ALLOW FOR PROPER DRAINAGE AND MEET ADA.

ALL UTILITY COVERS, GRATES, ETC, EXISTING AND PROPOSED SHALL BE FLUSH WITH FINISHED GRADE

UNLESS OTHERWISE NOTED.

THE CONTRACTOR SHALL PROVIDE A SMOOTH, CONTINUOUS FINISHED GRADE FREE OF RUTS,
DEPRESSIONS, AND IRREGULARITIES. LANDSCAPE AREAS SHALL HAVE A MINIMUM SLOPE OF 2.0% AND
BE PITCHED TO DRAIN UNLESS OTHERWISE SHOWN ON THE PLANS. MAXIMUM SLOPES IN LANDSCAPE
AREAS SHALL BE 4:1.

FINAL GRADING TO BE REVIEWED AND APPROVED BY THE PROJECT MANAGER PRIOR TO
LANDSCAPING.
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LANDSCAPE NOTES l,
2\

1. ALL LANDSCAPE AREAS SHALL RECEIVE SOIL TESTING AND SOIL PREPARATION AND W 5S¢ cn
AMENDMENTS PER THE SPECIFICATIONS.

2. CONTAMINATION OF PLANTING MIX/TOPSOIL THAT IS TO REMAIN WILL REQUIRE COMPLETE
REPLACEMENT AT THE CONTRACTOR'S EXPENSE.

3. THE CONTRACTOR SHALL SUPPLY ALL PLANTS IN QUANTITIES SUFFICIENT TO COMPLETE THE

WORK SHOWN ON THE PLAN. SHOULD ANY DISCREPANCIES EXIST BETWEEN QUANTITIES SHOWN —
IN THE PLANT LIST AND THOSE SHOWN IN THE DRAWINGS, THE DRAWINGS SHALL TAKE

PRECEDENCE.
4. ALL PLANT MATERIAL SHALL CONFORM TO THE MINIMUM GUIDELINES ESTABLISHED BY THE 81
AMERICAN STANDARD FOR NURSERY STOCK AND BE FURNISHED FREE OF PESTS AND DISEASES.
5. THE PROJECT MANAGER AND THE OFFICE OF THE CITY FORESTER SHALL HAVE THE OPTION TO ﬁﬁ
REVIEW ALL PLANT MATERIAL PRIOR TO INSTALLATION. THE CONTRACTOR SHALL ENSURE PLANT ,
MATERIAL MEETS THE SPECIFICATIONS. PLANT MATERIAL MAY BE REJECTED UPON DELIVERY TO Know what's below.
THE SITE, WHETHER PREVIOUSLY APPROVED/TAGGED AT A REMOTE SITE (NURSERY). Call before you dig.
6. ALL PLANT SPECIFICATIONS IN THE PLANT SCHEDULE SHALL BE CONSIDERED THE MINIMUM
ALLOWABLE. THE CONTRACTOR SHALL PROCURE PLANT MATERIALS AND UPSIZE AS NECESSARY — ”
TO MEET THE MOST STRINGENT SPECIFICATION. ANY PLANT SUBSTITUTIONS SHALL BE E 3 DENVER

APPROVED BY THE PROJECT MANAGER PRIOR TO DELIVERY.

7. AN OFFICE OF THE CITY FORESTER TREE PLANTING PERMIT IS REQUIRED PRIOR TO THE
PLANTING OF ANY PUBLIC TREES.

8. THE EXTENTS AND QUANTITIES OF SEEDING, SODDING, AND SOFTSCAPE AREAS SHOWN ON THE
PLANS ARE APPROXIMATE AND MAY REQUIRE ADJUSTMENT DURING CONSTRUCTION. ALL AREAS
DISTURBED BY CONSTRUCTION OPERATIONS SHALL BE PREPARED AND RESTORED BY THE
CONTRACTOR PER THE SPECIFICATIONS.

9. PLANTS SHALL NOT BE INSTALLED PRIOR TO ACCEPTANCE OF ROUGH GRADING BY THE PROJECT
MANAGER. —

10. REMOVE ALL ROCKS, LUMPS, ROOTS, STICKS, AND OTHER FOREIGN MATERIAL FROM TOPSOIL
AND GRADE TO AN EVEN SURFACE. RESTORE AND RE-ESTABLISH GRADES IN SETTLED, ERODED,
AND RUTTED AREAS TO THE SPECIFIED GRADE AND TOLERANCES.

11. ALL PLANT MATERIAL SHALL BE STAKED OR PLACED BY THE CONTRACTOR AND APPROVED BY
THE PROJECT MANAGER PRIOR TO INSTALLATION. PLANT LOCATIONS SHALL NOT BE ADJUSTED
FROM THE LOCATION STAKED IN THE FIELD OR SHOWN ON THE PLANS WITHOUT THE WRITTEN
APPROVAL OF THE PROJECT MANAGER. THE CONTRACTOR SHALL RELOCATE ANY PLANT
MATERIAL AS DIRECTED BY THE PROJECT MANAGER AT NO ADDITIONAL COST.

12. THE CONTRACTOR SHALL HAND DIG ALL PLANTING PITS ADJACENT TO UTILITIES. IF UTILITIES ARE
DAMAGED, REPAIRS SHALL BE MADE AT THE CONTRACTOR'S EXPENSE. B

13. INSTALL SPECIFIED MULCH IN ALL PLANTING BEDS AND PLACE AROUND ALL NEW TREES AND
SHRUBS IN TURF AREAS. MULCH LAYER SHALL NOT BE PLACED AGAINST TRUNKS AND STEMS OF
INSTALLED PLANT MATERIAL.

14. THE CONTRACTOR SHALL COORDINATE IRRIGATION AND PLANTING WORK SUCH THAT INSTALLED
IRRIGATION EQUIPMENT SHALL NOT REQUIRE ADJUSTMENT OF PLANTING LOCATIONS. IF
IRRIGATION EQUIPMENT IS INSTALLED IN LOCATIONS OBSTRUCTING THE LOCATIONS OF THE
PROPOSED PLANTINGS, THE IRRIGATION EQUIPMENT SHALL BE RELOCATED AT THE
CONTRACTOR'S EXPENSE.

15. PLANT MATERIAL IS TO BE MAINTAINED BY THE LANDSCAPE CONTRACTOR WHILE THE PROJECT IS
UNDER CONSTRUCTION. ALL PLANT MATERIALS SHALL BE GUARANTEED FOR ONE (1) YEAR B
FOLLOWING DATE OF SUBSTANTIAL COMPLETION, UNLESS LANDSCAPE MANAGEMENT AND
MAINTENANCE IS PART OF THE CONTRACT.

WASHINGTON PARK
IMPROVEMENTS PROJECT
TRACK TWO

SURVEY NOTES REVIEW SET

1. SITE SURVEY INFORMATION: EXISTING TOPOGRAPHY AND BASE INFORMATION WAS TAKEN FROM NOT FOR CONSTRUGCTION
FIELD SURVEY AND INFORMATION COMPILED BY HCL ENGINEERS, SURVEYORS, ARCHITECTS, ON | | hese cocuments are ncomplete
DATE11/15/2024. VERTICAL CONTROL INFORMATION IS BASED ON CITY AND COUNTY OF DENVER, e Cooamen s ate ncomple &
BENCHMARK NO. 611CITY AND COUNTY OF DENVER COORDINATE SYSTEM. A FOUND CITY AND only, and are not intended for
COUNTY OF DENVER BRASS CAP ON ASPHALT SIDEWALK. SOUTHEAST CORNER AT INTERSECTION bidding or construction purposes.
OF N QUEBEC ST AND E 1ST AVE. BENCHMARK NO. 611. NAVD88 ELEVATION= 5,400.77'. AND 10117725
HORIZONTAL CONTROL IS BASED ON THE CITY AND COUNTY LOCAL PROJECTION COORDINATE

SYSTEM.

2. THE CONTRACTOR SHALL CAREFULLY PRESERVE AND MAINTAIN EXISTING BENCHMARKS,
MONUMENTS, PROPERTY LINE PINS, AND OTHER SURVEY REFERENCE POINTS. REFER TO THE
STANDARD SPECIFICATIONS FOR CONSTRUCTION GENERAL CONTRACT CONDITIONS FOR
PRESERVATION OF PERMANENT LAND SURVEY CONTROL MARKERS.

3. REFER TO SURVEY, PLAT, ROADWAY, UTILITY DRAWINGS, AND OTHER APPLICABLE DOCUMENTS
FOR PROPERTY LIMITS, EXISTING CONDITIONS, AND HORIZONTAL AND VERTICAL CONTROL.

4. PRIOR TO BEGINNING WORK ON THE PROJECT, THE CONTRACTOR'S SURVEYOR SHALL PERFORM
A SURVEY TO VERIFY ALL SURVEY CONTROL POINTS, CITY AND COUNTY OF DENVER RANGE

KEY PLAN:

POINTS, SECTION CORNERS, AND BENCHMARKS AS SHOWN ON THE SURVEY CONTROL DIAGRAM.
5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING ALL LAND SURVEY MONUMENTS REVISIONS: DESCRIPTION

DISRUPTED BY CONSTRUCTION ACTIVITIES, OR BY NEGLIGENCE ON THE PART OF THE

CONTRACTOR, AT NO EXPENSE TO THE OWNER. THE CONTRACTOR SHALL RETAIN A COLORADO

LICENSED PROFESSIONAL LAND SURVEYOR TO RESET ANY AFFECTED SURVEY MONUMENTS PER

COLORADO STATE LAW.
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