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LANDSCAPING

1.

THE CONTRACTOR SHALL NOT SPRAY, CUT OR TRIM TREES OR OTHER LANDSCAPING WITHIN THE RIGHT-OF-WAY UNLESS SUCH WORK IS
OTHERWISE SPECIFIED IN THIS PERMIT OR CLEARLY INDICATED ON THE APPROVED PLANS. ANY WORK PROPOSED FOR PUBLIC RIGHT-OF-WAY TREES
MUST BE AUTHORIZED BY THE OFFICE OF THE CITY FORESTER PRIOR TO COMPLETION.

SEEDING, SODDING AND PLANTING IN THE RIGHT-OF-WAY SHALL BE AS SPECIFIED OR OTHERWISE APPROVED BY THE CITY. CONSTRUCTION,
MAINTENANCE AND WATERING REQUIREMENTS SHALL CONFORM TO CITY/PARKS STANDARD SPECIFICATIONS.

UNLESS STREETSCAPE HAS BEEN APPROVED, THE CONTRACTOR SHALL LANDSCAPE ALL RIGHT-OF-WAY WITH SOD AND TREES. ALL LANDSCAPING
WITHIN THE RIGHT-OF-WAY SHALL BE IN CONFORMANCE WITH THE LATEST CITY STANDARDS AND SPECIFICATIONS. NO LOOSE MATERIAL (I.E.
ROCK, BARK, GRAVEL, ETC.) SHALL BE ALLOWED. DECORATIVE CONCRETE OR LOW GROWING PLANT MATERIAL MAY BE ALLOWED ONLY WITH THE
SPECIFIC APPROVAL OF THE CITY. TREES SHALL BE PRE-APPROVED BY THE DEPARTMENT OF PARKS AND RECREATION, OFFICE OF THE CITY
FORESTER, AND SHALL BE A MINIMUM OF 20-FEET FROM PROPERTY CORNERS AT INTERSECTIONS, 25-FEET FROM STREET LIGHTS AND 10-FEET FROM
EDGE OF DRIVEWAYS.

OFFICE OF THE CITY FORESTER

1.

EXISTING TREES TO BE PRESERVED IN PUBLIC RIGHT-OF-WAY SHALL BE PROTECTED PER OFFICE OF THE CITY FORESTER STANDARDS AND
PRACTICES. TREE PROTECTION SHALL BE INSTALLED PRIOR TO ISSUE OF DEMOLITION/BUILDING PERMIT, APPROVED BY OFFICE OF THE CITY
FORESTER STAFF, AND SHALL REMAIN IN PLACE THROUGHOUT CONSTRUCTION.

NO CONSTRUCTION ACTIVITIES OR STORAGE OF CONSTRUCTION MATERIALS/DEBRIS/EQUIPMENT SHALL TAKE PLACE WITHIN TREE PROTECTION
ZONES WITHOUT PRIOR WRITTEN AUTHORIZATION FROM THE OFFICE OF THE CITY FORESTER. ALL CONSTRUCTION ACTIVITY SHALL OCCUR OUTSIDE
TREE PROTECTION ZONES (I.E. DRIPLINES OF TREES).

IF PRUNING FOR CONSTRUCTION ACTIVITY IS NECESSARY, CONTRACTOR SHALL CONSULT WITH OFFICE OF THE CITY FORESTER PRIOR TO
COMMENCEMENT OF WORK.

MINIMUM TREE PROTECTION REQUIREMENTS: TREE PROTECTION SHALL BE INSTALLED AT THE CRITICAL ROOT ZONE (CRZ). THE CRZ IS EQUAL TO
THE DRIPLINE, FURTHEST EXTENT OF TREE CANOPY, OR IS EQUAL TO ONE FOOT RADIALLY FROM THE TREE FOR EVERY ONE INCH OF TRUNK
DIAMETER AT BREAST HEIGHT (DBH = 4.5 FT ABOVE SOIL LINE). WHICHEVER IS GREATER.

A.FOR DEMOLITION ACTIVITIES: ORANGE PLASTIC SAFETY FENCING IS ACCEPTABLE. FENCING SHALL BE MIN 48 INCHES IN HEIGHT, TOP SECURED
TO METAL T-POSTS WITH 12-GAUGE WIRE WOVEN THROUGH TOP OF FENCING FOR ENTIRE LENGTH. HEAVY DUTY T-POSTS SHALL BE PLACED SO
THAT WIRE AND FENCE ARE TAUT.

B.FOR CONSTRUCTION ACTIVITIES: USE 6 FT CHAIN LINK FENCING TO ESTABLISH TREE PROTECTION ZONE (TPZ). ONCE TPZ IS IN PLACE, IT MAY
NOT BE MOVED, RESIZED, REMOVED, OR ALTERED IN ANY MANNER WITHOUT PRIOR WRITTEN APPROVAL FROM OFFICE OF THE CITY FORESTER.

OFFICE OF THE CITY FORESTER STAFF SHALL INSPECT AND APPROVE BOUNDARIES OF TREE PROTECTION ZONE(S) PRIOR TO COMMENCEMENT OF

CONSTRUCTION ACTIVITIES; INCLUDING WHEN PLASTIC FENCING IS TO BE REPLACED WITH CHAIN LINK FENCING (IF PLASTIC FENCING IS INITIALLY

INSTALLED). ONCE APPROVED BY OFFICE OF THE CITY FORESTER, THE TPZ SHALL NOT BE MOVED, RESIZED, REMOVED, OR ALTERED IN ANY MANNER

WITHOUT PRIOR WRITTEN APPROVAL.

“TREE PROTECTION ZONE"” SIGNS SHALL REMAIN IN PLACE AS POSTED BY OFFICE OF THE CITY FORESTER AND SHALL BE MAINTAINED IN THE
CONDITION IN WHICH THEY WERE INSTALLED.

NO ENTRANCE AND/OR ACCESS TO THE TREE PROTECTION ZONE, INCLUDING CONSTRUCTION ACTIVITIES, IS PERMITTED WITHOUT PRIOR WRITTEN
APPROVAL FROM OFFICE OF THE CITY FORESTER.

EXISTING RIGHT-OF-WAY TREES APPROVED FOR REMOVAL BY OFFICE OF THE CITY FORESTER MUST BE PROTECTED IN PLACE PER FORESTRY
STANDARDS AND SPECIFICATIONS UNTIL REMOVED BY AN OFFICE OF THE CITY FORESTER LICENSED TREE CONTRACTOR.

A TREE REMOVAL PERMIT IS REQUIRED FROM OFFICE OF THE CITY FORESTER PRIOR TO REMOVAL. FAILURE TO PROTECT SUCH TREES UNTIL
REMOVAL, OR REMOVING TREES WITHOUT A FORESTRY ISSUED PERMIT WILL RESULT IN NOTICE OF VIOLATION AND MAY INCLUDE
CITATIONS/FINES. TREE REMOVAL PERMITS ARE NOT INCLUDED WITH BUILDING PERMITS AND MUST BE OBTAINED SEPARATELY FROM OFFFICE OF
THE CITY FORESTER.

EARTHWORK AND EXCAVATIONS

ALL SEWER PIPES SHALL BE INSTALLED WITH CLASS B BEDDING AS A MINIMUM.

SANITARY SEWER PIPES SHALL BE PVC AND CONFORM TO: ASTMD3034 SDR 35 FOR SIZES 8 INCHES TO 15 INCHES IN DIAMETER (SOLID WALL),
ASTM F789 FOR 18 INCHES (SOLID WALL), ASTM F679 FOR SIZES 18 TO 36 INCHES (SOLID WALL), ASTM F949 FOR SIZES 8 TO 36 INCHES (PVC
PROFILE WALL), ASTM F794 FOR SIZES 8 TO 48 INCHES (PROFILE WALL), OR ASTM F1803 FOR SIZES 18 TO 60 INCHES (CLOSED PROFILE GRAVITY
PIPE).

THE CONTRACTOR PERFORMING WORK ON ANY PUBLIC OR PRIVATE STORM SEWER FACILITY OR APPURTENANCE MUST BE PROPERLY TRADE
LICENSED AS A COMPANY AND HAVE A LICENSED PLUMBER OR CERTIFIED JOURNEYMAN DRAINLAYER ON SITE DURING THE WORK.

ACCESS MUST BE MAINTAINED FOR ALL SEWER MANHOLES DURING CONSTRUCTION. MINIMUM ACCESS TO EACH MANHOLE IS A 20-FOOT-WIDE LANE
FROM THE NEAREST PUBLIC RIGHT OF WAY, CENTERED AT THE MANHOLE INCLUDING A 10 FOOT RADIUS AROUND THE MANHOLE AND 22.0 FEET OF
VERTICAL CLEARANCE.

THERE SHALL BE NO STOCKPILING OR SIDE CASTING OF WASTE MATERIAL INCLUDING, BUT NOT LIMITED TO PAINT CHIPS, ASPHALT, OR CONCRETE
ADJACENT TO ANY DRAINAGEWAYS (INCLUDING DRY DRAINAGEWAYS). PAINT MATERIAL REMOVED IN THE COURSE OF RESTRIPING SHALL BE
PROPERLY CONTAINED AND DISPOSED OF TO PREVENT SUCH MATERIALS FROM ENTERING WATERS OF THE STATE.

ALL DROP STRUCTURES SHALL BE INSPECTED BY CCD MAINLINE INSPECTIONS. THE CONTRACTOR MUST CALL MAINLINE INSPECTIONS AT (303)
446-3722 A MINIMUM OF 24 HOURS PRIOR TO THE PRECONSTRUCTION MEETING AND PRIOR TO STARTING ANY WORK.

EROSION CONTROL

THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL ENSURE THAT ALL POTENTIAL POLLUTANTS GENERATED

DURING DEMOLITION OR CONSTRUCTION WORK ASSOCIATED WITH THIS PROJECT, BE PREVENTED FROM DISCHARGE TO STORMWATER CONVEYANCE

SYSTEMS IN THE VICINITY OF THIS PROJECT SITE IN ACCORDANCE WITH THE FOLLOWING:
THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL PREVENT SEDIMENT, DEBRIS AND ALL OTHER
POLLUTANTS FROM ENTERING THE STORM SEWER SYSTEM DURING ALL DEMOLITION, EXCAVATION, TRENCHING, BORING, GRADING, OR OTHER
CONSTRUCTION OPERATIONS THAT ARE PART OF THIS PROJECT. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED
AGENTS SHALL BE HELD RESPONSIBLE FOR REMEDIATION OF ANY ADVERSE IMPACTS TO THE MUNICIPAL SEPARATE STORM SEWER SYSTEM,
RECEIVING WATERS, WATERWAYS, WETLANDS, AND OR OTHER PUBLIC OR PRIVATE PROPERTIES, RESULTING FROM WORK DONE AS PART OF THIS
PROJECT.

THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL REMOVE ALL SEDIMENT, MUD, CONSTRUCTION DEBRIS,
OR OTHER POTENTIAL POLLUTANTS THAT MAY HAVE BEEN DISCHARGED TO OR, ACCUMULATE IN THE FLOW LINES OF STORM DRAINAGE
APPURTENANCES, AND PUBLIC RIGHTS OF WAYS OF THE CITY AND COUNTY OF DENVER, AS A RESULT OF CONSTRUCTION ACTIVITIES ASSOCIATED
WITH THIS PROJECT. ALL REMOVALS SHALL BE CONDUCTED IN A TIMELY MANNER.

3. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL INSURE THAT ALL LOADS OF CUT AND FILL MATERIAL
IMPORTED TO OR EXPORTED FROM THIS SITE SHALL BE PROPERLY COVERED TO PREVENT LOSS OF THE MATERIAL DURING TRANSPORT ON PUBLIC
RIGHTS OF WAY. (SEC.49-552; REVISED MUNICIPAL CODE).

4. THE USE OF REBAR TO ANCHOR BEST MANAGEMENT PRACTICES, OTHER THAN PORTABLE TOILETS, IS PROHIBITED.

THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL IMPLEMENT THE FOLLOWING BEST MANAGEMENT
PRACTICES (BMPS) ON SITE DURING CONSTRUCTION:

A) VEHICLE TRACKING CONTROL: THIS BMP IS REQUIRED AT ALL ACCESS POINTS FOR INGRESS/EGRESS FROM OFF-SITE IMPERVIOUS SURFACES
TO CONSTRUCTION SITE PERVIOUS AREAS THAT ARE USED BY VEHICULAR TRAFFIC OR CONSTRUCTION EQUIPMENT.

B)INLET PROTECTION: THIS BMP IS REQUIRED ON ALL EXISTING OR PROPOSED STORM SEWER INLETS IN THE VICINITY OF THE CONSTRUCTION
SITE THAT MAY RECEIVE SITE RUNOFF. THE BMP MUST BE APPROPRIATE TO THE TYPE OF STORM INLET AND APPROPRIATE FOR THE GROUND
SURFACE AT THE INLET.

C) INTERIM SITE STABILIZATION: THIS BMP IS REQUIRED TO PROVIDE A MEASURE FOR PREVENTING THE DISCHARGE OF SEDIMENT FROM
CONSTRUCTION SITES WHERE OVERLOT GRADING OR OTHER SITE DISTURBANCE HAS OCCURRED. THIS BMP IS PARTICULARLY NECESSARY ON
SITES WHERE CONSTRUCTION ACTIVITIES/DISTURBANCE WILL BE LIMITED TO SMALL AREAS OF THE PROJECT SITE. ACCEPTABLE BMPS INCLUDE:

I DDCCER\IINME CNICTIMNG AT ATIANM

NOTE: This only applies to parks projects. For trees in public right of way, use 6'
chain link fence for tree protection zone fence. Panels or rolls w/ posts is acceptable.

Install TPZ fence and contact OCF for inspection prior to commencement of
construction (ForestryPlanReview@denvergov.org).

MICAL WASTES,
T WITH PRECIPITATION

C)OFILL PREVENTIUN JUUNTAINTIEINT. TTIo DFF DETINCS TTTE MEASURLO FRUFUOSLU TUR FREVEINTING, CUNTRULLING, UK \‘ONTAINING SPILLS OF
FUEL, LUBRICANTS, OR OTHER POLLUTANTS; AND PROTECTING POTENTIAL POLLUTANTS FROM CONTACT WITH PRECIPITATION OR RUNOFF.

F)CHUTE WASHOUT CONTAINMENT: WATER USED IN THE CLEANING OF CEMENT TRUCK DELIVERY CHUTES SHALL BE DISCHARGED INTO A
PREDEFINED, BERMED CONTAINMENT AREA ON THE JOB SITE. THE REQUIRED CONTAINMENT AREA IS TO BE BERMED SO THAT WASH WATER IS
TOTALLY CONTAINED. WASH WATER DISCHARGED INTO THE CONTAINMENT AREA SHALL BE ALLOWED TO INFILTRATE OR EVAPORATE. DRIED
CEMENT WASTE IS REMOVED FROM THE CONTAINMENT AREA AND PROPERLY DISPOSED OF.

I. THE DIRECT OR INDIRECT DISCHARGE OF WATER CONTAINING WASTE CEMENT TO THE STORM SEWER SYSTEM IS PROHIBITED (SEC.56-102A, C;
REVISED MUNICIPAL CODE, CITY AND COUNTY OF DENVER).

G) SWEEPING: THIS BMP REQUIRES THAT IMPERVIOUS SURFACES WHICH ARE ADJACENT TO OR CONTAINED WITHIN CONSTRUCTION SITES BE
SWEPT ON A DAILY BASIS OR AS NEEDED DURING THE DAY WHEN SEDIMENT AND OTHER MATERIALS ARE TRACKED OR DISCHARGED ON TO
THEM. EITHER SWEEPING BY HAND OR USE OF STREET SWEEPERS IS ACCEPTABLE. STREET SWEEPERS USING WATER WHILE SWEEPING IS
PREFERRED IN ORDER TO MINIMIZE DUST. FLUSHING OFF PAVED SURFACES WITH WATER IS PROHIBITED.

H) PERIMETER CONTROL: THIS BMP REQUIRES THAT A CONSTRUCTION SITE INSTALL A PERIMETER CONTROL MEASURE ALONG THE EDGE OF THE
CONSTRUCTION SITE, TO PREVENT, OR FILTER THE DISCHARGE OF SURFACE RUNOFF FROM THE CONSTRUCTION SITE. THE TYPE OF PERIMETER
CONTROL USED SHALL BE DETERMINED BASED ON-SITE CONDITIONS AND LOCATION. MAINTENANCE AND REPAIR OF THE CONTROL MEASURE
SHALL OCCUR AS NEEDED, IN A TIMELY MANNER.

I) STOCK PILES: SOILS THAT WILL BE STOCKPILED FOR MORE THAN THIRTY (30) DAYS SHALL BE PROTECTED FROM WIND AND WATER EROSION
WITHIN FOURTEEN (14) DAYS OF STOCKPILE CONSTRUCTION. STABILIZATION OF STOCKPILES LOCATED WITHIN 100 FEET OF RECEIVING
WATERS, OR WITH SLOPES 3 TO 1 OR GREATER SHALL BE COMPLETED WITHIN SEVEN (7) DAYS FOLLOWING STOCKPILE CONSTRUCTION.
STABILIZATION AND PROTECTION OF THE STOCKPILE MAY BE ACCOMPLISHED BY ANY OF THE FOLLOWING: MULCHING, TEMPORARY/PERMANENT
REVEGETATION OPERATIONS, CHEMICAL SOIL STABILIZER APPLICATION (REQUIRES DENVER DOTI APPROVAL), OR EROSION CONTROL
MATTING/GEOTEXTILES. IF STOCKPILES ARE LOCATED WITHIN 100 FEET OF RECEIVING WATERS, A DRAINAGEWAY OR THE SITE PERIMETER,
ADDITIONAL SEDIMENT CONTROLS SHALL BE REQUIRED.

J)SAW CUTTING OPERATIONS: THE CONTRACTOR SHALL PROTECT ALL STORM SEWER FACILITIES ADJACENT TO ANY LOCATION WHERE PAVEMENT
CUTTING OPERATIONS INVOLVING WHEEL CUTTING, SAW CUTTING, OR ABRASIVE WATER JET CUTTING ARE TO TAKE PLACE. THE CONTRACTOR
SHALL REMOVE AND PROPERLY DISPOSE OF ALL WASTE PRODUCTS GENERATED BY SAID CUTTING OPERATIONS ON A DAILY BASIS OR AS
NEEDED THROUGHOUT THE WORK DAY. THE DISCHARGE OF ANY WATER CONTAMINATED BY WASTE PRODUCTS FROM CUTTING OPERATIONS TO
THE STORM SEWER SYSTEM IS PROHIBITED. (SEC.56-102A, C; REVISED MUNICIPAL CODE, CITY AND COUNTY OF DENVER).

K)STRUCTURAL CONTROLS: DEVELOPMENT SITES THAT ARE REQUIRED TO PROVIDE DETENTION AND WATER QUALITY ENHANCEMENT FACILITIES
FOR STORM RUNOFF NEED TO INSTALL THE DETENTION FACILITIES EARLY IN THE CONSTRUCTION BUILD-OUT OF THE SITE. PROJECTS THAT ARE
USING UNDERGROUND DETENTION ARE REQUIRED TO INSTALL A PRETREATMENT STRUCTURE(S) OR SEDIMENTATION BASIN(S) AS A MEANS OF
TREATING POTENTIALLY POLLUTED STORM WATER PRIOR TO ENTERING THE DETENTION STRUCTURE. USE OF THESE STRUCTURES IS REQUIRED
FOR ENTRAPPING SEDIMENT AND CONSTRUCTION DEBRIS DURING THE ACTIVE CONSTRUCTION PHASE OF THE PROJECT. A NARRATIVE SECTION
OF A MANAGEMENT PLAN SHOULD ADDRESS OPERATION AND MAINTENANCE OF THE STRUCTURAL CONTROLS BEING USED AS AN ACTIVE
CONSTRUCTION BMP.

6. EROSION AND SEDIMENT CONTROL 'BEST MANAGEMENT PRACTICES' SHALL BE MAINTAINED AND KEPT IN EFFECTIVE OPERATING CONDITION FOR
THE DURATION OF THIS PROJECT. ALL NECESSARY MAINTENANCE AND REPAIR SHALL BE COMPLETED IMMEDIATELY UPON DISCOVERY OF ANY
DEFICIENCY OR DEFECT.
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NOTE: This only applies to parks projects.  For trees in public right of way, use 6' chain link fence for tree protection zone fence.  Panels or rolls w/ posts is acceptable.
 
Install TPZ fence and contact OCF for inspection prior to commencement of construction (ForestryPlanReview@denvergov.org).


g BEARDSLEE, KATIE 10/28/2025

-INT_DET.dw

c:\pwworking\central02\dms63591\CCD:

¥ Dr

-l

FYI: To obtain OCF CAD file, email Eric.Huetig@denvergov.org to request file (include
project number for reference: 2025PM0000459 - 2025-CIP-0000195).
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Any work In these areas must have written approval of OCF prior to commencement of activity. Contact OCF for instruction.

Area 1: Tree Protection Zone and Critical Root Zone Protection
The Tree Protection Zone (TPZ) shall be equal to dripline or 1.5 feet radially from the tree for-every one inch of trunk diameter at breast height (DBH = 4.5°
iabove soil line), whichever is greater.
A. Min &' in height steel chain link fence is required unless otherwise approved by the Office of the City Forester (OCF). Steel chain link fence panels
or rolls are acceptable.
1. When chain link rolls are installed, it shall be fastened to heavy duty steel posts with safety caps at minimum five (5) attachment points with
12-gauge wire, including points at top and bottom. Weave wire through top of roll to eliminate sag.
2. Posts shall be driven 2'{o 3° balow grade and spaced at max. five to ten Toot {(5° - 107} a.e. intervals. Fencing must be kepttaut at all imes.
3. "Tree Protection Zone" signs shall be placed one (1) per each tree protection zone minimum or more per direction of City Forester; maintain in
the location and condition in'which approved.
4. TPZ, including signage, shall be maintained in the localion and condition in which approved.

The Critical Root Zone (CRZ) shall be equal to one foot radially from the tree for every one inch of trunk diameter at breast height.

Area 2: Canopy Protection
Contact OCF if potential for damage exists andfor if pruning is needed for any clearance issues prior o performing work.

Notes
1. QCF Tree Retention and Protection Specifications shall be followed throughout duralion of work.
2, hfter TPZ is approved;
A, TPZ shall not be resized, modified, removed, or altered in any manner without prior written approval. TPZ shall be maintained in place as
approved until removal is authorized by OCF.
B. Enfrance/access lo the TPZ is not permitted without prior written appraval from the OCF.
C. No materials, debris, equipment, or sile amenities shall be stored within the TPZ without prior written approval from the OCF.
3. While TPZ fencing is in place, trees shall be deep-root watered at an interval of once every two weeks when temperatures are at or above 40 degrees F.
Trees shall be walered at'the rate of twenty-five (25} gallons per inch DBH, OCF may ask for proof of watering.
4. Violation ef TPZ or damage to protected trees is subject lo penalty per City Ordinance.

by and County of Denvel Detail: OCF-TPZ1
ig;n:ﬁ::’é%ﬁgm: Tree Protection Zone Fencing Detail
101 W. Colfax Ave, Denver, CO 80202 Effective: 2-14-2020
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Tree protection zone fence; install along ex. edge of walk
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install & contact OCF for inspection
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BEGIN REMOVAL OF CURB AND GUTTER
N: 410,628.98, E: 633,859.58

N:410,613.56, E: 633,870.50
N:410,608.10, E: 633,872.62

LEGEND

m REMOVAL OF ASPHALT MAT

REMOVAL OF SIDEWALK

\
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REMOVAL OF CONCRETE CURB RAMP

REMOVAL OF CONCRETE PAVEMENT CLEARING AND GRUBBING

REMOVAL OF PAVEMENT MARKING

— END REMOVAL OF ASPHALT MAT
f‘ N:410,707.68, E: 633,884.78

/ N: 410,704.57, E: 633,891.23

END REMOVAL OF CURB AND GUTTER

N: 410,638.79, E: 633,899.32

BEGIN REMOVAL OF CURB AND GUTTER

N: 410,628.79, E: 633,899.30

BEGIN REMOVAL OF ASPHALT MAT
N:410,594.86, E: 633,882.26
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END REMOVAL OF ASPHALT MAT
N: 372,185.49, E: 563,538.04

END REMOVAL OF CURB AND GUTTER
N: 372,186.40, E: 563,528.83

-

END REMOVAL OF SIDEWALK
N: 372,135.75, E: 563,525.40

= e
ree protection zone fence;
install along ex. edge of walk

BEGIN REMOVAL OF CURB AND GUTTER
N: 372,113.79, E: 563,499.96

S HAZEL CT

N:372,113.13, E: 563,537.30
N: 372,085.54, E: 563,448.56

A" SRS L g SN REMOVAL OF

BEGIN REMOVAL OF ASPHALT MAT
N: 372,185.47, E: 563,556.04

BEGIN REMOVAL OF CURB AND GUTTER
N: 372,185.38, E: 563,564.87

BEGIN REMOVAL OF SIDEWALK
N: 372,185.36, E: 563,568.00
B

REMOVAL OF CONCRETE CURB RAMP

q END REMOVAL OF SIDEWALK |

N: 372,117.62, E: 563,633.05 e
/— END REMOVAL OF CURB AND GUTTER
N: 372,114.12, E: 563,633.03
.

END REMOVAL OF ASPHALT MAT
N:372,107.12, E: 563,633.09

EVANS AVE

T w—
= END REMOVAL OF ASPHALT MAT
N: 372,077.96, E: 563,590.76

CONCRETE CURB RAMP

END REMOVAL OF CURB AND GUTTER

BEGIN REMOVAL OF ASPHALT MAT ‘;"’
N: 372,027.80, E: 563,317.27 " S AR
] / e 7
\ P : ,éﬁﬂ}
\ ra § - #
\ - ‘,f'
. =T

- N:372,019.65, E: 563,323.08

N: 372,041.04, E: 563,353.08

BEGIN REMOVAL OF CURB AND GUTTER
N: 372,023.80, E: 563,365.35

N: 371,992.31, E: 563,475.83

BEGIN REMOVAL OF SIDEWALK
b ’, N: 371,992.26, E: 563,481.84

S HAZEL WAY

BEGIN REMOVAL OF ASPHALT MAT
N: 371,992.32, E: 563,464.46

BEGIN REMOVAL OF SIDEWALK
N: 372,021.13, E: 563,367.22

END REMOVAL OF ASPHALT MAT
N:371,990.42, E: 563,446.43

REMOVAL OF CONCRETE CURB RAMP
REMOVAL OF CONCRETE PAVEMENT

END REMOVAL OF CURB AND GUTTER
END REMOVAL OF SIDEWALK N: 371,990.45, E: 563,433.70
N: 371,990.47, E: 563,430.42 '

LEGEND

\
N\

%%

m REMOVAL OF ASPHALT MAT REMOVAL OF CONCRETE CURB RAMP

N: 372,073.96, E: 563,590.79

END REMOVAL OF SIDEWALK
N: 372,067.44, E: 563,590.82

BEGIN REMOVAL OF CURB AND GUTTER

FR

REMOVAL OF CONCRETE PAVEMENT CLEARING AND GRUBBING

" 0 4

REMOVAL OF SIDEWALK REMOVAL OF PAVEMENT MARKING
SCALE: 1" = 40'
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Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Polygon Line

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Callout
Tree protection zone fence; install along ex. edge of walk


g BEARDSLEE, KATIE 10/28/2025

-INT_RDY REM.dw:

c:\pwworking\central02\dms63591\CCD

e

)

BEGIN REMOVAL OF SIDEWALK
N: 411,793.10, E: 562,547.85

Regis University - Existing trees on univerity property may require
protection; coordinate required tree protection measures with Regis.

END REMOVAL OF ASPHALT MAT
N: 411,768.93, E: 562,545.00

4

BEGIN REMOVAL OF ASPHALT MAT
N: 411,758.27, E: 562,544.26

: BEGIN REMOVAL OF CURB AND GUTTER |
N: 411,790.95, E: 562,562.12
: e g

END REMOVAL OF SIDEWALK
N: 411,793.08, E: 562,571.62

END REMOVAL OF CURB AND GUTTER
N: 411,790.95, E: 562,572.12
END REMOVAL OF CURB AND GUTTER
N: 411,767.10, E: 562,573.08

BEGIN REMOVAL OF CURB AND GUTTER
N: 411,756.13, E: 562,573.02

4
- A

e N -

~ [/ | BEGIN REMOVAL OF CURB AND GUTTER
m‘ i N: 411,729.16, E: 562,562.21
' END REMOVAL OF CURB AND GUTTER
N: 411,729.12, E: 562,572.21

LEGEND

\
N\

%%

REMOVAL OF CONCRETE PAVEMENT CLEARING AND GRUBBING

m REMOVAL OF ASPHALT MAT REMOVAL OF CONCRETE CURB RAMP

REMOVAL OF SIDEWALK REMOVAL OF PAVEMENT MARKING

REGIS BLVD

REGIS BLVD

EXISTING ROW -

N JULIAN ST

g

FR

40 0 20 40

SCALE: 1" =40'

Print Date: 10/28/2025 Sheet Revisions

File Name: CCD-INT_RDY REM.DWG Date: Comments Init.

Horiz. Scale: 1"=40"  Vert. Scale: N/A
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Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Text Box
Regis University - Existing trees on university property may require protection; coordinate required tree protection measures with Regis. 
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END REMOVAL OF ASPHALT MAT
N: 398,076.32, E: 599,815.76

i 4| =l . . ’
ATTN: Proposed work in ROW adjacent to Greenway Park must be reviewed
and approved by Forestry Operations; contact Darren Potucek to discuss

(Darren.Potucek@denvergov.org).

T/ o o
-' i ' END REMOVAL OF CURB AND GUTTER
‘\* 1 N: 398,044.15, E: 599,845.22 -

BEGIN REMOVAL OF CURB AND GUTTER
N: 398,034.15, E: 599,845.17

N: 398,023.65, E: 599,802.76

BEGIN REMOVAL OF ASPHALT MAT
N: 398,023.65, E: 599,815.76

=N

b GREENWAY OFF LEASE
w DOG PARK "
[}
) T
O E &
<< i
i PPIL.
b y g
9
z 1 b
L
1
A A
el ;
A = f
- T - »
) " Pil .
LEGEND K 2
BR8] REMOVAL OF ASPHALT MAT 7/////] REMOVAL OF CONCRETE CURB RAMP
REMOVAL OF CONCRETE PAVEMENT CLEARING AND GRUBBING
w0 o 2 4
REMOVAL OF SIDEWALK REMOVAL OF PAVEMENT MARKING
SCALE: 1" = 40'
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Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Rectangle

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Text Box
ATTN: Proposed work in ROW adjacent to Greenway Park must be reviewed and approved by Forestry Operations; contact Darren Potucek to discuss (Darren.Potucek@denvergov.org).
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-INT_RDY REM.dw:

c:\pwworking\central02\dms63591\CCD

BEGIN REMOVAL OF SIDEWALK
o N: 373,468.22, E: 556,858.07

[
BEGIN REMOVAL OF CURB AND GUTTER
- N: 373,462.65, E: 556,858.03
BEGIN REMOVAL OF ASPHALT MAT

School - Existing trees on schlproperty may require prottion;
coordinate required tree protection measures with school.

BEGIN REMOVAL OF ASPHALT MAT
N: 373,422.69, E: 556,848.71

BEGIN REMOVAL OF CURB AND GUTTER
N: 373,414.67, E: 556,848.68

BEGIN REMOVAL OF SIDEWALK *
N: 373,411.25, E: 556,848.67 T—
’ ‘ REMOVAL OF CONCRETE CURB RAMP
REMOVAL OF CONCRETE PAVEMENT
~ END REMOVAL OF SIDEWALK
N: 373,389.26, E: 556,900.10

/

ExiSTING Row =

S YATES ST

LEGEND

\
N\

%%

m REMOVAL OF ASPHALT MAT REMOVAL OF CONCRETE CURB RAMP

REMOVAL OF CONCRETE PAVEMENT CLEARING AND GRUBBING

REMOVAL OF SIDEWALK REMOVAL OF PAVEMENT MARKING

END REMOVAL OF SIDEWALK
N: 373,468.09, E: 556,876.07

"
. -

EXISTING ROW

: ﬁTv

S YATES ST

i
OF CURB AND GUTTER
: 556,876.03

F ASPHALT MAT

79556,876.03

N: 373,445.52, E: 557,002.05

N: 373,435.75, E: 557,016.26
W JEWELL AVE

e e e\ - = .

- RV Tes e

END REMOVAL OF ASPHALT MAT
N: 373,428.66, E: 557,016.22

END REMOVAL OF ASPHALT MAT . :
N: 373,399.19, E: 556,907.52 '

END REMOVAL OF CURB AND GUTTER

N: 373,399.23, E: 556,903.52

.’.
mmr N

5

" 54l
EXISTING ROW J

Py

40

FR

SCALE: 1" =40'

Print Date: 10/28/2025 Sheet Revisions

File Name: CCD-INT_RDY REM.DWG Date: Comments

Init.

Horiz. Scale: 1"=40"  Vert. Scale: N/A

”, DENVER

Unit Information

TRANSPORTATION &

INFRASTRUCTURE

U000

1670 BROADWAY, SUITE 3400
DENVER, COLORADO 80202
Phone: 303-764-1520
FAX: 303-860-7139

DEPARTMENT OF
TRANSPORTATION AND
INFRASTRUCTURE

201 WEST COLFAX AVENUE
DENVER, CO 80202
PHONE: (720) 913-4501, FAX: (720) 913-4544

As Constructed

PEDESTRIAN INTERSECTION IMPROVEMENTS
REMOVAL PLAN

Project No./Code

No Revisions: W. JEWELL AVE. & S. YATES ST.
Revised: Designer: K. BEARDSLEE | Structure
Detailer: K. BEARDSLEE | Numbers
Void: Sheet Number 25

Sheet Subset: ROADWAY Subset Sheets: 09 of 09



Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Text Box
School - Existing trees on school property may require protection; coordinate required tree protection measures with school. 


c:\pwworking\central02\dms63591\RDY PLANS.dwg BEARDSLEE, KATIE 10/28/2025

i
- -

.

EVIE GARRETT A
DENNIS CAMPUS

TR

-

e

Il//;*

END MEDIAN COVER MATERIAL
(4 INCH PATTERNED CONCRETE)
N: 410,702.00, E: 633,886.15

Tree protection zone boundary;
install & contact OCF for inspection -

T i
" |Tree may be dead QB
-

=)

-3 = '

CONCRETE CURB RAMP TYPE 1

BEGIN HOT MIX ASPHALT (PATCHING) (ASPHALT)
N:410,594.86, E: 633,882.26

-
,
i
\
.
N
|

(LEGEND

- HOT MIX ASPHALT (PATCHING) (ASPHALT)

CONCRETE PAVEMENT (8 INCH)

CONCRETE SIDEWALK (6 INCH) -

MEDIAN COVER MATERIAL

SAWCUT

-

END CURB AND GUTTER
TYPE 2 (SECTION I-B)
N:410,703.43, E: 633,886.69

BEGIN MEDIAN COVER MATERIAL
(4 INCH PATTERNED CONCRETE)
N: 410,599.06, E: 633,884.29

BEGIN CURB AND GUTTER |
TYPE 2 (SECTION I-B)
N: 410,598.58, E: 633,884.42

N LEGEND
{7 18" X 10" WHITE CROSSWALK BAR
CONCRETE CURB RAMP
(4 INCH PATTERNED CONCRETE)

SIGN _SCHEDULE

=

| ©
© 2025 Microsoft Corpd @ ONLY
—H

w

- -
3

:

(AN
s

R4—7R
OM-3L R3_2
R3-7aP

OM-3L

R6—-1R

Y@

S1-1
16—7pR

FR

40

0 20 40

SCALE: 1" =40'
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Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Polygon

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Callout
Tree protection zone boundary; install & contact OCF for inspection

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Text Box
Tree may be dead


SIGN SCHEDULE

END HOT MIX ASPHALT (PATCHING) (ASPHALT) END HOT MIX ASPHALT (PATCHING) (ASPHALT) THL ' ; _
N: 372,185.49, E: 563,538.04 N: 372,185.47, E: 563,556.04 . -
=] BEGIN CURB AND GUTTER ' § ») 0
END CURB AND GUTTER TYPE 2 (SECTION II-M) # TYPE 2 (SECTION II-M) !  [TTow
N: 372,185.58, E: 563,528.81 N: 372,185.38, E: 563,564.87 ; " s Hazel o
y I w Evans e
. END MEDIAN COVER MATERIAL EE3G7'§ %‘g'\égRETS%g gngQLK (6INCH) — 21005
_ (4 INCH PATTERNED CONCRETE) TS T T T ; ‘\\
N: 372,185.57, E: 563,528.31 HCL EVANS AND HAZEL NE FL \
END CONCRETE SIDEWALK (6 INCH) = ] - AN
BEGIN MEDIAN COVER MATERIAL © EXISTING ROW R4—7R
(4 INCH PATTERNED CONCRETE) ﬁ " i OM-3L
: : ONLY
N: 372,153.72, E: 563,528.14 | T END CONCRETE SIDEWALK (6 INCH)
o CONCRETE CURB RAMP TYPE 1 N: 372,117.62, E: 563,633.05 & SNS

CONCRETE CURB RAMP TYPE 1 M NS
END CURB AND GUTTER TYPE 2 (SECTION I-B) _ HCL EVANS AND HAZEL NW FL 9 3 CONGRETE CURB RAMP END CURB AND GUTTER @ R1—1
; [\

c:\pwworking\central02\dms63591\RDY PLANS.dwg BEARDSLEE, KATIE 10/28/2025

N: 372,089.68, E: 563,444.40 - : // TYPE 2 (SECTION II-M) R3-5R
BEGIN CONCRETE SIDEWALK (6 INCH) ’ | J . N: 372,114.12, E: 563,633.03 | P
END MEDIAN COVER MATERIAL N: 372,117.20, E: 563,499.65 & | e ———— . - )
(4 INCH PATTERNED CONCRETE) g BEGIN CURB AND GUTTER & : PATCHING) (ASPHALT (L0
N: 372,089.18, E: 563,442.46 5 ¢ | ( ) ( ) ; © * Hazel =
TYPE 2 (SECTION II-M) ; ) d  J// N:372107.12,E:56363309 Z
N: 372,114.29, E: 563,499.92 7 N ———— e (v Evans ~e
] - o 2 ' = 7100 S
e ——— 40+00 @
R 'r—_ﬂ__ - =
= EVANS AVE
SNS
SNS
BEGIN MEDIAN COVER MATERIAL Z R1-1
(4 INCH PATTERNED CONCRETE) g . S1—1
N: 372,026.63, E: 563,324.25 : ] — . - w1RsRF7B )
\ 7 ? K . i . g =7p
BEGIN CURB AND GUTTER — : : ' ) —_ <\ — END HOT MIX ASPHALT (PATCHING) (ASPHALT) R10-25
TYPE 2 (SECTION I-B) y : ) - / A 9 N: 372,077.96, E: 563,590.76 ®
N: 372,025.47, E: 563,322.62 ‘ akal
ea—— N d - \ END CURB AND GUTTER TYPE 2 (SECTION II-M)
. END MEDIAN COVER MATERIAL N: 372,073.96, E: 563,590.79
BEGIN HOT MIX ASPHALT | (4 INCH PATTERNED CONCRETE)
(PATCHING) (ASPHALT) | e | N:372,072.92, E: 563,502.44 t
N: 372,027.80, E: 563,317.27 : \ e 1 1 :
’ i 9 0 ) . CONCRETE PAVEMENT (8 INCH) =
. | 3| Lty — - S1—1
i i ! \ = RRFB
' BEGIN CURB AND GUTTER TYPE 2 (SECTION II-B) GUTTER TYPE 2 (10 FOOT) : , HCL EVANS AND HAZEL SEFL W16—-7pL
N: 372,023.80, E: 563,365.35 N, o
CONCRETE CURB RAMP AN
BEGIN CONCRETE SIDEWALK (6 INCH) TYPE 1 > 2 CONCRETE CURB RAMP TYPE 1 i
. . i L Pl
N: 372,021.13, E: 563,367.22 = . —— BEGIN MEDIAN COVER MATERIAL
BEGIN MEDIAN COVER MATERIAL e e ST o 39§ (¢ INCH PATTERNED CONCRETE)
(4 INCH PATTERNED CONCRETE) ENI END MEDIAN COVER MATERIAL 2 N \:371,997.16, E: 563475.90
N: 372,039.47, E: 563,382.70 (4 INCH PATTERNED CONCRETE) %) \, — BEGIN CONCRETE SIDEWALK (6 INCH)
N: 372,002.84, E: 563,436.49 | \ N:371,992.26, E: 563,481.83
END CURB AND GUTTER TYPE 2 (SECTION II-M) \T
N: 371,990.45, E: 563,433.20 | B 2'5;37”1“ &g%‘? ”I‘E"_‘[;églgg%g TYPE 2 (SECTION II-M)
\— EXISTING ROW e B
END HOT MIX ASPHA,\'I-_T3(7P1AJ &HZ'QGE)_ (?;Pﬂ/e\sqz) BEGIN HOT MIX ASPHALT (PATCHING) (ASPHALT)
- 371,990.29, £: 563,420 N: 371,992.46, E: 563,464.46
LEGEND LEGEND
(1) 4” DOUBLE YELLOW CENTERLINE WITH 4" SEPARATION F 2
- HOT MIX ASPHALT (PATCHING) (ASPHALT) CONCRETE CURB RAMP 8” SOLID WHITE RIGHT EDGE LINE OR TURN LANE LINE
MEDIAN COVER MATERIAL @ 18" X 10’ WHITE CROSSWALK BAR
CONCRETE PAVEMENT (8 INCF) (4 INCH PATTERNED CONCRETE) 24" WHITE STOP LINE, ONLY WHEN SHOWN ON PLANS 40 0 20 40
CONCRETE SIDEWALK (6 INCH) — — — sAWCUT 3} 36" WHITE FLEXIBLE DELINEATOR POST, SEE DETAILL SCALE Tl
@5 RECYCLED PLASTIC CURB T
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Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Polygon Line

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Callout
Tree protection zone fence; install along ex. edge of walk


SIGN SCHEDULE

R4—7R
OM-3L W11-2
\ RRFB
® W16—7pL
BEGIN CONCRETE SIDEWALK (6 INCH) " R10-25
N: 411,798.75, E: 562,546.98 _ 1L - -
END CONCRETE SIDEWALK (6 INCH) i @

Regis University - Existing trees on university property may require N: 411,798.71, E: 562,562.61
protection; coordinate required tree protection measures with Regis.

c:\pwworking\central02\dms63591\RDY PLANS.dwg BEARDSLEE, KATIE 10/28/2025

TYPE 2 (SECTION I-B) b — W11-2
N: 411,766.60, E: 562,561.10 - RRFB W11—2
i : ) - W16—7pR RRFB
BEGIN CURB AND GUTTER REGIS BLVD R10-25 W16-7pR
TYPE 2 (SECTION I-B)
N: 411,763.45, E: 562,546.90 = - ™ W
BEGIN MEDIAN COVER MATERIAL V.
(4 INCH PATTERNED CONCRETE) 'REGIS BLVD | HERE
N: 411,763.19, E: 562,550.62 REGIS BLVD lﬂo*
; : R1-5L
: CURB RAMP MEDIAN ISLAND : - y ; ) —
W11-2
W16—9P
: END MEDIAN COVER MATERIAL
EXISTING ROW ] (4 INCH PATTERNED CONCRETE)
N: 411,762.45, E: 562,561.66
ar.. CONCRETE CURB RAMP TYPE 1 -
w
BEGIN CONCRETE SIDEWALK (6 INCH) z
N: 411,721.16, E: 562,571.67 3
=)
END CONCRETE SIDEWALK (6 INCH) =
N: 411,721.12, E: 562,585.56
LEGEND LEGEND
Q) WHITE YIELD LINE 12°X18” WITH 3" TO 12" SEPARATION |' 2
- HOT MIX ASPHALT (PATCHING) (ASPHALT) CONCRETE CURB RAMP WHITE YIELD LINE 24”X36” WITH 3” TO 12" SEPARATION
MEDIAN COVER MATERIAL {7) 18" X 10" WHITE CROSSWALK BAR
CONCRETE PAVEMENT (8 INCH) (4 INCH PATTERNED CONCRETE) 40 0 20 40
CONCRETE SIDEWALK (6 INCH) — — — SAwWCUT
SCALE: 1" = 40
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Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Text Box
Regis University - Existing trees on university property may require protection; coordinate required tree protection measures with Regis. 


SIGN SCHEDULE

i ] ®» @
e -
I .I _ " Pmuc
__+ END CURB AND GUTTER TYPE 2 (SECTION I-B) _ R . S==
‘ || N:398,074.28, E: 599,811.24 \ AT N R7-1
| | TR ™ . - W \ \
END MEDIAN COVER MATERIAL i, y " N w
(4 INCH PATTERNED CONCRETE) u o AN =
N: 398.0 6. E: 599.810.80 ' i il \ . y R4-7R PARKING

IATTN: Proposed work in ROW adjacent to Greenway Park must be reviewed OM-3L e
and approved by Forestry Operations; contact Darren Potucek to discuss ® R7-1
(Darren.Potucek@denvergov.org). : @

i
w11-2 R1-5L
i W16—7pR
CONGRETE CURS RANP TYPE 1| ®

ra

BEGIN MEDIAN COVER MATERIAL
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Text Box
ATTN: Proposed work in ROW adjacent to Greenway Park must be reviewed and approved by Forestry Operations; contact Darren Potucek to discuss (Darren.Potucek@denvergov.org).
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Text Box
School - Existing trees on school property may require protection; coordinate required tree protection measures with school. 
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