
 A CASDP Permit will not be required for this project, however, all potential pollutants generated 
during demolition or construction work associated with this project shall be prevented from discharge 
to stormwater conveyance systems in the vicinity of this project site. The following notes shall be 
included on the construction drawings:  

  
The Owner, Site Developer, Contractor and/or their authorized agents shall ensure that all 
potential pollutants generated during demolition or construction work associated with this Project, 
be prevented from discharge to stormwater conveyance systems in the vicinity of this Project Site 
in accordance with the following:  
  

1.  The Owner, Site Developer, Contractor and/or their authorized agents shall prevent sediment, 
debris and all other pollutants from entering the storm sewer system during all demolition, 
excavation, trenching, boring, grading, or other construction operations that are part of this 
Project.  The Owner, Site Developer, Contractor and/or their authorized agents shall be held 
responsible for remediation of any adverse impacts to the Municipal Separate Storm Sewer 
System, receiving waters, waterways, wetlands, and or other public or private properties, 
resulting from work done as part of this Project.  

2. The Owner, Site Developer, Contractor and/or their authorized agents shall remove all sediment, 
mud, construction debris, or other potential pollutants that may have been discharged to or, 
accumulate in the flow lines of storm drainage appurtenances, and public rights of ways of the 
City and County of Denver, as a result of construction activities associated with this Project.  All 
removals shall be conducted in a timely manner.  

3. The Owner, Site Developer, Contractor and/or their authorized agents shall insure that all loads of 
cut and fill material imported to or exported from this site shall be properly covered to prevent loss 
of the material during transport on public rights of way. (Sec.49-552; Revised Municipal Code)  

4. The use of rebar to anchor best management practices, other than portable toilets, is prohibited.  
5. The Owner, Site Developer, Contractor and/or their authorized agents shall implement the following 

Best Management Practices (BMPs) on site during construction:  
  

i. VEHICLE TRACKING CONTROL:  This BMP is required at all access points for ingress/egress 
from off-site impervious surfaces to construction site pervious areas that are used by 
vehicular traffic or construction equipment.   

  
ii. INLET PROTECTION:  This BMP is required on all existing or proposed storm sewer inlets in 

the vicinity of the construction site that may receive site runoff.  The BMP must be 
appropriate to the type of storm inlet and appropriate for the ground surface at the inlet.  

  
iii. INTERIM SITE STABILIZATION:  This BMP is required to provide a measure for preventing 

the discharge of sediment from construction sites where overlot grading or other site 
disturbance has occurred. This BMP is particularly necessary on sites where construction 
activities/disturbance will be limited to small areas of the Project site. Acceptable BMPs 
include:  
a)  Preserving existing vegetation  
b)  Seeding and planting  
c)  Mulching  
d)  Mulching and seeding  
e)  Temporary/Permanent re-vegetation operations  
f)   Chemical soil stabilizer application (requires WMD approval)  
  

iv.WASTE MANAGEMENT/CONTAINMENT:  This BMP requires that all construction wastes, 
fuels, lubricants, chemical wastes, trash, sanitary wastes, contaminated soils or debris shall be 
contained on site, protected from contact with precipitation or surface runoff, periodically 
removed from the construction site, and properly disposed of.    

  



v.SPILL PREVENTION /CONTAINMENT:  This BMP defines the measures proposed for 
preventing, controlling, or containing spills of fuel, lubricants, or other pollutants; and protecting 
potential pollutants from contact with precipitation or runoff.   

  
vi.CHUTE WASHOUT CONTAINMENT:  Water used in the cleaning of cement truck delivery chutes 

shall be discharged into a predefined, bermed containment area on the job site.  The required 
containment area is to be bermed so that wash water is totally contained.  Wash water 
discharged into the containment area shall be allowed to infiltrate or evaporate.  Dried cement 
waste is removed from the containment area and properly disposed of.   

a. The direct or indirect discharge of water containing waste cement to the 
storm sewer system is prohibited (Sec.56-102a, c; Revised Municipal Code, City 
and County of Denver).  

  
vii.SWEEPING:  This BMP requires that impervious surfaces which are adjacent to or contained 

within construction sites be swept on a daily basis or as needed during the day when sediment 
and other materials are tracked or discharged on to them.  Either sweeping by hand or use of 
Street Sweepers is acceptable.  Street sweepers using water while sweeping is preferred in order 
to minimize dust.  Flushing off paved surfaces with water is prohibited.   

  
viii.PERIMETER CONTROL: This BMP requires that a construction site install a  

perimeter control measure along the edge of the construction Site, to prevent, or  
filter the discharge of surface runoff from the construction site.   The type of perimeter 
control used shall be determined based on site conditions and location. Maintenance and 
repair of the control measure shall occur as needed, in a timely manner.  
  

ix.STOCK PILES:  Soils that will be stockpiled for more than thirty (30) days shall be protected from 
wind and water erosion within fourteen (14) days of stockpile construction. Stabilization of 
stockpiles located within 100 feet of receiving waters, or with slopes 3 to 1 or greater shall be 
completed within seven (7) days following stockpile construction. Stabilization and protection of 
the stockpile may be accomplished by any of the following: Mulching, Temporary/Permanent 
Revegetation Operations, Chemical Soil Stabilizer Application (requires Denver Public Works 
approval), or erosion control matting/Geotextiles. If stockpiles are located within 100 feet of 
receiving waters, a drainageway or the site perimeter, additional sediment controls shall be 
required.  
  

x.SAW CUTTING OPERATIONS:  The Contractor shall protect all storm sewer facilities adjacent to 
any location where pavement cutting operations involving wheel cutting, saw cutting, or abrasive 
water jet cutting are to take place.  The Contractor shall remove and properly dispose of all waste 
products generated by said cutting operations on a daily basis or as needed throughout the work 
day.  The discharge of any water contaminated by waste products from cutting operations to the 
storm sewer system is prohibited. (Sec.56-102a, c; Revised Municipal Code, City and County of 
Denver)  

  
xi.STRUCTURAL CONTROLS: Development sites that are required to provide detention and water 

quality enhancement facilities for storm runoff need to install the detention facilities early in the 
construction build-out of the site.  Projects that are using underground detention are required to 
install a pretreatment structure(s) or sedimentation basin(s) as a means of treating potentially 
polluted storm water prior to entering the detention structure. Use of these structures is required 
for entrapping sediment and construction debris during the active construction phase of the 
project. A narrative section of a Management Plan should address operation and maintenance of 
the structural controls being used as an active construction BMP.  

  
6.  Erosion and sediment control ‘Best Management Practices’ shall be maintained and kept in 

effective operating condition for the duration of this Project.  All necessary maintenance and 
repair shall be completed immediately upon discovery of any deficiency or defect.  

 


