
1. DO NOT SCALE DRAWINGS.  VERIFY DIMENSIONS ON ARCHITECTURAL DRAWINGS 
AND IN FIELD PRIOR TO COMMENCEMENT OF WORK.

2. PROVIDE ELECTRICAL DEMOLITION REQUIRED.  REFER TO ARCHITECTURAL 
DEMOLITION DRAWINGS FOR LOCATION AND EXTENT OF DEMOLITION REQUIRED.  
CONTRACTOR SHALL VISIT SITE PRIOR TO BID TO DETERMINE EXTENT OF WORK 
INVOLVED.  PROVIDE LABOR AND MATERIALS AS REQUIRED TO MAINTAIN AND/OR 
RESTORE CONTINUITY OF SERVICE TO EXISTING CIRCUITS.

3. FIELD VERIFY EXISTING EQUIPMENT OR CIRCUITS THAT ARE REMAINING  TO BE 
RECONNECTED TO NEW OR EXISTING SWITCHBOARDS/PANELBOARDS.  PROVIDE 
SWITCHES, RECEPTACLES, CONDUIT, WIRE, ETC. AS REQUIRED TO RESTORE 
CONTINUITY OF CIRCUIT(S).

4. PROVIDE ALL NECESSARY DEMOLITION TO REMOVE EXISTING UNUSED CONDUIT, 
WIRE, CABLE, J-BOXES, RECEPTACLES, SWITCHES, LIGHTS, FIRE ALARM DEVICES, 
ETC.  COMPLETE WITH ASSOCIATED CIRCUITING TO SOURCE.  WHERE IT IS NOT 
FEASIBLE TO REMOVE THE ABOVE, OUTLET SHALL BE ABANDONED, WIRE  REMOVED 
AND BLANK COVER PLATES PROVIDED.

5. FINAL CONNECTIONS TO EQUIPMENT SHALL BE IN ACCORDANCE WITH 
MANUFACTURER'S APPROVED WIRING DIAGRAMS, DETAILS, AND INSTRUCTIONS.  IT 
SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PROVIDE MATERIALS AND 
EQUIPMENT COMPATIBLE WITH EQUIPMENT ACTUALLY SUPPLIED.

6. EXISTING SYSTEMS AND CONDITIONS SHOWN ON DRAWINGS FOR EXISTING 
BUILDINGS ARE TO BE NOTED "FOR GUIDANCE ONLY".  THE ELECTRICAL CONTRACTOR 
TO FIELD CHECK ALL EXISTING CONDITIONS PRIOR TO BIDDING AND TO INCLUDE IN 
HIS BID AN ALLOWANCE FOR REMOVAL AND/OR RELOCATION OF EXISTING CONDUITS, 
WIRES, DEVICES, FIXTURES, OR OTHER EQUIPMENT AS  INDICATED ON THE PLANS OR 
AS REQUIRED TO COORDINATE AND ADAPT NEW AND EXISTING ELECTRICAL SYSTEM 
TO ALL OTHER WORK AS REQUIRED.

7. PRIOR TO COMMENCEMENT OF DEMOLITION, THE CONTRACTOR SHALL SUBMIT A 
SYSTEM SHUTDOWN REQUEST FOR ALL SYSTEMS, I.E. HVAC, ELECTRICAL, FIRE 
ALARM, ECS, ETC

8. REVIEW ARCHITECTURAL, STRUCTURAL, MECHANICAL AND OTHER DRAWINGS 
PRIOR TO BID.

9. WORK SHALL BE PERFORMED IN A WORKMANLIKE MANNER TO THE SATISFACTION 
OF THE ARCHITECT/ENGINEER.

10. WORK, MATERIALS, AND EQUIPMENT SHALL CONFORM TO THE LATEST EDITIONS 
OF LOCAL, STATE, AND NATIONAL CODES AND ORDINANCES.

11. PROVIDE PERMITS AND INSPECTIONS REQUIRED.

12. SYSTEMS SHALL BE TESTED FOR PROPER OPERATION.  IF TESTS SHOW THAT 
WORK IS DEFECTIVE, CONTRACTOR SHALL MAKE CORRECTIONS NECESSARY AT NO 
COST TO OWNER.

13. FIRE ALARM SYSTEM SHALL BE DESIGNED AND SUBMITTED AS DELEGATED 
DESIGN SUBMITTAL. MATERIALS, EQUIPMENT, AND WORKMANSHIP SHALL MEET 
PREVAILING CODES.  THE SYSTEM SHALL BE COMPLETE AND OPERABLE IN EVERY 
RESPECT.  SUBMIT SHOP DRAWINGS ACCORDING TO SPECIFICATIONS. SHOP 
DRAWINGS SHALL INCLUDE A SINGLE LINE DIAGRAM THAT SHOWS DEVICES, CONDUIT, 
WIRE, CABLE SIZES AND EQUIPMENT TO BE USED. SHOP DRAWINGS SHALL BE 
STAMPED AND SIGNED BY A REGISTERED ENGINEER. SYSTEM CALIBRATION AND 
TESTING SHALL BE BY FACTORY CERTIFIED TECHNICIAN.

14. WIRE SHALL BE COPPER, 60 DEGREES C RATED FOR ALL CIRCUITS/FEEDERS 30 
AMPS OR LESS, 75 DEGREES C RATED FOR ALL CIRCUITS/FEEDERS OVER 30 AMPS.  
SIZES INDICATED ARE FOR INSTALLATION IN A MAXIMUM 30 DEGREES C AMBIENT. 
CONDUCTOR AMPACITY SHALL BE DE-RATED FOR HIGHER AMBIENT INSTALLATIONS.

15. CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING EQUIPMENT WHICH IS 
DAMAGED DUE TO INCORRECT FIELD WIRING PROVIDED UNDER THIS SECTION, OR 
FACTORY WIRING IN EQUIPMENT PROVIDED UNDER THIS SECTION.

16. CONTRACTOR'S FAILURE TO ORDER OR RELEASE ORDER FOR MATERIALS AND/OR 
EQUIPMENT WILL NOT BE ACCEPTED AS A REASON TO SUBSTITUTE ALTERNATE 
MATERIALS, EQUIPMENT, OR INSTALLATION METHODS.

17. SYSTEMS SHALL BE COMPLETE, OPERABLE, AND READY FOR CONTINUOUS 
OPERATION.  LIGHTS, SWITCHES, RECEPTACLES, MOTORS, ETC. SHALL BE 
CONNECTED AND OPERABLE.

18. RECEPTACLES WHICH ARE SHOWN WALL MOUNTED ON THE ELECTRICAL 
DRAWINGS ON WALLS WHICH, ON THE ARCHITECTURAL DRAWINGS AND ELEVATIONS, 
ARE SHOWN AS GLASS OR PARTITIONS SHALL BE FLUSH FLOOR DUPLEX 
RECEPTACLES MOUNTED ADJACENT TO BASE OR WALLS.

19. BOXES FOR TELEPHONE, TV, COMPUTER, WIRING DEVICES, ETC. SHALL BE 
MINIMUM 4" SQUARE.

20. RECESSED FIXTURES INSTALLED INDOORS SHALL BE THERMALLY PROTECTED.

21. SEE DIVISION 22 AND 23 DRAWINGS FOR LOCATION OF MECHANICAL AND 
PLUMBING EQUIPMENT.  PROVIDE SERVICE TO, AND CONNECT EQUIPMENT AS 
REQUIRED.

22. CONDUITS PENETRATING THROUGH ROOF SHALL HAVE ROOF FLASHING WITH 
CAULK TYPE COUNTER FLASHING SLEEVE.  INSTALLATION SHALL BE WATERTIGHT.

23. FINAL CONNECTIONS TO MOTORS, TRANSFORMERS AND OTHER VIBRATING 
EQUIPMENT SHALL BE WITH SEAL TIGHT FLEX AND APPROVED FITTINGS.  DO NOT 
SECURE CONDUITS, DISCONNECTS, OR DEVICES TO DUCTWORK OR MECHANICAL 
EQUIPMENT.

24. WHERE PANELS ARE INSTALLED FLUSH WITH WALLS, EMPTY CONDUITS SHALL BE 
EXTENDED FROM THE PANEL TO AN ACCESSIBLE SPACE ABOVE OR BELOW.  A 
MINIMUM OF ONE 3/4" CONDUIT SHALL BE INSTALLED FOR EVERY THREE SINGLE POLE 
SPARE CIRCUIT BREAKERS OR SPACES, OR FRACTION THEREOF, BUT NOT LESS THAN 
TWO CONDUITS.

25. ALL ELECTRICAL SYSTEMS COMPONENTS SHALL BE LISTED OR LABELED BY UL OR 
OTHER RECOGNIZED TESTING FACILITY.

26. PROVIDE CARBON MONOXIDE DETECTORS AS REQUIRED PER NFPA 72, 17.12. 
LOCATIONS INCLUDE BUT NOT LIMITED TO:

26.1. ADJACENT TO PERMANENTLY INSTALLED FUEL-BURNING APPLIANCES.
26.2. CENTRALLY LOCATED ON EVERY HABITABLE LEVEL AND IN EVERY HVAC 

ZONE OF THE BUILDING.
26.3. OUTSIDE OF EACH SEPARATE DWELLING UNIT, GUEST ROOM, AND GUEST 

SUITE SLEEPING AREA WITHIN 21 FT OF ANY DOOR TO A SLEEPING ROOM.

ELECTRICAL GENERAL NOTES

RENOVATIONS TO AN EXSTING PARK. PROVIDING POWER AND LIGHTING TO NEW 
STAGE BUILDING AND NEW CONSESSIONS BUILDING. EXISTING HALPRIN VAULT TO BE 
REPURPOSED TO SERVE NEW WATER SPLASH PAD.
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THIS IS A MASTER SYMBOLS LIST.  ALL SYMBOLS, ABBREVIATIONS, ETC. MAY NOT 
NECESSARILY BE USED ON ALL DRAWINGS

20 AMP, 125V, NEMA 5-20R DUPLEX RECEPTACLE

20 AMP, 125V, NEMA 5-20R DUPLEX RECEPTACLE, MOUNTED 6" ABOVE
COUNTER AND/OR ABOVE BACKSPLASH, UNLESS OTHERWISE NOTED

20 AMP, 125V, NEMA 5-20R QUAD RECEPTACLE. DEVICES LABELED 'AC' SHALL 
BE MOUNTED 6" ABOVE COUNTER , UNLESS OTHERWISE NOTED

PANELBOARD, ELECTRICAL DISTRIBUTION PANEL, OR LOAD CENTER
SURFACE MOUNTED

PANELBOARD, ELECTRICAL DISTRIBUTION PANEL, OR LOAD CENTER
RECESS MOUNTED

SAFETY SWITCH, NON-FUSED, 240V, U.N.O.

COMBINATION STARTER/DISCONNECT (SIZE AS INDICATED)

FUSED DISCONNECT

KEY NOTE DESIGNATION

SHORT CIRCUIT TAG DESIGNATION

FEEDER TAG DESIGNATION

44"

48"

72"

48"

18"

48"

24"

42"

PANELS (TOP)

SAFETY SWITCHES

RECEPTACLES (GARAGES)

RECEPTACLES (EXTERIOR)

RECEPTACLES IN EQUIP. RMS.

RECEPTACLES (CENTERLINE)

ALARMS, SWITCHES AND CONTROLS (CENTERLINE)

FIRE ALARM PULL STATIONS (HANDLE)

12'-0"

48"

80"

48"

36"

12'-0"

48"

PHOTOCELLS

INTERCOMS

ANNUNCIATION PANELS

INTERCOM (AFEA ONLY)

FIRE ALARM BELLS (EXTERIOR)

EXIT SIGNS (WALL MOUNTED BTM.)

CONTROLS (FIRE ALARM CONTROL PANEL)

STROBES (CENTERLINE) 80"*

REVISION NUMBER DESIGNATION

CURRENT TRANSFORMER, RATED AS SPECIFIED OR REQUIRED

MOTOR

SURGE PROTECTION DEVICE

GROUND CONNECTION

SWITCH, RATING AS SHOWN

FUSE, FUSE AMPACITY AND TYPE  AS SHOWN

UTILITY METER (AS REQUIRED BY UTILITY)

CIRCUIT BREAKER, RATING AS SHOWN

PANEL

TRANSFORMER, TYPE AND RATING AS SHOWN

CONDUIT CONNECTION

CIRCUIT BREAKER WITH GROUND FAULT PROTECTION

FUSE WITH GROUND FAULT PROTECTION

CEILING MOUNTED OCCUPANCY SENSOR

2' X 4' RECESSED LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE SCHEDULE

2' X 4' SURFACE LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE SCHEDULE

FLUORESCENT STRIP TYPE LUMINAIRE, LENGTHS AS NOTED ON LUMINAIRE 
SCHEDULE

EMERGENCY BATTERY LUMINAIRE (2 HEAD) 84" AFF, UNLESS OTHERWISE NOTED

SINGLE POLE SWITCH; 3= THREE WAY SWITCH, 4= FOUR WAY SWITCH, K= KEY 
SWITCH, D= DIMMER SWITCH, FAN= CEILING FAN SWITCH, TO= MOTOR RATED 
SWITCH,  3D= THREE WAY DIMMER SWITCH, P= PILOT LIGHT, OS= OCCUPANCY 
SENSOR, LV= LOW VOLTAGE SWITCH
(LOWER SWITCH CASE LETTER INDICATES LUMINAIRES CONTROLLED)

2' X 2' RECESSED LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE SCHEDULE

2' X 2' SURFACE MOUNTED LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE 
SCHEDULE

1' X 4' SURFACE MOUNTED LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE 
SCHEDULE

1' X 4' RECESSED LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE SCHEDULE

1' X 4' WALL MOUNTED LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE 
SCHEDULE

RECESSED MOUNTED DOWNLIGHT, MOUNTING IS NOTED ON LUMINAIRE 
SCHEDULE

A

A

A

A

A

A

A

WALL MOUNTED LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE 
SCHEDULE

WALL WASH LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE 
SCHEDULE

A

A

A

A

A

CEILING MOUNTED EXIT SIGN. PROVIDE DIRECTIONAL ARROWS AS REQUIRED

WALL MOUNTED EXIT SIGN. PROVIDE DIRECTIONAL ARROWS AS REQUIRED

TRACK LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE SCHEDULE

SINGLE POLE MOUNTED, EXTERIOR LUMINAIRE

EMERGENCY BATTERY LUMINAIRE (2 HEAD) WITH MOUNTED EXIT SIGN.
PROVIDE DIRECTIONAL ARROWS AS REQUIRED MOUNT AT 84" AFF, UNLESS 
OTHERWISE NOTEDA

AA

A A

A

PENDANT LUMINAIRE, MOUNTING IS NOTED ON LUMINAIRE 
SCHEDULEA

NOTE: UPPER CASE LETTER DENOTES LUMINAIRES TYPE. LOWER CASE LETTER ADJACENT 
TO LUMINAIRE INDICATES SWITCH THAT CONTROLS LUMINAIRES, HATCHING 
DENOTES FIXTURE SHALL BE PROVIDED WITH EMERGENCY BATTERY BACKUP.

A AMPS, AIR (COMPRESSED)
AC ABOVE COUNTER 
AFC ABOVE FINISHED CEILING 
AFEA AREA FOR EVACUATION ASSISTANCE 
AFF ABOVE FINISHED FLOOR 
AFG ABOVE FINISHED GRADE 
AHU AIR HANDLING UNIT 
AIC AMPERE INTERRUPTING CURRENT 
AL ALUMINUM 
ATS AUTOMATIC TRANSFER SWITCH 
AWG AMERICAN WIRE GAUGE 
AV FOR AUDIO VISUAL MEDIA CABINET 
BFF BELOW FINISHED FLOOR 
BKR BREAKER 
BOS BOTTOM OF STRUCTURE 
BTU BRITISH THERMAL UNIT 
C CONDUIT 
CATV CABLE TELEVISION SYSTEM 
CCTV CLOSED CIRCUIT TELEVISION 
CFM CUBIC FEET PER MINUTE 
CKT CIRCUIT
CLG CEILING
CM COFFEE MAKER
CU COPPER, CONDENSING UNIT 
(D) DEMOLISH
DDC DIRECT DIGITAL CONTROL 
DN DOWN 
DPDT DOUBLE POLE, DOUBLE THROW 
DPST DOUBLE POLE, SINGLE THROW 
DW DISHWASHER
(E) EXISTING 
EPO EMERGENCY POWER OFF 
ETR EXISTING TO REMAIN 
FBO FURNISHED BY OTHERS 
FF FINISHED FLOOR 
FHC FIRE HOSE CABINET 
FLA FULL LOAD AMPS 
FLR FLOOR 
GD GARBAGE DISPOSAL
GFI GROUND FAULT CIRCUIT INTERRUPTER
GFI RECEPTACLE OR CIRCUIT BREAKER 
GFR GROUND FAULT RELAY 
GND GROUND 
HSTAT HUMIDISTAT 
HTG HEATING 
HTR HEATER 
IG ISOLATED GROUND 
KCMIL 1000 CIRCULAR MILS 
KV KILOVOLT 
KVA KILOVOLT AMPS 
KVAR KILOVOLT AMPS REACTIVE 
KW KILOWATT 
KWH KILOWATT HOUR 
LED LIGHT EMITTING DIODE
LF LINEAR FEET 
LRA LOCKED ROTOR AMPS
MCA MINIMUM CIRCUIT AMPACITY
MCB MAIN CIRCUIT BREAKER
MCC MOTOR CONTROL CENTER 
MD MOTORIZED DAMPER 
MDP MAIN DISTRIBUTION PANEL 
MFR MANUFACTURER 
MH MANHOLE 
MSB MAIN SWITCHBOARD 
MTD MOUNTED 
MW MICROWAVE 
N/A NOT APPLICABLE 
NIC NOT IN CONTRACT 
N/O,N/C NORMALLY OPEN, NORMALLY CLOSED 
N/L NIGHT LIGHT 
OC ON CENTER 
OV OVEN 
PH,ø PHASE 
PNL PANEL  
QTY QUANTITY 
(RL) RELOCATE
RCP REFLECTED CEILING PLAN
REF REFRIGERATOR 
REV REVISION 
RLA RUNNING LOAD AMPS 
RPM REVOLUTIONS PER MINUTE 
SA SUPPLY AIR 
SD SMOKE DETECTOR 
SF SQUARE FEET 
SPDT SINGLE POLE, DOUBLE THROW 
SPST SINGLE POLE, SINGLE THROW 
SP STATIC PRESSURE 
STO SWITCH W/ THERMAL OVERLOAD
SWBD SWITCHBOARD 
TSTAT THERMOSTAT 
TL TWISTLOCK 
TV TELEVISION 
TYP TYPICAL 
U/F UNDERFLOOR 
U/G UNDERGROUND 
U/S UNDER SLAB 
UL UNDERWRITERS LABORATORIES, INC. 
UNO UNLESS NOTED OTHERWISE 
UPS UNINTERRUPTIBLE POWER SUPPLY 
VAV VARIABLE AIR VOLUME 
VM VENDING MACHINE 
W/ WITH 
W/O WITHOUT 
WP WEATHERPROOF 
WT WATERTIGHT, WEIGHT 
XFMR TRANSFORMER 
XP EXPLOSION PROOF

ARCHITECTURAL DRAWINGS SHALL TAKE PRECEDENCE OVER MOUNTING HEIGHTS
INDICATED ON ELECTRICAL DRAWINGS.

SURFACE MOUNTED DOWNLIGHT, MOUNTING IS NOTED ON LUMINAIRE 
SCHEDULEA

ELECTRICAL SYMBOLS

NOTE: POWER LIGHTING

ONE LINE AND RISER

MISCELLANEOUS

STD. MOUNTING HEIGHTS U.N.O.

ABBREVIATIONS

X

X

XXXX

X

PANEL NAME / CIRCUIT NUMBER - BRANCH CIRCUITS HOMERUN USE 
NUMBER 12 AWG WIRE, UNLESS OTHERWISE NOTED.  ALL CIRCUITS 
SHALL CONTAIN A GROUND AND NEUTRAL CONDUCTOR, UNLESS NOTED 
OTHERWISE. CONTRACTOR SHALL PROVIDE MULTI-WIRE CIRCUIT 
HANDLE TIES AS FINAL FIELD INSTALLED WIRING REQUIRES.

CONDUIT AND WIRE CONCEALED, 3/4" UNLESS OTHERWISE NOTED, 
CONDUIT USED FOR SWITCH LEGS, AND CONDUIT USED FOR CONTROL 
WIRING

CONDUIT AND WIRE EMBEDDED IN CONCRETE OR BELOW GRADE

CONDUIT DESIGNATIONS

JUNCTION BOX FOR INSTALLATION OF COMMUNICATION OR DATA OUTLET, 
MOUNTED 18" AFF, UNLESS OTHERWISE NOTED.  INSTALL 1" CONDUIT 
FROM BOX TO 3" INTO ACCESSIBLE LOCATION ABOVE FINISHED CEILING.  
PROVIDE (2) RJ-45 JACKS UNLESS NOTED OTHERWISE.

FLOOR JUNCTION BOX FOR INSTALLATION OF COMMUNICATION OR DATA
OUTLET.  INSTALL 1" CONDUIT FROM BOX CONCEALED IN FLOOR SLAB TO
WALL AND TO 3" INTO ACCESSIBLE LOCATION ABOVE FINISHED CEILING.
PROVIDE (2) RJ-45 JACKS UNLESS NOTED OTHERWISE.

COMMUNICATIONS

XX/XXX

800A3P

400A FRN

800A3P

T-XX

PANEL
XXX

AUTOMATIC TRANSFER SWITCH

ATS-XX

NEW LINEWORK

DEMOLITION LINEWORK

EXISTING LINEWORK

20 AMP, 125V, NEMA 5-20R CONTROLLED DUPLEX RECEPTACLE

20 AMP, 125V, NEMA 5-20R DUPLEX FLOOR RECEPTACLE, 3/4" CONDUIT
RUN CONCEALED IN FLOOR SLAB

20 AMP, 125V, NEMA 5-20R QUAD FLOOR RECEPTACLE, 3/4" CONDUIT RUN
CONCEALED IN FLOOR SLAB

JUNCTION BOX, FLOOR MOUNTED

JUNCTION BOX, WALL MOUNTED

SPECIAL RECEPTACLE, FLOOR MOUNTED, CONFIGURATION AS NOTED ON PLAN

SPECIAL RECEPTACLE, WALL MOUNTED, CONFIGURATION AS NOTED ON PLAN

MOTOR: HORSEPOWER AS INDICATED ON PLANS OR DIAGRAMS

PLUGMOLD, REFER TO DRAWING FOR LENGTHS

PHOTOCELL

SAFETY SWITCH, NON-FUSED, 240V, U.N.O.

COMBINATION STARTER/DISCONNECT (SIZE AS INDICATED)

FUSED DISCONNECT (SIZE AS INDICATED)

FURNITURE FEED RECEPTACLE, WALL MOUNTED, CONFIGURATION AS
NOTED ON PLAN

J

J

20 AMP, 125V, NEMA 5-20R CONTROLLED QUAD RECEPTACLE. DEVICES LABELED 
'AC' SHALL BE MOUNTED 6" ABOVE COUNTER , UNLESS OTHERWISE NOTED

20 AMP, 125V, NEMA 5-20R QUAD CEILING RECEPTACLE, 3/4" CONDUIT

20 AMP, 125V, NEMA 5-20R CEILING MOUNTED DUPLEX RECEPTACLE

JUNCTION BOX, CEILING MOUNTEDJ

EMERGENCY POWER OFF (EPO) BUTTON

VS CEILING MOUNTED VACANCY SENSOR

20 AMP, 125V, NEMA 5-20R GFCI DUPLEX RECEPTACLE

20 AMP, 125V, NEMA 5-20R GFCI DUPLEX RECEPTACLE, MOUNTED 6" ABOVE
COUNTER AND/OR ABOVE BACKSPLASH, UNLESS OTHERWISE NOTED

DIGITAL METER

ELECTRIC VEHICLE CHARGER

ELECTRIC VEHICLE CHARGER, WALL MOUNTEDEV

EV

FURNITURE FEED RECEPTACLE, FLOOR MOUNTED, CONFIGURATION 
AS NOTED ON PLAN

DS DAYLIGHT SENSOR

TC WALL MOUNTED TIMECLOCK

RECESSED STEP LIGHT LUMINAIRE
A

20 AMP, 125V, NEMA 5-20R CONTROLLED DUPLEX RECEPTACLE, MOUNTED 6" 
ABOVE COUNTER AND/OR ABOVE BACKSPLASH, UNLESS OTHERWISE NOTED

20 AMP, 125V, NEMA 5-20R SIMPLEX RECEPTACLE

20 AMP, 125V, NEMA 5-20R CONTROLLED GFCI DUPLEX RECEPTACLE

20 AMP, 125V, NEMA 5-20R CONTROLLED GFCI DUPLEX RECEPTACLE , MOUNTED 
6" ABOVE COUNTER AND/OR ABOVE BACKSPLASH, UNLESS OTHERWISE NOTED

20 AMP, 125V, NEMA 5-20R CEILING MOUNTED SIMPLEX RECEPTACLE

SPECIAL RECEPTACLE, CEILING MOUNTED, CONFIGURATION AS NOTED ON PLAN

ENCLOSED CIRCUIT BREAKER (SIZE AS INDICATED)

GROUND BAR

RELAYR

POWER POLEPP

CEILING MOUNTED JUNCTION BOX FOR INSTALLATION OF WIRELESS 
ACCESS POINT.  PROVIDE (1) RJ-45 JACKS UNLESS NOTED OTHERWISE.

S EMERGENCY COMMUNICATIONS SYSTEM (ECS) SPEAKER

SECURITY DEVICES

CR
JUNCTION BOX FOR INSTALLATION OF CARD READER, MOUNTED 48" AFF, 
UNLESS OTHERWISE NOTED.  INSTALL 1" CONDUIT FROM BOX TO 3" INTO 
ACCESSIBLE LOCATION ABOVE FINISHED CEILING, U.N.O.

JUNCTION BOX FOR INSTALLATION OF SECURITY CAMERA, MOUNTED 96" 
AFF, UNLESS OTHERWISE NOTED.  INSTALL 1" CONDUIT FROM BOX TO 3" 
INTO ACCESSIBLE LOCATION ABOVE FINISHED CEILING, U.N.O.  REFER TO 
SECURITY CONSULTANT DRAWINGS FOR FINAL REQUIREMENTS.

CODE SUMMARY

2021 IPC

2021 IFGC

2021 IMC

2021 IEBC

2021 IFC

2022 DBC

2021 IBC

PLUMBING

FUEL GAS

EXISTING BUILDING

FIRE

DENVER BUILDING CODE

MECHANICAL

BUILDING CODE

2021 IECCENERGY CONSERVATION

2023 NECELECTRICAL

2022 NFPA 72FIRE ALARM
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MDP - 600A, 480/277V, 3-PH, 4W,  42KAIC, NEMA 3R

INCOMING
UNDERGROUND
UTILITY SERVICE

N
G

UTILITY TRANSFORMER,
480Y/277V, 3-PH, 4W

600A CT CABINET & 
UTILITY METER

CHILLER QUICK 
CONNECTION 

CABINET

480V PULL BOX

1

1. REFER TO ELECTRICAL FLOOR PLANS FOR PANEL LOCATIONS.

2. CONTRACTOR IS RESPONSIBLE FOR SUBMITTING UTILITY 
APPLICATION TO UTILITY COMPANY.

3. ALL EQUIPMENT IS EXISTING TO REMAIN UNLESS OTHERWISE 
NOTED. 

4. INFORMATION ON THIS SHEET WAS OBTAINED FROM FIELD SURVEY 
OBSERVATIONS AND RECORD DRAWINGS. THE DRAWINGS 
REPRESENT INFORMATION AS ACCURATE AS POSSIBLE. 
CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL 
EXISTING CONDITIONS PRIOR TO BID. NOTIFY ENGINEER 
IMMEDIATELY IF ACTUAL FIELD CONDITIONS DIFFER FROM 
INFORMATION INDICATED ON THE DRAWINGS. 

5. ALL NEW DEVICES IN EXISTING GEAR SHALL BE UL LISTED FOR THE 
EQUIPMENT, BE OF THE SAME MANUFACTURER AND WITHSTAND 
RATING.

6. ITEMS SHOWN IN THIN DASHED LIGHT LINEWEIGHT ARE EXISTING 
TO REMAIN. ITEMS SHOWN IN THICK BLACK LINEWEIGHT ARE NEW. 

7. CONTRACTOR SHALL CONTACT UTILITY COMPANY TO COORDINATE 
ELECTRICAL WORK. COORDINATE AND VERIFY EXISTING 
ELECTRICAL SERVICE AND TRANSFORMER ARE OF ADEQUATE 
CAPACITY TO ACCOMMODATE NEW WORK. COORDINATE WITH 
OWNER/GC PRIOR TO BID.

8. NEW TRANSFORMERS SHALL MEET THE MINIMUM EFFICIENCY 
REQUIREMENTS OF IECC C405.7.

9. ELECTRICAL SWITCHBOARD BASIS OF DESIGN SHALL BE AMERICAN 
MIDWEST POWER (AMP) DUE TO SPACE LIMITATIONS. THE 
CONTRACTOR SHALL VERIFY ALL SPACING REQUIREMENTS 
BEFORE FINALIZING GEAR SELECTIONS.  

GENERAL NOTES

1. EXISTING ELECTRICAL SERVICE AND EQUIPMENT TO BE 
DEMOLISHED. REFER TO NEW ELECTRICAL ONE-LINE DIAGRAM 
AND ELECTRICAL SITE PLAN FOR ADDITIONAL INFORMATION.

2. COORDINATE METER AND CT REQUIREMENTS WITH XCEL ENERGY 
AND VERIFY WITH BUILDING OWNER/ELECTRICAL CONTRACTOR 
THAT METER AND CT HAVE BEEN INSTALLED IN ACCORDANCE 
WITH XCEL REQUIREMENTS. 

3. REFER TO COPPER GROUNDING SCHEDULE FOR ADDITIONAL 
INFORMATION. CONNECT GROUNDING INDICATED TO ALL 
AVAILABLE POINTS.

4. PROVIDE FOXFAB FFCC‐C3 SERIES CONNECTION CABINET MODEL 

FFCC-C3-600-LSI-U4-L-316-LA OR APPROVED EQUAL FOR 
CONNECTION TO CHILLER SKID. COORDINATE FINAL 
REQUIREMENTS WITH STANTEC ENGINEERING PRIOR TO 
PROCUREMENT.

5. PROVIDE POWERTRON CONNECTION CABINET MODEL TBQCB(F)01-
SWSS(480) OR APPROVED EQUAL FOR CONNECTION TO ZAMBONI 
SKID. COORDINATE FINAL REQUIREMENTS WITH STANTEC 
ENGINEERING PRIOR TO PROCUREMENT.

6. LABEL SPACE "FOR FUTURE ENERGY STORAGE SYSTEM" PER 
2022 DENVER BUILDING AND FIRE CODE SECTION CB103.8.

7. LABEL SPACE "FOR FUTURE SOLAR ELECTRIC."

KEY NOTES (THIS SHEET)
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(E) UNDERGROUND 
TRANSFORMER VAULT ON 

ARAPAHOE ST.

INCOMING UNDERGROUND
UTILITY SERVICE
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MDP2 - 600A, 208/120V, 3-PH, 4W,  42KAIC, NEMA 1
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(E) UNDERGROUND 
TRANSFORMER VAULT ON 

ARAPAHOE ST.

COPPER GROUNDING SCHEDULE
SERVICE SIZE

GROUNDING NOTES, SEE BELOW.

(1) (2) (3) (4) (5)

600A 2/0 6 2/0 4 6

800A 2/0 6 2/0 4 6

2000A 3/0 6 3/0 4 6

GROUNDING NOTES:

(1) ALTERNATING-CURRENT GROUNDING ELECTRODE CONDUCTOR (NEC 250.66)

(2) STEEL GROUND ROD, 5/8" X 8' COPPER CLAD (NEC 250.66.A)-PROVIDE #6, OR AS 

  NOTED IF EXTENDING TO OTHER TYPES OF ELECTRODES REQUIRING LARGER

  CONDUCTOR, SPRINKLER/GAS/ ETC PIPE (NEC 250-104.B)

  PROVIDE SUPPLEMENTAL ELECTRODE AS REQUIRED PER NEC 250.53.

(3) STRUCTURAL STEEL (NEC 250-104.C), COLD WATER PIPE (NEC 250.104.A)

(4)  CONCRETE ENCASED ELECTRODE - UFER (NEC 250.66.B)

(5)  BONDING FOR COMMUNICATIONS SYSTEMS (NEC 250.94)

GENERAL NOTES:

1. IF EXACT SERVICE SIZE IS NOT LISTED, USE NEXT AMPERAGE SIZE UP.

2. NEC REFERENCES ARE FROM NEC 2023.

3. BONDS SHALL BE MECHANICAL TYPE. INTERIOR BONDS MAY BE EXOTHERMIC.

4. BOND SIZE SHALL MATCH CONDUCTORS SHOWN ON FEEDER SCHEDULE.

5. GROUND CONDUCTORS SHALL BE STRANDED COPPER INSULATED CABLE, UON.

6. IF SINGLE ROD, PIPE, OR PLATE ELECTRODE RESISTANCE IS OVER 25 OHMS, PROVIDE 

   SUPPLEMENTAL ELECTRODE PER NEC 250.53.A.

SHORT CIRCUIT / VOLTAGE DROP ANALYSIS CALCULATIONS
PROJECT NAME: SKYLINE PARK - NEW CONCESSIONS BLVD PROJECT NO: 24.117 BY: AB

INITIAL CABLE FINAL SEGMENT VD CUMM VD

FROM ISC
PRI 

VOLT TO
LOAD 
AMPS USED FT

SETS OF 
CONDS

AWG OR 
MCM

AL   OR   
CU

MAG OR 
NMAG C VALUE CIRC MILS F M ISC VD % VD (L-N) VD %VD (L-N)

X0 UTIL XFMR - 500KVA 77100 208 CT/METER 280 X 300 2 350 CU NMAG 45474 700000 4.23555 0.191002 14726 2.8 1.3 2.8 1.3 X0

X1 CT/METER 14726 208 MDP2 280 X 25 2 350 CU MAG 39408 700000 0.07779 0.927821 13663 0.2 0.1 3.0 1.4 X1

X2 MDP2 13663 208 L1 77 X 40 1 3/0 CU MAG 12844 167800 0.35433 0.738370 10089 0.4 0.2 3.4 1.7 X2

X3 MDP2 13663 208 L2 122 X 50 1 3/0 CU MAG 12844 167800 0.44292 0.693040 9469 0.8 0.4 3.9 1.9 X3

X4 MDP2 13663 208 HPWH-1 82 X 15 1 1/0 CU MAG 8925 105600 0.19122 0.839474 11470 0.3 0.1 3.3 1.6 X4

NOTES:

1.FEEDER LENGTHS ARE TO BE IN FEET AND AS SHOWN ON THE DRAWINGS PER FAULT CURRENT REQUIREMENTS OF NEC 110.9 AND 110.10. FEEDER LENGTH SHORTER THAN SPECIFIED WILL NOT BE ACCEPTED. 

CONTRACTOR SHALL NOTIFY ENGINEER OF ANY FIELD CONDITION THAT RESULTS IN A CHANGE OF 10% OR GREATER CIRCUIT DISTANCE.

SHORT CIRCUIT / VOLTAGE DROP ANALYSIS CALCULATIONS
PROJECT NAME: SKYLINE PARK - NEW STAGE BLDG PROJECT NO: 24.117 BY: AB

INITIAL CABLE XFMR FINAL SEGMENT VD CUMM VD

FROM ISC
PRI 

VOLT TO
LOAD 
AMPS USED FT

SETS OF 
CONDS

AWG OR 
MCM

AL   OR   
CU

MAG OR 
NMAG C VALUE CIRC MILS USED KVA IMP

SEC 
VOLTS F M ISC VD % VD (L-N) VD %VD (L-N)

X0 UTIL XFMR - 500KVA 77100 208 CT/METER 1491 X 80 6 400 CU NMAG 145782 2400000 0.35232 0.739470 57013 1.2 0.6 1.2 0.6 X0

X1 CT/METER 57013 208 MDP1 1491 X 30 6 400 CU MAG 123396 2400000 0.11542 0.896521 51113 0.4 0.2 1.6 0.8 X1

X2 MDP1 51113 208 XFMR-1 1108 X 40 5 400 CU MAG 102830 2000000 0.16557 0.857952 43853 0.5 0.2 2.1 1.0 X2

X3 XFMFR-1 43853 208 XFMR-1 - - X 500 4.8 480 1.51668 0.397349 7551 X3

X4 XFMFR-1 7551 480 HP1 480 X 10 3 300 CU MAG 54531 900000 0.00500 0.995028 7513 0.1 0.0 0.0 0.0 X4

X5 HP1 7513 480 CHILLER 480 X 10 2 250 CU MAG 32966 500000 0.00822 0.991843 7452 0.2 0.0 0.2 0.0 X5

X6 HP1 7452 480 ZAMBONI 80 X 20 1 1 CU MAG 7293 83690 0.07374 0.931323 6940 0.4 0.1 0.4 0.1 X6

X7 MDP1 51113 208 LP1 267 X 15 2 3/0 CU MAG 25688 335600 0.24854 0.800937 40939 0.3 0.1 1.9 0.9 X7

NOTES:

1.FEEDER LENGTHS ARE TO BE IN FEET AND AS SHOWN ON THE DRAWINGS PER FAULT CURRENT REQUIREMENTS OF NEC 110.9 AND 110.10. FEEDER LENGTH SHORTER THAN SPECIFIED WILL NOT BE ACCEPTED. 

CONTRACTOR SHALL NOTIFY ENGINEER OF ANY FIELD CONDITION THAT RESULTS IN A CHANGE OF 10% OR GREATER CIRCUIT DISTANCE.
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ELECTRICAL
ONE-LINE
DIAGRAMS

E0.01

1611 ARAPAHOE ST,
DENVER, CO 80202

SCALE: NO SCALE1
DEMOLITION PARK ELECTRICAL ONE-LINE DIAGRAM

COPPER FEEDER SCHEDULE
MARK CONDUCTOR AND CONDUIT

100A4 4 #1, 1 #8 GND-1 1/2" C

125A4 4 #1/0, 1 #6 GND-2" C

200A4 4 #3/0, 1 #6 GND 2"-C

400A4 2 SETS OF 4 #3/0, 1 #3 GND-2" C

500A4 2 SETS OF 4 250 KCMIL, 1 #2 GND-2 1/2" C

500PRI 5 SETS OF 4 400 KCMIL, 1 #4/0 GND-3" C

500SEC 3 SETS OF 3 300 KCMIL, 1 #2/0 GND-2 1/2" C

600S4 2 SETS OF 4 350 KCMIL - 4" C

2000S4 6 SETS OF 4 400 KCMIL - 4" C

SCALE: NO SCALE2
NEW STAGE BLDG  ELECTRICAL ONE-LINE DIAGRAM

SCALE: NO SCALE3
NEW CONCESSIONS BLDG ELECTRICAL ONE-LINE DIAGRAM

09/19/2025
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1. REFER TO ELECTRICAL FLOOR PLANS FOR PANEL LOCATIONS.

2. CONTRACTOR IS RESPONSIBLE FOR SUBMITTING UTILITY 
APPLICATION TO UTILITY COMPANY.

3. ALL EQUIPMENT IS EXISTING TO REMAIN UNLESS OTHERWISE 
NOTED. 

4. INFORMATION ON THIS SHEET WAS OBTAINED FROM FIELD SURVEY 
OBSERVATIONS AND RECORD DRAWINGS. THE DRAWINGS 
REPRESENT INFORMATION AS ACCURATE AS POSSIBLE. 
CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL 
EXISTING CONDITIONS PRIOR TO BID. NOTIFY ENGINEER 
IMMEDIATELY IF ACTUAL FIELD CONDITIONS DIFFER FROM 
INFORMATION INDICATED ON THE DRAWINGS. 

5. ALL NEW DEVICES IN EXISTING GEAR SHALL BE UL LISTED FOR THE 
EQUIPMENT, BE OF THE SAME MANUFACTURER AND WITHSTAND 
RATING.

6. ITEMS SHOWN IN THIN DASHED LIGHT LINEWEIGHT ARE EXISTING 
TO REMAIN. ITEMS SHOWN IN THICK BLACK LINEWEIGHT ARE NEW. 

7. CONTRACTOR SHALL CONTACT UTILITY COMPANY TO COORDINATE 
ELECTRICAL WORK. COORDINATE AND VERIFY EXISTING 
ELECTRICAL SERVICE AND TRANSFORMER ARE OF ADEQUATE 
CAPACITY TO ACCOMMODATE NEW WORK. COORDINATE WITH 
OWNER/GC PRIOR TO BID.

8. NEW TRANSFORMERS SHALL MEET THE MINIMUM EFFICIENCY 
REQUIREMENTS OF IECC C405.7.

9. ELECTRICAL SWITCHBOARD BASIS OF DESIGN SHALL BE AMERICAN 
MIDWEST POWER (AMP) DUE TO SPACE LIMITATIONS. THE 
CONTRACTOR SHALL VERIFY ALL SPACING REQUIREMENTS 
BEFORE FINALIZING GEAR SELECTIONS.  

GENERAL NOTES

EXISTING MBHSB - 600A, 480/277V, 3-PH, 4W,  42KAIC, NEMA 1
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MDP3 - 800A, 208/120V, 3-PH, 4W,  42KAIC, NEMA 4X

60A4

5 4

(E) UNDERGROUND 
TRANSFORMER VAULT ON 

ARAPAHOE ST.

1. EXISTING ELECTRICAL SERVICE AND EQUIPMENT TO BE 
DEMOLISHED. REFER TO NEW ELECTRICAL ONE-LINE DIAGRAM 
AND ELECTRICAL SITE PLAN FOR ADDITIONAL INFORMATION.

2. COORDINATE METER AND CT REQUIREMENTS WITH XCEL 
ENERGY AND VERIFY WITH BUILDING OWNER/ELECTRICAL 
CONTRACTOR THAT METER AND CT HAVE BEEN INSTALLED IN 
ACCORDANCE WITH XCEL REQUIREMENTS. 

3. REFER TO COPPER GROUNDING SCHEDULE FOR ADDITIONAL 
INFORMATION. CONNECT GROUNDING INDICATED TO ALL 
AVAILABLE POINTS.

4. PROVIDE 400A, 208V, 3-PHASE CONNECTION TO WATER FEATURE 
DISTRIBUTION PANEL. REFER TO WATER FEATURE DRAWINGS 
FOR ADDITIONAL INFORMATION. COORDINATE FINAL 
REQUIREMENTS AND LOCATION IN HALPRIN VAULT WITH WATER 
FEATURE DESIGNER (FLUIDITY). 

5. REFEED EXISTING PANEL FROM NEW DISTRIBUTION BOARD. 
REFER TO NEW ELECTRICAL ONE-LINE DIAGRAM AND 
ELECTRICAL SITE PLAN FOR ADDITIONAL INFORMATION.

KEY NOTES (THIS SHEET)

SHORT CIRCUIT / VOLTAGE DROP ANALYSIS CALCULATIONS
PROJECT NAME: SKYLINE PARK - NEW HALPRIN PROJECT NO: 24.117 BY: AB

INITIAL CABLE FINAL SEGMENT VD CUMM VD

FROM ISC
PRI 

VOLT TO
LOAD 
AMPS USED FT

SETS OF 
CONDS

AWG OR 
MCM

AL   OR   
CU

MAG OR 
NMAG C VALUE CIRC MILS F M ISC VD % VD (L-N) VD %VD (L-N)

X0 UTIL XFMR - 500KVA 77100 208 CT/METER 543 X 260 4 300 CU NMAG 83472 1200000 1.99979 0.333357 25702 2.7 1.3 2.7 1.3 X0

X1 CT/METER 25702 208 MDP3 543 X 85 4 300 CU MAG 72708 1200000 0.25021 0.799868 20558 0.9 0.4 3.6 1.7 X1

X2 MDP3 20558 208 LM 222 X 10 2 3/0 CU MAG 25688 335600 0.06664 0.937522 19274 0.2 0.1 3.8 1.8 X2

X3 LM 19274 208 LP 0 X 5 1 4 CU MAG 3806 41740 0.21084 0.825870 15918 0.0 0.0 3.8 1.8 X3

X4 MDP3 20558 208 HALPRIN 320 X 5 2 3/0 CU MAG 25688 335600 0.03332 0.967753 19895 0.1 0.1 3.7 1.8 X4

NOTES:

1.FEEDER LENGTHS ARE TO BE IN FEET AND AS SHOWN ON THE DRAWINGS PER FAULT CURRENT REQUIREMENTS OF NEC 110.9 AND 110.10. FEEDER LENGTH SHORTER THAN SPECIFIED WILL NOT BE ACCEPTED. 

CONTRACTOR SHALL NOTIFY ENGINEER OF ANY FIELD CONDITION THAT RESULTS IN A CHANGE OF 10% OR GREATER CIRCUIT DISTANCE.

SCALE: 12" = 1'-0"2
NEW HALPRIN VAULT ELECTRICAL ONE-LINE DIAGRAM

SCALE: 12" = 1'-0"1
DEMOLITION HALPRIN VAULT ELECTRICAL ONE-LINE DIAGRAM
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ELECTRICAL
ONE-LINE
DIAGRAMS

E0.02

1611 ARAPAHOE ST,
DENVER, CO 80202

COPPER FEEDER SCHEDULE
MARK CONDUCTOR AND CONDUIT

60A4 4 #4, 1 #10 GND-1 1/4" C

400A4 2 SETS OF 4 #3/0, 1 #3 GND-2" C

800S4 4 SETS OF 4 300 KCMIL - 4" C (NOTE 1)

NOTES: 
1. CONDUCTOR CONFIGURATION HAS BEEN MODIFIED TO MITIGATE 
AMPACITY DERATING CAUSED BY MUTUAL HEATING.

09/19/2025
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WALL

4" x 1/4" DETAIL NOTES :

COPPER GROUND BAR

INSULATORS - NEWTON CAT. #3061-4

5/8" LOCKWASHERS - NEWTON CAT. #3015-B

WALL MOUNTING BRACKET - NEWTON CAT. #A-6056

5/8 = 11x1" HHCS BOLT - NEWTON CAT. #3012-1

PROVIDE APPROPRIATE EXPANSION SHIELDS & BOLTS

FOR MOUNTING ON CONCRETE STRUCTURE OR WALL.

GENERAL NOTES :

SIDE VIEW

FRONT VIEW

GENERAL
NOTE 1

HOLES FOR 5/8"
MOUNTING BOLTS

4"

1 /4 " THI CK

CONCRETE
STRUCTURE
OR WALL

3" FOR 18" TO 36" LONG GROUND BAR

6" FOR 42" TO 48" LONG GROUND BAR

LENGTH AS REQUIRED FOR NUMBER
OF CONNECTIONS INDICATED OR

NOTED ON GROUNDING DIAGRAMS.

1. PROVIDE THREE HOLES SUITABLE FOR NEMA SPACING

FOR BOTH  #2/0 AWG AND 600KCMIL 2-HOLE COMPRESSION

CONNECTORS.

2. COORDINATE MOUNTING LOCATIONS WITH ARCHITECT.

3. PROVIDE PLEXIGLAS COVER OVER GROUND BAR.

4. GROUP GROUNDING TERMINATIONS OF PRODUCERS AND

ABSORBERS SEPARATELY ON OPPOSITE ENDS OF EACH

GROUND BAR. LABEL THE PLEXIGLAS COVER TO INDICATE

THE PRODUCER SIDE AND THE ABSORBER SIDE.

5. GROUND BAR LENGTH SHALL BE 18" MINIMUM. LONGER

BARS SHALL BE INCREASED IN 6" INCREMENTS.

PLAN VIEW
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ELECTRICAL
SCHEDULES

E0.03

1611 ARAPAHOE ST,
DENVER, CO 80202

KITCHEN EQUIPMENT SCHEDULE

TAG
EQUIPMENT

DESCRIPTION PANEL CIRCUIT MCA

TOTAL
POWER
LOAD VOLT PH

CORD &
PLUG

DISC
SW

DISC. SWITCH

WIRES NOTESAMPS POLES
A2 DISH WASHER L1 3,5 24 A 5034 VA 208 V 1 - Yes 60 A 2 (2 # 8, 1 # 10 G) 3/4" C 1

A8 ICE MACHINE L1 2 12 A 1369 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A12A BAR BACK COOLER L1 9 2 A 196 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A12B BAR BACK COOLER L1 7 2 A 253 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A12C BAR BACK COOLER L1 11 2 A 253 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A12D BAR BACK COOLER L1 16 2 A 253 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A13A POS SYSTEM L1 4 5 A 575 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A13B POS SYSTEM L1 6 5 A 575 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A13C POS SYSTEM L1 8 5 A 575 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A27 COFFEE MAKER L1 10,12 28 A 5720 VA 208 V 1 6-30R Yes 60 A 2 (2 # 8, 1 # 10 G) 3/4" C 2

A28 BEVERAGE DISPENSER L1 14 2 A 207 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A31 BACK BAR COOLER L1 13 2 A 253 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A33 UNDER COUNTER
REFRIGERATOR

L1 15 2 A 230 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A38 ESPRESSO MACHINE L1 18,20 16 A 3401 VA 208 V 1 6-20R No (2 # 10, 1 # 10 G) 3/4" C 2

A43 COFFEE GRINDER L1 17 2 A 230 VA 120 V 1 5-20R No (2 # 12, 1 # 12 G) 3/4" C 2

A45 WALK-IN COOLER LIGHTING L1 24 1 A 166 VA 120 V 1 - Yes 30 A 1 (2 # 12, 1 # 12 G) 3/4" C 1

A45.1 WALK-IN COOLER EVAPORATOR L1 22 0 A 21 VA 120 V 1 - Yes 30 A 1 (2 # 12, 1 # 12 G) 3/4" C 1

B1 WALK-IN COOLER CONDENSER L2 21,23 7 A 1456 VA 208 V 1 - Yes 30 A 2 (2 # 8, 1 # 10 G) 3/4" C 1

GENERAL NOTES:
1.  ALL KITCHEN EQUIPMENT FED WITH RECEPTACLES 50A AND SMALLER SHALL HAVE GFCI PROTECTION. PROVIDE GFCI TRIP WHERE DEVICES ARE READILY ACCESSIBLE.
FIELD COORDINATE DEVICE LOCATIONS AND REQUIREMENTS WHERE BOTH SHUNT TRIP AND GFCI IS REQUIRED.
2.  LOADS UNDER HOODS SHALL BE TIED INTO THE FIRE SUPPRESION SYSTEM TO BE DE-ENERGIZED UPON F.S. SYSTEM ACTIVIATION.
3.  CONTRACTOR SHALL COORDINATE ROUGH-IN HEIGHT WITH OWNER OR KITCHEN EQUIPMENT CONTRACTOR'S DRAWINGS.
4.  VERIFY INDIVIDUAL EQUIPMENT CONNECTIONS AND DISCONNECT MOUNTING LOCATIONS WITH EQUIPMENT LAYOUT, ARCHITECTURAL ELEVATIONS, KITCHEN
EQUIPMENT INSTALLER SHOP DRAWINGS, ETC. PRIOR TO ROUGH-IN AND INSTALLATION TO AVOID CONFLICTS.  DO NOT LOCATE DISCONNECTS OR OTHER
DEVICES (OTHER THAN JUNCTION BOX CONNECTIONS OR CORD AND PLUG RECEPTACLES) BEHIND COOKING EQUIPMENT OR BELOW EXHAUST HOOD ASSEMBLIES.
5.  PROVIDE SUFFICIENT FLEX CONDUIT FROM DISCONNECTS TO EQUIPMENT SO EQUIPMENT CAN BE MOVED FOR CLEANING AND MAINTENANCE PURPOSES.
SUPPORT CONDUIT AS REQUIRED.
6.  RECEPTACLES TO BE NEMA SIZED AND RATED FOR EQUIPMENT PROVIDED.
7.  PROVIDE SHUNT TRIP CIRCUIT BREAKERS FOR FIRE CONTROL SHUTOFF OF COOKING EQUIPMENT BELOW EXHAUST HOODS AND VENTILATORS AS SHOWN AND AS
REQUIRED BY LOCAL CODES AND NFPA STANDARDS. PROVIDE INTERLOCKS TO FIRE SUPPRESSION SYSTEM AS REQUIRED.
8.  PROVIDE SWITCHES, JUNCTION BOXES, RECEPTACLES, COVERPLATES, WIRING PLUG AND CORDS, ETC... AS INDICATED AND REQUIRED FOR FINAL CONNECTIONS TO
EQUIPMENT. VERIFY AND COORDINATE REQUIREMENTS WITH FOOD SERVICE DRAWINGS, SPECIFICATIONS, SHOP DRAWINGS, AND INDIVIDUAL EQUIPMENT
MANUFACTURER(S).  CONDUIT STUBS THROUGH FLOORS SHALL BE LOCATED AND INSTALLED TO AVOID AND PREVENT DAMAGE FROM PORTABLE EQUIPMENT.
9.  PROVIDE CONDUIT, CONDUCTORS, AND TERMINATIONS AS REQUIRED BETWEEN HOOD CONTROL PANEL AND ALL DEVICES CONTROLLED BY PANEL, SUCH AS
DAMPERS, SOLENOIDS, LUMINAIRES, ETC. TO PROVIDE A FULLY FUNCTIONING SYSTEM. PROVIDE CONDUIT, CONDUCTORS AND TERMINATIONS AS REQUIRED
BETWEEN HOOD SECTIONS. PROVIDE INTERLOCK BETWEEN EXHAUST/SUPPLY FANS, FIRE PROTECTION SYSTEM CONTROL PANEL AND COOKING EQUIPMENT FIRE
CONTROL SHUTOFFS AND FROM CONTROL PANEL TO REMOTE DETERGENT PUMPS. PROVIDE INTERLOCKING CONNECTION TO ASSOCIATED POWER PANEL SHUNT-
TRIP CIRCUIT BREAKERS FOR SHUTDOWN OF EQUIPMENT LOCATED BELOW AND IN EXHAUST HOODS AND VENTILATION EQUIPMENT UPON ACTIVATION OF THE
FIRE SUPPRESSION SYSTEM. REFER TO FOOD SERVICE EQUIPMENT SHOP DRAWINGS AND SUPPRESSION SYSTEM SUPPLIER DRAWINGS FOR SPECIFIC WIRING REQUIREMENTS.
10.  VERIFY POWER REQUIREMENTS FOR EACH PIECE OF EQUIPMENT PRIOR TO ROUGH-IN.

NOTES:
1.  EQUIPMENT SHALL BE HARDWIRED.  IF EQUIPMENT IS EQUIPPED WITH A UNIT SWITCH MEETING THE REQUIREMENTS OF ARTICLE 422
OF THE NATIONAL ELECTRICAL CODE, A DISCONNECT SWITCH IS NOT REQUIRED.  IF THE EQUIPMENT DOES NOT HAVE A UNIT SWITCH,
THE CONTRACTOR SHALL PROVIDE AND INSTALL A DISCONNECT SWITCH SIZED TO MEET THE NATIONAL ELECTRIC CODE.  PROVIDE FUSE TYPE
AND AMPACITY IN DISCONNECT AS RECOMMENDED BY EQUIPMENT MANUFACTURER AS REQUIRED.
2.  CONTRACTOR SHALL COORDINATE THE RECEPTACLE CONFIGURATION WITH KITCHEN EQUIPMENT CONTRACTOR.  IF EQUIPMENT IS NOT SUPPLIED
WITH CORD AND PLUG, CONTRACTOR SHALL PROVIDE AND INSTALL APPROPRIATELY SIZED CORD AND PLUG.

MECHANICAL EQUIPMENT SCHEDULE

TAG NUMBER
EQUIPMENT

DESCRIPTION PANEL CIRCUIT MCA

TOTAL
POWER
LOAD

MOTOR

VOLT PH

MOTOR
RATED
SWITCH

DISC
SW

DISC. SWITCH

WIRES NOTESHP AMPS POLES
EF 1 EXHAUST FAN L1 42 0.4 A 42 VA 120 V 1 Yes No (2 # 12, 1 # 12 G) 3/4" C 1

EF 2 EXHAUST FAN L1 42 0.4 A 42 VA 120 V 1 Yes No (2 # 12, 1 # 12 G) 3/4" C 1

EF 3 EXHAUST FAN L2 20 0.4 A 42 VA 120 V 1 Yes No (2 # 12, 1 # 12 G) 3/4" C 5

EF 4 EXHAUST FAN LM 20 0.4 A 42 VA 120 V 1 Yes No (2 # 12, 1 # 12 G) 3/4" C 6

EF 5 EXHAUST FAN LM 20 0.4 A 42 VA 120 V 1 Yes No (2 # 12, 1 # 12 G) 3/4" C 6

EWH 1 ELECTRIC WATER
HEATER

MDP1 3 125 A 45000 VA 208 V 3 No Yes 200 A 3 4 #3/0, 1 #6 GND 2" C

EWH 2 ELECTRIC WATER
HEATER

MDP1 4 125 A 45000 VA 208 V 3 No Yes 200 A 3 4 #3/0, 1 #6 GND 2" C

EWH 3 ELECTRIC WATER
HEATER

MDP2 3 83.3 A 29988 VA 208 V 3 No Yes 200 A 3 (3 #1/0, 1 #6 G) 1 1/2" C

FC 1 FAN COIL UNIT L2 13,15 34.6 A 7197 VA 208 V 1 No Yes 60 A 2 (3 #6, 1 #10 G) 1" C

FC 2 FAN COIL UNIT LP1 1,3 34.6 A 7197 VA 208 V 1 No Yes 60 A 2 (3 #6, 1 #10 G) 1" C

HP 1 HEAT PUMP L2 14,16 22 A 4576 VA 208 V 1 No Yes 60 A 2 (2 # 10, 1 # 10 G) 3/4" C

HP 2 HEAT PUMP LP1 10,12 22 A 4576 VA 208 V 1 No Yes 60 A 2 (2 # 10, 1 # 10 G) 3/4" C

HP 3 HEAT PUMP LP1 14,16 14 A 2912 VA 208 V 1 No Yes 30 A 2 (2 # 12, 1 # 12 G) 3/4" C

HP 4 HEAT PUMP LP1 18,20 14 A 2912 VA 208 V 1 No Yes 30 A 2 (2 # 12, 1 # 12 G) 3/4" C

HP 5 HEAT PUMP LP1 22,24 14 A 2912 VA 208 V 1 No Yes 30 A 2 (2 # 12, 1 # 12 G) 3/4" C

HWCP 1 HOT WATER CIRC PUMP L1 27 0.1 A 10 VA 120 V 1 No No (2 # 12, 1 # 12 G) 3/4" C 3

HWP 1 HOT WATER PUMP LP1 8 10.4 A 1200 VA 1/3 120 V 1 No Yes 30 A 1 (2 # 12, 1 # 12 G) 3/4" C 2

PH 1 PATIO RADIANT HEATER L2 1,3 19.2 A 4000 VA 208 V 1 No Yes 30 A 2 (2 # 10, 1 # 10 G) 3/4" C 2

PH 2 PATIO RADIANT HEATER L2 2,4 19.2 A 4000 VA 208 V 1 No Yes 30 A 2 (2 # 10, 1 # 10 G) 3/4" C 2

PH 3 PATIO RADIANT HEATER L2 5,7 19.2 A 4000 VA 208 V 1 No Yes 30 A 2 (2 # 10, 1 # 10 G) 3/4" C 2

PH 4 PATIO RADIANT HEATER L2 6,8 19.2 A 4000 VA 208 V 1 No Yes 30 A 2 (2 # 10, 1 # 10 G) 3/4" C 2

PH 5 PATIO RADIANT HEATER L2 9,11 19.2 A 4000 VA 208 V 1 No Yes 30 A 2 (2 # 10, 1 # 10 G) 3/4" C 2

PH 6 PATIO RADIANT HEATER L2 10,12 19.2 A 4000 VA 208 V 1 No Yes 30 A 2 (2 # 10, 1 # 10 G) 3/4" C 2

RH 1 PATIO RADIANT HEATER L2 18 6.5 A 750 VA 120 V 1 No Yes 30 A 1 (2 # 12, 1 # 12 G) 3/4" C 2

RH 2 RADIANT HEATER L2 18 6.5 A 750 VA 120 V 1 No Yes 30 A 1 (2 # 12, 1 # 12 G) 3/4" C 2

RH 3 RADIANT HEATER L2 18 6.5 A 750 VA 120 V 1 No Yes 30 A 1 (2 # 12, 1 # 12 G) 3/4" C 2

RH 4 RADIANT HEATER LP1 5 3.9 A 450 VA 120 V 1 No Yes 30 A 1 (2 # 12, 1 # 12 G) 3/4" C 2

RH 5 RADIANT HEATER LP1 7,9 9.6 A 2001 VA 208 V 1 No Yes 30 A 2 (2 # 12, 1 # 12 G) 3/4" C 2

SP 1,2,3,4 SUMP PUMP
CONTROLLER

MDP3 3 138.5 A 49860 VA 208 V 3 No Yes 200 A 3 4 #3/0, 1 #6 GND 2" C

SP 5,6 SUMP PUMP
CONTROLLER

MDP3 4 69.8 A 25110 VA 208 V 3 No Yes 100 A 3 4 #1, 1 #8 GND 1 1/2" C

UH 1 ELECTRIC UNIT HEATER LP1 19,21 14.4 A 3001 VA 208 V 1 No Yes 30 A 2 (2 # 12, 1 # 12 G) 3/4" C 2

UH 2 ELECTRIC UNIT HEATER LP1 23,25 14.4 A 3001 VA 208 V 1 No Yes 30 A 2 (2 # 12, 1 # 12 G) 3/4" C 2

UH 3 ELECTRIC UNIT HEATER LM 1,3 14.4 A 3000 VA 208 V 1 No Yes 30 A 2 (2 # 12, 1 # 12 G) 3/4" C 2

UH 4 ELECTRIC UNIT HEATER LM 5,7,9 27.8 A 10001 VA 208 V 3 No Yes 60 A 3 (3 #8, 1 #10 G) 3/4" C 2

WM 1 INDOOR UNIT LP1 2,4 1 A 208 VA 208 V 1 No No (2 # 12, 1 # 12 G) 3/4" C 4

WM 2 INDOOR UNIT LP1 2,4 1 A 208 VA 208 V 1 No No (2 # 12, 1 # 12 G) 3/4" C 4

WM 3 INDOOR UNIT LP1 2,4 1 A 208 VA 208 V 1 No No (2 # 12, 1 # 12 G) 3/4" C 4

GENERAL NOTES:
1.  REFER TO MECHANICAL DRAWINGS FOR MECHANICAL EQUIPMENT LOCATIONS.
2.  DIVISION 26 CONTRACTOR TO VERIFY EXACT POWER REQUIREMENTS WITH DIVISION 23 CONTRACTOR PRIOR TO ROUGH-IN.

NOTES:
1.  PROVIDE SINGLE-POLE, FRACTIONAL HORSEPOWER MANUAL STARTER WITH OVERLOAD PROTECTION.  SIZE PER NAMEPLATE RATING OF UNIT.
2.  DISCONNECT PROVIDED BY DIVISION 23 CONTRACTOR. REFER TO MECHANICAL SCHEDULES FOR ADDITIONAL INFORMATION.
3.  UNIT PLUGS INTO NEMA 5-20R RECEPTACLE. PROVIDE RECEPTACLE IN AN ACCESSIBLE LOCATION TO POWER PUMP.
4.  UNIT OBTAINS POWER FROM CORRESPONDING HEAT PUMP CONDENSING UNIT.  EXTEND FEEDING CIRCUIT FROM CONDENSING UNIT TO INDOOR UNIT.
5.  PROVIDE TIMECLOCK FOR EXHAUST FAN. LOCATE TIMECLOCK IN JANITORS CLOSET. COORDINATE TIMES WITH OWNER.
6.  EXHAUST FANS SHALL RUN CONTINUOUSLY. COORDINATE FINAL REQUIREMENTS WITH FLUIDITY.

SCALE: NO SCALE1
GROUND BAR DETAIL

09/19/2025



LUMINAIRE SCHEDULE

DESCRIPTION

MANUFACTURER

TYPE OR APPROVED CATALOG SERIES NUMBER LAMPS INPUT DRIVER/ LUMENS VOLTAGE MOUNTING AREA NOTES

EQUIVALENT OR APPROVED EQUIVALENT (QTY) TYPE VA DIM PROTOCOL R S P W SERVED

P1 PENDANT MOUNTED ARCHITECTURAL LUMINAIRE L-SHAPED LINEAR BAR PENDANT BARBICAN 22-S-6D-56LF/ARY-STM-RDDL-FINISH 450W LED 450 0-10V 1200LM/FT 120 X BAR

HPC3 6” DIA TUBE, CUSTOM ARRAY CONFIGURATION NOMINALLY 56 LINEAR FEET, STEM-FINISH END CAPS-NA-1200LM-UNV- 3000K

STEM MOUNT, REMOTE DRIVER, FINISHED TBD, NA-NO POWER CORD COLOR (NO VISIBLE CORD), CCT-90CRI-S010V01-CUSMC-MOD/EXT

1200LM/LINEAR FOOT, CCT TBD, 90+ CRI, 0-10V DIM 1%, MODIFIED FOR EXTERIOR INSTALLATION LOCATION

R1 RECESSED 6" DOWNLIGHT GOTHAM EVO EVO6SQSH-30K-25-DFF-SMO-MVOLT-EZ1 25W LED 25 0-10V 2219LM 120 X INTERIOR/

6"X6" SQUARE APERTURE RECESSED DOWNLIGHT, 2500 LUMENS, FLUSH LENS 3000K EXTRIOR 

WITH MEDIUM/WIDE DISTRIBUTION, RATED FOR WET LOCATION CEILINGS

R2 2X4 RECESSED LED  LUMINAIRE LITHONIA 2BLT4-30L-ADSM-GZ10-LP830 32W LED 32 0-10V 3000LM 120 X OFFICES

CURVED 2'X4' RECESSED TROFFER WITH SMOOTH REFLECTOR, ACRYLIC LENS 3000K

WITH DIMMING CAPABILITY, 3000K

R3 INTERIOR CEILING RECESSED 4' SLOT LIGHT ALIGHT SE-D5-4FT-LS-30-U-HE-G-W-D-Q 19W LED 19 0-10V 2300LM 120 X BEHIND BAR

RECESSED 3.6"W X 3.5"D X 4'  SEGMENTED LINEAR, 3000K, HE TECH DIST., 3000K

FLUSH MOUNTING, WHITE FINISH, 0-10V DIMMING, WET LOCATION

R4 RECESSED LINEAR TAPELIGHT QTL LIGHTING FL3SW-1.5-30-ENC-STD-CL-S1-BK-XX"-O 1.5W/FT LED 1.5/FT 0-10V 78/FT 120 X BAR SHELVES

RECESSED 1" W X 0.81" D, EXACT LENGTH TO MATCH LENGTH OF BAR CUBBY, LOW OUTPUT, POWER SUPPLY 'PS4' QTM-120W-UNV-24VDC-0-10V-WH 3000K

IP67 RATED, FROSTED LENS, LOCATE REMOTE DRIVERS AND/OR POWER SUPPLIES IN A 

SECURE, CONCEALED, ACCESSIBLE AND WELL VENTILATED LOCATION

R5 RECESSED 6" ROUND DOWNLIGHT, WHITE PAINTED REFLECTOR, MEDIUM WIDE LITHONIA LBR6NCH-AL01-30K-WR-LSS-MWD-MVOLT-UGZ 9W LED 9 0-10V 750LM 120 X RESTROOMS

DISTRIBUTION, DIMMING TO 10%, 0-10V, FIXED 3000K, ENERGY STAR, WET LOCATION RATED 3000K

R6 INTERIOR CEILING RECESSED 6' SLOT LIGHT ALIGHT SE-D5-6FT-C50%-30-U-HE-G-W-D-Q 28.8W LED 28.8 0-10V 1150LM 120 X BEHIND BAR

RECESSED 3.6"W X 3.5"D X 6'  SEGMENTED LINEAR, 3000K, HE TECH DIST., 3000K

FLUSH MOUNTING, WHITE FINISH, 0-10V DIMMING, WET LOCATION

R7 RECESSED 1.5" DOWNLIGHT DESIGNPLAN CM10201000-50-L-E 2W LED 2 - 170LM 120 X CONCESSION

1.5" APERTURE, RECESSED LENSED DOWNLIGHT WITH INTEGRAL TRIM,52-DEGREE BEAM SPREAD, 3000K, POWER SUPPLY 'PS5' PPLT00467-P 3200K CUBBIES

WHITE FINISH, REMOTE POWER SUPPLY WITH 0-10V DIMMING TO 1%

R8 2X2 RECESSED LED  LUMINAIRE LITHONIA TBLT2-33L-ADSMGZ10-LP830 27W LED 27 0-10V 2000LM 120 X STORAGE

CURVED 2'X2' RECESSED TROFFER WITH SMOOTH REFLECTOR, ACRYLIC LENS 3000K

WITH DIMMING CAPABILITY, 3000K

S1 STATIC WHITE UPLIGHT LINEAR LUMINAIRE QTL LIGHTING KURV-SW-VARIES-WET-30-SO-ENC/CL 1.5W/FT LED 1.5/FT 0-10V 118/FT 120 X UNDER BAR 1

ENCAPSULATED LINEAR LED, FLEXIBLE HOUSING BUILT TO LENGTH WITH 6" MINIMUM POWER SUPPLY 'PS3' QTM-300W-UNV-24VDC-0-10V-WH 3000K

RADIUS, LAMBERTIAN BEAM SPREAD, CONNETORS TO BE VERIFIED IN SHOP DRAWINGS, 

WITH SURFACE-MOUNTED CHANNEL.

S3A STATIC WHITE UPLIGHT LINEAR LUMINAIRE QTL LIGHTING KURV-SW-VARIES-WET-30-VHO-ENC/CL 1.5W/FT LED 1.5/FT 0-10V 298/FT 120 X BUILDING FAÇADE 1

ENCAPSULATED LINEAR LED, FLEXIBLE HOUSING BUILT TO LENGTH WITH 6" MINIMUM POWER SUPPLY 'PS3' QTM-300W-UNV-24VDC-0-10V-WH 3000K

RADIUS, LAMBERTIAN BEAM SPREAD, CONNETORS TO BE VERIFIED IN SHOP DRAWINGS, 

WITH SURFACE-MOUNTED CHANNEL.

S3B STATIC WHITE DOWNLIGHT LINEAR LUMINAIRE QTL LIGHTING KURV-SW-VARIES-WET-30-VHO-ENC/CL 1.5W/FT LED 1.5/FT 0-10V 298/FT 120 X BUILDING FAÇADE

ENCAPSULATED LINEAR LED, FLEXIBLE HOUSING BUILT TO LENGTH WITH 6" MINIMUM POWER SUPPLY 'PS3' QTM-300W-UNV-24VDC-0-10V-WH 3000K

RADIUS, LAMBERTIAN BEAM SPREAD, CONNETORS TO BE VERIFIED IN SHOP DRAWINGS, 

WITH SURFACE-MOUNTED CHANNEL.

S4 4' LONG LED STRIP SURFACE MOUNTED STRIP LIGHT WITH DIFFUSE LENS, WHITE FINISH LITHONIA CSS-L48-4000LM-MVOLT-35K-80CRI-ZACVH 35.3W LED 35.3 0-10V 4300LM 120 X BOH

3500K

S5A STATIC WHITE UPLIGHT LINEAR LUMINAIRE QTL LIGHTING KURV-SW-VARIES-WET-30-SO-ENC/CL 1.5W/FT LED 1.5/FT 0-10V 118/FT 120 X BUILDING FAÇADE

ENCAPSULATED LINEAR LED, FLEXIBLE HOUSING BUILT TO LENGTH WITH 6" MINIMUM POWER SUPPLY 'PS3' QTM-300W-UNV-24VDC-0-10V-WH 3000K

RADIUS, LAMBERTIAN BEAM SPREAD, CONNETORS TO BE VERIFIED IN SHOP DRAWINGS, 

WITH SURFACE-MOUNTED CHANNEL.

S5B STATIC WHITE DOWNLIGHT LINEAR LUMINAIRE QTL LIGHTING KURV-SW-VARIES-WET-30-SO-ENC/CL 1.5W/FT LED 1.5/FT 0-10V 118/FT 120 X BUILDING FAÇADE

ENCAPSULATED LINEAR LED, FLEXIBLE HOUSING BUILT TO LENGTH WITH 6" MINIMUM POWER SUPPLY 'PS3' QTM-300W-UNV-24VDC-0-10V-WH 3000K

RADIUS, LAMBERTIAN BEAM SPREAD, CONNETORS TO BE VERIFIED IN SHOP DRAWINGS, 

WITH SURFACE-MOUNTED CHANNEL.

S6 2' LONG LED STRIP SURFACE MOUNTED STRIP LIGHT WITH DIFFUSE LENS, WHITE FINISH LITHONIA CSS-L24-4000LM-MVOLT-35K-80CRI 13W LED 13 0-10V 1842LM 120 X BOH

3500K

S7 PENDANT MOUNTED LED STRIP LITHONIA CSS-L48-4000LM-MVOLT-35K-80CRI-ZACVH 35.3W LED 35.3 0-10V 4300LM 120 X BOH

4' LONG LED STRIP W/ SUSPENDED MOUNTING KIT 3500K

W1 2' LONG LINEAR VANITY LIGHT WITH FROSTED DIFFUSED ACRYLIC LENS, TAMPER KENALL MLHA3-24-R-MW-FA-1000LF-30K8-DIM1-DV 16W LED 16 NONE DIM 2000LM 120 X RESTROOMS

RESISTANT FASTENERS AND SUITABLE FOR USE IN SPACES PRONE TO VANDALISM 3000K

EG2 MULTI-HEAD PLAZA POLE, (4) ADJUSTABLE LUMINAIRES (4X PORTRAIT COLOR), SELUX (4) OLGL-F80-SB4-C3-2G725-30-BK-UNV-DM 14W LED / HEAD 56 0-10V 120 X SITE

WIDE DISTRIBUTION OPTICS WITH 78-DEGREE FLOOD, MOUNTED ON A 20'-0" POLE. POLE: O-AT64-156-BK-BC9

LUMINAIRES MOUNTED BETWEEN  17'-0" AND 19'-0" AFF. IP-66, RGBW-3000K

EG3a MULTI-HEAD PLAZA POLE, (6) ADJUSTABLE LUMINAIRES (3X PORTRAIT COLOR AND 3X GOBO), SELUX (6) OLGGP-W30-SB2-L45-30-BK-UNV, 14W LED / HEAD 84 0-10V 120 X SITE

WIDE DISTRIBUTION OPTICS WITH 78-DEGREE FLOOD, MOUNTED ON A 30'-0" POLE. OLGL-F80-SB4-2G725-30-BK-UNV-DM

LUMINAIRES MOUNTED BETWEEN 24'-0" AND 28'-0" AFF. IP-66, RGBW/GOBO-3000K POLE: O-AT106-188-BK-BC106

EG3b MULTI-HEAD PLAZA BUILDING-MOUNTED, (2) ADJUSTABLE LUMINAIRES, PORTRAIT COLOR SELUX OLGL-F80-U-2G725-30-BK-UNV-DM 14W LED / HEAD 28 0-10V 120 X SITE

ONLY, WIDE DISTRIBUTION OPTICS WITH 78-DEGREE FLOOD, MOUNTED 2' BACK FROM EDGE OF POLE: CUSTOM 2.5'

ROOF ON A 2'-6" POLE. LUMINAIRES MOUNTED 2'-0" ABOVE FINISHED ROOF. IP-66, RGBW/3000K

ES1 CATENARY LIGHTS, STRUNG IN BOSQUE AREA IN BETWEEN TREES AND UMBRELLAS. TIVOLI LSL2-B-12-H-30-C-12 15LM .23W/FT ELV DIM 15LM 120 X NORTH SITE

IP 65 RATED. GLOBE IS 3.25"X 2.10". WITH DISH LIGHT SHADE. HIGH OUTPUT OPTION. POWER SUPPLY 'PS2' QTL-QVAULT5-BK-CR-Q-SET-eLED-200W-

LUMINAIRES SPACED 12" ON CENTER. UNV-12VDC-0-10V

ES2 CONTINUOUS FLEXIBLE LINEAR LED LUMINAIRE QTL LIGHTING KURV-SW-VARIES-WET-30-SO-ENC/CL 1.5W/FT LED 1.5/FT 0-10V 118/FT 120 X BENCH TOE KICK 2

ENCAPSULATED LINEAR LED, FLEXIBLE HOUSING BUILT TO LENGTH WITH 6" MINIMUM POWER SUPPLY 'PS3' QTM-300W-UNV-24VDC-0-10V-WH 3000K

RADIUS, LAMBERTIAN BEAM SPREAD, CONNETORS TO BE VERIFIED IN SHOP DRAWINGS, 

WITH SURFACE-MOUNTED CHANNEL.

ES3 CONTINUOUS FLEXIBLE LINEAR LED LUMINAIRE QTL LIGHTING KURV-SW-VARIES-WET-30-SO-ENC/CL 1.5W/FT LED 1.5/FT 0-10V 118/FT 120 X HALPRIN 2

ENCAPSULATED LINEAR LED, FLEXIBLE HOUSING BUILT TO LENGTH WITH 6" MINIMUM POWER SUPPLY 'PS3' QTM-300W-UNV-24VDC-0-10V-WH 3000K LANDSCAPE 

RADIUS, LAMBERTIAN BEAM SPREAD, CONNETORS TO BE VERIFIED IN SHOP DRAWINGS, WALLS

WITH SURFACE-MOUNTED CHANNEL.

X1 THERMOPLASTIC EMERGENCY LED LIGHT LITHONIA ELM4 LED 3 N/A N/A 120 X

ABBREVIATIONS: BF - BOTTOM OF FIXTURE;  OH - OVERALL FIXTURE HEIGHT;  RD - RECESSED FIXTURE DEPTH;  AFF - ABOVE FINISHED FLOOR

GENERAL NOTES:

A.LUMINAIRE SHOWN WITH CATALOG NUMBERS ARE THE BASIS OF DESIGN. SIMILAR BY OTHER LISTED MANUFACTURERS ARE ACCEPTABLE WITH PRIOR APPROVAL BY OWNER AND ENGINEER.

B.CONTRACTOR TO VERIFY LIGHT FIXTURE CATALOG NUMBER AND INSTALLATION REQUIREMENTS PRIOR TO ORDERING.

C.CONTRACTOR TO VERIFY LIGHT FIXTURE FIXTURE AND TRIM COMPATIBILITY WITH CEILING TYPE PRIOR TO SUBMITTALS.

D.REFER TO CLANTON LIGHTING DESIGN DRAWINGS FOR ADDITIONAL INFORMATION AND FIXTURE ALTERNATES. 

SCHEDULED NOTES: 

1.LOCATE REMOTE DRIVERS AND/OR POWER SUPPLIES IN A SECURE, CONCEALED, ACCESSIBLE AND WELL VENTILATED LOCATION IN COMPLIANCE WITH MANUFACTURER’S RECOMMENDATIONS. PROVIDE PPS-LP-96 CHANNEL ON STRAIGHT SEGMENTS AND BENDIT 

SIDE WHITE STAINLESS CHANNEL ON CURVED RUNS, WITH 0.2" THICK WASHER PER MANUFACTURER. PROVIDE PPS-LP-2 CLIP AT JOINTS BETWEEN TWO FIXTURES.

2.LOCATE REMOTE DRIVERS AND/OR POWER SUPPLIES IN A SECURE, CONCEALED, ACCESSIBLE AND WELL VENTILATED LOCATION IN COMPLIANCE WITH MANUFACTURER’S RECOMMENDATIONS. PROVIDE BENDIT SIDE WHITE STAINLESS CHANNEL, 

WITH 0.2" THICK WASHER PER MANUFACTURER.
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ELECTRICAL PANEL
SCHEDULES

E0.05

1611 ARAPAHOE ST,
DENVER, CO 80202

Notes:

‘ST’ – PROVIDE SHUNT TRIP BREAKER  /  ‘GFCI’ – PROVIDE CIRCUIT BREAKER  /  ‘GFP’ – PROVIDE GFP CIRCUIT BREAKER  /  ‘ERMS’ - ENERGY REDUCING MAINTENANCE SWITCH  /  ‘ZSI’ -
ZONE SELECTIVE INTERLOCKING  /  ‘L’ - PROVIDE CIRCUIT BREAKER WITH LOCKING PROVISIONS  /  ‘R’ – PROVIDE CIRCUIT BREAKER WITH RED MARKING  /  ‘NEW’ PROVIDE CIRCUIT...

OPTIONS:

A Appliance 19309 VA 65.00% 12551 VA

E Equipment 5114 VA 100.00% 5114 VA Spare Capacity: 123 A

LM Largest Motor Total Est. Demand: 77 A

M Motor Total Conn.: 95 A

R Receptacle 5700 VA 100.00% 5700 VA Total Est. Demand: 27598 VA

C Continuous Total Conn. Load: 34089 VA

L Lighting 1070 VA 125.00% 1338 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

Phase Balance 89 % A-B 93 % B-C 83 % C-A

Total Amps: 85 A 98 A 104 A

Total Load: 10240 VA 11513 VA 12335 VA

59 SPACE -- -- 1 -- -- 1 -- -- SPACE 60

57 SPACE -- -- 1 -- -- 1 -- -- SPACE 58

55 SPACE -- -- 1 -- -- 1 -- -- SPACE 56

53 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 54

51 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 52

49 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 50

47 SPARE -- 20 A 1 0 1200 1 20 A R SIGN 48

45 HEAT TRACE GFP E 20 A 1 400 180 1 20 A E LTG - BENCH LIGHTING 46

43 HEAT TRACE GFP E 20 A 1 630 405 1 20 A L LTG - SITE 44

41 FIRE PITS GFCI E 20 A 1 120 765 1 20 A Othe... LTG - INTERIOR/CANOPY 42

39 HAND DRYER L E 20 A 1 1725 1377 1 20 A -- LTG - FACADE 40

37 HAND DRYER L E 20 A 1 1725 1503 1 20 A -- LTG - FACADE, BAR LED TAPE 38

35 RECEPT - EXTERIOR MISC. R 20 A 1 180 240 1 20 A E GFCI ELECTRONIC FAUCETS 36

33 RECEPT - FOOD TRUCK GFCI R 20 A 1 180 180 1 20 A R GFCI RECEPT - FOOD TRUCK 34

31 WATER COOLER GFCI R 20 A 1 360 360 1 20 A R RECEPT - TV'S 32

29 RECEPT - GENERAL BAR R 20 A 1 900 540 1 20 A R RECEPT - GENERAL BAR 30

27 RECEPT - STORAGE, HWCP-1 R; E 20 A 1 190 90 28

25 90 90
2 20 A R GFCI N. FOOD TRUCK

26

23
S. FOOD TRUCK GFCI R 20 A 2

90 166 1 20 A A GFCI A-45 WALK-IN COOLER LTG. 24

21 S. OFFICE RCPTS R 20 A 1 540 21 1 20 A A GFCI A-45.1 WALK-IN COOLER EVAP. 22

19 N. OFFICE RCPTS R 20 A 1 360 1700 20

17 A43 - COFFEE GRINDER GFCI A 20 A 1 230 1700
2 20 A A GFCI A38 - ESPRESSO MACHINE

18

15 A33 - UC REFRIGERATOR GFCI A 20 A 1 230 253 1 20 A A GFCI A12 - BACK BAR COOLER 16

13 A31 - BACK BAR COOLER GFCI A 20 A 1 253 207 1 20 A A GFCI A28 - BEVERAGE DISPENSER 14

11 A24 - DRAFT COOLER GFCI A 20 A 1 253 2860 12

9 A14 - BACK BAR COOLER GFCI A 20 A 1 196 2860
2 40 A A GFCI A27 - COFFEE MAKER

10

7 A12 - BACK BAR COOLER GFCI A 20 A 1 253 575 1 20 A A GFCI A13C - POS SYSTEM 8

5 2517 575 1 20 A A GFCI A13B - POS SYSTEM 6

3
A2 - DISH WASHER GFCI A 40 A 2

2517 575 1 20 A A GFCI A13A - POS SYSTEM 4

1 IT EQUIPMENT R 20 A 1 360 1369 1 20 A A GFCI A8 - ICE CUBE MACHINE 2

CKT Circuit Description OPT
Load
Class Trip Poles A B C Poles Trip

Load
Class OPT Circuit Description CKT

Enclosure: Type 1

Mounting: RECESSED Wires: 4 Bus Rating: 200 A

Supply From: MDP2 Phases: 3 Mains Type: MLO

Location: F&B Volts: 120/208 Wye A.I.C. Rating: 22000

Branch Panel: L1

Notes:

‘ST’ – PROVIDE SHUNT TRIP BREAKER  /  ‘GFCI’ – PROVIDE CIRCUIT BREAKER  /  ‘GFP’ – PROVIDE GFP CIRCUIT BREAKER  /  ‘ERMS’ - ENERGY REDUCING MAINTENANCE SWITCH  /  ‘ZSI’ -
ZONE SELECTIVE INTERLOCKING  /  ‘L’ - PROVIDE CIRCUIT BREAKER WITH LOCKING PROVISIONS  /  ‘R’ – PROVIDE CIRCUIT BREAKER WITH RED MARKING  /  ‘NEW’ PROVIDE CIRCUIT...

OPTIONS:

A Appliance 1456 VA 100.00% 1456 VA

E Equipment 39503 VA 100.00% 39503 VA Spare Capacity: 86 A

LM Largest Motor Total Est. Demand: 114 A

M Motor Total Conn.: 114 A

R Receptacle Total Est. Demand: 40959 VA

C Continuous Total Conn. Load: 40959 VA

L Lighting

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

Phase Balance 99 % A-B 82 % B-C 83 % C-A

Total Amps: 123 A 125 A 99 A

Total Load: 14408 VA 14614 VA 11937 VA

41 SPACE -- -- 1 -- -- 1 -- -- SPACE 42

39 SPACE -- -- 1 -- -- 1 -- -- SPACE 40

37 SPACE -- -- 1 -- -- 1 -- -- SPACE 38

35 SPACE -- -- 1 -- -- 1 -- -- SPACE 36

33 SPACE -- -- 1 -- -- 1 -- -- SPACE 34

31 SPACE -- -- 1 -- -- 1 -- -- SPACE 32

29 SPARE -- 20 A 1 0 -- 1 -- -- SPACE 30

27 SPARE -- 20 A 1 0 -- 1 -- -- SPACE 28

25 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 26

23 728 0 1 20 A -- SPARE 24

21 B-1 WALK-IN COOLER
CONDENSOR

A 20 A 2
728 0 1 20 A -- SPARE 22

19 SECURITY DOOR E 20 A 1 480 42 1 20 A E EF-1/EF-2/EF-3 20

17 SECURITY DOORS E 20 A 1 960 2249 1 20 A E RH-1/RH-2/RH-3 18

15 3598 2288 16

13
FC-1 E 50 A 2

3598 2288
2 40 A E HP-1

14

11 2000 2000 12

9
PH-5 E 30 A 2

2000 2000
2 30 A E PH-6

10

7 2000 2000 8

5
PH-3 E 30 A 2

2000 2000
2 30 A E PH-4

6

3 2000 2000 4

1
PH-1 E 30 A 2

2000 2000
2 30 A E PH-2

2

CKT Circuit Description OPT
Load
Class Trip Poles A B C Poles Trip

Load
Class OPT Circuit Description CKT

Enclosure: Type 1

Mounting: RECESSED Wires: 4 Bus Rating: 200 A

Supply From: MDP2 Phases: 3 Mains Type: MLO

Location: Volts: 120/208 Wye A.I.C. Rating: 22000

Branch Panel: L2

Notes:

A Appliance 20765 VA 65.00% 13497 VA

E Equipment 74604 VA 74604 VA 74604 VA

LM Largest Motor Total Est. Demand: 272 A

M Motor Total Conn.: 292 A

R Receptacle 5700 VA 100.00% 5700 VA Total Est. Demand: 98035 VA

C Continuous Total Conn. Load: 105035 VA

L Lighting 1070 VA 125.00% 1338 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

Total Amps: 289 A 302 A 286 A

Total Conn. Load: 34644 VA 36123 VA 34268 VA

6 FOR FUTURE ENERGY STORAGE SYSTEM -- -- -- 3 0 VA 0 VA 0 VA --

5 FOR FUTURE SOLAR ELECTRIC -- -- -- 3 0 VA 0 VA 0 VA --

4 SPARE -- 200 A 200 A 3 0 VA 0 VA 0 VA 0 VA

3 EWH-3 E 200 A 125 A 3 9996 VA 9996 VA 9996 VA 29988 VA

2 L2 Spare; E; A 200 A 200 A 3 14408 VA 14614 VA 11937 VA 40959 VA

1 L1 Other; Spare; R; E... 200 A 200 A 3 10240 VA 11513 VA 12335 VA 34089 VA

CKT Circuit Description Load Classification Frame Trip  Poles Phase A Phase B Phase C Load Notes

Enclosure: NEMA 1 MCB Rating: 600 A

Mounting: SURFACE Wires: 4 Mains Rating: 600 A

Supply From: Phases: 3 Mains Type: MCB

Location: STORAGE 106 Volts: 120/208 Wye A.I.C. Rating: 42000

Switchboard: MDP2

09/19/2025
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ELECTRICAL PANEL
SCHEDULES

E0.06

1611 ARAPAHOE ST,
DENVER, CO 80202

Notes:

‘ST’ – PROVIDE SHUNT TRIP BREAKER  /  ‘GFCI’ – PROVIDE CIRCUIT BREAKER  /  ‘GFP’ – PROVIDE GFP CIRCUIT BREAKER  /  ‘ERMS’ - ENERGY REDUCING MAINTENANCE SWITCH  /  ‘ZSI’ -
ZONE SELECTIVE INTERLOCKING  /  ‘L’ - PROVIDE CIRCUIT BREAKER WITH LOCKING PROVISIONS  /  ‘R’ – PROVIDE CIRCUIT BREAKER WITH RED MARKING  /  ‘NEW’ PROVIDE CIRCUIT...

OPTIONS:

A Appliance

E Equipment 37646 VA 100.00% 37646 VA Spare Capacity: 267 A

LM Largest Motor Total Est. Demand: 133 A

M Motor Total Conn.: 131 A

R Receptacle 6300 VA 100.00% 6300 VA Total Est. Demand: 47950 VA

C Continuous Total Conn. Load: 47349 VA

L Lighting 2403 VA 125.00% 3004 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

Phase Balance 96 % A-B 66 % B-C 63 % C-A

Total Amps: 160 A 153 A 97 A

Total Load: 18284 VA 17472 VA 11593 VA

83 SPACE -- -- 1 -- -- 1 -- -- SPACE 84

81 SPACE -- -- 1 -- -- 1 -- -- SPACE 82

79 SPACE -- -- 1 -- -- 1 -- -- SPACE 80

77 SPACE -- -- 1 -- -- 1 -- -- SPACE 78

75 SPACE -- -- 1 -- -- 1 -- -- SPACE 76

73 SPACE -- -- 1 -- -- 1 -- -- SPACE 74

71 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 72

69 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 70

67 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 68

65 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 66

63 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 64

61 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 62

59 MOTORIZED SCREEN E 20 A 1 180 0 1 20 A -- SPARE 60

57 OVERHEAD DOOR E 20 A 1 480 1200 1 20 A E SIGN 58

55 HEAT TRACE GFP E 20 A 1 600 1710 1 20 A L LTG - SITE 56

53 90 693 1 20 A L LTG - STAGE INTERIOR/BLD MTD 54

51
ZAMBONI TENT R 20 A 2

90 1000 1 20 A -- LTG - FACADE UP/DOWN 52

49 RECEPT - STORAGE RM 200 R 20 A 1 900 180 1 20 A R RECEPT - ROOF 50

47 RECEPT - FOOD TRUCK GFCI R 20 A 1 180 0 1 20 A E WATER FEATURE CONT. 48

45 RECEPT - EXTERIOR MISC. R 20 A 1 180 360 1 20 A R RECEPT - EXTERIOR MISC. 46

43 RECEPT - UTILITY R 20 A 1 540 180 1 20 A R GFCI RECEPT - FOOD TRUCK 44

41 EXTERIOR SCREEN GFCI E 20 A 1 400 0 1 20 A E IRRIGATION CONTROLLER 42

39 EXTERIOR SCREEN GFCI E 20 A 1 400 540 1 20 A R RECEPT - RENTAL 40

37 EXTERIOR SCREEN GFCI E 20 A 1 400 540 1 20 A R RECEPT - RENTAL 38

35 EXTERIOR SCREEN GFCI E 20 A 1 400 360 1 20 A R RECEPT - AV 36

33 EXTERIOR SCREEN GFCI E 20 A 1 400 360 1 20 A R RECEPT - AV 34

31 EXTERIOR SCREEN GFCI E 20 A 1 400 360 1 20 A R GFCI RECEPT - STAGE INTERFACE 32

29 EXTERIOR SCREEN GFCI E 20 A 1 400 360 1 20 A R GFCI RECEPT - STAGE INTERFACE 30

27 EXTERIOR SCREEN GFCI E 20 A 1 400 360 1 20 A R GFCI RECEPT - STAGE INTERFACE 28

25 1501 360 1 20 A R GFCI RECEPT - STAGE INTERFACE 26

23
UH-2 E 20 A 2

1501 1456 24

21 1501 1456
2 30 A E HP-5

22

19
UH-1 E 20 A 2

1501 1456 20

17 90 1456
2 30 A E HP-4

18

15
N. FOOD TRUCK GFCI R 20 A 2

90 1456 16

13 90 1456
2 30 A E HP-3

14

11
S. FOOD TRUCK GFCI R 20 A 2

90 2288 12

9 1000 2288
2 40 A E HP-2

10

7
RH-5 E 20 A 2

1000 1200 1 20 A E HWP-2 8

5 RH-4 E 20 A 1 450 1200 1 20 A E HWP-1 6

3 3598 312 4

1
FC-2 E 50 A 2

3598 312
2 20 A E WM-1, WM-2, WM-3

2

CKT Circuit Description OPT
Load
Class Trip Poles A B C Poles Trip

Load
Class OPT Circuit Description CKT

Enclosure: Type 1

Mounting: SURFACE Wires: 4 Bus Rating: 400 A

Supply From: MDP1 Phases: 3 Mains Type: MLO

Location: Volts: 120/208 Wye A.I.C. Rating: 35000

Branch Panel: LP1

Notes:

‘ST’ – PROVIDE SHUNT TRIP BREAKER  /  ‘GFCI’ – PROVIDE CIRCUIT BREAKER  /  ‘GFP’ – PROVIDE GFP CIRCUIT BREAKER  /  ‘ERMS’ - ENERGY REDUCING MAINTENANCE SWITCH  /  ‘ZSI’ -
ZONE SELECTIVE INTERLOCKING  /  ‘L’ - PROVIDE CIRCUIT BREAKER WITH LOCKING PROVISIONS  /  ‘R’ – PROVIDE CIRCUIT BREAKER WITH RED MARKING  /  ‘NEW’ PROVIDE CIRCUIT...

OPTIONS:

A Appliance

E Equipment Spare Capacity: 120 A

LM Largest Motor Total Est. Demand: 480 A

M Motor Total Conn.: 480 A

R Receptacle Total Est. Demand: 399063 VA

C Continuous Total Conn. Load: 399063 VA

L Lighting

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

Phase Balance 100 % A-B 100 % B-C 100 % C-A

Total Amps: 480 A 480 A 480 A

Total Load: 133021 VA 133021 VA 133021 VA

11 22170 -- 12

9 22170 -- 10

7

ZAMBONI PANEL -- 100 A 3

22170 --

3 -- -- SPACE

8

5 110851 -- 6

3 110851 -- 4

1

CHILLER -- 500 A 3

110851 --

3 -- -- SPACE

2

CKT Circuit Description OPT
Load
Class Trip Poles A B C Poles Trip

Load
Class OPT Circuit Description CKT

Enclosure: Type 1

Mounting: Recessed Wires: 4 Bus Rating: 600 A

Supply From: XFMR-1 Phases: 3 Mains Type: 600A MCB

Location: Volts: 480/277 Wye A.I.C. Rating: 35000

Branch Panel: HP1

Notes:

A Appliance

E Equipment 127646 VA 127646 VA 127646 VA

LM Largest Motor Total Est. Demand: 1491 A

M Motor Total Conn.: 1489 A

R Receptacle 6300 VA 100.00% 6300 VA Total Est. Demand: 537013 VA

C Continuous Total Conn. Load: 536412 VA

L Lighting 2403 VA 125.00% 3004 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

Total Amps: 1518 A 1512 A 1455 A

Total Conn. Load: 181305 VA 180493 VA 174614 VA

7 FOR FUTURE ENERGY STORAGE SYSTEM -- -- -- 3 0 VA 0 VA 0 VA --

6 FOR FUTURE SOLAR ELECTRIC -- -- -- 3 0 VA 0 VA 0 VA --

5 SPARE -- 200 A 200 A 3 0 VA 0 VA 0 VA 0 VA

4 EWH-2 E 200 A 200 A 3 15000 VA 15000 VA 15000 VA 45000 VA

3 EWH-1 E 200 A 200 A 3 15000 VA 15000 VA 15000 VA 45000 VA

2 LP1 Spare; R; E; L 400 A 400 A 3 18284 VA 17472 VA 11593 VA 47349 VA

1 HP1 VIA XFMR-1 Spare 1600 A 1600 A 3 133021 VA 133021 VA 133021 VA 399063 VA

CKT Circuit Description Load Classification Frame Trip  Poles Phase A Phase B Phase C Load Notes

Enclosure: NEMA 1 MCB Rating: 2000 A

Mounting: SURFACE Wires: 4 Mains Rating: 2000 A

Supply From: Phases: 3 Mains Type: MCB

Location: UTILITY RM 107 Volts: 120/208 Wye A.I.C. Rating: 42000

Switchboard: MDP1

09/19/2025
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ELECTRICAL PANEL
SCHEDULES

E0.07

1611 ARAPAHOE ST,
DENVER, CO 80202

1. PROVIDE 400A CIRCUIT BREAKER WITH SHUNT TRIP CAPABILITY. CONNECT SHUNT TRIP TO LEVEL CONTROLLER IN HALPRIN VAULT. COORDINATE EXACT REQUIREMENTS AND
LOCATION WITH WATER FEATURE DESIGNER (FLUIDITY).

Notes:

A Appliance

E Equipment 88054 VA 88054 VA 88054 VA

LM Largest Motor Total Est. Demand: 593 A

M Motor Total Conn.: 593 A

R Receptacle 180 VA 100.00% 180 VA Total Est. Demand: 213601 VA

C Continuous Total Conn. Load: 213548 VA

L Lighting 212 VA 125.00% 265 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

Total Amps: 572 A 613 A 602 A

Total Conn. Load: 68681 VA 73124 VA 71744 VA

6 SPACE -- -- -- 3 0 VA 0 VA 0 VA --

5 SPACE -- -- -- 3 0 VA 0 VA 0 VA --

4 PUMP CONTROLLER (SP-5, SP-6) E 100 A 100 A 3 8370 VA 8370 VA 8370 VA 25110 VA

3 PUMP CONTROLLER (SP-1, SP-2, SP-3,... E 200 A 200 A 3 16620 VA 16620 VA 16620 VA 49860 VA

2 HALPRIN PANEL -- 400 A 400 A 3 38382 VA 38382 VA 38382 VA 115146 VA 1

1 LM Spare; R; E; L 400 A 400 A 3 5309 VA 9752 VA 8372 VA 23432 VA

CKT Circuit Description Load Classification Frame Trip  Poles Phase A Phase B Phase C Load Notes

Enclosure: NEMA 4X MCB Rating: 600 A

Mounting: SURFACE Wires: 4 Mains Rating: 600 A

Supply From: Phases: 3 Mains Type: MCB

Location: Volts: 120/208 Wye A.I.C. Rating: 42000

Switchboard: MDP3

LIGHT LINEWEIGHT INDICATES EXISTING BREAKER/CIRCUITING.  BOLD LINEWEIGHT INDICATES NEW BREAKERS/CIRCUITING. PROVIDE NEW CIRCUIT BREAKERS WHERE INDICATED, AIC
RATING AND MANUFACTURER TO MATCH EXISTING.

Notes:

‘ST’ – PROVIDE SHUNT TRIP BREAKER  /  ‘GFCI’ – PROVIDE CIRCUIT BREAKER  /  ‘GFP’ – PROVIDE GFP CIRCUIT BREAKER  /  ‘ERMS’ - ENERGY REDUCING MAINTENANCE SWITCH  /  ‘ZSI’ -
ZONE SELECTIVE INTERLOCKING  /  ‘L’ - PROVIDE CIRCUIT BREAKER WITH LOCKING PROVISIONS  /  ‘R’ – PROVIDE CIRCUIT BREAKER WITH RED MARKING  /  ‘NEW’ PROVIDE CIRCUIT...

OPTIONS:

A Appliance

E Equipment 13084 VA 100.00% 13084 VA Spare Capacity: 335 A

LM Largest Motor Total Est. Demand: 65 A

M Motor Total Conn.: 65 A

R Receptacle 180 VA 100.00% 180 VA Total Est. Demand: 23485 VA

C Continuous Total Conn. Load: 23432 VA

L Lighting 212 VA 125.00% 265 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

Phase Balance 54 % A-B 86 % B-C 63 % C-A

Total Amps: 44 A 85 A 74 A

Total Load: 5309 VA 9752 VA 8372 VA

47 SPACE -- -- 1 -- -- 1 -- -- SPACE 48

45 SPACE -- -- 1 -- -- 1 -- -- SPACE 46

43 SPACE -- -- 1 -- -- 1 -- -- SPACE 44

41 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 42

39 0 0 40

37 0 0
2 50 A -- SPARE

38

35

VAULT LIFT E 20 A 3

0 0 1 20 A -- SPARE 36

33 SPARE -- 20 A 1 0 0 34

31 SPARE -- 20 A 1 0 0
2 50 A -- SPARE

32

29 SPARE -- 20 A 1 0 720 1 20 A -- RECEPT - VAULT 30

27 SPARE -- 20 A 1 0 600 1 20 A -- LIGHTING - VAULT 28

25 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 26

23 SPARE -- 20 A 1 0 4318 24

21 SPARE -- 20 A 1 0 4318
2 30 A -- (E) SUMP PUMP - ARAPAHOE

22

19 SPARE -- 20 A 1 0 475 1 20 A R; E; L LTG - TUNNEL, EF-4, EF-5 20

17 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 18

15 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 16

13 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 14

11 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 12

9 3334 0 1 20 A -- SPARE 10

7 3334 0 1 20 A -- SPARE 8

5

UH-4 E 35 A 3

3334 0 6

3 1500 0 4

1
UH-3 E 20 A 2

1500 0

3 60 A Spare (E) LP

2

CKT Circuit Description OPT
Load
Class Trip Poles A B C Poles Trip

Load
Class OPT Circuit Description CKT

Enclosure: Type 1

Mounting: Recessed Wires: 4 Bus Rating: 400 A

Supply From: MDP3 Phases: 3 Mains Type: MLO

Location: Volts: 120/208 Wye A.I.C. Rating: 18,000

Branch Panel: LM

LIGHT LINEWEIGHT INDICATES EXISTING BREAKER/CIRCUITING.  BOLD LINEWEIGHT INDICATES NEW BREAKERS/CIRCUITING. PROVIDE NEW CIRCUIT BREAKERS WHERE INDICATED, AIC
RATING AND MANUFACTURER TO MATCH EXISTING.

Notes:

‘ST’ – PROVIDE SHUNT TRIP BREAKER  /  ‘GFCI’ – PROVIDE CIRCUIT BREAKER  /  ‘GFP’ – PROVIDE GFP CIRCUIT BREAKER  /  ‘ERMS’ - ENERGY REDUCING MAINTENANCE SWITCH  /  ‘ZSI’ -
ZONE SELECTIVE INTERLOCKING  /  ‘L’ - PROVIDE CIRCUIT BREAKER WITH LOCKING PROVISIONS  /  ‘R’ – PROVIDE CIRCUIT BREAKER WITH RED MARKING  /  ‘NEW’ PROVIDE CIRCUIT...

OPTIONS:

A Appliance

E Equipment Spare Capacity: 60 A

LM Largest Motor Total Est. Demand: 0 A

M Motor Total Conn.: 0 A

R Receptacle Total Est. Demand: 0 VA

C Continuous Total Conn. Load: 0 VA

L Lighting

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

Phase Balance % A-B % B-C % C-A

Total Amps: 0 A 0 A 0 A

Total Load: 0 VA 0 VA 0 VA

17 SPACE -- -- 1 -- 0 1 20 A -- SPARE 18

15 SPACE -- -- 1 -- 0 1 20 A -- SPARE 16

13 SPACE -- -- 1 -- 0 1 20 A -- SPARE 14

11 SPACE -- -- 1 -- 0 1 20 A -- SPARE 12

9 SPACE -- -- 1 -- 0 1 20 A -- SPARE 10

7 SPARE -- 20 A 1 0 0 1 20 A -- SPARE 8

5 SPARE -- 20 A 1 0 -- 1 -- -- SPACE 6

3 SPARE -- 20 A 1 0 -- 1 -- -- SPACE 4

1 SPARE -- 20 A 1 0 -- 1 -- -- SPACE 2

CKT Circuit Description OPT
Load
Class Trip Poles A B C Poles Trip

Load
Class OPT Circuit Description CKT

Enclosure: Type 1

Mounting: Recessed Wires: 4 Bus Rating: 60 A

Supply From: LM Phases: 3 Mains Type: MLO

Location: Volts: 120/208 Wye A.I.C. Rating: 10,000

Branch Panel: (E) LP

09/19/2025
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1. INFORMATION ON THIS SHEET WAS OBTAINED FROM FIELD SURVEY 
OBSERVATIONS AND RECORD DRAWINGS. THE DRAWINGS 
REPRESENT INFORMATION AS ACCURATE AS POSSIBLE. 
CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL 
EXISTING CONDITIONS PRIOR TO BID. NOTIFY ENGINEER 
IMMEDIATELY IF ACTUAL FIELD CONDITIONS DIFFER FROM 
INFORMATION INDICATED ON THE DRAWINGS.

2. COORDINATE SEQUENCE OF DEMOLITION WITH OWNER AND 
ARCHITECT PRIOR TO BEGINNING WORK.

3. ELECTRICAL CONTRACTOR SHALL VISIT JOB SITE AND FAMILIARIZE 
THEMSELVES WITH THE PROJECT AND INCLUDE IN THEIR BID ALL 
COSTS ASSOCIATED WITH NEW WORK.

4. REMOVE AND OFFER TO OWNER ALL LIGHTING AND LIGHTING 
CONTROLS FROM AREAS WHERE CEILINGS ARE BEING 
DEMOLISHED. REFER TO ARCHITECTURAL DRAWINGS TO CONFIRM 
WHICH CEILINGS ARE BEING DEMOLISHED. ALL FIXTURES REFUSED 
BY OWNER SHALL BE PROPERLY DISPOSED.

5. REMOVE AND OFFER TO OWNER ALL ELECTRICAL DEVICES FROM 
WALLS THAT ARE TO BE DEMOLISHED. REMOVE BRANCH 
CIRCUITING INCLUDING BACK BOXES, CONDUCTOR AND CONDUIT 
FROM DEVICE LOCATION TO PANELBOARD. ALL DEVICES REFUSED 
BY OWNER SHALL BE PROPERLY DISPOSED.

6. DEVICES SHOWN IN THIN LINEWEIGHT AND/OR LABELED WITH AN 
(E) ARE EXISTING TO REMAIN. DEVICES SHOWN IN THICK BOLD 
DASHED LINEWEIGHT AND/OR LABELED WITH A (D) ARE TO BE 
DEMOLISHED. DEVICES SHOWN IN THICK BOLD LINEWEIGHT AND 
LABELED WITH AN (RL) ARE TO BE RELOCATED, SEE NEW 
FLOORPLANS FOR LOCATIONS.

GENERAL NOTES
1. DEMOLISH ALL EXISTING ELECTRICAL DEVICES, LUMINAIRES, AND 

LIGHTING CONTROLS IN THIS AREA. REMOVE BRANCH CIRCUITING 
INCLUDING BACK BOXES, CONDUCTORS AND CONDUIT FROM 
DEVICE LOCATION TO SOURCE. AUXILARY ELECTRICAL SYSTEMS 
THAT SERVE OTHER AREAS NOT INCLUDED IN THE SCOPE OF THIS 
PROJECT SHALL REMAIN IN PLACE. REFER TO CIVIL DEMOLITION 
PLAN FOR ADDITIONAL INFORMATION.  

2. EXISTING HALPRIN VAULT 480V SERVICE TO BE DEMOLISHED. 
MAINTAIN EXISTING 208V PANELBOARDS AND DISTRIBUTION. 
PREPARE FOR RECONNECTION TO NEW 208V DISTRIBUTION 
PANEL. COORDINATE EXTENT OF DEMOLITION IN THIS AREA WITH 
FLUIDITY (WATER FEATURE DESIGNER) DRAWINGS. 

3. EXISTING ELECTRICAL SERVICE TO BE DEMOLISHED BACK TO 480V 
UTILITY PULL BOX. REFER TO KEY NOTE #4 THIS SHEET FOR 
ADDITIONAL INFORMATION. COORDINATE WORK WITH XCEL. REFER 
TO ELECTRICAL ONE-LINE DIAGRAMS SHEET E0.02 FOR ADDITIONAL 
INFORMATION. 

4. DEMOLISH EXISTING 480V PULL BOX, CONDUIT, AND UTILITY 
FEEDERS BACK TO UTILITY VAULT IN ADJACENT EXISTING BUILDING 
AT 1082 17TH ST. COORDINATE EXACT REQUIREMENTS WITH 
EXCEL. 

5. EXISTING SITE LUMINAIRE TO BE RELOCATED. COORDINATE WORK 
WITH XCEL. REFER TO NEW WORK PLAN FOR ADDITIONAL 
INFORMATION

KEY NOTES (THIS SHEET)
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1. SEE SHEET E0.0 FOR LEGEND AND ADDITIONAL GENERAL NOTES. 

2. REFERENCE ARCHITECTURAL LANDSCAPE DRAWINGS FOR EXACT 
LOCATIONS OF SITE LIGHTING FIXTURES.

3. CONDUCTORS FEEDING SITE EQUIPMENT SHALL BE #10 MINIMUM. 
CONTRACTOR SHALL VERIFY VOLTAGE DROP FOR EACH CIRCUIT 
SHOWN ON THIS PLAN AND INCREASE THE WIRE SIZE TO LIMIT THE 
VOLTAGE DROP ON THE FURTHEST LUMINAIRE TO 3%.

4. ALL COST ASSOCIATED WITH THE NEW ELECTRIC SERVICE AND 
METERING SHALL BE THE RESPONSIBILITY OF THIS CONTRACTOR.

5. COORDINATE POLE BASE INSTALLATION REQUIREMENTS WITH 
STRUCTURAL ENGINEER.

6. ALL POLE MOUNTED LUMINAIRES SHALL WITH RAISED CONCRETE 
BASE UNLESS NOTED OTHERWISE.

7. RECEPTACLES INDICATED NEAR LIGHT POLE SHALL BE 
INCORPORATED INTO THE POLE AND SHALL BE 
WEATHERPROOF/GFI TYPE. COORDINATE MOUNTING AND 
ORDERING WITH LIGHTING POLE MANUFACTURER.

8. WHERE ADJACENT DUCT BANK RUN PARALLEL, DUCT BANKS 
CONCRETE ENCASEMENT SHALL BE SEPARATED BY 4' MINIMUM.

9. PROVIDE INTERACTIVE WATER FEATURE WITH GROUNDING AND 
BONDING AS REQUIRED BY NEC ARTICLE 680. COORDINATE ALL 
EQUIPMENT, FEATURES, COLLECTION BASINS, AND PERIMETER 
SURFACE AREAS WITH WATER FEATURE DESIGNER.

GENERAL NOTES
1. PROVIDE PEDESTAL-MOUNTED STACKED RECEPTACLES, ONE 

ABOVE THE OTHER, AS FOLLOWS:
• ONE (1) NEMA 14-50 RECEPTACLE INSTALLED IN A VANDAL-

RESISTANT DOUBLE-GANG SECURITY BOX, VANDAL STOP 
MODEL AA-EB-2G-PL OR APPROVED EQUAL.

• ONE (1) STANDARD NEMA 5-20R RECEPTACLE INSTALLED IN A 
VANDAL-RESISTANT SINGLE-GANG SECURITY BOX, VANDAL 
STOP MODEL AA-EB-1G-PL OR APPROVED EQUAL.

INSTALL OUTLET BOXES WITH MANUFACTURER-RECOMMENDED 
GREENFIELD BACK BOX AND APPROPRIATE WEATHERPROOF 
COVERS. COORDINATE EXACT LOCATION WITH LANDSCAPE 
DESIGNER PRIOR TO ROUGH-IN. 

KEY NOTES (THIS SHEET)

2. PROVIDE PEDESTAL-MOUNTED STACKED RECEPTACLES, ONE 
ABOVE THE OTHER, AS FOLLOWS:
• ONE (1) 30A NEMA TT-30 RECEPTACLE INSTALLED IN A VANDAL-

RESISTANT DOUBLE-GANG SECURITY BOX, VANDAL STOP 
MODEL AA-EB-2G-PL OR APPROVED EQUAL.

• ONE (1) STANDARD NEMA 5-20R RECEPTACLE INSTALLED IN A 
VANDAL-RESISTANT SINGLE-GANG SECURITY BOX, VANDAL 
STOP MODEL AA-EB-1G-PL OR APPROVED EQUAL.

INSTALL OUTLET BOXES WITH MANUFACTURER-RECOMMENDED 
GREENFIELD BACK BOX AND APPROPRIATE WEATHERPROOF 
COVERS. COORDINATE EXACT LOCATION WITH LANDSCAPE 
DESIGNER PRIOR TO ROUGH-IN. 

3. PROVIDE PEDESTAL MOUNTED STANDARD NEMA-20R 
RECEPTACLE IN VANDAL PROOF SINGLE GANG SECURITY BOX 
VANDAL STOP MODEL AA-EB-1G-PL OR APPROVED EQUAL. 
PROVIDE OUTLET BOX WITH RECOMMENDED GREENFIELD BACK 
BOX AND WEARHERPROOF COVER. COORDINATE FINAL LOCATION 
WITH LANSCAPE DESIGNER PRIOR TO ROUGH-IN. 

4. PROPOSED ROUTING OF UTILITY DUCT BANK. COORDINATE FINAL 
ROUTING WITH CIVIL AND EXISTING UTILITIES.

5. PROVIDE 120V CONNECTION TO FIRE PIT. COORDINATE 
ELECTRICAL REQUIREMENTS AND CONTROLS WITH FIRE PIT 
VENDOR/ MANUFACTURER AND GC PRIOR TO ROUGH-IN.
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1. SEE SHEET E0.00 FOR LEGEND AND ADDITIONAL GENERAL NOTES.

2. MAKE ALL FINAL ELECTRICAL CONNECTIONS TO EQUIPMENT 
REQUIRING ELECTRICAL CONNECTION.  THIS SHALL INCLUDE BUT 
NOT BE LIMITED TO ALL MECHANICAL AND OTHER EQUIPMENT 
INCLUDED IN THIS PROJECT. DEVICES AND EQUIPMENT SHOWN IN 
THIN LIGHT LINEWEIGHT AND/OR LABELED WITH ND (E) ARE 
EXISTING TO REMAIN. DEVICES AND EQUIPMENT SHOWN IN THICK 
BOLD LINEWEIGHT ARE NEW.

3. PROVIDE FUSES SIZED PER EQUIPMENT MANUFACTURER'S 
REQUIREMENTS.

4. DISCONNECT SWITCH LOCATIONS ARE SHOWN 
DIAGRAMMATICALLY AND SHALL BE INSTALLED IN ACCESSIBLE 
LOCATION TO SUIT EQUIPMENT AND SPACE.  DISCONNECT 
SWITCHES SHALL BE WITHIN SIGHT OF THE EQUIPMENT THEY 
SERVE AND MOUNTED AT 6'-3" MAXIMUM, TO TOP OF CABINET.  
MAINTAIN NEC WORK SPACE AND REQUIREMENTS.

5. RECEPTACLES INDICATED TO BE MOUNTED ABOVE COUNTER ARE 
TO BE MOUNTED HORIZONTALLY 6" ABOVE COUNTER.  
COORDINATE MOUNTING HEIGHTS WITH ARCHITECT WHERE ABOVE 
COUNTER RECEPTACLES ARE LOCATED BELOW WINDOWS.

6. COORDINATE AND VERIFY EXACT MOUNTING LOCATIONS OF WALL 
AND FLOOR DEVICES WITH ARCHITECTURAL ELEVATIONS, AND ANY 
FURNITURE OR SPECIALTY EQUIPMENT SUPPLIER DRAWINGS 
PRIOR TO ROUGH-IN.

7. COORDINATE EXACT REQUIREMENTS AND LOCATIONS OF 
MECHANICAL EQUIPMENT WITH MECHANICAL DRAWINGS AND 
MECHANICAL CONTRACTOR PRIOR TO ROUGH-IN. 

8. CONTRACTOR RESPONSIBLE FOR CONNECTION OF OWNER 
SUPPLIED EQUIPMENT MADE TO BE OPERATIONAL.

9. REFER TO TELECOM DRAWINGS AND SPECIFICATIONS FOR LOW-
VOLTAGE SYSTEMS INFRASTRUCTURE REQUIREMENTS. 
ELECTRICAL CONTRACTOR SHALL PROVIDE ALL CONDUITS AND 
BACKBOXES REQUIRED FOR LOW-VOLTAGE SYSTEMS.

10. ALL RECEPTACLES WITHIN 6' OF A SINK SHALL BE GFCI.

11. GFCI PROTECTION IS INDICATED AS REQUIRED.  GFCI TRIP SWITCH 
SHALL BE IN ACCESSIBLE LOCATION, EITHER AT ACCESSIBLE 
RECEPTACLE, A REMOTE-MOUNTED GFCI SWITCH, OR AT CIRCUIT 
BREAKER. DO NOT PROVIDE GFCI PROTECTION IN MORE THAN ONE 
LOCATION.

12. ALL KITCHEN EQUIPMENT, RECEPTACLES, AND DEVICES SHALL 
HAVE GFCI PROTECTION. PROVIDE GFI RECEPTACLES WHERE 
DEVICES ARE READILY ACCESSIBLE. ALL LOCATIONS NOT READILY 
ACCESSIBLE SHALL BE PROTECTED WITH GFCI BREAKERS. 

13. PER IECC 2021, C405.11, AT LEAST 50% OF 125V, 15 AND 20 AMP 
RECEPTACLES INSTALLED IN ENCLOSED OFFICES SHALL HAVE 
AUTOMATIC RECEPTACLE CONTROL. AUTOMATIC RECEPTACLES 
SHALL BE EITHER SPLIT CONTROLLED RECEPTACLES OR A 
CONTROLLED RECEPTACLE AND MUST BE LOCATED WITHIN 12" OF 
AN UNCONTROLLED RECEPTACLE. CONTROL OF THE 
RECEPTACLES MUST BE EITHER A PROGRAMMABLE TIME OF DAY 
OPERATING DEVICE OR A CEILING MOUNTED OCCUPANCY SENSOR 
WITH A 20 MINUTE AUTO-OFF AFTER OCCUPANTS HAVE LEFT THE 
SPACE.

GENERAL NOTES
1. PROVIDE AUTOMATIC RECEPTACLE CONTROL FOR A MINIMUM OF 

50% OF RECEPTACLES IN THIS ROOM. AUTOMATIC RECEPTACLES 
SHALL BE SPLIT CONTROLLED. PROVIDE CEILING MOUNTED 
OCCUPANCY SENSOR FOR CONTROL WITH AUTO-OFF 20 MINUTES 
AFTER OCCUPANTS HAVE LEFT THE SPACE. LABEL CONTROLLED 
RECEPTACLES PER NEC 406.3(F).

2. BUILDING IT/TELECOMM ENTRY. COORDINATE ADDITIONAL 
REQUIREMENTS WITH OWNER AND TELECOMM SERVICE 
PROVIDER(S) PRIOR TO ROUGH-IN. 

3. PROVIDE JUNCTION BOX FOR 1725W, 120/60/1, HAND DRYER. 
COORDINATE EXACT MOUNTING HEIGHT AND LOCATION WITH 
ARCHITECT PRIOR TO ROUGH-IN. CIRCUIT USING (2 # 12, 1 # 12G) 
3/4"C. PROVIDE LOCKABLE CIRCUIT BREAKER TO SERVE AS 
DISCONNECTING MEANS.

4. PROVIDE JUNCTION BOX FOR 120V CONNECTION TO ELECTRONIC 
FAUCET. COORDINATE EXACT REQUIREMENTS AND LOCATION WITH 
SUPPLIER PRIOR TO ROUGH-IN. CIRCUIT USING (2 # 12, 1 # 12G) 
3/4"C. PROVIDE LOCKABLE CIRCUIT BREAKER TO SERVE AS 
DISCONNECTING MEANS.

5. PROVIDE 120V CONNECTION TO HEAT TRACE CONTROLLER. 
COORDINATE EXACT REQUIREMENTS LOCATIOON OF HEAT TRACE 
CONTROLLER WITH PLUMBING CONTRACTOR. 

6. PROVIDE 120V CONNECTION TO MOTORIZED SECURITY DOOR. 
COORDINATE EXACT REQUIREMENTS AND LOCATION WITH DOOR 
PROVIDER PRIOR TO ROUGH-IN. 

KEY NOTES (THIS SHEET)
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GENERAL NOTES
1. SEE SHEET E0.00 FOR LEGEND AND ADDITIONAL GENERAL NOTES.

2. MAKE ALL FINAL ELECTRICAL CONNECTIONS TO EQUIPMENT 
REQUIRING ELECTRICAL CONNECTION.  THIS SHALL INCLUDE BUT 
NOT BE LIMITED TO ALL MECHANICAL AND OTHER EQUIPMENT 
INCLUDED IN THIS PROJECT. DEVICES AND EQUIPMENT SHOWN IN 
THIN LIGHT LINEWEIGHT AND/OR LABELED WITH ND (E) ARE 
EXISTING TO REMAIN. DEVICES AND EQUIPMENT SHOWN IN THICK 
BOLD LINEWEIGHT ARE NEW.

3. PROVIDE FUSES SIZED PER EQUIPMENT MANUFACTURER'S 
REQUIREMENTS.

4. DISCONNECT SWITCH LOCATIONS ARE SHOWN DIAGRAMMATICALLY 
AND SHALL BE INSTALLED IN ACCESSIBLE LOCATION TO SUIT 
EQUIPMENT AND SPACE.  DISCONNECT SWITCHES SHALL BE WITHIN 
SIGHT OF THE EQUIPMENT THEY SERVE AND MOUNTED AT 6'-3" 
MAXIMUM, TO TOP OF CABINET.  MAINTAIN NEC WORK SPACE AND 
REQUIREMENTS.

5. RECEPTACLES INDICATED TO BE MOUNTED ABOVE COUNTER ARE 
TO BE MOUNTED HORIZONTALLY 6" ABOVE COUNTER.  
COORDINATE MOUNTING HEIGHTS WITH ARCHITECT WHERE ABOVE 
COUNTER RECEPTACLES ARE LOCATED BELOW WINDOWS.

6. COORDINATE AND VERIFY EXACT MOUNTING LOCATIONS OF WALL 
AND FLOOR DEVICES WITH ARCHITECTURAL ELEVATIONS, AND ANY 
FURNITURE OR SPECIALTY EQUIPMENT SUPPLIER DRAWINGS 
PRIOR TO ROUGH-IN.

7. COORDINATE EXACT REQUIREMENTS AND LOCATIONS OF 
MECHANICAL EQUIPMENT WITH MECHANICAL DRAWINGS AND 
MECHANICAL CONTRACTOR PRIOR TO ROUGH-IN. .

GENERAL NOTES
8. CONTRACTOR RESPONSIBLE FOR CONNECTION OF OWNER 

SUPPLIED EQUIPMENT MADE TO BE OPERATIONAL

9. CONTRACTOR RESPONSIBLE FOR CONNECTION OF OWNER 
SUPPLIED EQUIPMENT MADE TO BE OPERATIONAL. REFER TO 
TELECOM / AV DRAWINGS AND SPECIFICATIONS FOR LOW-VOLTAGE 
SYSTEMS INFRASTRUCTURE REQUIREMENTS. ELECTRICAL 
CONTRACTOR SHALL PROVIDE ALL CONDUITS AND BACKBOXES 
REQUIRED FOR LOW-VOLTAGE SYSTEMS.

10. ALL RECEPTACLES WITHIN 6' OF A SINK SHALL BE GFCI.

11. GFCI PROTECTION IS INDICATED AS REQUIRED.  GFCI TRIP SWITCH 
SHALL BE IN ACCESSIBLE LOCATION, EITHER AT ACCESSIBLE 
RECEPTACLE, A REMOTE-MOUNTED GFCI SWITCH, OR AT CIRCUIT 
BREAKER. DO NOT PROVIDE GFCI PROTECTION IN MORE THAN ONE 
LOCATION.

12. ALL KITCHEN EQUIPMENT, RECEPTACLES, AND DEVICES SHALL 
HAVE GFCI PROTECTION. PROVIDE GFI RECEPTACLES WHERE 
DEVICES ARE READILY ACCESSIBLE. ALL LOCATIONS NOT READILY 
ACCESSIBLE SHALL BE PROTECTED WITH GFCI BREAKERS. 

GENERAL NOTES CONT.
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1. PROVIDE 120V CONNECTION TO IRRIGATION CONTROLLER. 
COORDINATE FINAL LOCATION AND POWER REQUIREMENTS WITH 
LANDSCAPE ARCHITECT PRIER TO ROUGH-IN. 

2. RECEPTACLES TO BE MOUNTED IN AV BACK BOX FOR STAGE 
INTERFACE. COORDINATE FINAL LOCATION AND REQUIREMENTS 
WITH AV PROVIDER (KING SYSTEMS).

3. PROVIDE 120V CONNECTION TO WATER FEATURE CONTROLLER. 
COORDINATE FINAL LOCATION AND POWER REQUIREMENTS WITH 
LANDSCAPE ARCHITECT PRIOR TO ROUGH-IN. 

4. PROVIDE NEMA 6-30R RECEPTACLE FOR 208V 1-PHASE 
CONNECTION TO ZAMBONI TENT. COORDINATE FINAL LOCATION 
WITH ARCHITECT PRIOR TO ROUGH-IN.

5. COORDINATE QUAD HEIGHTS WITH AV PROVIDER (KING SYSTEMS) 
PRIOR TO ROUGH-IN.

6. PROVIDE 120V CONNECTION TO HEAT TRACE CONTROLLER. 
COORDINATE EXACT REQUIREMENTS AND LOCATION OF HEAT 
TRACE CONTROLLER WITH PLUMBING CONTRACTOR. 

7. PROVIDE 1" CONDUIT FROM HALPRIN VAULT TO WATER FEATURE 
CONTROLLER FOR CONTROL WIRING. COORDINATE EXACT 
REQUIREMENTS WITH WATER FEATURE DESIGNER (FLUIDITY). 

8. PROVIDE 120V CONNECTION TO OVERHEAD DOOR. COORDINATE 
EXACT REQUIREMENTS AND LOCATION WITH DOOR PROVIDER 
PRIOR TO ROUGH-IN. 

9. PROVIDE 120V CONNECTION TO MOTORIZED SCREEN. COORDINATE 
EXACT REQUIREMENTS AND LOCATION WITH SCREEN PROVIDER 
PRIOR TO ROUGH-IN. 

KEY NOTES (THIS SHEET)
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POWER PLAN -
STAGE BUILDING

E1.03

1611 ARAPAHOE ST,
DENVER, CO 80202

SCALE: 1/4" = 1'-0"1
STAGE BUILDING POWER PLAN

SCALE: 1/4" = 1'-0"2
STAGE BUILDING UPPER LEVEL POWER PLAN

SCALE: 1/4" = 1'-0"3
STAGE BUILDING ROOF POWER PLAN
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1. EXISTING LIGHTING IN THIS AREA IS EXISTING TO REMAIN. MAINTAIN 
CIRCUIT CONTINUITY AND CONTROLS.

2. PROVIDE 400A, 208V, 3-PHASE CONNECTION TO WATER FEATURE 
DISTRIBUTION PANEL. REFER TO WATER FEATURE DRAWINGS FOR 
ADDITIONAL INFORMATION. COORDINATE FINAL REQUIREMENTS 
AND LOCATION IN HALPRIN VAULT WITH WATER FEATURE 
DESIGNER (FLUIDITY). 

3. MOUNT LUMINAIRE ON VERTICAL WALL OF SHAFT ENTRY. 
COORDINATE FINAL LOCATION WITH ARCHITCT PRIOR TO ROUGH-
IN.

4. PROVIDE 20A, 208V 3-PHASE CONNECTION TO LIFT. COORDINATE 
FINAL REQUIREMENTS PRIOR TO ROUGH-IN. CONNECT USING (3#12, 
1#12G) 3/4" C.

KEY NOTES (THIS SHEET)

1. SEE SHEET E0.00 FOR LEGEND AND ADDITIONAL GENERAL NOTES.

2. MAKE ALL FINAL ELECTRICAL CONNECTIONS TO EQUIPMENT 
REQUIRING ELECTRICAL CONNECTION.  THIS SHALL INCLUDE BUT 
NOT BE LIMITED TO ALL MECHANICAL AND OTHER EQUIPMENT 
INCLUDED IN THIS PROJECT. DEVICES AND EQUIPMENT SHOWN IN 
THIN LIGHT LINEWEIGHT AND/OR LABELED WITH ND (E) ARE 
EXISTING TO REMAIN. DEVICES AND EQUIPMENT SHOWN IN THICK 
BOLD LINEWEIGHT ARE NEW.

3. PROVIDE FUSES SIZED PER EQUIPMENT MANUFACTURER'S 
REQUIREMENTS.

4. DISCONNECT SWITCH LOCATIONS ARE SHOWN 
DIAGRAMMATICALLY AND SHALL BE INSTALLED IN ACCESSIBLE 
LOCATION TO SUIT EQUIPMENT AND SPACE.  DISCONNECT 
SWITCHES SHALL BE WITHIN SIGHT OF THE EQUIPMENT THEY 
SERVE AND MOUNTED AT 6'-3" MAXIMUM, TO TOP OF CABINET.  
MAINTAIN NEC WORK SPACE AND REQUIREMENTS.

5. COORDINATE AND VERIFY EXACT MOUNTING LOCATIONS OF WALL 
AND FLOOR DEVICES WITH ARCHITECTURAL ELEVATIONS, AND ANY 
FURNITURE OR SPECIALTY EQUIPMENT SUPPLIER DRAWINGS 
PRIOR TO ROUGH-IN.

6. COORDINATE EXACT REQUIREMENTS AND LOCATIONS OF 
MECHANICAL EQUIPMENT WITH MECHANICAL DRAWINGS AND 
MECHANICAL CONTRACTOR PRIOR TO ROUGH-IN. 

7. CONTRACTOR RESPONSIBLE FOR CONNECTION OF OWNER 
SUPPLIED EQUIPMENT MADE TO BE OPERATIONAL.

8. GFCI PROTECTION IS INDICATED AS REQUIRED.  GFCI TRIP SWITCH 
SHALL BE IN ACCESSIBLE LOCATION, EITHER AT ACCESSIBLE 
RECEPTACLE, A REMOTE-MOUNTED GFCI SWITCH, OR AT CIRCUIT 
BREAKER. DO NOT PROVIDE GFCI PROTECTION IN MORE THAN ONE 
LOCATION.

GENERAL NOTES
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ENLARGED
ELECTRICAL PLANS

E1.04

1611 ARAPAHOE ST,
DENVER, CO 80202

SCALE: 1/8" = 1'-0"1
HALPRIN VAULT ELECTRICAL PLAN
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1. SEE SHEET E0.00 FOR LEGEND AND ADDITIONAL GENERAL NOTES.

2. REFERENCE ARCHITECTURAL LANDSCAPE DRAWINGS FOR EXACT 
LOCATIONS OF SITE LIGHTING FIXTURES.

3. CONDUCTORS FEEDING SITE EQUIPMENT SHALL BE #10 MINIMUM. 
CONTRACTOR SHALL VERIFY VOLTAGE DROP FOR EACH CIRCUIT SHOWN 
ON THIS PLAN AND INCREASE THE WIRE SIZE TO LIMIT THE VOLTAGE 
DROP ON THE FURTHEST LUMINAIRE TO 3%.

4. TRANSFORMER SHALL BE MOUNTED ON UTILITY COMPANY PROVIDED 
TRANSFORMER PAD. PROVIDE ALL ADDITIONAL ELECTRICAL EQUIPMENT 
REQUIRED BY UTILITY COMPANY.

5. ALL COST ASSOCIATED WITH THE NEW ELECTRIC SERVICE AND 
METERING SHALL BE THE RESPONSIBILITY OF THIS CONTRACTOR.

6. COORDINATE POLE BASE INSTALLATION REQUIREMENTS WITH 
STRUCTURAL ENGINEER.

7. ALL POLE MOUNTED LUMINAIRES SHALL WITH RAISED CONCRETE 
BASE UNLESS NOTED OTHERWISE. 

8. RECEPTACLES INDICATED NEAR LIGHT POLE SHALL BE 
INCORPORATED INTO THE POLE AND SHALL BE WEATHERPROOF/GFI 
TYPE. COORDINATE MOUNTING AND ORDERING WITH LIGHTING POLE 
MANUFACTURER.

GENERAL NOTES
1. ALL LIGHTING CONTROLS TO COMPLY WITH IECC 2021 AND LOCAL 

CODES.

2. BASIS OF DESIGN IS WATT STOPPER.

3. MANUFACTURER TO PROVIDE SHOP DRAWINGS INDICATING ALL 
LIGHTING DEVICES, ZONING, ETC. FOR REVIEW BY ENGINEER AND 
OWNER.

4. OCCUPANCY SENSOR CONTROL SHALL BE PROVIDED IN ALL 
ENCLOSED OFFICES, RESTROOMS, STORAGE ROOMS, CORRIDORS 
AND ANY ENCLOSED SPACES 300SF OR LESS.

5. ALL DAYLIGHT ZONES REQUIRE PRIMARY AND SECONDARY ZONES 
AND REQUIRE CONTINUOUS DIMMING.

6. ALL DAYLIGHT ZONES WITH GREATER THAN 150W OF LIGHTING TO 
HAVE AUTOMATIC DAYLIGHT RESPONSIVE CONTROLS 
(PHOTOCELL). PROVIDE SECONDARY DAYLIGHT ZONE WHERE 
INDICATED.

7. ALL REGULARLY OCCUPIED SPACES TO HAVE DIMMING CONTROL, 
0-10V PROTOCOL, UON.

8. PROVIDE RELAY PANEL SYSTEM WITH ONE PANEL TO CONTROL 
INTERIOR LIGHTING AND EXTERIOR LIGHTING.  

9. LIGHTING IN PRIVATE OFFICES AND ANY SMALLER, REGULARLY 
OCCUPIED ROOMS SHALL BE CONTROLLED VIA WALL-SWITCH 
OCCUPANCY SENSOR WITH DIMMING CAPABILITY. PROGRAM TO 
MANUAL-ON, 15-MINUTE AUTO-OFF. 

10. LIGHTING IN STORAGE ROOMS, FILE ROOMS, AND ANY NON-
REGULARLY OCCUPIED SPACES SHALL BE CONTROLLED VIA DUAL-
TECHNOLOGY WALL-SWITCH OCCUPANCY SENSOR. PROGRAM TO 
MANUAL-ON, 5-MINUTE AUTO-OFF

11. LIGHTING IN RESTROOMS SHALL BE CONTROLLED VIA PIR WALL 
SWITCH OCCUPANCY SENSOR SWITCH.  PROGRAM TO MANUAL-ON, 
20-MINUTE AUTO-OFF.  

LIGHTING CONTROLS NOTES (ALL LIGHTING SHEETS)

12. EXTERIOR CANOPY LUMINAIRES SHALL BE CONTROLLED VIA 7-DAY 
ASTRONOMICAL TIMECLOCK. OUTSIDE OF BUSINESS HOURS 
LUMINAIRES SHALL BE PROGRAMMED TIMECLOCK ON TO 50% 
30MIN BEFORE SUNSET, TIMECLOCK OFF AT MIDNIGHT. DURING 
BUSINESS HOURS LUMINAIRES SHALL BE PROGRAMMED 
TIMECLOCK ON TO 100% 30MIN BEFORE SUNSET, THEN DIM TO 50% 
AFTER CLOSE OF BUSINESS AND TIMECLOCK OFF AT MIDNIGHT. 
PROVIDE LOCAL MANUAL OVERRIDE WITH SCENE SELECTION 
PROVIDED BY INDIVIDUAL WALL STATION CONTROLLER. 

13. EXTERIOR FACADE LUMINAIRES SHALL BE CONTROLLED VIA 7-DAY 
ASTRONOMICAL TIMECLOCK. LUMINAIRES SHALL BE PROGRAMMED 
TIMECLOCK ON TO 100% 30MIN BEFORE SUNSET, TIMECLOCK OFF 
30MIN AFTER CLOSE OF BUSINESS OR MIDNIGHT, WHICHEVER 
COMES LATER.  PROVIDE LOCAL MANUAL OVERRIDE WITH SCENE 
SELECTION PROVIDED BY INDIVIDUAL WALL STATION CONTROLLER. 

14. EXTERIOR PLAZA POLE MOUNTED LUMINAIRES, AND ROOF 
MOUNTED LUMINAIRES SHALL BE CONTROLLED VIA 7-DAY 
ASTRONOMICAL TIMECLOCK AND PHOTOCELL. LUMINAIRES SHALL 
BE PROGRAMMED PHOTOCELL ON, TIMECLOCK OFF AT 1AM, 
TIMECLOCK ON 5AM, PHOTOCELL OFF IN MORNING. 50% LIGHT 
REDUCTION FROM MIDNIGHT TO 1AM.

15. EXTERIOR LANDSCAPING AND FOUNTAIN LUMINAIRES SHALL BE 
CONTROLLED VIA 7-DAY ASTRONOMICAL TIMECLOCK AND 
PHOTOCELL. LUMINAIRES SHALL BE PROGRAMMED PHOTOCELL 
ON, TIMECLOCK OFF AT MIDNIGHT.

16. EXTERIOR BENCH LUMINAIRES SHALL BE CONTROLLED VIA 7-DAY 
ASTRONOMICAL TIMECLOCK AND PHOTOCELL. LUMINAIRES SHALL 
BE PROGRAMMED PHOTOCELL ON, TIMECLOCK OFF AT MIDNIGHT.

17. EXTERIOR SIGNAGE SHALL BE CONTROLLED VIA 7-DAY 
ASTRONOMICAL TIMECLOCK AND PHOTOCELL. LUMINAIRES SHALL 
BE PROGRAMMED PHOTOCELL ON, TIMECLOCK OFF AT 1AM, 
TIMECLOCK ON 5AM, PHOTOCELL OFF IN MORNING. 

1. PROVIDE 120V CONNECTION TO LIGHTING POWER SUPPLY FOR 
ES3 TYPE LUMINAIRES SURROUNDING HALPRIN SCULPTURE. 
LOCATE ALL DRIVERS FOR ES3 TYPE LUMINAIRES IN STORAGE RM 
106. COORDINATE EXACT LOCATION AND REQUIREMENTS PRIOR  
TO ROUGH-IN. CONNECT LIGHTING CIRCUIT THROUGH LIGHTING 
CONTROL PANEL.  

2. PROVIDE 120V CONNECTIN TO FESTOON LIGHTING. COORDINATE 
INSTALLATION REQUIREMENTS AND POWER FEED LOCATION WITH 
LIGHTING SUPPLIER PRIOR TO ROUGH-IN.  ROUTE CIRCUIT 
THROUGH THROUGH LIGHTING CONTROL PANEL IN STAGE 
BUILDING. 

3. PROVIDE (1) 2" CONDUIT FROM STAGE BUILDING CONTROL ROOM 
TO LIGHT POLE FOR CONNECTION TO SECURITY CAMERAS. 
COORDINATE EXACT REQUIREMENTS AND ROUTING WITH KING 
SYSTES PRIOR TO ROUGH-IN.

4. EXISTING STREET LIGHT POLE TO REMAIN. MAINTAIN CIRCUIT 
CONTINUITY AND ASSOCIATED CONTROLS.

5. EXISTING RELOCATED LIGHT POLE. COORDINATE REQUIREMENTS 
WITH XCEL ENERGY.

6. PROVIDE 120V CONNECTION TO SIGN. COORDINATE ELECTRICAL 
REQUIREMENTS WITH SIGN SUPPLIER PRIOR TO ROUGH-IN. 
ROUTE CIRCUIT THROUGH LIGHTING CONTROL PANEL. REFER TO 
LIGHTING CONTROL NOTES FOR ADDITIONAL INFORMATION. 

KEY NOTES (THIS SHEET)
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ELECTRICAL SITE
LIGHTING PLAN

E2.01

1611 ARAPAHOE ST,
DENVER, CO 80202

SCALE: 1/16" = 1'-0"1
ELECTRICAL SITE LIGHTING PLAN
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1. SEE SHEET E0.0 FOR LEGEND AND ADDITIONAL GENERAL NOTES.

2. CONFIRM MOUNTING HEIGHT AND LOCATION OF ALL LUMINAIRES 
AND DEVICES WITH ARCHITECT PRIOR TO ROUGH-IN.  REFER TO 
ARCHITECTURAL ELEVATIONS AND REFLECTED CEILING PLANS.

3. CONNECT ALL EXIT SIGNS AHEAD OF LOCAL SWITCHING.

4. ALL CEILING MOUNTED OCCUPANCY SENSORS AND VACANCY 
SENSORS SHALL BE DUAL TECHNOLOGY TYPE.

5. COORDINATE LUMINAIRE LOCATIONS WITH MECHANICAL PIPING, 
DUCTWORK, ETC. TO AVOID CONFLICTS.  SEE SPECIFICATIONS FOR 
COORDINATION REQUIREMENTS.

6. FIELD COORDINATE EXACT LOCATIONS OF CEILING MOUNTED 
OCCUPANCY SENSORS AND VACANCY SENSORS PER 
MANUFACTURER'S INSTRUCTIONS.  THE LOCATIONS OF THE 
SENSORS ON DRAWINGS ARE DIAGRAMMATIC.  DO NOT LOCATE 
OCCUPANCY SENSORS WITHIN THREE FEET OF AN HVAC SUPPLY 
DEVICE.  IF ADDITIONAL SENSORS ARE NEEDED FOR COMPLETE 
COVERAGE OF SPACE THEY SHALL BE PROVIDED AND INSTALLED 
BY THE CONTRACTOR AS REQUIRED TO PROVIDE COMPLETE 
SPACE COVERAGE.

7. CONTRACTOR SHALL PROVIDE ALL NECESSARY SWITCH PACKS 
FOR OCCUPANCY SENSORS TO PROVIDE FUNCTION INDICATED.

8. ALL EXIT SIGNS SHALL BE CIRCUITED TO LIGHTING CIRCUIT 
SERVING OTHER LUMINAIRES IN THE SAME SPACE AS THE EXIT 
SIGNS.

9. LOSS OF UTILITY POWER SHALL ENERGIZE ALL EGRESS LIGHTING.  
THE DESIGN SHALL MEET ALL UL STANDARDS FOR LIFE SAFETY 
REQUIREMENTS.

10. VACANCY/OCCUPANCY SENSORS SHALL BE SET AT A MAXIMUM 15 
MINUTE TIMEOUT.

11. CONTRACTOR SHALL VERIFY DIMMER SWITCHES ORDERED ARE 
COMPATIBLE WITH THE LUMINAIRES THEY CONTROL.

GENERAL NOTES
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1. LIGHT SWITCH SHALL ALSO CONTROL EXHAUST FAN WITHIN 
ROOM.

2. PROVIDE RELAY BASED LIGHTING CONTROL PANEL AND DIGITAL 
WALL STATION CONTROLLER FOR CONTROL OF LIGHTING ZONES 
INDICATED, INCLUDING CONTROL ZONES j,k,m AS INDICATED ON 
SITE LIGHTING PLAN (SHEET E2.01). CONTROLLER SHALL SUPPORT 
PROGRAMMABLE SCENE SETTINGS AND INCLUDE A MANUAL 
OVERRIDE FUNCTION FOR NIGHTTIME OPERATION. 

KEY NOTES (THIS SHEET)
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LIGHTING PLAN -
CONCESSIONS
BUILDING

E2.02

1611 ARAPAHOE ST,
DENVER, CO 80202

SCALE: 1/4" = 1'-0"1
CONCESSIONS BUILDING LIGHTING PLAN
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1. SEE SHEET E0.0 FOR LEGEND AND ADDITIONAL GENERAL NOTES.

2. CONFIRM MOUNTING HEIGHT AND LOCATION OF ALL LUMINAIRES 
AND DEVICES WITH ARCHITECT PRIOR TO ROUGH-IN.  REFER TO 
ARCHITECTURAL ELEVATIONS AND REFLECTED CEILING PLANS.

3. CONNECT ALL EXIT SIGNS AHEAD OF LOCAL SWITCHING.

4. ALL CEILING MOUNTED OCCUPANCY SENSORS AND VACANCY 
SENSORS SHALL BE DUAL TECHNOLOGY TYPE.

5. COORDINATE LUMINAIRE LOCATIONS WITH MECHANICAL PIPING, 
DUCTWORK, ETC. TO AVOID CONFLICTS.  SEE SPECIFICATIONS FOR 
COORDINATION REQUIREMENTS.

6. FIELD COORDINATE EXACT LOCATIONS OF CEILING MOUNTED 
OCCUPANCY SENSORS AND VACANCY SENSORS PER 
MANUFACTURER'S INSTRUCTIONS.  THE LOCATIONS OF THE 
SENSORS ON DRAWINGS ARE DIAGRAMMATIC.  DO NOT LOCATE 
OCCUPANCY SENSORS WITHIN THREE FEET OF AN HVAC SUPPLY 
DEVICE.  IF ADDITIONAL SENSORS ARE NEEDED FOR COMPLETE 
COVERAGE OF SPACE THEY SHALL BE PROVIDED AND INSTALLED 
BY THE CONTRACTOR AS REQUIRED TO PROVIDE COMPLETE 
SPACE COVERAGE.

7. CONTRACTOR SHALL PROVIDE ALL NECESSARY SWITCH PACKS 
FOR OCCUPANCY SENSORS TO PROVIDE FUNCTION INDICATED.

8. ALL EXIT SIGNS SHALL BE CIRCUITED TO LIGHTING CIRCUIT 
SERVING OTHER LUMINAIRES IN THE SAME SPACE AS THE EXIT 
SIGNS.

9. LOSS OF UTILITY POWER SHALL ENERGIZE ALL EGRESS LIGHTING.  
THE DESIGN SHALL MEET ALL UL STANDARDS FOR LIFE SAFETY 
REQUIREMENTS.

10. VACANCY/OCCUPANCY SENSORS SHALL BE SET AT A MAXIMUM 15 
MINUTE TIMEOUT.

11. CONTRACTOR SHALL VERIFY DIMMER SWITCHES ORDERED ARE 
COMPATIBLE WITH THE LUMINAIRES THEY CONTROL.

GENERAL NOTES

1. PROVIDE DIGITAL WALL STATION CONTROLLER FOR CONTROL OF 
LIGHTING ZONES INDICATED, INCLUDING CONTROL ZONES o,p,q AS 
INDICATED ON SITE LIGHTING PLAN (SHEET E2.01). CONTROLLER 
SHALL SUPPORT PROGRAMMABLE SCENE SETTINGS AND INCLUDE 
A MANUAL OVERRIDE FUNCTION FOR NIGHTTIME OPERATION. 

KEY NOTES (THIS SHEET)
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LIGHTING PLAN -
STAGE BUILDING

E2.03

1611 ARAPAHOE ST,
DENVER, CO 80202

SCALE: 1/4" = 1'-0"1
STAGE BUILDING LIGHTING PLAN

SCALE: 1/4" = 1'-0"2
STAGE BUILDING UPPER LEVEL LIGHTING PLAN
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