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6) Document when a site has had three routine inspections in a row resulting in compliance 
inspections each time which then triggers routine inspections every 14 days.  

 Enforcement Response: The applicable specifications, contracts, standards, operating procedures, 
policies and other documents used to meet the permit requirements. Maintain records of the 
enforcement documents and escalation policies, and number of enforcement responses per 
enforcement mechanism, and documentation of permittee rationale of why the permittee did not take 
enforcement action under Part I.E.3.a.vi.  

 State or EPA Inspection Notifications: The applicable specifications, contracts, standards; operating 
procedures, and other documents used to meet the permit requirements. Maintain records of the 
analysis of the comparison between permittee inspections and state and EPA inspections.  

 Training: Name and title of each staff trained, date of training, the type of training, and a list of 
topics covered. 

 Consideration of Information Submitted by the Public: The applicable operating procedures and other 
documents used to meet the permit requirements. 

 Post Construction for New Development and Redevelopment  

The permittee must implement a program to ensure that controls are in place that would prevent or minimize 
water quality impacts due to runoff from applicable development sites, including new development and 
redevelopment sites. 

 

 Excluded Sites: The permittee may exclude the following types of sites from the requirements of an 
applicable development site. Any exclusions granted must be documented. The only types of sites that 
the permittee might exclude from the requirements of an applicable development site include the 
following: 

 Aboveground and Underground Utilities: Activities for installation or maintenance of 
underground utilities or infrastructure that does not permanently alter the terrain, ground 
cover, or drainage patterns from those present prior to the project. This exclusion includes, but 
is not limited to, projects to install, replace, or maintain utilities under roadways or other 
paved areas that return the surface to the same condition. 

 Non-Residential and Non-Commercial Infiltration Conditions: This exclusion does not apply to 
residential or commercial projects for buildings. This exclusion applies to applicable 
development projects for which post-development surface conditions do not result in 
concentrated stormwater flow during the 80th percentile stormwater runoff event. In addition, 
post-development surface conditions must not be projected to result in a surface water 
discharge from the 80th percentile stormwater runoff events. Specifically, the 80th percentile 
event must be infiltrated and not discharged as concentrated flow. For this exclusion to apply, a 
study specific to the site, watershed and/or MS4 must be conducted. The study must show 
rainfall and soil conditions present within the permitted area; must include allowable slopes, 
surface conditions, and ratios of impervious area to pervious area; and the permittee must 
accept such study as applicable within its MS4 boundaries.  

 Land Disturbance to Undeveloped Land that will Remain Undeveloped: Permittees may exclude 
areas with land disturbance to undeveloped land (land with no human-made structures such as 
buildings or pavement) that will remain undeveloped after the project.  

 Stream Stabilization Projects: Permittees may exclude stream stabilization projects.  

 Trails: Permittees may exclude bike and pedestrian trails. Bike lanes for roadways are not 
included in this exclusion. 

 Small Development on Large Sites at Denver International Airport (DEN): An applicable 
development site greater than or equal to 2.5 acres in size and having a total site impervious 
area of less than 10 percent. The discharges from the impervious area may not enter the storm 
sewer or another directly connected impervious area.  

202649
Highlight
 Aboveground and Underground Utilities: Activities for installation or maintenance of 
underground utilities or infrastructure that does not permanently alter the terrain, ground 
cover, or drainage patterns from those present prior to the project. This exclusion includes, but 
is not limited to, projects to install, replace, or maintain utilities under roadways or other 
paved areas that return the surface to the same condition. 
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Callout
IRRGATION LINES CAN BE EXCLUDED PER THIS SECTION. NO ANALYSIS REQURED.
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Callout
LANDSCAPE AREAS AND TURF CONVERSION AREAS CAN BE EXCLUDED PER THIS SECTION. NO ANALYSIS REQUIRED.  

202649
Highlight
 Land Disturbance to Undeveloped Land that will Remain Undeveloped: Permittees may exclude 
areas with land disturbance to undeveloped land (land with no human-made structures such as 
buildings or pavement) that will remain undeveloped after the project.
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Callout
MAY APPLY TO CERTAIN PARKS LOCATED IN DRAINAGE WAYS.
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 Stream Stabilization Projects: Permittees may exclude stream stabilization projects.
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Trails: Permittees may exclude bike and pedestrian trails. Bike lanes for roadways are not 
included in this exclusion.
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Callout
PAVED OR UN-PAVED TRAILS AND SIDEWALKS CAN BE EXCLUDED PER THIS SECTION INCLUDING ATTACHED SIDEWALKS IN THE RIGHT-OF-WAY. NO ANALYSIS REQUIRED
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Callout
THIS SECTION MAY BE APPLIED TO PAVED SPORTS COURTS AND PLAYGROUND AREAS WITH A RUBBERIZED SURFACE OR FIBAR GROUND TREATMENT. AN ANAYLISIS IS REQUIRED TO DEOMONSTRATED THE 80TH PERCENTILE EVENT CAN BE INFILTRATED WITHOUT DISCHARGING  A CONCENTRATED FLOW.   
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 Non-Residential and Non-Commercial Infiltration Conditions: This exclusion does not apply to 
residential or commercial projects for buildings. This exclusion applies to applicable 
development projects for which post-development surface conditions do not result in 
concentrated stormwater flow during the 80th percentile stormwater runoff event. In addition, 
post-development surface conditions must not be projected to result in a surface water 
discharge from the 80th percentile stormwater runoff events. Specifically, the 80th percentile 
event must be infiltrated and not discharged as concentrated flow. For this exclusion to apply, a 
study specific to the site, watershed and/or MS4 must be conducted. The study must show 
rainfall and soil conditions present within the permitted area; must include allowable slopes, 
surface conditions, and ratios of impervious area to pervious area; and the permittee must 
accept such study as applicable within its MS4 boundaries
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N/A FOR PARKS PROJECTS
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