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LEGEND

CONCRETE SIDEWALK (4 INCH)

CONCRETE DRIVEWAY (6 INCH) 

CONCRETE CURB RAMP

DETECTABLE WARNINGS

TOP OF CUT

TOE OF FILL

HMA (PATCHING)(ASPHALT)

NOTES
1. SEE REMOVAL PLANS FOR MORE INFORMATION.

2. SEE SIGNING AND STRIPING PLANS FOR MORE INFORMATION.

3. 4" OF AGGREGATE BASE COURSE (CLASS 6) WILL BE PLACED AS
STABILIZATION MATERIAL UNDER ALL CURB AND GUTTER IN
ACCORDANCE WITH CCD STD. DWG. 5.0 AND 5.1.

4. TRUNCATED DOMES SHALL BE UNPAINTED CAST IRON UNLESS
CALLED OUT OTHERWISE.

5. WHERE NEW SIDEWALK, CURBS, GUTTER AND DRIVEWAYS ARE
PLACED ADJACENT TO EXSITING PAVEMENTS, ELEVATIONS AND
CROSS SLOPES SHALL MATCH EXISTING. ANY TRANSITIONS FROM
NEW STANDARD CROSS SLOPE TO EXISTING SHALL BE
ACCOMPLISHED OVER 5 FEET.

6. CONTRACTOR TO SUBMIT PLAN FOR MODIFYING HANDRAIL.

CONCRETE STAIRS
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Gehrke, Mark W. - DOTI CE0431 Engineer Senior
Callout
It does not look like this is possible without removing and replacing the stairs in their entirety.
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Gehrke, Mark W. - DOTI CE0431 Engineer Senior
Callout
It does not look like this is possible without removing and replacing the stairs in their entirety. 

Gehrke, Mark W. - DOTI CE0431 Engineer Senior
Arrow
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Gehrke, Mark W. - DOTI CE0431 Engineer Senior
Callout
Mississippi? (Label) Typical

Gehrke, Mark W. - DOTI CE0431 Engineer Senior
Callout
Mosier ? (Label) Typical
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Gehrke, Mark W. - DOTI CE0431 Engineer Senior
Callout
The proposed grade line is too thick. (Typical)
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Gehrke, Mark W. - DOTI CE0431 Engineer Senior
Callout
Doesn't seem safe to Change stair width (run) from other stairs in the set of stairs unless there is a landing.
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