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ARAPAHOE COUNTY, COLORADO C14-027 
YALE-HOLLY MULTIMODAL IMPROVEMENTS PROJECT 

PROJECT SPECIAL PROVISIONS 
 

STANDARD CONSTRUCTION SPECIFICATIONS 

Standard Construction Specifications for this project shall be the Colorado Department of 
Transportation (CDOT) “Standard Specifications for Road and Bridge Construction” adopted in 2025 
and as hereinafter modified.   

Standard Special Provisions and Project Special Provisions supplement or amend the referenced 
“Standard Specifications for Road and Bridge Construction” adopted in 2025 by the Colorado 
Department of Transportation. 

 
STANDARD CONSTRUCTION DETAILS 

It is the intent of the County to use applicable details from the City and County of Denver Public Works 
Department Transportation Standards and Details Standard Drawings, latest edition, as marked in the 
Standard Drawings List located within the Plans. Additionally, the Colorado Department of 
Transportation M&S Standards, latest edition, shall be applicable as referenced in the plans or 
specifications. 

oconnell
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Include reference to MGPEC and FMM as noted on plans. 
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COLORADO DEPARTMENT OF TRANSPORTATION 
PROJECT SPECIAL PROVISIONS 

YALE-HOLLY MULTIMODAL IMPROVEMENTS 
 
The Colorado Department of Transportation’s (CDOT) 2025 Standard Specifications for Road and Bridge 
Construction controls construction of this project. The following special provisions supplement or modify 
the Standard Specifications and take precedence over the Standard Specifications and plans.   
 

PROJECT SPECIAL PROVISIONS 

Description Date Page 

Index Pages June 13, 2024                        1-3 

Commencement And Completion Of Work (Working Or Calendar Day)  June 13, 2024 4 

Revision of Section 101 Definitions And Terms  June 13, 2024 5 

Revision of Section 102 Bidding Requirements And Conditions  June 13, 2024 6 

Revision of Section 104 Scope Of Work  June 13, 2024 7 

Revision of Section 106 Conformity To The Contract Of Hot Mix Asphalt  June 13, 2024 8 

Revision of Section 107 Legal Relations And Responsibility To Public  June 13, 2024 9 

Revision of Section 201 Clearing And Grubbing  June 13, 2024 13 

Revision of Section 202 Recycling And Reuse  June 13, 2024 14 

Revision of Section 202 Removal of Structures And Obstructions  June 13, 2024 15 

Revision of Section 202 Removal of Asphalt Mat (Planing)  June 13, 2024 19 

Revision of Section 202  Removal of Traffic Signal Equipment  June 13, 2024 22 

Revision of Section 202 Reclaimed Asphalt Pavement Millings  June 13, 2024 23 

Revision of Section 202 Removal of Pavement Marking  June 13, 2024 24 

Revision of Section 203 Excavation And Embankment  June 13, 2024 25 

Revision of Section 208  Erosion Control  June 13, 2024 26 

Revision of Section 210 Reset Structures  June 13, 2024 30 

Section 240 Protection of Migratory Birds Biological Work  
Performed By The Contractor’s Biologist  June 13, 2024 31 

Revision of Section 304 Aggregate Base Course  June 13, 2024 35 

Revision of Section 403 Hot Mix Asphalt  June 13, 2024 36 

Revision of Section 503 Drilled Shaft  June 13, 2024 39 

Revision of Section 504 Masonry Landscape Wall (Dry Stack)  June 13, 2024 41 

Revision of Section 522 Duplex Coating System  June 13, 2024 44 

Revision of Section 601 Cut Stone Veneer  June 13, 2024 50 

Revision of Section 603 Reinforced Concrete Pipe  June 13, 2024 59 

Revision of Section 604 Inlet Type 16 (Special)  June 13, 2024 60 

Revision of Section 608 Sidewalk Drain  June 13, 2024 61 

Revision of Section 609 Curb (Median) (Special)  June 13, 2024 62 

Revision of Section 610 Median Cover Material (4 Inch Patterned Concrete)  June 13, 2024 63 

Revision of Section 613 Lighting  June 13, 2024 64 

Revision of Section 613 Wiring  June 13, 2024 65 

Revision of Section 613 Electrical Conductor Identification  June 13, 2024 68 

Revision of Section 613 Luminaire (Led) (Special)  June 13, 2024 69 

Revision of Section 613 Service Meter Cabinet  June 13, 2024 70 

oconnell
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Revision of Section 614 Traffic Signal Installation Personnel Requirements  June 13, 2024 71 

Revision of Section 614 Led Pedestrian Signal Heads (Countdown)  June 13, 2024 72 

Revision of Section 614 Accessible Pedestrian Signal  June 13, 2024 73 

Revision of Section 614 Led Traffic Signal Heads  June 13, 2024 74 

Revision of Section 614 Traffic Signal Heads  June 13, 2024 77 

Revision of Section 614 Traffic Signal Controller Cabinet Base  June 13, 2024 78 

Revision of Section 614 Traffic Signal Controllers And Cabinets  June 13, 2024 79 

Revision of Section 614 Ethernet Managed Switch  June 13, 2024 88 

Revision of Section 614 Uninterrupted Power Supply System  June 13, 2024 90 

Revision of Section 614 Pedestrian Push Button Assembly  June 13, 2024 104 

Revision of Section 614 Pedestrian Push Button Post Assembly  June 13, 2024 106 

Revision of Section 614 Fire Preemption System  June 13, 2024 107 

Revision of Section 614 Intersection Detection System (Flir Camera)  June 13, 2024 113 

Revision of Section 614 Traffic Signal Poles  June 13, 2024 118 

Revision of Section 614 Telemetry (Field)  June 13, 2024 122 

Revision of Section 614 Fiber Optic Cable – General  June 13, 2024 126 

Revision of Section 614 Loose Tube Fiber Optic Cable  June 13, 2024 129 

Revision of Section 614 Test Fiber Optic Cable  June 13, 2024 139 

Revision of Section 625 Construction Surveying  June 13, 2024 146 

Revision of Section 626 Public Information Management (Tier III)  June 13, 2024 148 

Revision of Section 630 Construction Zone Traffic Control  June 13, 2024 153 

Revision of Section 630 Portable Message Sign Panel  June 13, 2024 155 

Revision of Section 715 Lighting And Electrical Materials  June 13, 2024 157 

Force Account Items  June 13, 2024 158 

Traffic Control Plan – General  June 13, 2024 159 

Utilities   June 13, 2024 165 

Appendix A: CDOT Standard Special Provisions 
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COLORADO DEPARTMENT OF TRANSPORTATION 
PROJECT SPECIAL PROVISIONS 

YALE-HOLLY MULTIMODAL IMPROVEMENTS 

CDOT STANDARD SPECIAL PROVISIONS 
  No. of 
Description Date Pages 

Revision of Section 207 – Topsoil (July 1, 2025) 9 

Revision of Section 212 – Soil Amendments, Seeding, and Sodding (July 1, 2025) 25 

Revision of Section 401 – Plant Mix Pavements – General (Subsection 401.17) (July 1, 2025) 4 

Revision of Section 601 – Pigment in Concrete (July 1, 2025) 1 

Revision of Section 614 - Galvanized Steel Poles (July 1, 2025) 1 

Revision of Section 614 – Rectangular Rapid Flashing Beacon (June 11, 2025) 4 

Revision of Section 627 – Pavement Marking Paint (July 1, 2025) 13 
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COMMENCEMENT AND COMPLETION OF WORK 
(WORKING OR CALENDAR DAY) 

June 13, 2024 
 
The Contractor shall commence work under the Contract on or before the 15th day following Contract 
execution or the 30th day following the date of award, whichever comes later, unless such time for 
beginning the work is changed by the Chief Engineer in the "Notice to Proceed."  The Contractor shall 
complete all work within 180 working days in accordance with the "Notice to Proceed." Notice to 
Proceed date, within this range, shall be based on agreement between the Contractor and County. 
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REVISION OF SECTION 101 
DEFINITIONS AND TERMS 

June 13, 2024 

Revise Section 101 of the Standard Specifications for this project as follows: 
 
Revise Subsection 101.02 by deleting and replacing or including the following definitions for 
this project as follows: 
 
CCD. City and County of Denver.  
 
CDOT Resident Engineer. Arapahoe County Project Manager or their designated representative.  
 
Contract. The written agreement between Arapahoe County and the Contractor setting the obligations 
of the parties for the performance of the work and basis of payment. 
 
Contract Modification Order. A written order issued to the Contractor by Arapahoe County covering 
contingencies, extra work, increases or decreases in contract quantities, and additions or alterations to 
the plans or specifications, within the scope of the Contract, and establishing the basis of payment and 
time adjustments for the work affected by the changes. The Contract Modification Order is the only 
method authorized for changing the Contract. Contract Modification Orders must be approved as 
established in subsection 105.14.  
 
Day. Where the word “day” is used without the reference “calendar” or “working” preceding it, it shall be 
interpreted as calendar day. 
 
Department. Arapahoe County, Colorado. 
 
Engineer. Arapahoe County Project Manager or their designated representative.  
 
Inspector. Arapahoe County Engineer’s authorized representative assigned to make detailed inspections 
of contract performance. 
 
Pre-Construction Conference. A meeting of Arapahoe County project personnel, Contractor project 
personnel and other stakeholders held prior to the beginning of construction at which topics pertinent to 
the successful completion of the work are discussed.  
 
Project Engineer. Arapahoe County Project Manager or their designated representative. 
 
Project Manager. Arapahoe County Project Manager or their designated representative.  
 
Region Transportation Direction. Arapahoe County Project Manager or their designated 
representative who is in direct charge of the Work and is responsible for the administration and satisfactory 
completion of the project under Contract.  
 
State. Arapahoe County, Colorado (where applicable) acting through its authorized representative.  

USACE. United States Army Corps of Engineers. 
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REVISION OF SECTION 102 
BIDDING REQUIREMENTS AND CONDITIONS 

June 13, 2024 
 
Revise Section 102 of the Standard Specifications for this project as follows: 
 
Subsection 102.05 shall include the following: 
 
After the proposals have been opened, the low responsible bidder may obtain electronic plans and 
special provisions from the Engineer consisting of the following: 
 
(a) DWG Files of the following: 

1. Alignments 
2. Design Base Files 
3. Existing Surface and Finished Grade 
4. Topography 
5. Right of Way 

 
Electronic data is available in AutoCAD Civil 3D formats (.dwg). These documents may be obtained by 
contacting the Project Engineer listed in the Notice to Bidders. Available 3D modeling data consists of 
survey files and design model files. 
 

The County does not warrant the supplemental (electronic) data and this information is not considered 
to be a part of the Contract. If Contractors use or modify the supplemental data in planning and 
prosecuting the work, it is used at their own risk, and Contractors are responsible for all conclusions, 
deductions, and inferences drawn from the original or modified supplemental data. 
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REVISION OF SECTION 104 
SCOPE OF WORK 

June 13, 2024 

 

Revise Section 104 of the Standard Specifications for this project as follows: 
 
Subsection 104.01 shall include the following: 
 
The “construction limits” for the Site are defined as follows: 

a) Yale Avenue from the existing bridge over the High Line Canal to the intersection with Locust 
Street within the limits of Arapahoe County and City and County of Denver Right of Way. 

b) Holly Street from the intersection with Yale Avenue to the curb returns of the intersection’s north 
end within the limits of Arapahoe County and City and County of Denver Right of Way. 

c) Holly Place from the intersection with Yale Avenue to the entrance of the Calvary Church of 
Denver within the limits of Arapahoe County and City and County of Denver Right of Way.  

 
Construction limits include intersections as necessary to complete the Work and placement of signage 
on streets and sidewalks to be used for construction detours as required. All Work shall occur within 
Arapahoe County and City and County of Denver Right-of-Way or within Permanent and Temporary 
Easements as shown in the plans.  
 
Impacts to existing landscaping, concrete, sidewalk, structures, sprinklers, curbs, gutters, topsoil, etc. 
that occur beyond the Right-of-Way shall be repaired by the Contractor at their own expense.  
 
Impacts to existing landscaping, concrete, sidewalk, structures, sprinklers, curbs, gutters, topsoil, etc. 
that occur within the Right-of-Way, but are not specifically designated to be removed or modified by the 
Contract Drawings or by the Engineer, shall be repaired by the Contractor at their own expense.  
 
Replace the third paragraph in Subsection 104.04 with the following: 
 

Portions of any public roadways that are not included in the Contract will be maintained by Arapahoe 
County or the City and County of Denver, as applicable. Snow removal within the contract work limits 
shall be the responsibility of the Contractor. The Contractor shall be responsible for maintaining all Work 
that is included in the Contract and maintaining approaches, crossings, intersections, and other features 
as may be necessary to accommodate traffic without direct compensation, except as provided in the 
Contract.  
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REVISION OF SECTION 106 
CONFORMITY TO THE CONTRACT OF HOT MIX ASPHALT 

June 13, 2024 
 
Revise Section 106 of the Standard Specifications for this project as follows: 
 
Subsection 106.05 shall include the following: 
 
For this project, Contractor process control testing of hot mix asphalt is mandatory. 
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REVISION OF SECTION 107 
LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC 

June 13, 2024 
 
Revise Section 107 of the Standard Specifications for this project as follows: 
 
Replace Subsection 107.02 (Permits, Licenses, and Taxes) with the following: 
 
Unless otherwise specified, the Contractor shall procure all permits and licenses; pay all charges, fees, 
and taxes, including permits procured for this project by others; and give all notices necessary and 
incidental to the due and lawful prosecution of the Work. The costs of these permits will not be paid 
separately but shall be included in the Work.  
 
Prior to beginning work, the Contractor shall furnish the Engineer with a written list of all permits 
required for the proper completion of the Contract. The list shall clearly identify the types of permits 
that must be obtained before work on any particular phase or phases of work can be started. Copies of 
the fully executed permits shall be furnished to the Engineer upon request. The Contractor shall obtain 
and comply with the provisions of all required permits and variances, including those listed below, at no 
additional cost to the project. Additional permits not specifically listed here may be required, and 
procurement of and compliance with such permits is the responsibility of the Contractor at no additional 
cost to the project.  
 

Permits, 
Clearances, Etc. 

Required  
By: 

Responsible 
Party 

Notes 

Section 404 USACE Owner / 
Contractor 

Permit not obtained nor required. Contractor to 
obtain permit if Contractor determines a permit is 
required to work within the High Line Canal based 
on means and methods. No permit or 
coordination with USACE was performed by the 
Owner.  

Tree Removal 
Permit 

CCD 
Forestry 

Contractor Tree removals within the City and County of 
Denver are not anticipated and have not been 
coordinated with Forestry. Contractor to Contact 
Office of the City Forester to obtain permit if any 
trees impacted within the City and County of 
Denver prior to removing or trimming trees. 

Floodplain 
Development Permit 

CCD Owner No Floodplain or Floodway within project limits. 
Permit not required. 

Grading, Erosion, 
and Sediment 
Control (GESC) 
Permit 

SEMSWA Owner / 
Contractor 

Permit obtained by the Owner and transferred to 
the Contractor after award. Contractor to modify 
as required based on the Contractor’s means and 
methods. Contractor shall comply with permit 
requirements.  
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REVISION OF SECTION 107 

LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC 
 

Permits, 
Clearances, Etc. 

Required  
By: 

Responsible 
Party 

Notes 

Colorado Discharge 
Permit System 
(CDPS) General 
Permit for 
Stormwater 
Discharges 
Associated with 
Construction Activity 

CDPHE Contractor Permit not required, as less than one acre 
disturbance. Contractor to obtain permit if 
required based on means and methods. 
Contractor shall comply with permit requirements. 

Municipal Separate 
Storm Sewer System 
(MS4) Permit 

Arapahoe 
County 

Contractor The Contractor shall be responsible for adhering 
to the Arapahoe County MS4 permit. 

CDPHE Construction 
Dewatering Permit 
(COG-08000) 

CDPHE Contractor Contractor to obtain permit if Contractor 
determines dewatering is required based on 
means and methods. Contractor shall comply with 
permit requirements. 

Air Pollution 
Emissions Notice 
(APEN) Permit 

CDPHE Contractor Contractor to obtain permit if required. 

Noise Variance CCD / 
Arapahoe 
County 

Contractor The Contractor shall be responsible for following 
noise ordinances throughout construction and 
obtaining a variance as needed during 
construction. See Revision to Subsection 107.06 
below for additional information. 

Revocable Street 
Occupancy Permits 

CCD Contractor These include the Method of Handling Traffic, 
which the Contractor is entirely responsible for 
creating, submitting, and obtaining the City’s 
approval on. Required for any and all traffic 
control within the City and County of Denver. 
Include CCD Project Manager information within 
all permit submittals. 

County Street Cut 
and ROW Use 
Permit 

Arapahoe 
County 

Contractor Include contact information for Arapahoe County 
Project Manager within permit submittal. 

Method of Handling 
Traffic (MHT) 

Arapahoe 
County 

Contractor The Contractor is responsible for submitting and 
obtaining approval of MHTs from Arapahoe 
County. 

 
All of the Contractor’s costs of whatsoever nature required to obtain and comply with the requirements 
of all permits, whether they are listed in this Section or not, shall be included in the Work, and no 
additional payment will be made.  
 
  

oconnell
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REVISION OF SECTION 107 

LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC 
 
Subsection 107.06 shall include the following: 
 
Contractors shall comply with the all state (CRS 25-12-103(1)) and local regulatory requirements 
regarding noise, including the Arapahoe County and City and County of Denver Noise Control Ordinance 
for all construction activities scheduled to occur between the hours of 7:00 p.m. and 7:00 a.m. Monday 
– Friday and 5:00 p.m. and 8:00 a.m. Saturday through Sunday if noise levels are expected to exceed 
50 dB(A) in residential areas or 60 dB(A) in commercial areas. Nighttime construction activities 
exceeding noise levels during these restricted hours may not be initiated without first obtaining this 
permit variance from Arapahoe County and CCD. The Contractor shall comply with the local regulation 
and ordinance that is more stringent. 
 
The Contractor shall research and comply with all County noise ordinances and any other restrictions 
applicable to nighttime construction activities. The Contractor shall coordinate with Arapahoe County 
and the Engineer for any noise exemption, variance, or approval as required. 
 
Arapahoe County Noise Ordinance: 
 
All requests for a noise variance and/or Engineer’s approval of night work shall be submitted a minimum 
of 40 days prior to commencement of the work, and shall include the following information:  
 
1. Requesting entity  

2. Contact person and phone number  

3. Specific location of the work  

4. Types of activities to occur  

5. Reason variance is being requested  

6. Equipment proposed to be used  

7. Start, end dates, and hours of proposed night work  

8. Total number of nights of work.  
 
The Contractor shall submit noise exemption requests to the Engineer for approval prior to sending to 
the jurisdictional authority. Nighttime construction activities with the potential to exceed applicable 
noise-level restrictions shall not begin until the jurisdictional authority and the Engineer have approved 
all required documentation and notifications.  
 
For the City and County of Denver, under any circumstances where nighttime construction activities will 
take place between the restrictive hours listed above where noise levels will exceed the noise impact 
thresholds, the Contractor is required to apply for a construction noise variance no less than one month 
before the startup date for construction. Note: the CCD board only meets the 2nd Thursday of every 
month. Applications shall be submitted through the Denver Department of Environmental Health (DEH) 
at an approximate cost of $25.00 for application processing.  
  
Exemption requests, permitting requirements, and other requirements of this specification will not be 
paid separately but shall be included in the Work.    
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REVISION OF SECTION 107 

LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC 
 
If the Contractor is ordered to cease operations due to violations of a noise ordinance as a result of 
equipment back up alarms, the Contractor shall take whatever actions are necessary to comply with the  
ordinance and resume Work on the Project. This includes the option of using an observer in lieu of using 
the equipment back up alarms as allowed by 29 CFR 1926.601(b) (4) (11) of the OSHA Safety and 
Health Standards. Should the Contractor fail to mitigate the noise ordinance violation, the Contractor 
shall be deemed to have waived any right to a claim as a result of Work suspension or being required to 
perform the Work at times not specified in the Contract. 
 
If the Contractor uses an observer in lieu of back up alarms, the Contractor shall follow all of the OSHA 
requirements regarding the use of observers. 
 
For night Work, there shall be sufficient light for the observer and the operator to see each other and 
the Work area clearly. Lighting shall conform to the requirements of 29 CFR 1926.56. 
 
The observer shall be positioned where the equipment operator and observer can see each other at all 
times. 
 
The observer shall be able to see the area behind the vehicle being backed so that the observer can 
signal the equipment operator and warn any person to stay clear of the danger area. 
 
The observer shall stay out of the back-up area. The equipment operator, observer and others in the 
immediate Work area shall be trained in the signals used.  
 
All costs related to the foregoing requirements shall be included in the original Contract Amounts for the 
Project.  
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REVISION OF SECTION 201 
CLEARING AND GRUBBING 

June 13, 2024 
 
Revise Section 201 of the Standard Specifications for this project as follows: 
 
Subsection 201.02 shall include the following: 
 
Removal of trees with less than a 6-inch diameter, when measured 24 inches above the existing grade, 
will not be measured and paid for separately. These tree removals will be included in the clearing and 
grubbing work. Prior to removing or trimming any trees within the City and County of Denver, the 
Contractor shall coordinate activities with the Office of the City Forester and obtain a permit as required. 
Permit and coordination with Forestry will not be measured and paid for separately but shall be included 
in the Work.  
 
Only trees identified on the removal plans shall be removed. All other trees shall be protected in place 
per the details in the plans throughout the duration of the project.  
 
Clearing and grubbing also includes removal of flowers, flower beds, irrigation, and other removals as 
required per the plans and as required to complete the work.  
 
Delete the second paragraph of Subsection 201.02, and replace with the following: 
 
Clearing and grubbing shall be within the limits of disturbance as identified in the plans.  
 
Delete sixth paragraph of Subsection 201.02, and replace with the following: 
 
No material or debris shall be disposed of within the project limits. Removed materials shall be disposed 
of off-site or if acceptable at a recycling center in accordance with Revision of Section 202 Recycling and 
Reuse. 
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REVISION OF SECTION 202 
RECYCLING AND REUSE 

June 13, 2024 
 
Revise Section 202 of the Standard Specifications for this project as follows: 
 
Subsection 202.01 shall include the following: 
 
This work consists of recycling or delivering items for reuse which are designated to be removed as a 
part of this project. Concrete, concrete with reinforcing, and asphalt items which are to be recycled shall 
be as follows: 

RECYCLED ITEM MATERIAL 

REMOVAL OF ASPHALT MAT ASPHALT 

REMOVAL OF CURB, GUTTERS & SIDEWALK CONCRETE WITH REINF. 

REMOVAL OF CONCRETE PAVEMENT CONCRETE 

Subsection 202.02 shall include the following: 
 
Concrete, concrete with reinforcing, and asphalt shall be recycled at the following location, or as 
approved by the Engineer: 

Oxford Recycling 
2400 West Oxford Avenue 
Englewood, CO 80110-4340 
(303) 762-1160  

Allied Recycled Aggregates 
7901 US-85 
Commerce City, CO 80022 
(303) 289-3366 
 

The Contractor shall maintain documentation of recycling deliveries and shall submit copies of 
documentation to the Engineer.  
 
Subsection 202.12 shall include the following: 
 
The cost for recycling, including delivery, fees, and all labor, shall not be paid for separately, but will be 
included in the cost of the removal items. The cost for delivery of reused items shall not be paid for 
separately but shall be included in the cost of the removal items. 
 
The Contractor shall submit certifications of delivery from the approved recycling locations, prior to 
partial or full payment of the specific pay item.   
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REVISION OF SECTION 202 
REMOVAL OF STRUCTURES AND OBSTRUCTIONS 

June 13, 2024 

Revise Section 202 of the Standard Specifications for this project as follows: 
 
Subsection 202.01 shall include the following: 
 
This work consists of the removal and disposal of curb, gutter, sidewalk, concrete pavement, asphalt, 
structure, pipe, valves, inlets, median cover, trees, brick pavers, and other existing infrastructure to the 
line and grade shown in the plans in accordance with these specifications.  
 
This work also consists of cleaning valves, inlets, and other existing infrastructure at the locations 
shown in the plans and in accordance with the Utilities Specifications.  
 
Subsection 202.02 shall include the following: 
 
Removal of Structure 
Removal of Structure is full removal and disposal of the concrete stairs at the location(s) shown in the 
plans, including any foundations and edging. Materials removed for this item shall be disposed of offsite. 
All removal limits next to concrete to remain shall be vertically sawcut unless otherwise shown in the 
plans. Concrete and any included reinforcing shall be recycled per Revision of Section 202 Recycle and 
Reuse. 

Removal of Tree 

Removal of Tree shall be full removal and disposal of tree(s) at the location shown in the plans, 
including stump and roots to a minimum of 3 feet below existing or finished grade, whichever is lower, 
and where stump and roots conflict with new construction. Removal of Trees shall only be trees 
identified in the plans to be removed unless otherwise approved by the Engineer in writing. All trees not 
identified in the plans to be removed shall be protected in place per details shown in the plans. 
 
Prior to beginning removal operations, the Contractor shall obtain any permits if required by the City 
and County of Denver and/or Arapahoe County. Once all directed clearing, trimming, and pruning is 
completed and accepted, no additional clearing, trimming, cutting, or pruning will be allowed unless 
approved, in writing, by the Engineer. 
 
This Work shall be done by the Contractor’s or subcontractor’s qualified tree surgeon and a member of 
the National Arborist Association. The firm's or individual's name and qualifications shall be submitted at 
the preconstruction conference for the Engineer's approval. A list of references and other clients shall be 
included with the qualifications statement.  A written description of Work methods and time schedules 
shall be submitted and approved in writing by the Engineer prior to Work commencing. 
 
Access for the removal or pruning of trees will be limited to right-of-way, permanent easement, and 
temporary easement areas. Trees shall be felled at the risk of the Contractor. Strict limits of disturbance 
as shown in the Plans shall be adhered to. 
 
Branches on trees or shrubs shall be removed as directed by the Engineer.  All trimming shall be done 
by skilled workmen.  All Work shall be done according to the following requirements:  

oconnell
Highlight
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REVISION OF SECTION 202 

REMOVAL OF STRUCTURES AND OBSTRUCTIONS 
 

a) Pruning shall be done with proper, sharp, clean tools in such a manner as to preserve the 
natural character of the tree. 

b) All final cuts shall leave no projections on or off the branch and shall not be cut so close as to 
eliminate the branch collar. 

c) To avoid bark stripping, all branches 50 mm (2 inches) in diameter and larger shall be cut using 
the 3-cut method. These branches shall be lowered to the ground by proper ropes. 

d) Tools used on trees known or found to be diseased, shall be disinfected with alcohol before they 
are used on other trees. 

e) Structural weaknesses, decayed trunk or branches, or split crotches shall be reported to the 
Engineer. 

f) When cutting back or topping trees, the Contractor shall use the drop-crotch method and avoid 
cutting back to small suckers. Smaller limbs and twigs shall be removed in such a manner so as 
to leave the foliage pattern evenly distributed. 

g) When reducing size (cut back or topping) not more than one-third of the total area shall be 
reduced at a single operation. 

h) Climbing spikes shall not be used on trees not scheduled for removal. 
 
Holes resulting from stump removals shall be backfilled with Aggregate Base Course (Class 6), 
Embankment Material, Structure Backfill (Class 1), or Structure Backfill (Class 2) as appropriate for site 
grading as detailed in the plans. Materials utilized to backfill stump holes shall not be measured and 
paid for separately but shall be included in the cost of the work. Chemicals which will harm future 
landscapes, above stumps, may not be applied to aid in stump removal. 
 
Removals shall become the property of the Contractor and disposed of outside of the project limits. 
 
Removal of Asphalt Mat 
 
Removal of Asphalt Mat shall be full removal and disposal of the existing asphalt to the limits shown in 
the plans. All removal limits next to asphalt to remain shall be vertically sawcut unless otherwise shown 
in the plans. Asphalt shall be recycled per Revision of Section 202 Recycle and Reuse Special Provisions. 
 
Removal of Fence 
 
Removal of fence shall be full removal and disposal of the existing fence to the limits shown in the 
plans, including foundations, wood fencing, wood gates and hardware, masonry columns, and any other 
components of the fence. If fence is on an existing retaining wall, the existing retaining wall shall be 
protected in place unless otherwise shown in the plans.  
 
Removal of Pedestrian Rail 
 
Removal of Pedestrian Rail shall be full removal and disposal of the existing railing to the limits shown in 
the plans, including foundations, and any other components of the railing. Railing shall be recycled per 
Revision of Section 202 Recycle and Reuse Special Provisions.  
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REVISION OF SECTION 202 

REMOVAL OF STRUCTURES AND OBSTRUCTIONS 
 
Subsection 202.07 shall be removed and replaced with the following: 
 
All concrete pavement, sidewalks, curb ramps, structures, inlets, manholes, curbs, gutters, median 
cover, wheel stop, brick pavers, and any other concrete elements designated for removal shall be 
disposed of offsite. Concrete pavement to be broken and left in place shall be broken so the largest 
fragment does not exceed 1 square yard in surface. All removal limits next to concrete to remain shall 
be vertically sawcut unless otherwise shown in the plans. Concrete, and any included reinforcing, shall 
be recycled per Revision of Section 202 Recycle and Reuse Special Provisions.  
 
Subsection 202.10 shall include the following: 
 
Valve Box designated in the Contract to be cleaned shall be cleaned by removing all sedimentation and 
debris using vacuum method from within the valve box and all appurtenant structures. 
 
Subsection 202.11 shall include the following: 
 
Removal of Structure, Tree, Inlet, Wheel Stop, Ground Sign, Sign Panel, Flashing Beacon and Clean 
Valve Box will be measured by each removed or cleaned, completed and accepted. 
 
Removal of trees smaller than 6 inches in diameter, as measured 24 inched above existing ground, will 
not be measured but shall be included in Item 201 Clearing and Grubbing, unless any of the trees were 
identified individually in the plans for removal.  
 
Removal of Pipe, Curb, Curb and Gutter, Curb, Gutter and Sidewalk, Pedestrian Rail, and Fence will be 
measured by the linear foot, completed and accepted. 
 
Removal of Median Cover, Sidewalk, Concrete Curb Ramp, Brick Paver, Concrete Pavement, and Asphalt 
Mat will be measured by the area in square yard, completed to the required depth, and accepted.  
 
Sawing concrete and asphalt mat will not be paid for separately but shall be included in the cost of the 
work.   
 
Subsection 202.12 shall include the following: 
 
The accepted quantities will be paid for at the contract unit price for the pay item listed below: 
 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Removal of Structure Each 
 Removal of Tree Each  

oconnell
Callout
Note if trimming shall be included in the work, or paid separately as Tree Trimming.
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REVISION OF SECTION 202 

REMOVAL OF STRUCTURES AND OBSTRUCTIONS 
 
 Pay Item Pay Unit 
 Removal of Inlet Each 
 Removal of Pipe Linear Foot 
 Removal of Median Cover Square Yard 
 Removal of Sidewalk Square Yard 
 Removal of Curb Linear Foot 
 Removal of Curb and Gutter Linear Foot 
 Removal of Curb, Gutter and Sidewalk Linear Foot 
 Removal of Wheel Stop Each 
 Removal of Concrete Curb Ramp Square Yard 
 Removal of Brick Pavers Square Yard 
 Removal of Concrete Pavement Square Yard 
 Removal of Asphalt Mat Square Yard 
 Removal of Pedestrian Rail Linear Foot 
 Removal of Ground Sign Each 
 Removal of Sign Panel Each 
 Removal of Flashing Beacon Each 
 Removal of Fence Linear Foot 
 Clean Valve Box Each 
 
Payment for items listed above shall be full compensation for all labor, tools, equipment, incidentals, 
permits, disposal, and all of the Contractor’s costs of whatsoever nature required to complete the Work. 
 
Excavation and backfill to complete removal operations as required by these specifications and the 
Standard Specifications will not be measured and paid for separately but shall be included in the Work. 
 
Unless otherwise specified in the Contract, the disposal of the asphalt mat or its use in other locations 
on the project will not be measured and paid for separately, but shall be included in the work. 
 
Haul for disposal shall not be measured and paid for separately but shall be included in the bid item. 
 
  

oconnell
Text Box
DADS disposal is mentioned in general notes, but not included anywhere in PSPs. If DADS is to be used, it should be set up by owner and tickets issued to contractor by inspector/PM. 
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REVISION OF SECTION 202 
REMOVAL OF ASPHALT MAT (PLANING) 

June 13, 2024 
 

Revise Section 202 of the Standard Specifications for this project as follows: 
 

Delete subsection 202.09, and replace it with the following: 
 

202.09 Removal of Asphalt Mat (Planing).  Before beginning planing operations, the Contractor 
shall submit a planing plan and a Process Control Plan (PCP) for approval by the Engineer. The planing 
plan shall include at a minimum: 
 
(1) The number, types and sizes of planers to be used. 
(2) The width and location of each planing pass. 
(3) The number and types of brooms to be used and their locations with respect to the planers. 
(4) The proposed method for planing and wedging around existing structures such as manholes, 

valve boxes, and inlets. 
(5) The longitudinal and transverse typical sections for tie-ins at the end of the day. 
(6) If requested by the Engineer, a plan sheet showing the milling passes. 
 
The PCP shall include as a minimum: 
 
(1) The schedule for replacing the cutting teeth. 
(2) The daily preventive maintenance schedule and checklist. 
(3) Proposed use of automatic grade controls. 
(4) The surface testing schedule for smoothness. 
(5) The process for filling distressed areas. 
(6) The schedule for testing macrotexture of the milled surface. 
(7) Corrective procedures if the milled surface does not meet the minimum macrotexture 

specification. 
(8) Corrective procedures if the milled surface does not meet the minimum transverse or 

longitudinal surface finish when measured with a 10 foot straightedge. 
 
The Contractor shall not start the planing operation until the hot mix asphalt (HMA) mix design has 
been approved by the Engineer. 
 
The existing pavement shall be milled to the cross-slope as shown on the plans and shall have a surface 
finish that does not vary longitudinally or transversely more than ⅜ inch from a 10 foot straightedge.  A 
10 foot straightedge shall be supplied by the Contractor.   
 
All milled surfaces shall be broomed with a pick-up broom, unless otherwise specified, before being 
opened to traffic.  A sufficient number of brooms shall be used immediately after planing to remove all 
milled material remaining in the roadway. 

 

If the Contractor fails to adequately clean the roadway, work shall cease until the Engineer has 
approved the Contractor’s revised written proposal to adequately clean the roadway. 
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REVISION OF SECTION 202 

REMOVAL OF ASPHALT MAT (PLANING) 
 

The milled surface shall have a macrotexture equal to or less than 0.170 inches for single-lift overlays 
and 0.215 inches for multiple-lift overlays as tested per CP 77. Milled surfaces that do not meet these 
criteria shall require corrective action per the PCP. The Contractor shall be responsible for testing the 
macrotexture of the milled surface at the location directed by the Engineer per CP 77 at a stratified 
random frequency of one test per 10,000 square yards or a minimum of once per workday.  
 
At the completion of each day’s work, longitudinal vertical edges greater than 1 inch shall be tapered.  
No transverse vertical edges will be allowed. Longitudinal milled surface tie-ins to existing pavement 
shall be tapered to not less than a 3:1 slope, transverse milled surface tie-ins to existing pavement shall 
be tapered to not less than a 50:1 slope. Transverse tapered joints may be tapered with the planing 
machine, a temporary asphalt ramp, or other methods approved by the Engineer. No longitudinal joint 
between the milled and existing surfaces shall fall between 1 to 5 feet of any lane line. 
 
If the transverse joint is tapered with a temporary asphalt ramp, the milled surface at the joint shall be 
constructed as a butt joint the full depth of the lift of asphalt to be placed on the milled surface.  The 
Contractor shall be responsible for maintaining this asphalt ramp until all corresponding HMA is placed.  
All work associated with this joint will not be paid for separately but shall be included in the cost of 
planing. 
 
If the transverse joint is tapered with a planing machine, a butt joint shall be cut into the taper the full 
depth of the lift of asphalt to be placed on the milled surface before commencement of resurfacing. All 
work associated with this joint will not be paid for separately but shall be included in the cost of planing. 
 
Other approved transverse joint tapers shall be maintained at the expense of the Contractor and, at a 
minimum, shall incorporate a butt joint the full depth of the lift of asphalt to be placed on the milled 
surface before commencement of resurfacing. 
 
Distressed or irregular areas identified in the planed surface by the Engineer shall be patched. 
 
The roadway shall be left in a safe and usable condition at the end of each workday.  The Contractor 
shall take appropriate measures to ensure that the milled surface does not trap or hold water.  All 
required pavement markings removed by the planing shall be restored before the roadway is opened to 
traffic. 

 

All milled surfaces to be overlaid with HMA shall be covered with new asphalt within 3 working days.  
 
All planing shall be completed full width and parallel to the travel lanes before resurfacing commences 
unless otherwise directed by the Engineer. 
 
All material generated by the planing operation shall become the property of the Contractor unless 
otherwise noted in the Contract. 
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REVISION OF SECTION 202 

REMOVAL OF ASPHALT MAT (PLANING) 
 

Each planer shall conform to the following: 
 
The planer shall have sufficient power, traction and stability to maintain an accurate depth of cut. The 
propulsion and guidance system of the planer shall be maintained in such condition that the planer may 
be operated to straight and true lines. 
 
The planer shall be capable of operating with automatic grade controls (contact or non-contact) on both 
sides of the machine using a 30 foot averaging system or other approved grade control systems. The 
use of such controls shall be described in the Contractor’s PCP. 
 
The planer shall be capable of picking up the removed material in a single operation. A self-loading 
conveyor shall be an integral part of the planer. Windrows will not be allowed. 

 

Subsection 202.12 shall include the following: 
 

Macrotexture testing, macrotexture corrective actions, planers, brooms, and all other work necessary to 
complete the item Removal of Asphalt Mat (Planing) will not be measured and paid for separately but 
shall be included in the work. 
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REVISION OF SECTION 202  
REMOVAL OF TRAFFIC SIGNAL EQUIPMENT 

 June 13, 2024 
 
Section 202 of the Standard Specifications is hereby revised for this project as follows: 
 
Subsection 202.03 shall include the following: 
 
The Contractor shall safeguard any salvageable materials designated by the Project Engineer and shall 
be responsible for the expense of repairing or replacing damaged or missing material until it is delivered 
to the maintaining jurisdiction. 
 
Designation of salvageable equipment and times for delivery of such items shall be coordinated the 
maintaining jurisdiction. 
 
Signal operations shall be maintained throughout construction. 
 
Subsection 202.04 shall include the following: 
 
Removal of the traffic signal equipment shall include signal poles, signal heads, luminaires, pedestal 
poles, footings, span wire cable, traffic signal controller and cabinet, pedestrian push buttons and poles, 
cabinet footings, all attachment hardware, all electrical and fiber components, cameras, lights, signs, 
and all incidental equipment, except as noted on the plans. All existing foundations and pull boxes shall 
be removed and back-filled. All wiring shall be removed from existing conduit, and the conduit shall be 
abandoned in place. 
 
All “Light Emitting Diode” (LED) signal lenses in existing signal faces shall be removed prior to the 
removal of the signal face. These LED lenses shall be protected from damage and delivered to the 
maintaining jurisdiction. This work shall be included in the cost of Removal of Traffic Signal Equipment 
and will not be paid for separately. 
 
Times for delivery to the maintenance yard shall be coordinated with the maintaining jurisdiction. 
 
Subsection 202.12 shall include the following: 
 
Pay Item  Pay Unit 
Removal of Traffic Signal Equipment  Lump Sum 
 
Payment for Removal of Traffic Signal Equipment includes all labor, equipment, disposal, and materials 
necessary to complete the work. 
  

oconnell
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Define removal of existing caissons. 2' below grade typical. Can also define in 503. 
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REVISION OF SECTION 202 
RECLAIMED ASPHALT PAVEMENT MILLINGS 

June 13, 2024 
 
Revise Section 202 of the Standard Specifications for this project as follows: 

 
Subsection 202.09 shall include the following: 
 
The Contractor shall take possession of all of the Reclaimed Asphalt Pavement (RAP) millings removed 
from the existing asphalt mat on this project. The County will retain zero (0) tons of RAP milling from 
the project. All RAP millings shall become the property of the Contractor and shall be disposed of at his 
expense outside the project limits. 
 
Subsection 202.12 shall include the following: 
 
Unless otherwise specified in the Contract, the disposal and hauling of the RAP millings to other 
locations or its use on the project or at other locations will not be measured and paid for separately but 
shall be included in the Work. 
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REVISION OF SECTION 202 
REMOVAL OF PAVEMENT MARKING 

June 13, 2024 
 

Section 202 of the Standard Specifications is hereby revised for this project as follows:  
 

Subsection 202.05 shall include the following: 

 
Pavement markings designated for removal and replacement shall be removed to a depth of 35 mils +/- 
5 mils. The contractor shall use gang stacked diamond tip blades or equivalent to create a smooth 
application surface to the satisfaction of the project engineer and have a vacuum machine on site to 
control dust paid for within the pay item. 
 
The contractor shall not perform any more removals than can be applied by the pavement marking 
truck during the same working day or working period.  
 
If a rain event occurs during removal and marking application, the contractor shall halt the removal 
operation and raised flexible pavement markers shall be placed at locations that have been removed but 
not marked while the pavement is drying prior to the marking application.  Marking application shall 
resume when pavement is dry and has had no moisture for a minimum of 24 hours.  Raised flexible 
pavement markers shall be installed with one marker at 40-foot centers. 
 
Grooves shall be clean, dry and free of laitance, oil, dirt, grease, paint or other foreign contaminants.  
The Contractor shall prevent traffic from traversing the grooves, and re-clean grooves, as necessary, 
prior to application of the epoxy pavement markings. 
 
Subsection 202.12 shall include the following:  
 
Pay Item Pay Unit 
Removal of Pavement Marking Square Foot  
 
The work to groove the asphalt or concrete and clean the grooving residual or debris will not be 
measured and paid for separately but shall be included in the work.  

Temporary markings will not be measured and paid for separately but shall be included in the work.  
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REVISION OF SECTION 203 
EXCAVATION AND EMBANKMENT 

June 13, 2024 
 
Revise Section 203 of the Standard Specifications for this project as follows: 

 
Subsection 203.03 shall include the following: 
 
Embankment material shall have a resilient modulus value (R-Value) equivalent or greater than 40. 
 
Subsection 203.11 (a) shall include the following: 
 
Excess soils shall be removed from the site and disposed of by the Contractor as part of Unclassified 
Excavation, unless there are areas where it can be utilized to flatten slopes within existing ROW or 
easements, as approved by the Engineer.  
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REVISION OF SECTION 208  
EROSION CONTROL 

June 13, 2024 
Revise Section 208 of the Standard Specifications for this project as follows: 
 
Subsection 208.01 shall include the following: 
 
The Grading, Erosion, and Sediment Control (GESC) Plan included in the Contract Documents shall 
serve as the minimum requirements for erosion control during construction. The Contractor shall 
have responsibility for providing adequate erosion control measures and water quality throughout 
the duration of the Project. If the GESC Plan does not provide adequate protection for 
management of stormwater within the project limits, the Contractor shall provide additional 
measures to obtain adequate protection.  
 
GESC plans will take precedence when the GESC plans, and the Standard Specifications differ. 
 
Replace Subsection 208.01, third paragraph, with the following: 
 
When a provision of Section 208, or an order by the Engineer, requires that an action be 
immediate or taken immediately, it shall be understood that the Contractor shall at once begin 
effecting completion of the action and pursue it to completion in a manner to the Engineer, and in 
accordance with GESC requirements.  
 
Subsection 208.02 shall include the following: 
 
Concrete Washout Area, Construction Fence, Curb Sock, Inlet Protection, Reinforced Rock Berm for 
Culvert Protection, Reinforced Silt Fence, Sediment Control Log, Stabilized Staging Area, and 
Vehicle Tracking Control shall meet the requirements as shown in the Arapahoe County "Grading, 
Erosion and Sediment Control (GESC) Manual". 
 
The Contractor shall be required to meet or exceed the minimum standards defined in the Grading, 
Erosion and Sediment Control Plans and the minimum requirements of the Arapahoe County 
"Grading, Erosion and Sediment Control (GESC) Manual".  
 
The Erosion Control Supervisor (ECS), also referred to as the GESC Manager, shall record the 
location of potential pollutants on the site map. Description of the potential pollutants shall be 
added to the GESC notebook and on the GESC Plan available on-site at all times. 
 
All Erosion Control Measures will be installed and maintained in conformance with the approved 
GESC Plans & Details and the Arapahoe County GESC Manual. Any deviation from these regulations 
is subject to approval by the Engineer and the County. 
 
The Contractor shall utilize the requirements of these specifications, the Arapahoe County GESC 
Criteria, and Section 216 of the CDOT Standard Specifications for Road and Bridge Construction for 
all other applications where soil retention blankets are needed. All erosion blankets will be installed 
per the Arapahoe County GESC Details or the manufacturer's installation instructions, whichever is 
more conservative. Improper installation of the erosion blankets will result in rejection of the Work 
and the blankets will be removed and replaced at the sole expense of the Contractor. 
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EROSION CONTROL 
 
Delete Subsection 208.02 (a) in its entirety for this project.  
 
Subsection 208.02 (f) and (h) shall include the following: 
 
Sediment Control Log. Sediment Control Logs shall meet the requirements as shown in the GESC 
Plans. 
 
Replace Table 208-9 in Subsection 208.02 (m) with the following: 
 
When the Project is located within the SEMSWA Boundary of the County, the Contractor shall 
replace the data in the Aggregate Size Table for vehicle tracking pad with the following: 

 

SEMSWA area 

Sieve Size Percent Passing 

100 mm (6 inch) 100 

75 mm (3 inch) 0-25 

50 mm (2 inch) 0-15 

19 mm (3/4 inch) 0-10 

 
Subsection 208.02 (n) shall include the following: 
 
Reinforced Rock Berm (RRB). Reinforced Rock Berms shall meet the requirements as shown in the 
GESC Plans. Flexible Growth Medium shall meet the requirements as shown in the GESC Plans.  
 
Subsection 208.03 shall include the following: 
 
Prior to construction, the Contractor shall implement the initial erosion control measures and 
schedule an initial BMP inspection with the County in accordance with the Arapahoe County GESC 
Manual requirements prior to any other disturbance. 
 
When additional BMPs are required and approved by the County, the Contractor shall implement 
the additional BMPs and they shall be recorded and described on a SWMP site map including 
marking the area of installation, date installed, dates maintained, etc. Additional BMPs will be 
measured and paid for in accordance with subsections 208.11 and 208.12. 
 
The Project is subject to inspections by CDPHE, Environmental Protection Agency (EPA), and 
SEMSWA at any time. If additional measures to prevent and control erosion, sediment, or 
pollutants are required, the Contractor will be notified by the County. If the Contractor does not 
implement measures in a timely manner, the Contractor will charged a fee for re-inspections and a 
stop Work order may be issued until the control measures are properly addressed.  
 
The Contractor is responsible for removal of temporary erosion control features as directed by the 
Engineer. The Contractor shall anticipate this removal work to occur after the minimum growth 
requirements are met. All sediment removal is incidental to this work. 

oconnell
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EROSION CONTROL 
 
Daily inspections of all erosion control items, and daily reports shall be completed under Erosion 
Control Management. The Contractor shall submit reports to the Engineer by Monday at 4:30 pm 
(or other time and day agreed to by the Contractor and Engineer) for the previous 7 calendar days.  
 
Inspections for the erosion control measures shall be made a minimum of every two weeks with 
the Engineer and the Contractor. When a deficiency report is issued by the Engineer, the 
Contractor shall address the repairs/replacement and additional erosion control measures within 
two days in preparation for re-inspection. In the event the repairs are incomplete a stop Work 
order may be issued until the control measures are properly addressed. 
 
Subsection 208.11 shall include the following: 
 
Pay items measured by the linear foot will be the actual linear feet installed and accepted. 
 
Pay items measured by each will be actual number of units installed and accepted. 
 
Subsection 208.12 shall include the following: 
 
Payment for Erosion Control items will be made under: 
 
 Pay Item Pay Unit 
 Subgrade Soil Preparation Square Yard  
 Erosion Control Management Day 
 Aggregate Bag Linear Foot 
 Pre-fabricated Concrete Washout Structure (Type 2) Each 
 Storm Drain Inlet Protection (Type I) Linear Foot 
 Storm Drain Inlet Protection (Type II) Linear Foot 
 Silt Fence Linear Foot 
 Vehicle Tracking Pad Each 
 
The Contractor shall include in the BID price for erosion control a minimum of all items shown on 
the GESC Plans and any additional items that may be needed to control erosion and water 
pollution. 
 
Payment for each BMP item will be full compensation for all Work and materials required to 
furnish, install, maintain, remove, and dispose of it. 
 
Routine maintenance of BMPs, including but not limited to, raking (refreshing) of Vehicle Tracking 
Control, replacement of any stakes (staples), realigning of Sediment Control Logs and realigning 
Inlet Protection, etc., will not be measured and paid for separately but shall be included in the unit 
bid prices for each of these items. 
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EROSION CONTROL 
 
After Final Acceptance, payment for monthly inspections, removal of temporary BMPs and re-
seeding and mulching will not be paid for separately but shall be included in the work. The 
Contractor is responsible for removal of temporary erosion control features as directed by the 
Engineer. The Contractor shall anticipate this removal work to likely occur after the minimum 
growth requirements are met. All sediment removal is incidental to this work. 
 
In the event the Contractor’s action or inaction cause the County to be in violation of any local, 
state, or federal permits that result in fines to the County, the Contractor shall be solely 
responsible for prompt payment of said fines in the time permitted by the agency that levies the 
fine. 
 
 
  

oconnell
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REVISION OF SECTION 210 
RESET STRUCTURES 

June 13, 2024 
 
Revise Section 210 of the Standard Specifications for this project as follows: 
 
Subsection 210.01 shall include the following: 
 
This work consists of the removing, storing, resetting, or adjusting structures and related materials 
including, but not limited to, valves, valve box, water meter, fire hydrant, tv cameras, radio 
communication antenna, ground sign, sign panels, and other items as identified in the plans.  
 
Subsection 210.02 shall include the following: 
 
Where indicated on the plans, existing infrastructure shall be carefully removed, stored as required, 
cleaned, adjusted, and reset. 
 
Any existing attachments shall be disposed of and replaced in-kind. 
 
See Utilities Special Provision for additional information on Utility items. 
 
Subsection 202.12 shall include the following: 
 
Reset Water Meter, Reset Fire Hydrant, Reset TV Cameras, Reset Radio Communication Antenna, Reset 
Ground Sign, Reset Sign Panel, and Adjust Valve box will be measured by each reset, completed and 
accepted.  
 
Subsection 202.12 shall include the following: 
 
The accepted quantities will be paid for at the contract unit price for the pay item listed below: 
 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Reset Water Meter Each 
 Reset Fire Hydrant Each 
 Reset TV Cameras Each 
 Reset Radio Communication Antenna Each 
 Reset Ground Sign Each 
 Reset Sign Panel Each 
 Adjust Valve Box Each 
 
Payment for items listed above shall be full compensation for all labor, tools, equipment, incidentals, 
permits, disposal, and all of the Contractor’s costs of whatsoever nature required to complete the Work. 
 
Excavation and backfill to complete reset operations as required by these specifications and the 
Standard Specifications will not be measured and paid for separately but shall be included in the Work. 
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SECTION 240 
PROTECTION OF MIGRATORY BIRDS 

BIOLOGICAL WORK PERFORMED BY THE CONTRACTOR’S BIOLOGIST 
June 13, 2024 

 
Add Section 240 to the Standard Specifications for this project as follows: 

DESCRIPTION 

240.01 This work consists of protecting migratory birds during construction.  

MATERIALS AND CONSTRUCTION REQUIREMENTS 

240.02 The Contractor shall schedule clearing and grubbing operations and work on structures to avoid 
taking (pursue, hunt, take, capture, or kill; attempt to take, capture, kill or possess) migratory birds 
protected by the Migratory Bird Treaty Act (MBTA). The Contractor shall retain a qualified wildlife biologist 
for this project. The wildlife biologist shall have a minimum of three years’ experience conducting 
migratory bird surveys and implementing the requirements of the MBTA. The Contractor shall submit 
documentation of the biologist's education and experience to the Engineer for acceptance.  A biologist 
with less experience may be used by the Contractor subject to the approval of the Engineer based on 
review of the biologist's qualifications.  

The wildlife biologist shall record the location of each protected nest, bird species, the protection method 
used, and the date installed. A copy of these records will be submitted to the Engineer.   

(A) Raptor Nest Survey. A wildlife biologist shall conduct raptor nest surveys within 0.5 mile of the 
construction site prior to the start of construction and prior to each construction phase. This survey 
can be done with binoculars or other optics. If construction activities are located within Colorado 
Parks and Wildlife (CPW) recommended buffer zone for specific raptors, "NO WORK" zones shall 
be established around active sites during construction according to the CPW standards or as 
recommended by the wildlife biologist in consultation with CPW. The "NO WORK" zone shall be 
marked with either fencing or signing. Work shall not proceed within a “NO WORK” zone until the 
wildlife biologist has determined that the young have fledged, or the nest is unoccupied.  
 

(B) Vegetation Removal.  When possible, vegetation shall be cleared before the time when active nests 
are present. Vegetation removal activities shall be timed to avoid the migratory bird breeding 
season which begins on April 1 and runs to August 31. All areas scheduled for clearing and 
grubbing between April 1 and August 31 shall first be surveyed within the work limits for active 
migratory bird nests. The Contractor's wildlife biologist shall also survey for active migratory bird 
nests within 50 feet outside work limits. Contractor personnel shall enter areas outside CDOT right 
of way only if a written, signed document granting permission to enter the property has been 
obtained from the property owner.  The Contractor shall document all denials of permission to 
enter property. The Contractor shall avoid all active migratory bird nests. The Contractor shall 
avoid the area within 50 feet of the active nests or the area within the distance recommended by 
the biologist until all nests within that area have become inactive.  Inactive nest removal and other 
necessary measures shall be incorporated into the work as follows: 
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SECTION 240 

PROTECTION OF MIGRATORY BIRDS 
BIOLOGICAL WORK PERFORMED BY THE CONTRACTOR’S BIOLOGIST 

 
1. Tree and Shrub Removal or Trimming.  Tree and shrub removal or trimming shall occur before 

April 1 or after August 31 if possible.  If tree and shrub removal or trimming will occur between 
April 1 and August 31, a survey for active nests shall be conducted by the wildlife biologist 
within the seven days immediately prior to the beginning of work in each area of tree and 
shrub removal or trimming.  The survey shall be conducted for each phase of any tree or shrub 
removal or trimming.  

If an active nest containing eggs or young birds is found, the tree or shrub containing the 
active nest shall remain undisturbed and protected until the nest becomes inactive. The nest 
shall be protected by placing fence (plastic) a minimum distance of 50 feet from each nest to 
be undisturbed. This buffer dimension may be changed if determined appropriate by the 
wildlife biologist and approved by the Engineer. Work shall not proceed within the fenced 
buffer area until the young have fledged or the nests have become inactive. 

If the fence is knocked down or destroyed by the Contractor, the Engineer will suspend the 
work, wholly or in part, until the fence is satisfactorily repaired at the Contractor’s expense. 
Time lost due to such suspension will not be considered a basis for adjustment of time charges 
but will be charged as contract time. 

2. Grasses and Other Vegetation Management.  Due to the potential for encountering ground 
nesting birds’ habitat, if work occurs between April 1 and August 31, the area shall be surveyed 
by a wildlife biologist within the seven days immediately prior to ground disturbing activities.  

The undisturbed ground cover to 50 feet beyond the planned disturbance, or to the right-of-
way line, whichever is less, shall be maintained at a height of 6 inches or less beginning April 
1 and continuing until August 31 or until the end of ground disturbance work, whichever comes 
first.  

If birds establish a nest within the survey area, an appropriate buffer of 50 feet will be 
established around the nest by the wildlife biologist.  This buffer dimension may be changed 
if determined appropriate by the wildlife biologist and approved by the Engineer.  The 
Contractor shall install fence (plastic) at the perimeter of the buffer.  Work shall not proceed 
within the buffer until the young have fledged or the nests have become inactive.  

If the fence is knocked down or destroyed by the Contractor, the Engineer will suspend the 
work, wholly or in part, until the fence is satisfactorily repaired at the Contractor’s expense.  
Time lost due to such suspension will not be considered a basis for adjustment of time charges 
but will be charged as contract time.   

(C) Work on Structures.  The Contractor shall prosecute work on structures in a manner that does not 
result in a taking of migratory birds protected by the Migratory Bird Treaty Act (MBTA).  The 
Contractor shall not prosecute the work on structures during the primary breeding season, April 1 
through August 31, unless he takes the following actions: 

1. The Contractor shall remove existing inactive nests prior to April 1.   
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2. During the time that the birds are trying to build or occupy their nests, between April 1 and 
August 31, the Contractor shall monitor the structures at least once every three days for any 
nesting activity.    

3. If the birds have started to build any nests, the nests shall be removed before they are 
completed.  Water shall not be used to remove the nests if nests are located within 50 feet of 
any surface waters.   

4. Installation of netting may be used to prevent nest building. The netting shall be monitored 
and repaired or replaced as needed.  Netting shall consist of a mesh with openings that are ¾ 
inch by ¾ inch or less. 

If an active nest becomes established, i.e., there are eggs or young in the nest, all work that 
could result in abandonment or destruction of the nest shall be avoided until the young have 
fledged or the nest is unoccupied as determined by the Contractor’s biologist and approved by 
the Engineer.  The Contractor shall prevent construction activity from displacing birds after they 
have laid their eggs and before the young have fledged.  

If the project continues into the following spring, this cycle shall be repeated.  When work on the 
structure is complete, the Contractor shall remove and properly dispose of netting used on the 
structure.  

(D) Taking of a Migratory Bird.  The taking of a migratory bird shall be reported to the Engineer.  The 
Contractor shall be responsible for all penalties levied by the U. S. Fish and Wildlife Service 
(USFWS) for the taking of a migratory bird. 

METHOD OF MEASUREMENT 

240.03 Wildlife Biologist will be measured by the actual authorized number of hours a wildlife biologist 
is on site performing the required tasks. 

Removal of nests will be measured by the actual number of man-hours spent removing inactive nests 
just before and during the breeding season, April 1 through August 31.  During this period, the 
Contractor shall submit to the Engineer each week for approval a list of the workers who removed nests 
and the number of hours each one spent removing nests. 

Netting is not anticipated to be required for this project. If Contractor’s means and methods require 
netting, it will not be measured and paid for separately, but shall be included in the Work.  

BASIS OF PAYMENT 

240.04 The accepted quantities measured as provided above will be paid for at the contract unit price 
for each of the pay items listed below that appear in the bid schedule. 

 Pay Item Pay Unit 
 Wildlife Biologist Hour 
 Removal of Nests Hour 
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Payment for Wildlife Biologist will be full compensation for all work and materials required to complete 
the item, including wildlife biologist, wildlife survey, and documentation (record of nest location and 
protection method). 

Payment for Removal of Nests will be full compensation for all work and material required to complete 
the work. 

Clearing and grubbing will be measured and paid for per Section 201.  Mowing will not be measured and 
paid for separately but shall be included in the Work. 

Removal and trimming of trees will be measured and paid for per Section 202. 

Fence (Plastic) will be measured and paid for per Section 607. 
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June 13, 2024 
 
Revise Section 304 of the Standard Specifications for this project as follows:  
 
Subsection 304.02 shal0l include the following:  
 
Materials for the subbase and base course shall be Aggregate Base Course (Class 6) as shown in 
subsection 703.03. 
 
The aggregate base course (Class 6) must meet the gradation requirements and have a resistance value 
of at least 78 when tested by the Hveem Stabilometer method.  
 
Reclaimed asphalt pavement (RAP), asphalt millings, or asphalt in any form whatsoever shall not be 
substituted for Aggregate Base Course (Class 6).  
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HOT MIX ASPHALT 

June 13, 2024 

Revise Section 403 of the Standard Specifications for this project as follows: 
 
Subsection 403.02 shall include the following: 
 
The design mix for hot mix asphalt shall conform to the following: 
 

TABLE 403-1 

Property 
Test 

Method 

Value For Grading 

SX (100) S (100)   (Patching) 

Air Voids, percent at: 
   N (design) 

CPL 5115 3.5 – 4.5 3.5 – 4.5  3.5 – 4.5 

Lab Compaction (Revolutions): 
  N (design) 

CPL 5115 100 100  100 

Stability, minimum  CPL 5106 30 30  30 

Aggregate Retained on the 4.75 mm 
(No. 4) Sieve for S, SX and SG, and 
on the 2.36mm (No. 8)  
Sieve for ST and SF with at least 2 
Mechanically Induced fractured 
faces, % minimum* 

CP 45 60 60  60 

Accelerated Moisture Susceptibility 
Tensile Strength Ratio (Lottman), 
minimum 

CPL 5109 
Method B 

80 80  80 

Minimum Dry Split Tensile Strength, 
kPa (psi) 

CPL 5109 
Method B 

205 (30) 205 (30)  205 (30) 

Grade of Asphalt Cement, Top Layer  PG 76-28   PG 76-28 

Grade of Asphalt Cement, Layers 
below Top 

  PG 64-22  PG 64-22 

Voids in the Mineral Aggregate 
(VMA) % minimum 

CP 48 
See Table 

403-2 
See Table 

403-2 
 

See Table 
403-2 

Voids Filled with Asphalt (VFA), % AI MS-2 65-75 65-75  65-75 

Dust to Asphalt Ratio 
   Fine Gradation 
   Coarse Gradation 

CP 50 
0.6 – 1.2 
0.8 – 1.6 

0.6 – 1.2 
0.8 – 1.6 

 
0.6 – 1.2 
0.8 – 1.6 

Note: AI MS-2 = Asphalt Institute Manual Series 2 
Note: Mixes with gradations having less than 40% passing the 4.75 mm (No. 4) sieve shall be 

approached with caution because of constructability problems. 
Note: Gradations for mixes with a nominal maximum aggregate size of one inch or larger are 

considered a coarse gradation if they pass below the maximum density line at the #4 screen. 
Gradations for mixes with a nominal maximum aggregate size of 3/4” to 3/8” are considered a 
coarse gradation if they pass below the maximum density line at the #8 screen. 

  Gradations for mixes with a nominal maximum aggregate size of #4 or smaller are considered 
a coarse gradation if they pass below the maximum density line at the #16 screen.  

*Fractured face requirements for SF may be waived by RME depending on project conditions. 
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All mix designs shall be run with a gyratory compaction angle of 1.25 degrees and properties must 
satisfy Table 403-1.  Form 43 will establish construction targets for Asphalt Cement and all mix 
properties at Air Voids up to 1.0 percent below the mix design optimum. CDOT will establish the 
production asphalt cement and volumetric targets based on the Contractor’s mix design and the 
relationships shown between the hot mix asphalt mixture volumetric properties and asphalt cement 
contents on the Form 429.  CDOT may select a different AC content other than the one shown at 
optimum on the Contractor’s mix design in order to establish the production targets as contained on the 
Form 43. Historically, Air Voids adjustments typically result in asphalt cement increases from 0.1 to 0.5 
percent. Contractors bidding the project should anticipate this change and factor it into their unit price 
bid.  
     Table 403-2 

Minimum Voids in the Mineral Aggregate (VMA) 

Nominal 
Maximum Size*, 

mm (inches) 
 

***Design Air Voids ** 

3.5% 4.0% 4.5% 5.0% 

37.5 (1½) 11.6 11.7 11.8 

N/A 

25.0 (1) 12.6 12.7 12.8 

19.0 (¾) 13.6 13.7 13.8 

12.5 (½) 14.6 14.7 14.8 

9.5 (⅜) 15.6 15.7 15.8 

4.75 (No. 4) 16.6 16.7 16.8 16.9 

*  The Nominal Maximum Size is defined as one sieve larger than the first sieve 
to retain more than 10%. 

** Interpolate specified VMA values for design air voids between those listed. 
*** Extrapolate specified VMA values for production air voids beyond those 

listed. 

 
The Contractor shall prepare a quality control plan outlining the steps taken to minimize segregation of 
HMA. This plan shall be submitted to the Engineer and approved prior to beginning the paving  
operations. When the Engineer determines that segregation is unacceptable, the paving shall stop, and 
the cause of segregation shall be corrected before paving operations will be allowed to resume. 
 
The Hot Mix Asphalt may contain a maximum of 20% reclaimed asphalt pavement (RAP). 
 
Hot mix asphalt for patching shall conform to the gradation requirements for Hot Mix Asphalt (Grading 
S). 
 
Acceptance samples shall be taken at the location specified in Method A of CP-41. 
  

oconnell
Callout
Will a Form 43 be required? This restricts the available mixes substantially.
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Subsection 403.03 shall include the following: 
 
The Contractor shall use an approved anti stripping additive. The amount of additive used shall be a 
minimum of 0.5 percent by weight of the asphalt cement. The additive shall be added at the refinery or 
at the hot plant.  If liquid anti stripping additive is added at the plant, an approved in line blender must 
be used.  The blender shall be in the line from the storage tank to the drier drum or pugmill.  The 
blender shall apply sufficient mixing action to thoroughly mix the asphalt cement and anti stripping 
additive. 
 
The Contractor shall construct the work such that all roadway pavement placed before the time paving 
operations end for the year, shall be completed to the full thickness required by the plans. The 
Contractor's Progress Schedule shall show the methods to be used to comply with this requirement. 
 
Delete subsection 403.05 and replace with the following: 
 
403.05 The accepted quantities of hot mix asphalt will be paid for per subsection 401.22, at the 
contract unit price per ton for the bituminous mixture. 
 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Hot Mix Asphalt (Grading SX) (100) (PG 76-28) Ton 
 Hot Mix Asphalt (Grading S) (100) (PG 64-22) Ton 
 Hot Mix Asphalt (Patching) (Asphalt) Square Yard 
 
Aggregate, asphalt recycling agent, asphalt cement, additives, hydrated lime, and all other work and 
materials necessary to complete each hot mix asphalt item will not be paid for separately but shall be 
included in the unit price bid.   When the pay item includes the PG binder grade, any change to the 
submitted mix design optimum asphalt cement content to establish production targets on the Form 43 
will not be measured and paid for separately but shall be included in the work.  No additional 
compensation will be considered or paid for any additional asphalt cement, plant modifications and 
additional personnel required to produce the HMA as a result in a change to the mix design asphalt 
cement content. 
 
Historically, typical asphalt cement increases reflected on the Form 43 are from 0.1 to 0.5 percent.  
However, the Contractor should anticipate the AC increases typical of his mixes. Contractors bidding the 
project should anticipate this change and factor it into their unit price bid.   
 
When the pay item does not include the PG binder grade, asphalt cement will be measured and paid for 
in accordance with Section 411. Asphalt cement used in Hot Mix Asphalt (Patching) will not be 
measured and paid for separately but shall be included in the work. 
 
Excavation, preparation, and tack coat of areas to be patched will not be measured and paid for 
separately but shall be included in the work.  
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Revise Section 503 of the Standard Specifications for this project as follows:  
 
Subsection 503.01 shall include the following:  
 
This work consists of installing foundations for new mast-arm style traffic signal-light poles, traffic signal 
poles with no mast arms, pedestal poles and flashing beacon poles.  All individual poles on this project 
will be owned by the City & County of Denver and installed by the Contractor.  Locations of all 
foundations shall be field-verified and approved by the Engineer prior to excavation.   
 
For each traffic signal-light pole with mast arm, work will occur in three steps: 1] Contractor will install a 
new foundation for the traffic signal-light pole in accordance with City & County of Denver standards; 2] 
Contractor will install the pole; and 3] Contractor will install the mast arm, luminaire arm and luminaire.   
 
For each pedestal pole and flashing beacon pole, work will occur in three stages: 1] Contractor will 
install a new foundation for the proposed pole in accordance with City & County of Denver standards; 2] 
Contractor will install the pole; and 3] Contractor will install traffic signal devices. 
 
Add Subsection 503.01(a):  
 
Drilling and vacuuming are considered acceptable means of excavation, however, given the location of 
the project and the anticipated age and density of existing utilities, it is believed that vacuuming may be 
the preferred construction method for the traffic signal and equipment foundation locations.  
 
Vacuumed Drilled Shaft 
This work consists of constructing traffic signal pole foundations using either a drill or a vacuum 
method. Use of a vacuum method in lieu of drilling at these locations shall be to protect existing utilities 
including but not limited to fiber optic, gas, and underground electric lines.  The traffic signal foundation 
holes will be excavated using a vacuum method in lieu of drilling; and the placing of reinforcing steel 
and concrete in the excavated holes shall be in accordance with these specifications, City standards, and 
in conformity with the lines and grades on the plans or established. 
 
Add Subsection 503.01(b):  
 
Materials and installation shall conform to the requirements of the City & County of Denver’s Traffic 
Signal Standard Details. 
 
Subsection 503.12 shall include the following:  
 
Vacuumed Drilled Shaft 
Drilled Shaft excavation shall be performed with a vacuum pothole machine to prevent drilling through 
existing utilities. 
 
  

oconnell
Text Box
Consider providing guidance on utilities should they be encountered while vacuuming. Can the pole move, can the utilities be cast in the caisson, etc. 
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Subsection 503.22 shall include the following:  
 
Regardless of installation method, foundations for traffic signal-light poles shall be measured and paid 
by the linear foot of drilled shaft installed and approved as Drilled Shaft. 
 
Contractor will furnish and install the poles, therefore base plates, anchor bolts, nuts and nut covers will 
be furnished and installed by the Contractor. 
 
Items also included in the unit price for the foundation include raking and/or plumbing of the poles after 
loading, and all required grouting.  All required coordination with XCEL Energy to accomplish the work 
and facilitate scheduling is included in the drilled shaft item and will not be measured and paid 
separately. 
 
Foundations for light poles with no mast arm are paid separately under Section 613 as Light Standard 
Foundation.  Note that each of these cases, vacuuming shall also be considered an acceptable method 
for foundation installation. 
 
Subsection 503.23 shall include the following:  
 
 Pay Item Pay Unit 
 Drilled Shaft (X In) Linear Foot 
 
The unit price for Drilled Shaft shall be full compensation for making all excavations; hauling and 
disposal of excavated material; performing all necessary pumping; furnishing and placing required 
concrete and reinforcement steel, including the reinforcement projecting above the tops of the drilled 
shafts necessary for splicing; all backfilling; removing casings; and for furnishing all tools, labor, 
equipment, and incidentals necessary to complete the work.  No extra payment will be made for casing 
left in place. 
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MASONRY LANDSCAPE WALL (DRY STACK) 

June 13, 2024 
 

Revise Section 504 of the Standard Specifications for this project as follows: 
 
Subsection 504.01 shall include following: 
 
This work consists of furnishing all materials and labor required for the design and construction of a low, 
dry stack gravity wall(s) at the locations and to the lines and grades shown on the plans. 
 
The Masonry Landscape Walls (Dry Stack) shall conform to the geometry defined in the plans, to the 
performance criteria related to settlement performance, and to the architectural requirements. Masonry 
Landscape Walls (Dry Stack) systems requirements: 
 

• External stability shall conform to the external stability design and global stability design 
according to the AASHTO LRFD Bridge Design Specifications, 9th Edition, using the Load and 
Resistance Factor Design (LRFD) method for Strength Limit States and Service Limit States; and 
 

• Internal stability shall conform to this Project Special Provision and the AASHTO LRFD Bridge 
Design Specifications, as described herein. Internal stability design must consider that external 
stability considerations may control the vertical depth of embedment. 

 
Internal stability, External stability and global stability shall be provided by the Landscape Wall supplier 
in conformance to these specifications. 
 
Subsection 504.02 shall include the following: 
 
(n) Masonry Landscape Walls (Dry Stack). Masonry Landscape Walls (Dry Stack) shall be referred to in 
these specifications shall consist of a concrete masonry unit (CMU) weighing at least 50 pounds but no 
more than 100 pounds. Units shall be interlocking with a back-drop tail component (or other connection 
to be approved in the shop drawings) which holds the units together as well as creates a natural batter 
to the wall. CMU blocks shall conform to the requirements of Subsection 704.03 and any mortar, if 
required, shall conform to requirements of Subsection 704.04. 
 
Delete Subsection 504.06 and replace with the following: 
 
Concrete Masonry Units. The concrete masonry units shall conform to the requirements in the plans, 
these specifications, and any architectural requirements, including the color, texture, dimensions and 
pattern.  
 
All units for the project shall be obtained from the same manufacturer.  
 
The block color shall be Light Brown, equivalent to Federal Standard 595C color number 20475. The 
textured surface shall be an Ashlar Stone or Chiseled Stone façade. The Contractor shall submit samples 
of colors and patterns for Approval prior to selection of wall units.  
 
Masonry Landscape Walls shall have a matching precast concrete cap stone.   
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Samples of cap stone and wall unit of all size and color proposed shall be submitted to the Engineer for 
Approval prior to placing order. All blocks and cap stones shall be inspected upon arrival to the job site.  
 
All concrete masonry units shall be sound and free of cracks or other defects that would interfere with 
the proper installation of the unit, impair the strength or performance of the constructed wall. CMU units 
to be used in exposed wall construction shall not exhibit chips or cracks in the exposed face. CMU units 
that exhibit cracks that are continuous through any solid element of the CMU unit shall not be 
incorporated in the work regardless of the width or length of the crack. 
 
Delete Subsection 504.14, Paragraph 3, Sentence 6 and replace with the following: 
 
Each compacted layer of backfill shall be in even increments up to 6 inches thick.  
 
Subsection 504.18 shall include the following: 
 
Masonry Landscape Walls shall be horizontal and level, sloped walls shall not be allowed. The base 
course units shall be placed over a concrete leveling pad, as shown in the plans, and shall have a 
minimum of 1 course of wall unit buried. Steps in leveling pad and bottom course as well as top course 
and cap shall be laid out in the field where necessary for grade changes. Vertical steps shall be spaced 
to average out vertical change in the top of wall for short distances. Cap Stone on Masonry Landscape 
Walls shall be adhered to top course using adhesive per the manufacturer’s recommendations.  
 
Drainage system behind walls shall be placed behind walls as shown in the plans. Geotextile shall be 
placed behind walls as shown in the plans. Geotextile shall be overlapped a minimum of 1 foot at all 
seam locations behind wall. 
 
The Contractor shall anticipated the need for cutting or splitting units at ends of walls and corners. Cap 
Stones shall be cut with a masonry wet saw to fit top of wall as needed. 
 
Subsection 504.20 shall include the following: 
 
Masonry Landscape Walls (Dry Stack) will not be measured for payment in the field, but will be paid for 
by the calculated quantities shown on the retaining wall plans. The Contractor's construction of a 
system that requires increased or decreased quantities of any of the components to complete the wall 
to the dimensions shown will not result in a change in pay quantities. Exceptions will be made when 
field changes are ordered or when it is determined that there are discrepancies on the plans in an 
amount of at least plus or minus five percent of the plan quantity. 
 
The Masonry Landscape Wall (Dry Stack) quantity is calculated for the square foot of wall front face 
area from Bottom of Wall (top of leveling pad) as shown on the plans to the Top of Wall. The square 
foot quantities computed for payment are the wall plan quantities based on the height measured at 20 
foot maximum intervals along the wall layout line. 
 
  

oconnell
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Subsection 504.21 shall include the following: 
 
The accepted quantity will be paid for at the contract unit price per unit of measurement for the pay 
items listed below: 
 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Masonry Landscape Wall (Dry Stack) Square Foot 
 
Payment will be full compensation for all work and materials required to construct the Masonry 
Landscape Wall (Dry Stack). Structure Excavation, Structure Backfill, Filter Material, Geotextile, Weep 
Holes, color samples, texture samples, block samples, cap samples, and Geotextile will not be measured 
and paid for separately but shall be included in the Work. 
 
Miscellaneous items, if required, such as grout, pins, shimming material, expansion joint material, 
concrete coating and drainage items will not be measured and paid for separately but shall be included 
in the Work. 
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REVISION OF SECTION 522 
DUPLEX COATING SYSTEM 

June 13, 2024 
 
Revise Section 522 of the Standard Specifications for this project as follows: 
 

DESCRIPTION 
 
522.01 This work consists of hot dip galvanizing and duplex coating steel structures as shown in the 
Contract. 
 

MATERIALS AND CONSTRUCTION REQUIREMENTS 
 
522.02 

(a) General. The Contractor shall provide, install, and repair if necessary, all steel items that are 
prepared and coated in conformance with this Section. All repair and replacement of the finished 
coating necessary for final acceptance shall be at the Contractor’s expense. 

Steel products to be galvanized and coated shall be cleaned of weld spatter and bevel finished at 
exposed corners, edges and points.  Areas having welds, cuts, bores, notches, or grooves shall 
also be beveled unless otherwise noted in the Contract or directed by the Engineer.  Bevel work 
shall produce a uniform, smooth finish for galvanizing.  Bevel size to be used is based on steel 
thickness and other criteria as follows: 

Steel Thickness/Type Bevel Size (Inches) 

Less than ½” thick 1/32” to 1/16” 

Over ½” thick 1/16” to 1/8” 

Bores, notches & grooves Root face of 1/32” to 1/16” 

Welds shall be cleaned and finished according to AWS standards. 

All coating measurements shall be taken with a Type 2 fixed probe Dry Film Thickness (DFT) 
gauge. The gauge shall be calibrated, and measurements shall be taken, according to the Society 
for Protective Coatings (SSPC) Standard PA-2. 

(b) Galvanizing. Galvanizing shall be done per the Contract requirements and AASHTO M 111 (ASTM 
A123) for the type of material being galvanized, except that items shall only be quenched with 
ambient air.    The poles and arms for traffic signals and signs shall be hot dipped galvanized 
inside and outside.  Chromate treatment of any type will not be permitted. Zinc-phosphate 
pretreatment or acrylic passivation pretreatments shall be as described in (d) below. 

The Contractor shall submit a certificate of compliance (COC), conforming to subsection 106.12, 
confirming that all materials meet or exceed the galvanizing requirements described herein. 

All galvanized surfaces shall be free from drips, slag or surface irregularities. 

Spot areas not requiring galvanizing shall be marked and cleanly patched with material that 
prevents galvanization but does not weaken the adjacent spelter coating.  Repair of patched 
areas shall be achieved by metallizing as described in (c) below. 
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Before galvanizing, the Contractor’s galvanizer shall notify the Engineer in writing that the 
galvanized order is chromate free and air quenched. Products not certified chromate free by the 
Contractor’s galvanizer shall be tested before galvanizing. The Contractor shall provide the 
Engineer with certification from an independent ASTM accredited laboratory listing all individual 
items that test chromate free. Testing shall comply with ASTM D-2092 Appendix X2.  Test results 
shall be provided to the Engineer before galvanizing. 

(c) Repair of Galvanized Products. Uncoated areas or damaged coating exceeding applicable 
specification limits shall be re-galvanized to meet the original specification requirements.  Cuts 
made after galvanizing shall be ground, beveled, and smoothed before repair.  Damaged 
galvanized areas shall be re-galvanized or metallized. 

Re-galvanizing shall conform to ASTM A-780, Annex A1. Metalizing shall conform to ASTM A-780, 
Annex A3, except that minor repair areas shall be cleaned according to SSPC method SP-3.  SSPC 
Method SP-2 may be used to clean difficult access areas. Thickness of the repair coat shall match 
adjacent galvanizing, as measured by a calibrated DFT gauge. 

Coating imperfections such as burring, runs or drips, high spots, heavy dross, or ash inclusion 
shall be removed and cleaned at the Contractor’s expense. Areas of re-work falling below zinc 
thickness limits shall be repaired at the Contractor’s expense. 

Printed Technical Data Sheets (PTDS) shall be provided to the Engineer for repair materials used. 

(d) Preparing Galvanized Surface for Coating. Products shall be inspected for shipping and handling 
damage before surface preparation begins. Damage shall be reported to the Contractor’s 
galvanizer and to the Engineer before repair. The Engineer will determine whether damaged 
items are to be repaired or replaced. Minor repair of galvanizing shall conform to (c) above and 
shall be at the Contractor’s expense. 

The Contractor shall prepare each surface to be coated so that it has a slightly roughened profile 
without removing over 1.0 mil of the galvanized coating. Minimum ASTM zinc thickness 
specifications shall still apply after preparation. 

Surfaces of fasteners to be coated shall be lightly brushed or sanded in a manner that will remove 
the least amount of zinc. 

Surfaces that become soiled after pretreatment shall be cleaned before coating by low pressure, 
mild detergent wash and rinse. Stained or oiled surfaces may also be mildly scrubbed with a soft 
bristle nylon brush. Stubborn stains may be mildly scrubbed with a mix of 1 - 2 percent ammonia 
solution and thoroughly rinsed. Wash and rinse pressure shall not exceed 100 psi at 185° F 
temperature. 

Surface preparation work shall be done according to one of the following methods: 

1. Zinc-Phosphate Pretreatment.  This treatment may be used only on new galvanizing less than 
48 hours of age. 

Items shall be immersed in a bath of acidic zinc-phosphate solution for 3 - 6 minutes, rinsed 
with clean water, and dried. The first epoxy coat shall be applied within 48 hours after 
immersion treatment.  



C14-027 Yale-Holly Multimodal Improvements Project December 2025 

46 

-3- 
REVISION OF SECTION 522 
DUPLEX COATING SYSTEM 

If treated items are shipped to a different coating facility they shall be rewashed, rinsed and 
dried to remove surface soiling.  The first epoxy coat must still be applied within 48 hours 
after immersion treatment. 

2. Acrylic Passivation Pretreatment.  This treatment may be used only on fresh hot galvanizing 
or new galvanizing less than 48 hours of age. Only chrome-free solutions shall be used, 
applied by a method that ensures complete coverage of all surfaces to be coated. The 
Contractor shall provide the Engineer with treatment dates for each item and the PTDS for the 
solutions used. 

The Contractor’s galvanizer may apply solution to fresh hot galvanizing that is less than 6 
hours of age, still clean, and dry and that has cooled to treatment application temperature 
guidelines. 

If newly galvanized items are shipped to another treatment facility they shall be washed, 
rinsed and dried to remove surface soiling.  The solution shall then be applied and cured 
according to the supplier’s instructions. 

Fully cured and treated items shall be rewashed, rinsed, and dried again just before coating.  
Items not coated within 100 days of treatment shall be abrasive blasted in conformance with 
subsection (d) 3. 

3. Abrasive Blasting. This treatment may be used on galvanized items of any age if beveling 
requirements as listed in the third and fourth paragraphs of subsection (a) have been met. 

The Contractor shall notify the Engineer in writing at least five working days before blasting 
begins. Zinc thickness shall be measured and recorded immediately after blasting and 
provided to the Engineer within 48 hours of blasting. Thickness limits and measurement 
frequency shall comply with the original applicable ASTM specification.  Blast operations shall 
reasonably conform to ASTM Standard Practice D-6386, Subsection 5.4.1 except for small 
areas falling below required zinc thickness. These areas shall be repaired per subsection (c). 
No single area shall exceed 2 inches at its largest width or 12 inches at its longest dimension. 
The total repair area shall not exceed 1 percent of the coatable surface of the item; if limits 
are exceeded or zinc thickness is below the specification requirement, the item shall be re-
galvanized in conformance with the original specification. 

The Contractor shall measure and record the size, location and repair method used for all 
repairs. This information shall be included on the report of thickness measurements. 

The first epoxy coat shall be applied within 24 hours of abrasive blasting. Items shall be 
cleaned free of blast debris before coating. Compressed air used to clean items shall be free 
of oil, residue, and other harmful contaminants. 

Thickness measurement is not required after surface preparation work has been completed. 
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(e) Coating and Paint Systems. Prepared items shall be coated with a two or three coat system 
described in this subsection. Alternative coating systems shall be pre-approved in writing by the 
Engineer. Manufacturer’s PTDS for each coating type shall state test values for ASTM 
requirements of this subsection. Before product use the coating supplier shall provide the PTDS 
and certify to the Engineer in writing that all furnished coating materials meet applicable 
requirements of this subsection. 

Faying surfaces shall not be painted unless written approval is given by the Engineer.  All shop 
fabrication, including welds and attachments, shall be completed before coating unless otherwise 
specified in the Contract or directed in writing by the Engineer. 

Inorganic zinc coatings shall not be used.  Combined DFT of all coats applied over the galvanizing 
shall range from 6.5 to 10 mils with a topcoat DFT of 3 mils minimum.  Dried color of the base 
coat and topcoat shall be visually contrasting.  Finished color shall not vary more than 4 ΔΕ*ab 
units from the specified color determined per ASTM D 2244. 

Volatile Organic Compound (VOC) levels shall not exceed 3.5 pounds per gallon for each applied 
coat.  Dry films shall contain less than 1 percent lead and other toxic heavy metals.  The zinc 
concentration of each epoxy coat shall not exceed 40 percent.  Topcoats shall have a semi-gloss 
value of 50-75. 

All coatings shall be able to withstand temperatures up to 180° F without sag, blister, or peel 
damage.  Topcoat formulation shall provide weathering, chemical, and ultraviolet (UV) resistance.  
All coatings shall meet the following ASTM requirements as amended: 

1. Corrosion Weathering. ASTM D-5894, minimum 6-cycles of exposure: 
Corrosion rating of 8 or higher according to ASTM D-1654. 
Blistering rating of 8 or higher according to ASTM D-714. 

2. Impact Resistance. ASTM D-2794, 30 day test: 
Epoxies – Minimum 40 inch-pounds 
All Topcoats – Minimum 90 inch-pounds 

3. Adhesion Testing. ASTM D-4541, 30 day test, Minimum 500 psi for either:  Method B - flat 
surface or Method E - curved surface. 

4. Abrasion Resistance. ASTM D-4060, 30 day test:  Maximum 90 mg loss after 1000 cycles with 
a CS10 or CS17 wheel. 

5. Flexibility. ASTM D-522, 30 day test - Method B:  Epoxies shall pass a 180 degree bend over a 
¾ inch mandrel.  All Topcoats shall pass a 180 degree bend over a 3/8 inch mandrel. 

Each coat shall be applied uniformly to provide an appearance free of laps, streaks, sags, drips, 
pinholes, and other discontinuities; all such defects shall be repaired before product shipment. 

The Contractor’s coater shall measure the DFT of each applied coat according to SSPC, Guide PA-
2, except that measurements shall be taken with a calibrated Type 2 fixed probe gauge.  
Thickness records shall be provided to the Engineer before project shipment.  The following two 
coating systems do not require pre-approval: 

  

oconnell
Count Measurement
Fixtures, Doors, Windows
1
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1. Powder Coating. The Contractor’s coater shall oven preheat the articles to abate out-gassing 
potential.  The Contractor’s coater shall use compatible materials and coating processes to 
obtain proper coat to coat adhesion. 

The epoxy powder base coat shall measure 2 to 6 mils DFT and be applied by electrostatic or 
airstatic spray.  The powder formulation shall be a non-hybrid epoxy of anti-gassing grade. 

The powder topcoat shall be electrostatic or airstatic spray applied and measure 3 to 6 mils 
DFT.  The powder formulation shall be a non-acrylic, high-build, aliphatic-based, enhanced 
polyester or urethane polyester of anti-gassing grade. 

2. Liquid Coating.  The Contractor’s coater shall apply coats by conventional or airless spray 
according to the supplier’s guidelines.  Minimal striping at difficult work areas is permissible.  
The Contractor’s Coater shall use proper work methods and compatible materials to obtain 
proper coat adhesion.  Thinning of paints shall be done according to the manufacturer’s 
instructions so that thinned products conform to the solids content and VOC limits of this 
subsection. 

The epoxy base coat shall measure 2 to 6 mils DFT.  Paint shall be a low-blush epoxy 
polyamide, or a low-blush cycloaliphatic bisphenol-A polyamine.  Minimum solids by weight of 
all epoxies used shall be 68 percent. 

The topcoat shall measure 3 to 6 mils DFT.  Paint shall be an aliphatic-based urethane 
polyester or aliphatic-based polyurea urethane.  Specially formulated aliphatic-based 
polyaspartic polyureas may also be used over compatible epoxy bases. 

(f) Repair of Coated Products. The Contractor shall repair damage from shipment, installation, field 
welding, or other activity during the construction. Damage shall be reported to the Engineer 
before repair. Repairs shall be as directed by the Engineer. 

Significant repair procedures require written submittal of a proposed repair process from the 
Contractor. The Engineer shall approve the proposal in writing before repairs begin.  Significant 
repairs are classified as: 

1. Any damaged area to the base coat material over 1 square inch 
2. Total repair areas exceeding 5 percent of the coating per item 
3. Any single topcoat repair area over 64 square inches 

Minor and touchup repair of topcoats shall be done as follows: 

A UV rated, aliphatic-based liquid topcoat paint shall be used. The paint shall be compatible with 
the existing topcoat material and closely match existing color. The paint shall meet the 
requirements of subsection (e). The paint supplier shall provide the Engineer with PTDS for the 
products used. 

Single areas smaller than 8 square inches requiring repair shall be scuffed with 220 grit 
sandpaper or equivalent scuff material. Larger areas up to 64 square inches may be cleaned 
according to SSPC, Method SP-2. All border areas at the undamaged topcoat shall be scuffed with 
220 grit material. 
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Cleaned, scuffed areas shall be bordered and coated by airless or conventional spray. Work areas 
shall be adequately shielded to contain errant spray. Fresh repair areas shall be protected as 
necessary during the initial cure. Repair thickness shall reasonably match the adjacent coating. 

The repair coat shall provide an appearance free of sags, runs, streaks, drips, pinholes, or other 
discontinuities.  Spray can paint repair shall not be used. 

(g) Conditions for Final Acceptance of Coating. Within six weeks immediately before final project 
acceptance, the Engineer and a representative of the City Bridge Department will conduct a final 
inspection of the coating. The Contractor’s Superintendent shall also attend the inspection. Before 
final project acceptance, the Contractor shall repair the following defects found during the 
inspection: 

1. Peeling on any portion of the coatings. 
2. Blistering on any portion of the coatings. 
3. Color fading below a 35 gloss rating, per ASTM D523. 
4. Mottling defects that exceed 3 percent of the topcoat surface. 
5. Visible cracking of the topcoat material. 
6. Visible rusting discoloration on the coating. 
7. Sag or other evidence of coating adhesion loss. 

MATERIALS AND CONSTRUCTION REQUIREMENTS 
 
Duplex Coating System will not be measured and paid for separately but shall be included in the Work. 
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June 13, 2024 
 
Section 601 of the Standard Specifications is hereby revised for this project to include the following: 
 

DESCRIPTION 
 
This work includes furnishing and installing a stone veneer found in the Western Rockies with the 
specific colors and dimensions to match the existing wall examples located at the northeast corner of 
Arapahoe Road and Yosemite Street, the south side of Arapahoe Road from Xanthia Street to Clinton 
Street, and through the Arapahoe Road/I-25 interchange in Greenwood Village, Colorado. The veneer 
shall be installed on Wall 2 and Wall 4.   
 

MATERIALS 
 
Materials for the cut stone veneer shall conform to the following: 
 
1. STONE 
A. Lyons sandstone conforming to ASTM C616, Class II, quartizitic sandstone: 

1. Cut stone 4-inches side (tolerance of 1-1/2 inches to ¾-inch) to allow for 1-inch to 2-1/2 inch 
average face projection. 
2. Height: Stones shall be substantially longer than high (length minimum 2 times the height). 
Stones to be 1 ½” high or greater. 
3. Length: Minimum of two times the height, maximum of 2’-6”. 
4. Color and pattern: Stone shall match the existing stone retaining walls at the northeast corner 
of Arapahoe Road and Yosemite Street, the south side of Arapahoe Road from Xanthia Street to 
Clinton Street, and through the Arapahoe Road/I-25 interchange in Greenwood Village, Colorado. 
Samples of the proposed stone shall be submitted to the Engineer for approval prior to ordering 
material. 

 
2. MORTAR MATERIALS 
A. Portland Cement:  ASTM C 150, Type I or II, except Type III may be used for cold-weather 
construction. Provide natural color, white, or a blend to produce mortar color indicated. 

1. Low-Alkali Cement: Portland cement shall contain no more than 0.60 percent total alkali when 
tested according to ASTM C 114. 

 
B. Hydrated Lime: ASTM C 207, Type S. 
 
C. Aggregate: ASTM C 144 and as indicated below: 

1. For joints narrower than 1/4 inch, use aggregate graded with 100 percent passing No. 16 
(1.18-mm) sieve. 
2. For pointing mortar, use aggregate graded with 100 percent passing No. 16 (1.18-mm) sieve. 
3. White-Mortar Aggregates: Natural, white sand or ground, white stone. 

 
D. Ready-Mixed Mortar: Cementitious materials, water, and aggregate complying with requirements 
specified in this subsection; combined with set-controlling admixtures to produce a ready-mixed mortar 
complying with ASTM C 1142.  
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E. Water: Potable. 
 
3. ADJUSTABLE STONE MASONRY-VENEER ANCHORS 
 
A. General: Where required, provide 2-piece assemblies allowing vertical or horizontal differential 
movement between veneer and concrete wall parallel to plane of wall but resisting tension and 
compression forces perpendicular to it and with the following structural performance characteristics: 

1. Structural Performance Characteristics: Capable of withstanding a 100-lbf load in either tension 
or compression without developing play or deforming more than 0.05 inch. 

 
B. Materials: Provide masonry-veneer anchors of the following materials and thicknesses, unless 
otherwise indicated: 

1. Stainless-Steel Wire: ASTM A 580, Type 304 or 316. 
a. Wire Diameter: 0.1875 inch (4.8 mm). 
2. Stainless-Steel Sheet: ASTM A 666, Type 304 or 316. 
a. Thickness: 0.0781 inch (2.0 mm). 

 
C. Screw-Attached, Masonry-Veneer Anchors: Units consisting of a wire-tie section and a metal- anchor 
section complying with the following requirements: 

1. Wire-Tie Shape: Triangular or rectangular. 
2. Wire-Tie Length: As required to extend to within 1-1/2 inches of face of stone masonry veneer. 
3. Anchor Section: Sheet metal plate with screw holes top and bottom and with raised, rib- 
stiffened strap stamped into center to provide a slot between strap and plate for connecting wire 
tie; of overall size indicated below: 
a. Plate and Strap Size: 1-1/4 inches wide for plate and 5/8 inch wide for strap, by lengths 
indicated below; slot clearance formed between face of plate and back of strap at maximum rib 
projection: 1/32 inch plus diameter of wire tie. 
1) Plate and Strap Lengths:  6 inches and 3-5/8 inches, with both sides of plate stiffened by ribs. 

 
4. MISCELLANEOUS MASONRY ACCESSORIES 
 
A. Compressible Filler: Premolded filler strips complying with ASTM D 1056, Type 2, Class A, Grade 1; 
compressible up to 35 percent; of width and thickness indicated; formulated from neoprene or 
urethane. 
 
B. Cavity Drainage Weep Vent System: 

1. Cavity Drainage Material: 1-inch thick, reticulated, nonabsorbent mesh, made from 
polyethylene strands and shaped to maintain drainage at weep holes without being clogged by 
mortar droppings. 
2. Weep Vent: 2.5 by 4.0 by 0.5 inch weep vent constructed of 200 denier 100 percent recycled 
polyester. 
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5. MASONRY CLEANERS 
 
A. Masonry Cleaner Solution: Proprietary blend of detergent-acidic cleaner for masonry surfaces. 
 
6. STONE FABRICATION 
 
A. General: Fabricate stone in sizes and shapes required to comply with requirements indicated, 
including details on Drawings. 
 
B. Cut stone to produce pieces of thickness, size, and shape indicated and to comply with fabrication 
and construction tolerances recommended by applicable stone association or, if none, by stone source, 
for faces, edges, beds, and backs. Clean sawn backs of stone to remove rust stains and iron particles. 
 
C. Dress joints (bed and vertical) straight and at right angle to face, unless otherwise indicated. 
 
D. Shape stone for type of masonry (pattern) indicated. 
 
E. Finish exposed faces and edges of stone to comply with requirements indicated for finish and to 
match approved samples and mockups. 
 
F. Carefully inspect stone units at quarry or fabrication plant for compliance with requirements for 
appearance, material, and fabrication. Replace defective units before shipment. 
 
7. MORTAR MIXES 
 
A. General: Comply with referenced standards and with manufacturers' written instructions for mix 
proportions, mixing equipment, mixer speeds, mixing containers, mixing time, and other procedures 
needed to produce mortar of uniform quality and with optimum performance characteristics. 

1. Do not use admixtures, including pigments, air-entraining agents, accelerators, retarders, 
water-repellent agents, antifreeze compounds, or other admixtures, unless otherwise indicated. Do 
not use calcium chloride. 
2. Mixing: Combine and thoroughly mix cementitious materials, water, and aggregates in a 
mechanical batch mixer, unless otherwise indicated. Discard mortar when it has reached initial set. 

 
B. Mortar for Stone Masonry Veneer: Comply with ASTM C 270, Proportion Specification, for types of 
mortar indicated below: 

1. Limit cementitious materials in mortar to portland cement and lime. 
2. Set stone with Type S mortar  

 
CONSTRUCTION REQUIREMENTS 

 
The Contractor shall construct the cut stone masonry veneer in accordance with the following: 
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1. SUBMITTALS 
 
A. Product Data: For each variety of stone, stone accessory, and other manufactured product specified. 

1. For stone varieties proposed for use on Project, include data on physical properties required by 
referenced ASTM standards. 

 
B. Stone Samples for Verification: Sets for each color, grade, finish, and variety of stone required. 
Include 2 or more Samples in each set showing the full range of variations expected in these 
characteristics. 
 
C. Qualification Data: For firms and persons specified in the "Quality Assurance" subsection to 
demonstrate their capabilities and experience. Include lists of completed projects with project names 
and addresses, names and addresses of architects and owners, and other information specified. 
 
2. QUALITY ASSURANCE 
 
A. Installer Qualifications: Engage an experienced installer who has completed stone masonry veneer 
similar in material, design, and extent to that indicated for this Project and with a record of successful 
in-service performance. 
 
B. Source Limitations for Stone: Obtain each variety of stone from a single quarry with resources to 
provide materials of consistent quality in appearance and physical properties without delaying the work. 
 
C. Source Limitations for Mortar and Grout Materials: Obtain mortar ingredients of uniform quality for 
each cementitious component from a single manufacturer and each aggregate from one source or 
producer. 
 
D. Mockups: Before installing stone masonry veneer, construct sample wall panels to verify selections 
made under Sample submittals and to demonstrate aesthetic effects and qualities of materials and 
execution. Build mockups to comply with the following requirements, using materials indicated for 
completed Work. 

1. Locate mockups in the locations indicated or, if not indicated, as directed by Engineer. 
2. Build mockups for each type of stone masonry veneer in sizes approximately 48 inches (1200 
mm) long by 48 inches (1200 mm) high by full thickness, including face and back- up, and as 
follows: 
3. Notify Engineer 7 days in advance of the dates and times when mockups will be constructed. 
4. Maintain mockups during construction in an undisturbed condition as a standard for judging the 
completed Work.  
a. Approval of mockups does not constitute approval of deviations from Contract Documents 
contained in mockups, unless such deviations are specifically approved by the Engineer in writing. 
b. When directed, demolish and remove mockups from Project site. 
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3. DELIVERY, STORAGE, AND HANDLING 
 
A. Deliver materials to Project site in undamaged condition. 
 
B. Store and handle stone and related materials to prevent deterioration or damage due to moisture, 
temperature changes, contaminants, corrosion, breaking, chipping, or other causes. 
 
C. Store cementitious materials off the ground, under cover, and in a dry location. 
 
D. Store aggregates, covered and in a dry location, where grading and other required characteristics can 
be maintained and contamination avoided. 
 
E. Store masonry accessories, including metal items, to prevent corrosion and accumulation of dirt and 
oil. 
 
4. PROJECT CONDITIONS 
 
A. Protection of Stone Masonry Veneer: During erection, cover tops of walls, projections, and sills with 
waterproof sheeting at the end of each day's work. Cover partially completed stone masonry veneer 
when construction is not in progress. 
 
B. Stain Prevention: Immediately remove grout, mortar, and soil to prevent them from staining the face 
of stone masonry veneer. 

1. Protect base of walls from rain-splashed mud and mortar splatter by coverings spread on the 
ground and over the wall surface. 
2. Protect sills, ledges, and projections from mortar droppings. 
3. Turn scaffold boards near the wall on edge at the end of each day to prevent rain from 
splashing mortar and dirt on completed stone masonry veneer. 

 
C. Cold-Weather Requirements: Do not use frozen materials or materials mixed or coated with ice or 
frost. Do not build on frozen subgrade or setting beds. Remove and replace stone masonry veneer 
damaged by frost or freezing conditions. Comply with the following requirements: 

1. Cold-Weather Construction:  When ambient temperature is within limits indicated, use the 
following procedures: 
a. 40 to 32 deg F: Heat mixing water or sand to produce mortar temperatures between 40 and 
120 deg F. 
b. 32 to 25 deg F: Heat mixing water and sand to produce mortar temperatures between 40 and 
120 deg F (4 and 49 deg C). Maintain mortar above freezing until used in masonry. 
c. 25 to 20 deg F: Heat mixing water and sand to produce mortar temperatures between 40 and 
120 deg F. Maintain mortar above freezing until used in masonry. Use heat on both sides of walls 
under construction. 
 d. 20 deg F and below: Heat mixing water and sand to produce mortar temperatures between 40 
and 120 deg F. Maintain mortar above freezing until used in masonry. Heat stone to 40 deg F.  
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Provide enclosures and use heat on both sides of walls under construction to maintain 
temperatures above 32 deg F within enclosures. 

 
2. Cold-Weather Protection: When mean daily temperature is within limits indicated, provide the 
following protection: 

a. 40 to 25 deg F: Cover masonry with weather-resistant membrane for 48 hours after 
construction. 
b. 25 to 20 deg F: Cover masonry with insulating blankets or provide enclosure and heat for 48 
hours after construction to prevent freezing. Use windbreaks when wind velocity exceeds 15 mph 
(25 km/h). 
c. 20 deg F and below: Provide enclosure and heat to maintain temperatures above 32 deg F 
within enclosure for 48 hours after construction. 

 
3. Cold-Weather Cleaning: Use liquid cleaning methods only when air temperature is 40 deg F and 
above and will remain so until stone masonry veneer has dried out, but not less than 7 days after 
completing cleaning. 
 
D. Hot-Weather Requirements: Protect stone masonry-veneer work when temperature and humidity 
conditions produce excessive evaporation of water from mortar. Provide artificial shade and wind breaks 
and use cooled materials as required. Do not apply mortar to substrates with temperatures of 100 deg F 
and above. 
 
5. EXAMINATION 
 
A. Examine surfaces to receive stone masonry veneer, with Installer present, for compliance with 
requirements for installation tolerances and other conditions affecting performance of stone masonry 
veneer. Do not proceed with installation until unsatisfactory conditions have been corrected. 
 
6. PREPARATION 
 
A. Advise installers of other work about specific requirements for placement of reinforcement, anchors, 
ties, flashing, and similar items to be built into stone masonry veneer. 
 
B. Protect stone masonry veneer during erection as follows: 

1. Cover tops of walls with nonstaining, waterproof sheeting at end of each day's work. 
Cover partially completed structures when work is not in progress. Extend cover a minimum of 24 
inches down both sides and hold securely in place. 
2. Prevent staining of stone from mortar, grout, sealants, and other sources. Immediately remove 
such materials without damaging stone. 
3. Protect base of walls from rain-splashed mud and mortar splatter by coverings spread on the 
ground and over the wall surface. 
4. Protect sills, ledges, and projections from mortar droppings.  
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C. Clean stone surfaces that have become dirty or stained by removing soil, stains, and foreign 
materials before setting. Clean stone by thoroughly scrubbing with fiber brushes and then drenching 
with clear water. Use only mild cleaning compounds that contain no caustic or harsh materials or 
abrasives. 
 
7. SETTING STONE MASONRY VENEER, GENERAL 
 
A. Execute stone masonry veneer by skilled masons experienced with the kind and form of stone and 
installation method indicated. 

1. Employ skilled stone fitters at the Project site to do necessary field cutting as stone is set. 
Use power saws to cut stone.   Produce lines cut straight and true, with edges eased slightly to 
prevent snipping. 

 
B. Set stone to comply with requirements indicated on the plans. Install anchors, supports, fasteners, 
and other attachments indicated or necessary to secure stone masonry veneer in place. Set stone 
accurately in locations indicated with edges and faces aligned according to established relationships and 
indicated tolerances. 
 
C. Stone Pattern and General Installation: 

1. Stones shall be set to match existing wall examples located at the northeast corner of 
Arapahoe Road and Yosemite Street, the south side of Arapahoe Road from Xanthia Street to 
Clinton Street and through the Arapahoe Road/I-25 interchange in Greenwood Village, Colorado – 
90 degree horizontal and vertical joints. 
2. Evenly mix stone size with larger stones at the base. 

 
D. Maintain uniform joint widths, except for variations due to stone size variations and minor variations 
required to maintain bond alignment, if any. Lay walls with joints of the following width. 

1. Joint Width: 1/4 to 3/8 inch. 
2. Mortar joints shall be raked to a depth of 1 inch from face of stone. 

 
E. Installation of Control and Expansion Joints. 

1. Locate vertical control, expansion, and isolation joints in stone masonry as shown on the plans 
or as specified herein. Joints shall be continuous through depth of the masonry work, unless 
otherwise detailed. 
2. Maintain control joint voids clear of mortar, grout, and debris. Rake out mortar in preparation 
for application of caulking and sealants. 
3. Control Joint Spacing: (If location of control joints is not shown) 
a. Masonry Veneer: Provide at least one control joint in each wall plane. 
b. Locate joints at points of natural weakness in supporting structure, at wall openings, and at 
control joints located in the floor slab when walls are supported on the slab. 
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8. CONSTRUCTION TOLERANCES 
 
A. Variation from Plumb: For vertical lines and surfaces, do not exceed 1/4 inch in 10 feet, 3/8 inch in 
20 feet, or 1/2 inch in 40 feet or more. For external corners, expansion joints, control joints, and other 
conspicuous lines, do not exceed 1/4 inch in 20 feet or 1/2 inch in 40 feet. 
 
B. Variation from Level: For bed joints and lines of exposed lintels, sills, parapets, horizontal grooves, 
and other conspicuous lines, do not exceed 1/4 inch in 20 feet or 1/2 inch in 40 feet. 
  
C. Variation of Linear Building Line:  For position shown in plan and related portion of walls, and 
partitions, do not exceed 1/2 inch in 20 feet or 3/4 inch in 40 feet. 
 
D. Measure variation from plumb, level, and position shown in plan as the variation of the average plane 
of the face of each stone from a plumb, level, or dimensioned plane. 
 
E. Variation in Mortar-Joint Thickness: Do not vary from joint size range indicated. 
 
9. INSTALLING ANCHORED STONE MASONRY VENEER 
 
A. Anchor masonry veneer with adjustable masonry-veneer anchors to comply with the following 
requirements: 

1. Embed tie section in mortar joints to within 1-1/2 inches of face. 
2. Space anchors as indicated, but not more than 18 inches on center vertically and 24 inches on 
center horizontally, with not less than 1 anchor for each 2 sq. ft. of wall area. Install additional 
anchors within 12 inches of openings and at intervals around perimeter not exceeding 12 inches. 

 
B. Anchor masonry veneer with metal ties to comply with the following requirements: 

1. Space ties as indicated, but not more than 16 inches on center vertically and 18 inches on 
center horizontally. Install additional ties within 12 inches of openings and at intervals around 
perimeter not exceeding 12 inches. 

 
10. ADJUSTING AND CLEANING 
 
A. Remove and replace stone masonry veneer of the following description: 

1. Broken, chipped, stained, or otherwise damaged stone. Stone may be repaired if the methods 
and results are approved by the Engineer. 
2. Defective joints. 
3. Stone masonry veneer and joints not matching approved samples and mockups. 
4. Stone masonry veneer not complying with other requirements indicated. 

 
B. Replace in a manner that result in stone masonry veneer's matching approved samples and mockups, 
complying with other requirements, and showing no evidence of replacement. 
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C. In-Progress Cleaning:  Clean stone masonry veneer as work progresses.  Remove mortar fins and 
smears before tooling joints. 
 
D. Final Cleaning: After mortar is thoroughly set and cured, clean stone masonry veneer as follows: 

1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes or 
chisels. 
2. Test cleaning methods on mockup; leave one-half of panel uncleaned for comparison purposes. 
Obtain the Engineer's approval of sample cleaning before proceeding with cleaning of masonry. 
 3. Protect adjacent stone and non-masonry surfaces from contact with cleaner by covering them 
with liquid strippable masking agent, polyethylene film, or waterproof masking tape. 
4. Wet wall surfaces with water before applying cleaners; remove cleaners promptly by rinsing 
thoroughly with clear water. 
5. Clean stone in accordance with manufacturer’s product data instructions. 

 
E. Protection: Provide final protection and maintain conditions, in a manner acceptable to manufacturer 
and Installer that ensure stone masonry veneer is without damage and deterioration at the time of 
Substantial Completion. 
 

METHOD OF MEASUREMENT 
 
Cut stone veneer will be measured by the number of square feet of one side of wall completed and 
accepted. 
 

BASIS OF PAYMENT 
 
Payment will be made under: 
   
Pay Item           Pay Unit                             
Cut Stone Veneer                    Square Foot 
 
Payment shall be full compensation for all materials, labor, equipment, incidentals, and testing 
necessary to furnish and install the Cut Stone Veneer in accordance with the plans and these 
specifications. 
 
Test panels will not be measured and paid for separately but shall be included in the work. 
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REVISION OF SECTION 603 
REINFORCED CONCRETE PIPE 

June 13, 2024 
 
Revise Section 603 of the Standard Specifications for this project as follows: 
 
Subsection 603.02 shall include the following: 
 
Reinforced concrete pipe shall be manufactured from concrete that meets the requirements for severity 
of sulfate exposure Class 2 specified in subsection 601.04. 
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REVISION OF SECTION 604 
INLET TYPE 16 (SPECIAL) 

June 13, 2024 
 
Revise Section 604 of the Standard Specifications for this project as follows: 
 

DESCRIPTION 

Subsection 604.01 shall include following: 
 
This work consists of the construction of Type 16 Inlets per these specifications and in conformity with 
the lines and grades shown on the plans or established. 
 

MATERIALS 

Subsection 604.02 shall include following: 
 
Inlet Type 16 (Single)(Special) shall be constructed of materials as shown in the City and County of 
Denver Wastewater Detail S-616V as shown in the plans. 
 
Grates for Inlet Type 16 (Single)(Special) shall be rated to hold and be safe for pedestrian and bicyclist 
use. Any grate installed that is not rated nor safe for pedestrians and bicyclists shall be removed and 
replaced at the Contractor’s expense. 
 

CONSTRUCTION REQUIREMENTS 

Subsection 604.04(c) shall include following: 
 
Inlet Type 16 (Single)(Special) shall be constructed with a round manhole base to facilitate pipe 
connection angles not possible with the City standard rectangular boxes. 
 

METHOD OF MEASUREMENT 

Subsection 604.06 shall include following: 
 
Inlet Type 16 (Single)(Special) will be measured by the number of complete, fabricated units installed, 
and accepted. 
 

BASIS OF PAYMENT 

Subsection 604.07 shall include the following: 
 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Inlet Type 16 (Single)(Special) Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
construct the inlet. 
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REVISION OF SECTION 608 
SIDEWALK DRAIN 

June 13, 2024 
 
Revise Section 608 of the Standard Specifications for this project as follows: 
 
Subsection 608.01 shall include the following: 
 
This work also consists of installing sidewalk drains as detailed in the plans. 
 
Subsection 608.05 shall include the following: 
 
Sidewalk drain will be measured by linear foot of drain installed and accepted. 
 
Subsection 608.06 shall include the following: 
 
 Pay Item Pay Unit 
 Sidewalk Drain Linear Foot 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
construct the drain. 
  

oconnell
Text Box
Consider including 608 portion for sidewalk/curb ramps due to utilization of CCD standard for ramps in lieu of CDOT specs. No specifics given on dome type preferred beyond what may be gleaned from standard provisions. Cure type for concrete not defined. Is ABC required under sidewalk?
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REVISION OF SECTION 609 
CURB (MEDIAN) (SPECIAL) 

June 13, 2024 
 
Revise Section 609 of the Standard Specifications for this project as follows: 
  
Subsection 609.03 shall include the following: 
  
The width of Curb (Median) (Special) shall be per plan.   
  
Subsection 609.07 shall include the following:   
  
 Pay Item Pay Unit 
 Curb (Median) (Special) Square Yard 
 
Payment for Curb (Median) (Special) shall be full compensation for all labor, tools, equipment, 
incidentals, permits, disposal, and all of the Contractor’s costs of whatsoever nature required to 
complete the Work. 
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REVISION OF SECTION 610 
MEDIAN COVER MATERIAL (4 INCH PATTERNED CONCRETE) 

June 13, 2024 

Revise Section 610 of the Standard Specifications for this project as follows: 
 
Subsection 610.02 shall be revised to include the following:  
 
Patterned concrete shall be colored concrete and meet the requirements of Section 601 with the 
exceptions: 
Field Compressive Strength, 28 days, psi 3000 
(Not a specification requirement)  
Cement Content, lbs/cu yd minimum 610 
Max. water/cement ratio, lbs water/lbs cement 0.55 
 and Entrapped Air, percent 5 to 8 
Slump, AASHTO T 119, inches 2 to 5 
 Aggregate, AASHTO M 43 Size 2.36 mm (No. 8) 
Fine Aggregate, AASHTO M 6, percent of the total aggregate 50 to 78 
   

An approved water reducing admixture shall be used in the mix.  
Median cover will be colorized concrete. Although not finalized, the below colors are the expected  
selection of colors for this project.  
Primary Color - Yellow Sand #23697  
Accent Color - Red #21302  
  
The coloring agent shall be either integral to the concrete mixture or applied by the dry shake method.  
Color shall be in accordance with table provided and samples shall be provided to CDOT and CCD for  
review, then approved by the Engineer prior to application. Colored wax curing membrane shall be as  
recommended by the supplier of the coloring agent.  
  
Subsection 610.03 shall be revised to include the following:  
(d) Concrete construction requirements shall conform to the requirements of subsection 608.03. Prior to  
final setting of concrete, an alternating pattern of 2 foot by 2 foot panels shall be troweled into the  
concrete surface, with brush strokes alternating in a direction perpendicular to that of adjacent panels.  
  

When the color is added by the dry shake method, the coloring agent shall be uniformly sifted  
over the plastic concrete. Curing shall include application of two coats of colored wax curing  
membrane. The first coat shall be applied within two hours of finishing. The second coat shall be  
applied between 10 and 20 days following the first application.  

 
Subsection 610.04 shall be revised to include the following:  
 
Median Cover Material (Concrete) will be measured by the square foot of surface placed and accepted. 
 
Subsection 610.05 shall be revised to include the following:  
 
Pay Item Pay Unit 
Median Cover Material (4 Inch Patterned Concrete)   Square Feet   
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REVISION OF SECTION 613 
LIGHTING 

June 13, 2024 
 
Revise Section 613 of the Standard Specifications for this project as follows: 
 
Delete the first paragraph of Subsection 613.01 and replace with the following: 
 
This work consists of furnishing and installing foundations, luminaires, light sources, conduit, cable, 
wiring, and incidental materials for traffic signal lighting and electrical systems per these specifications 
and in conformance with the details, lines, grades, and locations shown on the plans or established. 
 
Subsection 613.01 shall include the following: 
 
The lighting work at Yale & Jasmine shall be performed by Xcel Energy to relocate the existing light 
standards, luminaires, cable, and wire as necessary to facility the installation of an ADA curb ramp.  This 
contractor shall work with Xcel Energy to help facilitate this work. 
 
Delete subsection 613.02 (f), (i), (k)1., (k)3., (k)8., and (n). 
 
Delete the first paragraph of Subsection 613.04 and replace with the following: 
 
Concrete Foundation Pads shall be installed complete with grounding electrodes. Concrete Class D 
shall be used for foundation. All concrete shall meet the requirements of Section 601. 
 
Delete Subsection 613.05. 
 
Delete the first, second, and fourth paragraph of Subsection 613.06 and replace with the 
following: 
 
Luminaires on top of traffic signals shall be controlled by photocells installed on top of the light fixtures. 
 
Delete Subsection 613.10 and 613.11. 
 
Delete the second, fourth, seventh and eleventh sentences of Subsection 613.13. 
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REVISION OF SECTION 613 
WIRING 

June 13, 2024 
 
Revise Section 613 of the Standard Specifications for this project as follows: 
 
Subsection 613.01 shall include the following: 
 
This work furnishes and installs electrical wiring for new and modified traffic signals within the project 
limits.  Work also includes replacing any damaged field wires, or wires of insufficient length that are 
encountered on the project due to controller cabinet or device replacements or resets. 

Subsection 613.08 shall include the following: 

All new field wiring shall meet current City & County of Denver standards.  All work required to provide 
intersection wiring in accordance with National Electric Code (NEC) requirements is considered included 
in the unit price for this item. 
 
Intersection Wiring 
Contractor shall establish or re-establish all required wiring and/or wiring connections required for 
successful operation of the controller and cabinet assembly in accordance with the NEC.  This shall 
include all wiring and/or wiring connections between in-cabinet components as well as those between 
the cabinet and field equipment including but not limited to signal heads, push buttons, detectors, 
cameras and emergency vehicle preemption detectors.  
 
Separate feeds shall be provided for traffic signals and street lights. 
 
Conductors shall be permanently identified as to function.  Identification shall be placed on each 
conductor, or each group of conductors comprising a signal phase, in each pull box and near the end of 
terminated conductors.  Identification shall be by bands fastened to conductors in such a manner that 
they will not move along the conductor. 
 
Grounds and bonding wire, straps and electrodes shall conform to NEC Article 250.  Wiring and splices 
shall conform to applicable NEC Articles.  Wiring within cabinets, handholes and junction boxes shall be 
neatly arranged and shall be laced.  Conductors shall be stranded, tinned copper wire, rated at 600 volts 
and individually insulated with heat stabilized polyethylene.  Conductors and cables shall conform to 
International Municipal Signal Association (IMSA) Specification 19-1. 
 
Metallic cable sheaths, conduit, metal poles and pedestals shall be made mechanically and electrically 
secure to form a continuous system and shall be effectively grounded.  Bonding and grounding jumpers 
shall be bare copper wire or copper strap of the same cross-sectional area, No. 8 AWG, for all systems.  
Sheath for detectors shall be grounded in the controller cabinet only.  The other end of the sheath shall 
be taped and left ungrounded. 
 
A ground electrode shall be installed at each controller cabinet.  Each ground electrode shall be a one-
piece copper-weld rod of 5/8-inch diameter and eight (8) feet in length, driven to a depth of at least 8 
feet below the surface of the ground (flush with ground or top of cabinet base).  The ground terminal of 
each controller shall be connected to the ground rod with a No. 8 AWG bare copper wire with an 
approved ground rod clamp.  
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WIRING 
 
Splices shall be made in hand-holes or cabinets. No splices shall be allowed in pull boxes or conduits.  
Method shall be as approved by the City & County of Denver. 
 
Bonding of poles and pedestals shall be by means of connecting to the ground rod a bonding strap 
attached to the anchor bolt or a 3/16-inch or larger brass or bronze bolt installed in the lower portion of 
the shaft. 
 
Enough signal head conductors shall be provided to perform the functional operation of the signal.  
Additional conductors for electrical service or interconnect shall be as noted herein or in the plans.  
Signal head conductors shall conform to the red-yellow-green color sequencing with different colored 
tracers for each phase provided.  Three (3) spare conductors shall be provided throughout the signal 
head circuit.  All signal head conductors shall have individual terminal lugs for connection to terminal 
strips in the cabinet. 
 
When conductors and cables are pulled into conduit, ends of said cables and conductors shall be taped 
to exclude moisture and shall be so kept until splices are made or terminal appliances attached.  Ends of 
spare conductors shall be taped to exclude moisture.  Powdered soapstone, talc, or other approved 
lubricant shall be used in placing conductors in conduit. 
  
A ¼-inch nylon pull rope shall be installed in all new conduits and all existing conduits where a cable is 
added, or an existing cable is replaced.  At least 2 feet of pull rope shall be doubled back into the 
conduit at each termination. 
 
Five (5) feet of slack shall be left for each conductor at each support pole and two (2) feet of slack at 
each pull box containing cable connections. 
 
Multi-conductor cable shall be spliced and insulated to provide a watertight joint to prevent absorption 
of moisture by the cable. 
 
All required wiring shall be performed in a neat, workmanlike manner.  Wiring shall be routed to match 
existing cabinet wiring and fixed to existing cabling or the cabinet chassis using wire ties or other 
approved connectors.   
 
All new wiring shall conform to NEC, IMSA and City and County of Denver standards. 
 
Subsection 613.13 shall include the following: 
 
Labor and materials to provide traffic signal wiring on this project in accordance with this Project Special 
Provision shall be measured and reimbursed on a lump sum basis.  No additional reimbursement for 
wiring shall be made outside of this item. 
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WIRING 
 
Subsection 613.14 shall include the following: 
 
 Pay Item Pay Unit 
 Wiring Lump Sum 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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REVISION OF SECTION 613 
ELECTRICAL CONDUCTOR IDENTIFICATION 

June 13, 2024 
 
Revise Section 613 of the Standard Specifications for this project as follows: 
 
Subsection 613.08 shall include the following: 
 
All electrical conductors shall be tagged as follows: 
 
Electrical conductor cable tags shall be located below the termination in the base of the street light, in 
the pull box, in the pedestal, and at the point of termination to existing facilities of the Local Utility 
Company supplying electrical service.  The tags shall be attached with a cable tie.  The information 
written on the tag shall include the direction and approximate length of cable, feeds running from where 
and to where, etc. 
 
Each incoming conductor shall be individually color coded with one (1) tape mark, while outgoing 
conductors shall have two (2) tape marks. 
 
Example: 
 
 ---------------------------------  ---------------------------- 
 FEEDS TO PULL BOX    FEEDS FROM XFMR 
 50’ NORTH AND 75’ WEST   250’ SOUTH AND EAST 
 THEN TO HIGHWAY SIGN   200’ WEST 
 ----------------------------------  ----------------------------- 
 
Uniform tags are available in a Tag Kit.  The Tag Kit consists of 100 tags, 3-part yellow with one hole, 
100 black nylon ties, and one black permanent ink marker. 
 
Manufacturers    Catalog Number 
Uticom Systems, Inc. U5025Y1 
Or Approved Equal 
 
Subsection 613.13 shall include the following: 
 
Electrical conductor tagging will not be measured and paid separately but shall be considered included 
in the Work. 
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REVISION OF SECTION 613 
LUMINAIRE (LED) (Special) 

June 13, 2024 
 

Revise Section 613 of the Standard Specifications for this project as follows: 
 
Subsection 613.01 shall include the following: 
 
This work shall consist of furnishing and installing LED luminaires atop new traffic signal poles. 
 
Subsection 613.02 shall include the following: 
 
The Contractor shall furnish and install LED Street Light Luminaires at locations as shown on the plans. 
The LED Street Light Luminaire shall be 5300 Lumens, compatible or interchangeable with standard LED 
Street Light Luminaires currently stocked by the City and County of Denver. 
 
The current LED Street Light Luminaire compatible with that stocked by the City is as follows: 
 
Manufacturer     Catalog Numbers 
E-Lite Star      ESU-CA012M03042S-525CCD1-1 
 
The luminaire shall include a photo cell (S-T P124-1.5-PTW or equal).  Finish on the exterior luminaire 
housing shall be dark green in accordance with Federal Specification 14056. 
 
The Contractor shall submit a lighting materials list to the City and County of Denver for approval prior 
to ordering.  Contact Chris Lillie at 720-865-4066. 
 
Subsection 613.08 shall include the following: 
 
At least one grounding electrode shall be installed adjacent to each light standard.  Wiring shall be a 
120/240 volt or 120/208 volt, 3-wire system with individual luminaires wired for 120 volts. 
 
Subsection 613.13 shall include the following: 
 
Luminaire (LED) (Special) shall be measured and paid by the number of individual luminaires furnished, 
installed and accepted. 
 
Subsection 613.14 shall include the following: 
 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Luminaire (LED) (Special) Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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REVISION OF SECTION 613 
SERVICE METER CABINET 

June 13, 2024 
 

Revise Section 613 of the Standard Specifications for this project as follows: 
 
Subsection 613.09 shall include the following: 
 
New traffic signal installations require an electrical meter pedestal cabinet and base for the new traffic 
signal.  Xcel Energy will furnish only the electric meter. The Contractor shall furnish the electric meter 
pedestal cabinet and shall install the pedestal cabinet and base. Work shall be accomplished by a 
licensed journeyman at the locations shown in the plans and in accordance with the City & County of 
Denver’s Standard Drawings 16.1.19 and 16.1.20. 
 
Subsection 613.13 shall include the following: 
 
Work will be measured and paid as Service Meter Cabinet. 
 
Service Meter Cabinet will be measured by the number of locations such work is provided.  All 
installation shall be in accordance with this Special Provision, City Standards and City Standard 
Drawings, and as directed by the Engineer or the Engineer’s Designee.  The installation shall include all 
required groundwork, sweeps, pull cord, copper tracer wire, adapters, fittings, splice couplings, conduit 
plugs, equipment, labor, and all other items necessary to complete the Work. 
 
All required coordination between the Contractor, the City & County of Denver and XCEL Energy that 
may be required to facilitate the installation shall be considered included in the unit cost for this item 
and will not be measured and paid separately. 
 
Contractor shall submit a materials list and materials specifications to the Engineer for approval prior to 
ordering any equipment or materials. 
 
Subsection 613.14 shall include the following: 
 
 Pay Item Pay Unit 
 Service Meter Cabinet Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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REVISION OF SECTION 614 
TRAFFIC SIGNAL INSTALLATION PERSONNEL REQUIREMENTS 

June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.09 shall include the following: 
 
The Contractor shall adhere to the following requirements regarding Traffic Signal construction and 
maintenance personnel. Current Certificates showing qualifications shall be submitted at the pre-
construction meeting. 
 
(1) For any work inside the traffic signal cabinet, Signal and Signal Bench Technician shall be minimum 

IMSA Level II certified. This includes the completion of training in construction, corrective 
maintenance, and signal turn-on. 
 

(2) For all work external to the signal cabinet, a minimum IMSA Level I Traffic Signal Field 
Technician/Electrician or Traffic Signal Bench Technician/Signal Technician is required. An IMSA 
Level II Traffic Signal Electrician shall always be on the job site when signalization work is taking 
place to ensure proper construction. A maximum ratio of four IMSA Level I to one IMSA Level II will 
be allowed for work external to the signal cabinet. 

 
The United States Department of Labor – Bureau of Apprenticeship and Training may be substituted for 
the IMSA Level I Traffic Signal Electrician requirement. 
 
Subsection 614.14 shall include the following: 
 
The above requirements will not be measured and paid for separately, but shall be included in the 
Work.  
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REVISION OF SECTION 614 
LED PEDESTRIAN SIGNAL HEADS (COUNTDOWN) 

June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
This work provides for furnishing and installation of Light Emitting Diode (LED) Pedestrian Signal Heads 
with countdown timers as shown in the Contract. 
 
Subsection 614.08(i) shall include the following: 
 
Pedestrian signal heads with countdown timers shall meet the following requirements: 
 

i. The dimensions of the signal housing and the LED symbols, as well as moisture and dust 
resistance requirements, shall be in accordance with the current ITE PTCSI Standards. 

ii. Signal housing shall be aluminum, painted dark green in accordance with Federal Specification 
14056 and “Clamshell” Mounted. 

iii. The signal shall have user-selectable modes for countdown for walk-cycle only, pedestrian cycle 
only, or both walk and pedestrian clearance. 

iv. The countdown module shall have an internal conflict monitor to prevent any possible conflicts 
between the Hand/Person signal indications and the time display.  The display shall not count 
down during a Solid hand indication. 

v. LED symbols shall be solid icons and shall provide uniform light dispersion such that the “pixel” 
effect is minimized.  Lettered or outlined symbol styles shall not be permitted. 

vi. The Hand/Person configuration shall provide clear and distinct lamination where either symbol is in 
use. 

vii. The LED module shall be rated for use in an ambient temperature range of -40° to +165° 
Fahrenheit. 

viii. The signal shall meet NEMA Standard TS2 for voltage surge protection and shall have an 
automatic reset in case of a power outage. 

 
Subsection 614.13 shall include the following: 
 
LED Pedestrian Signal Heads (Countdown) will be measured and paid by the number of units that are 
installed and accepted. 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Pedestrian Signal Face (16) (Countdown) Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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REVISION OF SECTION 614 
ACCESSIBLE PEDESTRIAN SIGNAL 

June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
This work provides for furnishing and installation of an audible (accessible) pedestrian signal at the 
intersection of Yale Avenue and Holly Street/Place. 
 
Subsection 614.08(f) shall include the following: 
 
All audible pedestrian equipment shall be of like make and model to similar installations currently in 
place in the City & County of Denver.  Submit product information for the proposed equipment to the 
Engineer for approval prior to ordering new hardware. 
 
Subsection 614.14 shall include the following: 
 
The above requirements will not be measured and paid for separately, but shall be included in the 
Work. 
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REVISION OF SECTION 614 
LED TRAFFIC SIGNAL HEADS 

June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.08(i) shall include the following: 
 
Light Emitting Diode (LED) signal lenses shall be installed in all Red, Yellow and Green signal displays.  
The LED signal lenses for the 12” and 8” circular balls and 12” circular arrows are hereby added to the 
Standard Specifications and shall comply with the following requirements. 
 
A. Manufacturer Requirements and Approvals: 

i. Manufacturers supplying products to this specification shall have a minimum of 13 years’ 
experience manufacturing LED traffic signals with high flux LEDs used in North American. 

ii. Manufacturers supplying products to this specification must be a registered participant and have 
the unique long-life module part numbers to be provided certified and listed on the Intertek-ETL 
LED Traffic Signal Modules Certification Program approved products website prior to bid opening. 

iii. Manufacturers supplying products to this specification shall manufacture and assemble products on 
an Intertek-ETL audited line located in the United States. 

iv.  Unique part number shall be listed on manufacturers label proving differences between standard 
modules and long-life modules. 

v. If requested, documentation shall be provided by the manufacturer demonstrating changes made 
to their standard product that allows for ITE specification compliance over 15-year warranty 
period. 

 
B. Physical and Mechanical Requirements – General 

i. Tinted or Non-Tinted Lens.  Unless designated otherwise the standard lens color shall be tinted 
with a color meeting the colors required in paragraph 4.2 of the ITE Specification.  The products 
shall be available with non-tinted lenses as an option. 

ii. LED module shall utilize high-flux LEDs rated at 1 watt or higher and have an incandescent, non-
pixilated appearance when illuminated.  The use of low power LEDS, for example 5mm LEDs, is 
not permitted in the design and production of long-life arrow products. 

iii. The external lens shall have a smooth outer surface to prevent the build-up of dirt/dust and shall 
be designed to minimize the potential for sun phantom signals. 

iv. All LEDs used to illuminate circular signal modules shall be LEDs that have been manufactured 
using materials with industry acceptance as being suitable for use in outdoor applications.  At no 
time is the use of LEDs that utilize AIGaAs technology acceptable. 

v. The thermal management system used in the traffic ball must be self-contained and internal to the 
traffic module.  At no time shall the thermal management system used for the power supply or 
LEDs form any part of the external surface of the LED module. 

vi. All plastic components shall be molded and assembled in the United States.  This includes back 
housing, spreading lens and front lens.  Certificate of manufacturing location must be available 
and supplied at time of bid requested. 

vii. Lenses shall be hard coated in the United States.  Certificate of manufacturing location must be 
available and supplied at time of bid if requested.  Reflectors shall be metalized in the USA. 
Certificate of manufacturing location must be available and supplied at time of bid requested. 
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C. Module Identification. 
In addition to the required ITE labeling, all modules must be delivered with an ETL Verification label.  
This label designates compliance and listing with the Intertek-ETL Traffic Signal Certification 
Program. 
 

D. Electrical – General  
i. The following color scheme shall be used for all module AC power leads: White for common, Red 

for the red ball signal, Yellow for the yellow ball signal and Brown for the green ball signal. 
ii. The AC power leads shall exit the module via a rubber-grommet strain relief and shall be 

terminated with insulated female quick connect terminals with spade/tab adaptors.  The leads shall 
be separated at the point at which they leave the module. 

iii. All external wiring used in the LED traffic signal module shall be anti-capillary type wire to prevent 
the wicking of moisture to the interior of the module. 

iv. LED module and power supply shall be designed for ITE-compliance over a 15-year life. 
v. To minimize the temperature exposure of the power supply, all power supplies shall be located at 

the bottom of the module when the arrow is facing left. 
vi. For additional protection from moisture, all power supplies shall be conformally coated for 

additional protection. 
 

E. Electrical Transient Voltage Protection 
In addition to the transient test requirements defined in the Design Qualification Testing section of 
the ITE Vehicle Traffic Control Signal Heads (VTCSH) specifications all power supplies used in the 
circular signals supplied to this specification shall be capable of passing an additional ring-wave 
surge testing in accordance with the IEEE Recommended Practice on Characterization of Surges in 
Low-Voltage (1000V and less) AC Power Circuits.  ANSI/IEEE C62.41.2-2002, 6KV, 100kHz ring-wave 
with an output impedance of 30 ohms.  The short circuit current shall be 200 Amps. 
 

F. Electrical – Power 
i. Typical wattages at 25° C for the 12” circular LED Traffic Signal Modules shall be: Red – 8 watts; 

Yellow – 13 watts; and Green - 8 watts. 
ii. Typical wattages at 25° C for the 8” circular LED Traffic Signal Modules shall not exceed: Red – 8 

watts; Yellow – 10 watts; and Green – 8 watts. 
 

G. Quality Assurance 
i. Upon request, the supplier must provide an Intertek-ETL test report for the base model being 

supplied to this specification. 
ii. The base products must be listed in the Intertek Directory of LED Traffic Signal Modules Certified 

Products listing at the time of bid.  Upon request, the supplier must provide a copy of the listing in 
the bid package. 
 

H. Warranty Requirements. Manufacturers shall provide a detailed written warranty issued by the 
factory of module origin with the following minimum provisions. 
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i. Modules shall, at the manufacturer’s option, be repaired or replaced if the module fails to function 
as intended due to workmanship or materials defects within the first 15 years from date of 
delivery. 

ii. Modules, shall, at manufacturer’s option, be repaired or replaced if the module exhibits luminous 
intensities less than the minimum specified values within the first 15 years from date of delivery. 

iii. Upon request, the LED lamp module manufacturer shall provide written documentation of its 
ability to satisfy a worst-case, catastrophic warranty claim. 

iv. A current corporate annual report duly certified by an independent auditing firm, containing 
financial statements illustrating enough cash on hand and net worth to satisfy a worst-case, 
catastrophic warranty claim is an example of suitable documentation. 

v. The documentation shall clearly disclose: 1] country in which the factory of module origin is 
located; and 2] name of the company/organization owning the factory of module origin including 
any/all its parent companies and/or organizations, and their respective country of corporate 
citizenship. 

vi. For firms with business and/or corporate citizenship in the United States of less than fifteen (15) 
years, the process by which the end-users/owners of the modules will be able to obtain worst-
case, catastrophic warranty service in the event of a bankruptcy or cessation of operations by the 
firm supplying the modules within North America, or in the event of bankruptcy or cessation of 
operations by the owner of the factory of origin shall be clearly disclosed. 

 
Subsection 614.13 shall include the following: 
 
LED signal lenses shall be included in the unit cost of the item for Traffic Signal Face and will not be 
measured and paid separately. 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Traffic Signal Face (12-12-12) Each 
 Traffic Signal Face (12-12-12-12) Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
 
 
  



C14-027 Yale-Holly Multimodal Improvements Project December 2025 

77 

REVISION OF SECTION 614 
TRAFFIC SIGNAL HEADS 

June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.09 shall include the following: 
 
Black back-plates shall be provided on all signal heads except for those pole mounted heads installed on 
two-way spacers. 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Signal Head Backplates Each 
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June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
This work shall consist of installing a composite Traffic Signal Controller Cabinet Base as shown in the 
plans and in accordance with City & County of Denver standards.  The base shall fit the P-size traffic 
signal controller cabinet in accordance with the City and County of Denver standard detail 16.1.17.1 and 
16.1.17.2. 
 
Subsection 614.10 shall include the following: 
 
Prior to starting cabinet base installation, Contractor shall obtain field verification of the location of the 
cabinet from the Engineer or the Engineer’s designee. Cabinet base installation shall include all labor 
and materials to completely install a new P-size cabinet base as directed in the plans. The item shall 
include all excavation, conduit installation and modification work, backfill and restoration of adjacent 
surface area. The Engineer or Engineer’s designee shall field locate the proposed cabinet location as 
well as orientation of the proposed cabinet prior to installation. 
 
Subsection 614.13 shall include the following: 
 
Installation of the traffic signal controller cabinet base shall not be measured and paid for separately but 
shall be included in the cost of the Traffic Signal Controller Cabinet. 
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June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
This work consists of furnishing, assembling, programming and installing a completed Traffic Signal 
Controller and Cabinet assembly.  The cabinet assembly shall be furnished and installed in accordance 
with City & County of Denver Standards and Specifications.  The completed Traffic Signal Controller and 
Cabinet assembly shall include but not be limited to the traffic signal controller, malfunction 
management unit (MMU), uninterrupted power supply (UPS), Ethernet switch and other ancillary 
hardware and traffic signal controller cabinet base as per Denver standards.  The controller and cabinet 
assembly shall be furnished with full system capabilities, such that no modifications by the Contractor 
need be provided to achieve complete system operations, up to and including Ethernet Switch, UPS, 
MMU, and all required software and in-cabinet power supplies.  All materials and labor required to 
furnish and install a complete operating cabinet shall be supplied.  Fire preemption, camera detection, 
and closed-circuit television subsystems are considered external to the requirements of this specification 
and will be measured and paid for separately. 
 
Locations at which new cabinets and controllers are to be installed include the following: 
 

1. Yale Avenue and Holly Street/Holly Place 
 
New controller cabinets at these locations shall be sized as identified above and as depicted in the plans 
and shall be installed on a new foundation.  The new cabinet and foundation shall accommodate an 
internal Uninterrupted Power Source (UPS) Assembly.  The new cabinet base shall be constructed from 
lightweight polymer concrete in the dimensions indicated in the City & County of Denver Project 
Specials, as well as the Project Special Provision for Traffic Signal Controller Cabinet Base. 
 
Delete Subsection 614.08(b) and replace with the following: 
 

1.1 Applicable Standards 
 
All electronic components, workmanship, and functionality of the traffic signal controller shall conform 
to the applicable standards for TS-2 traffic signal controllers mandated by the National Electrical 
Manufacturers Association’s (NEMA) current edition NEMA Standards Publication TS2-2003 v02.06 for 
Traffic Controller Assemblies with National Transportation Communications for ITS Protocol (NTCIP) 
Requirements.  Controller engine board and operating system shall support open architecture and be 
compliant with current ITE, AASHTO, and NEMA Standard Publication for Advanced Transportation 
Controllers (ATC) 5201. 
 
All major components shall meet the environmental, design, and operating standards outlined in 
NEMA Standards Publication TS2-2003 v02.06, Section 2. 
 
These standards specify minimum requirements for the traffic signal controller except where 
requirements specified in this document exceed the aforementioned documents.  
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1.2 Hardware 

1.2.1 Enclosure 
The Controller enclosure shall be designed for placement on a shelf.  The enclosure shall be 
aluminum with a protective finish and enclose all electrical components of the controller.  The 
enclosure size shall be equal to or less than the following: TS-2 Type 1 Controller: 8.5” tall x 8.5” 
deep x 14 ¾” wide; TS-2 Type 2 Controller: 10 3/8” Tall x 8.5” Deep x 14 ¾” Wide.   
 
All hardware and electrical components shall be modular for ease of replacement and repair.  
 
All controller input/output connectors, fuse holders, indications, displays, switches and control 
devices required for the operation and adjustments of the controller shall be mounted on the 
front panel.  The front panel of the controller shall be permanently marked to identify I/O 
connections, fuse holders, indicators, etc. 
 
1.2.2 Additional Hardware Requirements 

• Power supply must be capable of supplying 95-250 VAC 50/60HZ Auto Sensing. 
• Engine Board and CPU shall be compliant with the ATC 5201 Standard as noted 

above and shall meet the following additional specifications:  
o Minimum Processor: Motorola PowerPC (Freescale) 8248 Processor;  

 32-bit 
 750 MIPs at 400 MHz 

o Minimum Required Memory 
 1 MB SRAM 
 64 MB SDRAM 
 64 MB DRAM 

o On-board 5-Pin USB Motherboard Connector  
• There shall be no batteries or moving parts such as fans or memory storage devices 

with rotating parts on the controller unit. 
• Display shall be a 16-line x 40-character LCD. 
• All keypads to be mounted on the controller front panel and are to be weather 

resistant and backlit. 
• Controller hardware shall facilitate the use of the controller in TS-2 Type 1 traffic 

signal control cabinets. 
 

1.2.3 Communications Ports 
In addition to the NEMA TS-2 with NTCIP v02.06 Standard, the traffic signal controller shall 
include the following communications ports and configurations: 
 

• Ethernet Support: 
o Side mounted, four-port 10/100 Mbit Ethernet network switch 
o Front panel mounted four-port 10/100 Mbit Ethernet network switch 
o Integrated network card supporting two independent, user programmable subnets 

(IP Address, Subnet Mask, and Default Gateway) 
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• USB Support 
o Front Mounted three-port Universal Serial Bus (USB) Hub 
o Side Mounted single USB port 

 
1.3 Operating System 

1.3.1 O/S Version 
The Traffic Signal Controller shall use a Linux operating system (O/S) with kernel version 3.14 or 
later and shall include standard POSIX libraries for application support including real-time 
extensions of POSIX 1003.1b. 
 
To facilitate application-level access to the ATC hardware, a Board Support Package (BSP) shall 
be provided by the controller manufacturer for access to hardware-specific drivers.  
 
The operating system shall include enabled support for c-groups (control groups) for the 
purpose of limiting, accounting for, and isolating resource usage (CPU, Memory, etc.) of all 
running processes to ensure the reliability and stability of the traffic signal control application.  
The Linux operating system shall include an application programming interface in compliance 
with the ITE, AASHTO, and NEMA Application Programming Interface (API) Standard 5401 for 
the ATC v2.0. 
 
1.3.2 O/S Updates 
Operating System updates shall be completed from a personal computer over an Ethernet 
connection and also directly from a USB flash drive plugged into the controller’s front panel.  The 
update process shall be automated and packaged as a simple executable file enabling the user 
to perform the update within a few steps.  Minor operating system updates shall allow the user 
to perform the operating system update without removing the controller from operation or 
without placing the intersection in flash. The controller shall also allow for all traffic signal 
controller software updates through the Application Programming Interface without removing 
the controller from operation or without placing the intersection in flash. 
 

1.4 Intersection Control Software 
The intersection control software should provide at a minimum, the functionality and operations 
specified in the NEMA TS-2 with NTCIP v02.06 Standard. All objects and functions available in 
the local control software should be named and defined according to the current NTCIP 
standard.  Additional, non-required or manufacturer specific objects and functions should have a 
straight-forward, logical label and/or definition. 
 
1.4.1 Basic Functionality 
In addition to the NEMA TS-2 Standard, the controller must satisfy the following additional 
requirements: 

• 40 programmable phases  
• 16 timing rings that can be configured by the user to run concurrently or independently 
• 32 overlaps  
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• 20 unique phase sequences that can be programmed and operated by time of day.  Each 
sequence should allow the user to specify specific phase order and sequence beyond 
basic phase pair reversal/switching 

• 128 unique timing patterns, each with a unique: 
o Cycle length, free, or flash command 
o Phase split table 
o Offset 
o Phase or pedestrian recall or omit (per pattern) 

• User can easily configure:  
o Flashing Yellow Arrow functionality 
o Pedestrian Overlaps 
o Pedestrian advance or exclusive pedestrian intervals 
o Trailing green sequences for compound intersections 
o Preemption routines in accordance with the NEMA TS-2 specification (v02.06) 
o HAWK Signals 

• Detectors 
o 10 detector tables selectable by TOD 
o 72 detectors per detector table 
o Ability to call multiple phases with one detector 
o Ability to call overlaps directly  
o Detector Diagnostics 

• 16 Preempt Routines 
o Return to Coord without transition 
o Return to the longest waiting phase  
o Return to the last phase skipped in sequence 

• 10 Overlap tables selectable by TOD 
• Transit Priority functionality 
• Peer to Peer communications 

o Allows for direct messaging between two controllers 
o Allows user to send the status of ANY input/output function in the controller as well 

as phase intervals, preempt intervals, etc. 
• 32 Customizable Alarms 

 
1.4.2 User Interface 
In addition to the front panel screen, the controller shall have an on-board web server which 
hosts a graphical user interface for monitoring and configuring the intersection control software.  
The web server interface shall provide access from any internet enabled device with a web 
browser.  No additional or proprietary software shall be needed to use the graphical user 
interface. The user interface shall include the following features and functionality: 

• User Access Control: Local software shall allow for configuration of user groups to limit 
read/write permissions of individual controller programming and status menus to a set of 
users; permissions and user accounts shall be synced to all network connected controllers 
via included central-based profile server, 
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• Real-Time Signal Performance Analytics: The local controller webserver shall support 
graphical signal performance analytic tools such as a split monitor, a cycle length plot, 
phase termination diagrams, coordination diagrams, etc., without the need of a central 
signal system, 

• On-Board Replay: Controller shall include a graphical based, on-board utility to replay 
recent operation to troubleshoot failures. At a minimum, replay shall include ring timers, 
phase and overlap states, detector calls, channel status, etc. for the previous 3 minutes 
of operation, 

• Change Tracking: Front panel or web-UI entered database changes shall be logged with 
the time/date stamp and username. 

 
1.4.3 Input/out Configuration 
The intersection control software should allow the user to dynamically configure and modify 
input and output pins on an individual, pin by pin basis.  In addition, the user should be able to 
configure the signal output channels (phase/overlap to load-switch) so that any phase, overlap, 
or pedestrian output can drive any available load-switch in the traffic signal cabinet.  The user 
shall perform such configurations and modifications from the controller front panel and through 
the web user interface, without the need for additional configuration software or downloading 
additional files to the controller. 
 
1.4.4 Master and Peer-to-Peer Communications 
The signal controller shall be capable of operating in a closed loop network with other controllers 
as a master or slave controller without the need for additional software or licensing.  The master 
unit must be able to perform the duties of a master controller in the closed loop network while 
simultaneously conducting traffic signal operations at the local intersection.  The signal 
controllers within the network will communicate with other controllers via serial or Ethernet 
communications. 
 
The Intersection Control Software shall support Peer-to-Peer functionality.  Peer-to-Peer allows 
the controllers to send messages to other controllers connected in the same network via 
Ethernet communications. 
 
1.4.5 Advanced User Programs (User Logic) 
In addition to standard operations specified in the NEMA TS-2 for NTCIP v02.06 Standard, the 
intersection control software shall have a logic processor where the user can develop advanced 
logic statements and operations to be used as custom solutions or for feature development.  In 
addition to standard Boolean logic, the user shall be able to specify conditions using all input and 
output functions including but not limited to phase indications and intervals, detector calls, 
preempt status, interval/service times, and greater than/less than relationships.  For example, 
the processor shall provide a way for the user to program the following condition in the 
controller front panel: “Call preempt 5 if phase 2 is green for more than 25 seconds.  Also send a 
message to the downstream controller to start preempt 2 in 15 seconds if the coordinator is 
currently in transition.” 
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1.4.6 Database Management 
The intersection control software and traffic signal controller shall be capable of storing multiple 
traffic signal databases (timing files) on the controller at any given time.  The software should 
allow the user to save to or select from the list of stored databases on the controller from the 
front panel or web user interfaces.  Databases shall be transferred between a personal computer 
and the traffic controller via an Ethernet connection using the web-user interface or using a 
standard FAT (or FAT-32) formatted USB flash drive using the controller front panel user 
interface.  The software shall provide a user interface to select and save a database from the 
USB flash drive to the controller when multiple databases are located on the USB flash drive.   
The controller shall be able to switch between the current and stored databases at any time.  
The controller will set the selected database as “Active” at the end of the current sequence 
during an all-red condition timing less than 4 seconds. 
 
1.4.7 Windows Based Controller Emulation Software 
In addition to the above, one copy of a Windows based traffic signal controller emulation 
software package shall be supplied.  This program would allow the user to program a traffic 
signal controller on a Windows based computer and shall be compatible with the latest version of 
the Windows operating system.  The program supplied shall be the same version as the 
firmware version supplied with the controller.  This program would allow the user to program a 
complete traffic signal controller and can be saved on a USB memory drive for transfer to a 
controller. This program shall be updated and supplied to the City at the same time as the Linux 
firmware for the controller and shall be supplied no charge for any updates. 
 
1.4.8 Connected Vehicle (CV) Ready 
Controller shall be CV Ready: “Time to Green” and associated confidence intervals supported via 
standard or manufacturer specific NTCIP objects and over XML protocol and included in 
manufacturer’s NTCIP MIBs. 

 
Delete Subsection 614.08(c) and replace with the following: 
 
All new cabinets are the latest P size or P-stretch size cabinets as per the City & County of Denver 
Traffic Signal Standards. Each cabinet shall be installed on a newly installed traffic signal controller 
cabinet base unless otherwise specified on the plan. 
 
Controller cabinet assemblies shall include an integrated uninterrupted power supply (UPS) units, an 
Ethernet Field Switch that comply with the City and County of Denver standards (see UPS and Ethernet 
Field Switch specifications).  
 
The Controller Cabinet shall also include a malfunction management unit (MMU) that meets the 
following requirements: 
 

• NEMA Standard TS2-2016 for MMU2 configuration will maintaining compatibility with the NEMA 
TS1-1989 assemblies. 
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• Flashing Yellow Arrow PPLT operation and meets / exceeds the NEMA Standard MMU2 
requirements of TS2-2016 FYA, providing modes for both TS-2 or TS-1 cabinet configurations. 

• Real-time SDLC communications with the Controller Unit exchanges field input status, Controller 
Unit output status, fault status, MMU programming, and time and date. 

• A time-stamped nonvolatile event log records the complete intersection status as well as AC Line 
events, configuration changes, monitor resets, temperature and true RMS voltages. 

• A Sequence History log stored in nonvolatile memory graphically display up to 30 seconds of 
signal status prior to each fault event. 

• View the intersection signal status remotely manufacturer provided software via the MMU 
Ethernet port. 

 
Each cabinet shall be installed on a newly installed traffic signal controller cabinet base unless otherwise 
specified on the plan. Contact Chris Lillie at 720-865-0466 for cabinet assembly requirements and 
specifications for all other necessary auxiliary hardware. 
 
Subsection 614.09 shall include the following: 
 
The Contractor shall assemble the traffic signal controller, cabinet and other auxiliary hardware to City 
standards and specifications and program the controller per the approved Traffic Signal Timing Work 
Order. 
 
All traffic signal timing (controller programming) shall be bench tested with a minimum 72-hour burn 
time to verify successful operation prior to installation.  The Contractor shall coordinate all testing and 
installation procedures with the City & County of Denver’s PW Transportation Operations staff.  Contact 
Chris Lillie at 720-865-4066 for all test and installation requirements. 
 
The controller and cabinet shall be installed in accordance with the details shown in the plans and in 
accordance with the manufacturer’s recommendations. 
 
Subsection 614.10 shall include the following: 
 
The Contractor shall demonstrate successful traffic signal operations at all new controller and cabinet 
locations to the satisfaction of the Engineer or Engineer’s designee prior to acceptance of this item.  
Contractor shall contact the Engineer or Engineer’s designee a minimum of 3 working days before 
turning on new cabinet. Work shall include all required programming of controllers and establishing or 
re-establishing all required wiring connections. Phasing and timing information at each location shall be 
furnished to the Contractor by the City & County of Denver. 
 
All new wiring shall conform to City & County of Denver and International Municipal Signal Association 
(IMSA) specifications. 
 
Locations of all new cabinets shall be field verified by the Engineer before installation activities begin.  
Contact the Engineer to schedule field meeting(s) with the appropriate City personnel. 
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New power sources will be used at all intersections.  The Engineer may direct the Contractor to use 
existing power sources at specific intersections within the project limits.   
 
For new power sources, Contractor shall install new service wiring in conduit from power source to new 
cabinet(s) as per NEC requirements.  After the power connection has been provided to the new cabinet, 
the Contractor shall remove unnecessary service wiring between the power source pull box or power 
pole and the cabinet to be removed.  All required power-down activities shall be scheduled and 
coordinated with the City & County of Denver and XCEL Energy at least 3 business days prior to 
intended shut down. 
 
Initial activation shall be between the hours of 9:00am and 2:00pm on a weekday unless otherwise 
requested or authorized by the Engineer.  Prior to final turn-on, all intersection equipment shall be 
installed and operable including but not limited to signal heads, pedestrian heads, pedestrian push 
buttons, vehicle detectors, cameras and emergency vehicle preemption equipment, unless otherwise 
authorized by the Engineer.  Contractor shall notify Engineer a minimum of 2 business days prior to 
intended activation, such that City representatives may be present at turn-on. 
 
Contractor shall furnish and install a new cabinet foundation, sized to accommodate a new P-sized 
cabinet.  Cabinet foundation shall be considered included in the unit cost for the new cabinet and will 
not be measured and paid separately.  See the stand-alone Project Special Provision for Traffic Signal 
Controller Cabinet Base.  
 
Activation shall be accomplished only after all traffic signal circuits have been successfully tested to the 
satisfaction of the Engineer. 
 
Subsection 614.13 shall include the following: 
 
The unit price for furnish and installation of traffic signal controllers shall include all required labor to 
install and program the unit.  Phasing and timing information at each location shall be furnished to the 
Contractor by the City. 
 
The unit price for furnish, assembly and installation of traffic signal controller cabinets shall include 
ancillary hardware, cabinet base, in-cabinet wiring and wiring connections (including new XCEL Energy 
power feed) and testing required to provide a fully operational and complete traffic signal installation to 
the satisfaction of the Engineer or the Engineer’s designee.  Furnish, assembly, installation and 
programming of controller, MMU and related in-cabinet items is considered included in the unit cost for 
the cabinet assembly and is not measured and paid for separately. All required coordination and 
transportation costs are considered included in the unit cost for the cabinet and will not be measured 
and paid separately. 
 
Ethernet switches and UPS will be measured and paid separately under the appropriate item.  Fire 
preemption subsystems will be measured and paid separately under the appropriate item.  Camera 
detection subsystems will be measured and paid separately under the appropriate item.   
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Connection of the new cabinet to the existing radio interconnect systems shall be paid for separately 
under Item 210 – Reset Radio Communication Antenna. 
 
All removals are paid separately under Section 202 – Removal of Traffic Signal Equipment. 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Traffic Signal Controller Cabinet Each 
 Traffic Signal Controller (Type 2070LC) Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
This work consists of furnishing and installation of an Ethernet Managed Field Switch, in new CCD 
controller cabinets. 
 
The Contractor shall furnish and install the switch within the controller cabinet as an integral part of the 
Traffic Signal Controller and Cabinet Assembly. 
 
Subsection 614.08 shall include the following: 
 
The Ethernet Managed Field Switch shall comply with the following specifications: 
 
General System Requirements –The Ethernet Managed Field Switch shall be one that is currently 
stocked by the City and County of Denver or approved equal.  
 
The current Ethernet Managed Field Switch that is stocked by the City and County of Denver is the 
Hirschmann Managed Fast/Gigabit Industrial Ethernet Switch and comprises of the following parts: 
 
(1) Quantity 1- “OpenRAIL Switch Power - Managed Fast/Gigabit Industrial Ethernet Switch, Fanless 

Design, Power over Ethernet (PoE+) Support with up to 24 Ports and 120 Watt, 24x 10/100 Mbit/s 
Ethernet Ports, 4x 10/100/1000 Mbit/s Ethernet Ports, 4x FE/GE Combo Ports”.  The OpenRAIL 
Switch Power currently stock by the City and County of Denver is the HIRSCHMANN RSPE32-
24044O7T99-TPPZ999HHSE2AXX.X.XX 
 

(2) Quantity 4 - “SFP Fiberoptic Gigabit Ethernet Transceiver, Extended Temperature Range, 1 x 
1000BASE-LX with LC Connector, SFP-GIG-LX/LC EEC”.  The Gigabit Ethernet Transceiver currently 
stock by the City and County of Denver is the HIRSCHMANN 942 196-002 
 

(3) Quantity 2 - “Empty Module Slot Cover, RSPM”.  The Empty Module Slot Cover currently stock by the 
City and County of Denver to be used for the HIRSCHMANN RSPE32-24044O7T99-
TPPZ999HHSE2AXX.X.XX OpenRAIL Switch Power is the HIRSCHMANN 942131001 RSPM-COVER 
 

(4) Quantity 1 - 48VDC Rail Power Supply”.  The 48VDC Rail Power Supply currently stock by the City 
and County of Denver to be used with the HIRSCHMANN RSPE32-24044O7T99-
TPPZ999HHSE2AXX.X. OpenRail Switch Power is the BELDEN 942 200-001, “RPS 260/PoE EEC. 

 
Test Requirements - Contractor shall supply one unit of Ethernet Managed Field Switch to the Engineer 
for specification compliance testing and approval.  
 
If the product passes the compliance test and evaluation, the Contractor will be notified to complete the 
order.  
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If the product does not pass the specification compliance testing and approval evaluation by CCD-PW 
Transportation and Mobility, the unit will be returned to the Contractor. The Contractor shall supply 
other units until satisfactory test results are achieved. 
 
Subsection 614.13 shall include the following: 
 
Each individual Ethernet Managed Field Switch package shall contain one Ethernet Managed Field 
Switch, set of mounting brackets, Installation and User Guides and Product Registration Card. 
 
The unit price for the furnish and installation of the Ethernet Manage Field Switch shall be for a 
complete system installed and accepted.  The Ethernet Switch installation will be tested in accordance 
with this specification or as directed by the Engineer.  Installation shall include all wiring for hook-up, 
related labor, material, ancillary hardware, and all necessary documentation, training or testing. 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Ethernet Switch Type II Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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Revise Section 614 of the Standard Specifications for this project as follows: 

Subsection 614.08 shall include the following: 
 
1.1 SUMMARY 

A. Scope: This specification describes the operation and functionality of a continuous duty, single-
phase Uninterruptible Power Supply unit, hereafter referred to as the UPS. 

B. Included Features of the UPS: 
1. The UPS utilizes double conversion online topology designed to protect electronic equipment 

by supplying reliable, clean power featuring extremely tight voltage and frequency regulation. 
2. Wide operating temperature range -40C to 74C. 
3. Field replaceable air filter. 
4. Field replaceable fan assembly. 
5. The UPS features internal bypass and input power factor correction.  
6. The primary sections of the UPS are input disconnect and filter stage, input PFC power stage, 

energy storage stage (DC bus capacitor bank), output power (inverter) stage, bypass and a 
bidirectional DC-DC converter / battery charger. The control of power module and fault 
detection logic is microcontroller-based. 
a. The input disconnect and filter stage contains an input back-feed relay, input filter and 

transient suppression.  
b. The input PFC power stage contains non-isolated power factor correcting AC/DC 

converters. This converter is capable of full power operation over a very wide input 
voltage range. 

c. The energy storage stage is a split DC bus capacitor handling seamless transitions from 
battery to line and vice versa, as well as the low and high frequency power stages. 

d. The output power stage operates directly from the DC bus and develops an output of 
120V AC ,60Hz. The AC output of the inverter is connected to bypass relay. The bypass 
relay output is routed to the output terminals of the UPS. 

e. The UPS contains a battery charger, which operates from the DC bus. The UPS can be 
restarted immediately after a prolonged power outage without waiting for the battery to 
be recharged.  

7. The UPS provides early-warning fault analysis on batteries and will project battery 
replacement dates, enabling timely preventive maintenance. 

8. The UPS has flash memory to facilitate firmware upgrades. 
9. The graphical LCD display with multicolor backlight provides detailed information, with the 

ability to configure the display locally. 
10. An integrated Network Management Card 2 (reference APC part # AP9537SUM-FC) with 

Environmental Monitoring is embedded into the UPS. 
C. Performance, Design, and Configurations: The UPS and associated equipment operates in 

conjunction with a primary power supply and an output distribution system to provide quality 
uninterrupted power for mission-critical, electronic equipment and other load devices. 
1. This specification describes the performance, functionality, and design of the UPS, the 

external Battery Systems, and connectivity solutions. 
2. All programming and miscellaneous components for a fully operational system as described in 

this section are available as part of the UPS.  
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3. The UPS and battery packs are available in the following configurations: 
 

CONFIGURATION/TYPE MODEL SKU 
UPS APC SECUREOPS 1300VA/1300W, 120VAC 

IN/OUT RM CONFORMAL COATED 
XU1K3LLXXRCC 

Battery Harness APC SECUREOPS BATTERY HARNESS SBS75 
CABINET ACCESSORY 8 FT 

XHHXS7A8F 

Battery Harness APC SECUREOPS BATTERY HARNESS SBS75 
CABINET ACCESSORY 4 FT 

XHXXS7A4F 

Battery Heater APC SECUREOPS BATTERY HEATER MAT 
256 SQ IN 115/120 VAC SINGLE PHASE IN 
CABINET ACCESSORY 

XM050DXXXA 

Battery Heater APC SECUREOPS BATTERY HEATER MAT 
365 SQ IN 115/120 VAC SINGLE PHASE IN 
CABINET ACCESSORY 

XM102DXXXA 

Battery APC SECUREOPS BATTERY 50AH 12VDC 
EXTENDED TEMPERATURE SHELF MOUNT 

XB050XX1XS 

Battery APC SECUREOPS BATTERY 100AH 12VDC 
EXTENDED TEMPERATURE SHELF MOUNT 

XB102XX1XS 

 
1.2 REFERENCES 

A. General: The publications listed below form a part of this Specification to the extent referenced. 
The publications are referred to in the text by the basic designation only. The edition/revision of 
the referenced publications is the latest date as of the date of the Contract Documents, unless 
otherwise specified. 

B. Institute of Electrical and Electronics Engineers, Inc. (IEEE): 
1. ANSI/IEEE 519, "Guide for Harmonic Control and Reactive Compensation of Static Power 

Converters" (copyrighted by IEEE, ANSI approved). 
C. International Organization for Standardization (ISO): 

1. ISO 9001, "Quality Management Systems   Requirements." 
2. ISO 14001, “Environmental Management Systems   Requirements with Guidance for Use.” 

 
1.3 STANDARDS 

A. Regulatory Compliance: 
 

MODEL DESCRIPTION SKU APPROVALS 
APC SECUREOPS 1300VA/1300W, 
120VAC IN/OUT RM CONFORMAL 
COATED 

XU1K3LLXXRCC UL,cUL/CSA UL-1778 (CSA 107.3 for 
Canada), IEC62040-2 2005 Edition and 
FCC Part 15 Class A 

 
1.4 SYSTEM DESCRIPTION 

A. Mechanical Design: 
1. The UPS is contained in a Powder coated steel chassis with plastic display panel embedded 

into the chassis.  
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2. The UPS has a field replaceable filter and fan assembly. 
3. The chassis weights and dimensions are: 

 

DESCRIPTION SKU WEIGHT 
kg (lb) 

HEIGHT 
mm (in) 

WIDTH 
mm (in) 

DEPTH 
mm (in) 

APC SECUREOPS 1300VA/1300W, 
120 VAC IN/OUT RM 
CONFORMAL COATED 

XU1K3LLXXRCC 10.0  
22.0 

88 
3.46 

432 
17.0 

260 
10.2 

 
B. System Characteristics: 

1. General:   
a. Power Rating: 1300VA/1300W 
b. Output power factor :1 
c. Charger Power: 750 Watts 
d. Topology: Double Conversion On-Line 
e. Cooling: Fan cooled  

2. Online Efficiency:  The UPS efficiency stated here is at full load and without degradation of 
output regulation as specified. Efficiency is 89% at rated load.  

3. Input: 
a. AC Input Nominal Voltage: 120 V. 
b. AC Input Voltage Window:  Full Load, 85-155 V +/-2V, 5v hysteresis. 
c. Input Frequency Range: 40 – 70 Hz, auto-selecting. 
d. Online Input Power Factor: 0.95% for Full Charger power Load and > 75% Loads.       
e. Input Current Distortion:  <5% for 100% load. 
f. Input Circuit Breaker (UPS):  30A UL Listed 
g. Input Surge Protection: 432 Joules.  

4. UPS Output: 
a. Nominal Output Voltage: 120 V 
b. Output Connector: Terminal Block - Hardwire 
c. Output Frequency: 50/60 +/- 3Hz (auto-sense); 50/60 +/- 0.1 Hz (user-selectable). 
d. Output Frequency Regulation:  Free Running:  Nominal +/- 0.1 Hz. 
e. AC output voltage distortion:  5% @ 100% full linear load; 10% @ 100% full non-linear 

load.  
f. AC output static voltage regulation:  ± 1%. 
g. AC output dynamic voltage regulation:  ± 5% rms in 2cycles for 10% to 90% resistive 

load step of the initial value. 
h. Output Voltage Harmonic Distortion: 

1. <5% THD for a 100% linear load. 
2. <10% THD for a 100% non-linear load. 

i. Overload Rating: % and duration 
1. Normal Operation (Online): 

a. 120Vac: 105% No Limit; 125% for 1min, 150% for 30 seconds and >175% on AC 
for 500mSec. 
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2. Bypass Operation:  Overload limited by the internal 30A input circuit breaker feeding 
the UPS: 
a. Bypass is internal 
b. Voltage range: 120Vac 86-148Vac. 
c. Frequency range: 47-53 Hz or 57-63 Hz based on bypass frequency setting. 
d. Transfer time: To Bypass mode – 15ms max. 
e. Transfer time: Bypass to Online mode – 15ms max. 
f. Bypass can be commanded through the diagnostic menu. 

j. Derating over temperature: Supports 100% load at 65 °C, Linearly de rate to 70% load at 
74 °C. 

k. Output Load Power Factor Rating:  
1. 0.7 lagging to 0.7 leading. 

l. Crest Factor: 3:1 
5. Charger: 

a. Nominal Battery Voltage: 48 V. 
b. Charger capacity: 850W Max, 15A Max, whichever is applicable. 
c. Runtime at 100% load: >2 hours for 100Ah battery 

6. Battery: Not supplied with UPS sold as an accessory, user must select the rating of the battery 
AH though the UPS user interface. Battery Types available: Sealed maintenance free valve 
regulated lead acid battery (VRLA) with suspended electrolyte, leak proof: 
a. 100 Ah qty 4 required for 48 Vdc battery system. 
b. 50 Ah qty 4 required for 48 Vdc battery system. 

 
1.5 SUBMITTALS 

A. Proposed Submittals: 
1. Product catalog sheets or brochures. 
2. Product guide specifications. 
3. Product technical specifications. 
4. System package submittal drawings including a single-line and mechanical diagrams. 

B. Delivery Submittals: 
1. User Manual: which includes safety information, specifications, UPS features, configuration, 

UPS settings and troubleshooting information, accessories details, installation details, and 
start-up of UPS. 

 
1.6 PROJECT CONDITIONS 

A. Environmental Requirements: The UPS is designed to be installed inside an Intelligent Traffic 
System cabinet i.e. NEMA, Caltrans, etc. The cabinet should be weather proof and have 
particulate filtering in lieu of the filtering provided by the UPS. The UPS should be kept dry as 
possible if being serviced in wet weather. The UPS can withstand any combination of the 
following environmental conditions in which it must operate without mechanical or electrical 
damage, or without a need for de-rating of the output Power. 
a. Storage Ambient Temperature: -45 to 85°C UPS only (without batteries) 
b. Operating Ambient Temperature:  -40°C to 74°C (LCD display -20 to 70°C) 
c. Relative Humidity: 0% to 95% non condensing.  
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d. Altitude:  
i. Storage Altitude: 0 to 50,000 feet (0 to 15,000 meters) above sea level  
ii. Operating Altitude: 0 to10,000 feet (0 to 3000 meters) above sea level. At altitude of 

10,000 feet the UPS must be loaded only up to 90% of its nominal capacity. 
e. Audible Noise:  

i. <55 dBA at 100% load at 3 ft (1 m).  
f. Protection Class: IP 20. 

 
1.7 WARRANTY 

A. Limited Warranty: Schneider Electric IT Corporation (SEIT) warrants the UPS to be free from 
defects in materials and workmanship for a period of 3 years from the date of purchase. 
1. Warranty Limitations: 

a. The obligation of SEIT under this warranty is limited to repairing or replacing, at its own 
sole option, any defective product. 

b. This warranty does not apply to equipment that has been damaged by accident, 
negligence, or misapplication or has been altered or modified in any way. 

c. This warranty applies only to the original purchaser who must have properly registered 
the product within 10 days of purchase. 

d. Except as provided herein, SEIT makes no warranties, expressed or implied, including 
warranties of merchantability and fitness for a particular purpose. Some states do not 
permit limitation or exclusion of implied warranties; therefore, the aforesaid limitation(s) 
or exclusion(s) may not apply to the purchaser. 

e. Except as provided above, in no event will SEIT be liable for direct, indirect, special, 
incidental, or consequential damages arising from the use of this product, even if advised 
of the possibility of such damage. Specifically, SEIT is not liable for any costs, such as lost 
profits or revenue, loss of equipment, loss of use of equipment, loss of software, loss of 
data, costs of substitutes, claims by third parties, or otherwise. 

f. This warranty gives you specific legal rights and you may have other rights that vary from 
state to state. 

2. Warranty Procedures: 
a. Except as provided above, in no event will SEIT be liable for direct, indirect, special, 

incidental, or consequential damages arising from the use of this product, even if advised 
of the possibility of such damage. Specifically, SEIT is not liable for any costs, such as lost 
profits or revenue, loss of equipment, loss of use of equipment, loss of software, loss of 
data, costs of substitutes, claims by third parties, or otherwise. 

b. This warranty gives you specific legal rights and you may have other rights that vary from 
state to state. 
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PART 2 - PRODUCTS 
 
2.1 MANUFACTURERS 

A. Basis of Design: Products specified is SECUREUPS Uninterruptible Power Supply Unit as 
manufactured by APC by Schneider Electric and as listed on page 2 of this specification. Items 
specified are to establish a standard of quality for design, function, materials, and appearance. 
Equivalent products by other manufacturers are acceptable. The Architect/Engineer will be the 
sole judge of the basis of what is equivalent. 

 
2.2 MODES OF OPERATION 

A. Normal: The UPS output power stage (inverter) constantly recreates the UPS output AC voltage 
waveform by converting the DC bus voltage to AC voltage through a set of IGBT switches. In 
both online operation and battery operation, the output power stage (inverter) creates an output 
voltage waveform independent of the mains input voltage waveform. Input voltage anomalies 
such as brown-outs, spikes, surges, sags, and outages do not affect the amplitude or sinusoidal 
nature of the recreated output voltage sine wave of the output power stage (inverter). The input 
Power Factor Correction (PFC) power stage and the output power stage (inverter) operate in an 
on-line manner to continuously regulate power to the critical load. The input PFC stage is capable 
of full battery recharge while simultaneously providing regulated power to the load for all line and 
load conditions within the range of the UPS specifications. 
1. Overload Capability:  See above specification. 
2. Output Relay:  The output power stage (inverter) is equipped with an output mechanical relay 

to provide physical isolation of the inverter from the critical bus. The UPS when installed with 
Bypass Panel, allows the user to replace the failed UPS from the critical bus without 
interruption.  

3. Battery Protection:  The inverter is provided with monitoring and control circuits to limit the 
level of discharge on the battery system. The UPS employs a DC Breaker to protect the 
system from shorting of the battery supply. The battery harness which is sold as an accessory 
employs fuse protection. 

B. Battery: Upon failure of the AC input source, the critical load continues being supplied by the 
output inverter, which derives its power from the battery system. There is no interruption in 
power to the critical load during both transfers to battery operation and retransfers from battery 
to normal operation. 
1. The UPS battery system and battery harness are sold separately as accessories. Batteries can 

be purchased in a 50 Ah or 100 Ah configurations, a total of 4 batteries are needed to create 
the 48VDC that the UPS battery input requires.  These replacement batteries are user 
replaceable.  

2. The batteries of the UPS models in this specification are maintenance-free, leak-proof, valve-
regulated lead-acid (VRLA) batteries with suspended electrolyte. 

3. The UPS incorporates the Intelligent Battery Management system to continuously monitor the 
health of the battery system.  This UPS notifies the user if a failed or weak battery is found. 

4. The UPS is not shipped with batteries; they must be purchased separately. 
C. Charging: Upon restoration of the AC input source, the UPS simultaneously recharges the 

battery and provides regulated power to the critical load.  
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1. The intelligent battery management system contains a temperature monitoring circuit and 
temperature compensation algorithm that regulates the battery charging voltage and current 
to optimize battery life.  

2. The battery charging circuit remains active when in bypass or online states. 
3. The UPS can be restarted immediately after a prolonged power outage without waiting for the 

battery to be recharged. 
D. Bypass: During bypass operation the utility power is connected to the load, bypassing the 

internal converters.  The system automatic bypass provides a transfer of the critical load from the 
Inverter output to the automatic bypass input source during times when the inverter cannot 
support the load. The design of the automatic bypass switch power path consists of a bypass 
relay. 
1. Automatic Transfers:  An automatic transfer of load to bypass takes place if the load on the 

critical bus exceeds the overload rating of the UPS. Automatic transfers of the critical load 
from bypass back to normal operation takes place when the overload condition is removed 
from the critical bus output of the system or when other causes are corrected. When the 
system is in bypass mode, if bypass line becomes unavailable, the UPS will automatically 
switch to Online mode operation. If mains power is unavailable the UPS will switch to battery 
power. 

2. Manual Transfers:  Manually initiated transfers to and from bypass may be initiated by the 
user display interface. 

 
2.3 INPUT PFC POWER STAGE 

A. General: The input Power Factor Correction (PFC) power stage of the UPS constantly rectifies 
the power imported from the mains input of the system, converting input mains AC power to DC 
power for precise regulation of the DC bus voltage, battery charging, and output power stage 
(inverter) regulated output power. 

B. Input Current Total Harmonic Distortion: The input current THDI at full system load will be 
held to 7% at 50% load and 5% at full load while providing conditioned power to the critical load 
bus and charging the batteries under steady state operating conditions. This is true while 
supporting loads of both a linear and nonlinear type. This will be accomplished with no additional 
filters, magnetic devices, or other components. 

C. Input Current Limit:  
1. In cases where the source voltage to the UPS is nominal and the applied UPS load is equal to 

or less than 100% of UPS capacity, input current will not exceed 178% of UPS output 
current, while providing full battery recharge power and importing necessary power for 
system losses. 

D. Charging: 
1. The battery charging circuit contains a temperature monitoring circuit, which regulates the 

battery charging current to optimize battery life. 
2. The battery charging circuit remains active when the UPS is in automatic bypass and in 

normal operation 
3. The UPS charging circuit can deliver charge current at 15 Amps. Charge current is 

automatically adjusted with battery Ah, temperature and load. 
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2.4 OUTPUT POWER STAGE (INVERTER) 

A. General: The UPS output power stage (inverter) constantly recreates the UPS output voltage 
waveform by converting the DC bus voltage to AC voltage through a set of IGBT-driven power 
converters. In both normal operation and battery operation, the output power stage (inverter) 
creates an output voltage independent of the mains input voltage. Input voltage anomalies such 
as brown outs, spikes, surges, sags, and outages, shall not affect the amplitude or sinusoidal 
nature of the recreated output voltage sine wave of the output power stage (inverter). 

B. Overload Capability: The output power stage (inverter) is capable of withstanding 150% 
overload for 30 seconds or 125% overload for 1 minute or 105% overload for indefinite length of 
time. 

C. Output Relay: The output power stage (inverter) is equipped with an output mechanical 
contactor to provide physical isolation of the inverter from the critical bus. With this feature a 
failed inverter will be removed from the critical bus. The UPS when installed with Bypass panel, 
has the provision of isolating the defective UPS from the critical Bus.  This is achieved through 
Contactors used in the Bypass panel.  This feature allows the user to replace the defective UPS 
without disrupting the power to the critical loads. 

D. Battery Protection: The inverter is provided with monitoring and control circuits to limit the 
level of discharge on the battery system. The UPS comes with a 48 Vdc breaker to protect the 
battery supply. The battery harness is fused adding an additional layer of protection. 

 
2.5 DISPLAY AND CONTROLS 

A. Control Logic: The UPS is controlled by an embedded microcontroller which performs the 
following functions: 
1. Monitoring the quality of the output voltage. 
2. Monitoring vital parameters of the UPS. 
3. Executing the state machine. 
4. Intelligent battery management. 
5. Controlling the input and output power stage. 
6. Remaining runtime calculation. 
7. Self-diagnostics, self-test, and proactive fault detection. 
8. Communication to the integrated Network Management Card. 

B. Display Interface Unit (DIU): Located on the front of the UPS is an LCD user display 
comprised of a graphical, high resolution (3”x3”) LCD (256 x 128 Pixels) and 5 pushbutton 
switches.  
Control Functions:  The following control functions are accomplished by use of the pushbutton 
switches: 
1. POWER ON/OFF button. 
2. Escape button. 
3. OK button. 
4. Up button. 
5. Down button. 

C. LED Status: Located 4 LED’s on the front of the UPS to read the status of the secure UPS 
1. Green LED - Output ON 
2. Yellow LED - SecureUPS notification  
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3. Red LED - Unit needs attention 
4. Blue LED - Information 

D. Data displayed on the DIU:  The following indicators are available on the Display Interface 
Unit: 
1. Load icon and disable/mute audible alarm icon.  
2. The UPS status information (Input and Output Voltage, Battery voltage and Load,). 
3. Operation mode (On-Line mode, Bypass mode, and Battery mode).  
4. Battery status icons. 
5. Output relay Icon (Open/Close). 
6. Backlight screens:  Amber is an indication that requires attention and Red indicates a UPS 

alarm that requires immediate attention 
E. Audible Alarms:  Using audio signal, the UPS will notify the user about important events. The 

following is the list of distinct audio alarms: 
1. The UPS is on battery. 
2. The UPS is on battery and the remaining battery capacity is low. 
3. The UPS has shut down due to low battery capacity. 
4. The battery needs to be replaced. 
5. The UPS is overloaded. 
6. The UPS is in fault state. 

F. Output Relays: The UPS provides 6 programmable Output relay ports on the front panel.  The 
following function can be programmed to each output relay. 
1. On Battery 
2. On Battery Peak 
3. Low Battery 
4. Alarm 
5. Fault 
6. Output ON 
7. Output Off 
8. Online (Inverter Mode) 
9. Bypass 
10. Timer – Peak load, ON battery, 

G. Input Contacts: The UPS provides 2 programmable Input contacts on the front panel: 
The following function can be programmed to each input contacts. 
1. Self-Test 
2. Alarm ON (External Alarms to System) 
3. Alarm OFF (External Alarms to System) 
4. Output ON 
5. Output OFF 

H. Flash Mode Setting:  
1. Signal flash Voltage (Battery Voltage): Can be configured by the user to enable the flash 

mode operation. 
2. For details of the available settings refer to the operation manual. 

I. Communication Interface: For purposes of remote communications with the UPS the following 
are available and contained within the UPS:  
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1. The UPS has the following ports available; serial port (RJ45 – for manufacturing purposes 
only, USB Host port for use with a USB flash drive. 

2. Ethernet Port allows communications over a network via web browser or SNMP or with APC 
StruxureWareTM management software. 

3. Universal I/O port can be used to connect Temperature/Humidity sensors for environment 
monitoring. 

 
2.6 BATTERY 

A. The UPS does not ship with batteries.  Batteries can be purchased separately and are available in 
50 Ah and 100 Ah formats. Other amp hour types can be used but the user must program the 
battery amp hour into the UPS to ensure appropriate charging of the battery system. 

B. Battery Temperature Sensor connector – Used with the battery system, monitors the temperature 
of the battery system which is used by the UPSs temperature compensated charger circuitry.  

C. The batteries are valve regulated lead acid (VRLA) type. The following are the recommended 
Batteries for different AH: 50AH: XB050XX1XS, 100AH: XB102XX1XS 

 
2.7 SMART BATTER MANAGEMENT 

B. Features:  
1. Monitors and informs the user of the health of each battery system. 
2. Monitors/shows on the UPS Display Interface screen the date for end of useful life for the 

battery system. 
3. Emits an alarm and shows a message on the UPS Display Interface screen to indicate the 

estimated battery end of life. On the UPS Display Interface screen, the user can set the 
number of days before the alarm is heard and the message appears on the UPS Display 
Interface screen. 

4. Monitors the temperature of the battery system and automatically adjusts the battery 
charging. 

C. Maintenance: 
1. Uses sealed lead acid battery cells and does not require maintenance. 
2. Runtime Test (Calibration): This should be performed anytime the steady state load is 

changed significantly, for example when a new load is added to or removed from the UPS. 
3. Battery health monitoring: The battery energy output and voltage are monitored to assess the 

health of the installed batteries when the UPS is operating on battery. 
4. Battery health monitoring is done during a UPS Self-Test and during a Runtime Calibration 

Test. These Self-tests are activated when the UPS is operating on battery power. The UPS can 
be configured to perform periodic, automatic Self Tests. 

D. End of useful life: 
1. Near end-of-life notification: A warning message will appear on the UPS display interface 

screen when the battery system is approaching the end of its useful life. For configuration 
details refer to Replacement Notification Time and Replacement Battery Alarm Time. The 
estimated replacement date for the battery system is available through the UI. 
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2. Needs replacement notification: The UPS display interface screen shows when the battery 
system replacement is required. All the four batteries must be replaced immediately after the 
notification.  CAUTION: Continued operation after end of useful life notification may cause 
damage to the batteries. 

3. Recycling: Please recycle the battery system. 
 
PART 3 - ACCESSORIES 
 
1.1 BATTERIES 

The Battery supplied by the vendor shall meet, at a minimum, the following requirements: 
 
1.2 BATTERY HARNESS The battery harness supplied by the contractor shall be designed to 

facilitate an easy connection and disconnection of the cables between the batteries and BBS 
system.  Also, the harness should have a provision to seamlessly include an additional set of 
batteries.  The harness should allow the replacement of the battery set without the use of tools.  
All the battery harness interconnected wiring shall conform to UL Style 1015 CSA TEW or 
equivalent. Wiring shall be of proper gauge with respect to design current and with enough 
strand count for flexibility. 
A. Battery Harness Set: 

1. The battery harness set consists of: 
a. 4 battery connection cables; 
b. 1 battery interconnection harness with a provision for BBS connection; and 
c. 1 extension cable harness for installations where the distance between the batteries 

and the BBS is greater than the length of the battery interconnection harness. 
2. Battery Connection Cables: 

The battery connection cables consist of a pair of cables that connect to the battery 
positive and negative terminals.  The other end of these two cables are terminated on a 
connector of the type SBS75 from Anderson connectors or equivalent.  The battery side 
connection of the cables shall be provided with a ring lug with a provision for an M8 
screw. The battery side ring lug must be secured with an insulating cap that covers the 
battery terminals when installed.  The cap should provide protection against accidental 
contact with live terminals of the battery.  The caps are ergonomically designed for easy 
installation and removal. The quality of the caps provided should withstand repetitive 
usage. 

3. Battery Interconnection Harness: 
The main purpose of this harness is to facilitate the interconnection between batteries 
and the BBS system.  The battery interconnection harness shall have mating connectors 
that match the connectors on the battery connection link and the BBS.  The battery 
interconnection harness should include a 200 Amp fuse to protect against any short 
circuit on the BBS side.  The battery interconnection harness should support the 
connection of an additional set of batteries. 
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4. Extension Cable Harness: 
The extension cable harness is to be installed along with battery interconnection harness 
for extending distance between the BBS and the battery bank.  The cable ends are 
terminated on the matching connector to accommodate the BBS connection on one end 
and battery interconnection harness on the other end. Extension cable harness shall be 8 
ft in length. 

B. Other Harness Accessories included:  
The other accessories to be included are battery cable hardware, cable ties, temperature 
sensor cables and any other accessory necessary for completing the installation. 

 
1.3 SERVICE BYPASS UNIT 

The Battery supplied by the vendor shall meet, at a minimum, the following requirements: 
A. Service Bypass Unit (SBU): 

1. Output Specifications: 
 

 PARAMETER SPECIFICATION 

1 Nominal Output Voltage (V) 120 

2 Changeover Switch Capacity (Amps) 30 (Minimum) 

3 Output Current (Amps) 30 

4 Output Connections 30mps, 3 Pole, Anderson quick disconnect type 

 
2. Input Specifications 

 

 PARAMETER SPECIFICATION 

1 Nominal Output Voltage (V) 120 

2 Input Frequency (Hz) 50/60 

3 Input Connections 30mps, 3 Pole, Anderson quick disconnect type 

4 Load Power Factor Range 0 to 1 

5 Maximum Input Current (Amps) 30 

 
3. SBU Construction 

The SBU is constructed in a rack-mounted 2U enclosure unless otherwise stated in this 
specification. This unit may also be mounted in a vertical orientation. 

4. SBU Bypass Switch Type: 
The SBU shall have a manually operated rotary switch with MAKE BEFORE BREAK 
mechanism.  The switch shall have two operating positions: Normal and Bypass.  In 
Normal mode, power is directed from the utility outlet, through the bypass panel and BBS 
to connected equipment at the output of the SBU.   In Bypass mode, power from the 
utility is directly fed to connected equipment.  Also, in Bypass mode, the BBS shall be 
galvanically isolated from the SBU for safe maintenance or replacement. 
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5. SBU and BBS Connection: 
The connection between SBU and BBS should be achieved with a single harness with an 
easy connect-disconnect facility.  The easy connect-disconnect may be achieved by an 
Anderson Powerpole connector of adequate capacity.  The construction and insulation 
levels of the Powerpole connectors should provide protection against accidental contact 
with live parts in the connector housing.  The connectors should be ergonomically 
designed for an easy connect and disconnect operation. The connectors should also have 
a locking mechanism to avoid any loose contacts. 

 
PART 4 - EXECUTION 
 
4.1 FIELD QUALITY CONTROL 
 

A. Worldwide Service: The UPS manufacturer has a worldwide service organization available, 
consisting of factory trained field service personnel to perform startup, preventive maintenance, 
and service of the UPS system and power equipment. The service organization offers service 
support 24 hours a day, 7 days a week, 365 days a year. 

B. Replacement Parts: Parts are available through the worldwide service organization 24 hours a 
day, 7 days a week, 365 days a year. The worldwide service organization is capable of shipping 
parts within four working hours or on the next available flight, so that the parts may be delivered 
to the customer site within 24 hours. 

 
4.2 MAINTENANCE 
 
A complete offering of preventive and full-service maintenance contracts for the UPS system and the 
battery system are available from APC by Schneider Electric.  Contract work is performed by Schneider 
Electric factory-trained service personnel. 
 
Subsection 614.13 shall include the following: 
 
The unit price for the furnish and install of the Uninterrupted Power Supply System shall be for a 
complete system and successful operation of the item. The UPS installation will be tested in accordance 
with this specification or as directed by the Engineer. 
 
The UPS system shall be measured and paid by the number of units installed. The item shall include all 
labor, materials, and ancillary hardware required to provide a fully functioning system to the satisfaction 
of the Engineer. 
  



C14-027 Yale-Holly Multimodal Improvements Project December 2025 

103 

-14- 
REVISION OF SECTION 614 

UNINTERRUPTED POWER SUPPLY SYSTEM 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Uninterrupted Power Supply Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
 
Furnish, installation and testing of the units are considered included in the work, as are labor and 
materials required for completion and acceptance of the item. 
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June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.08(f) shall include the following: 
 
Push button assemblies shall be of direct push button solid-state contact type and shall not have any 
levers, handles or toggle switches externally or internally.  The push button shall be tamperproof and of 
all-weather construction.  The push button shall have a protective shroud that is an integral part of the 
cover, and it shall encircle the push button actuator to deter vandalism.  The assembly shall be made 
weatherproof and shockproof by means of synthetic rubber gaskets between the cover and the 
enclosure and between the plunger and the cover so that it shall be impossible to receive an electrical 
shock under and weather conditions.  The front cover plate shall be secured with stainless steel vandal-
resistant screws.  The push button shall operate on logic ground. 
 
The solid-state switch shall be entirely insulated from the housing and operating button.  Push button 
shall consist of a 2-inch 303 stainless steel metal plunger and oil and gasoline resistant Piezo driven 
solid-state switch, all encased in a high impact thermoplastic enclosure with four (4) stainless steel 
mounting screws.  The solid-state switch shall be normally open and shall be closed with a minimum of 
pressure on the button (3 lb. ± 1 lb.), restoring immediately to the normally open position when the 
pressure is released. 
 
The aluminum housing shall be flat black frame type with adjustable mounting staves that will readily 
enable it to be mounted on any size traffic signal pole or push-button standard.  The housing shall have 
a ½-inch access hole and shall be provided with a threaded plug so that access is only possible from the 
rear of the housing.  The plug shall not be removable with ordinary tools.  The housing shall be painted 
Dark Olive/Federal Green baked enamel conforming to Federal Standard 595A color number 14056. 
 
The frame shall have a cast aluminum attachment to allow the mounting of a 9” x 12” pedestrian 
instruction sign.  By removal of four (4) screws the frame shall convert to allow the mounting of a 5” x 
7-¾” pedestrian instruction sign. 
 
Pedestrian instruction signs shall conform to the latest version of the MUTCD, published by the USDOT, 
Federal Highway Administration.  Pedestrian instruction signs shall be Type R10-3a, Type R10-3b, Type 
R10-3c, Type R10-3d, and Type R10-3e as specified in the contract documents.  Pedestrian instruction 
signs shall be constructed in accordance with the applicable provisions of the current City & County of 
Denver Standard Specifications.  Pedestrian instruction signs need not be reflectorized.  The sign shall 
be fabricated with 0.063” aluminum.  Signs shall be mounted using four (4) 5/16” mounting holes 4” x 
6-¾” for the 5” x 7-¾” sign and 7” x 10” for the 9” x 12” sign.  The pedestrian instruction signs shall 
have rounded corners ¾” radius for the 5” x 7-¾” sign and 1-½” radius for the 9” x 12” sign. 
 
Subsection 614.13 shall include the following: 
 
Pedestrian push button assemblies shall be measured by the number of units installed and accepted.  
The finished unit shall include the instruction sign and all required mounting hardware.  All labor and 
materials required for furnish, installation, test and acceptance shall be included.  
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PEDESTRIAN PUSH BUTTON ASSEMBLY 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Pedestrian Push Button Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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Pedestrian Push Button Post Assembly 

June 13, 2024 
 
Section 614 of the Standard Specifications is hereby revised for this project as follows:  
 
Subsection 614.08 shall include the following: 
 
(f) Pedestrian Push Buttons and (g) Accessible Pedestrian Signals 
Pedestrian Push Button Post Assembly shall conform to the requirements of City and County of Denver’s 
Traffic Signal, Sign and Pavement Marking Standards.   
 
Pedestrian push button post shall be Schedule 40 Aluminum with a height of 5’-7” or as otherwise specified 
in the Plans or by the Engineer.  
 
Pedestrian push button extenders shall be used as needed per MUTCD and ADA accessibility requirements. 
 
Subsection 614.13 shall include the following:  
 
Pedestrian Push Button Post Assembly will be measured by the actual number that are installed and 
accepted and shall include post, base, foundation, and all electronic control equipment, mounting 
hardware, incidental materials, and internal wiring necessary to complete the item.  
 
Push button assembly (integrated push button, informational sign, and housing) will be measured and 
paid for separately as Pedestrian Push Button or Accessible Pedestrian Signal, as specified in the Plans.  
 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Pedestrian Push Button Post Assembly Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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FIRE PREEMPTION SYSTEM 

June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
This work consists of furnishing and installing a completely new fire preemption system at all project 
intersections. 
 
Work includes all in-cabinet equipment including preemption modules, mounting racks and power 
supplies; new optical detectors oriented toward the approach directions; lead-in cable; and all ancillary 
work required to connect the elements and establish a functioning preemption system.  Four channels 
of detection shall be provided. 
 
Subsection 614.08 shall include the following: 
 
The emergency vehicle preemption system shall match the type and manufacture currently deployed in 
similar applications throughout the City & County of Denver.  All equipment furnished for this project 
shall be new and shall be the manufacturer’s latest available make and model of the required system 
element.   
 
The following equipment specification is provided for Contractor reference.  
 
System Description:  The emergency vehicle traffic signal priority control system shall enable designated 
vehicles to remotely cause the traffic signal controller to advance to and/or hold a desired traffic signal 
display by using existing controller functions. The control shall be activated at a minimum distance of 
548.6M (1,800 feet) along an unobstructed "line of sight" path. The control shall not terminate until the 
vehicle is within 12.2M (40 feet) of the detector or at the intersection.  
 
The system shall consist of the following components: 
 
A. Vehicle Emitter which shall be mounted on the emergency vehicle and shall transmit optical energy 

signals only in the forward direction. If the municipality presently uses optical pre-emption, the 
emitters shall be of the same manufacture currently used by the City and County of Denver Fire 
Department. 

B. Phase Selector (minimum 2 channels) which shall cause the signal controller to advance to and/or 
hold the desired traffic signal display for the emergency vehicle. A pre emption system chassis shall 
house two phase selectors. 

C. Optical Detector which shall be mounted on or near a traffic signal and shall receive the optical 
energy signals generated by the Vehicle Emitter. 
1. Detector (Type A), 1 Direction, 1 Channel 
2. Detector (Type B), 2 Direction, 1 Channel  
3. Detector (Type C), 2 Direction, 2 Channel  

D. Detector Cable (Optical). 
  



C14-027 Yale-Holly Multimodal Improvements Project December 2025 

108 

-2- 
REVISION OF SECTION 614 
FIRE PREEMPTION SYSTEM 

 
System Operations:  The operating sequence shall be initiated when the optical detector receives the 
required optical energy signal from the Emitter.  The phase selector shall cause the traffic signal 
controller to advance to and/or hold the desired traffic signal display for the emergency vehicle.  The 
phase selector shall cause the controller to advance to and/or hold the desired traffic signal display even 
if the optical energy signals cease before the desired display is obtained.  The phase selector shall allow 
the traffic signal controller to resume normal operation within ten seconds after optical energy signals 
cease if the optical energy signals cease after the desired traffic signal display is obtained.  The phase 
selector shall not respond to optical energy signals from an emergency vehicle if it is already processing 
optical energy signals from another emergency vehicle. 
 
System Components: 
 
A. Vehicle Emitter:  The emitter assembly consists of an emitter and power supply and an emitter 

control switch assembly. The emitter assembly is mounted on a vehicle and produces a flashing 
optical signal when in operation. The following shall apply to the vehicle emitter: 
1. Shall operate on ten to fifteen volts DC input voltage but shall not be damaged by input voltage 

surges up to twenty-five volts DC. 
2. Shall be controlled by a single on/off switch that requires no other adjustments by the operator. 

The on/off condition shall be indicated by a light located adjacent to the switch. 
3. Shall be automatically disabled or de-activated by one or a combination of the following: seat 

switch, emergency brake switch, door switch, and transmission safety switch. 
4. Shall operate over an ambient temperature range of minus 34 degrees C to plus 60 degrees C. 

(minus 30 degrees F. to plus 140 degrees F.) 
5. Shall operate in 0 to 95 % humidity. 
6. Shall be a pulsed optical energy source with a controlled repetition rate. 
7. Shall not generate voltage transients on the battery input line which exceed battery voltage by 

more than four volts. 
8. Shall produce optical energy in a cone of not more than 90 degrees horizontal and not more 

than 30 degrees vertical. The detectors and/or phase selector shall not sense a pre-emption 
signal from an emitter outside this cone. 
 

B. Optical Detector: The optical detector receives the high intensity optical pulses produced by the 
emitter. These optical energy pulses are transformed by the detector into appropriate electrical 
signals transmitted to the phase selector. The detector is mounted at or near the intersection in a 
location that permits unobstructed line of sight to vehicular approaches. The units may be mounted 
on signal span wires, mast arms or other appropriate structures. The following shall apply to the 
optical detector: 
1. Shall produce optical energy in a cone of not more than 90 degrees horizontal and not more 

than 30 degrees vertical. The detectors and/or phase selector shall not sense a pre-emption 
signal from an emitter outside this cone. 

2. Shall be of solid-state construction. 
3. Shall operate over an ambient temperature range of minus 34 degrees C to plus 60 degrees C. 

(minus 30 degrees F to plus 140 degrees F). 
4. Shall have internal circuitry potted in a semi-flexible compound to ensure moisture resistance. 
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5. Shall operate in 0 to 95 % humidity. 
6. Shall have a cone of detection of not more than 13 degrees. The detector and/or phase selector 

shall not sense a pre-emption signal from an emitter outside this cone. 
C. Phase Selector:  The phase selector supplies power to and receives electrical signals from the optical 

detector. When detector signals are recognized as a valid call, the phase selector causes the signal 
controller to advance to and/or hold the desired traffic signal display. This is accomplished by 
activating the pre-empt input to the controller.  
 
The phase selector can assign priority traffic movement to one of two channels on a first come, first 
serve basis. Each channel is connected to select traffic movement from those normally available 
within the controller.   Once a call is recognized, "commit to green" circuitry in the phase selector 
functions so that the desired green indication will be obtained even if optical communication is lost. 
After serving a priority traffic demand, the phase selector will release the controller to follow normal 
sequence operation. 
 
The following shall apply to the phase selector: 

 
1. Shall include an internal power supply to supply power to the optical detectors. 
2. Shall have minimum two-channel operation with the capability of interfacing with an additional 

phase selector for expansion of channels of operation. 
3. Shall have adjustable detector range controls for each channel of operation, from 12M (40 feet) 

to 548M (1800 feet). 
4. Shall have solid state indicator lights for power on and channel called. 
5. Shall operate over an ambient temperature range of minus 34 degrees C to plus 60 degrees C 

(minus 30 degrees F to plus 140 degrees F). 
6. Shall operate in 0 to 95 % humidity. 

 
D. Detector Cable (Optical):  The following shall apply to the detector cable: 

1. 3-Conductor cable with shield and ground wire. 
2. AWG #20 (7x28) stranded. 
3. Individually tinned copper strands. 
4. Conductor insulation: 600-volt, 75 degrees C (167 degrees F). 
5. 1 Conductor-yellow; 1 Conductor-blue; 1 Conductor-orange. 
6. Aluminized Mylar shield tape or equivalent. 
7. AWG #20 (7x28) stranded uninsulated drain wire 
8. DC resistance not to exceed 11.0 ohms per 305M (1000 feet). 
9. Capacitance from one conductor to other two conductors and shield not to exceed 157pf/M (48pf 

/ft.). 
10. Jacket: 600 volts, 80 degrees C (176 degrees F), minimum average wall thickness   1.14mm 

(.045"). 
11. Finished O.D.:  7.62mm (0.3") max. 

 
System Interface:  System shall be capable of operating in a computerized traffic management system 
when appropriate interfacing is provided by the computer supplier.  
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General:  The Contractor shall furnish the manufacturer the phasing diagrams indicating controller 
sequence and timing. 
 
The Contractor shall secure from the manufacturer a guarantee for the equipment for a period of sixty 
(60) months, which time shall commence from the date of delivery. The manufacturer shall certify upon 
request that all materials furnished will conform to this specification. The manufacturer or his 
designated representative shall be responsible for determining and setting all required range and 
emitter intensity for the emergency vehicle operation. 
 
Construction Methods: All equipment except the vehicle emitter assembly shall be installed and wired in 
a neat and orderly manner in conformance with the manufacturers’ instructions. The vehicle emitter 
assembly shall be delivered to a designated City representative. 
 
Installation of the vehicle emitter assembly shall be the responsibility of the Denver Fire Department. 
 
Traffic signals owned and maintained by the State that have optical pre-emption equipment owned and 
maintained by the town shall have an Auxiliary Equipment Cabinet (AEC) attached to the controller 
cabinet. The optical pre-emption equipment shall be housed in the AEC. Traffic signals owned and 
maintained by the town do not require an AEC to house the pre-emption equipment. 
 
Detector cables shall be continuous with no splices between the optical detector and the AEC. 
 
Detector locations shown on the plan are for illustration purposes only. The exact location shall be 
determined by the contractor or the designated representative for the best possible line of sight. 
 
If not present in an existing traffic controller cabinet, the following items shall be installed and 
connected, in conformance with the current Functional Specifications for Traffic Control Equipment, “D” 
Cabinet Requirements (Pre-emption Type): 
 
• Controller “D” harness and adapter. 
• Pre-emption termination panel with terminal block and relay bases. 
• Pre-emption disconnect switch, mounted on the emergency switch panel (on inside of cabinet door). 
• Pre-emption test buttons mounted on the pre-emption termination panel. 
 
All connections from the phase selector to the “D” harness and to the cabinet wiring shall be made at 
the termination panel. The termination panel shall have AC+ Lights, AC-, and a switched logic ground. 
The switched logic ground feeds all the pre-empt inputs to the phase selector.  
 
When switched off by the pre-emption disconnect switch, the traffic controller shall not be affected by 
pre-empt calls from the optical pre-emption system. A minimum of two test buttons shall be provided. If 
there are more than two pre-empt runs, a button for each shall be installed. A chart or print out 
indicating the program steps and settings shall be provided along with the revised cabinet wiring 
diagrams. 
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Test the Pre-emption System According to the following Guidelines: 
 
1. Notify the system owner/user, such as the Municipal Fire Chief or City Traffic Engineer, of the 
scheduled inspection 
2. Request a fire department representative and an emergency vehicle, which has an emitter to conduct 
the test. If not available, the contractor shall provide an emitter. 
3. In the presence of the Engineer and the municipal representative, test each pre-empted approach 
with the emergency vehicle. Test the following items of the system: 
 
a. Confirm that the emitter activates the phase selector, and the phase selector activates the correct 
pre-emption input to the controller. 
b. Confirm adequate range. The traffic signal must be pre-empted to green sufficiently in advance of 
the emergency vehicle arrival. The vehicle emitter shall initiate pre-emption at a minimum distance of 
548.6M (1800 feet).  
c. Confirm there are no false calls. Keep the emitter active as the emergency vehicle passes through 
the intersection. No other optical detectors shall sense the strobe. 
 
4. Document the test. Provide the Engineer and, upon request, the municipality with copies of the test 
results.  If a malfunction is found or the system needs adjustment (such as range, emitter intensity, or 
detector location), schedule a follow-up test. Repeat the above steps for all approaches that did not 
pass.  All adjustments such as emitter intensity, phase selector range, sensitivity, detector placement, 
shall be made at the intersection by the contractor so that the optical pre-emption operates correctly 
with other major manufacturers' equipment currently owned by the town. 
 
Subsection 614.09 shall include the following: 
 
Installation shall be in accordance with the manufacturer’s recommendations.   
 
No splices are allowed in the lead-in cable. 
 
Four-channel installations are required at all locations referenced for complete re-build.  Separate 
detectors shall be provided for each approach. 
 
At the location identified for modification of the preemption system, two channels of additional detection 
are required.  If existing preemption equipment is shelf-mounted, additional detection shall be shelf-
mounted.  If existing preemption equipment is rack-mounted, additional detection shall be rack-
mounted.  At these locations, separate one-way detectors shall be provided for each approach so 
designated in the plans. 
 
Subsection 614.13 shall include the following: 
 
The Emergency Vehicle Traffic Signal Priority Control System units shall include two new two-channel 
cards or one new four-channel card, and the number of detectors shown on the plans.   
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Work shall be measured and paid for by the number of intersections at which the system is to be 
furnished and installed.  The item will include all labor, materials, and ancillary hardware to provide a 
fully functional system to the satisfaction of the Engineer. 
 
The locations at which a completely new fire preemption system is to be provided shall be measured by 
the total number of intersections at which the work is required and paid as Fire Preemption Unit and 
Timer. 
 
Work shall include all labor and materials required to furnish and install all in-cabinet preemption 
equipment; furnish and install all new optical detectors as shown in the plans; furnish and install new 
lead-in cable; and provide all wiring connections at the detectors and in the cabinet to successfully 
establish successful emergency vehicle preemption operations.   
 
All labor, materials and ancillary mounting hardware is considered included.  Contractor shall be 
required to test and demonstrate successful emergency vehicle preemption operation to the satisfaction 
of the Engineer prior to acceptance of this item for payment. 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Fire Preemption Unit and Timer Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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June 13, 2024 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
This work consists of furnishing and installing a fully functional video detection system at the 
intersections specified on the plans.   
 
Subsection 614.08 shall include the following: 
 
Detection Camera: 
The detection camera shall consist of a thermal camera, thermal lens, and enclosure; and shall meet the 
following specifications: 
 
• Thermal Camera & Lens 

The detection camera shall be a 320 x 240 (minimum) and 10 frames per second (minimum) thermal 
camera that fits into the camera enclosure specified herein. The lens shall be a fixed thermal lens. 
Digital zooming is allowed. 

• Camera Enclosure 
The camera enclosure shall consist of a dustproof and waterproof outdoor camera housing designed 
specifically to fit the thermal camera and thermal lens specified herein. The enclosure shall have a 
sun shield to prevent direct and indirect sunlight entering the lens. A thermostatically controlled 
heater for window defogging and defrosting is allowed. 

• Power 
The detection camera shall be powered by a 120/240VAC, 50/60Hz power source or by a 24VDC 
(±10%) power source. 

• Reliability 
The interface card shall be designed and manufactured to have a MTBF (Mean Time Between Failure) 
prediction figure of greater than or equal to 10 years continuous operation. 

• Certifications & Environmental 
The detection camera shall meet the following Certifications and Environmental specifications: 

Certifications      Comply with Electromagnetic Compatibility - 2004/108/EG 
Comply with FCC Part 15, Class A 

Weatherproof      IP66 ingress protection standards (minimum) 
Operating Temperature   -34°C to +74°C (-29°F to +165°F) (minimum) 
Relative Humidity     Up to 100% non-condensing 
Shock & vibration     NEMA II 

• Mounting Brackets 
A versatile mounting bracket shall be supplied to mount the camera enclosure, specified herein, to a 
horizontal luminaire or vertical traffic signal pole. All mounts shall be secured with stainless steel 
mounting straps or bolts. The mounts, including the mass and size of the detection camera, shall be 
designed to withstand a wind load of 120km/h (or 75mph) with a 30-second gust factor.  

• Camera to Controller Cabinet Cable 
Cable needed to power the detection camera specified herein, transmit thermal video and data 
information to the controller cabinet shall be provided and meet the specifications of the thermal 
video imaging detection system manufacturer.  
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Thermal Video Processor: 
A thermal video processor shall be included in the detection camera, specified herein, or in the interface 
card, specified herein; and shall meet the following specifications: 
 
• Functionality 

The thermal video processor shall provide the following functionality: 
Detector Display Capable of displaying bike detection regions on the thermal video 

image with associated outputs with output status shown on the 
screen 

Detector Placement By using a portable PC with graphical user interface software or web 
server 

Detector Function Capable of detecting within the view of the connected detection 
camera the presence of bicycles in user defined bicycle detection 
regions 

Detector Type Configurable as presence, count, delay, extension, or pulse mode of 
either arrival or departure of bicycles. The detector shall be capable 
of detecting pedestrians and small motorcycles too. 

Detector Modification All detectors and parameters shall be able to be changed without 
interrupting detection. When one detector is modified, all existing 
detectors shall continue to operate, including the one that is being 
modified. When the new detector position is confirmed, the new 
detector shall have no learning phase and shall be operating while 
the one being modified ceases to operate 

Detector Failure State Provide a constant call on each active detection channel, in the event 
of unacceptable interference or loss of the thermal video signal 

Regions per Video Output Up to 4 (minimum) 
Detector Delay & Extension Defined between 0.1-99 seconds and pulse mode between 0-500ms 

in 10ms increments. 
Direction Sensitivity Able to make a detector directional sensitive 

 
Camera Interface/Surge Suppression Panel: 
When the thermal video processor is in the detection camera, a UV resistant signal cable with 3 wires 
(maximum) of wire diameter AWG18 (minimum) shall be provided to power the detection camera, 
transmit detection data to the interface card, and provide remote communication specified herein. The 
cable distance between detection camera and interface card is 300m or 1,000ft (maximum).  When the 
thermal video processor is in the interface card with coax thermal video cables being used between the 
detection camera and the interface card, a surge suppression panel shall be provided that powers the 
detection camera with high-voltage transient protection and power isolation and suppresses electrical 
spikes on the thermal video coax cable.  The camera interface/surge suppression panel shall meet the 
following specifications: 
 
• Certifications and Environmental 

The interface card shall meet the following Certifications and Environmental specifications: 
  



C14-027 Yale-Holly Multimodal Improvements Project December 2025 

115 

-3- 
REVISION OF SECTION 614 

INTERSECTION DETECTION SYSTEM (FLIR CAMERA) 
 

Certifications Comply with Electromagnetic Compatibility - 2004/108/EG 
Comply with FCC Part 15, Class A 

Weatherproof IP66 ingress protection standards (minimum) 
Operating Temperature -34°C to +74°C (-29°F to +165°F) (minimum) 
Relative Humidity 0-95% non-condensing (minimum) 
Shock & vibration NEMA II 

 
Interface Card: 
Input/output main and expansion cards shall be supplied that are designed to convert real-time 
detection signals from the video processor, specified herein, into contact closure signals to the traffic 
light controller; and to relay traffic signal phase status to the video processor, specified herein. The 
interface card shall meet the following specifications: 
 
• Functionality 

The interface card shall provide the following functionality: 
Cabinet/Controller US: EDGE card for TS-1 cabinet and 2070 TS-1 and TS-2 controllers 
Compatibility Rest of World: EURO card for various standard controllers 
Status Indicators Visual for state of each detection output, visual state of power status 

(ON/OFF), visual state of camera status (operational/not operational) 
Identification Individually addressable with serial number, MAC address, IP-

address, subnet mask and default gateway 
Program Retention Continue to operate in accordance with previous program after 

recovery from communication system or power failure 
Time Synchronization Manually or NTP time source 
Detector Failure State Provide a constant call on each active detection channel, in the event 

of unacceptable interference or loss of the thermal video signal 
Regions per Video Output Up to 4 (minimum) 
Detector Delay/Extension Defined between 0.1-99 seconds and pulse mode between 0-500ms 

in 10ms increments. 
Direction Sensitivity Able to make a detector directional sensitive 

 
• Communication 

The interface card shall meet the following specifications: 
Controller Interface Output Contact closure via interface backplane, providing up to 4 channels of 

vehicle detection with no front panel connectors being used 
ETHERNET RJ45 port for hard-wired system set-up and monitoring 
USB USB 2.0 (minimum) on front panel for connecting a USB dongle to 

allow wireless set-up and monitoring via portable PC, tablet and/or 
smart phone 4°C to +74°C (-29°F to +165°F) (minimum) 

 
Remote Communications: 
Remote communications to allow remote management specified herein shall be provided via the 
interface card and shall meet the following specifications: 
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A] Functionality 
Remote communications shall provide the following functionality: 
Cabinet/Controller US: TS-1 cabinet and 2070 TS-1 and TS-2 controllers 
Compatibility Rest of World: EURO card for various standard controllers 
Thermal Video MJPEG, MPEG-4 (ISO 14496-2) and/or H.264 (ISO/IEC MPEG-4  
Compression AVC) 
Thermal Video Frame 
Rate Constant and variable 10 frames per second (minimum) 
Thermal Video Bandwidth Between 32 kbps and 4 Mbps (minimum) 
Status Indicators Ethernet link/activity 
Identification Individually addressable with serial number, MAC address, IP-

address, subnet mask and default gateway 
Program Retention Continue to operate in accordance with previous program after 

recovering from communication system or power failure 
 

B]  Communication 
The remote communications shall meet the following specifications: 
Ethernet Port      One 10/100Base-T front-panel RJ45 port (minimum) 
Thermal Video Input    Via front panel connector 

 
C] Power 

The interface card shall meet the following specifications: 
Input Voltage      24VDC ±10% (via cabinet detector rack backplane) 
Power Consumption    10W (maximum) 

 
D] Physical Properties 
  The interface card shall meet the following physical properties specifications: 

Size   US: Fits directly into NEMA TS-1 cabinet detector rack or fits on DIN-rail 
 

E] Reliability 
The interface card shall be designed and manufactured to have a MTBF (Mean Time Between 
Failure) prediction figure of greater than or equal to 10 years continuous operation. 

 
F]  Certifications and Environmental 

The input/output main and expansion cards shall meet the following Certifications and 
Environmental specifications: 
Certifications      Comply with FCC Part; 15 NEMA TS 2-2003 v02.06 
Operating Temperature  -37°C to 74°C (-35°F to 165°F) (minimum) 
Humidity       0 – 95% non-condensing 

 
Remote Management System: 
Remote management system shall be provided to monitor, control, and troubleshoot the thermal video 
imaging detection devices remotely via the Ethernet communication system.  
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The vendor shall provide all software that will be loaded and configured by staff on furnished server 
hardware that is connected to the thermal video imaging detection devices via the Ethernet 
communication system.  
 
Remote management shall meet the following minimum requirements: 
 
• Diagnostic & Health Monitoring 

Management Status Provide real-time status display of services required to access, 
troubleshoot, and archive data from the thermal video imaging 
detection system network connected devices 

Network Device View Provide view of all thermal video imaging detection system 
network connected devices 

Operation Log Support retrieving, displaying, and saving operational messages, 
warnings, and errors 

 
• Remote Management & Maintenance 

Video Viewing/Recording Support viewing/recording streaming video including detector 
overlay 

Device Management Support creating, editing, downloading, and uploading detector 
configurations 

Remote Firmware Updates Support updating firmware of any device from a remote location 
Remote Backup/Restore Support backup/restore device configuration from remote location 
Access Permissions Support password implementation 
Clock Synchronization Support the Network Time Protocol (NTP) to synchronize the 

internal clocks of the thermal video imaging detection system 
network connected devices a minimum of once a day 

 
Subsection 614.13 shall include the following: 
 
Intersection Detection System (FLIR) (Camera) shall be measured and paid for by the number of 
cameras to be installed. The item shall include all labor, materials, and ancillary hardware required to 
provide a fully functional camera system to the satisfaction of the Engineer. 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Intersection Detection System (FLIR Camera) Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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June 13, 2024 
 
Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
This work consists of furnishing and installing traffic signal poles. 
 
Subsections 614.06, 614.08 and 614.09 shall include the following: 
 
Foundation Installation Overview: 
Materials and installation for foundations of traffic signal poles with mast arms shall conform to the 
requirements of the City & County of Denver’s Traffic Signal Standard Details and the Revision to 
Section 503 – Caisson (Special). 
 
Materials and installation for foundations of traffic signal poles without mast arms, pedestal poles and 
flashing beacon poles shall conform to the requirements of the applicable sections of the City & County 
of Denver’s Traffic Signal Standard Details.   
 
Pole Installation Overview: 
For each traffic signal-light pole with mast arm, work will occur in three stages: 1] Contractor will install 
a new foundation for the proposed traffic signal-light pole in accordance with City & County of Denver 
standards; 2] Contractor will install the pole; and 3] Contractor will install the mast arm, luminaire arm 
and luminaire.  Following installation of luminaire and all mast-arm mounted equipment by the 
Contractor, the Contractor shall rake the pole to provide a true vertical after loading.  Foundation work 
shall include grouting by the Contractor after pole rake is approved by the Engineer. 
 
For each traffic signal-light pole without mast arm, work will occur in three stages: 1] Contractor will 
install a new foundation for the proposed pole in accordance with City & County of Denver standards; 2] 
Contractor will install the pole; and 3] Contractor will install the luminaire arm, luminaire and traffic 
control devices.  Following installation of luminaire and all mast-arm mounted equipment by the 
Contractor, the Contractor shall rake the pole to provide a true vertical after loading.  Foundation work 
shall include grouting by the Contractor after pole rake is approved by the Engineer. 
 
At all locations, Contractor shall be reimbursed for new foundation, new pole (including mast arm and 
luminaire arm), and new luminaire. 
 
Subsection 614.08(g) shall include the following: 
 
Traffic Signal Poles:  
All traffic signal poles, pedestal poles, flashing beacon poles, mast arms and luminaire arms shall 
conform to City and County of Denver Standards as applicable.   
 
All traffic signal-light poles shall include a 10-foot-long luminaire arm.  The proposed luminaire shall be 
a 5300 Lumen LED style luminaire in accordance with current Denver standards. 
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Prior to order of traffic signal poles, mast arms and luminaires, contractor shall submit material 
specifications to the City and County of Denver Traffic Engineering Services for approval. 
 
Pole Treatment: 
Finish:  All traffic signal mast arm poles shall be finish in accordance with Valmont finish process F540 or 
equal – galvanized, epoxy primer and powder coated in accordance with the following specifications: 
 
Painting: All traffic signal mast arm poles shall be powder coated in accordance with the following 
specifications: 
 
Super Durable Powder Coating: The super durable powder coating shall consist of a Urethane or 
Triglycidyl Isocyanurate (TGIC) Polyester Powder and provide a minimum of 3 times the gloss retention, 
color retention and ultraviolet light (UV) resistance as standard powder coatings. Color shall be dark 
olive green, in conformance with Federal Specification No. 14056. 
 
Surface Preparation:  The exterior steel surface shall be blast cleaned to Steel Structures Painting 
Council Surface Preparation Specification No. 6 (SSPC-SP6) requirements utilizing cast steel abrasives 
conforming to the Society of Automotive Engineers (SAE) Recommended Practice J827. The blast 
method is a recirculating, closed cycle centrifugal wheel system with abrasive conforming to SAE Shot 
Number S280. 
 
Interior Color:  Interior surfaces (pole shafts only) at the base end for a length of approximately 2.0’ 
shall be mechanically cleaned and coated with a zinc rich epoxy powder. The coating shall be 
electrostatically applied and cured in a gas fired convection oven by heating the steel substrate to a 
minimum of 350 degrees Fahrenheit and a maximum of 400 degrees Fahrenheit. 
 
Exterior Coating:  All exterior surfaces shall be coated with Urethane or Triglycidyl Isocyanurate (TGIC) 
Polyester Powder to a minimum film thickness of 2.0 mils (0.002”). The coating shall be electrostatically 
applied and cured in a gas fired convection oven by heating the steel substrate to a minimum of 350 
degrees Fahrenheit and a maximum of 400 degrees Fahrenheit. The thermosetting powder resin shall 
provide both inter-coat as well as substrate fusion adhesion that meets 5A or 5B classifications of ASTM 
D3359.  
 
Packaging:  Prior to shipping, small poles shall be wrapped in 0.188” thick Ultraviolet-inhibiting plastic 
backed foam.  Larger poles shall be cradled in a 1.0” rubberized foam base. 
 
Handling and Shipment:  Poles and mast arms shall be handled in a manner that will preserve the 
overall appearance and prevent damage to the coating. The use of chains or cables for loading, 
unloading, or installing is prohibited. Only ¾ inch diameter or larger nonabrasive nylon rope or 
equivalent nylon belting will be used. Adequate hold-downs and appropriate blocking shall be utilized for 
shipping to prevent load movement and damage to the outer coating in transit. No handling should be 
allowed until “dry through” condition has been achieved with the coating.  
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Delivery, Installation, and Acceptance of Poles: Extra care will be taken not to damage the coating. 
Upon arrival of the poles at the delivery point, neither chains nor cables will be used to either unloading 
or installation of poles.  
 
Procedure for Field Touch-Up:  The pole manufacturer will furnish extra paint, both primer and color 
coat, to satisfy the needs of field touch-up requirements, in the event of minor physical damage to the 
coating from handling or transit. Damaged area must be clean and dry before repair application. Field 
touch-up will be at the direction of the pole manufacturer or their authorized representative. 
 
Subsection 614.09 shall include the following: 
 
Throughout traffic signal installation, Contractor shall coordinate as required with XCEL Energy and the 
City & County of Denver to schedule work activities, determine delivery and/or pick-up of materials as 
may be required, and to facilitate efficient construction to the extent possible. 
 
Subsection 614.13 shall include the following: 
 
Installation of traffic signal-light poles shall be measured and paid by the number of poles furnished and 
installed.  All labor and materials required to install the pole and arms at the required mounting heights 
are considered included. 
 
Costs that may be incurred by the Contractor to pick-up poles, arms or mounting hardware and 
transport same to the project site are included in the unit cost for this item and will not be measured 
and paid for separately.  Foundations, traffic control devices and luminaires are tabulated and paid 
separately. 
 
Traffic Signal-Light Pole Steel (1-XX Foot Mast Arm) shall refer to all poles with both luminaire arms and 
mast arms.  
 
Traffic Signal-Light Pole Steel shall refer to all signal poles with a luminaire arm but no mast arm. 
 
Pedestal Poles: 
Installation of pedestal poles shall be measured and paid by the number of poles furnished and 
installed.  All labor and materials required to install the pole are considered included.  Costs that may be 
incurred by the Contractor to pick-up poles or associated hardware and transport same to the project 
site are included in the unit cost for this item and will not be measured and paid for separately.  
Foundations for pedestal poles are considered included in the unit cost of the pedestal pole and are not 
measured and paid separately. 
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Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Traffic Signal-Light Pole Steel (1-XX Foot Mast Arm) Each 
 Traffic Signal-Light Pole Steel (2-XX & XX Foot Mast Arm) Each 
 Traffic Signal Pedestal Pole Steel (X’) Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
 
  



C14-027 Yale-Holly Multimodal Improvements Project December 2025 

122 

REVISION OF SECTION 614 
TELEMETRY (FIELD) 

June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
Work at these intersections therefore consists of permanent disconnection of existing lateral fiber optic 
communications connections from traffic signal cabinets to be removed and installation and attachment 
of the replacement lateral cable to the backbone cable via a new splice, and to the new traffic signal 
cabinets via new cable termination and connection.  Testing of the new cable shall be required per the 
stand-alone Project Special Provision describing that work. 
 
Subsection 614.08 shall include the following: 
 
General Requirements  
Color-coded fibers and buffer tubes shall be used throughout the entire project. At the terminal points 
the jackets shall be stripped and the ends taped. Gel filled compound shall be removed using filled cable 
cleaner.   
 
The same color-coded pairs of fibers and/or wires shall be used throughout the entire project unless 
otherwise directed by the Denver Transportation and Mobility Division or as otherwise shown in the 
plans.   
 
At every cabinet or optical closure, only the fibers identified in the plans to be spliced and/or connected 
to a patch panel or other internal device are required to be landed. All cut and unconnected fibers shall 
be sealed in a manner recommended by the fiber optic cable manufacturer and coiled neatly in a splice 
organizer. 
 
Gel filling compound shall be removed using filled cable cleaner. 
 
Fiber Optic Patch Pigtail: 
Fiber optic pigtail cables shall consist of MM fibers housed individually in protective jackets.  Both ends 
of the cable shall be connected.  Fiber optic patch cord cable shall be suitable for operation over a 
temperature range of -30°to +60° Celsius. 
 
Cables shall be suitably long to be connected between the interconnect panel and the communications 
equipment (i.e. fiber optic transceivers and/or Ethernet switches).  Patch cord couplings shall be 
compatible with termination points.  Appropriate strain relief in the cabinet (through cable ties) shall be 
installed in a minimum of three locations.   
 
Enough slack shall be left to allow relocation of the equipment anywhere in the cabinet.  Attenuation of 
a fiber optic patch cord cable after installation, not including connector loss, shall not exceed 0.1 dB 
measured at 850nm and 1300nm. 
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Connectors: 
The connector shall have a ceramic ferrule with a nickel-plated nut and body.  The connector shall be an 
AT&T ST Style compatible field mounted connector compatible with a physical contact (PC) finish.  All 
connectors shall be polished to a PC finish such that the return loss per mated pair of connectors is less 
than -25dB.  Return loss when the connector is mated with previously installed connectors shall be less 
than -18dB.  Connector insertion loss shall not be greater than 0.20 dB typical.  Connector loss shall not 
vary more than 0.20dB after 1000 repeated matings.  Tensile strength shall withstand an axial load of 
20lb. with less than 0.20dB change. 
 
Index matching fluids or gels shall not be used.  Connectors shall be compatible with the optical fiber 
surrounding jacket and shall be installed on one end of the optical fiber in accordance with the 
manufacturer’s recommended materials, equipment, and practices.  Connector shall be suitable for the 
intended environment and shall meet the following environmental conditions. 
 
Operating temperature:  -40° to +80°C 
Storage temperature:  -40° to +85°C 
 
Connector loss shall not vary more than 0.20dB over the operating temperature range.  Connectors shall 
be protected by a suitably installed waterproof protection cap. 
 
Fiber Optic Patch Cords: 
Fiber optic patch cords shall be fiber optic jumper cable, duplex, ceramic ferrule, MM 62.5 nm, 
adaptable to AT&T ST style connectors, 2 meters in length, ITT Canon Model 161001-4020 or approved 
equal.  Cable from modem to Port 3 controller harness shall be 25-pin cable Model 44982G4 or 
approved equal.    
 
Optical Splice Closures: 
Coyote Runt or Coyote Pup type enclosures shall be provided for splicing lateral fiber optic cables to the 
main (Backbone) fiber cable in all pull box locations that are identified in the plans.  All closures shall 
include 1-inch future port kit (part number 8003408, Pre-Formed Line Products).  The Coyote Runt 
Closure shall be used at locations with three fiber optic cables.  In locations requiring more than three 
cables, a Coyote Pup Closure shall be installed. 
 
Subsection 614.09 shall include the following: 
 
All existing backbone to lateral cable splices shall remain unless the existing lateral cable is too short to 
reach the proposed cabinet.   
 
Typically, lateral cable from outside terminates inside existing cabinets on a wall- or rack-mounted patch 
panel; from which patch cords relay optical communications to the transceiver or Ethernet switch, which 
connects to the controller. 
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Work to disconnect, remove and dispose of existing lateral cable, furnish, re-pull and reconnect new 
cable following installation of the new cabinet, modification of conduit ends, and new splices shall be 
considered included in the unit price for Fiber Optic Cable as a stand-alone pay item. 
 
Where applicable, removal of the existing pull box is included in the lump sum cost for Removal of 
Traffic Signal Equipment.  New pull boxes are measured and paid for as Pull Box (Special). 
 
System Level Telemetry: 
Following initial connection or reconnection of the proposed fibers at the referenced locations, the 
Contractor will be required to demonstrate successful system communications to the Engineer prior to 
acceptance.  Testing of all new cable shall be reimbursed separately under Section 614 – Test Fiber 
Optic Cable. 
 
Subsection 614.13 shall include the following: 
 
Telemetry (Field) shall be measured and paid by the number of intersections at which the work is 
required and shall include the following activities: remove in-cabinet communications equipment; 
disconnect and pull cable away from the existing cabinet; pull existing cable into the new cabinet; and 
provide all required connections and terminations in the new cabinets using new communications 
equipment to re-establish successful system communications. 
 
All labor and materials required to provide the work described, including furnish and installation of all 
equipment, strain relief, cable termination and connection is considered included in the unit price.   
 
All new pigtails, connectors and patch cords that may be required to facilitate the communications 
system reset are considered included.  Prior to disconnection, Contractor shall demonstrate to the 
Engineer that existing signal system communications are working.  Following reset and reconnection of 
all equipment, Contractor shall demonstrate successful system communications to the Engineer prior to 
acceptance of this item for payment.  All required coordination with the City is considered included in 
the unit cost for this item and will not be measured and paid for separately. 
 
At intersections where the cabinet is to be removed, lateral interconnect cable shall be disconnected, 
pulled to adjacent pull box, protected, and stored to the satisfaction of the Engineer or the Engineer’s 
designee.   
 
New lateral fiber optic cable shall be measured and paid by the linear foot of new cable installed, tested, 
and accepted.  The new lateral cable shall have a minimum of 6 single mode (SM) and 6 multimode 
(MM) fiber strands, for a minimum total of 12 strands.  Work to disconnect, remove and dispose of 
existing lateral cable, furnish, re-pull and reconnect new cable following installation of the new cabinet, 
modification of conduit ends, and new splices shall be considered included in the unit price for Fiber 
Optic Cable (Special) as a stand-alone pay item.   
 
Testing of system communications is paid under Section 614 as Test Fiber Optic Cable. 
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Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Telemetry (Field) Each 
 Fiber Optic Cable (Single Mode)(12 Fiber) Linear Feet 
 Fiber Optic Termination Panel (12 Fiber) Each 
 Splice Fiber Optic Cable (12 Strand) Each 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work.  
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June 13, 2024 
 

Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.01 shall include the following: 
 
This work is for furnishing and installation of fiber optic communications cable to be installed in conduit 
or duct as specified in the plans.  Labor and materials required to fan-out, terminate, splice, or 
otherwise connect existing or new fiber optic cables at individual controller cabinets, will be paid 
separately under Telemetry (Field).  Labor and materials to fan-out, terminate, splice, or otherwise 
connect new fiber optic cables along the backbone cable alignment will be paid under the Fiber Optic 
Cable item.   
 
The contractor shall be required to demonstrate successful signal system communications to the 
Engineer as a requirement of acceptance, following a documented test of the communications system.  
See the separate Project Special Provision for Test Fiber Optic Cable. 
 
Subsection 614.10 shall include the following: 
 
All fiber optic interconnect cable shall be furnished by the Contractor, and installed, spliced (if required 
and only as approved by the Engineer), terminated, connected, and tested by the Contractor.  The 
number denoted prior to the “MM” designator identifies the number of multi-mode fibers (strands) in 
the cable.  The number denoted prior to the “SM” designator identifies the number of single-mode fibers 
(strands) in the cable. 
 
Cable ends shall be stored in pull boxes or splice closures at locations indicated in the plans or as 
directed by the Engineer. Fibers to be spliced and/or connected in any manner shall be limited to those 
identified in the plans, and only in designated controller cabinets or splice closures. All other fibers shall 
be left uncut or sealed as appropriate in a manner recommended by the cable manufacturer. 
 
Fiber optic cable shall be installed in a continuous run between all controller cabinets and splice closures 
as shown in the plans. Lateral cables shall be spliced only in splice closures and routed to the controllers 
as shown in the plans. Under no conditions shall the fiber cable be cut out or spliced at intermediate 
points without the express written direction of the Engineer. 
 
Cable shall be installed in new conduit or existing conduit as specified in the plans. The Contractor shall 
be required to leave a minimum of 10 feet of cable slack in the equipment controller cabinet.  The 
Contractor shall leave a minimum of 50 feet of cable slack in the pull box adjacent to the controller and 
shall leave a minimum of 50 feet of slack in all other communication pull boxes. 
 
Cable Tags and Labels: 
Fiber optic cable shall be neatly coiled and clearly tagged and labeled at each communication pull box 
and at all locations where the fiber is exposed. Cable tags and Labels shall be as follows: 
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Materials: Metal or heavy plastic identification tags with cable type and number, copper pair or optic 
number assignments, and destination shall be provided on both ends of all cables (except station 
cables) and all splice cases. All cables shall be clearly labeled with cable number (City to determine 
scheme) and size at each end of the cable, when it enters or leaves a conduit and at 30-foot intervals 
when run in accessible areas such as tunnels, manholes, ceilings, etc. 
 
Manufacturer: Tags shall be 3M, Panduit or an approved equivalent. 
 
General Requirements: The Contractor shall provide the Engineer with two copies of the cable 
manufacturer’s cable specifications and installation instructions for fiber optic cable in conduit. All 
installation shall be in accordance with these practices except as otherwise directed by the Engineer. 
 
Additional cable costs due to damage caused by the Contractor’s neglect of recommended procedures 
shall be Contractor’s responsibility. The main cable shall be installed in continuous runs except where 
cable type changes or where maximum pull lengths govern. The manufacturer’s recommended limits for 
cable pull tensions shall not be exceeded. Cable ends shall be stored in controller cabinets or pull boxes 
immediately adjacent to cabinets or as directed by the City. 
 
Lateral and Branch cables shall be installed using appropriate strain relief in the cabinet (through cable 
ties) at a minimum of three locations. 
 
All fiber optic cables to be installed shall be checked with an OTDR before and after installation.  
Documentation of fiber performance shall be provided to the City within 30 days of test.   All optical 
fibers shall be within the manufacturer’s recommended tolerances. In addition, any other acceptance 
testing recommended by the manufacturer shall be provided. Data shall be supplied to the City prior to 
completion of the project. 
 
Fiber optic cable shall be transported to site using cable reel trailers. Care shall always be taken to avoid 
scraping, denting, twisting, or otherwise damaging the cable before, during and after installation. 
Damaged cable shall be replaced by the Contractor without additional compensation. 
 
Cable shall be installed in conduit or duct in the field in accordance with the contract drawings. The 
conduit and duct ends shall have all rough edges smoothed to prevent scraping the cable. All existing or 
suspected dirt and debris within the conduit shall be cleaned with compressed air before installing cable. 
A manufacturer recommended lubricant shall be applied to the cable to reduce friction between the 
cable and duct or conduit. Where fiber optic cables are to be installed in inner duct, the Contractor shall 
secure each section of the conduit to prevent it from being pulled without the cables. 
 
A cable grip shall be attached to the cables so that no direct force is applied to the optical fiber.  The 
cable grip shall have a ball-bearing swivel to prevent the cable from twisting during pulling.  Cable 
rollers and feeders and winch cable blocks shall be used to guide the cable freely into the duct and at 
maintenance hole locations. Mechanical aids and pulling cable or ropes shall be used as required.  The 
maximum pulling tension as defined by the cable manufacturer shall not be exceeded.   
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The cable shall be taken up at intermediate pulling points with an intermediate cable take-up device as 
approved by the Engineer to prevent over-tension on the cable. Cable pulls shall be continuous and 
steady between pull points and shall not be interrupted until the entire run of cable has been pulled.  
Personnel equipped with two-way radios shall be stationed at each maintenance hole, cabinet, pedestal, 
communications box, and junction box through which the cable is to be pulled to observe and lubricate 
the cable. Intermediate splices between pull boxes shall not be allowed. The cable shall be securely 
fastened in place within pull boxes, pedestals, manholes and cabinets. 
 
The contractor shall ensure cable length is enough to allow for connection between the communications 
equipment and the splice equipment and the splice enclosures including provision for slack, vertical 
runs, cable necessary for splicing, wastage, and cable to allow for the removal of the splice enclosure 
for future splicing. 
 
Lateral and Branch Fiber Optic Cable: Lateral/Branch fiber optic cable shall consist of 6 MM fibers and 6 
SM fibers.  Lateral/Branch fiber optic cable shall be installed in new or existing conduit, or along existing 

span wire, as depicted in the plans.  Cables shall be provided with appropriate strain relief in the 
cabinet, consisting of cable ties in at least three interior cabinet locations.  Lateral and Branch fiber optic 

cable shall be clearly tagged and labeled as such at pull boxes and all other locations where it is 
exposed.   

 
At any location where the cable is brought into or out of a span wire pole, the Contractor shall install a 
new weather-head to accommodate the bending radius of the cable. 
 
Subsection 614.13 shall include the following: 
 
Fiber Optic Cable for the main (backbone), lateral and branch cables shall be measured by the linear 
foot and shall include all labor and materials required to install the main, lateral, branch, and start 
cables through conduits to all pull boxes, cabinets and closures specified in the plans. Installation of all 
internal field cabinet telemetry, splicing, fan-out and termination of the cable at individual controller 
cabinets. 
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June 13, 2024 

Revise Section 614 of the Standard Specifications for this project as follows: 

Subsection 614.08 shall include the following: 
 
Notice: 
Every effort has been made to ensure that the information contained in this specification is complete 
and accurate at the time of publication; however, information contained herein is subject to change. 
 
Trademarks: 
ANSI® is a registered trademark of the American National Standards Institute, Inc. 
KELLEMS® is a registered trademark of Harvey Hubbell, Inc. 
 
This specification covers the general design requirements and performance standards for fiber optic 
cables intended primarily for use in the outside plant environment.  
 
The purpose of this document is to provide the essential requirements for All-Dielectric Single Jacket, 
Single Jacket / Single Armor, and Double Jacket / Single Armor Loose Tube Fiber Optic cable to be used 
in the City of Denver networks. 
 
The product requirements and features described in this specification are those considered useful for 
ensuring proper selection and manufacturing of fiber optic outside plant cables. 
 
In this specification, all observed or calculated values are rounded off "to the nearest unit" in the last 
righthand place of figures used in expressing limiting value. The round-off method of ASTM E 29 is 
used. 
 
These cables should comply with industry standards such as Telcordia Technologies GR-20 (formerly 
Bellcore), Electronic Industries Association (EIA), Telecommunications Industry Association (TIA), 
International Telecommunications Union (ITU), International Electrotechnical Commission (IEC), and 
American Society for Testing and Materials (ASTM). 
 
Optical Fiber Characteristics: 
 
High quality optical fibers should be made with pure silica-based glass to have very low loss for infrared 
wavelengths and to be used to carry large amounts of information for very long distances in optical 
communication systems. 
 
Details of the optical fibers are not covered in this specification, but the proposed cable should contain 
AllWave® or TrueWave® fibers for Single-Mode applications, or Multimode fibers that comply with the 
specific fiber requirements supplied by the City and County of Denver. 
 
CABLE CORE CHARACTERISTIC: 
1. Color Code: 

The individual colors for fibers and buffer tubes in loose tube cable cores should comply with 
EIA/TIA-598 as given in the following table. 
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Table 1 – Fiber and Tube Color Code 

Fiber or Tube No. Color 

1 Blue (BL) 

2 Orange (OR) 

3 Green (GR) 

4 Brown (BR) 

5 Slate (SL) 

6 White (WH) 

7 Red (RD) 

8 Black (BK) 

9 Yellow (YL) 

10 Violet (VI) 

11 Rose (RS) 

12 Aqua (AQ) 

 
2. Central Strength Member: 

The central member functions as an anti-buckling element and should be a glass/epoxy composite 
dielectric rod. A polyethylene overcoat may be applied to the central member to provide the proper 
spacing between buffer tubes during stranding. 

 
3. Loose Tube Cable Buffer Tubes: 

Optical fibers are enclosed within buffer tubes that have a diameter several times larger than the 
diameter of the fibers. The optical fibers are loose within the buffer tubes allowing the fibers to 
move freely. The loose buffer tubes should have a 2.5 mm diameter, with a nominal wall thickness 
of 0.4 mm. For composite cable designs, when both single-mode and multi-mode fibers are 
contained within the same cable, the single-mode fibers will be contained in the first buffer tubes. 
The multi-mode fibers will be contained in the sequenced buffer tubes following the single-mode 
buffer tubes. 
 

Table 2 – Buffer Tubes 

Fiber Count Buffer Tube OD (mm) Fibers per Tube 

1-288 2.5 12 

 
The buffer tubes (and filler rods, if necessary) must be stranded in a reverse oscillation lay (ROL) 
technique around the central member to allow for easy mid-span access. The core of buffer tubes 
should be wrapped with two counter helically applied threads to bind together the cable core. 

 
4. Filler Rods: 

In order to create a round cable, filler rods of the same diameter as the buffer tubes may be used to 
fill empty positions. Filler rods are made of HDPE and are natural in color. 
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5. Water Blocking System: 
Water blocking of the core outside and around the buffer tubes must be accomplished via “dry” 
elements.  In addition, water-blocking inside the buffer tubes must be accomplished via “dry” 
elements as well. 
 
These “dry” water blocking elements form a gel compound when in contact with water.  The gel 
should effectively fill the interstices of the core and the inside of the tubes to prevent water 
penetration along the length of the cable.  This dry water blocking significantly reduces cable core 
access time by eliminating the step of cleaning the buffer tubes and fibers upon entry.  Additionally, 
this technology reduces the cable weight. 
 
Dry water blocking elements should be in the form of binders, tapes, or yarns depending on where 
they are being applied. 

 
CABLE SHEATH CHARACTERISTICS: 
The sheaths described in this section are: 
 

• All-Dielectric Single Jacket:  One polyethylene jacket, no metallic elements (SJ) 
• Strength Elements:  Sheath strength elements are applied over the cable core to provide the 

cable with the required tensile strength.  These elements are made of fiberglass (Aramid yarns 
may be used as well). 

• Inner Jacket (NOT APPLICABLE TO THIS PROJECT) 
• Steel Armor (NOT APPLICABLE TO THIS PROJECT) 
• Outer Jacket:  An outer polyethylene jacket is applied over the cable to provide overall 

mechanical protection.  This jacket is made of MDPE (or HDPE upon request) and is usually 
black.  If required, the jacket could have two co-extruded colored tracer stripes located 180 
degrees apart to aid in cable identification.  The jacket will be continuous, free from pinholes, 
splits, blisters, or other imperfections. 

• Ripcords:  For ease of jacket removal, one clearly identifiable polyester ripcord is provided under 
the outer jacket for SJ designs.  SJ/SA designs shall have two under armor ripcord placed 180 
degrees apart.  DJ/SA designs shall have one ripcord under both the inner jacket and steel 
armor. 

Cable Cross-Sections:  Single Jacket (SJ) 

 
Figure 1 – Single Jacket 
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Table 3 – Target Cable Outer Diameters 

NUMBER OF FIBERS 

 2 – 60 
(5 Pos.) 

2 – 72 
(6 Pos.) 

73 – 96 
(8 Pos.) 

97 – 120 
(10 Pos.) 

121 – 144 
(12 Pos.) 

145 – 216 
(20 Pos.) 

217 – 240 
(20 Pos.) 

241 – 288 
(24 Pos.) 

SHEATH 
TYPE 

Cable OD 
in (mm) 

Cable OD 
in (mm) 

Cable OD 
in (mm) 

Cable OD 
in (mm) 

Cable OD 
in (mm) 

Cable OD 
in (mm) 

Cable OD 
in (mm) 

Cable OD 
in (mm) 

SJ 
0.42 

(10.6) 
0.43 

(11.0) 
0.50 

(12.8) 
0.57 

(14.4) 
0.64 

(16.2) 
0.66 

(16.7) 
0.69 

(17.4) 
0.76 

(19.2) 

 
MECHANICAL, ENVIRONMENTAL AND ELECTRICAL REQUIREMENTS: 
 
These cables must meet the requirements of Telcordia GR-20-CORE with all testing performed based on 
EIA/TIA-455 standards.  The manufacturing company must provide proof of their quality control 
standards with ISO 9001 and TL9000 certifications. The cables should comply with the following 
temperature ranges: 
 

Operation:      -40OC to 70OC (-40OF to 158OF) 
Installation:      -30OC to 60OC (-22OF to 140OF) 
Storage/Shipping:   -40OC to 75OC (-40OF to 167OF) 

 
Table 4 – Testing for Single Mode Fibers 

Cable Test Test Method Requirement 

Tensile Loading and 
Bending 

EIA/TIA-455-33 
IEC 794-1-E1 

90% < 0.05 dB Max. Added Loss 
100% < 0.15 dB Max. Added Loss 

Cyclic Flexing TIA/EIA-455-104 
IEC 794-1-E6 

90% < 0.05 dB Max. Added Loss 
100% < 0.15 dB Max. Added Loss 

Cyclic Impact EIA/TIA-455-25 
IEC 794-1-E4 

90% < 0.05 dB Max. Added Loss 
100% < 0.15 dB Max. Added Loss 

Compressive Loading TIA/EIA-455-41 
IEC 794-1-E3 

90% < 0.05 dB Max. Added Loss 
100% < 0.15 dB Max. Added Loss 

Twist TIA/EIA-455-85 
IEC 794-1-E7 

90% < 0.05 dB Max. Added Loss 
100% < 0.15 dB Max. Added Loss 

Low and High 
Temperature Bend 

EIA/TIA-455-37 
IEC 794-1-E11 

90% < 0.05 dB Max. Added Loss 
100% < 0.15 dB Max. Added Loss 

External Freezing EIA/TIA-455-98 
IEC 794-1-F6 

< 0.05 dB Mean Added Loss 
< 0.15 dB Max. Added Loss 

Temperature Cycling EIA/TIA-455-3 
IEC 794-1-F1 

< 0.05 dB/km Mean Added Loss 
< 0.15 dB/km Max Added Loss 

Cable Aging EIA/TIA-455-3 
IEC 794-1-F1 

< 0.10 dB/km Mean Added Loss 
< 0.25 dB/km Max Added Loss 

Water Penetration EIA/TIA-455-82 
IEC 794-1-F5 

No flow after 24 hours from one meter 
length of cable 
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Per Telcordia GR-20, magnitude of attenuation change shall be ≤ 0.05 dB for 90% of the test fibers and 
≤ 0.15 dB for the remaining 10% of test fibers.  Cable aging allows 0.10 dB/km average attenuation 
change with a magnitude of the maximum attenuation change for each fiber to be < 0.25dB/km.  These 
attenuation values include a 0.05 dB allowance for measurement repeatability during 
mechanical/environmental testing evidence of cracking, splitting or other failure of the sheath 
components when examined under 5X magnification would result in failure of the proposed test 
requirements. In addition, no fiber shall lose optical continuity because of the test. 
 

Table 5 – Testing for Multi-Mode Fibers 

Cable Test Test Method Requirement 

Tensile Loading and 
Bending 

EIA/TIA-455-33 
IEC 794-1-E1 

0.20 dB Max. Mean Added Loss 

Cyclic Flexing TIA/EIA-455-104 
IEC 794-1-E6 

0.20 dB Max. Mean Added Loss 

Cyclic Impact EIA/TIA-455-25 
IEC 794-1-E4 

0.40 dB Max. Mean Added Loss 

Compressive Loading TIA/EIA-455-41 
IEC 794-1-E3 

0.20 dB Max. Mean Added Loss 

Twist TIA/EIA-455-85 
IEC 794-1-E7 

0.20 dB Max. Mean Added Loss 

Low and High 
Temperature Bend 

EIA/TIA-455-37 
IEC 794-1-E11 

0.40 dB Max. Mean Added Loss 

External Freezing EIA/TIA-455-98 
IEC 794-1-F6 

0.20 dB Max. Mean Added Loss 

Temperature Cycling EIA/TIA-455-3 
IEC 794-1-F1 

± 0.5 dB/km Max Added Loss 80 %   
±0.25 dB/km Added Loss 

Cable Aging EIA/TIA-455-3 
IEC 794-1-F1 

±1.0 dB/km Max Added Loss 80 %  
±0.5 dB/km Added Loss 

Water Penetration EIA/TIA-455-82 
IEC 794-1-F5 

No flow after one hour from one-meter 
length of cable 

 
Per Telcordia GR-20, the allowable attenuation increase during the mechanical and environmental 
testing is 0.20 dB. Cable aging allows for the maximum attenuation change for each individual fiber to 
be less than 0.40dB/km. 
 
During mechanical and environmental testing evidence of cracking, splitting or other failure of the 
sheath components when examined under 5X magnification would result in failure of the proposed test 
requirements. In addition, no fiber shall lose optical continuity because of the test. 
 
Note: Tensile rating for all the cables described should be 2.7 kN (600 lbf), with a compression rating of 
at least 220 N/cm under GR-20 requirements. 
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CABLE MARKING: 
Printed Characters 
For standard outer jackets, printed characters shall be indent printed with white characters for black 
jackets, black characters for non-black jackets, or as otherwise specified. 
 
For standard striped outer jackets, printed characters shall be indent printed with white characters for 
red, green, orange, yellow, blue striped cables, light-blue characters for white striped cables, or as 
otherwise specified by the customer. 
 
The characters shall be of proper height and space to produce good legibility. Character heights of 2mm 
should facilitate adequate readability. An occasional illegible marking is permitted if there is a legible 
marking on either side. 
 
Markings 
The cable shall be sequentially marked at one meter, or two-foot intervals depending on specific 
requirements issued by the City of Denver. The length marks shall not be reset to zero on any length of 
the cable. The actual length of cable shall be within +1, -0% of the marked length. 
 
Each length of cable shall be marked with the following legend: 
 
"(Manufacturer Name) OPTICAL CABLE,  
(Product Part Number),   
(Month and Year of Manufacture, [MM-YY]),  

(Telephone Symbol [  ]),  
(Fiber Count [XXX F], where XXX is the number of optical fibers in the cable), and (Manufacturers’ Serial 
Number) " 
 
Re-Markings 
Only one remarking is permitted. If required, either of the following methods for remarking shall be 
used: 
 
Method A: Completely remove defective marking and re-mark characters with the original color. 
 
Method B: Leave the defective marking on the jacket and re-mark on a different portion of the cable 
jacket with yellow character print. The new number sequence shall differ from any other existing 
marking by at least 5000. 
 
Any cable that contains two sets of markings shall be labeled to indicate the color and sequential 
numbers to be used. The labeling shall also be applied to the reel tag. 
 
CABLE PACKAGING: 
Reels 
The manufacturer shall supply the product using their standard reel sizes, methods, apparatus, and reel 
wood lagging, but stenciled according to these specifications.  
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The specifications outlined here are guidelines on what is expected with respect to packaging. 
 
Reels are assumed to be in good working condition, firm, and be able to support the product through 
shipping and final installation. Reels shall be clean, dry and free of excessive dirt. All reels shall be 
checked for high nails, stave fit and proper stenciling. 
 
Reel Labels 
Each wooden reel shall be permanently marked with the following information: 
 
• “(Manufacturer’s name)” (red paint) 
• “OPTICAL CABLE” (black paint) 
• Arrow and the words “CABLE END” to indicate position of the outside cable end (red paint) 
• Arrow and the words “ROLL THIS WAY” to indicate direction reel should be rolled to prevent 

loosening (black paint) 
• Reel Number (red paint) 
  
Cable handling stickers/cards must be attached to both flanges of every reel. Each sticker must be 
stapled to the flange.  See Figure 4 for illustrations of the stickers to be used. 
 
Reel Lagging/Thermal Protection 
Outer layers of the reel shall be covered with a protective wrap to limit the solar heating of the cable. 
This helps limit the cable surface temperature so that it will not exceed 10 C (18 F) above ambient 
temperature under maximum solar radiation according to Telcordia GR-20 requirements. All foil wrap 
shall be securely fastened to the cable by at least 2 pieces of strapping tape. 
 
Composite & Wood Lagging 
Reels shipping domestically shall be lagged with a suitable protective wrap (can be the same thermal 
protection wrap) and banded with steel straps. This wrap shall cover the cable from flange to flange and 
provided some mechanical protection to the outer layers of cable as well as weather resistance. Reels 
shipping for export shall be lagged with wooden boards nailed to each flange and banded with steel 
straps in addition to the protective wrap around the outer layers of cable. 

 
Figure 2 – Reel Stickers  
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Cable Ends 
Each end of the cable shall have end seals, either end caps or KELLEMS® pulling grips, in order to 
prevent moisture ingress into the cable during shipping, storage, or installation. 
 
The top end of the cable shall be securely fastened to the inside of the reel flange to prevent cable from 
becoming loose in transit or during handling. The bottom end, “test tail”, shall be approximately three 
meters in length and easily accessible. The end shall be protected within a cable slot and securely 
fastened to the outside of the reel flange with wire ties or walkout straps. Staples, nails or yarn attached 
to the reel during manufacturing shall be removed. 
 
Cable slot can be partially protected to prevent the cable tail from moving outside this, however for 
export orders the cable slot must be completely sealed by metallic protection rings, plywood covers, or 
other. 
 
Cable Length Tolerance 
Cables ordered to standard factory lengths shall have an actual length within –0% and +5% of the 
length ordered unless otherwise specified by the customer. 
 
Certified Test Data 
Each cable shall have certified test data securely fastened to the reel in a waterproof wrapping. The 
certified test data sheet shall include the following information: 
 
• Cable Number 
• Date 
• Customer Name 
• Ordered Length 
• Customer Order Number 
• Ship Length 
• Customer Cable Code 
• Customer Reel Number  
• Customer’s Attenuation Specification(s) 
• Number of Fibers 
• Cable Construction 
• Fiber Transmission Data 
• Bandwidth Data – only applies to Multi-Mode Fibers 
• Authorized Signature 
 
Reel Tag 
Each cable shall have a reel tag securely fastened to the reel in a waterproof wrapping. The Reel Tag 
(Cut Length Data Sheet) shall include the following information: 
  
• Cable Number 
• Date 
• Customer Name  
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• Ordered Length 
• Customer Order Number 
• Ship Length 
• Customer Cable Code 
• Customer Reel Number 
• Customer’s Attenuation Specification(s) 
• Number of Fibers 
• Beginning and Ending Sequential Length Markings 
• Gross Weight 
• Net Weight 
• Inspected by Signature 
 
Quality Assurance Provisions 
Prior to installation, all optical fibers shall be 100% attenuation tested. The attenuation of each fiber 
shall be provided with each cable reel. 
 
The cable manufacturer shall be ISO9001-registered. 
 
All optical fibers shall be tested with documentation submitted for both on-reel testing and testing of 
fiber after installation.  If any finer strands are tested and fail to meet the minimum requirements 
provided in the Project Special Provision for Test Fiber Optic Cable, the entire reel of fiber optic cable 
shall be rejected. 
 
Optical Splice Closures 
Splices are not allowed without the authorization of the Engineer. If splices are authorized, each such 
splice shall occur in a new pull box to be installed by the Contractor, or an existing manhole or pull box 
already installed along the route.  
 
All splices shall be enclosed in a splice closure. Coyote Runt or Pup Type closures or approved equal 
shall be used. All closures shall include a 1-inch future port kit (part no. 8003408 Pre-Formed Line 
Products or approved equal). The Coyote Runt Closure or approved equal shall be used at locations with 
three (3) fiber optic cables. In locations requiring more than three (3) fiber optic cables, the Coyote Pup 
Closure or approved equal shall be used. Following successful splicing, said splice enclosure shall be 
placed inside the described pull box or manhole. Contractor shall accomplish the work using splicing 
tools and hardware recommended by the cable manufacturer.  
 
Size of the splice closure at specific locations shall be governed by the number of splices required. The 
average splice loss shall not exceed 0.2dB for any given span. 
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Buffer Tube Fan-Out 
Fan-out kit tools and tool kit consumables shall be of the same manufacture as the fan-out kit. Fanned-
out cables shall be terminated at the controller telemetry panel or in the Contractor-furnished 
termination enclosure as shown in the plans. The fan-out kit shall be placed inside the cabinet side wall-
mounted termination enclosure.  The number of fibers to be landed and terminated shall be as shown in 
the plans. 
 
Termination Enclosure 
Contractor shall furnish and install a cabinet side wall-mounted termination enclosure for storage of the 
fan-out kit and broken-out fibers. This enclosure shall be sized to accommodate the patch panel called 
out in the plans. Optional guard and dust proofing components shall be included. Contractor shall 
furnish and install all connector panels, connectors, adaptors, jumpers and/or pigtails required to 
establish the final connection to the controller.  
 
Materials List 
Prior to ordering, the Contractor shall provide the Engineer with a proposed list of materials to be used 
for fiber optic cable and peripherals thereto. The list of materials shall include fiber optic backbone and 
lateral cable, patch cord cable, connectors, miscellaneous cabling, optical splice closures, buffer tube 
fan-out kits and termination enclosures. 
 
Subsection 614.14 shall include the following: 
 
The above requirements will not be measured and paid for separately, but shall be included in the 
Work. 
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June 13, 2024 
 
Revise Section 614 of the Standard Specifications for this project as follows: 
 
Subsection 614.09 shall include the following: 
 
This work consists of testing fiber optic cable. Testing shall include both new cable and existing cable. 
The test procedures involve an OTDR test and an Optical Power Meter Test. 
 
The guidelines for fiber optic cable testing include: 
 
Test jumpers and patch cords must be of the same fiber core size and connector type as the cable 
system. 
 
The light source and OTDR must operate with the range of 1310±10 nm or 1550±20 nm for testing in 
accordance with ANSI/EIA/TIA-526-7. 
 
The power meter and the light source must be set to the same wavelength during testing. 
 
The power meter must be calibrated and traceable to the National Institute of Standards and 
Technology (NIST). 
 
All system connectors, adapters and jumpers must be cleaned as per manufacturer’s instructions before 
measurements are taken. 
 
MATERIALS 
 
The following items are required to perform fiber optic cable tests: 
 
• an OTDR; 
• a test reel, if necessary; 
• a light source at the appropriate wavelength; 
• Optical Power Measurement Equipment; and 
• Test Jumpers as specified below. 
 
(a) CPR Test Jumper-1 and Test Jumper-2 shall be 1-5 meters long with connectors compatible with the 
light source and power meter and have the same fiber construction as the link segment being tested. 
 
OPTICAL FIBER CABLE TESTING WITH O.T.D.R. 
 
The Contractor shall perform an OTDR test of all fibers in all tubes on the reel prior to installation of the 
fiber. The test results shall be supplied to the Engineer prior to installation of the cable. 
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If the fiber is specified as “Install Only”, the Contractor shall test the fiber on the reel and provide the 
test results to the Engineer prior to accepting the cable. After installation, if there are unused portions of 
cable remaining on the reel, the Engineer may request the Contractor or other qualified technician to 
perform a reel test. The Contractor shall provide the Engineer the test results prior to delivering the 
cable to the Engineer. Any cable damaged while in the Contractor’s possession shall be replaced at the 
Contractor’s expense. 
 
All fiber testing shall be performed on all fibers in the 
completed end-to-end system. Testing shall consist of a 
bi-directional end-to-end OTDR trace performed per 
TIA/EIA-455-61. 
 
The system margin loss measurements shall be provided 
at 1310 and 1550nm. If the Plans require installation of a 
fiber optic patch panel, the Contractor shall supply patch 
cords to patch all terminated fibers through the panel for 
all fiber testing. If patch cords are specified in the Plans 
for final equipment installation, these patch cords shall 
be connected using a test coupling for the end-to-end 
test. 
 
OTDR readings will be used to ensure proper installation 
and to troubleshoot faults. OTDR signature traces will be 
used for documentation and maintenance.  
 
An OTDR provides an indirect estimate of the loss of the cable plant, generally, more accurate or 
reliable values will be obtained by using an Optical Power Meter. For fibers that are identified in the 
Plans to be left not terminated, an OTDR shall be used to test end-to-end attenuation. 
 
Loss numbers for the installed link shall be calculated by taking the sum of the bi-directional 
measurements and dividing that sum by two. 
 
The Contractor shall use an OTDR that can store traces electronically and shall save each final trace. 
 
To ensure the traces identify the end points of the fiber under test and the fiber designation, the 
Contractor shall use a test reel, if required, to eliminate the “dead zone” at the start of the trace so that 
the start of the fiber under test can be identified on the trace. Indicate the length of the test reel for all 
test results. If the fiber designation is not indicated on the trace itself, the Contractor shall provide a 
cross reference table between the stored trace file name and the fiber designation. 
 
In compliance with EIA/TIA-455-61 “Measurement of Fiber or Cable Attenuation Using an OTDR” the 
Contractor shall record the following information during the test procedure: 
  

Test

Coupling

Test

Coupling

Test Patch Cords

Supplied by

Contractor

Transceiver

Patch Cords

Transceiver

Patch Cords
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• Names of personnel conducting the test.  
• Type of test equipment used (manufacturer, model, serial number, calibration date). 
• Date test is being performed. 
• Optical source wavelength and spectral width. 
• Fiber identification. 
• End point locations. 
• Launch conditions. 
• Method of calculation for the attenuation or attenuation coefficient. 
• Acceptable link attenuation. 
 
OPTIC FIBER CABLE TESTING WITH OPTICAL POWER METER 
 
The Contractor shall conduct an Optical Power Meter Test for each fiber installed. 
 
Fiber optic cable segments shall be tested in one direction at both the 1310 nm and 1550 nm 
wavelength. 
 
In compliance with TIA/EIA-526-7 “Measurement of Optical Power Loss of Installed Single-Mode Fiber 
Cable Plant,” the following information shall be recorded during the test procedure: 
 
• Names of personnel conducting the test. 
• Type of test equipment used (manufacturer, model, serial number, calibration date). 
• Date test is being performed. 
• Optical source wavelength and spectral width. 
• Fiber identification. 
• End point locations. 
• Test direction. 
• Reference power measurement (when not using a power meter with a Relative Power 
• Measurement Mode). 
• Measured attenuation of the link segment. 
• Acceptable link attenuation. 
 
The minor attenuation differences due to test direction are on par with the accuracy and repeatability of 
the test method. Lateral segments within a building are limited to 90 meters. Therefore, attenuation 
differences caused by wavelength are insignificant, and as a result, single wavelength testing is 
sufficient. 
 
ACCEPTABLE ATTENUATION VALUES 
 
Acceptable attenuation values shall be calculated for each fiber tested. These values represent the 
maximum acceptable test values.  A connection is defined as the joint made by mating two fibers 
terminated with re-match able connectors (e.g. ST, SC, LC). 
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MM FIBER: The general attenuation equation for any MM link segment is as follows: Acceptable Link  
 
Attenuation = Cable Attenuation + Connection Attenuation + Splice Attenuation + Coupled Power Ratio 
(CPR) Adj. 
 
62.5 nm MM Attenuation Coefficients: 
 
• Cable Attenuation = Cable Length (km) x (3.40 dB/km@850nm or 1.00 dB/km@1300nm) 
• Connection Attenuation (ST or SC connectors) = (# of Connections x 0.39 dB) + 0.42 dB 
• Connection Attenuation (LC connectors) = (# of Connections x 0.14 dB) + 0.24 dB 
• Splice Attenuation (Mechanical or Fusion) = Splices x 0.30 dB 
• CPR Adjustment = See table below 
 

MM Light Source CPR Adjustment 

 Cat. 1 
Overfilled 

Cat. 2 Cat. 3 Cat. 4 
Cat. 5 

Underfilled 

Links with ST or 
SC Connections 

+0.50 0.00 -0.25 -0.50 -0.75 

Links with LC 
Connections 

+0.25 0.00 -0.10 -0.20 -0.30 

 
The Coupled Power Ratio of a light source measures modal power distribution launched into a MM fiber.  
A light source that launches a higher percentage of its power into the higher order modes of a 
multimode fiber produces a more over-filled condition and is classified as a lower category than a light 
source that launches more of its power into just the lower order modes producing an under-filled 
condition. 
 
Under-filled conditions result in lower link attenuation, while over-filled conditions produce higher 
attenuation.  Therefore, adjusting the acceptable link attenuation equation to compensate for a light 
source’s launch characteristics increases the accuracy of the test procedure. 
 
SM FIBER: The general attenuation equation for any SM link segment is as follows: 
 
Acceptable Link Attenuation = Cable Attenuation + Connector Attenuation + Splice Attenuation 
 
8.3 nm Single-Mode Attenuation Coefficients: 
 
• Cable Attenuation = Cable Length (km) x (0.34 dB/km@1310nm or 0.25 dB/km@1550nm) 
• Connection Attenuation (ST or SC connectors) = (# of Connections x 0.39 dB) ±0.42 dB.  No more 

than 0.75 dB per connector. 
• Connection Attenuation (LC connectors) = (# of Connections x 0.14 dB) ±0.24 dB. 
• Splice Attenuation (Mechanical or Fusion) = Splices x 0.20 dB 
 
TEST PROCEDURES   
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All fiber testing shall be performed on all fibers in the completed end-to-end system. 
 
MM FIBER: The MM fiber cable test shall be conducted as follows: 
 
• Clean test jumper connectors and test coupling per manufacturer’s instructions. 
• Follow the test equipment manufacturer’s initial adjustment instructions. 
• Connect Test Jumper-1 between the light source and the power meter.  Avoid placing bends in the 

jumper that are less than 100mm (4 inches) in diameter. 
 

 
• If meter has Relative Power Measurement (PM) Mode, use it.  If not, reduce the Reference PM 

(Pref).  If meter can display power levels in dBm, select this unit to simplify calculations. 
• Disconnect Test Jumper-1 from power meter.  Do NOT disconnect test jumper from light source. 
• Connect Test Jumper-2 between power meter and Test Jumper-1 using test coupling.  Test 

Jumper-2 should include a high order mode filter.  This is done by wrapping jumper 3 times around 
30mm (1.2”) diameter mandrel. 

 

 
• Record PM (Psum).  If power meter is in Relative PM Mode, reading represents CPR value.  If meter 

does not have Relative PM Mode, perform the following calculation: 
o If Psum and Pref are in the same logarithmic units: CPR (dB) = Psum - Pref 
o If Psum and Pref are in watts: CPR (dB) = 10 x log10 [Osum/Pref] 

 
SM FIBER: The SM Optical Power Meter fiber test shall be conducted as follows:  
 
• Clean the test jumper connectors and test coupling per manufacturer’s instructions. 
• Follow the test equipment manufacturer’s initial adjustment instructions. 
• Connect Test Jumper-1 between the light source and the power meter.  Avoid placing bends in the 

jumper that are less than 100mm (4 inches) in diameter. 
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• If the power meter has a Relative Power Measurement Mode, select it.  If it does not, reduce the 

Reference Power Measurement (Pref).  If the meter can display power levels in dBm, select this 
unit to simplify subsequent calculations. 

• Disconnect Test Jumper-1 from power meter.  Do NOT disconnect test jumper from light source. 
• Attach Test Jumper-1 to one end of the cable plant to be measured and attach Test Jumper-2 to 

the other end. 
 

 
• Record the PM (Psum).  If the power meter is in Relative PM Mode, the meter reading represents 

the true value.  If the meter does not have a Relative PM Mode, perform the following calculation: 
o If Psum and Pref are in the same logarithmic units: CPR (dB) = Psum - Pref 
o If Psum and Pref are in watts: CPR (dB) = 10 x log10 [Osum/Pref] 

 
TEST ACCEPTANCE 
 
The Contractor shall demonstrate that each Optical Power Test results in acceptable attenuation values.   
 
The Contractor, solely at the Contractor’s cost, shall remake any fusion splices and/or connectors that 
have test results exceeding acceptable attenuation values.   
 
The Contractor, solely at the Contractor’s cost, shall retest any fiber links that have been re-spliced.   
 
The Contractor, solely at the Contractor’s cost, shall bring any link not meeting the requirements of this 
specification into compliance. 
 
SUBMITTALS 
 
The Contractor shall submit test results documentation as both a hard copy and electronic copy. 
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After each reel test, the Contractor shall submit two (2) hard copies of the OTDR trace for every fiber on 
the reel. After installation, the Contractor shall submit two (2) hard copies of the OTDR trace for every 
spliced fiber. Hard copy traces shall be organized and bound in logical order in an 8-½” x 11” 3 ring 
hard cover binder in addition to other documentation listed in this Special Provision and other splicing 
documentation listed in the project Special Provision package. 
 
The Contractor shall submit, after approval of the hard copy traces, electronic copies of all traces and 
appropriate software to allow reading the traces. 
 
The Contractor shall submit two (2) copies of all Optical Power Test results. 
 
The Contractor shall submit two (2) copies of the contract plans, including additional drawings issued as 
part of any change orders, with any deviations clearly marked in color.  Deviations to be noted shall 
include but not be limited to the following: 
 
• Fiber splice location; 
• Fiber splice configuration; and 
• Termination layout. 
 
Subsection 614.13 shall include the following: 
 
The complete end-to-end OTDR test on one fiber, including document submission, represents one OTDR 
test. 
 
The complete end-to-end optical power meter test on one fiber, including document submission, 
represents one optical power meter test. 
 
Subsection 614.14 shall include the following: 
 
 Pay Item Pay Unit 
 Test Fiber Optic Cable Lump Sum 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work.  
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REVISION OF SECTION 625 
CONSTRUCTION SURVEYING 

June 13, 2024 
 

Revise Section 625 of the Standard Specifications for this project as follows: 
 

DESCRIPTION 
 
Subsection 625.01 shall include the following: 
 
The Contractor shall perform all construction surveying, calculating, and staking necessary for 
construction of all elements of the project including, at a minimum, as shown in the Survey Tabulation 
in the plans. The work shall be done under the supervision of a Professional Land Surveyor (PLS) who is 
licensed in the State of Colorado. 

CONSTRUCTION REQUIREMENTS 

Subsection 625.03 shall include the following: 
 
A Construction Survey Conference shall be held with Arapahoe County Surveyor’s Office and the City 
and County of Denver Surveyor’s Office prior to performing any surveying work under this section. The 
Contractor’s Surveyor (PLS) and Party Chief shall attend. A Construction Survey Checklist shall be 
completed and signed by the County Surveyor’s Office and the Contractor. 
 
All survey records generated shall be the property of Arapahoe County and shall be available for the 
Arapahoe County Surveyor’s Office inspection or reproduction at all times. All survey records shall be 
transmitted to the Arapahoe County Surveyor’s Office for inclusion into the project records before final 
project acceptance.  
 
Electronic formats may be acceptable, please coordinate with the Arapahoe County Surveyor’s Office.  
 
Copies of any new Monument Records filed by the PLS with the State Board of Registration shall be 
submitted to the Arapahoe County Surveyor prior to filing. 
 
Any surveying within the City and County of Denver shall be performed following CCD’s requirements 
and the above requirements shall be followed with and submitted to the City and County of Denver 
Surveyor’s Office.   
 
Delete Subsection 625.04, first paragraph, and replace with the following: 
 
625.04 Construction Surveying. The Contractor’s PLS shall perform all construction surveying and 
staking that is necessary for construction of the project. Construction surveying and staking shall be 
based on the Primary Horizontal and Vertical Control established by the City and County of Denver. Bid 
items which require stakes to be set by the Contractor’s Surveyor are shown on the Surveyor Tabulation 
Sheet of the plans and shall be in accordance with the CDOT Survey Manual Chapter 6. 
 
Subsection 625.05 shall include the following: 
 
Any re-staking will be the responsibility of the Contractor’s PLS at no cost to the project. 
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Subsection 625.11 shall include the following: 
 
All survey records shall be stamped with the seal of, and signed by, the responsible PLS.  
 
Electronic submittal of survey records may be acceptable, please coordinate with the Arapahoe County 
Surveyor’s Office. 
 
Subsection 625.12 shall include the following: 
 
Construction surveying will not be measured but will be paid for on a lump sum basis. 
 
Subsection 625.13 shall include the following: 
 
Payment for construction surveying will be the contract lump sum bid and will be full compensation for 
all surveying work necessary to complete the project, including attendance at the Construction Survey 
Conference, all setting and resetting of stakes, marks, monuments, and preparing survey documentation 
as required. 
 
Partial payment for construction surveying, as determined by the Engineer, will be made as the work 
progresses. 
 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Construction Surveying Lump Sum 
 
Traffic Control for Construction Surveying will not be measured and paid for separately, and all of the 
Contractor’s costs for Traffic Control for Construction Surveying shall be included in the price paid for 
Construction Surveying (Lump Sum). 
 
Payment will be full compensation for all work, equipment, tools, labor, and materials required to 
complete the Work. 
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REVISION OF SECTION 626 
PUBLIC INFORMATION MANAGEMENT (TIER III) 

June 13, 2024 
 

Revise Section 626 of the Standard Specifications for this project as follows: 
 

DESCRIPTION 
 
This work consists of providing Public Information Management throughout the duration of the project. 
The contractor shall submit the Public Information Management deliverables to the Project Engineer for 
approval. Prior to approval by the Engineer, the Arapahoe County Communications Manager (ACCM) will 
also review deliverables. 
 
Anticipated communications issues on this project include: 
 

1. Short-Term and Daytime Lane Closures on Yale Avenue, Holly Street and Holly Place. 
2. Pedestrian Access throughout the project limits. 
3. Access to and from the High Line Canal Trail. 

 
CONSTRUCTION REQUIREMENTS 

 
a) Public Information Manager (PIM). The PIM shall perform all activities associated with Public 

Information Management for this project. In the event the PIM is not available, the Backup PIM shall 
perform the required activities. The PIM shall not be the Project Superintendent. 
 
Within ten days of the Notice to Proceed date or five days before the Pre-construction Conference, 
whichever is later, and at least 14 days before the start of PIM work the Contractor shall submit the 
name, contact information, and resume of the PIM and the Backup PIM to the Engineer. The PIM 
and Backup PIM shall have a minimum of five years of professional experience in public or media 
relations, marketing, or other related field and appropriate verbal and written communication skills. 
Experience in administrative or business office duties is not a related field. 
 

b) Activities of the PIM. The PIM duties are: 
a. On-Call. The PIM shall be available or on-call each day there is work on the project and shall be 

available upon the Engineer’s request outside of normal working hours. The PIM and the 
Contractor shall participate with CCD on all meetings requested by the Engineer. 

b. Public Information Office. The Contractor shall establish a public information office equipped with 
a telephone, a local telephone number with voicemail, which becomes the Project Hotline, a 
computer, and an email address. Acceptable locations for the project’s public information office 
include the project office or off-site within the Contractor’s office or the PIM’s office. The Project 
Information signs shall include the Project Hotline telephone number. The PIM shall update the 
Project Hotline telephone message greeting weekly at a minimum and include the project’s 
anticipated completion date and forthcoming activities for the update period. The PIM shall 
answer calls, listen to voicemail, and check email throughout each day that construction 
operations are in effect. 

  

oconnell
Callout
-Short term closures of private driveways. 
-Access restrictions for side streets. 
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The PIM, and when necessary, the Engineer, shall respond to all inquiries with a phone call, a 
voicemail message, or an email within one day. The PIM shall document the contact’s name, 
contact phone number or email address, and the action taken. Within two days of receiving the 
message, the PIM shall enter message details and follow-up action into the electronic reporting 
system. 

c. Project Meetings. The PIM shall participate in the weekly project meetings, discuss 
communication issues, and provide a status on the items in this specification. 

d. Lane Closure Reporting 
i. Weekly Lane Closures. The Superintendent or PIM shall notify the Engineer one week in 

advance of all planned “no work” periods and planned lane closures. The PIM shall enter the 
planned weekly lane closures and updates into the electronic reporting system for the 
upcoming work period, Sunday through Saturday, by Thursday at 12:00 P.M. The Engineer 
will approve the Lane Closure and Updates by Friday at 3:00 P.M. 

ii. Real-Time Lane Closure Changes. The Superintendent shall notify the PIM and the Engineer 
at least 24 hours in advance on approved Lane Closure changes. The Engineer will notify the 
PIM when the electronic reporting system is available for changes. After completing the 
changes, the PIM shall notify the Engineer that the changes are ready for review and 
approval. 

e. Public Information Collateral. The PIM shall develop a variety of Public Information Collateral to 
share project information for project milestones such as long-term closures or impactful 
construction activities. The PIM shall ensure all public-facing deliverables are accessible to 
individuals with disabilities and to ensure nondiscrimination against persons with disabilities. 
Collateral includes the following: 
i. Photographs and Video Recordings. The PIM shall take digital photographs and video 

recordings at regular intervals and submit them to the Engineer. The PIM may use a cell 
phone camera. Photographs and video recordings shall capture a variety of work activities 
and other areas of work as identified by the Contractor or the Engineer. Public Information 
Collateral shall include these photographs and video recordings. The PIM shall submit a 
minimum of two digital photographs or video recordings of the project activities and progress 
each month. Each photograph and video recording shall include the project number, project 
code, date, time, location and station or milepost, and name of the person taking the 
photograph or video recording. 

ii. Maps and Graphics. The PIM shall develop maps, detour maps, and graphics for use in Public 
Information Collateral. 

iii. Web Page Updates. The PIM shall submit information about the project to the Engineer to 
develop a project webpage. The webpage shall be created and completed so that the online 
web link can be included in the media release. The information will include the project cost, 
Contractor name, duration, location, scope, construction phasing or work schedule, potential 
traffic impacts, and summary of project benefits. The PIM shall visit and perform a weekly 
quality control check of the webpage to ensure the site is functioning correctly. The PIM shall 
provide updates with pertinent changes in schedule information, new photos, contact 
information, etc. 
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iv. Stakeholder List. The PIM shall submit a Stakeholder List as a component of the Public 
Information Plan with each stakeholder’s name, telephone number, email address, and notes 
on communication needs for the project. 

v. Public Information Management Contact Sheet. The PIM shall prepare and update a Public 
Information Management Contact Sheet with the names and contact information of the 
individuals pertinent to the project’s public information. At a minimum, the Contact Sheet 
shall include the Project Engineer/Manager, ACCM, CCD website administrator, PIM, Backup 
PIM, Contractor Superintendent, and Traffic Control Supervisor. The Public Information Plan 
shall include the Public Information Management Contact Sheet. 

vi. Traffic Advisories and Project Updates. The PIM shall develop weekly traffic advisories and 
project updates developed from the weekly Lane Closure Report, including lane closures and 
project update information. The Engineer will approve traffic advisories and project updates 
before distribution. The PIM shall email the traffic advisory and project updates to the 
stakeholder list by Friday of each week to announce the following week’s upcoming project 
activity. The emailed advisory may come from the project email box or an automated 
distribution platform.  

vii. Media Relations. At least 14 days before the start of work or a milestone, the PIM shall 
prepare media releases. The PIM shall allow the Engineer at least three-days to review and 
approve the media release before distribution. The County will distribute media releases. 
 
Arapahoe County will address all media inquiries and media requests. The PIM shall 
immediately notify the Engineer of any project and on-site situations involving the media. 
When the media contacts the PIM or Contractor staff, the PIM shall provide the media the 
County’s contact information. 
 
The PIM shall prepare a media release announcing the project, summarizing the project 
scope, construction phasing, construction activities that affect traffic, the project end date, 
and a summary of project benefits. The PIM shall develop additional media releases for 
major construction milestones, traffic control or lane shifts, closures, project completion and 
as directed by the Engineer. The releases shall also include maps or other graphics. 

viii. Project Flyers. The PIM shall develop project flyers. The PIM shall submit the draft project 
flyer to the Engineer for review 10 days before the planned distribution and shall distribute 
the project flyer at least 10 days before the Project’s start or milestone. The review and 
approval of the project flyer will not exceed five days. 
 
This project requires project flyers at the following milestones: 
 
1. Initial Project Flyer 
2. Completion of Project Flyer 
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The initial project flyer shall provide the project start and end dates, project location, 
description of work, traffic impacts, scheduled work hours and workdays, the Project Hotline 
telephone number, email address, web address, project map, photo of the project area, and 
a construction safety message as defined by CDOT. The PIM shall distribute the initial project 
flyer before construction starts. 
 
Develop the list of recipients via http://uspseverydoordirectmail.com, from county GIS 
mapping, or other approved method. The PIM shall deliver one approved flyer per property 
owner and each tenant within 10 blocks of the project limits. The estimated number of 
printed flyers is 5,000. The PIM shall distribute an email containing a digital form of the flyer 
to stakeholders identified in the Stakeholder List. 
 

f. Public Information Plan. The PIM shall submit a Public Information Plan (PIP) within five days of 
the Pre-construction Conference. The PIP shall be specific to the project. The PIP shall include 
public information strategies for affected road users using the Public Information Collateral, the 
expected work zone impacts and closure details, commuter alternatives, community, government 
and business relations, media relations, identification of public information issues, proposed 
outreach strategies, approach to crisis communications, the Stakeholder List, and the Public 
Information Management Contact Sheet. The PIM shall update the plan when necessary and as 
directed by the Engineer. The PIP is a component of subsection 630.10 Transportation 
Management Plan. 

g. Limited English Proficient (LEP) Individuals. A LEP is an individual for whom English is not their 
primary language and who has a limited ability to read, write, speak, or understand English. The 
PIM shall provide language assistance of the Public Information Collateral when the project is 
located in a community that has greater than five percent LEP individuals. Project-related 
language assistance includes translation, interpretation services, or communication in a form the 
LEP person understands. The PIM shall document all measures taken to communicate with LEP 
persons, record all requests for language assistance, and submit the documentation to the 
Engineer. 

c) Response Protocol to Arapahoe County and the Public. The PIM shall follow Table 626-1 in 
responding to correspondence from stakeholders and the public: 

 
Table 626-1 – Response Timing 

 

Type Timing 

Project Hotline calls and 
voice messages 

Answer calls and check messages throughout each day. 
Respond within one day. 

Email messages Respond within one day. 
For high-volume situations, respond within two days. 

Calls from Arapahoe County Respond as soon as possible, and within 24 hours. 

Web page inquiries Respond within one day. 
For high-volume situations, respond within two days. 
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METHOD OF MEASUREMENT 
 
Public Information Management will be measured as the number of days elapsed from 14 days before 
the construction start date and no earlier than the project Notice to Proceed through Final Acceptance. 
Failure to provide acceptable Public Information Management will result in withholding of payment for 
the days affected as determined by the Engineer. 

 
BASIS OF PAYMENT 

 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Public Information Management (Tier III) Day 
 
Payment for Public Information Management will be full compensation for each measured day where the 
work, materials, and equipment to provide public information throughout the project per this 
specification. 
 
If the Contractor fails to complete construction within the approved contract time, Arapahoe County will 
not pay for Public Information Management for the period after expiration of the approved contract 
time. The Contractor shall continue to provide Public Information Management through Final Acceptance 
at its expense. 
 
Construction Signs will be measured and paid for per Section 630. 
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REVISION OF SECTION 630 
CONSTRUCTION ZONE TRAFFIC CONTROL 

June 13, 2024 
 
Revise Section 630 of the Standard Specifications is hereby revised as follows: 
 

DESCRIPTION 
 
Subsection 630.01 shall include the following: 
 
This work consists of construction zone traffic control, Traffic Management Plan, and Method of 
Handling Traffic as outlined in Section 630 of the Standard Specifications and the Traffic Control Plan – 
General Special Provisions. 

 
The plans show a general phasing scheme for the project. The Contractor shall design their own Traffic 
Management Plan and Method of Handling Traffic for the project.  
 

MATERIALS 
 

Subsection 630.02 shall include the following: 
 
The flagger’s STOP/SLOW paddle shall be 18 inches with letters six inches high. 
 
Subsection 630.05 shall include the following: 
 
Steel drum channelizing devices shall not be used for traffic control. 
 
Subsection 630.07 shall include the following: 
 
Non-metallic drums or tubular markers may be substituted for vertical panel channelizing devices. 
 
Subsection 630.09 shall include the following: 
 
Contractors and subcontractors shall equip their construction vehicles with flashing amber lights. Flashing 
amber lights on vehicles and equipment shall be visible from all directions. Equipment to be used at night 
shall also be equipped with flashing amber lights. 
 
All flagging stations used at night shall be illuminated with floodlights. Street, highway lights, and high mast 
lighting may be used for flagging station illumination when approved by the Engineer. Floodlights shall be 
located and directed so as not to interfere with the sight of any motorists or bicyclists, and the cost to be 
included in the work. 
 
All on-site contractor personnel including superintendents are required to wear appropriate colored, 
reflective safety vests. 
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CONSTRUCTION ZONE TRAFFIC CONTROL 
 

METHOD OF MEASUREMENT 
 
Subsection 630.17 shall include the following: 
 
Mobilization, reset(s), transport/haul, reuse, and removal of the Construction Zone Traffic Control Devices 
will not be measured, but shall be included in the cost of each device, per plan quantity. 
 
Traffic Control (Special) will not be measured but shall be Lump Sum. 
 
Flagging will be measured by the hour, completed and accepted. 
 
 

BASIS OF PAYMENT 
 
Subsection 630.18 shall include the following:  
 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Flagging Hour 
 Traffic Control (Special) Lump Sum 
 
Payment for items listed above will be full compensation for all work, materials, and equipment to provide 
traffic control throughout the project per this specification. 
 
The Contractor may provide larger construction traffic signs than those detailed in the plans, if approved by 
the Engineer. 
 
Placement, unmasking, removal, and masking of reduced speed limit signs and double fines signs will not 
be measured and paid for separately but shall be included in the work.  
 
Preparation and implementation of the Traffic Management Plan will not be measured and paid for 
separately but shall be included in the work. 
 
If the Contractor’s Traffic Management Plan and Method of Handling Traffic requires night work, with 
approval of the Engineer, Night Work Lighting shall be provided and will not be measured and paid for 
separately, but shall be included in the Work.  
 
  

oconnell
Callout
As approved by PE. More specificity in what qualifies as flagging would be useful. 
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Consider addressing TCS/TCS Trainee verbiage in 630 specs, and define if the Trainee is allowed to flag/payment for that. 
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Define usage of UTCs. Expected to be utilized for traffic signals?
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PORTABLE MESSAGE SIGN PANEL 

June 13, 2024 
 
Revise Section 630 of the Standard Specifications for this project as follows: 

Subsection 630.01 shall include the following: 

This work includes furnishing, operating, and maintaining portable message sign panels. 

Add subsection 630.031 immediately following subsection 630.03 as follows: 

630.031 Portable Message Sign Panel. Portable message sign panel shall be furnished as a device 
fully self-contained on a portable trailer, capable of being licensed for normal highway travel, and shall 
include leveling and stabilization jacks. The panel shall display a minimum of three eight-character lines. 
The panel shall be a dot-matrix type with an LED legend on a flat black background.  LED signs shall 
have a pre-default message that activates before a power failure. The sign shall be solar powered with 
independent back-up battery power.  The sign shall be capable of 360 degrees rotation and shall be 
able to be elevated to a height of at least five feet above the ground measured at the bottom of the 
sign. The sign shall be visible from one-half mile under both day and night conditions. The message 
shall be legible from a minimum of 750 feet. The sign shall automatically adjust its light source to meet 
the legibility requirements during the hours of darkness. The sign enclosure shall be weather tight and 
provide a clear polycarbonate front cover. 

Solar powered message signs shall be capable of operating continuously for 10 days without any sun. 
All instrumentation and controls shall be contained in a lockable enclosure. The sign shall be capable of 
changing and displaying sign messages and other sign features such as flash rates, moving arrows, etc. 

Each sign shall also conform to the following: 

1. In addition to the onboard solar power operation with battery back-up, each sign shall be capable 
of operating on a hard wire, 100-110 VAC, external power source. 

2. All electrical wiring, including connectors and switch controls necessary to enable all required sign 
functions shall be provided with each sign. 

3. Each sign shall be furnished with an operating and parts manual, wiring diagrams, and 
trouble-shooting guide. 

4. The portable message sign shall be capable of maintaining all required operations under Colorado 
mountain-winter weather conditions. 

5. Each sign shall be furnished with an attached license plate and mounting bracket.  

6. Each sign shall be wired with a 7-prong male electric plug for the brake light wiring system.   

Subsection 630.13 shall include the following: 

The portable message sign panel shall be on the project site at least ten (10) calendar days prior to the 
start of active roadway construction, and three calendar days into active roadway construction. 
Maintenance, storage, operation, relocation to different locations during the project, and all repairs of 
portable message sign panels shall be the responsibility of the Contractor. 
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Subsection 630.17 shall include the following: 

Portable message sign panels will be measured by the maximum number of approved units in use on 
the project at any one time. 

Subsection 630.18 shall include the following: 
 
Payment will be made under: 
 
 Pay Item Pay Unit 
 Portable Message Sign Panel Each 
 
Payment for Portable Message Sign Panel listed above will be full compensation for all work, materials, 
and equipment to Portable Message Sign Panel throughout the project per this specification. 
 
The quantity shown in the plans is the minimum anticipated number of Portable Message Sign Panels 
required on-site for the project. If the Contractor’s Traffic Management Plan and Method of Handling 
Traffic requires additional Portable Message Sign Panels than shown on the plans, the additional Portable 
Message Sign Panels will not be measured and paid for separately, but shall be included in the cost of 
Item 630 Traffic Control (Special).  
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REVISION OF SECTION 715 
LIGHTING AND ELECTRICAL MATERIALS 

June 13, 2024 
 
Revise Section 715 of the Standard Specifications for this project as follows: 

DESCRIPTION 

Subsection 715.02 and 715.03 shall be deleted. 

Subsection 715.06 Alternate Power Sources shall be deleted. 
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FORCE ACCOUNT ITEMS 
June 13, 2024 

This special provision contains the Department's estimate for Force Account Items included in the 
Contract. The estimated amounts marked with an asterisk will be added to the total bid to determine 
the amount of the performance and payment bonds. Force Account work shall be performed as directed 
by the Engineer. Payment will be made in accordance with subsection 109.04. Payment will constitute 
full compensation for all work necessary to complete the item. 
 
Force account work valued at $5,000 or less that must be performed by a licensed journeyman in order 
to comply with federal, state, or local codes may be paid for after receipt of an itemized statement 
endorsed by the Contractor. 
 

Force Account Item Estimated Quantity Estimated Amount 

Minor Contract Revisions* F/A $100,000 

Erosion Control F/A $15,000 

Environmental, Health and Safety Management F/A $40,000 

Furnish & Install Electrical Service F/A $40,000 

Landscaping F/A $15,000 

 
F/A Minor Contract Revisions – This work consists of minor work authorized and approved by the 
Engineer, which is not included in the contract plans and specifications and is necessary to accomplish 
the scope of work of this contract.  
 
F/A Erosion Control – This work consists of stormwater BMPs and any additional erosion control items 
the erosion control supervisor needs as authorized and approved by the Engineer, including those that 
may be needed after unanticipated storm water events. This Force Account is to pay for all necessary 
work and materials for erosion control items not identified in the plans and at the Engineer’s direction. 
Payment will be made based on time and materials used to perform the work. All items shall be pre-
approved by the Engineer prior to installation or they will be at no cost to the project. 
 
F/A Environmental, Health and Safety Management – This work consists of unanticipated 
environmental, health, and safety management as authorized and approved by the Engineer. This Force 
Account is to pay for all necessary work and materials for unanticipated items not identified in the plans 
or supporting documents at the Engineer’s direction. All work required based on the plans, 
specifications, and supporting documents for completion of the work per Section 250 of the Standard 
Specifications shall be included in the Work. Payment will be made based on time and materials used to 
perform the work. All items shall be pre-approved by the Engineer prior to installation or they will be at 
no cost to the project. 
 
F/A Furnish & Install Electrical Service – This work consists of all cost charges from the power 
service provider, and all necessary materials, labor and coordination required to maintain existing or 
establish new power sources required for permanent operation of equipment as shown in the plans. See 
Revision of Section 613 Lighting for additional information. 
 
F/A Landscaping – This work includes minor landscaping replacement authorized and approved by 
the Engineer to restore existing conditions on parcels adjacent to the work zone. Payment will be based 
on time and materials required to perform the work. All items shall be pre-approved by the Engineer 
prior to installation or they will be at no cost to the project.  

oconnell
Callout
If the Owner plans to establish their own contract with Xcel for this work, eliminate this item. 
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613 Lighting does not define power connections. Service meter cabinet states coordination is included in cost of work. 
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Unlikely with scope, consider reallocating portion to MCR.
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TRAFFIC CONTROL PLAN – GENERAL 
June 13, 2024 

 
The key elements of the Contractor's method of handling traffic (MHT) are outlined in subsection 
630.10(a). 

The components of the Traffic Control Plan (TCP) for this project are included in the following: 

1. Subsection 104.04 and Section 630 of the specifications. 
2. CDOT Standard Plan S-630-1, Traffic Controls for Highway Construction, and Standard Plan S-

630-2. 
3. Schedule of Construction Traffic Control Devices. 
4. Signing Plans. 
5. Construction phasing details. 
6. Manual on Uniform Traffic Control Devices (MUTCD), latest edition, Part 6 et al. 
7. Guide for Work Area Traffic Control, American Traffic Safety Services Associates (ATSSA) 

 
Unless otherwise approved by the Engineer, the Contractor’s equipment shall follow normal and legal 
traffic movements. The Contractor’s ingress and egress of the work area shall be accomplished with as 
little disruption to traffic as possible. Traffic control devices shall be removed by picking up the devices 
in a reverse sequence to that used for installation. This may require moving backwards through the 
work zone. When located behind barrier or at other locations shown on approved traffic control plans, 
equipment may operate in a direction opposite to adjacent traffic. 
 
Arapahoe County may have entered into operating agreements with one or more law enforcement 
organizations for cooperative activities. Under such agreements, at the sole discretion of Arapahoe 
County, law enforcement personnel may enter the work zone for enforcement purposes and may 
participate in the Contractor’s traffic control activities. The responsibility under the Contract for all traffic 
control resides with the Contractor and any such participation by law enforcement personnel in 
Contractor traffic control activities will be referenced in either the Special Provisions or General Notes of 
the plans. Nothing in this Contract is intended to create an entitlement, on the part of the Contractor, to 
the services or participation of the law enforcement organization. 
 
Special Traffic Control Plan requirements for this project are as follows: 
 

1. This project includes restrictions to work times and days that affect traffic during peak traffic times 
and days, holidays, holiday eves, holiday weekends, special events, and other circumstances as 
described in the bid documents. Wherever other laws, ordinances, regulations, or orders are more 
restrictive, they shall take precedence over these requirements. 

2. All lane closures are subject to the approval of the Engineer. The Contractor shall submit a plan for 
each lane closure to the Engineer, and as required by Arapahoe County, for review and approval at 
least 72 hours in advance of the time the lane closure is to be implemented. Lane closures will not 
be allowed to remain unless being used continuously for the purpose for which they were set up. 
The Contractor is encouraged to submit permits as early as possible as permit review and approval 
may take 2 weeks or longer. 

3. The Contractor shall coordinate all of the work on the roadway during any special event with the 
Arapahoe County. Contractor shall not close lanes during special events. 
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4. Permits are required by both Arapahoe County and the City and County of Denver for traffic control 

outside of Arapahoe County limits. All City and County of Denver permits shall be submitted using 
the ePermit system. The City highly recommends meeting with the City permit reviewer at the 
beginning of the project to review anticipated lane closures within the City and County of Denver. 

5. During the construction of this project, traffic shall use the present traveled roadway unless identified 
on the plans or approved by the Engineer. 

6. The Contractor shall not have construction equipment or materials in the lanes open to traffic at any 
time, unless approved by the Engineer. 

7. At least one week before starting construction, the Contractor shall notify the Arapahoe County 
Engineer of the date the Contractor intends to start construction. 

8. The Contractor shall coordinate and cooperate fully with the Arapahoe County, the City and County 
of Denver, utility owners, and other contractors, to assure adequate and proper traffic control is 
provided. 

9. One westbound lane and one eastbound lane along Yale Avenue and all intersection turn movements 
shall be maintained at all times unless otherwise approved by the Engineer. 

10. Contractor shall coordinate lane closures with adjacent projects. 
 

GENERAL TIME RESTRICTIONS 
 
The Contractor shall not perform any work requiring lane closure on the roadway between the hours of 7:00 
AM and 9:00 AM and between 4:00 PM and 6:00 PM or as directed unless approved by the Engineer in 
writing. Work shall not be performed on Saturdays, Sundays, or nights except where noted elsewhere in 
the Traffic Control Plan, Construction Phasing plans, and other special circumstances when approved in 
advanced by the Engineer. Extended work hours may be authorized by the Engineer for work zones that do 
not create delays during weekday rush hours. Weekend and nighttime work will be allowed with the prior 
written approval of the Engineer. See Section 107 for additional requirements for noise/night work. 

 
CONSTRUCTION PHASING AND DETOUR PLANS 

 
A suggested construction phasing plan and detour plans for the construction of the project and the 
maintenance of traffic is provided in the plans. Stop and start dates for each phase will not be necessary by 
coincident but overlap of phases may occur subject to the Contractor’s production rates and scheduling.  
 
The Contractor shall prepare phasing plans, traffic control plans and/or detours plans, and shall transmit the 
written proposal to the Engineer for approval 7 working days prior to commencement of work. The proposal 
shall be signed and sealed by a Professional Engineer registered in the State of Colorado, and shall include 
detailed plans for phasing, detours, and construction traffic control. The proposal shall also include a 
summary of quantities for all affected pay items. Phasing, traffic control plans, and detour plans to be 
submitted to the City may be what is provided in the Contract documents. 
 
Approval of the proposed maintenance of traffic (MOT) does not relieve the Contractor of liability specifically 
assigned to him under the contract. The Contractor shall erect and maintain warning lights, signs, barricades, 
and sufficient safeguards around all excavations, embankments, and obstructions.  
 
All lane closures require an arrow board to be installed.   
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All streets that will be reduced in the number of travel lanes should have variable message boards installed 
for a minimum of 3 days after the striping change to inform drivers of the lane reduction. 
 

CONSTRUCTION ACCESS 
 
Construction access to and from all roadways is prohibited unless approved by the Engineer or otherwise 
specified in the Contract. 
 
As part of the MOT the Contractor shall prepare, and submit to the Engineer for approval, a Construction 
Access Plan. This plan shall contain, but is not limited to, a diagram showing access to and from each 
affected roadway; location and duration of each signing and flagger position; and a narrative explanation 
of the plan. The Engineer shall approve the Construction Access Plan prior to the Contractor beginning any 
work.  
 
The Construction Access Plan shall address maintenance of all accesses to the project, including access to 
the Engineer’s field facilities, if applicable. Access to all work areas will be limited to that which can be safely 
accomplished without hazard to traffic, and which does not interfere with traffic during the times specified. 
Access will not be allowed to any work areas where such access requires the implementation of traffic 
control measures that interfere with the flow of traffic, except where such implementation is in compliance 
with the working limitations in the Contract. 

 
ACCESS MAINTENANCE 

 
Unless otherwise included in the plans or directed by the Engineer, the Contractor shall maintain access to 
all roadways, side streets, walkways, alleyways, driveways, bike paths, trails, major building entrances, 
businesses, and other pathways at all times. 
 
As part of the MOT the Contractor shall develop, and submit to the Engineer for approval, an Access 
Maintenance Plan (AMP). This plan shall be coordinated with, and approved by, all affected owners and 
tenants.  
 
The Engineer’s approval of the Access Maintenance Plan is dependent on the Contractor acquiring signatures 
from each affected owner or tenant. If the Contractor is unable to obtain approval and signatures, 
documentation of “good faith efforts” to obtain said approval and signatures shall be submitted.  
 
All accesses shall be maintained on surfaces equal to or better than those existing at the time the access is 
first disturbed. For short periods of time only, as allowed by the Engineer, access may be maintained on 
aggregate base course surfaces. All costs incidental to the maintenance of access will not be paid for 
separately but shall be included in the work.  
 
Utilization of materials to be incorporated permanently into the work may be permitted, however, any 
degradation or other contamination, or destruction shall be corrected at the Contractor’s expense prior to 
acceptance. 
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Parking areas temporarily disturbed by construction activities shall be restored to a usable condition during 
non-working hours. Such temporary parking shall utilize an all-weather surface. 
 
Contractor shall maintain business access during business hours. 
 
The Contractor shall maintain continuous access throughout the project for pedestrians, bicyclists, and 
disabled persons. When the existing access route is disturbed by construction, a temporary all-weather 
access shall be provided. All temporary access shall be a minimum of 5 feet wide and meet Americans with 
Disabilities Act (ADA) requirements. Acceptable all-weather surfacing shall be concrete or asphalt surface, 
or as approved by the Engineer. Delineation of pedestrian access through the work area shall be 
accomplished using temporary plastic fencing. 
 
The Contractor shall be required to maintain temporary drives at any existing establishment that has singular 
access off of the roadways, unless otherwise approved in writing by the property owner. 
 
The costs of maintaining access will not be paid for separately, unless otherwise provided, but shall be 
included in the work. Utilization of materials to be incorporated into the work may be permitted. However, 
any degradation or other contamination or destruction shall be corrected at the Contractor’s expense prior 
to acceptance. 
 

CONSTRUCTION CLEAR ZONE 
 
The construction clear zone for the project is defined as follows:  
 
1.5 feet from the edge of the driving lane for streets under construction or laneage restrictions.  
 
The width of the construction clear zone shall be extended in areas where the ground slope is steeper than 
4 horizontal to 1 vertical (4:1) by the horizontal width of the steeper slope. 
 
The construction clear zone shall contain no areas of unprotected ground slope steeper than 3:1. The 
construction clear zone shall contain no immediate vertical drop offs in excess of 1 inch. The construction 
clear zone shall contain no unprotected collision hazards. All parking shall be outside of the clear zone.  
 
Traffic control devices shall not be stored within the construction clear zone, except behind guardrail, unless 
laid flat; nor shall traffic control devices be stored in landscaped areas unless otherwise designated or 
permitted. 
 
The Contractor shall install construction traffic control devices where they do not block or impede other 
existing traffic control devices or sidewalks for pedestrians, disabled persons or bicyclists. The Contractor is 
restricted from storing any materials, construction traffic control devices, signs, etc. in any median area or 
park area. 
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MISCELLANEOUS 

 
The Contractor shall remove and reset all existing signs prior to performing any work that affects those 
signs. All signs damaged due to the Contractor operations shall be replaced in kind or repaired by the 
Contractor at no cost to the project. An inventory of all existing signs shall be made with the Engineer prior 
to beginning work.  
 
Whenever the Contractor removes, obliterates, or covers in any way, pavement markings, they shall be 
replaced on a daily basis prior to opening affected areas to traffic. All pavement markings shall be in place 
in accordance with the Contract.  
 
Traffic shall be carried on a paved surface at all times except as otherwise provided or approved by the 
Engineer.  
 
During non-working hours, the roadways shall be restored to safe pre-construction travel conditions for the 
free flow of traffic. All maintenance required to restore the roadways to this condition, including pavement 
patching, grading, and sweeping shall be done prior to opening the areas to traffic or completing work for 
the day.  
 
No work that interferes with traffic will be allowed on holidays or any day of a three-day or four-day weekend 
that includes a holiday, unless directed by the Engineer. Holidays on which this restriction applies consist of 
those holidays recognized by the State of Colorado as listed in subsection 101.36 
 
Workers shall not access the work areas by crossing roadways unless proper traffic control or other 
necessary precautions are provided. Suitable transportation to the work site for personnel whose vehicles 
are parked off site shall be provided by the Contractor. 
 
No work following nighttime operations will be allowed during the following daytime unless otherwise 
approved by the Engineer in writing. 
 
Construction equipment used on this project shall meet the same minimum exhaust requirements as those 
specified by the manufacturer of the equipment. 
 
During non-construction periods (evening, weekends, holidays, etc.) all work shall be adequately protected 
to ensure the safety of vehicular and pedestrian traffic, as detailed in the Contractor’s MHT. Excavations or 
holes shall be filled in or fenced when unattended.  
 
All personal vehicle and construction equipment parking is prohibited where it conflicts with safety, access, 
or the flow of traffic. Landscaped areas and roadway shoulders shall be kept clear of parking and storage 
of all personal and construction equipment except where approved by the Engineer. 
 
The Contractor shall not place tack coat on any surface to be paved where traffic will be forced to travel 
upon fresh bituminous materials. 
 
The Contractor shall clean the roadway of all construction debris before opening it to traffic. 
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The Contractor and subcontractors shall equip their construction vehicles with flashing amber lights.  
Equipment to be used at night shall also be equipped with flashing amber lights.  Flashing amber lights on 
vehicles and equipment shall be visible from all directions. 
 
All personal vehicle and construction equipment parking is prohibited where it conflicts with safety, access, 
or the flow of traffic.  Landscaped areas, public park areas, and roadway shoulders shall be kept clear of 
parking and storage of all personal and construction equipment except where approved by the Engineer. 
 
The Contractor shall not place tack coat on any surface to be paved where traffic will be forced to travel 
upon fresh bituminous materials. 
 
All flagging stations used at night shall be illuminated with floodlights. Street, highway lights and “high mast 
lighting” may be used for flagging station illumination when approved by the Engineer. Floodlights shall be 
located and directed so as not to interfere with the sight of any motorists, and the cost to be included in the 
work. 
 
Prior to removal and resetting of any sign the Contractor and Engineer shall prepare an inventory. Any signs 
damaged due to the Contractor’s operations shall be replaced in kind or repaired by the Contractor at no 
additional cost to the project. 
 
All costs incidental to the foregoing requirements shall be included in the original contract prices for the 
project, including any additional traffic control items required for haul routes into or away from the project. 
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Known utilities within the limits of this project are: 
  

UTILITY COMPANY 
ADDRESS 

CONTACT NAME 
EMAIL 

TELEPHONE 

Comcast  
1601 Mile High Stadium Cir. 
Denver, CO 80204 

Curtis Stagner  
curtis_stagner@comcast.com 

720-281-8638 

Denver Department of 
Transportation and Infrastructure – 
Traffic/ITS 
5440 Roselyn Street, Building E 
Denver, CO 80216 

Joshua Jones 
joshua.jones2@denvergov.org 

435-512-3229 

Denver Water Department 
1600 West 12th Avenue 
Denver, CO 80204 

Paul Peloquin 
paul.peloquin@denverwater.org 

720-808-3618 

Holly Hills 
141 Union Blvd. 
Denver, CO 80228 

Ismael Gomez 
ismaelg@recinc.net 

303-653-7305 

Lumen  
5235 Zuni St. 
Denver, CO 80221 

Gary Crispe  
gcrispe@congruex.com 

303-995-1456 

Xcel Energy – Electric 
1123 W 3rd Avenue 
Denver, CO 80223 

Nathan Smith 
Nathan.M.Smith@xcelenergy.com 

720-648-0728 

Xcel Energy – Gas (4”) 
1123 W 3rd Avenue 
Denver, CO 80223 

Nathan Smith 
Nathan.M.Smith@xcelenergy.com 

720-648-0728 

Xcel Energy – Gas (20”) 
1123 W 3rd Avenue 
Denver, CO 80223 

Nathan Smith 
Nathan.M.Smith@xcelenergy.com 

720-648-0728 

Zayo 
1401 Wynkoop St. #500 
Denver, CO 80202 

Chris Gates 
chris.gates@cobbfendley.com 
 
Zayo.Relo.Colorado@zayo.com 

720-351-6420 
 

 
 
The work described in these plans and specifications requires full cooperation between the Contractor 
and the utility owners in accordance with Subsection 105.11 in conducting their respective operations, 
to complete the utility work with minimum delay to the project. 
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Part 1   CONTRACTOR SHALL PERFORM THE WORK LISTED BELOW: 
 
Coordinate project construction with the performance by the utility owner of each utility work element 
listed in Part 2 below. Perform preparatory work specified in Part 2 for each utility work element. 
Provide an accurate construction schedule that includes all utility work elements to the owner of each 
impacted utility.  
 
Provide each utility owner with weekly updates to the schedule. Conduct detailed utility coordination 
meetings prior to each construction phase to coordinate all requirements and schedules, and provide 
other necessary accommodations as directed by the Engineer.  Notify each utility owner in writing, with 
a copy to the Engineer, prior to the time each utility work element is to be performed by the utility 
owner. Provide the notice with the number of days specified below prior to the time the utility work 
must be begun to meet the project schedule. 
 
Provide traffic control, as directed by the Engineer, for any utility work by the utility owner expected to 
be coordinated with construction. However, traffic control for utility work outside of typical project work 
hours shall be the responsibility of the utility owner.    
 
Perform each utility work element for every utility owner listed here in Part 1.  Notify each utility owner 
in advance of any work being done by the Contractor to its facility, so that the utility owner can 
coordinate its inspections for final acceptance of the work with the Engineer.  
 
Project Limits – All Utility Owners 
Prior to excavating, the Contractor shall positively locate (through potholing if necessary) all potential 
conflicts with existing underground utilities and proposed construction, as determined by the Contractor 
according to proposed methods and schedule of construction. The Contractor shall modify construction 
plans to avoid existing underground facilities as needed, and as approved by the Engineer. Please note 
that Colorado811 notifies member utilities, who are then responsible for marking their own facilities – 
Other facilities, such as ditches and drainage pipes may exist, and it is the Contractor’s responsibility to 
investigate, locate and avoid such facilities. 
 
Comcast 
 
The Contractor shall notify Comcast three (3) weeks in advance of construction operations commencing 
near Comcast facilities. 
 
The Contractor shall coordinate with Comcast to relocate, adjust, or support Comcast facilities as shown 
on the plans and outlined in part 2 below: 
 
The Contractor shall protect in place the Comcast facilities within the vicinity of the project limits and 
shall coordinate with Comcast if any facility is found to be in conflict with construction. If a relocation, 
adjustment, or support is necessary, the Contractor shall coordinate with Comcast to schedule and 
facilitate the work by Comcast forces. 
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Confirm Comcast has completed the overhead to underground relocation between Beginning of Project 
(BOP) to End of Project (EOP) along Yale Avenue as well as north to south on Holly Street.  
 
Coordinate with Comcast to adjust/relocate facilities around proposed storm manhole and inlets near 
approximate Station 119+09 along Holly Street, by Comcast forces.  
 
Coordinate with Comcast to adjust their pedestals at approximate Stations 130+45 and 131+45. 
Timing: The Contractor shall provide Comcast written notice three (3) weeks immediately prior to each 
utility work element expected to be coordinated with construction.  
 
Denver Department of Transportation and Infrastructure (DOTI) – ITS 
 
The Contractor shall notify DOTI one (1) week in advance of construction operations commencing near 
DOTI facilities. 
 
The Contractor shall relocate the traffic signal cabinet to the southeast corner of Yale Avenue and Holly 
Street intersection to the back of the proposed sidewalk at approximate Station 118+46 and re-feed 
electric and fiber feeds to the new traffic signal. See Traffic Signal Plans and Specifications for details.  
 
The Contractor shall protect in place DOTI Traffic facilities within the vicinity of the project limits and 
shall coordinate with DOTI Traffic if any facilities are found to be in conflict with construction. If a 
relocation, adjustment, or support is necessary, the Contractor shall coordinate with DOTI Traffic to 
schedule and facilitate the work by the Contractors forces. 
 
Denver Water  
 
The Contractor shall notify Denver Water two (2) weeks in advance of construction operations 
commencing on Denver Water facilities. No work shall commence on Denver Water facilities until a pre-
construction meeting is held with a Denver Water inspector.  
 
The Contractor shall arrange for a Pre-Construction conference with Denver Water Department forces. 
The Contractor shall coordinate inspections and outages with Denver Water Department forces. All 
isolations during the outage period(s) shall be coordinated by a Denver Water Department inspector.  
 
All work shall be done by a contractor who has been pre-qualified by Denver Water. A list of pre- 
qualified contractors for the installation of water mains is available from Denver Water. The Contractor 
shall refer to the Denver Water Engineering Standards 16th Edition for standard Material Specifications 
for all facilities used in this construction.  
 
The Contractor shall maintain access to existing Water manholes and Valve Boxes at all times during 
construction. The Contractor shall relocate, adjust, or support the Denver Water facilities per the Denver 
Water Waterline Relocation Plans Project ID: #22320 and outlined below: 
 
Relocate fire hydrants and replace hydrant service line back to main at approximate Stations 118+27, 
120+73, and 126+07.  
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Relocate water meter to 2’ off back of curb at approximate Stations 122+14, 124+28, 126+05, and 
128+99. Includes replacing the water service line back to the water main at approximate Station 
124+28.  
 
Relocate water meter to 2’ off back of concrete swale at approximate Station 120+18, and replace 
water service line from water meter to water main.   
 
Lower the 8” cement asbestos water line under the proposed storm at approximate Station 119+50 on 
Holly Street. See the Denver Water Relocation Plans for more information regarding removal of the 
existing cement asbestos line.  
 
Clean and Adjust existing water valves boxes in areas of grade change during construction. Existing 
water valves need to be adjusted down prior to rotomilling or asphalt patching and then the adjustment 
of the existing water valve box covers shall be made to ¼” to ½” below final grade of the pavement 
surface. All existing water valve boxes shall be cleaned to meet CDOT 202 specifications.  
 
Timing: The Contractor shall provide Denver Water written notice forty-eight (48) hours immediately 
prior to required inspections.  
 
Water line work shall be paid through the following Pay Items: 
 
 Pay Item         Pay Unit 
 Removal of Pipe        LF 
 Clean Valve Box        EA 
 Reset Water Meter       EA 
 Reset Fire Hydrant       EA 
 Adjust Valve Box        EA  
 Wiring (Special)        LS 
 Water Service         EA 
 Connect to Existing Waterline    EA 
 Water Line (Special)       LF 
 6 Inch Ductile Iron Pipe      LF 
 8 Inch Plastic Pipe       LF 
 8 Inch Restrained Coupling Adapter  EA 
 
Holly Hills Sanitary 
 
The Contractor shall notify Holly Hills one (1) week in advance of construction operations commencing 
near Holly Hills facilities. 
 
The Contractor shall protect in place Holly Hills facilities within the vicinity of the project limits and shall 
coordinate with Holly Hills if any facilities are found to be in conflict with construction. If a relocation, 
adjustment, or support is necessary, the Contractor shall coordinate with Holly Hills to schedule and 
facilitate the work by the Contractors forces. 
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Timing: The Contractor shall provide Holly Hills with written notice forty-eight (48) hours immediately 
prior to required inspections.  
 
Lumen  
 
The Contractor shall notify Lumen three (3) weeks in advance of construction operations commencing 
near Lumen facilities. 
 
The Contractor shall coordinate with Lumen to relocate, adjust, or support Lumen facilities as shown on 
the plans and outlined in part 2 below.  
 
The Contractor shall protect in place the Lumen facilities within the vicinity of the project limits and shall 
coordinate with Lumen if any facility is found to be in conflict with construction. If a relocation, 
adjustment, or support is necessary, the Contractor shall coordinate with Lumen to schedule and 
facilitate the work by Lumen forces. 
 
Coordinate with Lumen to adjust/relocate facilities around proposed storm manhole and inlets near 
approximate Station 119+09 along Holly Street, by Lumen forces.  
 
Coordinate with Lumen to adjust their manholes to final grade at approximate Stations 119+08, 125+67 
and 125+74. 
 
Coordinate with Lumen to relocate the pedestal at approximate Station 130+36. 
 
Confirm Lumen has completed the relocation of pedestals at approximate Stations 124+37 and 124+42, 
and box adjustment on the pole at approximate Station 127+30. 
 
Timing: The Contractor shall provide Lumen written notice three (3) weeks immediately prior to each 
utility work element expected to be coordinated with construction.   
 
Xcel Energy – Overhead Electric Distribution  
 
When the Contractor is working near or under a high voltage distribution line, it shall be assumed the 
distribution line is energized and the Contractor shall not be closer than ten feet (10’) in any direction 
from the energized conductors.  If work will be within ten feet (10’) of energized conductors, Contractor 
shall call Xcel Energy’s Builders Call Line Colorado (“BCLCO”) 1-800-628-2121 a minimum of thirty (30) 
days in advance to arrange for an outage.  An outage will be arranged if it is determined to be 
necessary.  The outage will be a day-by-day situation.  Typically, there is a fee charged when an 
electrical outage is required.  However, this fee shall be waived for this project since the electric 
facilities are in public right-of-way.  Xcel shall not charge a fee for this work.  
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Xcel Energy – Electric Distribution/Lighting/Traffic 
 
The Contractor shall submit a BCL request when connecting power sources, ninety (90) days in advance 
to allow Xcel Energy forces adequate administration and processing of the new traffic signal, street 
lighting, and power source connections and billings. The Contractor shall be responsible for the 
coordination of power source work to be performed by Xcel Energy including setting the new 
transformer as indicated in the plans. The Contractor shall contact the Xcel Energy Builder’s Call Line at 
1-800-628- 2121 or BCLCO@xcelenergy.com to request, and process to completion, the required 
coordination to for the following work, as shown on the plans. 
 
The Contractor shall provide the Xcel Energy Distribution written notice ninety (90) days immediately 
prior to each utility work element expected to be coordinated with construction. 
 
Contractor shall install new traffic signals per the Traffic Signal Plans which will include the coordination 
for the removal of the existing traffic signal pole and streetlights at approximate Stations 117+66, 
118+46, 118+96, and 118+03, by Xcel forces. 
 
The Contractor shall coordinate with Xcel to disconnect and remove the electric feed to the flashing 
beacons near approximate Stations 120+83 and 128+41. The Contractor shall remove the flashing 
beacons and foundations. 
 
The Contractor shall confirm Xcel Energy has completed the relocation of the overhead electric to 
underground, as shown on the plans.  
 
The Contractor shall coordinate all power source connections needed, including temporary, to maintain 
existing signals and streetlights operational during construction. 
 
The Contractor shall coordinate with Xcel Energy to have the meter set for providing electricity to the 
traffic signals and streetlights above the signals that the Contractor shall install.  These meters are to be 
transferred to the City of Denver for payments once the traffic signals have been inspected and 
accepted by the City Inspector, and authorized by Xcel Energy.   
 
Timing: The Contractor shall provide Xcel a BCL notice ninety (90) days immediately prior to each 
utility  
work element expected to be coordinated with construction.   
 
Xcel Energy – Gas Distribution 
 
The Contractor shall be responsible for the coordination of gas work to be performed by Xcel Energy. 
The Contractor shall contact the Xcel Energy Builder’s Call Line at 1-800-628- 2121 or 
BCLCO@xcelenergy.com to request, and process to completion, the required coordination to establish 
the gas distribution work, as shown on the plans. 
 
The Contractor shall provide the Xcel Energy Gas Distribution BCL notice ninety (90) days immediately 
prior to each utility work element expected to be coordinated with construction. 
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The Contractor shall coordinate with Xcel Energy Gas Distribution to relocate, adjust, or support Xcel 
Gas facilities as shown on the plans and outlined in part 2 below. 
 
The Contractor shall confirm that the gas line at approximate Stations 119+20 to 119+53 has been 
abandoned by Xcel. The Contractor shall then remove the gas line for the proposed right turn lane 
roadway improvements and proposed storm drain as needed.  
 
The Contractor shall coordinate with Xcel Energy if any facility is found to be in conflict with the 
proposed roadway improvements. If a relocation or adjustment is necessary, the Contractor shall 
coordinate with Xcel Energy to schedule and facilitate the work by Xcel Energy forces. If no conflict is 
identified, the Contractor shall protect the facility in place while work is being conducted in the 
immediate area. 
 
Gas line work shall be paid through the following CDOT Pay Items: 
 
 Pay Item     Pay Unit 
 Removal of Pipe   LF 
 
Zayo 
 
The Contractor shall notify Zayo three (3) weeks in advance of construction operations commencing 
near Zayo facilities.  
 
The Contractor shall coordinate for the relocation of the handhole at approximate Station 121+22.   
 
The Contractor shall coordinate for the adjustment of the handhole at approximate Station 130+38.   
 
The Contractor shall protect in place the Zayo facilities within the vicinity of the project limits and shall 
coordinate with Zayo if any facility is found to be in conflict with construction. If a relocation, 
adjustment, or support is necessary, the Contractor shall coordinate with Zayo to schedule and facilitate 
the work by Zayo forces. 
 
Timing: The Contractor shall provide Zayo written notice three (3) weeks immediately prior to each 
utility work element expected to be coordinated with construction.   
 
PART 2 - UTILITY OWNERS SHALL PERFORM THE WORK LISTED BELOW: 
 
Although the Contractor shall provide traffic control for utility work expected to be coordinated with 
construction, traffic control for utility work outside of typical project work hours or outside of project 
limits shall be the responsibility of the utility owner. The utility owner shall prepare and submit to the 
Engineer a Method of Handling Traffic for utility work to be performed outside typical project work hours 
or outside of project limits. The utility owner shall obtain acceptance of the Method of Handling Traffic 
from the Engineer prior to beginning the utility work to be performed outside typical project work hours 
or outside of project limits. 
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This work will be performed by the utility owners as necessary to avoid conflicts with construction 
activities. New locations shall be as indicated in the plans. Utility owners shall comply with schedule 
requirements of the Contractor and make every effort not to impact the overall construction schedule.  
Unless otherwise approved by the Engineer, abandoned aboveground appurtenances such as pedestals 
shall be removed and abandoned underground utilities and manholes/handholes shall be abandoned in 
place. 
 
Utility owners are responsible for obtaining all necessary permits from the City and/or County of record, 
as required. 
 
Comcast 
 
Comcast shall coordinate with the Contractor during construction to provide the protection, support 
and/or horizontal or vertical adjustment of Comcast facilities at the following utility conflicts: 
 
Relocate/adjust both CATV and telecommunications facilities around proposed storm manhole, storm 
pipes,  and inlets near approximate Station 119+09.  
 
Relocate overhead facilities to underground between BOP to EOP along Yale Avenue as well as north to 
south on Holly Street, as shown on the plans. Joint trench around 
 
Remove pole "topped" pole near approximate Station 126+09. 
 
Adjust pedestals at approximate Stations 130+45 and 131+45. 
 
Timing: All relocations and adjustments, with the exception of the overhead to underground 
conversion, are expected to be completed during construction under separate City of Denver & 
Arapahoe County permits and take approximately one (1) week per location to complete by Comcast 
forces.   
 
The work listed above is to be performed at no cost to the project. 
 
Lumen 
 
Lumen shall coordinate with the Contractor to provide the protection, support, and/or horizontal or 
vertical adjustment of Lumen facilities at the following utility conflicts:  
 
Relocate facilities around proposed storm manhole, storm pipes, and inlets near approximate Station 
119+09 along Holly Street.  
 
Adjust manholes to finished grade at approximate Stations 119+08, 125+67, and 125+74. 
 
Rotate pole mounted box to the east side of power pole at approximate Station 127+30. 
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Relocate pedestals behind proposed sidewalk at approximate Stations 124+37, 124+42, 130+36, and 
131+44. 
 
Timing: All adjustments are expected to be completed during construction under a separate City and 
County of Denver and Arapahoe County permits, with the exception of the adjustments of Lumen 
pedestals at Stations 124+37 and 124+43 which are to take place prior to construction, and take 
approximately one (1) week per location to complete by Lumen forces, unless a complete relocation is 
required by Lumen forces.  
 
The work listed above is to be performed at no cost to the project. 
 
Xcel Energy – Electric Distribution/Lighting/Traffic 
 
Xcel shall coordinate with the Contractor during construction to provide the protection, support and/or 
horizontal or vertical adjustment of Xcel facilities at the following utility conflicts:  
 
Relocate overhead facilities from overhead to underground from approximate Stations BOP to 124+38 
along Yale Avenue, as well as from approximate Stations 117+77 to 119+89 north to south along Holly 
Street, as shown on the plans.  
 
Remove traffic signal poles and streetlights from approximate Stations 117+66, 118+46, 118+03, and 
118+96.  
 
Install new switch cabinet at approximate Station 120+10. 
 
Install new transformers at approximate Stations 120+25 and 123+25. 
 
Relocate the streetlight and re-feed electric at approximate Stations 120+20 and 123+48. 
 
Remove traffic signal electric service near approximate Station 124+90. 
 
Relocate the electric pole near approximate Station 126+09. 
 
Relocate down guy and slack to the next pole to the south near approximate Station 127+30.  
 
Remove electric feed to the flashing beacons near approximate Stations 120+83 and 128+41.  
 
Xcel Energy forces shall make the final connections to the metered power sources.  
 
Timing: All adjustments and connections are expected to be completed during construction under 
separate City and County of Denver and Arapahoe County permits and take approximately four (4) 
weeks to complete, with the exception of the undergrounding portion of work, unless a complete 
relocation is required by Xcel forces. The overhead to underground work is expected to be completed 
prior to construction under separate City and County of Denver and Arapahoe County permits and take 
approximately six (6) weeks to complete.  
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The work listed above is to be performed at no cost to the project, with the exception of the 
undergrounding and the power source connections. Power source connections shall be paid 
for through the Force Account, Furnish and Install Electrical Service. The overhead to 
underground relocation from will be paid for under separate agreements with the City and 
County of Denver and Arapahoe County.  
 
Xcel Energy – Gas Distribution 
 
Xcel shall coordinate with the Contractor during construction to provide the protection, support and/or 
horizontal or vertical adjustment of Xcel gas facilities at the following utility conflicts:  
 
Xcel shall abandon the gas line at approximate Station 119+20 to 119+53 and shall coordinate with the 
Contractor to confirm it is safe for removal. 
 
Xcel shall lower the gas line under the proposed storm drain at approximate Station 119+39.  
 
The work listed above is to be performed at no cost to the project.  
 
Zayo 
 
Zayo shall coordinate with the Contractor to provide the protection, support, and/or horizontal or 
vertical adjustment of Zayo facilities at the following utility conflicts:  
 
Relocate the handhole at approximate Station 121+22.  
 
Adjust handhole to finished grade at approximate Station 130+38. 
 
Timing: All adjustments are expected to be completed during construction under separate City and 
County of Denver and Arapahoe County permits and take approximately one (1) week per location to 
complete by Zayo forces, unless a complete relocation is required by Zayo forces.  
 
The work listed above is to be performed at no cost to the project. 
 
GENERAL: 
 
The Contractor shall comply with Article 1.5 of Title 9, CRS ("Excavation Requirements") when 
excavating or grading is planned in the area of underground utility facilities. The Contractor shall notify 
all affected utilities at least two (2) business days, not including the actual day of notice, prior to 
commencing such operations.    The Contractor shall contact Colorado811 at phone no. 811, to have 
locations of Colorado811 registered lines marked by member companies. All other underground facilities 
shall be located by contacting the respective owner. Utility service laterals shall also be located prior to 
beginning excavation or grading. 
 
  

oconnell
Callout
Was an expected time frame provided for this work?



C14-027 Yale-Holly Multimodal Improvements Project December 2025 

175 

-11- 
UTILITIES 

 
The location of utility facilities as shown on the plan and profile sheets, and herein described, 
are depicted in accordance with their achieved Quality Level as defined in the American Society of Civil 
Engineer's document ASCE 38, "Standard Guideline for the Collection and Depiction of Existing 
Subsurface Utility Data. 
 
All costs incidental to the foregoing requirements will not be paid for separately but shall be included in 
the work. 
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CDOT STANDARD SPECIAL PROVISIONS 
 
 

(To be Provided at AD) 
 
 
 
 
 

 


