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GENERAL CONSTRUCTION NOTES

CODE COMPLIANCE
1. THE FACILITY IS AN UNOCCUPIED WIRELESS FACILITY. EQUIPMENT ROOMS ARE NOT MANNED, ARE

NOT HABITABLE, AND DO NOT REQUIRE POTABLE WATER, SEWER CONNECTIONS OR A.D.A.
ACCESS ACCOMMODATIONS.

2. ALL WORK PERFORMED AND MATERIALS INSTALLED SHALL BE IN STRICT ACCORDANCE WITH ALL
APPLICABLE STANDARDS, CODES, ORDINANCES, RULES, REGULATIONS, ORDINANCES, AND
MANUFACTURER'S RECOMMENDATIONS. WHEN TWO OR MORE ARE IN CONFLICT, THE MOST
STRINGENT PROVISION SHALL BE FOLLOWED.

3. CONTRACTOR SHALL GIVE ALL NOTICES AND COMPLY WITH ALL LAWS, ORDINANCES, RULES,
REGULATIONS AND LAWFUL ORDERS OF ANY PUBLIC AUTHORITY REGARDING THE PERFORMANCE
OF THE WORK. WHERE LICENSING IS REQUIRED, CONTRACTOR SHALL OBTAIN ALL REQUIRED
LICENSES PRIOR TO BEGINNING WORK.

4. MECHANICAL AND ELECTRICAL SYSTEMS SHALL BE INSTALLED IN ACCORDANCE WITH ALL
APPLICABLE MUNICIPAL AND UTILITY COMPANY SPECIFICATIONS, AND LOCAL AND STATE
JURISDICTIONAL CODES, ORDINANCES AND APPLICABLE REGULATIONS.

5. CONTRACTOR TO COORDINATE WITH LOCAL JURISDICTION FOR ANY CODE RELATED QUESTIONS.
ALL JURISDICTION REQUIRED CHANGES ARE THE RESPONSIBILITY OF THE CONTRACTOR.

GENERAL CONDITIONS
6. DO NOT SCALE DRAWINGS.
7. THESE DESIGN DOCUMENTS ARE DIAGRAMMATIC IN NATURE AND ARE INTENDED TO SHOW FINAL

CONDITIONS., UNLESS NOTED OTHERWISE.
8. THE CONTRACTORS SHALL USE DIMENSIONS SHOWN ON THE DRAWINGS AND ACTUAL FIELD

MEASUREMENTS. NOTIFY THE AE PROJECT MANAGER IF ANY DISCREPANCIES ARE FOUND PRIOR
TO PROCEEDING WITH WORK.

9. EXTERIOR DIMENSIONS ARE TO FACES OF EXTERIOR WALLS.
10. DIMENSIONS ON PLANS ARE TO FINISH FACES OR CENTERLINES OF COLUMNS UNLESS NOTED

OTHERWISE.
11. DIMENSIONS TO DOOR OPENINGS ARE TO R.O. IN MASONRY & CONCRETE AND TO JAMB OPENING

IN STUDWALLS. VERIFY DOOR SIZE W/ SCHEDULE.
12. DETAILS ARE INTENDED TO SHOW END RESULT OF DESIGN. MINOR MODIFICATIONS MAY BE

REQUIRED TO SUIT JOB DIMENSIONS OR CONDITIONS, AND SUCH MODIFICATIONS SHALL BE
INCLUDED AS PART OF THE WORK.

13. REPRESENTATIONS OF TRUE NORTH, OTHER THAN THOSE FOUND ON THE PLOT OF SURVEY
DRAWING, SHALL NOT BE USED TO IDENTIFY OR ESTABLISH THE BEARING OF TRUE NORTH AT THE
SITE. THE CONTRACTOR SHALL RELY SOLELY ON THE PLOT OF SURVEY DRAWING AND ANY
SURVEYOR'S MARKINGS AT THE SITE FOR THE ESTABLISHMENT OF TRUE NORTH, AND SHALL
NOTIFY THE ARCHITECT/ENGINEER PRIOR TO PROCEEDING WITH THE WORK IF ANY DISCREPANCY
IS FOUND BETWEEN THE VARIOUS ELEMENTS OF THE WORKING DRAWINGS AND THE TRUE NORTH
ORIENTATION AS DEPICTED ON THE PLAT OF SURVEY. THE CONTRACTOR SHALL ASSUME SOLE
LIABILITY FOR ANY FAILURE TO NOTIFY THE ARCHITECT/ENGINEER.

14. EVERY EFFORT HAS BEEN MADE BY THE ARCHITECT / ENGINEERS TO PROVIDE ACCURATE AND
COMPLETE DESIGN DOCUMENTS THOUGH MINOR ERRORS AND OMISSIONS MAYBE CONTAINED
WITHIN THE DOCUMENTS. THESE SHALL NOT EXCUSE THE CONTRACTOR FROM PROVIDING AN
ACCURATE PROPOSAL AND COMPLETING THE PROJECT IN ACCORDANCE WITH THE INTENT OF THE
DESIGN DOCUMENTS.

15. IT IS THE EXPRESS INTENT OF THE PARTIES INVOLVED IN THIS PROJECT THAT THE CONTRACTOR
OR SUBCONTRACTOR OR INDEPENDENT CONTRACTOR OR THEIR RESPECTIVE EMPLOYEES SHALL
EXCULPATE THE ARCHITECT, THE ENGINEER, THE CONSTRUCTION MANAGER, THE OWNER, AND
THEIR AGENTS, FROM ANY LIABILITY WHATSOEVER AND HOLD THEM HARMLESS AGAINST LOSS,
DAMAGES, LIABILITY OR ANY EXPENSE ARISING IN ANY MATTER FROM A WRONGFUL OR
NEGLIGENT ACT, OR FAILURE TO CARRY OUT THE WORK IN ACCORDANCE WITH THE CONTRACT
DOCUMENTS, OR FROM THE CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES OR
PROCEDURES, OR FAILURE TO CONFORM TO THE STATE SCAFFOLDING ACT IN CONNECTION WITH
THE WORK.

CONTRACTOR'S RESPONSIBILITIES
16. PRIOR TO THE SUBMISSION OF A BID, THE CONTRACTOR SHALL VISIT THE JOB SITE, REVIEW ALL

DESIGN DOCUMENTS, FIELD CONDITIONS AND DIMENSIONS, CONFIRMING THAT THE WORK CAN BE
ACCOMPLISHED AS SHOWN PRIOR TO PROCEEDING WITH CONSTRUCTION. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR IDENTIFYING ANY ANY DISCREPANCIES BETWEEN ACTUAL
CONDITIONS AND DESIGN DOCUMENTS, NOTIFYING THE CONSTRUCTION MANAGER AND
ARCHITECT/ENGINEER OF SUCH, AND SHALL OBTAIN WRITTEN CLARIFICATION PRIOR TO
BEGINNING THE WORK.

17. IT IS THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE EXACT EXTENT OF WORK,
COORDINATION, DEMOLITION, TEMPORARY CONSTRUCTION, TEMPORARY FACILITIES, UTILITIES,
ETC., NECESSARY TO COMPLETE THEIR PROJECT AS INDICATED IN THE CONTRACT DOCUMENTS.

18. WHILE REVIEWING THE DESIGN DOCUMENTS, THE CONTRACTOR SHALL IDENTIFY ANY ITEMS
WHERE THE DESIGN INTENT IS UNCLEAR AND OBTAIN WRITTEN CLARIFICATIONS PRIOR TO
FURNISHING A BID. THE CONTRACTOR SHALL RECEIVE, IN WRITING, AUTHORIZATION TO PROCEED
BEFORE STARTING WORK ON ANY ITEM NOT CLEARLY DEFINED OR IDENTIFIED BY THE CONTRACT
DOCUMENTS. ANY REQUEST FOR ALTERATIONS TO THE DESIGN INTENT SHALL BE PROVIDED IN
WRITING FOR REVIEW AND APPROVAL.

19. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING THE MOST RECENT DESIGN DOCUMENTS AND
ENSURING THEY ARE DISTRIBUTED AND ARE FOLLOWED BY ALL PERSONNEL INVOLVED IN THE
PROJECT.

20. CONTRACTOR SHALL OBTAIN WRITTEN AUTHORIZATION FROM THE CARRIER PRIOR TO
PURCHASING ANY MATERIALS OR STARTING ANY WORK.

21. CONTRACTOR SHALL, EXCEPT AS SPECIFICALLY AGREED OTHERWISE, PROVIDE ALL NECESSARY
MATERIALS, LABOR AND EQUIPMENT TO COMPLETE THE INSTALLATION AS DESCRIBED IN DESIGN
DOCUMENTS. CONTRACTOR TO CLARIFY PROVIDED MATERIALS PRIOR TO FURNISHING A BID.

22. ALL FURNISHED MATERIALS SHALL MEET CARRIER SPECIFICATIONS AND MINIMUM REQUIREMENTS
FOR THE PROJECT. ANY SUBSTITUTIONS SHALL BE APPROVED IN WRITING BY CARRIER
CONSTRUCTION MANAGER PRIOR TO PURCHASE AND INSTALLATION.

23. THE GENERAL CONTRACTOR SHALL SUPERVISE AND DIRECT THE WORK, USING THE BEST SKILLS
AND ATTENTION. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL CONSTRUCTION
MEANS, METHODS, TECHNIQUES, SEQUENCES, PROCEDURES AND MATERIALS; AND FOR
COORDINATING ALL PORTIONS OF THE WORK UNDER THE CONTRACT INCLUDING CONTACT AND
COORDINATION WITH THE CONSTRUCTION FIELD ENGINEER AND WITH THE LANDLORD'S
AUTHORIZED REPRESENTATIVE , COORDINATING ACCESS, AND COMPLIANCE WITH ANY
REQUIREMENTS IMPOSED BY THE LANDLORD.

24. CONTRACTOR TO PROVIDE CLOSE OUT PACKAGE WITH ALL TEST RESULTS, SETTING SCREEN
SHOTS, RELEVANT CATALOGS / CUT SHEETS, INSTRUCTION SHEETS AND A SET OF RED-LINED
AS-BUILT DRAWINGS PRIOR TO FINAL BILLING.

CONDITION OF SITE
25. CONTRACTOR SHALL MAKE PROVISIONS TO PROTECT EXISTING SITE FINISHES AS MUCH AS

POSSIBLE. ANY IMPACT TO SITE AND SURROUNDINGS SHALL BE MITIGATED AND CONTRACTOR
SHALL RETURN SITE TO PRE-CONSTRUCTION CONDITIONS.

26. WORK AREA SHALL BE KEPT FREE OF DEBRIS ACCUMULATION. KEEP WORK AREAS NEAT AND
ORDERLY AS MUCH AS POSSIBLE. MEANS OF EGRESS SHALL BE KEPT CLEAR AT ALL TIMES.

27. ALL DEMOLISHED AND UNUSED MATERIALS SHALL BE REMOVED FROM SITE AND TRACKED ASSETS
LOGGED AND RETURNED TO CARRIER FOR DISPOSAL OR RE-USE. CONTRACTOR TO KEEP THE SITE
CLEAN, FREE OF HAZARDS, PROPERLY DISPOSE OF ALL RUBBISH, AND REMOVE TRASH AND
REFUSE DAILY. BURY NOTHING ON SITE. NO SOLID WASTE RECEPTACLE WILL BE SITED.

SITE WORK

1. CONTRACTOR TO VERIFY STATE REQUIREMENTS FOR UTILITY LOCATION SERVICES AND
EXCAVATION CONTRACTOR SHALL NOTIFY STATE OR LOCAL NOTIFICATION CENTER AS REQUIRED
PRIOR TO ANY SITE DISTURBANCES.

2. REASONABLE EFFORTS HAVE BEEN MADE TO IDENTIFY EXISTING UTILITIES. THE CONTRACTOR IS
RESPONSIBLE FOR IDENTIFYING ALL UTILITIES, SHOWN OR NOT, AND PROTECTING THEM FROM
DAMAGE. EXCAVATION CONTRACTOR TO OBTAIN REQUIRED LOCATES PRIOR TO STARTING WORK.

3. CONTRACTOR SHALL PROTECT ALL SITE FINISHES AND IMPROVEMENTS AND RETURN ALL TO PRE
WORK CONDITION. IF EXTERIOR SITE IMPROVEMENTS ARE REQUIRED, CONTRACTOR TO INSTALL
AND MAINTAIN DRAINAGE / RUNOFF MITIGATION MEASURES THROUGH OUT THE PROJECT AND
REVEGETATE AREA TO RETURN IT TO ORIGINAL CONDITIONS.

4. GRUB AND DISPOSE OF ALL ORGANIC MATERIAL PRIOR NO FILL OR EARTHWORK TO OCCUR WITH
ON OR WITH FROZEN MATERIAL

STRUCTURAL NOTES

1.0 GENERAL CONDITIONS
1.1 NO STRUCTURAL ALTERATIONS ARE TO BE MADE TO THE FACILITY UNLESS SPECIFICALLY NOTED.
1.2 ALL STRUCTURAL SHOP DRAWINGS SHALL BE SUBMITTED TO THE STRUCTURAL ENGINEER FOR

WRITTEN APPROVAL PRIOR TO FABRICATION.

2.0 CONCRETE AND MASONRY
2.1 ALL CONCRETE WORK SHALL CONFORM WITH ACI. 318 OR LATEST. DETAIL REINFORCING IN

CONFORMANCE WITH ACI. SP66 LATEST.
2.2 NO SPLICES OF REINFORCEMENT SHALL BE MADE EXCEPT AS DETAILED OR AUTHORIZED BY

THE STRUCTURAL ENGINEER. LAP SPLICES WHERE PERMITTED SHALL BE A MINIMUM OF 30 BAR
DIAMETERS.

2.3 PROVIDE ALL ACCESSORIES NECESSARY TO SUPPORT REINFORCING AT POSITIONS SHOW ON
DRAWINGS.

2.4 WIRE FABRIC REINFORCEMENT MUST LAP ONE FULL MESH AT SIDE AND END LAPS SHALL BE
TIED TOGETHER.

2.5 CURE AFTER FINISHING CONCRETE. KEEP MOIST FOR 7 DAYS AFTER POURING.
2.6 COMPACT STRUCTURAL FILL 95% PROCTOR DENSITY PRIOR TO PLACING CONCRETE UNDER

SLABS.
2.7 1/4" CHAMFER ON ALL CORNERS AND EDGES.
3.8 ALL CONCRETE SHALL BE PORTLAND, TYPE 1 CEMENT WITH A MINIMUM OF 28 DAY STRENGTH

OF 3000 PSI., 4" SLUMP AND A MINIMUM AIR ENTRAPMENT OF 4%.
2.9 ALL REINFORCING STEEL SHALL BE GRADE 60. ALL REINFORCING MESH SHALL CONFORM TO

ASTM A 185.
2.10 CONTRACTOR TO OBTAIN X-RAY OR GPR (IF APPLICABLE) OF ANY CONCRETE OR MASONRY

STRUCTURES, IDENTIFYING ALL EMBEDMENT PRIOR TO CUTTING, DRILLING OR OTHER ACTIVITY
WHICH COULD CAUSE DAMAGE. AVOID ALL EMBEDMENT. OBTAIN APPROVAL FROM
STRUCTURAL ENGINEER PRIOR TO IMPACTING ANY STRUCTURAL FACILITIES.

3.0 STRUCTURAL STEEL
3.1 CHANNELS, ANGLES AND PLATES SHALL BE ASTM A36 MATERIAL, UNLESS NOTED OTHERWISE.
3.2 SQUARE AND RECTANGULAR TUBE STEEL HSS SECTIONS SHALL BE ASTM A500, GRADE B

(Fy = 46 ksi) MATERIAL.
3.3 ROUND PIPE SECTIONS SHALL BE ASTM A53, GRADE B (Fy =35 ksi) MATERIAL.
3.4 DESIGN, FABRICATION, AND ERECTION SHALL BE IN ACCORDANCE WITH THE “AISC

SPECIFICATION FOR THE DESIGN, FABRICATION AND ERECTION OF STRUCTURAL STEEL FOR
BUILDINGS”, WITH COMMENTARY AND THE “CODE OF STANDARD PRACTICE”.

3.5 ALL STEEL SHALL HAVE ONE COAT OF SHOP PRIMER. DO NOT PAINT AREAS WITHIN 3” OF BOLTS,
WELDS OR HEADED STUDS.

3.6 ALL OUTDOOR STEEL ITEMS SHALL BE HOT DIPPED GALVANIZED PER ASTM A123.
3.7 BOLTS SHALL BE HIGH STRENGTH BOLTS, A325, CONFORMING TO ASTM SPECIFICATIONS. ALL

CONNECTIONS SHALL HAVE A MINIMUM OF 2 BOLTS.
3.8 WELDING SHALL BE CONDUCTED BY CERTIFIED WELDERS AND SHALL CONFORM TO THE AWS

CODES FOR ARC AND GAS WELDING IN BUILDING CONSTRUCTION.
3.9 WELDS SHALL BE MADE USING E70XX ELECTRODES AND SHALL BE 3/16" MINIMUM UNLESS

OTHERWISE NOTED.
3.10 WELDING SHALL BE PERFORMED IN ACCORDANCE WITH A WELDED PROCEDURE SPECIFICATION

(WPS) AS PER AWS D1.1 , D1.3 AND D1.4.
3.11 ONLY PRE-QUALIFIED WELDING PROCEDURES SHALL BE USED.
3.12 UNLESS SPECIFICALLY ADDRESSED IN THE SPECIFICATIONS OR THE DETAILS, ALL STEEL ITEMS

PERMANENTLY EXPOSED TO EARTH OR WEATHER SHALL BE CORROSION-RESISTANT BY
GALVANIZING OR BY THE USE OF STAINLESS STEEL.

3.13 ALL FIELD WELDS ON GALVANIZED MATERIAL SHALL BE BRUSH-COATED WITH A ZINC-RICH PAINT
3.14 ANY DAMAGED GALVANIZING OR PAINT TO BE FIELD REPAIRED WITH 'COLD-GALV' OR

APPROPRIATE PAINT UNDER CONDITIONS APPROVED BY PRODUCT MANUFACTURER.

4.0 FIBER REINFORCED PLASTICS
4.1 ALL FRP MATERIAL SHALL BE EXTREN SERIES 500 OR EQUIVALENT, PRODUCED BY THE

PULTRUSION METHOD.
4.2 ALL ADHESIVE RESIN SHALL BE PLEXUS METHACRYLATE OR AN EQUIVALENT ADHESIVE RESIN

THAT IS COMPATIBLE WITH THE RESIN MATRIX USED IN THE STRUCTURAL SHAPES.
4.3 ALL FRP CONNECTIONS SHALL BE FULLY-BONDED AT EACH SIDE WITH A 1/4” PLATE AND A

MINIMUM OF (2) 3/8” DIAMETER FLATHEAD FRP SCREWS PER MEMBER.
4.4 ISOPLAST NUTS AND BOLTS SHALL BE TIGHTENED TO A SNUG-TIGHT FIT PLUS AN ADDITIONAL

1/2 TURN, PRIOR TO BEING LOCKED WITH EPOXY.
4.5 ALL PANELS / SHEATHING SHALL BE FULLY BONDED WITH 3/8” FLATHEAD FRP SCREWS AT 12” O.C.
4.6 ALL FIELD CUT AND DRILLED EDGES, HOLES AND ABRASIONS SHALL BE SEALED WITH A

CATALYZED EPOXY RESIN COMPATIBLE WITH THE MANUFACTURER'S ORIGINAL RESIN.
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ELECTRICAL NOTES

1. THESE PLANS ARE DIAGRAMMATIC ONLY, AND NOT TO BE SCALED.
2. ELECTRICAL CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, INSURANCE, EQUIPMENT,

INSTALLATION, CONSTRUCTION TOOLS, TRANSPORTATION, ETC. FOR A COMPLETE AND PROPERLY
OPERATIVE SYSTEM ENERGIZED THROUGHOUT AND AS INDICATED ON DRAWINGS, AS SPECIFIED
HEREIN AND/OR AS OTHERWISE REQUIRED.

3. ALL MATERIALS AND EQUIPMENT SHALL BE NEW AND IN PERFECT CONDITION WHEN INSTALLED
AND SHALL BE OF THE BEST GRADE OR GROUP OF EQUIPMENT. MATERIALS SHALL BE LISTED AND
APPROVED BY UNDER-WRITER'S LABORATORY AND SHALL BEAR THE INSPECTION LABEL "J"
WHERE SUBJECT TO SUCH APPROVAL MATERIALS SHALL MEET WITH APPROVAL OF THE DIVISION
OF INDUSTRIAL SAFETY AND ALL GOVERNING BODIES HAVING JURISDICTION. MATERIALS SHALL BE
MANUFACTURED IN ACCORDANCE WITH APPLICABLE STANDARDS ESTABLISHED BY ANSI, NEMA
AND NBFU.

4. ALL CONDUIT INSTALLED SHALL BE SURFACE MOUNTED UNLESS OTHERWISE NOTED.
5. ELECTRICAL CONTRACTOR SHALL CARRY OUT THE WORK WITH ACCORDANCE WITH ALL

GOVERNING STATE, COUNTY, LOCAL CODES AND O.S.H.A.
6. ELECTRICAL CONTRACTOR SHALL SECURE ALL NECESSARY ELECTRICAL PERMITS, AND PAY ALL

REQUIRED FEES.
7. COMPLETE JOB SHALL BE GUARANTEED FOR A PERIOD OF NO LESS THAN ONE YEAR AFTER THE

DATE OF JOB COMPLETION. ANY WORK, MATERIAL, OR EQUIPMENT FOUND TO BE FAULTY DURING
THAT PERIOD SHALL BE CORRECTED AT ONCE, UPON WRITTEN NOTIFICATION, AT THE EXPENSE
OF THE ELECTRICAL CONTRACTOR.

8. ALL INSTALLATIONS TO MAINTAIN REQUIRED CLEARANCES
9. CONTRACTOR TO SIZE CONDUCTORS PER NEC AND CARRIER REQUIREMENTS AND UPSIZE AS

REQUIRED TO MINIMIZE VOLTAGE DROP.
10. CONTRACTOR TO SIZE CONDUIT PER NEC
11. ALL CONDUIT ONLY (C.O.) SHALL HAVE A PULL WIRE OR ROPE, AND TRUE TAPE.
12. PROVIDE THE OWNER WITH ONE SET OF COMPLETE DIMENSIONS AND CIRCUITS, WITHIN 10

WORKING DAYS OF PROJECT COMPLETION. ELECTRICAL "AS BUILT" DRAWINGS, SHOWING ACTUAL
LOCATION OF CONDUITS.

13. ALL BROCHURES, OPERATING MANUALS, CATALOGS, SHOP DRAWINGS, ETC. SHALL BE TURNED
OVER TO PROJECT MANAGER AT JOB COMPLETION.

14. USE T-TAP CONNECTIONS ON ALL MULTI-CIRCUITS WITH COMMON NEUTRAL CONDUCTOR FOR
LIGHTING FIXTURE. ALL CONDUCTORS SHALL BE COPPER.

15. ALL CIRCUIT BREAKERS, FUSES AND ELECTRICAL EQUIPMENT SHALL HAVE AN INTERRUPTING
RATING NOT LESS THAN THE MAXIMUM SHORT =CIRCUIT CURRENT TO WHICH THEY MAY BE
SUBJECTED, AND A MINIMUM OF 10,000 A.I.C.

16. PATCH, REPAIR, AND PAINT ANY AREA THAT HAS BEEN DAMAGED IN THE COURSE OF THE
ELECTRICAL WORK.

17. IN DRILLING HOLES INTO CONCRETE (WHETHER FOR FASTENING OR ANCHORING PURPOSES OR
PENETRATIONS THROUGH THE FLOOR FOR CONDUIT RUNS, PIPE RUNS, ETC.) IT MUST BE CLEARLY
UNDERSTOOD THAT TENDONS AND RE-BARS WILL NOT BE DRILLED INTO, CUT, OR DAMAGED
UNDER ANY CIRCUMSTANCES.

18. LOCATION OF TENDONS AND RE-BARS ARE NOT DEFINITELY KNOWN AND THEREFORE MUST BE
SEARCHED FOR BY APPROPRIATE METHODS AND EQUIPMENT VIA X-RAY, OR OTHER DEVICES
THAT CAN ACCURATELY LOCATE THE REINFORCING STEEL TENDONS.

19. PENETRATIONS IN FIRE RATED WALLS SHALL BE FIRE STOPPED IN ACCORDANCE WITH
APPLICABLE LOCAL BUILDING CODES. USING U.L. RATED MATERIALS.

20. ELECTRICAL CONTRACTOR IS TO COORDINATE WITH UTILITY COMPANY FOR CONNECTION OF
TEMPORARY AND PERMANENT POWER TO THE SITE. THE TEMPORARY POWER AND ALL HOOK-UP
COSTS SHALL BE PAID BY THE CONTRACTOR.

21. ELECTRICAL CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND/OR CATALOG CUT-SHEETS ON
ALL NON-SPECIFIED ORIGINAL MATERIALS AND EQUIPMENT, TO PROJECT MANAGER PRIOR TO
COMMENCEMENT OF THE WORK.

22. UPON COMPLETION OF WORK, CONDUCT CONTINUITY AND SHORT CIRCUIT, AS WELL AS,
GROUNDING TEST, GROUNDING TEST SHALL BE PREFORMED BY INDEPENDENT TESTING AGENCY,
WITH WRITTEN REPORT SUBMITTED TO THE PROJECT MANAGER FOR REVIEW AND APPROVAL.

23. CLEAN PREMISES DAILY OF ALL DEBRIS RESULTING FROM WORK AND LEAVE WORK PREMISES IN A
COMPLETE AND UNDAMAGED CONDITION.

24. ALL EXTERIOR WALL PENETRATIONS SHALL BE SEALED WITH POLYSEAM SEALANT.
25. ALL #2 TINNED BARE COPPER DOWNLEADS TO BE PROTECTED BY 1/2" P.V.C. PIPE AND SECURED.
26. COMPRESSION FITTINGS TO BE USED ON ALL CONDUITS (NO SET SCREWS).
27. ALL #6 STRANDED COPPER WITH GREEN INSULATION TO BE ATTACHED WITH CRIMPED DOUBLE

LUG, ATTACHED WITH NUTS, BOLTS AND STAR WASHERS TYPICAL AND NO-OX GREASE BETWEEN
LUG AND BUS BAR.

28. ALL ABOVE GROUND CONDUIT SHALL BE RIGID GALVANIZED CONDUIT WITH WEATHERPROOF
FITTINGS.

29. THE ENTIRE ELECTRICAL INSTALLATION SHALL BE GROUNDED AS REQUIRED BY ALL APPLICABLE
CODES.

GROUNDING

1. ALL METALLIC PARTS OF ELECTRICAL EQUIPMENT WHICH DO NOT CARRY CURRENT SHALL BE
GROUNDED IN ACCORDANCE WITH THE REQUIREMENTS OF THE BUILDING MANUFACTURER,
CARRIER'S AND LANDLORD'S GROUNDING AND BONDING STANDARDS, AND THE NATIONAL
ELECTRICAL CODE.

2. PROVIDE ELECTRICAL GROUNDING AND BONDING SYSTEM INDICATED WITH ASSEMBLY OF
MATERIALS, INCLUDING GROUNDING ELECTRODES, BONDING JUMPERS AND ADDITIONAL
ACCESSORIES AS REQUIRED FOR A COMPLETE INSTALLATION.

3. ALL GROUNDING CONDUCTORS SHALL PROVIDE A STRAIGHT DOWNWARD PATH TO GROUND WITH
GRADUAL BEND AS REQUIRED. GROUNDING CONDUCTORS SHALL NOT BE LOOPED OR SHARPLY
BENT. ROUTE GROUNDING CONNECTIONS AND CONDUCTORS TO GROUND IN THE SHORTEST AND
STRAIGHTEST PATHS POSSIBLE TO MINIMIZE TRANSIENT VOLTAGE RISES.

4. IN BUILDINGS AND/OR NEW TOWERS GREATER THAN 75 FEET IN HEIGHT AND WHERE THE MAIN
GROUNDING CONDUCTORS ARE REQUIRED TO BE ROUTED TO GRADE, THE CONTRACTOR SHALL
ROUTE TWO GROUNDING CONDUCTORS FROM THE ROOFTOP'S, OR TOWER'S GROUND RING, TO
THE EXISTING GROUNDING SYSTEM, THE GROUNDING CONDUCTORS SHALL NOT BE SMALLER
THAN #2 AWG COPPER. ROOFTOP GROUND RING SHALL BE BONDED TO THE EXISTING GROUNDING
SYSTEM, THE BUILDING STEEL COLUMNS, LIGHTNING PROTECTION SYSTEM, AND BUILDING MAIN
WATER LINE (FERROUS OR NONFERROUS METAL PIPING ONLY).

5. TIGHTEN GROUNDING AND BONDING CONNECTORS, INCLUDING SCREWS AND BOLTS, IN
ACCORDANCE WITH MANUFACTURER'S PUBLISHED TORQUE TIGHTENING VALUES FOR
CONNECTORS AND BOLTS. WHERE MANUFACTURER'S TORQUING REQUIREMENTS ARE NOT
AVAILABLE, TIGHTEN CONNECTIONS TO COMPLY WITH TIGHTENING TORQUE VALUES SPECIFIED IN
UL TO ASSURE PERMANENT AND EFFECTIVE GROUNDING. CONTRACTOR SHALL VERIFY THE

LOCATIONS OF GROUNDING TIE-IN-POINTS TO THE EXISTING.
6. ALL UNDERGROUND GROUNDING CONNECTIONS SHALL BE MADE BY THE GROUNDING SYSTEM.

EXOTHERMIC WELD PROCESS AND INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S
INSTRUCTIONS.

7. ALL GROUNDING CONNECTIONS SHALL BE INSPECTED FOR TIGHTNESS. EXOTHERMIC WELDED
CONNECTIONS SHALL BE APPROVED BY THE INSPECTOR HAVING JURISDICTION BEFORE BEING
PERMANENTLY CONCEALED.

8. APPLY CORROSION-RESISTANCE FINISH TO FIELD CONNECTIONS AND PLACES WHERE FACTORY
APPLIED PROTECTIVE COATINGS HAVE BEEN DESTROYED.

9. A SEPARATE, CONTINUOUS, INSULATED EQUIPMENT GROUNDING CONDUCTOR SHALL BE
INSTALLED IN ALL FEEDER AND BRANCH CIRCUITS.

10. BOND ALL INSULATED GROUNDING BUSHINGS WITH A BARE 6 AWG GROUNDING CONDUCTOR TO A
GROUND BUS.

11. DIRECT BURIED GROUNDING CONDUCTORS SHALL BE INSTALLED AT A NOMINAL DEPTH OF 36"
MINIMUM BELOW GRADE, OR 6" BELOW THE FROST LINE, USE THE GREATER OF THE TWO
DISTANCES.

12. ALL GROUNDING CONDUCTORS EMBEDDED IN OR PENETRATING CONCRETE SHALL BE INSTALLED
IN SCHEDULE 40 PVC CONDUIT.

13. THE INSTALLATION OF A CHEMICAL ELECTROLYTIC GROUNDING SYSTEM IS NOT PERMITTED
UNLESS SPECIFICALLY NOTED.

14. DRIVE GROUND RODS UNTIL TOPS ARE A MINIMUM DISTANCE OF 36" DEPTH OR 6" BELOW FROST
LINE, USING THE GREATER OF THE TWO DISTANCES.

15. IF COAX ON THE ICE BRIDGE IS MORE THAN 6 FT. FROM THE GROUND BAR AT THE BASE OF THE
TOWER, A SECOND GROUND BAR WILL BE NEEDED AT THE END OF THE ICE BRIDGE, TO GROUND
THE COAX CABLE GROUNDING KITS AND IN-LINE ARRESTORS

16. CONTRACTOR SHALL REPAIR, AND/OR REPLACE, EXISTING GROUNDING SYSTEM COMPONENTS
DAMAGED DURING CONSTRUCTION AT THE CONTRACTORS EXPENSE.

17. EXTERIOR GROUND RINGS SHALL BE TESTED AND SHALL HAVE A RESISTANCE TO EARTH OF 5
OHMS OR LESS. IF NOT NOTIFY ENGINEER.
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1. DENVER FIBER OUTSIDE PLANT NOTES
1. BY APPROVAL OF THESE DRAWINGS, THE APPLICANT ACKNOWLEDGES THAT THE CITY AND COUNTY OF DENVER OPERATES ITS OWN OUTSIDE

PLANT (OSP) FIBER OPTIC INFRASTRUCTURE THROUGHOUT THE CITY, AND THAT SAID INFRASTRUCTURE SERVES TO PROMOTE THE HEALTH,
SAFETY, AND WELFARE OF THE CITY. SAID FACILITIES ARE CRITICAL TO CITY OPERATIONS, ARE CONTINUALLY BEING ENHANCED AND EXTENDED,
AND CANNOT BE DISTURBED.

2. APPLICANT ASSUMES FULL RESPONSIBILITY FOR ALL DAMAGES INCURRED TO THE DENVER FIBER OSP INFRASTRUCTURE DUE TO ACTIVITIES
AUTHORIZED BY THE APPROVED PLANS.

3. IF DAMAGE OCCURS TO THE DENVER FIBER OSP THE APPLICANT MUST IMMEDIATELY CONTACT TRANSPORTATION OPERATIONS AT 720-865-4000.
INITIAL RESTORATION MUST BE COMPLETED WITHIN A MAXIMUM OF 24 HOURS.

4. DENVER FIBER OSP STAFF OR APPROVED PERMITTEE, AT THE SOLE EXPENSE OF THE APPLICANT, WILL MAKE ALL REPLACEMENT OR REPAIR OF
DENVER FIBER OSP CABLING INFRASTRUCTURE ATTRIBUTED TO THE WORK.

5. IF DURING REPAIR DAMAGE IS SUSTAINED TO ANY OTHER INFRASTRUCTURE, REPAIRS SHALL BE MADE AT THE SOLE EXPENSE OF THE
APPLICANT.

6. ADDITIONAL EMPTY CONDUIT MAY BE REQUIRED BY THE CITY TO BE INSTALLED BY THE APPLICANT, AT THE SOLE EXPENSE OF THE APPLICANT,
AND ACKNOWLEDGED ON THESE DRAWINGS, IF DEEMED APPROPRIATE TO ADVANCE CITY OSP PURPOSES.

7. LOCATES AND POTHOLES SHALL BE REQUIRED FOR ALL CROSSINGS INVOLVING ALL DENVER FIBER OSP CABLING INFRASTRUCTURE INCLUDING
BUT NOT LIMITED TO ACCESS VAULTS AND CONDUIT. CONTACT COLORADO 811 FOR OSP FACILITY LOCATES.

DENVER PARKS NOTES
1. PARK LANDS AND DESIGNATED PARKWAYS ARE PRIMARY COMMUNITY AND NEIGHBORHOOD AMENITY FEATURES THAT DEFINE COMMUNITY

CHARACTER, SUPPORTS PUBLIC USE, ENHANCES MANAGEMENT OF AIR AND WATER AND PROMOTES ENVIRONMENTAL HEALTH. IN
CONSIDERATION OF THE SIGNIFICANCE OF THESE AREAS AS PUBLIC AMENITIES, DENVER PARKS UTILITY POLICY LIMITS SURFACE AND
SUBSURFACE UTILITIES ON PARK LANDS AND PARKWAYS AND PUBLIC ROW ADJACENT TO THEM.

2. UTILITY CORRIDOR ALIGNMENTS, SURFACE BOXES AND TRANSMISSION POLES SHALL AVOID BEING PLANNED ON OR UNDER PARK LANDS,
DESIGNATED PARKWAYS, OR PUBLIC ROW ADJACENT TO PARK LANDS.

3. UTILITY CORRIDOR ALIGNMENTS AND SURFACE BOXES LOCATED ON PARKS LANDS AND DESIGNATED PARKWAYS SHOULD BE AVOIDED.  ANY
UTILITY CORRIDOR ALIGNMENT LOCATED ON PARKS LAND OR DESIGNATED PARKWAYS SHALL BE COORDINATED WITH DENVER PARKS.

4. UTILITY CORRIDOR ALIGNMENTS AND SURFACE BOXES LOCATED IN PUBLIC ROW ADJACENT TO PARKS LAND SHALL LOCATED ACROSS THE
STREET FROM PARKS LANDS IF POSSIBLE. IF UTILITY CORRIDOR ALIGNMENT CAN NOT BE LOCATED ACROSS THE STREET FROM PARK LANDS, THE
UTILITY CORRIDOR ALIGNMENT AND ALL SURFACE BOX LOCATIONS ADJACENT TO PARKS LANDS SHALL BE COORDINATED WITH DENVER PARKS.

ENVIRONMENTAL NOTES
1. REGULATED ASBESTOS CONTAMINATED SOILS (RACS) MAY BE ENCOUNTERED IN BUILDING DEBRIS THROUGHOUT THE CITY DURING EXCAVATION.

ALL RACS MUST BE MANAGED, DOCUMENTED, AND DISPOSED IN ACCORDANCE WITH STATE REGULATIONS PERTAINING TO SOLID WASTE SITES
AND FACILITIES, SECTION 5 ASBESTOS WASTE MANAGEMENT. STATE REGULATIONS REQUIRE ANY DISTURBED DEBRIS BE CHARACTERIZED TO
DETERMINE APPLICABILITY OF THE REGULATION. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING COMPETENT TRAINED PERSONNEL
CAPABLE OF IDENTIFYING RACS IN DEBRIS AND HAVING ACCESS TO AN ONSITE CERTIFIED ASBESTOS BUILDING INSPECTOR (CABI) IN CASE OF
RACS DISCOVERY.

2. CONTRACT OR SHALL TAKE REASONABLE MEASURES TO PREVENT PARTICULATE MATTER FROM BECOMING AIRBORNE AND TO PREVENT THE
VISIBLE DISCHARGE OF FUGITIVE PARTICULATE EMISSIONS BEYOND THE PROPERTY LINE FROM WHICH THE EMISSIONS ORIGINATE. THE
MEASURES TAKEN MUST BE EFFECTIVE AT ALL TIMES ON THE SITE, INCLUDING PERIODS OF INACTIVITY SUCH AS EVENINGS, WEEKENDS, AND
HOLIDAYS AS WELL AS ANY OTHER PERIOD OF INACTIVITY.

3. DURING ANY SOIL DISTURBING ACTIVITIES, IF UNKNOWN/UNIDENTIFIED UNDERGROUND STORAGE TANKS, DRUMS, ODOROUS SOIL, STAINED SOIL,
ASBESTOS-CEMENT PIPE (TRANSIT), BUILDING DEBRIS, OR WASTE MATERIALS ARE ENCOUNTERED, CONTRACTOR SHALL IMMEDIATELY STOP
WORK IN THE AREA OF THE DISCOVERY UNTIL DENVER DEPARTMENT OF PUBLIC HEALTH AND ENVIRONMENT (DDPHE) MAKES A DETERMINATION
OF HOW TO PROCEED. CONTRACTOR SHALL IMMEDIATELY NOTIFY DDPHE OF THE DISCOVERY AT (720) 460-8376.

4. ANY SOIL EXCAVATED AND REUSED ON THE PROPERTY OR IMPORTED TO THE PROPERTY MUST MEET APPLICABLE SOIL REUSE ACCEPTANCE
CRITERIA AS EXPLAINED IN THE DDPHE OCTOBER 10, 2017 MEMORANDUM TITLED “GUIDANCE FOR REUSE OF SOIL ON CITY PROJECTS” LOCATED
ON THE DENVER DDPHE WEBSITE UNDER THE “ABOUT” TAB FOR ENVIRONMENTAL REVIEW AND ASSESSMENT:
HTTPS://WWW.DENVERGOV.ORG/CONTENT/DENVERGOV/EN/ENVIRONMENTAL-HEALTH/ENVIRONMENTAL-QUALITY/LAND-USE-ANDPLANNING.HTML

5. THE CONTRACTOR SHALL DIRECT NON-RECYCLABLE, NON-HAZARDOUS WASTES FROM CITY-OWNED OR CONTROLLED PROPERTY OR FACILITIES
TO THE DENVER ARAPAHOE DISPOSAL SITE (DADS) LANDFILL FOR DISPOSAL, FOLLOWING THE REQUIREMENT AND PROCEDURAL GUIDANCE PER
CITY EXECUTIVE ORDER 115. LABORATORY ANALYTICAL RESULTS WILL BE REQUIRED PRIOR TO DADS ACCEPTANCE FOR SOIL AND POSSIBLY
OTHER MATERIALS. EARLY TESTING IS RECOMMENDED; DDPHE CAN ASSIST. CONTACT DDPHE AT (720) 865-5448 WITH QUESTIONS.

6. NOISE CONTROL. ALL NOISE CAUSED BY CONSTRUCTION OF, OR RESULTING FROM COMPLETED PROJECTS, MUST COMPLY WITH DENVER'S NOISE
ORDINANCE, DENVER REVISED MUNICIPAL CODE CHAPTER 36 “NOISE CONTROL”. EXEMPTED HOURS FOR CONSTRUCTION IN THE CITY AND
COUNTY OF DENVER ARE FROM 7 AM TO 9 PM MONDAY THROUGH FRIDAY AND 8 AM TO 5 PM ON SATURDAYS AND SUNDAYS. IF THERE IS A NEED
TO WORK OUTSIDE OF THE EXEMPTED 1) THE CONTRACTOR SHALL REQUEST A VARIANCE, AND 2) THE VARIANCE PROCESS NEEDS TO BE
STARTED A MINIMUM OF THREE MONTHS PRIOR TO THE DESIRED START DATE. ANY QUESTIONS SHOULD BE DIRECTED TO DDPHE COMMUNITY
NOISE PROGRAM AT (720) 865-5410.

EROSION CONTROL NOTES
THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL ENSURE THAT ALL POTENTIAL POLLUTANTS GENERATED
DURING DEMOLITION   OR CONSTRUCTION WORK ASSOCIATED WITH THIS PROJECT, BE PREVENTED FROM DISCHARGE TO STORMWATER CONVEYANCE
SYSTEMS IN THE VICINITY OF THIS   PROJECT SITE IN ACCORDANCE WITH THE FOLLOWING:

1. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL PREVENT SEDIMENT, DEBRIS AND ALL OTHER POLLUTANTS
FROM ENTERING THE STORM SEWER SYSTEM DURING ALL DEMOLITION, EXCAVATION, TRENCHING, BORING, GRADING, OR OTHER CONSTRUCTION
OPERATIONS THAT ARE PART OF THIS PROJECT. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL BE HELD
RESPONSIBLE FOR REMEDIATION OF ANY ADVERSE IMPACTS TO THE MUNICIPAL SEPARATE STORM SEWER SYSTEM, RECEIVING WATERS,
WATERWAYS, WETLANDS, AND OR OTHER PUBLIC OR PRIVATE PROPERTIES, RESULTING FROM WORK DONE AS PART OF THIS PROJECT.

2. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL REMOVE ALL SEDIMENT, MUD, CONSTRUCTION DEBRIS, OR
OTHER POTENTIAL POLLUTANTS THAT MAY HAVE BEEN DISCHARGED TO OR, ACCUMULATE IN THE FLOW LINES OF STORM DRAINAGE
APPURTENANCES, AND PUBLIC RIGHTS OF WAYS OF THE CITY AND COUNTY OF DENVER, AS A RESULT OF CONSTRUCTION ACTIVITIES ASSOCIATED
WITH THIS PROJECT.  ALL REMOVALS SHALL BE CONDUCTED IN A TIMELY MANNER.

3. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL INSURE THAT ALL LOADS OF CUT AND FILL MATERIAL
IMPORTED TO OR EXPORTED FROM THIS SITE SHALL BE PROPERLY COVERED TO PREVENT LOSS OF THE MATERIAL DURING TRANSPORT ON PUBLIC
RIGHTS OF WAY. (SEC.49-552; REVISED MUNICIPAL CODE).

4. THE USE OF REBAR TO ANCHOR BEST MANAGEMENT PRACTICES, OTHER THAN PORTABLE TOILETS, IS PROHIBITED.
5. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL IMPLEMENT THE FOLLOWING BEST MANAGEMENT

PRACTICES (BMPS) ON SITE DURING CONSTRUCTION:
A) VEHICLE TRACKING CONTROL:  THIS BMP IS REQUIRED AT ALL ACCESS POINTS FOR INGRESS/EGRESS FROM OFF-SITE IMPERVIOUS SURFACES TO
CONSTRUCTION SITE PERVIOUS AREAS THAT ARE USED BY VEHICULAR TRAFFIC OR CONSTRUCTION EQUIPMENT.
B) INLET PROTECTION:  THIS BMP IS REQUIRED ON ALL EXISTING OR PROPOSED STORM SEWER INLETS IN THE VICINITY OF THE CONSTRUCTION SITE
THAT MAY RECEIVE SITE RUNOFF.  THE BMP MUST BE APPROPRIATE TO THE TYPE OF STORM INLET AND APPROPRIATE FOR THE GROUND SURFACE 
AT THE INLET.
C) INTERIM SITE STABILIZATION:  THIS BMP IS REQUIRED TO PROVIDE A MEASURE FOR PREVENTING THE DISCHARGE OF SEDIMENT FROM 
CONSTRUCTION \SITES WHERE OVERLOT GRADING OR OTHER SITE DISTURBANCE HAS OCCURRED. THIS BMP IS PARTICULARLY NECESSARY ON 
SITES WHERE CONSTRUCTION ACTIVITIES/DISTURBANCE WILL BE LIMITED TO SMALL AREAS OF THE PROJECT SITE. ACCEPTABLE BMPS INCLUDE:

i. PRESERVING EXISTING VEGETATION
ii. SEEDING AND PLANTING
iii. MULCHING
iv. MULCHING AND SEEDING
v. TEMPORARY/PERMANENT RE-VEGETATION OPERATIONS
vi. CHEMICAL SOIL STABILIZER APPLICATION (REQUIRES WMD APPROVAL)

D) WASTE MANAGEMENT/CONTAINMENT:  THIS BMP REQUIRES THAT ALL CONSTRUCTION WASTES, FUELS, LUBRICANTS, CHEMICAL WASTES, TRASH,
SANITARY WASTES, CONTAMINATED SOILS OR DEBRIS SHALL BE CONTAINED ON SITE, PROTECTED FROM CONTACT WITH PRECIPITATION OR 
SURFACE RUNOFF, PERIODICALLY REMOVED FROM THE CONSTRUCTION SITE, AND PROPERLY DISPOSED OF.
E) SPILL PREVENTION /CONTAINMENT:  THIS BMP DEFINES THE MEASURES PROPOSED FOR PREVENTING, CONTROLLING, OR CONTAINING SPILLS OF 
FUEL, LUBRICANTS, OR OTHER POLLUTANTS; AND PROTECTING POTENTIAL POLLUTANTS FROM CONTACT WITH PRECIPITATION OR RUNOFF.
F) CHUTE WASHOUT CONTAINMENT:  WATER USED IN THE CLEANING OF CEMENT TRUCK DELIVERY CHUTES SHALL BE DISCHARGED INTO A 
PREDEFINED, BERMED CONTAINMENT AREA ON THE JOB SITE.  THE REQUIRED CONTAINMENT AREA IS TO BE BERMED SO THAT WASH WATER IS 
TOTALLY CONTAINED. WASH WATER DISCHARGED INTO THE CONTAINMENT AREA SHALL BE ALLOWED TO INFILTRATE OR EVAPORATE.  DRIED 
CEMENT WASTE IS REMOVED FROM THE CONTAINMENT AREA AND PROPERLY DISPOSED OF.

i. THE DIRECT OR INDIRECT DISCHARGE OF WATER CONTAINING WASTE CEMENT TO THE STORM SEWER SYSTEM IS PROHIBITED (SEC.56-102A, 
C; REVISED MUNICIPAL CODE, CITY AND COUNTY OF DENVER).
G) SWEEPING:  THIS BMP REQUIRES THAT IMPERVIOUS SURFACES WHICH ARE ADJACENT TO OR CONTAINED WITHIN CONSTRUCTION SITES BE 
SWEPT ON A DAILY BASIS OR AS NEEDED DURING THE DAY WHEN SEDIMENT AND OTHER MATERIALS ARE TRACKED OR DISCHARGED ON TO THEM.  
EITHER SWEEPING BY HAND OR USE OF STREET SWEEPERS IS ACCEPTABLE.  STREET SWEEPERS USING WATER WHILE SWEEPING IS PREFERRED IN
ORDER TO MINIMIZE DUST.  FLUSHING OFF PAVED SURFACES WITH WATER IS PROHIBITED.
H) PERIMETER CONTROL: THIS BMP REQUIRES THAT A CONSTRUCTION SITE INSTALL A PERIMETER CONTROL MEASURE ALONG THE EDGE OF THE
CONSTRUCTION SITE, TO PREVENT, OR FILTER THE DISCHARGE OF SURFACE RUNOFF FROM THE CONSTRUCTION SITE.  THE TYPE OF PERIMETER 
CONTROL USED SHALL BE DETERMINED BASED ON-SITE CONDITIONS AND LOCATION. MAINTENANCE AND REPAIR OF THE CONTROL MEASURE SHALL
OCCUR AS NEEDED, IN A TIMELY MANNER.
I) STOCK PILES:  SOILS THAT WILL BE STOCKPILED FOR MORE THAN THIRTY (30) DAYS SHALL BE PROTECTED FROM WIND AND WATER EROSION 
WITHIN FOURTEEN (14) DAYS OF STOCKPILE CONSTRUCTION. STABILIZATION OF STOCKPILES LOCATED WITHIN 100 FEET OF RECEIVING WATERS, OR 
WITH SLOPES 3 TO 1 OR GREATER SHALL BE COMPLETED WITHIN SEVEN (7) DAYS FOLLOWING STOCKPILE CONSTRUCTION. STABILIZATION AND 
PROTECTION OF THE STOCKPILE MAY BE ACCOMPLISHED BY ANY OF THE FOLLOWING: MULCHING, TEMPORARY/PERMANENT REVEGETATION 
OPERATIONS, CHEMICAL SOIL STABILIZER APPLICATION (REQUIRES DENVER DOTI APPROVAL), OR EROSION CONTROL MATTING/GEOTEXTILES. IF 
STOCKPILES ARE LOCATED WITHIN 100 FEET OF RECEIVING WATERS, A DRAINAGEWAY OR THE SITE PERIMETER, ADDITIONAL SEDIMENT CONTROLS 
SHALL BE REQUIRED.
J) SAW CUTTING OPERATIONS:  THE CONTRACTOR SHALL PROTECT ALL STORM SEWER FACILITIES ADJACENT TO ANY LOCATION WHERE PAVEMENT
CUTTING OPERATIONS INVOLVING WHEEL CUTTING, SAW CUTTING, OR ABRASIVE WATER JET CUTTING ARE TO TAKE PLACE.  THE CONTRACTOR 
SHALL REMOVE AND PROPERLY DISPOSE OF ALL WASTE PRODUCTS GENERATED BY SAID CUTTING OPERATIONS ON A DAILY BASIS OR AS NEEDED
THROUGHOUT THE WORK DAY.  THE DISCHARGE OF ANY WATER CONTAMINATED BY WASTE PRODUCTS FROM CUTTING OPERATIONS TO THE STORM
SEWER SYSTEM IS PROHIBITED. (SEC.56-102A, C; REVISED MUNICIPAL CODE, CITY AND COUNTY OF DENVER).
K) STRUCTURAL CONTROLS: DEVELOPMENT SITES THAT ARE REQUIRED TO PROVIDE DETENTION AND WATER QUALITY ENHANCEMENT FACILITIES 
FOR STORM RUNOFF NEED TO INSTALL THE DETENTION FACILITIES EARLY IN THE CONSTRUCTION BUILD-OUT OF THE SITE.  PROJECTS THAT ARE 
USING UNDERGROUND DETENTION ARE REQUIRED TO INSTALL A PRETREATMENT STRUCTURE(S) OR SEDIMENTATION BASIN(S) AS A MEANS OF 
TREATING POTENTIALLY POLLUTED STORM WATER PRIOR TO ENTERING THE DETENTION STRUCTURE. USE OF THESE STRUCTURES IS REQUIRED 
FOR ENTRAPPING SEDIMENT AND CONSTRUCTION DEBRIS DURING THE ACTIVE CONSTRUCTION PHASE OF THE PROJECT. A NARRATIVE SECTION OF 
A MANAGEMENT PLAN SHOULD ADDRESS OPERATION AND MAINTENANCE OF THE STRUCTURAL CONTROLS BEING USED AS AN ACTIVE 
CONSTRUCTION BMP.

6. EROSION AND SEDIMENT CONTROL 'BEST MANAGEMENT PRACTICES' SHALL BE MAINTAINED AND KEPT IN EFFECTIVE OPERATING CONDITION FOR THE
DURATION OF THIS PROJECT.  ALL NECESSARY MAINTENANCE AND REPAIR SHALL BE COMPLETED IMMEDIATELY UPON DISCOVERY OF ANY
DEFICIENCY OR DEFECT.
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OCF REQUIRED NOTES

ALL UTILITY PLANS

12/17/19

OFFICE OF THE FORESTER UTILITY PLAN NOTES
1. UTILITY PROJECTS THAT DO NOT GO THROUGH THE OFFICE OF THE CITY FORESTER (OCF) REVIEW PROCESS OR DO NOT RECEIVE OCF APPROVAL;

OCF RESERVES THE RIGHT TO PLANT IN THE PRW AND CANNOT BE HELD LIABLE FOR ANY DAMAGE THAT OCCURS TO UTILITY WITHIN PRW WHERE
UTILITY IS NOT PLACED AT A MINIMUM DEPTH OF 36 INCHES.

2. OCF RESERVES THE RIGHT TO DECLARE UNENCUMBERED SPACE IN THE PRW FOR FUTURE AND REPLACEMENT PRW TREES. SHOULD THESE AREAS
BE VIOLATED BY ANY UTILITY, THE UTILITY OWNER SHALL (RE)MOVE UTILITY AT OWNER'S EXPENSE.

3. THE CONTRACTOR SHALL NOT CUT, PRUNE, PLANT, REMOVE, INJECT OR SPRAY TREES OR OTHER LANDSCAPING ELEMENTS WITHIN ROW, UNLESS
SUCH WORK IS OTHERWISE SPECIFIED ON THE APPROVED PLANS OR RECEIVES PRIOR WRITTEN AUTHORIZATION FROM THE OCF.

4. ANY DISTURBED LANDSCAPING WILL BE REPLACED TO EQUAL OR BETTER CONDITION THAN THAT WHICH EXISTED PRIOR TO WORK.
5. SEEDING, SODDING, AND PLANTING SHALL BE AS SPECIFIED OR OTHERWISE APPROVED BY THE CITY. CONSTRUCTION, MAINTENANCE, AND WATERING

REQUIREMENTS SHALL CONFORM TO THE CITY STANDARD SPECIFICATIONS. WHERE LANDSCAPE RESTORATION MUST BE DELAYED DUE TO SEASONAL
REQUIREMENTS, A SEPARATE PERMIT MAY AUTHORIZE SUCH WORK.

6. THE CITY REQUIRES COMPLIANCE WITH THE FOLLOWING WHEN WORK IS NECESSARY AND/OR REQUIRED ADJACENT TO TREES IN THE PRW OR OTHER
PUBLIC SPACES:

A) TREE PROTECTION ZONE (TPZ) IS THE AREA EQUAL TO 1.5 FEET PER 1-INCH DIAMETER TREE MEASURED AT 4.5 FEET ABOVE GRADE OR THE 
DRIPLINE OF THE TREE, WHICHEVER IS GREATER.

i. TPZ FENCING SHALL BE ESTABLISHED PRIOR TO WORK COMMENCING, SEE TREE PROTECTION DETAIL AVAILABLE ON WEBSITE
ii. ALL WORK WITHIN TPZ MUST BE AUTHORIZED IN WRITING BY OCF, INCLUDING BUT NOT LIMITED TO:

a. ENTRANCE AND/OR ACCESS
b. MOVING, RESIZING, REMOVING, OR ALTERING IN ANY MANNER
c. STORAGE OF SOILS/MATERIALS/DEBRIS/EQUIPMENT
d. CHANGES IN GRADE

iii. ALL PIT LOCATIONS MUST BE STAKED AND APPROVED PRIOR TO AN EXCAVATION.
iv. EXCAVATION; INCLUDING BUT NOT LIMITED TO TRENCHING, POTHOLING, BORE PITS, AND HAND HOLE INSTALLATION; SHALL NOT OCCUR 
WITHIN THE TPZ WITHOUT PRIOR WRITTEN AUTHORIZATION FROM OCF AND VERIFYING LOCATION OF EXISTING ROOTS THAT MAY BE IMPACTED
BY EXCAVATION:

a. APPROVED ROOT DISCOVERY METHODS INCLUDE: HAND WORK, PNEUMATIC EXCAVATION, GROUND PENETRATING RADAR, OR OTHER 
OCF  APPROVED METHOD.
b. ADJUST THE ROUTE TO AVOID ROOTS AS MUCH AS POSSIBLE.
c. ROOTS 2 INCHES IN DIAMETER AND LARGER SHALL NOT BE CUT, PRUNED, SEVERED, OR DAMAGED. IF CONFLICT ARISES, CONTRACTOR
MUST CONTACT OCF PRIOR TO CONTINUANCE OF WORK.

i. ROOTS OF ANY SIZE SHALL BE PRUNED PRIOR TO EXACTION TO MINIMIZE DAMAGE FROM RIPPING OR TEARING
d. MINIMIZE THE WORK PIT TO NO WIDER THAN THE TRENCH.
e. STORE SOIL OPPOSITE THE TREE SIDE OF THE TRENCH.
f. BACKFILL QUICKLY AND CLEANLY, AND WATER ROOTS DEEPLY.
g. EXPOSED ROOTS MUST BE KEPT MOIST AT ALL TIMES. COVER EXPOSED ROOTS WITH BURLAP OR OTHER MATERIAL THAT WILL HOLD
MOISTURE AGAINST EXPOSED ROOTS.

v. TUNNELING/DIRECTIONAL BORING MUST BE AT LEAST 36 INCHES BELOW GRADE, 48 INCHES PREFERRED.
a. FINAL DEPTH OF INSTALLED UTILITY MUST BE AT A MINIMUM OF 36 INCHES BELOW FINAL GRADE. DUE TO THE INABILITY TO 
CONSISTENTLY MAINTAIN ACCURATE BORING DEPTHS, IT IS STRONGLY RECOMMENDED TO TARGET A DEPTH OF 48 INCHES TO ENSURE 
NO VIOLATION OF THE 36-INCH MINIMUM DEPTH OCCURS. THE CITY MAY ORDER THE LOWERING OF INSTALLED UTILITIES WHEN THEY ARE
DISCOVERED NOT TO BE DEEPER THAN THE 36-INCH MINIMUM.

B) THE CRITICAL ROOT ZONE (CRZ) IS THE AREA WITHIN THE TPZ AND EQUAL TO 1 LINEAR FOOT RADIUS PER 1-INCH DIAMETER OF TREE TRUNK 
MEASURED AT 4.5 FEET ABOVE THE GROUND.

i. NO ROOT DISTURBANCE SHALL OCCUR WITHIN THIS AREA.
a. IF NOT POSSIBLE, CONTRACTOR MUST MEET WITH OCF PERSONNEL ON SITE.

i. WHEN WORK OCCURS WITHIN CRZ, EXCAVATION MUST BE PERFORMED WITH HAND-TOOLS, PNEUMATIC EXCAVATION OR OTHER OCF
APPROVED METHOD.

C) THE STRUCTURAL ROOT ZONE (SRZ) IS THE AREA WITHIN THE TPZ AND EQUAL TO 0.9 TIMES PER INCH DIAMETER OF THE TREE MEASURED AT 4.5 
FEET ABOVE THE GROUND (0.9*X).

i. NO ACTIVITY SHALL OCCUR WITHIN THIS ZONE WITH THE EXCEPTION OF DIRECTIONAL BORING AT A MINIMUM DEPTH OF 36 INCHES BELOW 
GRADE, 48 INCHES PREFERRED.

a. FINAL DEPTH OF INSTALLED UTILITY MUST BE AT A MINIMUM OF 36 INCHES BELOW FINAL GRADE. DUE TO THE INABILITY TO 
CONSISTENTLY MAINTAIN ACCURATE BORING DEPTHS, IT IS STRONGLY RECOMMENDED TO TARGET A DEPTH OF 48 INCHES TO ENSURE 
NO VIOLATION OF THE 36-INCH MINIMUM DEPTH OCCURS. THE CITY MAY ORDER THE LOWERING OF INSTALLED UTILITIES WHEN THEY ARE
DISCOVERED NOT TO BE DEEPER THAN THE 36-INCH MINIMUM.

7. SHOULD ANY TREE DAMAGE OCCUR, CONTRACTOR SHALL CONTACT THE OCF IMMEDIATELY
A) OCF SHALL ISSUE AN ORDER DIRECTING THE RESPONSIBLE PARTY TO PRUNE, REMOVE, OR OTHERWISE TAKE SUCH ACTION AS IS NECESSARY TO
REPAIR SAID DAMAGE
B) IF DAMAGE IS BEYOND REPAIR, THE RESPONSIBLE PARTY SHALL COMPENSATE THE CITY FOR THE LOST MONETARY VALUE OF THE TREE AND MAY
INCLUDE REPLACEMENT

8. THE CITY & COUNTY OF DENVER TREE RETENTION AND PROTECTION SPECIFICATIONS MUST BE FOLLOWED. FOR A COPY OF THE TREE PROTECTION
SPECIFICATIONS PLEASE CONTACT THE OFFICE OF THE CITY FORESTER AT (720) 913-0651 OR EMAIL AT FORESTRY@DENVERGOV.ORG

OCF REQUIRED NOTES
ALL NON-UTILITY PLANS

12/17/19

OFFICE OF THE FORESTER TREE PROTECTION NOTES
1. EXISTING TREES TO BE PRESERVED IN PUBLIC RIGHT OF WAY (ROW) OR PUBLIC PLACE SHALL BE PROTECTED PER OCF STANDARDS AND

PRACTICES. TREE PROTECTION SHALL BE;
A) INSTALLED PRIOR TO COMMENCEMENT OF DEMOLITION AND/OR CONSTRUCTION ACTIVITIES
B) INSPECTED AND APPROVED BY OCF STAFF
C) REMAIN IN PLACE AND AS APPROVED UNTIL CERTIFICATE OF OCCUPANCY OR SUBSTANTIAL COMPLETION AND FINAL ACCEPTANCE IS ISSUED

2. TREE PROTECTION REQUIREMENTS;
A) TREE PROTECTION ZONE (TPZ) SHALL BE INSTALLED AT THE DRIPLINE, FURTHEST EXTENT OF TREE CANOPY, OR IS EQUAL TO EIGHTEEN INCHES
RADIALLY FROM THE TREE FOR EVERY ONE INCH OF TRUNK DIAMETER AT BREAST HEIGHT (DBH = 4.5' ABOVE SOIL LINE), WHICHEVER IS GREATER
B) INSTALL SIX FOOT (6') CHAIN LINK FENCING PRIOR TO COMMENCEMENT OF PROJECT CONSTRUCTION ACTIVITIES
C) OCF STAFF SHALL INSPECT AND APPROVE BOUNDARIES OF TREE PROTECTION ZONE(S) PRIOR TO COMMENCEMENT OF DEMOLITION OR 
CONSTRUCTION A ACTIVITIES
D) ONCE TPZ IS IN PLACE, THE FOLLOWING ARE NOT PERMITTED WITHIN TPZ WITHOUT PRIOR WRITTEN APPROVAL FROM OCF:

i. ENTRANCE AND/OR ACCESS
ii. MOVING, RESIZING, REMOVING, OR ALTERING IN ANY MANNER
iii. STORAGE OF MATERIALS/DEBRIS/EQUIPMENT
iv. CONSTRUCTION ACTIVITIES INCLUDING BUT NOT LIMITED TO; ROTOTILLING, TRENCHING, GRADING, INSTALLATION OF UNDERGROUND 
UTILITIES AND/OR SITE IMPROVEMENTS, LANDSCAPING, IRRIGATION WORK

a. IRRIGATION LINE WORK SHALL BE COMPLETED BY DIRECTIONAL BORE
E) "TREE PROTECTION ZONE" SIGNS SHALL REMAIN IN PLACE AS POSTED BY OCF AND SHALL BE MAINTAINED IN THE CONDITION IN WHICH
THEY WERE INSTALLED
F) TREE PRUNING FOR CLEARANCE ISSUES MUST HAVE PRIOR AUTHORIZATION BY OCF STAFF
G) NO ROOT 2 INCHES OR LARGER SHALL BE CUT; CONSULT WITH OCF STAFF

3. EXISTING ROW OR PUBLIC PLACE TREES APPROVED FOR REMOVAL BY OCF MUST BE PROTECTED IN PLACE UNTIL REMOVED BY AN OCF-LICENSED
TREE CONTRACTOR;

A) AN OCF TREE REMOVAL PERMIT IS REQUIRED
B) TREE REMOVAL PERMITS ARE NOT INCLUDED WITH BUILDING PERMITS AND/OR PLAN APPROVAL AND MUST BE OBTAINED SEPARATELY FROM
THE OCF
C) FAILURE TO PROTECT TREES UNTIL REMOVAL OR REMOVING WITHOUT A OCF-ISSUED PERMIT WILL RESULT IN NOTICE OF VIOLATION AND/OR
MAY INCLUDE CITATIONS/FINES

4. CLEAR VISIBILITY INTO TPZ MUST BE MAINTAINED. ALL CONSTRUCTION BANNERS, SCREENS, BARRIERS, AND/OR SIGNS (EXCEPT OCF-POSTED TPZ
SIGNS) MUST BE SEMI-TRANSPARENT AND NOT IMPEDE INSPECTION OF TPZ BY OCF STAFF

5. FOR PROJECTS WITH A DURATION OF 5 DAYS OR LONGER;
A) PROTECTED TREES SHALL BE DEEP-ROOT WATERED AT A MINIMUM INTERVAL OF ONCE PER WEEK WHEN TEMPERATURES ARE AT OR ABOVE
40-DEGREES F
B) TREES SHALL BE WATERED AT THE RATE OF 20 GALLONS PER INCH CALIPER
C) INSECT AND DISEASE TREATMENTS SHALL BE APPLIED WHEN NECESSARY OR AS ORDERED BY OCF

i. OCF MAY ASK FOR DOCUMENTED PROOF OF WATERING AND/OR TREATMENT.
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THIS WORK WAS PREPARED BY MYSELF OR UNDER MY
SUPERVISION. CONSTRUCTION OF THIS PROJECT WILL BE UNDER

MY OBSERVATION. ALL SCALES ARE SET FOR 11"x17"

MM DL TN

900 SOUTH BROADWAY, DENVER, CO 80209

SITE NAME:
DN03991GA

SITE ID:
POWER SUPPLY 2

SITE ADDRESS:
14922 E. GATEWAY AVE.

DENVER, CO 80239

SITE COUNTY:
DENVER COUNTY

4751 FOX STREET, DENVER, CO 80216

A 04.23.25 PRELIMINARY MM
B 11.04.25 DOTI SUBMITTAL DPL
C 12.04.25 CITY COMMENTS DPL
0 12.11.25 CONSTRUCTION DPL

Description:Rev: Date: By:

SITE PLAN

A1.0

SCALE: 1/16" = 1'-0"

16'8'0' 32'

N

(2) (E) HAND HOLE

(E) POWER SUPPLY 2, ALPHA
CABINET & H-FRAME TO BE

REMOVED

(E) TRANSFORMER

(N) #8 COPPER CONDUCTORS IN (E)
2" CONDUIT FROM PS2 TO NODES

DN1087 (APPROX. 190 L.F.) RE:E2.0

GATEWAY AVE.

(E) SIDEWALK (TYP)

(E) CURB (TYP)

(E) DRAINAGE (TYP)

(E) R.O.W. LINE (TYP)

REMOVE (E) 0.625 CABLE  IN (E) 2"
CONDUIT FROM PS2 TO NODES DN1087

INSTALL (N) VOLTSERVER
TX-12K RE:A6.0

DN1087

NODE DN1087  INSTALL (1) (N) 100A
MLO PANEL RE: 1/A4.0 AND E2.0

(E) HAND HOLE

10' MIN

(E) 2" CONDUIT FOR (N) SERVICE
LATERAL CONDUCTORS RE:ELEC

INTERCEPT (E) 2" CONDUIT PATCH
AND REPAIR PER CITY & COUNTY

OF DENVER TRANSPORTATION
STANDARDS AND DETAILS STD

DWG 12.1 (20 S.F.)INSTALL (1) (N) COLD SEQUENCE
METER PEDESTAL, RE:A5.0

AND E2.0

PATCH & REPAIR AFFECTED AREA PER CITY AND
COUNTY OF DENVER TRANSPORTATION

STANDARDS AND DETAILS STD 12.1 (110 S.F.)

(E) 2" CONDUIT

(E) 2" CONDUIT

5'
-3

"
7'

-1
0"

11
'-9

"

(E) CREEK

28
'-1

0"
ED

G
E 

O
F 

PA
VE

M
EN

T

INSTALL (N) BRANCH CIRCUIT CONDUCTORS
FROM METER PEDESTAL TO PANEL ON (N)

CABINET IN (N) 2" CONDUIT (APPROX. 6 L.F.)
RE: E2.0

PROVIDE TREE PROTECTION
FENCE DURING CONSTRUCTION
PER CITY AND COUNTY OF DENVER
OFFICE OF THE CITY FORESTER
DETAIL OCF-TPZ-1 TYP. FOR EA.
TREE ADJACENT TO WORK AREAS
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POLE BASE DETAIL

A2.0

GRADE

(E) 20"Ø EQUIPMENT POLE

(E) GROUND BAR

(E) SPLITTER TO
BE REMOVED

(E) EPO SWITCH TO BE
REMOVED

(E) FIBER SPLICE
BOX

(E) POLE ACCESS DOOR

(E) POLE FLANGE COVER

(E) 10"Ø UPPER BASE

REMOVE (E) 625 COAX CABLE AND
REPLACE WITH 40A ELECTRICAL
CIRCUIT FOR NODE DN1087
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UG-P UG-P UG-P UG-P UG-P UG-P UG-P UG-P

(N) 100A MAIN LUG ONLY120/240V
LOCKABLE NEMA 3R LOAD CENTER

SQUARE D MODEL "HOM612100RBCP"
RE:1/A4.0 AND E2.0
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SITE ADDRESS:
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C 12.04.25 CITY COMMENTS DPL
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 EQUIPMENT
SPECIFICATIONS

A4.0

1 PANEL SPECIFICATION

GRADE LEVEL

FRONT INSIDE BACK

22 1

3 3

1

COLD SEQUENCE METER MAIN PEDESTALS

60-200 AMPS | 240 VAC | 4 TERMINALS | LEVER BYPASS | RINGLESS

U5949-O-5T9

60-200 FUSED PULLOUT AMPS | 4 TERMINALS | METER MAIN PEDESTALS | LEVER BYPASS | RINGLESS

CATALOG NUMBER SERVICE AMPS BYPASS
CONNECTORS CU/AL KNOCKOUTS

LINE LOAD 1 2 3

U5949-O-5T9-CDOT UG 60 LEVER #6-350 CB 2

1/2,3/4

1/4
U5949-O-5T9-1PO UG 100 LEVER #6-350 CB 2

U5949-O-5T9 UG 200 LEVER #6-350 CB 2

NOTES

Overview

U5949

MILBANK MANUFACTURING  |  4801 DERAMUS AVE., KANSAS CITY, MO 64120  |  877.483.5314  |  MILBANKWORKS.COM U5949 03/21

9.875" 4.13"

24
"

22
"

48
"

80
"

10.25"

1/2,3/4
1/2,3/4

1/4
1/4

THE U5949 COLD SEQUENCE METER MAIN PROVIDES THE UTILITY A UL LISTED SYSTEM THAT INCLUDES A HEAVY DUTY
LEVER BYPASS METER SOCKET AND LOAD CENTER WITH A FUSED DISCONNECT AHEAD OF THE METER. BEING ABLE TO
TURN OFF THE POWER AHEAD OF THE METER ALLOWS THE UTILITY TO INSTALL, MAINTAIN OR REPLACE THE METER
WHILE IT IS "COLD."

· PARALLEL TO SERIES CONVERSION: WHEN ORDERED WITHOUT BREAKER, CENTER IS PARALLEL WIRED. FOR FIELD
CONVERTING FROM PARALLEL WIRED TO SERIES WIRED, ORDER K5194.

· FIFTH TERMINAL: FOR FIELD-INSTALLABLE FIFTH TERMINAL, ORDER K3865.
· STABILIZER FOOT: FOR FIELD-INSTALLABLE STABILIZER FOOT, ORDER K5415.
· RECEPTACLES: CONSULT FACTORY FOR INSTALLED RECEPTACLE ASSEMBLIES.
· BREAKERS: THE MAIN BREAKERS TO BE USED ARE THE UQFP AND UQFPM SERIES BREAKERS.

PLEASE CONSULT SERVING UTILITY FOR THEIR REQUIREMENTS PRIOR TO ORDERING OR INSTALLING, AS SPECIFICATIONS AND APPROVALS VARY BY UTILITY, AND MAY REQUIRE LOCAL ELECTRICAL INSPECTOR APPROVAL.  ALL
INSTALLATIONS MUST BE INSTALLED BY A LICENSED ELECTRICIAN AND MUST COMPLY WITH ALL NATIONAL AND LOCAL CODES, LAWS AND REGULATIONS. MILBANK RESERVES THE RIGHT TO MAKE CHANGES IN SPECIFICATIONS AND
FEATURES SHOWN WITHOUT NOTICE OR OBLIGATION.

®
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GENERAL CONSTRUCTION NOTES

1.THE FACILITY IS AN UNOCCUPIED WIRELESS FACILITY.
2.PLANS ARE NOT TO BE SCALED AND ARE INTENDED TO BE A DIAGRAMMATIC OUTLINE ONLY, UNLESS
NOTED OTHERWISE. THE WORK SHALL INCLUDE FURNISHING MATERIALS, EQUIPMENT, APPURTENANCES
AND LABOR NECESSARY TO COMPLETE ALL INSTALLATIONS AS INDICATED ON THE DRAWINGS.
3.PRIOR TO THE SUBMISSION OF BIDS, THE CONTRACTORS SHALL VISIT THE  JOB SITE AND BE
RESPONSIBLE FOR ALL CONTRACT DOCUMENTS, FIELD  CONDITIONS AND DIMENSIONS, AND CONFIRMING
THAT THE WORK MAY BE  ACCOMPLISHED AS SHOWN PRIOR TO PROCEEDING WITH CONSTRUCTION. ANY
DISCREPANCIES ARE TO BE BROUGHT TO THE ATTENTION OF THE  IMPLEMENTATION ENGINEER AND
ARCHITECT/ENGINEER PRIOR TO PROCEEDING  WITH THE WORK.
4.THE CONTRACTOR SHALL RECEIVE, IN WRITING, AUTHORIZATION TO PROCEED BEFORE STARTING WORK
ON ANY ITEM NOT CLEARLY DEFINED OR IDENTIFIED BY THE CONTRACT DOCUMENTS.
5.CONTRACTOR SHALL CONTACT LOCAL DIGGERS HOTLINE 48 HOURS PRIOR  TO PROCEEDING WITH ANY
EXCAVATION, SITE WORK OR CONSTRUCTION.
6.THE CONTRACTOR SHALL INSTALL ALL EQUIPMENT AND MATERIALS IN  ACCORDANCE WITH
MANUFACTURER'S RECOMMENDATIONS UNLESS SPECIFICALLY INDICATED OTHERWISE OR WHERE LOCAL
CODES OR REGULATIONS TAKE PRECEDENCE.
7.ALL WORK PERFORMED AND MATERIALS INSTALLED SHALL BE IN STRICT  ACCORDANCE WITH ALL
APPLICABLE CODES, REGULATIONS AND ORDINANCES. CONTRACTOR SHALL GIVE ALL NOTICES AND
COMPLY WITH ALL LAWS,  ORDINANCES, RULES, REGULATIONS AND LAWFUL ORDERS OF ANY PUBLIC
AUTHORITY REGARDING THE PERFORMANCE OF THE WORK.  MECHANICAL AND ELECTRICAL SYSTEMS
SHALL BE INSTALLED IN ACCORDANCE WITH ALL APPLICABLE MUNICIPAL AND UTILITY COMPANY
SPECIFICATIONS, AND LOCAL AND STATE JURISDICTIONAL CODES, ORDINANCES AND APPLICABLE
REGULATIONS.
8.THE GENERAL CONTRACTOR SHALL SUPERVISE AND DIRECT THE WORK,  USING THE BEST SKILLS AND
ATTENTION. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL CONSTRUCTION MEANS,
METHODS, TECHNIQUES, SEQUENCES AND PROCEDURES AND FOR COORDINATING ALL PORTIONS OF THE
WORK UNDER THE CONTRACT INCLUDING CONTACT AND COORDINATION WITH THE CONSTRUCTION FIELD
ENGINEER AND WITH THE LANDLORD'S AUTHORIZED REPRESENTATIVE.
9.DETAILS ARE INTENDED TO SHOW END RESULT OF DESIGN. MINOR MODIFICATIONS MAY BE REQUIRED TO
SUIT JOB DIMENSIONS OR CONDITIONS,  AND SUCH MODIFICATIONS SHALL BE INCLUDED AS PART OF THE
WORK.
10.REPRESENTATIONS OF TRUE NORTH, OTHER THAN THOSE FOUND ON THE  PLOT OF SURVEY DRAWING,
SHALL NOT BE USED TO IDENTIFY OR ESTABLISH THE BEARING OF TRUE NORTH AT THE SITE. THE
CONTRACTOR SHALL RELY SOLELY ON THE PLOT OF SURVEY DRAWING AND ANY SURVEYOR'S MARKINGS
AT THE SITE FOR THE ESTABLISHMENT OF TRUE NORTH, AND SHALL NOTIFY THE ARCHITECT/ENGINEER
PRIOR TO PROCEEDING WITH THE WORK IF ANY DISCREPANCY IS FOUND BETWEEN THE VARIOUS
ELEMENTS OF THE WORKING DRAWINGS AND THE TRUE NORTH ORIENTATION AS DEPICTED ON THE PLAT
OF SURVEY. THE CONTRACTOR SHALL ASSUME SOLE LIABILITY FOR ANY FAILURE TO NOTIFY THE
ARCHITECT/ENGINEER.
11.WHILE REVIEWING THE DESIGN DOCUMENTS, THE CONTRACTOR SHALL IDENTIFY ANY ITEMS WHERE THE
DESIGN INTENT IS UNCLEAR AND OBTAIN WRITTEN CLARIFICATIONS PRIOR TO FURNISHING A BID.
12.THESE DESIGN DOCUMENTS ARE DIAGRAMMATIC IN NATURE AND ARE INTENDED TO SHOW FINAL
CONDITIONS. MULTIPLE PHASING STEPS MAYBE NEEDED TO MAINTAIN SITE OPERATION DURING
CONSTRUCTION AND IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO PLAN AND COORDINATE PHASING
WITH CARRIER OPERATIONS.
13.CONTRACTOR SHALL, UNLESS OTHERWISE NOTED, INCLUDE IN THEIR SCOPE OF WORK ALL NECESSARY
MATERIALS, LABOR AND EQUIPMENT TO COMPLETE THE INSTALLATION AS DESCRIBED IN DESIGN
DOCUMENTS.
14.NO STRUCTURAL ALTERATIONS ARE TO BE MADE TO THE FACILITY UNLESS SPECIFICALLY NOTED.
15.CONTRACTOR SHALL MAKE PROVISIONS TO PROTECT EXISTING SITE FINISHES AS MUCH AS POSSIBLE.
ANY IMPACT TO SITE AND SURROUNDINGS SHALL BE MITIGATED AND CONTRACTOR SHALL RETURN SITE TO
PRE-CONSTRUCTION CONDITIONS.
16.ALL DEMOLISHED AND UNUSED MATERIALS SHALL BE REMOVED FROM SITE AND TRACKED ASSETS
LOGGED AND RETURNED TO CARRIER FOR DISPOSAL OR RE-USE. CONTRACTOR TO KEEP THE SITE CLEAN,
FREE OF HAZARDS AND TO PROPERLY DISPOSE OF ALL RUBBISH.
17.PLANS ARE NOT TO BE SCALED. UTILIZE DIMENSION CALL-OUTS FOR ESTIMATES. ALL CABLE LENGTHS
ARE SHOWN FOR INFORMATIONAL PURPOSES AND IT IS THE CONTRACTORS RESPONSIBILITY TO FILED
VERIFY ALL LENGTHS PRIOR TO ORDERING.
18.CONTRACTOR TO OBTAIN X-RAY OR GPR (IF APPLICABLE) OF ANY MASONRY STRUCTURES IDENTIFYING
ALL EMBEDMENT PRIOR TO CUTTING, DRILLING OR OTHER ACTIVITY WHICH COULD CAUSE DAMAGE. AVOID
ALL EMBEDMENT. OBTAIN APPROVAL FROM STRUCTURAL ENGINEER PRIOR TO IMPACTING ANY
STRUCTURAL FACILITIES.
19.THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING THE MOST RECENT DESIGN DOCUMENTS AND
ENSURING THEY ARE DISTRIBUTED AND ARE FOLLOWED BY ALL PERSONAL INVOLVED IN THE PROJECT.
20.EVERY EFFORT HAS BEEN MADE BY THE ARCHITECT / ENGINEERS TO PROVIDE ACCURATE AND
COMPLETE DESIGN DOCUMENTS THOUGH MINOR ERRORS AND OMISSIONS MAYBE CONTAINED WITHIN THE
DOCUMENTS. THESE SHALL NOT EXCUSE THE CONTRACTOR FROM PROVIDING AN ACCURATE PROPOSAL
AND COMPLETING THE PROJECT IN ACCORDANCE WITH THE INTENT OF THE DESIGN DOCUMENTS.
21.THE CONTRACTOR SHALL BEAR THE RESPONSIBILITY OF IDENTIFYING ANY ISSUES AND NOTIFYING THE
CONSTRUCTION MANAGER AND ARCHITECT / ENGINEER IN WRITING PRIOR TO SUBMITTING PRICING. IN THE
EVENT OF DISCREPANCIES OR CONFLICTING ITEMS, THE CONTRACTOR SHALL PRICE THE MOST COSTLY OR
EXPANSIVE OPTION UNLESS DIRECTED IN WRITING OTHERWISE.
22.THE CONTRACTOR IS RESPONSIBLE FOR COORDINATING ACCESS WITH VENUE MANAGEMENT FOR ALL
NECESSARY WORK AND TO COMPLY WITH ANY REQUIREMENTS IMPOSED BY THE VENUE
23.CONTRACTOR TO PROVIDE CLOSE OUT PACKAGE WITH ALL TEST RESULTS, SETTING SCREEN SHOTS,
RELEVANT CATALOGS / CUT SHEETS, INSTRUCTION SHEETS AND A SET OF RED-LINED AS-BUILT DRAWINGS
PRIOR TO FINAL BILLING.

ELECTRICAL NOTES

1.SUBMITTAL OF BID INDICATES CONTRACTOR IS COGNIZANT OF ALL JOB SITE CONDITIONS AND WORK TO
BE PREFORMED UNDER THIS CONTRACT.  CONTRACTOR IS RESPONSIBLE FOR ALL FIELD VERIFICATION.
2.THESE PLANS ARE DIAGRAMMATIC ONLY, AND NOT TO BE SCALED.
3.ELECTRICAL CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, INSURANCE, EQUIPMENT,
INSTALLATION, CONSTRUCTION TOOLS, TRANSPORTATION, ETC. FOR A COMPLETE AND PROPERLY
OPERATIVE SYSTEM ENERGIZED THROUGHOUT AND AS INDICATED ON DRAWINGS, AS SPECIFIED HEREIN
AND/OR AS OTHERWISE REQUIRED.
4.ALL MATERIALS AND EQUIPMENT SHALL BE NEW AND IN PERFECT CONDITION WHEN INSTALLED AND
SHALL BE OF THE BEST GRADE OR GROUP OF EQUIPMENT. MATERIALS SHALL BE LISTED AND APPROVED
BY UNDER-WRITER'S LABORATORY AND SHALL BEAR THE INSPECTION LABEL "J" WHERE SUBJECT TO
SUCH APPROVAL MATERIALS SHALL MEET WITH APPROVAL OF THE DIVISION OF INDUSTRIAL SAFETY AND
ALL GOVERNING BODIES HAVING JURISDICTION. MATERIALS SHALL BE MANUFACTURED IN ACCORDANCE
WITH APPLICABLE STANDARDS ESTABLISHED BY ANSI, NEMA AND NBFU.
5.ALL CONDUIT INSTALLED SHALL BE SURFACE MOUNTED UNLESS OTHERWISE NOTED.
6.ELECTRICAL CONTRACTOR SHALL CARRY OUT THEIR WORK WITH ACCORDANCE WITH ALL GOVERNING
STATE, COUNTY, LOCAL CODES AND O.S.H.A.
7.ELECTRICAL CONTRACTOR SHALL SECURE ALL NECESSARY ELECTRICAL PERMITS, AND PAY ALL
REQUIRED FEES.
8.COMPLETE JOB SHALL BE GUARANTEED FOR A PERIOD OF NO LESS THAN ONE YEAR AFTER THE DATE
OF JOB COMPLETION. ANY WORK, MATERIAL, OR EQUIPMENT FOUND TO BE FAULTY DURING THAT PERIOD
SHALL BE CORRECTED AT ONCE, UPON WRITTEN NOTIFICATION, AT THE EXPENSE OF THE ELECTRICAL
CONTRACTOR.
9.ALL CONDUIT ONLY (C.O.) SHALL HAVE A PULL WIRE OR ROPE, AND TRUE TAPE.
10.PROVIDE THE OWNER WITH ONE SET OF COMPLETE DIMENSIONS AND CIRCUITS, WITHIN 10 WORKING
DAYS OF PROJECT COMPLETION.  ELECTRICAL "AS BUILT" DRAWINGS, SHOWING ACTUAL LOCATION OF
CONDUITS.
11.ALL BROCHURES, OPERATING MANUALS, CATALOGS, SHOP DRAWINGS, ETC. SHALL BE TURNED OVER
TO PROJECT MANAGER AT JOB COMPLETION.
12.USE T-TAP CONNECTIONS ON ALL MULTI-CIRCUITS WITH COMMON NEUTRAL CONDUCTOR FOR
LIGHTING FIXTURE. ALL CONDUCTORS SHALL BE COPPER.
13.THE EXTERIOR GROUND RING SHALL BE TESTED PER CCI SPECIFICATIONS AND SHALL HAVE A
RESISTANCE TO EARTH OF 5 OHMS OR LESS. IF NOT NOTIFY ENGINEER.
14.ALL CIRCUIT BREAKERS, FUSES AND ELECTRICAL EQUIPMENT SHALL HAVE AN INTERRUPTING RATING
NOT LESS THAN THE MAXIMUM SHORT =CIRCUIT CURRENT TO WHICH THEY MAY BE SUBJECTED, AND A
MINIMUM OF 10,000 A.I.C.
15.THE ENTIRE ELECTRICAL INSTALLATION SHALL BE GROUNDED AS REQUIRED BY ALL APPLICABLE
CODES.
16.PATCH, REPAIR, AND PAINT ANY AREA THAT HAS BEEN DAMAGED IN THE COURSE OF THE ELECTRICAL
WORK.
17.IN DRILLING HOLES INTO CONCRETE (WHETHER FOR FASTENING OR ANCHORING PURPOSES OR
PENETRATIONS THROUGH THE FLOOR FOR CONDUIT RUNS, PIPE RUNS, ETC.) IT MUST BE CLEARLY
UNDERSTOOD THAT TENDONS AND RE-BARS WILL NOT BE DRILLED INTO, CUT, OR DAMAGED UNDER ANY
CIRCUMSTANCES.
18.LOCATION OF TENDONS AN RE-BARS ARE NOT DEFINITELY KNOWN AND THEREFORE MUST BE
SEARCHED FOR BY APPROPRIATE METHODS AND EQUIPMENT VIA X-RAY, OR OTHER DEVICES THAT CAN
ACCURATELY LOCATE THE REINFORCING STEEL TENDONS.
19.PENETRATIONS IN FIRE RATED WALLS SHALL BE FIRE STOPPED IN ACCORDANCE WITH APPLICABLE
LOCAL BUILDING CODES. USING U.L. RATED MATERIALS.
20.ELECTRICAL CONTRACTOR IS TO COORDINATE WITH UTILITY COMPANY FOR CONNECTION OF
TEMPORARY AND PERMANENT POWER TO THE SITE. THE TEMPORARY POWER AND ALL HOOK-UP COSTS
SHALL BE PAID BY THE CONTRACTOR.
21.ELECTRICAL CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND/OR CATALOG CUT-SHEETS ON ALL
NON-SPECIFIED ORIGINAL MATERIALS AND EQUIPMENT, TO PROJECT MANAGER PRIOR TO
COMMENCEMENT OF THE WORK.
22.UPON COMPLETION OF WORK, CONDUCT CONTINUITY AND SHORT CIRCUIT, AS WELL AS, GROUNDING
TEST, GROUNDING TEST SHALL BE PREFORMED BY INDEPENDENT TESTING AGENCY, WITH WRITTEN
REPORT SUBMITTED TO THE PROJECT MANAGER FOR REVIEW AND APPROVAL.
23.CLEAN PREMISES DAILY OF ALL DEBRIS RESULTING FROM WORK AND LEAVE WORK PREMISES IN A
COMPLETE AND UNDAMAGED CONDITION.
24.ALL EXTERIOR WALL PENETRATIONS SHALL BE SEALED WITH POLYSEAM SEALANT.
25.ALL #2 TINNED BARE COPPER DOWNLEADS TO BE PROTECTED BY 1/2" P.V.C. PIPE AND SECURED.
26.COMPRESSION FITTINGS TO BE USED ON ALL CONDUITS (NO SET SCREWS).
27.ALL #6 STRANDED COPPER WITH GREEN INSULATION TO BE ATTACHED WITH CRIMPED DOUBLE LUG,
ATTACHED WITH NUTS, BOLTS AND STAR WASHERS TYPICAL AND NO-OX GREASE BETWEEN LUG AND BUS
BAR.
28.ALL ABOVE GROUND CONDUIT SHALL BE RIGID GALVANIZED CONDUIT WITH WEATHERPROOF FITTINGS

CODE COMPLIANCE

1.ALL WORK TO BE MEET OR EXCEED ALL APPLICABLE STANDARDS, CODES, ORDINANCES, RULES AND
REGULATIONS. WHEN TWO OR MORE ARE IN CONFLICT, THE MOST STRINGENT SHALL BE FOLLOWED.
WHERE LICENSING IS REQUIRED, CONTRACTOR SHALL OBTAIN ALL REQUIRED LICENSES PRIOR TO START
OF WORK.
2.CONTRACTOR TO COORDINATE WITH LOCAL JURISDICTION FOR ANY CODE RELATED QUESTIONS. ALL
JURISDICTION REQUIRED CHANGES ARE THE RESPONSIBILITY OF THE CONTRACTOR.
3.EQUIPMENT ROOMS ARE NOT MANNED, ARE NOT HABITABLE, AND DO NOT REQUIRE POTABLE WATER,
SEWER CONNECTION OR A.D.A. ACCESS ACCOMMODATIONS.
4.CONTRACTOR TO REMOVE TRASH AND REFUSE ON A DAILY BASIS AND NO SOLID WASTE RECEPTACLE
WILL BE SITED.

SITE WORK

1.ALL EFFORT HAS BEEN MADE TO IDENTIFY EXISTING UTILITIES. THE CONTRACTOR IS RESPONSIBLE FOR
IDENTIFYING ALL UTILITIES SHOWN OR NOT AND PROTECT FROM DAMAGE. EXCAVATION CONTRACTOR TO
OBTAIN REQUIRED LOCATED PRIOR TO STARTING WORK.
2.CONTRACTOR TO VERIFY STATE REQUIREMENTS FOR UTILITY LOCATION SERVICES AND EXCAVATION
CONTRACTOR SHALL NOTIFY STATE OR LOCAL NOTIFICATION CENTER AS REQUIRED PRIOR TO ANY SITE
DISTURBANCES.
3.CONTRACTOR SHALL PROTECT ALL SITE FINISHES AND IMPROVEMENTS AND RETURN ALL TO PRE WORK
CONDITION. IF EXTERIOR SITE IMPROVEMENTS ARE REQUIRED, CONTRACTOR TO INSTALL AND MAINTAIN
DRAINAGE / RUNOFF MITIGATION MEASURES THROUGH OUT THE PROJECT AND REVEGETATE AREA TO
RETURN IT TO ORIGINAL CONDITIONS.
4.GRUB AND DISPOSE OF ALL ORGANIC MATERIAL PRIOR
5.NO FILL OR EARTHWORK TO OCCUR WITH ON OR WITH FROZEN MATERIAL

MATERIALS

1.CONTRACTOR SHALL PROVIDE ALL NECESSARY MATERIALS AND SUPPLIES TO COMPLETE THE PROJECT
NOT SPECIFICALLY PROVIDED BY CARRIER. CONTRACTOR TO CLARIFY PROVIDED MATERIALS PRIOR TO
FURNISHING A BID.
2.ALL FURNISHED MATERIALS SHALL MEET CARRIER SPECIFICATIONS AND MINIMUM REQUIREMENTS FOR
THE PROJECT. ANY SUBSTITUTIONS SHALL BE APPROVED IN WRITING BY CARRIER CONSTRUCTION
MANAGER PRIOR TO PURCHASE AND INSTALLATION.
3.ALL OUTDOOR STEEL ITEMS SHALL BE HOT DIPPED GALVANIZED PER ASTM A123.
4.ALL BOLTS AND HARDWARE TO BE STAINLESS STEEL UNLESS SPECIFICALLY REQUIRED TO BE
OTHERWISE BY CODE OR CARRIER REQUIREMENT.
5.ANY DAMAGED GALVANIZING OR PAINT TO BE FIELD REPAIRED WITH 'COLD-GALV' OR APPROPRIATE
PAINT UNDER CONDITIONS APPROVED BY PRODUCT MANUFACTURER.

ELECTRICAL AND GROUNDING

1.ALL INSTALLATIONS TO MAINTAIN REQUIRED CLEARANCES
2.CONTRACTOR TO SIZE CONDUCTORS PER NEC AND CARRIER REQUIREMENTS AND UPSIZE AS
REQUIRED TO MINIMIZE VOLTAGE DROP.
3.CONTRACTOR TO SIZE CONDUIT PER NEC
4.CONTRACTOR TO BOND METALLIC ITEMS TO GROUNDING SYSTEM WITHIN SITE PER CARRIER
REQUIREMENTS.

IT IS THE CONTRACTOR'S RESPONSIBILITY

1.TO VISIT THE SITE AND DETERMINE THE EXACT EXTENT OF WORK, COORDINATION, DEMOLITION,
TEMPORARY CONSTRUCTION, TEMPORARY FACILITIES, UTILITIES, ETC.  NECESSARY TO COMPLETE THIS
PROJECT AS INDICATED IN THE CONTRACT DOCUMENTS.

DRAWING INDEX
E1.0 GENERAL NOTES / SHEET INDEX

E2.0 ONE-LINE DIAGRAM /  CALCULATIONS / GROUNDING PLAN

CODE INFORMATION:
2023 NEC, 2021 IECC, ALL SYSTEM SHALL BE IN
COMPLIANCE WITH ABOVE CODES AS ADOPTED BY THE
CITY OF DENVER, COLORADO.

ENGINEER
TIM ALEXANDER, PE
602.403.8368
PROTEUSPOWER@OUTLOOK.COM

C.O. = CONDUIT ONLY
PVC = SCHEDULE 40 PLASTIC CONDUIT
GRC. = GALVANIZED RIGID CONDUIT
MTD. = MOUNTED
W.A. = WEATHERPROOF
U.O.N. = UNLESS OTHERWISE NOTED
G. OR GRN. = GROUND
N. OR NEUT. = NEUTRAL
A. OR AMP. = AMPERE
KW. = KILOWATTS
W. = WATTS
~ = PHASE
DIA = DIAMETER
H.P. OR HP = HORSEPOWER
XFMR = TRANSFORMER
C.B. = CIRCUIT BREAKER
CKT. = CIRCUIT
SW. = SWITCH
MTS = MANUAL TRANSFORMER SWITCH
F.A. = FIRE ALARM
RECPT. = RECEPTACLE
E.C. = ELECTRIC CONTRACTOR
G.C. = GENERAL CONTRACTOR
1P, 2P, 3P = SINGLE POLE, TWO POLE, THREE POLE
EGB = EQUIPMENT GROUND BUS
MGB = MAIN GROUND BUS
AFC = AVAILABLE FAULT CURRENT
AWG = AMERICAN WIRE GAUGE
BTCW = BARE TIN COPPER WIRE
GPS = GLOBAL POSITIONING SYSTEM
PPC = POWER PROTECTION CABINET
TYP. = TYPICAL
RGS = RIGID GALVANIZED STEEL
EMT = ELECTRICAL METALLIC TUBING
DWG = DRAWING
BTS = BASE TRANSFORMER SWITCH
GEN = GENERATOR
BSCW = BARE STRANDED COPPER WIRE
ISCW = INSULATED STRANDED COPPER WIRE
MEB = MAIN ELECTRIC BUS
MBJ MAIN BONDING JUMPER
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NOTES:
1. PRIOR TO RUNNING CONDUIT ROUTE - CONTRACTOR
SHALL CONTACT THE CROWN CASTLE PROJECT
MANGER AND VERIFY THE EQUIPMENT CABINET
LAYOUT CONFIGURATION AND ROUTE CONDUITS
ACCORDINGLY.
2. CONTRACTOR SHALL TAG EACH CIRCUIT CONDUCTOR
AT EACH J-BOX OUTLET, SWITCH, ETC. WITH THE
CIRCUITS IDENTIFICATION.
3. ELECTRICAL CONTRACTOR SHALL PROVIDE LABELING
OF THE AVAILABLE FAULT CURRENT FOR EACH PANEL
AS NOTED, PER NEC 110.24.
4. INSULATED CONDUCTORS SHALL BE TYPE THWN OR
THWN-2 CU.

WEAR PROPER PROTECTIVE EQUIPMENT
BEFORE OPENING OR PERFORMING
DIAGNOSTIC MEASUREMENTS WHILE
ENERGIZED. (SEE NFPA 70E)

PROVIDE APPROVED ARC-FLASH HAZARD WARNING
ON ALL REQUIRED ELECTRICAL EQUIPMENT

PER NEC 110.16

ELECTRIC ARC FLASH HAZARD
WILL CAUSE SEVERE INJURY
OR DEATH

WARNING

GENERAL GROUNDING NOTES

GROUNDING KEY NOTES

1-PHASE, LINE-TO-LINE SHORT CIRCUIT CALCULATIONS BASED ON THE "POINT-BY-POINT" METHOD
M = 1/(1+F) CABLE: F= 2xLxI / CxE

XFMR: F=IPSC x VP x %Z/100000 x KVA
IS (SCA) = VP /VS x M x IS

ICS=THE AVAIBLE SHORT CIRCUIT CURRENT, IN AMPERES, AT THE BEGINNING
OF THE CIRCUIT
L = THE LENGTH OF THE CIRCUIT TO THE FAULT IN FEET.
C = THE CONSTANT FROM TABLE C FOR THE TYPE OF CONDUCTORS AND THE
CIRCUIT ARRANGEMENT.
FOR PARALLEL RUNS MULTIPLY "C" VALUE BY THE NUMBER OF CONDUCTORS
PER PHASE.
E = LINE-TO-LINE VOLTAGE OR LINE-TO-GROUND VOLTAGE, WHERE
APPLICABLE.

IP = PRIMARY CURRENT IN AMPERES
VP = PRIMARY LINE-TO-LINE VOLTAGE OF TRANSFORMER IN VOLTS
E = LINE-TO-LINE VOLTAGE OR LINE-TO-GROUND VOLTAGE, WHERE
APPLICABLE.
%Z IMPEDANCE OF TRANSFORMER
* USE ROW 'CA' FOR FEEDER CABLES AND ROW 'XF' FOR
TRANSFORMERS

FAULT
POINT DESCRIPTION

SOURCE
ICS (AMPS)

WIRE /
CABLE
SIZE

TYPE OF
CONDUIT

TYPE OF
WIRE "C" VALUE E (VOLTS)

L
(LENGTH)
IN FEET

F M I SCA (AMPS)

F1 50KVA XFMR 14,800 N/A 0 0 N/A N/A 14800
F2 200A DISCONNECT 14,800 #3/0 NON-MAG CU 13,923 240 25 0.2215 0.8187 12116
F3 TO PANEL A 12,116 #3 NON MAG CU 4,811 240 15 0.3148 0.7606 9215
F4 PANEL 1087 12,116 #8 NON MAG CU 1,559 240 190 12.3051 0.0752 910
ILt JJN-200 FUSE 3000

FEEDER / VOLTAGE DROP SCHEDULE - 1 PHASE
FEEDER

I.D.
WIRE / CABLE

SIZE
COND. PER

PHASE
CONDUIT &

TYPE
TYPE OF

WIRE
LENGTH
(FEET)*

LOAD
(AMPS)

VOLTAGE
(L-VOLTS)

R/1000'
(OHMS)

VOLTAGE DROP
(VOLTS) % V.D.

#3/0 1 NON-MAG CU 25 105A 240 0.0766 0.45 0.19
#3 1 NON-MAG CU 15 76 240 0.2450 0.55 0.23
#8 1 NON-MAG CU 190 20A 240 0.7780 5.49 2.29

NOTE:
THE ABOVE CALCULATIONS
NEGLECTED MOTOR
SHORT-CIRCUIT CONTRIBUTIONS.
IF SIGNIFICANT, MOTOR
SHORT-CIRCUIT CONTRIBUTION
MAY BE ADDED TO THE
TRANSFORMER SECONDARY
SHORT-CIRCUIT CURRENT VALUE.
A PRACTICAL ESTIMATE OF MOTOR
CONTRIBUTIONS IS TO MULTIPLY
THE TOTAL MOTOR LOAD IN
AMPERES BY 4. LENGTHS ARE FOR
CALCULATIONS ONLY. DO NOT USE
FOR COST ESTIMATING OR
TAKE-OFF PURPOSES.

* FOR VOLTAGE DROP CALCULATIONS ONLY; DO NOT USE FOR COST ESTIMATING PURPOSES.
** CALCULATIONS BASED ON NEC 215-2 (V.D. FORMULA). VD= (2 X L X R X I) / 1000

A. ALL GROUNDING LEADS INSTALLED TO ENSURE A SMOOTH PATH TO COUNTERPOISE WITHOUT KINKS OR SHARP BENDS OR RETURN UPWARDS.
B. IT IS THE INTENT THAT AT NO TIME ARE THE GROUND LEADS TO BE INSTALLED BELOW THE SURFACE OF THOSE AREAS DESIGNATED FOR FUTURE
DISASSOCIATED PADS OR SHELTERS.
C. ANY EXCEPTIONS TO THIS BASIC GROUND DESIGN GUIDELINE, ROUTE DESIGN, OR MODIFICATIONS, WILL BE DOCUMENTED AND DIMENSIONED BY WAY OF
RED LINE DRAWINGS. IT IS THE RESPONSIBILITY OF THE SELECTED CONTRACTOR TO ENSURE THE NEWLY INSTALLED GROUNDING SYSTEM MEETS THE
CROWN STANDARD OF 5 OHMS OR LESS.

1. MECHANICAL CONNECTION TYPICAL.
2. (N) ELECTRICAL SERVICE ENTRANCE SECTION GROUND RODS, REFER TO ONE-LINE ON THIS SHEET FOR DETAILS. SERVICE GROUND RODS ARE 

SEPARATED FROM EQUIPMENT GROUND RODS. (TYP OF 2 PLACES).
3. (N) #2 SOLID BARE COPPER WIRE FROM THE SERVICE DISCONNECT TO THE SERVICE GROUND RODS.
4. (N) 5/8" X 10' COPPER GROUND ROD
5. (N) #2 SOLID BARE COPPER WIRE FROM EQUIPMENT GROUND BAR TO GROUND ROD

POWER COMPANY: XCEL ENERGY

#
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ONELINE CALCS

E2.0

3 ONE-LINE DIAGRAM

1

NTS

54

N
(N) #6 CU
MEB, MBJ

G

#6
 C

U

(N) (2) 5/8"x8' CU
CLAD GROUND
RODS MIN. 6'

APART

NEW SERVICE
GROUND

100A/2P

(N) UTILITY
SERVICE METER

PEDESTAL 1

3

2

(N) 200A, 240V, 1Ø, 3W,
NEMA 3R LOCKABLE

LOAD CENTER

(N) VOLT SERVER
TX-12 CABINET

1

2
3F3

X

JJN - 300VAC, 1-1200A, FAST-ACTING CLASS T FUSES
CURRENT - LIMITING EFFECTS

PROSP.
S.C.C.          LET-THROUGH CURRENT (APPARENT RMS SYM. VS. FUSE RATING)

15A 30A 60A 100A 200A 400A 600A 800A 1200A
500 1000 1000 1000 1000 1000 1000 1000 1000 1000

1,000 1000 1000 1000 1000 1000 1000 1000 1000 1000
5,000 1000 1000 1000 1000 2000 3000 5000 5000 5000

10,000 1000 1000 1000 2000 2000 4000 6000 7000 9000
15,000 1000 1000 1000 2000 3000 4000 6000 9000 10000
20,000 1000 1000 1000 2000 3000 5000 7000 10000 11000

GROUNDING1 PLAN

CALCULATIONS2

F2
200A/2P 240V,
SERVICE RATED

240V UTILITY
METER

X

M

2-200A CLASS T

100/2P

NEW SERVICE DISCONNECTS
INTEGRATED INTO NEW METER
PEDESTAL LABEL "SERVICE
DISCONNECTS"

40/2P

14800A AVAILABLE
FAULT CURRENT

F1
X

(E) XCEL ENERGY 50KVA XFMR 240V/120V,
1PH, 3W SECONDARY OUTPUT

(N) 3#3/0 CU, (E) 2"
(APPROX. 25 L.F.) 1

(N) 20A/2P

(N) 20A/2P

(N) 20A/2P

(N) 20A/2P

(N) 20A/2P

60A/2P
F4X

(N) 20A/2P

(N) 20A/2P

(3) #8 CU, #10G, IN (E) 2"C
TO NODE DN1087
(APPROX. 190 L.F.) 3

(3) #3 CU, #8G, IN (E) 2"C
(APPROX. 15 L.F.) 2

(N) 100A, 240V, 1Ø, 3W, NEMA 3R
LOCKABLE LOAD CENTER
"SQUARE D" MODEL
QO120M100PRB
(REPLACE PROVIDED PANEL)
RE: 1/E3.0

(N) 100A, 240V, 1Ø, 3W, NEMA 3R
LOCKABLE LOAD CENTER
"SQUARE D" MODEL
HOM612L100RBCP
RE: 2/E3.0

(N) 20A/2P

(N) 20A/2P

(N) 20A/2P

(N) 20A/1P

PANEL A

PANEL 1087
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THIS WORK WAS PREPARED BY MYSELF OR UNDER MY
SUPERVISION. CONSTRUCTION OF THIS PROJECT WILL BE UNDER

MY OBSERVATION. ALL SCALES ARE SET FOR 11"x17"

MM DL TN

900 SOUTH BROADWAY, DENVER, CO 80209

SITE NAME:
DN03991GA

SITE ID:
POWER SUPPLY 2

SITE ADDRESS:
14922 E. GATEWAY AVE.

DENVER, CO 80239

SITE COUNTY:
DENVER COUNTY

4751 FOX STREET, DENVER, CO 80216

A 04.23.25 PRELIMINARY MM
B 11.04.25 DOTI SUBMITTAL DPL
C 12.04.25 CITY COMMENTS DPL
0 12.11.25 CONSTRUCTION DPL

Description:Rev: Date: By:

PANEL DETAILS

E2.0

NTS

NEC DEMAND LOAD: 4600 VA x 1.25 = 5750 VA (24A)

NEW ELECTRICAL PANEL SCHEDULE
PANEL:  NODE DN1087 10KAIC FULLY RATED VOLTAGE: 240/120V, 1Ø, 3W

LOCATION: PER PLAN MAINS: 100A MLO
MOUNTING: SURFACE NEMA RATING: N3R BUS: 100A CU

M
AI

N

1 2 3 4 5 6

TO
TA

L 
PE

R
 P

H
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E
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TA

L 
VA

SU
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TE
C

TI
O

N
D
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E
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FU
TU

R
E 
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AM

U
N

IT

PHASE A VA 0 1150 1150 2300
4600

PHASE B VA 0 1150 1150 2300
BREAKER SIZE 2P/60 2P/20 2P/20

PHASE/NEUTRAL SIZE 12
GROUND SIZE 12

NOTES:
1. PANEL SHALL HAVE MIN. SCCR & AIC RATING OF 10,000A
2. USE SQUARE D  MODEL HOM612L100RB

1 FMPS PANEL SCHEDULE "A"2 NODE DN1087 PANEL SCHEDULE

3 NOT USED

LOAD CENTER PANEL "A"

VOLTS: 120 / 240 PHASE: 1 # OF WIRES: 3 BUS SIZE: 100A MAIN SIZE: 100A MAIN TYPE: MCB

MINIMUM AIC RATING: 10,000 AIC NEMA 3R ENCLOSURE MOUNT STYLE: SURFACE

DESCRIPTION POS BREAKER VOLT AMPS Ø VOLT AMPS BREAKER POS DESCRIPTION

SURGE PROTECTION DEVICE
1

60A/2P
0 A 1500

20A/2P
2

PDM 1
3 0 B 1500 4

PDM 2
5

20A/2P
1500 A 1500 6

PDM 3
7 1500 B 1500 8

PDM 4
9

20A/2P
1500 A 1500

200A/2P
10

PDM 5
11 1500 B 1500 12

PDM 6
13

20A/2P
1500 A 180 20A/1P 14 GFCI OUTLET

15 1500 B 0 16

SPACE 17 0 A 0 18 SPACE

SPACE 19 0 B 0 20 SPACE

SPACE 21 0 A 0 22 SPACE

SPACE 23 0 B 0 24 SPACE

PHASE LOAD TOTALS: PHASE A: 9180 PHASE B: 9000

PANEL LOAD CALCULATIONS
LIGHTS 0 VOLT AMPS X 1.25 0.00 VOLT AMPS

RECEPTACLES 1ST 10KVA 180 VOLT AMPS X 1.00 180 VOLT AMPS

LARGEST MOTOR 0 VOLT AMPS X 1.25 0.00 VOLT AMPS

REMAINDER MOTOR 0 VOLT AMPS X 1.00 0 VOLT AMPS

RECTIFIER 0 VOLT AMPS X 1.00 0 VOLT AMPS

OTHER 18000 VOLT AMPS X 1.00 18000 VOLT AMPS

18180 TOTAL DEMAND

76 AMPS, 1Ø, 3W

NOTES:
1. PANEL SHALL HAVE MIN. SCCR & AIC RATING OF 10,000A
2. USE SQUARE D  MODEL QO120M100PRB

NEC DEMAND LOAD: 18,180 VA x 1.25 = 22,725 VA (95A)
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Date: 05/09/2025  Author: Franklin Alvarado ATSSA # 1005510Project: DN4482GA NODE DN1051Address: 740 E 104th AVE.Comments:PH:Email: Redrockdesigns@outlook.comTemporary Traffic Control to meet MUTCD 2009 and The City ofNorthglenn rules and regulations.  All devices to be NCHRP350approved.SCALE- NOT TO SCALE
Sheet Size= 17x11MHT- #1ROAD: E 104th AveSPEED: 45 MPH
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Comment Report

Department of Public Works

Engineering, Regulatory, & Analytics

201 W. Colfax Ave., Dept. 507

Denver, Colorado 80202-5304

denver.pwera@denvergov.org

www.denvergov.org/pwera

Department of Public Works

Crown Castle - UCI2 Construction Services - Gateway Ave East of Enid Way
12/11/2025 Page 1 of 4

Master ID:

Review ID:

Location:

Review End Date:2025-PROJMSTR-0000009

2025-UTIL-0000255

Right of way on Gateway Ave, just east of 

Enid Way.

11/26/2025

Any denials listed below must be rectified in writing to this office before project approval is granted.

City Forester Review ApprovedReviewing Agency: Review Status:

Nick Evers

Nick.Evers@denvergov.org

Reviewers Name:

Reviewers Email:

Comments:

12/11/2025Status Date:

PWPRS Project Number: 2025-UTIL-0000255 - Crown Castle - UCI2 Construction Services - Gateway Ave East of Enid 

Way

Reviewing Agency/Company: Denver Parks and Rec - Forestry

Reviewers Name: Nick Evers

Reviewers Phone: 7206759194

Reviewers Email: nick.evers@denvergov.org

Approval Status: Approved

Comments: 

Approved. Forestry's comments have been addressed.

Status: Approved

Comments:

11/26/2025Status Date:

Please refer to attached Forestry Comments:

1) Show TPZ fencing.

2) Relocate infrastructure outside of canopy dripline.

3) Include OCF Tree Protection Detail - see OCF website.

Status: Denied

Parks and Recreation Review Approved - No ResponseReviewing Agency: Review Status:

Jennifer Cervera

Jennifer.Cervera@denvergov.org

Reviewers Name:

Reviewers Email:

Comments:

12/01/2025Status Date:

Status: Approved - No Response

ERA Transportation Review ApprovedReviewing Agency: Review Status:

Vanesa Cuellar Leyva

Vanesa.Cuellarleyva@denvergov.org

Reviewers Name:

Reviewers Email:

11/18/2025Status Date:

2025-UTIL-0000255



Comment Report

Crown Castle - UCI2 Construction Services - Gateway Ave East of Enid Way
12/11/2025 Page 2 of 4

Master ID:

Review ID:

Location:

Review End Date:2025-PROJMSTR-0000009

2025-UTIL-0000255

Right of way on Gateway Ave, just east of 

Enid Way.

11/26/2025

Any denials listed below must be rectified in writing to this office before project approval is granted.

Comments: 1. Required Plan Notes are required on all plan sets. Do not modify the notes and insert sheets exactly as provided 

(pages 1 – 4). Required Plan Notes can be downloaded from the Utility Plan Review section at: 

https://www.denvergov.org/Government/Departments/Department-of-Transportation-andInfrastructure/Documents/

Right-of-Way-Permits

2. Please protect all green infrastructure, sanitary sewer, storm drainpipes and appurtenances during construction.

3. Field verify all ROW prior to construction.

Status: Approved

ERA Utility Review Approved - No ResponseReviewing Agency: Review Status:

Emily Rush

Emily.Rush@denvergov.org

Reviewers Name:

Reviewers Email:

Comments:

12/01/2025Status Date:

Status: Approved - No Response

PW Construction Engineering Review ApprovedReviewing Agency: Review Status:

Kim Blair

Kim.Blair@denvergov.org

Reviewers Name:

Reviewers Email:

Comments:

11/24/2025Status Date:

Please note that traffic control plans are reviewed during the Street Occupancy process.

Status: Approved

PW Traffic Operations Review ApprovedReviewing Agency: Review Status:

Victor Barela

victor.barela@denvergov.org

Reviewers Name:

Reviewers Email:

Comments:

12/01/2025Status Date:

PWPRS Project Number: 2025-UTIL-0000255 - Crown Castle - UCI2 Construction Services - Gateway Ave East of Enid 

Way

Reviewing Agency/Company: City and County of Denver

Reviewers Name: Victor L. Barela

Reviewers Phone: 7204906276

Reviewers Email: victor.barela@denvergov.org

Approval Status: Approved

Comments:

Status: Approved

Denver Water Referral ApprovedReviewing Agency: Review Status:

2025-UTIL-0000255



Comment Report

Crown Castle - UCI2 Construction Services - Gateway Ave East of Enid Way
12/11/2025 Page 3 of 4

Master ID:

Review ID:

Location:

Review End Date:2025-PROJMSTR-0000009

2025-UTIL-0000255

Right of way on Gateway Ave, just east of 

Enid Way.

11/26/2025

Any denials listed below must be rectified in writing to this office before project approval is granted.

Reviewers Name:

Reviewers Email:

Comments:

12/01/2025Status Date:

PWPRS Project Number: 2025-UTIL-0000255 - Crown Castle - UCI2 Construction Services - Gateway Ave East of Enid 

Way

Reviewing Agency/Company: Denver Water

Reviewers Name: Kela Naso

Reviewers Phone: 0000000000

Reviewers Email: kela.naso@denverwater.org

Approval Status: Approved

Comments:

Status: Approved

Traffic Signal Review Approved - No ResponseReviewing Agency: Review Status:

Joshua Jones

Joshua.Jones2@denvergov.org

Reviewers Name:

Reviewers Email:

Comments:

12/01/2025Status Date:

Status: Approved - No Response

Additional Reviewer 1 ApprovedReviewing Agency: Review Status:

Reviewers Name:

Reviewers Email:

Comments:

12/01/2025Status Date:

PWPRS Project Number: 2025-UTIL-0000255 - Crown Castle - UCI2 Construction Services - Gateway Ave East of Enid 

Way

Reviewing Agency/Company: City and County of Denver

Reviewers Name: Greg Neitzke

Reviewers Phone: 3039162689

Reviewers Email: greg.neitzke@denvergov.org

Approval Status: Approved

Comments:

Status: Approved

Additional Reviewer 2 Approved w/ConditionsReviewing Agency: Review Status:

Reviewers Name:

Reviewers Email:

2025-UTIL-0000255

Kela Naso

kela.naso@denverwater.org

Miguel Flores

miguel_flores@comcast.com

Greg Neitzke

greg.neitzke@denvergov.org



Comment Report

Crown Castle - UCI2 Construction Services - Gateway Ave East of Enid Way
12/11/2025 Page 4 of 4

Master ID:

Review ID:

Location:

Review End Date:2025-PROJMSTR-0000009

2025-UTIL-0000255

Right of way on Gateway Ave, just east of 

Enid Way.

11/26/2025

Any denials listed below must be rectified in writing to this office before project approval is granted.

Comments:

12/01/2025Status Date:

PWPRS Project Number: 2025-UTIL-0000255 - Crown Castle - UCI2 Construction Services - Gateway Ave East of Enid 

Way

Reviewing Agency/Company: Comcast

Reviewers Name: MIguel Flores

Reviewers Phone: 7204130113

Reviewers Email: miguel_flores@comcast.com

Approval Status: Approved with conditions

Comments: 

Comcast has UG facilities that need to be protected in place

Status: Approved w/Conditions

2025-UTIL-0000255
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