NO CHANGES ARE TO BE MADE TO THIS DRAWING WITHOUT WRITTEN PERMISSION OF HKS UTILITY SERVICES.
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GENERAL NOTES:

1.

10.

1.

12.

13.

THE LOCATION OF EXISTING UTILITIES IS SHOWN ACCORDING TO THE BEST INFORMATION
AVAILABLE, AS SUPPLIED BY THE UTILITY OWNERS INCLUDING TYPE, SIZE, LOCATION AND
NUMBER OF UTILITIES. ABANDONED, NON-DETECTABLE, UNDOCUMENTED OR NEWLY
INSTALLED FACILITIES MAY NOT BE SHOWN.

UTILITY LOCATIONS SHOWN ARE APPROXIMATE AND NOT SCALEABLE.

THIS PLAN DOES NOT CONSTITUTE AN ASCE 38-COMPLIANT SUE INVESTIGATION.

UTILITIES SHOWN ARE UNDERGROUND UTILITIES, UNLESS OTHERWISE INDICATED. NOT
ALL OVERHEAD UTILITIES ARE SHOWN.

ALL SANITARY SEWER SERVICE LOCATIONS (IF SHOWN) ARE BASED ON UTILITY MAP
INFORMATION ONLY, UNLESS OTHERWISE INDICATED.

ALL SANITARY SEWER SERVICES SHALL BE LOCATED AND MARKED BY THE CONTRACTOR
AT THE TIME OF CONSTRUCTION, UNLESS OTHERWISE REQUIRED BY LOCAL JURISDICTION.
COMCAST DID NOT PROVIDE MAPS TO VERIFY UTILITY LOCATIONS. ADDITIONAL LINES MAY
EXIST THAT ARE NOT SHOWN.

NEW CENTURY ENERGY-FIBER C/O XCEL ENERGY & XCEL ENERGY--ELEC TRANSM CLEARED
THE PROJECT AREA OF ANY OWNED EXISTING UTILITIES PER THE 811 NOTIFICATION
RESPONSE.

PRIOR TO CONSTRUCTION, CONTRACTOR SHALL VERIFY EXISTENCE, SIZE, AND LOCATION
OF EXISTING UTILITIES AND APPURTENANCES WITH UNCC, AND/OR UTILITY OWNERS AND
SHALL IMMEDIATELY NOTIFY HKS UTILITY SERVICES OF ANY DISCREPANCIES. FOR
ADDITIONAL INFORMATION CONTACT UNCC AT 811 OR 1-800-922-1987.

CONTRACTOR SHALL MAINTAIN A MINIMUM CLEARANCE OF 24" WHEN CROSSING ABOVE AN
EXISTING UTILITY AND 36" WHEN CROSSING BELOW AN EXISTING UTILITY, UNLESS
OTHERWISE INDICATED. ANY DEVIATION WILL REQUIRE APPROVAL FROM THE GOVERNING
AUTHORITY.

WHEN BORING, ALL UTILITY CROSSINGS SHALL BE OBSERVED THROUGH OPEN TEST HOLES
TO ENSURE THE PROTECTION OF EXISTING UTILITIES UNLESS OTHERWISE REQUIRED BY
LOCAL JURISDICTION.

THE CONTRACTOR IS RESPONSIBLE FOR ANY AND ALL DAMAGES RESULTING FROM
CONTRACTOR'S FAILURE TO LOCATE AND PRESERVE ANY AND ALL EXISTING UTILITIES.
ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH CITY AND COUNTY OF DENVER AND
XCEL ENERGY STANDARDS AND BEST PRACTICES.

. CONTRACTOR SHALL FOLLOW XCEL ENERGY - HDD BEST PRACTICES - THE SAFE 8 WHEN

CROSSING ANY EXISTING XCEL OWNED UTILITIES.

. UTILITY DESIGNATION WAS PERFORMED IN OCTOBER 2025.

. UTILITY SURVEY WAS PERFORMED IN OCTOBER 2025.

. ROW AND PARCELS ARE SHOWN PER CITY AND COUNTY OF DENVER GIS INFORMATION.

. BASIS OF COORDINATES ARE GRID COORDINATES OF THE CITY AND COUNTY OF DENVER

LOCAL LOW DISTORTION PROJECTION.

XCEL ENERGY - HDD BEST PRACTICES - THE SAFE 8

1.

PN A LN

MAINTAIN ALL LOCATE DOCUMENTATION AT THE SITE AND VERIFY THAT ALL FACILITIES
HAVE BEEN MARKED.

EXPOSE ALL EXITS WHEN WORKING WITHIN 10" OF A SWITCH CABINETS & TERMINAL POLES.
POTHOLE ALL FACILITIES AT THE CROSSING POINT.

WATCH THE BORE HEAD CROSS ALL FACILITIES.

MAINTAIN A 3' CLEARANCE WHEN CROSSING BELOW AN EXPOSED FACILITY.

MAINTAIN A 2' CLEARANCE WHEN CROSSING ABOVE AN EXPOSED FACILITY.

MAINTAIN A 3' SEPARATION WHEN PARALLELING A FACILITY.

NEVER STACK NEW FACILITIES ABOVE OR BELOW EXISTING FACILITIES.
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GENERAL NOTES
ALL CURRENT APPLICABLE FEDERAL, STATE, AND CITY AND COUNTY OF DENVER (CITY) RULES, REGULATIONS, POLICIES, PROCEDURES, SPECIFICATIONS,
STANDARDS AND DETAILS SHALL BE FOLLOWED.

THE APPLICANT AND PERMITTEE ARE RESPONSIBLE FOR OBTAINING ALL NECESSARY PROJECT PERMITS ASSOCTATED WITH CONSTRUCTION AND RELATED
ACTIVITIES SUCH AS STREET QCCUPANCY, STREET CUT, EROSION CONTROL, ENVIRONMENTAL AND/ OR ALR QUALITY, AND PARKS PERMITS.

UTILITY PLAN REVIEW APPROVAL DOES NOT CONSTITUTE APPROVAL FOR ANY WORK ON, N, UNGER, OR OVER PRIVATE PROPERTY.

MO WORK SHALL BE PERMITTED AT NIGHT OR ON SATURDAYS, SUNDAYS, AND HOLIDAYS WITHOUT PRICR AUTHORIZATIONS OR UNLESS OTHERWISE SPECIFIED IN
THE STREET OCCUPANCY PERMIT. CITY MAY RESTRICT WORK ON RIGHT-OF-WAY (ROW) DURING ADVERSE WEATHER CONGITIONS OR DURING PERIODS OF HIGH
TRAFFIC VOLUME.

UNLESS CONFINED IN A PREDEFINED BERM CONTAINMENT AREA, THE CLEANING OF CONCRETE GELIVERY CHUTES 1S PROKIBITED AT THE JOB SITE. THE
DISCHARGE OF WATER CONTAINING WASTE CONCRETE TO THE STORM SEWER SYSTEM IS PROHIBITED. (DENVER REVISED MUNICIPAL CODE §. 56-102 (A.) (C.))
AL PROPOSED UTILITIES MUST REMAIN GUTSIDE THE SIGNAL EQUIFMENT CLEAR ZONE PER CURRENT TRANSPORTATICN STANDARDS AND DETAILS. THIS APPLIES
TO ALL INTERSECTIONS THROUGHOUT THE CITY, WHETHER OR ROT THERE 15 AN EXISTING SIGNAL PRESENT,

THE PERMITTEE SHALL MAINTAIN AT LEAST ONE COPY OF THE APPROVED PLANS, SPECIFICATIONS, AND STANDARDS ON THE J0B SITE AT ALL TIMES,

.
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‘OF STREET ADJACENT TG PARK LAND.

10.WHERE POSSIBLE, UTILITY CORRIDOR ALIGNMENTS AND APPURTENANCES SHALL AVOID DESIGNATED PARKWAYS. THE APPLICANT SHALL ATTEMPT TO LOCATE
FROPOSED UTILITIES ALOKG ALTERNATE ROADWAYS OR CORRIDORS, IF POSSIBLE.

11.PROPOSED UTILITIES SHALL REMATN CLEAR OF CITY PARK-OWNED LAND, WITHOUT WRITTEN PERMISSION FROM PARKS,

12.SUBSURFACE UTILITY CORRIDORS SHOULD BE LOCATED UNDER SIDEWALKS, ROADS, OR OTHER HARDSCAPE WHENEVER FOSSIBLE TO ALLOW FULL ACCESS TO
THE “AMENITY ZONE" FOR STREET TREES, LANDSCAPE PLANTINGS, GREEN INFRASTRUCTURE AND ALTERNATE PUBLIC AMENITIES.

13.ABOVE GRADE EQUIPMENT IS SUBJECT TO SIGHT TRIANGLE RESTRICTIONS AS DESCRIBED IN THE CITY'S TRANSPORTATIGN ENGINEERING PLAN (TEF) REVIEW
SUBMITTAL REQUIREMENTS.

®

VIGRKING QN AN ARTERIAL ROAD MAYBE RESTRICTED TO EITHER NIGHT-ONLY OR WEEKEND WORK TIMES,
APPLICANT SHALL COORDINATE THE CLOSURE OF DRIVEWAYS IN THE PROJECT AREA WITH THE ADJACENT PROPERTIES, ACCESS MUST BE PROVIDED TO ALL
BUILDINGS DURING CONSTRUCTION,

| THE MAXIMUM ROAD CLOSURE AT ANY TIME 1S LIMITED TO 2 BLOCKS AND 1 SINGLE INTERSECTION. SIDEWALKS SHALL REMAIN GPEN & FUNCTIONAL ON
OPPOSITE SIDE OF CLOSURE
APBLICANT SHALL COORDINATE THE TEMPORARY CLOSURE AND RELOCATION OF RTD BUS STOPS WITHIN THE PROJECT AREA AS NEEDED. CONTACT RTD
(303)299-6561 AT LEAST 1 WEEK IN ADVANCE OF THE START OF WORK.

15% - 21% WHEN USED IN THE UPPER 3 FEET OF TRENCHES, MATERTAL AMD METHODS SHALL MEET TS8D 12.4 & RULES & REGULATIONS FOR STREET CUTS,
MATERIALS PLACED AT LESS THAN MINIMUM SLUMP SPECS WILL REQUIRE A 3-YEAR EXTENDED WARRANTY, 6 YEARS TOTAL,

17.FULL-PANEL REFLACEMENT IS REQUIRED ON ALL CONCRETE ROADWAYS, SIDEWALES & ALLEYS.

18.ANY SURFACE FEATURE PROPOSED THAT IMPACTS A PEDESTRIAN RAMP ENOUGH TO REQUIRE CONCRETE PANEL REPLACEMENT SHALL REQUIRE UPGRADE OF THE
AFFECTED RAMP TO CURRENT DENVER & ADA STANDARDS.

19.FINAL RESTORATION OF THE STREET PAVEMENT SHALL OCCUR WITHIN 14 CALEMDAR DAYS OF THE [NITIAL CUT ON RESIDENTIAL STREETS & ALLEYS, OR WITHIN
4B HOURS ON COLLECTOR & ARTERIAL STREETS.

STANDARD CONSTRUCTION ENGINEERING NOTES [CONT'D)

20.THE USE OF STEEL PLATES TO COVER EXCAVATIONS ON ROADWAYS ISN'T ALLOWED FROM 9/1 TO 4/30. SPECIAL PERMISSION BY THE CITY MAYRE GIVEN WHEN
SNOW 1S NOT FORECASTED BEFORE FINAL RESTORATION WILL OCCUR. ON CONCRETE ROADS, THE PLATE SHALL BE RAMPED WITH ASPHALT FOR A MINIMUM
24-INCH WIDTH AROUND THE EDGE OF THE PLATE. ON ASPHALT ROADS, PLATES SHALL BE RECESSED A MINIMUM 1.5-INCH DEEP AND AT LEAST A MINIMUM
18-INCH WIDTH ARDUND THE EXCAVATION, ADDITIONAL METHODS OF SECURING THE PLACE FROM MOVEMENT MAY BE REQUIRED BY THE CITY. THE
CONTRACTOR SHALL DESIGNATE AND SUPPLY THE CONTACT INFORMATION FOR A RESPONSIBLE PARTY TO BE AVAILABLE AS A 24-HOUR CONTACT DURING PLATE
USE

21 MORATORIUM ROADS ARE ASPHALT ROADS RESURFACED IN THE PAST 3 YEARS. STREET CUTS ON THESE ROADS SHALL BE MILLED A MINIMUM OF 50 FEET IN
EACH DIRECTION OF THE EXCAVATICN AND GVERLAID FROM CURE-TG-CURB DR CURB-TO-CENTER LINE OF STREET. SEE TSED 12.2.

UTILITY NOTES

- CAUTION: PRIOR TO DATE OF CONSTRUCTLON, THE PERMITTEE SHALL VERIFY EXISTING UTILITIES WITH THE UTILITY NOTIFICATION CENTER OF COLORADO
{UNCC OR COLORADD B11) AND/OR UTILITY COMPANIES, THE PERMITTEE SHALL VERIFY EXISTENCE, SIZE, AND LOCATICN OF EXISTING UTILITIES AND.
FACILITIES PRIOR TO CONSTRUCTION AND SHALL NOTIFY THE ENGINEER OF ANY DISCREPANCIES, CALL 811 OR VISIT HTTPS://COLORADOS11.ORG.

TRENCH, EXCAVATE, AND INSTALL FACILITIES, CONDUIT, FIBER, FIBER ENCLOSURES, VAULTS, AND HANDHOLDS. TN THE EVENT THAT THE FACILITIES, CONDUIT
RUN, FIBER ENCLOSURES, WAULTS, OR HANDHOLDS ARE LOCATED WITHIN THE 10 FEET OF ANY UTILITY, THE APPLICANT SHALL BE RESPONSIBLE FOR THE DESIGN
AND INSTALLATION THAT WILL PREVENT DAMAGE TO THE INSTALLATION UNDER NORMAL UTILITY GPERATING CONDITIONS, IT IS THE RESPONSIBILITY OF THE
AFPLICANT TO OBTATH INFORMATIGN ON EACH OF THE UTILITIES AS APPLICABLE SUCH AS LOCATION, SIZE, PRESSURE, TEMPERATURE, VOLTAGE, ETC.

IT IS THE RESPONSIBILITY OF THE APPLICANT TO EXAMINE THE SITE FOR EVIDENCE OF FAILURES OF OR DEFICIENCIES IN UTILITY COMPANY FACILITIES (1.E. XCEL
ENERGY, DENVER WATER, DENVER PUBLIC WORKS, DENVER FIBER OUTSIDE PLANT, DENVER WASTEWATER MANAGEMENT, METRO WASTEWATER RECLAMATION
DISTRICT, ETC.) AND TO IMMEDIATELY CALL ANY SUCH EVIDENCE OF PRE-EXISTING DAMAGE TO THE ATTENTION OF THE UTILITY COMPANY ALONG WITH PROPER
DOCUMENTATION, THE APPLICANT HEREBY AGREES THAT THE REPAIR OF ANY AND ALL DAMAGES (DIRECT OR INDIRECT), THAT MAY BE SUBSEQUENTLY

ARE INSTALLED WITH A MINIMUM 45 INCH BURY DEPTH IN LANDSCAPED AREAS AND TREE LAWNS,

DENVER WATER NOTES

1. THE PERMITTEE SHALL NOTIFY DENVER WATER AT (303) 628-6671 PRIOR TO ANY CONSTRUCTION THAT COULD AFFECT OR DISTURS A DENVER WATER FACILITY.

2. APPLICANT ASSUMES FULL RESPONSIBILITY FOR ALL DAMAGES INCURRED TO DENVER WATER FACILITIES DUE TO ACTIVITIES AUTHORIZED BY THE APPROVED
PLANS.

3. DENVER WATER, AT THE SOLE EXPENSE OF THE APPLICANT WILL MAKE ALL REPLACEMENT GR REPAIR OF DENVER WATER FACILITIES ATTRIBUTED TG THE WORK,

A DENVER WATER REPRESENTATIVE MUST BE PRESENT WHEN INSTALLATION CROSSES A SIXTEEN (16) INCH OR LARGER MAIN.

LOCATES AND POTHOLES SHALL BE REQUIRED FOR ALL CROSSINGS INVOLVING DENVER WATER FACILITIES INCLUDING, BUT NOT LIMITED TO, HYGRANT LATERAL
RUNS AND SERVICE LINE CROSSINGS.

10.IN THE EVENT GF A CONFLICT WITH REQUIREMENTS, THE LATEST VERSIONS OF DENVER WATER'S ENGINEERING STANDARDS AND CAPITAL PROJECTS.
CONSTRUCTION STANDARDS SHALL SUPERSEDE THESE PROVISIONS,

DENVER FIBER OUTSIDE PLANT NOTES

1. BY APPROVAL OF THESE DRAWINGS, THE APPLICANT ACKNOWLEDGES THAT THE CITY AND COUNTY OF DENVER OPERATES ITS OWN OUTSIDE PLANT (OSP) FIBER
QPTIC INFRASTRUCTURE THROUGHOUT THE CITY, AND THAT SAID INFRASTRUCTURE SERVES TO PROMOTE THE HEALTH, SAFETY, AND WELFARE OF THE CITY
SAID FACILITIES ARE CRITICAL TO CITY OPERATIONS, ARE CONTINUALLY BEING ENHANCED AND EXTENDED, AND CANNOT BE DISTURBED,

APPLICANT ASSUMES FULL RESPONSIBILITY FOR ALL DAMAGES INCURRED TO THE DENVER FIBER OSP INFRASTRUCTURE DUE TO ACTIVITIES AUTHORIZED BY THE
APFROVED PLANS.

IF DAMAGE OCCURS TO THE DENVER FIBER OSP THE APPLICANT MUST IMMEDIATELY CONTACT TRANSPORTATION OPERATIONS AT 720-365-4000. INITIAL
RESTORATION MUST BE COMPLETED WITHIN A MAXIMUM GF 24 HOURS.

DENVER FIBER OSP STAFF OR APPROVED PERMITTEE, AT THE SOLE EXPENSE OF THE APPLICANT, WILL MAKE ALL REPLACEMENT OR REPAIR OF DENVER FIBER OSP
(CABLING INFRASTRUCTURE ATTRIBUTED TO THE WORK.

IF DURING REPAIR DAMAGE IS SUSTAINED TO ANY OTHER INFRASTRUCTURE, REPAIRS SHALL BE MADE AT THE SOLE EXPENSE OF THE APPLICANT.

ADDITIONAL EMFTY CONDUIT MAY BE REQUIRED BY THE CITY TO BE INSTALLED BY THE APPLICANT, AT THE SOLE EXPENSE OF THE APPLICANT, AND
ACKNOWLEDGED ON THESE DRAWINGS, IF DEEMED APPROPRIATE TO ADVANCE CITY OSP PURPOSES.

LOCATES AND POTHOLES SHALL BE REQUIRED FOR ALL CROSSINGS INVOLVING ALL DENVER FIBER OSP CABLING INFRASTRUCTURE INCLUDING BUT NOT LIMITED
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8. DISTURBANCE TO PAVED PEDESTRIAN FACILITIES WITHIN 10 FEET OF AN EXISTING CURB RAMP WILL REQUIRE THAT CURE RAMP TO BE UPGRADED TO CURRENT 2. PRIOR TO COMMENCEMENT OF CONSTRUCTION, THE PERMITTEE SHALL CONTACT ALL AFFECTED OR NEARBY UTILITIES TC COORDINATE WORK TO BE PERFORMED TO ACCESS VAULTS AND CONDUIT. CONTACT COLORADO 811 FOR OSP FACILITY LOCATES.
CITY AND AMERICANS WITH DISABILITIES ACT (ADA) CRITERIA IF NOT CURRENTLY COMPLIANT, AND PROPOSED SCHEDULING.
9. WHERE POSSIBLE, UTILITY CORRIDOR ALIGNMENTS AND APPURTENANCES SHALL AVOID PARK FRONTAGES ALONG THE ROW AND LOCATE ON THE OPPOSITE SIDE 3. THE APPLICANT SHALL CORRECTLY SHOW ON SUBMITTED DRAWINGS THE LOCATIONS OF ALL UTILITIES IN THE VICINITY WHERE THE APPLICANT MAY BORE, DENVER PARKS NOTES.

1. PARK LANDS AND DESIGNATED PARKWAYS ARE PRIMARY COMMUNITY AND NEIGHBORHODD AMENITY FEATURES THAT DEFINE COMMUNITY CHARACTER, SUPPORTS
PUBLIC USE, ENHANCES MANAGEMENT OF AIR AND WATER AND PROMOTES ENVIROKMENTAL HEALTH. IN CONSIDERATION OF THE SIGNIFICANCE OF THESE AREAS
AS PUBLIC AMENITIES, DENVER PARKS UTILITY POLICY LIMITS SURFACE AND SUBSURFACE UTILITIES ON PARK LANDS AN PARKWAYS AND PUBLIC ROW
ADIACENT TO THEM.

UTILITY CORRIDOR ALIGNMENTS, SURFACE BOXES AND TRANSMISSION POLES SHALL AVOID BEING PLANNED OM OR UNDER PARK LANDS, DESIGNATED
PARKWAYS, OR PUBLIC ROW ADJACENT TO PARK LANDS.

UTILITY CORRIDOR ALIGNMENTS AND SURFACE BOXES LOCATED ON PARKS LANDS AND DESIGKATED PARKWAYS SHOULD BE AVOIDED. ANY UTILITY CORRIDOR
ALIGNMENT LOCATED ON PARKS LAND OR DESIGNATED PARKWAYS SHALL BE COORDINATED WITH DENVER PARKS,

ASBESTOS-CEMENT PIPE (TRANSIT), BUILDING DEBRIS, OR WASTE MATERIALS ARE ENCOUNTERED, CONTRACTOR SHALL IMMEDIATELY STOP WORK IN THE AREA
OF THE DISCOVERY UNTIL DENVER DEPARTMENT OF PUBLIC HEALTH AND ENVIRONMENT (DDPHE) MAKES A DETERMINATION OF HOW TO PROCEED. CONTRACTOR
SHALL IMMEDIATELY NOTIFY DDPHE OF THE DISCOVERY AT (720) 460-8376.

ANY SOIL EXCAVATED AND REUSED ON THE PROPERTY OR IMPORTED TO THE PROPERTY MUST MEET APPLICABLE SOIL REUSE ACCEPTANCE CRITERIA AS EXPLAINED|
N THE DDPHE OCTOBER 10, 2017 MEMORANDUM TITLED “GUIDANCE FOR REUSE OF SOIL ON CITY PROJECTS” LOCATED ON THE DENVER DDPHE WEBSITE UNDER
THE "ABOUT" TAB FOR ENVIRONMENTAL REVIEW AND

AMSSESSMENT: HTTP! WWW . DENVERGOV.OR

T/DENVERGOW,

USE-ANDPLANNING. HTML

ENVIRONMENTAL -HEALTH/ENVIRONMENTAL -GUALITY/

DESIRED START DATE. ANY QUESTIONS SHOULD BE DIRECTED T DDPHE COMMUNITY MOISE PROGRAM AT (720) 665-5410.

Area 1: Tree Protection Zone and Critical Root Zone Protection

The Tree Protaction Zone (TPZ) shall be equal ta dripline or 1.5 feet radially from tha trae for every one inch of trunk diameer at braast height
(DBH = 4.5' above sail line), whichever is greater

A Min &' in height steel chain link fence is required unless othenwise approved by the Office of the City Farester (OCF). Steel chain link
fance panels or rolls are acceptable.

Area 2: Canopy Protection
Cantact GGF if potential for damage exists and/or if pruning is needed for any clearanca issues prior to perorming work

DISCOVERED AND PROVEN TO HAVE BEEN CAUSED BY THE CONSTRUCTION ACTIVITIES, IS THE SOLE RESPONSIBILITY OF THE APPLICANT WITHOUT SUCH 4. UTILITY CORRIDUR ALIGHMENTS AND SURFACE BOXES LOCATED TN FUBLIC ROW ADJACENT TO PARKS LAND SHALL LOCATED ACROSS THE STREET FROM PARKS LY

STANDARD CONSTRUCTION ENGINEERING NOTES EVIDENCE OF FRE-EXISTING DAMAGE. FURTHERMORE, THE REFAIR IS AGREED TO BE THE SOLE RESFONSIBILITY OF THE APPLICANT. T SHALL BE THE LANDS IF POSSIBLE, IF UTILITY CORRIDOR ALIGNMENT CAN NOT BE LOCATED ACROSS THE STREET FROM PARK LANDS, THE UTILITY CORRIDOR, ALIGNMENT AND

1. ALL WORK SHALL COMPLY TO TRANSPORTATION STANDARDS & DETAILS (TSED). APPLICANT'S RESPONSIBILITY TO PROTECT ALL UTILITY COMPANY FACILITIES WITHTN THE ARE OF CONSTRUCTION. THIS INCLUDES ALL STEPS NECESSARY TO AL SURFACE BOX LOCATIONS ADJACENT TQ FARKS LANDS SHALL BE CODRDINATED WITH DENVER PARKS.

2. THE HEW UTILITY PEDESTALS NEAR THE ALLEY ENTRANCE SHOULD BE PLACED AS FAR BACK FROM THE CURE AS PRACTICAL, AND AT LEAST 50 FEET FROM THE PREVENT SUBSIDENCE OF THE SOIL ADJACENT TG OR NEAR LTILITY COMPANY FACILITIES,
ALLEY EDGE. MUST ALSO MEET ENCROACHMENT REGULATION 5. ANY CASING OR SLEEVE INSTALLED UNDER THE ROADWAY SHALL BE THE SAME DIAMETER AS THE BORE AS TO ELIMINATE A VOID AROUND THE CASING, TN THE ENVIRONMENTAL NOTES [OCF Hhee o

3. REVIEW THE CITY TRAFFIC ENGINEER'S REGULATIONS REGARDING THE PLACEMENT OF UNGERGROUND UTILITIES IN THE AREAS BEHIND THE CURB RETURNS AT EVENT JACKING OPERATIONS RESULT IN VOIDS, THE RESULTANT VOIDS SHALL BE GROUTED OR OTHERWISE BACKFILLED, SUBJECT TO CITY APPROVAL, ENGS OF 1. REGULATED ASBESTOS CONTAMINATED SOILS (RACS) MAY BE ENCOUNTERED IN BUILDING DEBRIS THROUGHOUT THE CITY DURING EXCAVATION, ALL RACS MUST o Siom
INTERSECTIONS, AKA "CLEAR ZONE" RESTRICTIONS. (TS&D 7.9) BORED SECTIONS SHALL NOT BE COVERED BEFORE BEING INSPECTED. BE MANAGED, DOCUMENTED, AND DISPOSED IN ACCORDANCE WITH STATE REGULATIONS FERTAINING TO SOLID WASTE SITES AND FACILITIES, SECTION 5 -

4. THE UTILITY SHOULD ARPROACH THE FROPERTY OWNER AT ADJACENT PROPERTY AND DISCUSS THE PLACEMENT OF THE PROPOSED UTILITY PEDESTALS/BOXES. . FOR ALL MANHOLES [H ASPHALT STREETS, ADD A 2° RISER RING QIRECTLY UNDER THE COVER TO FACILITATE FUTURE ROTOMILL/OVERLAY GFERATIONS, ASBESTOS WASTE MANAGEMENT. STATE REGULATIONS REQUIRE ANY DISTURBED DERIS BE CHARACTERIZED TO DETERMINE APPLICABILITY OF THE REGULATION.

5. ORIENT VALVES OUT OF THE PEDESTRIAN PATH. 7. NEW UTILITY PEDESTALS NEAR THE ALLEY ENTRANCES MUST MEET RULES AND REGULATION FOR ENCROACHMENTS AND SHALL BE PLACED AS FAR BACK FROM THE THE CONTRACTOR IS RESPONSIBLE FOR FROVIDING COMPETENT TRAINED PERSOMNEL CAPABLE OF IDENTIFYING RACS TN DEBRIS AND HAVING ACCESS TO AN

&, POLE/PECESTAL MUST BE FOSITIONED 5 FEET MIN AWAY FROM FIRE HYDRANTS. CURB AS PRACTICAL, AND AT LEAST 50 FEET FROM THE ALLEY EDGE. ‘ONSITE CERTIFIED ASSESTOS BUILDING INSPECTOR (CABT) IN CASE OF RACS DISCOVERY.

7. CONTACT DOTI - ROW SERVICES CONSTRUCTION ENGINEERING (RWSCE) SECTION FOR A PRECONSTRUCTION MEETING PRIOR TO START OF PERMITTING, (303) 8. UTILITY COMPANY SHALL APPROACH THE PROPERTY OWNER AT ADJACENT PROPERTY AND DISCUSS THE PLACEMENT OF THE PROPOSED UTILITY 2, CONTRACT OR SHALL TAKE REASONABLE MEASURES TO PREVENT PARTICULATE MATTER FROM BECOMING AIRBORNE AND TO PREVENT THE VISIBLE DISCHARGE OF
463469 OR PWPERMITSEOENVERGOV.ORG FEDESTALS/BOXES. FUGITIVE PARTICULATE EMISSIONS BEYOND THE PROPERTY LINE FROM WHICH THE EMISSIONS ORIGINATE. THE MEASURES TAKEN MUST BE EFFECTIVE AT ALL

&, PERMIT APPLICANT MUST APPLY AT LEAST 5 BUSINESS DAYS BEFORE THE START OF WORK TO OBTAIN A REVOCABLE ST, GCCUPANCY PERMIT, A 5T. CUT PERMIT 9, TO AVDID POTENTIAL m:pmc nnz.nsnns, ORIENT VALVES SO COVERS ARE oursngs OF SIDEWALK. TIMES OH THE SITE, INCLUDING PERIODS GF INACTIVITY SUCH AS EVENINGS, WEEKENDS, AND HOLIGAYS AS WELL A5 ANY OTHER PERIOD OF INACTIVITY. — i s p—
‘GR A& ROW CONSTRUCTION PERMIT, THE SUBMITTAL MUST INCLUDE A COMPLETED: APPLICATION FORM & A DETAILED SITE-SPECIFIC TRAFFIC CONTROL FLAN 1O 10.PROPOSED UTILITY POLES/PEDESTALS MUST BE PLACED AT LEAST 5 FEET AWAY FROM FIRE HYDRANTS. i Lin in Lin
BEGIN A REVIEW OF THE WORK SCOPE, SCHEDULE AND LOCATION. SUBNIT TO PWPERMITSEDENVERGOV.ORG 11.ALL UTILITIES SHALL BE INSTALLED WITH & MINIMUM 38 INCH BURY DEPTH (MEASURED FROM FINISH GRADE TO TOP OF UTILITY). 1T 1S PREFERRED UTILITIES 3. DURING ANY SOIL DISTURBING ACTIVITIES, IF UNKNOWN/UNIDENTIFIED UNDERGROUND STORAGE TANKS, DRUMS, ODOROUS SOIL, STAINED SOLL, Pane] i Fance Roll \

Any work in these areas must have written approval of OCF prior to commencement of activity. Contact OGF for instrustion.

13 APPLICANT SHALL ATTEND THE BI-WEEKLY DOWNTOWN COORDINATE MEETINGS, HELD AT THE DENVER WASTEWATER BUILDING ON EVERY OTHER WEDNESDAY 4. IN THE EVENT THE APPLICANT'S FACILITIES ARE DAMAGED OR DESTROYED DUE TO DENVER WATER'S REPAIR, REPLACEMENT AND/OR OPERATION OF ITS 5. THE CONTRACTOR SHALL DIRECT NON-RECYCLABLE, NON-HAZARDOUS WASTES FROM CITY-OWNED OR CONTROLLED PROPERTY OR FACILITIES TO THE DENVER 1. When chain link panels are instalied, anchor to ground or weight with sandbags 1o hold panels in place.
AT 1:30PM, CONTACT JOE SAENIW (JOE. SAEJIW@DENVERGOV.ORG) FOR INFO. FACILITIES, REPAIRS SHALL BE MADE BY THE APPLICANT AT ITS SOLE EXPENSE. ARAPAHOE DISPOSAL SITE {DADS) LANDFILL FOR DISPOSAL, FOLLOWING THE REQUIREMENT AND PROCEDURAL GUIDANCE PER CITY EXECUTIVE ORDER 115, 2. When chain link rolis are installed, it shall be fastened to heavy duty steel posts with safety caps at mm\mum five (5) attachment
14.WORK MUST BE APPROVED FOR SCHEDULING DURING THE HOLIDAY CONSTRUCTION MORATORIUM. THE MORATORIUM IS IN EFFECT FROM THANKSGIVING TO 5. ADDING FISER OFTICS TO AN EXISTING DUCT NOT PREVIOUSLY PERMITTED REQUIRES THE DUCT TO BE SEPARATELY APPROVED BY THE CITY AND COUNTY OF LABORATORY ANALYTICAL RESULTS WILL BE REQUIRED PRIOR TO DADS ACCEPTANCE FOR SOIL AND POSSIBLY OTHER MATERIALS. EARLY TESTING IS paints with 12-gauge wire, including points at top and bottom. Weave wire through top of rol to eliminate:
JAN 1. EMERGENCY REPAIRS ARE EXCEPTED, DENVER PUBLIC WORKS DEPARTMENT V1A UTILITY PLAN REVIEW PRIOR TO INSTALLATION, AMD AS SUCH WILL BE SUBJECT TO THE AFOREMENTIONED RECOMMENDED; DDPHE CAN ASSIST. CONTACT GOPHE AT (720) 855-5448 WITH QUESTIONS. 3 m: shall be driven 2'to 3" below grade and spaced at max. five (o lan fool (5'- 10) a.c. intervals. Fa’““"g ‘must be kept taut at al
15.DURING COLORADO ROCKIES HOME GAMES, NO CLOSURES OF ANY TRAVEL LANE, PARKING LANE OR SIDEWALK WILL BE ALLOWED 2 HOURS BEFORE, DURTNG PROVISIONS. . NOISE CONTROL. ALL NOISE CAUSED BY CONSTRUCTION OF, OR RESULTING FROM COMPLETED PROJECTS, MUST COMBLY WITH DENVER'S NOISE 4. "Tree Protection Zone" signs shall be placed one (1) per each iree protsclion zane minimum or more per direclion of the OCF:
AND AFTER THE EVENT. 6. FARALLEL DUCTS DR CABLE WILL NOT BE PERMITTED WITHIN FIVE (5) FEET OF A DENVER WATER FACILITY (MAINS OR COMDUITS), AND A MINIMUM OF TEN (10) (ORDINANCE, DENVER REVISED MUNICIPAL CODE CHAPTER 36 “NOISE CONTROL". EXEMPTED HOURS FOR COMSTRUCTION IN THE CITY AND COUNTY OF DENVER maintain in the location and condition in which approved.
16.ALL FLOW-FILL OR NORMAL CLSM (CONTROLLED LOW-STRENGTH MATERIAL) SHALL BE AIR-ENTRAINED TO BETWEEN 6% - 25% WHEN USED IN THE UPPER 3 FEET OF CLEARANCE 1S REQUIRED BETWEEN POTABLE AND NON-POTABLE MAINS (E.G., STORM, SANITARY, REUSE). ARE FROM 7 AM TO 8 PM MONDAY THROUGH FRIDAY AND B AM TO 5 PM ON SATURDAYS AND SUNDAYS. IF THERE IS A NEED TO WORK OUTSIDE OF THE EXEMPTED 5. TPZ, including signage, shall be maintained in the location and condition in which approved,
FEET OF TREWCHES. AL FLASH-FILL MATERIAL (USING OMLY FLY ASH WITHOUT AGGREGATE) USED FOR RAPID SET TIME SHALL BE AIR-ENTRAINED TO BETWEEN 7. WHEN CROSSING A DENVER WATER MAIN OR CONDUIT, A MINIMUM VERTICAL CLEARANCE OF EIGHTEEN (18) NCHES 1S REQUIRED. HOURS: 1] THE CONTRACTOR SHALL REQUEST A VARIANCE, AND 2] THE VARIANCE PROCESS NEEDS TO BE STARTED A MINIMUM OF THREE MONTHS PRICR TO THE 6. Trunk protaction may be raquired and shail be installed at the diraction of the OCF.

Notes

1. OCF Tree Retention and Protection Specifications shall be followed throughout duration of work.
2 After TPZ Is approved:

Dripline

' R &'!"ﬁy

2

A TPZ shall not be resized, modified. removed, or altered in any manner without prior written approvel. TPZ shall be maintained in
place as approved until removal is authorized by OCF.

B. Enlrance/acosss to the TPZ is not permitted withaut prior writlen approval from the OGF,

C. No materials, debris, equipment, or site amenities shall be stored within the TPZ without prior written approval from the OCF

NO CHANGES ARE TO BE MADE TO THIS DRAWING WITHOUT WRITTEN PERMISSION OF HKS UTILITY SERVICES.
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FOTENTIAL POLLUTANTS THAT MAY HAVE BEEN DISCHARGED TO OR, ACCUMULATE IN THE FLOW LINES OF STORM DRAINAGE APPURTENANCES, AND PUBLIC
RIGHTS OF WAYS OF THE CITY AND COUNTY OF DENVER, AS A RESULT OF CONSTRUCTION ACTIVITIES ASSOCIATED WITH THIS PROJECT. ALL REMOVALS SHALL
BE CONDUCTED IN A TIMELY MANNER,

THE USE OF REBAR TO ANCHOR BEST MANAGEMENT PRACTICES, OTHER THAN PORTABLE TOILETS, 15 PROHIBITED.
THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL IMPLEMENT THE FOLLOWING BEST MANAGEMENT PRACTICES (BMPS)
ON SITE DURING CONSTRUCTION:
) VEHICLE TRACKING CONTROL: THIS BMP 1S REQUIRED AT ALL ACCESS POINTS FOR INGRESS/EGRESS FROM OFF-SITE IMPERVIOUS SURFACES TO
CONSTRUCTION SITE PERVIQUS AREAS THAT ARE USED BY VEHICULAR TRAFFIC OR CONSTRUCTION EQUIPMENT.
B} INLET PROTECTION: THIS BMP 1S REQUIRED ON ALL EXISTING OR PROPOSED STORM SEWER INLETS IN THE VICINITY OF THE COMNSTRUCTION SITE
THAT MAY RECEIVE SITE RUNOFF. THE BMP MUST BE APPROPRIATE TO THE TYPE OF STORM INLET AND APPROPRIATE FOR THE GROUND SURFACE AT

oS

C) INTERIM SITE STABILIZATION: THIS BMP IS REQUIRED TO PROVIDE A MEASURE FOR PREVENTING THE DISCHARGE OF SEDIMENT FROM CONSTRUCTION
SITES WHERE OWERLOT GRADING OR OTHER SITE DISTURBANCE HAS OCCURRED. THIS BMP IS PARTICULARLY NECESSARY ON SITES WHERE

LUBRICANTS, DR OTHER POLLUTANTS; AND PROTECTING POTENTIAL POLLUTANTS FROM CONTACT WITH PRECIPITATION OR RUNOFF.

F) CHUTE WASHOUT CONTAINMENT: WATER USED IN THE CLEANING OF CEMENT TRUCK DELIVERY CHUTES SHALL BE DISCHARGED INTO A PREDEFINED,
BERMED CONTAINMENT AREA ON THE JOB SITE. THE REQUIRED CONTAINMENT AREA IS TO BE BERMED 50 THAT WASH WATER IS TOTALLY CONTAINED.
WASH WATER DISCHARGED INTO THE CONTAINMENT AREA SHALL BE ALLOWED TG INFILTRATE OR EVAPORATE. DRIED CEMENT WASTE IS REMOVED
FROM THE CONTAINMENT AREA AND PROPERLY DISPOSED OF.

|. THE DIRECT OR INDIRECT DISCHARGE OF WATER CONTAINING WASTE CEMENT TO THE STORM SEWER SYSTEM IS PROHIBITED (SEC.56-1024, C;
REWISED MUNICIPAL CODE, CITY AND COUNTY OF DENVER).

G) SWEEPING: THIS BMP REQUIRES THAT IMPERVIOUS SURFACES WHICH ARE ADIJACENT TO OR CONTAINED WITHIN CONSTRUCTION SITES BE SWEP! on
A DAILY BASIS OR AS NEEDED DURING THE DAY WHEN SEDIMENT AND OTHER MATERIALS ARE TRACKED OR DISCHARGED ON TO THEM.

SWEEPING BY HAND OR USE OF STREET SWEEPERS 1S ACCEPTABLE. STREET SWEEPERS LISING WATER WHILE SWEEPING 1S PREFERRED m ORDERTD
MINIMIZE DUST, FLUSHING OFF PAVED SURFACES WITH WATER 1S PROHIBITED.

H) PERIMETER CONTROL: THIS BMP REQUIRES THAT A CONSTRUCTION SITE INSTALL & PERIMETER CONTROL MEASURE ALONG THE EDGE OF THE
CONSTRUCTION SITE, TO PREVENT, OR
FILTER THE DISCHARGE OF SURFACE RUNGFF FROM THE CONSTRUCTION SITE, THE TYPE OF PERIMETER CONTROL USED SHALL BE DETERMINED BASED
ON-SITE CONDITIONS AND LOCATION, MAINTENANCE AND REPAIR OF THE CONTROL MEASURE SHALL OCCUR AS NEEDED, IN A& TIMELY MANNER.

1} STOCK PILES: SOILS THAT WILL BE STOCKPILED FOR MORE THAN THIRTY (30) DAYS SHALL BE PROTECTED FROM WIND AND WATER EROSION WITHIN
FOURTEEN (14) DAYS OF STGCKPILE CONSTRUCTION. STABILIZATION OF STOCKPILES LOCATED WITHIN 100 FEET OF RECEIVING WATERS, OR WITH
SLOPES 3 TO 1 OR GREATER SHALL BE COMPLETED WITHIN SEVEN (7) DAYS FOLLOWING STOCKPILE CONSTRUCTION, STABILIZATION AND FROTECTION
OF THE STOCKPILE MAY BE ACCOMPLISHED BY ANY OF THE FOLLOWING: MULCHING, TEMPORARY/PERMANENT REVEGETATION OPERATIONS, CHEMICAL
SGIL STABILIZER APPLICATION {REQUIRES DENVER DOTI APPROWAL), OR EROSION CONTROL MATTING/GEOTEXTILES. IF STOCKPILES ARE LOCATED
WITHIN 100 FEET OF RECEIVING WATERS, A DRAINAGEWAY OR THE SITE PERIMETER, ADDITIONAL SEDIMENT CONTROLS SHALL BE REQUIRED.

3) SAW CUTTING OPERATIONS: THE CONTRACTOR SHALL PROTECT ALL STORM SEWER FACILITIES ADJACENT TO ANY LOCATION WHERE PAVEMENT
CUTTING OPERATIONS INVOLVING WHEEL CUTTING, SAW CUTTING, OR ABRASIVE WATER JET CUTTING ARE TO TAKE PLACE. THE CONTRACTOR SHALL
REMOVE AND PROPEALY DISPOSE OF ALL WASTE PRODUCTS GENERATED B SAID CUTTING OPERATIONS ON A DAILY BASIS OR AS NEEDED
THROUGHOUT THE WORK DAY. THE DISCHARGE OF ANY WATER CONTAMINATED BY WASTE PRODUCTS FROM CUTTING OPERATIONS TO THE STORM
SEWER SYSTEM IS PROHIBITED. (SEC 56-1024, C; REVISED MUNICIPAL CODE, CITY AND COUNTY OF DENVER)

K} STRUCTURAL CONTROLS: DEVELOPMENT SITES THAT ARE REQUIRED TG PROVIDE DETENTION AND WATER QUALITY ENHANCEMENT FACILITIES FOR
STORM RUNQFF NEED TO INSTALL THE DETENTLON FACILITIES EARLY IN THE CONSTRUCTION BUILD-OUT OF THE SITE. PROJECTS THAT ARE USING
UNGERGROUND DETEMTION ARE REQUIRED TO INSTALL A PRETREATMENT STRUCTURE{S) OR SEDIMENTATION BASIN(S) AS A MEANS OF TREATING
POTENTIALLY POLLUTED STORM WATER PRIOR TO ENTERING THE DETENTION STRUCTURE. USE OF THESE STRUCTURES IS REUIRED FOR ENTRAPING

OF THIS PROJECT, ALL NECESSARY MAINTENANCE AND REFATR SHALL BE COMPLETED IMMEDIATELY UPGN DISCOVERY OF ANY DEFICIEKCY OR DEFECT,

SEEDING, SODDING, AND PLANTING SHALL BE AS SPECIFIED OR OTHERWISE APPROVED BY THE CITY. CONSTRUCTION, MAINTENANCE, AND WATERING
REQUIREMENTS SHALL CONFORM TO THE CITY STANDARD SPECIFICATIONS. WHERE LANDSCAPE RESTORATION MUST BE DELAYED DUE TO SEASOMAL

A} TREE PROTECTION ZONE (TPZ) 15 THE AREA EQUAL TO 1,5 FEET PER 1-IHCH DIAMETER TREE MEASURED AT 4,5 FEET ABOVE GRADE OR THE DRIPLINE OF THE
TREE, WHICHEVER 1S GREATER.
i TPZ FENCING SHALL BE ESTABLISHED PRIOR TO WORK COMMENCING, SEE TREE PROTECTION DETAIL AVAILABLE ON WEBSITE
fi. ALL WORK WITHIN TPZ MUST BE AUTHORIZED [N WRITING BY OCF, INCLUDING BUT NOT LIMITED T0:
2. ENTRANCE AND/OR ACCESS
b. MOVING, RESIZING, REMOVING, OR ALTERING IN ANY MANNER
. STORAGE OF SDILS/MATERIALS/DEBRIS/EQUIPMENT
d. CHANGES IN GRADE
ALL FIT LOCATIONS MUST BE STAKED AND APPROVED PRIOR TO AN EXCAVATION,

. MINIMIZE THE WORK PIT TQ MO WIDER THAN THE TREKCH.
. STORE SOIL OPPOSITE THE TREE SIDE OF THE TRENCH
f. BACKFILL QUICKLY AND CLEANLY, AND WATER RODTS DEEPLY.
9. EXPOSED ROOTS MUST BE KEPT MOIST AT ALL TIMES. COVER EXPOSED RODTS WITH BURLAP DR OTHER MATERIAL THAT WILL HOLD
MOISTURE AGAINST EXPOSED ROOTS,
. TUNNELING/DIRECTIONAL BORING MUST BE AT LEAST 36 INCHES BELOW GRADE, 48 INCHES PREFERRED.
3. FINAL DEPTH OF INSTALLED UTILITY MUST BE AT A MINIMUM OF 36 INCHES BELOW FINAL GRADE. DUE TO THE INABILITY TO CONSISTENTLY
MATNTATN ACCURATE BORING DEPTHS, IT [S STRONGLY RECOMMENDED TO TARGET A DEPTH OF 48 INCHES TO ENSURE NO VIGLATION OF THE
36-INCH MINIMUM DEPTH OCCURS. THE CITY MAY ORDER THE LOWERING OF INSTALLED UTILITIES WHEN THEY ARE QISCOVERED NOT T0 BE
DEEPER THAN THE 36-INCH MINIMUM.
B) THE CRITICAL ROOT ZONE (CR2) 1S THE AREA WITHIN THE TPZ AND EQUAL TO 1 LINEAR FOOT RADIUS PER 1-INCH DIAMETER OF TREE TRUNK MEASURED AT
4.5 FEET ABOVE THE GROUND.
L NO ROOT DISTURBANCE SHALL OCCLR WITHIN THIS AREA,
3. IF HOT POSSIBLE, CONTRACTOR MUST MEET WITH OCF PERSONNEL OM SITE.
1. WHEN WORK DCCURS WITHIN CRZ, EXCAVATION MUST BE PERFORMED WITH HAND-TOOLS, PNEUMATIC EXCAVATION OR OTHER OCF
APPROVED METHOD.
€} THE STRUCTURAL ROOT ZONE (SRZ) 1S THE AREA WITHIN THE TPZ AND EQUAL TO 0.9 TIMES PER INCH DIAMETER OF THE TREE MEASURED AT 4.5 FEET
ABOVE THE GROUND (0.9%X)
1. NO ACTIVITY SHALL OCCUR WITHIN THIS ZONE WITH THE EXCEPTION OF DIRECTIONAL BORING AT A MINIMUM DEPTH OF 36 INCHES BELOW GRADE,
48 INCHES PREFERRED
2. FINAL DEPTH OF INSTALLED UTILITY MUST BE AT A MINIMUM OF 36 INCHES BELOW FINAL GRADE. DUE TO THE INABLLITY TO CONSISTENTLY
MAINTAIN ACCURATE BORING DEPTHS, IT IS STRONGLY RECOMMENDED TO TARGET A DEPTH OF 48 INCHES TO ENSURE NO VIGLATION OF THE
35-INCH MINIMUM DEPTH OCCURS. THE CITY MAY ORDER THE LOWERING OF INSTALLED UTILITIES WHEN THEY ARE DISCOVERED HOT TO BE
DEEPER THAN THE 36-INCH MINIMUM.
7. SHOULD ANY TREE DAMAGE OCCUR, CONTRACTOR SHALL CONTACT THE OCF IMMEDIATELY
A] OCF SHALL ISSUE AN GROER DIRECTING THE RESPONSIBLE PARTY TO PRUNE, REMOVE, OR OTHERWISE TAKE SUCH ACTION AS IS NECESSARY TO REPAIR

B) INSTALL SIx FOOT (6') CHAIN LINK FENCING PRIOR TO COMMENCEMENT OF PROJECT CONSTRUCTION ACTIVITIES
C} OCF STAFF SHALL INSPECT AND APPROVE BOUNDARIES OF TREE PROTECTION ZONE(S) PRIOR TO COMMENCEMENT OF DEMOLITION OR CONSTRUCTION A

MOVING, RESIZING, REMOVING, OR ALTERING IN ANY MANNER
STORAGE OF MATERIALS/DEBRIS/EQUIPMENT
. CONSTRUCTICN ACTIVITIES INCLUDING BUT KOT LIMITED TO; ROTOTILLING, TRENCHING, GRADING, INSTALLATION OF UNDERGROUND UTILITIES
AND/OR SITE IMPROVEMENTS, LANDSCAPING, IRRIGATION WORK
2. IRRIGATION LINE WORK SHALL BE COMPLETED BY DIRECTICNAL BORE
E) "TAEE PROTECTION ZONE" SIGNS SHALL REMATN IN PLACE AS POSTED BY OCF AND SHALL BE MAINTAINED IN THE CONDITION TN WHICH
THEY WERE INSTALLED
F) TREE PRUNING FOR CLEARANCE ISSUES MUST HAVE PRIOR AUTHORIZATION BY OCF STAFF
) NO ROOT 2 INCHES OR LARGER SHALL BE CUT; CONSULT WITH OCF STAFF

A) PROTECTED TREES SHALL BE DEEP-RODT WATERED AT A MINIMUM INTERVAL OF ONCE PER WEEK WHEN TEMPERATURES ARE AT OR ABOVE 40-DEGREES F
8) TREES SHALL BE WATERED AT THE RATE OF 20 GALLONS PER INCH CALIPER
€} INSECT AND DISEASE TREATMENTS SHALL BE APPLIED WHEN NECESSARY OR AS ORDERED BY OCF

i. DCF MAY ASK FOR DOCUMENTED PROOF OF WATERING AND/OR TREATMENT,

D t D t D t 3. While TPZ fencing is in place, trees shall be deep- &t an interval of two weeks whan at or abowe 40
. ate: . ate: . atle: jegrees F. Trees shall be watered at the rate of twenty-five (25) gallons per inch DBH. OCF may ask for proof of watering,
City and County of Denver ™, City and County of Denver », City and County of Denver 4. Violation of TPZ or damage o protecied rees Is sublect o penally per Giy Ordinance.
” DENVER 05/18/20 % DENV 05/18/20 % DENVER 05/18/20
TRANSPORTATION & SHEET NO " TRANSPORTATION & SHEET NO TRANSPORTATION & SH EET NO iy City and County of Denver Tree Protection Zone - Public Space | Detail: OCF-TPZ 1
INFRASTRUCTURE REQUIRED PLAN NOTES 1 INFRASTRUCTURE REQUIRED PLAN NOTES 5 INFRASTRUCTURE REQUIRED PLAN NOTES 3 s DENVER | offoo fthe ity Forestr. Foncing Detai T
EROSION CONTROL NOTES OFFICE OF THE FORESTER UTILITY PLAN NOTES 'OFFICE OF THE FORESTER TREE PROTECTION NOTES -
THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL ENSURE THAT ALL POTENTIAL POLLUTANTS GENERATED DURING 1. UTILITY PROJECTS THAT DO NOT GO THROUGH THE OFFICE OF THE CITY FORESTER (OCF) REVIEW PROCESS OR DO NOT RECEIVE OCF APPROVAL; OCF RESERVES 1. EXISTING TREES TO BE PRESERVED IN PUBLIC RIGHT OF WAY (ROW) OR PUBLIC PLACE SHALL BE PROTECTED PER OCF STANDARDS AND PRACTICES. TREE I
DEMOLITION OR CONSTRUCTION WORK ASSOCIATED WITH THIS PROJECT, BE PREVENTED FROM DISCHARGE TO STORMWATER COMVEYANCE SYSTEMS IN THE THE RIGHT TO PLANT IN THE PRW AND CANNOT BE HELD LIABLE FOR ANY DAMAGE THAT OCCURS TO UTILITY WITHIN PRW WHERE UTILITY IS MOT PLACED AT A PROTECTION SHALL BE;
VIC:"?OS(;E;[ZH;RSJE:ETOSP[E'E ‘é‘ﬂz%&:gggtfh‘ggzQil?:ﬁxé:EED AGENTS SHALL PREVENT SEDIMENT, DEBRIS AND ALL OTHER POLLUTANTS FROM MINIMUN DEPTH OF 36 INCHES, A1 INSTALLED PRIOR T0 COMHENCEMENT OF DEMOLITION ANG/OR CONSTRUCTION ACTIVITIES
ENTERING HE STOMN SEWER S1STEM GUING A DSOUITEN, BXCAUATION TRENCHIG, BORING, GRADING GR TR CONSTRLCTION CPERATIENS TsT eI, THE UTILITY VAR ShaeL (RERIOUE LT AT NN BN, o e St THESE ARERSBE VIBLATER B ) REMAIN M LACE AN A5 PAOVED UNTILCERTIICATE OF P OR SUBSTRNTIAL COMPLETION NG FIAL ACCEPTANE S SSUED
ARE PART OF THIS PROJECT. THE OWNER, SITE DEVELOPER, EUNTRMTTHR ANDJUR THEIR N.ITHURIZED AGENTS SHALL BE HELD RESPONSIBLE FOR LITY, (REY 4 L L ! U
REMEDIATION OF AMY ADVERSE IMPACTS TO THE MUNICIPAL SEPARATE STORM SEWER SYSTEM, RECEIVING WATERS, WATERWAYS, WETLANDS, AND OR OTHER 3, THE CONTRACTOR SHALL NOT CUT, PRUNE, PLANT, REMOVE, INJECT OR SPRAY TREES OR OTHER LANDSCAPING ELEMENTS WITHIN ROW, UNLESS SUCH WORK IS 2, TREE PROTECTION REQUIREMENTS;
PUBLIC GR PRIVATE PROPERTIES, RESULTING FROM WORK DONE AS PART OF THIS PROJECT. OTHERWISE SPECIFIED OM THE APPROVED PLANS OR RECEIVES PRIOR WRITTEN AUTHORIZATION FROM THE OCF. A) TREE PROTECTION ZONE (TPZ) SHALL BE INSTALLED AT THE DRIPLINE, FURTHEST EXTENT OF TREE CANOPY, OR IS EQUAL TC EIGHTEEN INCHES RADIALLY 1, doad ‘ Il from canopy per
2. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL REMOVE ALL SEDIMENT, MUD, CONSTRUCTION DEBRIS, OR OTHER 4. ANY DISTURBED LANDSCAPING WILL BE REPLACED TO EQUAL OR BETTER CONDITION THAN THAT WHICH EXISTED PRIOR TO WORK. FROM THE TREE FOR EVERY ONE INCH OF TRUMK DIAMETER AT BREAST HEIGHT (DBH = 4.5 ABOVE SOIL LINE), WHICHEVER 1S GREATER ingustry best management practices.

3. THE OWNER, SITE DEVELGPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL INSURE THAT ALL LOADS OF CUT AND FILL MATERIAL IMPORTED TQ REQUIREMENTS, A SEPARATE PERMIT MAY AUTHORIZE SUCH WORK ACTIVITIES Ieded 1/2" dramoter whils PYC pie soction on onéire length of soch wire.
O EXPORTED FROM THIS SITE SHALL BE PROPERLY COVEAED TO PREVENT LOSS OF THE MATERIAL DURING TRANSPORT ON PUBLIC RIGHTS OF WAY. 6. THE CITY REQUIRES COMPLIANCE WITH THE FOLLOWING 'WHEN WORK 15 NECESSARY AND/OR, REQUIRED ADJACENT TO TREES IM THE PRW OR OTHER PUBLIC D) ONCE TPZ IS IN PLACE, THE FOLLOWING ARE NOT PERMITTED WITHIN TPZ WITHOUT PRIOR WRITTEN APPROVAL FROM OCF: e
{SEC.49-552; REVISED MUNICIPAL CODE). SPACES: i. ENTRANCE AND/OR ACCESS W iecied 14-Gauge galvanized wire, double strand. Laave 1710 2° siack in wire o

eI Exrer 2 STUREANCS, WILL BE LIMITED TO SHALL AREAS OF THE PROJECT SITE. ACCERTASLE BHPS INCLUGE (v, EXCAVATION; INCLUDING BUT NOT LIMITED TO TREMCHING, POTHOLING, BORE PITS, AND HANDHOLE INSTALLATION: SHALL NOT OCCUR WITHIN 3. EXISTING ROW OR: PUBLIC PLACE TREES APPROVED FOR REMOVAL BY OCF MUST BE PROTECTED IM PLACE UNTIL REMOVED B AN OCF-LICENSED TREE iy
i, SEEDING AND PLANTING THE TPZ WITHOUT PRIOR WRITTEN AUTHORIZATION FROM OCF AND WERIFYING LOCATION OF EXISTING RODTS THAT MAY BE IMPACTED BY CONTRACTOR; “ F*desp and 4° 1o 6* awsy & clsmersr
i, MULCHING EXCAVATION: ) AN OCF TREE REMOVAL PERMIT IS REQUIRED Srimuts e of P . Wi o
v, MULEHING AND SEEDING 3. APPROVED ROOT DISCOVERY METHODS INCLUDE: HAND WORK, PNEUMATIC EXCAVATION, GROUNG PENETRATING RADAR, OR OTHER OCF 8) TREE REMOVAL PERMITS ARE NOT INCLUDED WITH BUILDING PERMITS AND/OR PLAN APPROVAL AND MUST BE GBTAINED SEPARATELY FROM THE OCF o Tk (o
R D APPROAL APPROVED METHOD €} FAILURE TO PROTECT TREES UNTIL REMOVAL OR REMOVING WITHOUT A OCF-ISSUED PERMIT WILL RESULT IN NOTICE OF VIOLATION AND/OR MAY INCLUDE nish Grada
. h HE RI TO AV MUCH P i \T] N amencsd B COMTeN
T o A e B AT e ot o € HOCTS 2 NEHES T4 DIAWETER AMD AR SHALL RO S CUT, PRUMED, SEERED, O DAWACED, 1 CORPLICT ARISES, CONTRACTOR MUST . CLEAR VISBILITY O TPZ MUST BF MATNTANED, ALL CONSTRUCTION SANNERS, SCREENS, BARRIERS, AWD/OR SICES (EXCEPT OCFPOSTED TPZ SIGHR) MUST e per st o
SANITARY WASTES, CONTAMINATED SOILS OR DEGRIS SHALL B2 CONTAINED QN SITE, PROTECTED FROM CONTACT WITH PRECIPITATION OR SURFACE < g - - : ] d . - ANDI ! d Siope sides af planting hole, scaniy and roughen sdss pror o nstaling boo.
RUHDE, PERIODICALLY REMOVED EROM THE CONGTAUCTION SITE.AND PAOPEALY DISHOSED OF ‘CONTACT GCF PRIOR TO CONTINUANCE OF WORK. B SEMI-TRANSPARENT AND NOT IMPEDE INSPECTION OF TFZ BY OCF STAFF o e it oo 1ot
; . | ROOTS OF ANY SIZE SHALL BE PRUNED PRIOR TO EXA MINIMIZE DAMAGE FROM RIPPING OR TEARIN FOR PR WITH A DURATION OF 5 DAYS OR LONGER; in plnting hol, ramova i tuine and botom
E) SPILL PREVENTION /CONTAINMENT: THIS BMP CEFINES THE MEASURES PROPOSED FOR PREVENTING, CONTROLLING, OR CONTAINING SPILLS OF FUEL, 00TS Of SIZE SHALL BE PRUNED PRIOR TO EXACTION TO MINIMIZE DAMAGE FROM RIPPING OR TEARING 5. FOR PROJECTS WI DURATION OF 5 DAYS OR LONGER; wine basknt. Camsfuly place mat bl into pianting hole, 56t in final iocatian,

Trees an park land, public proy

SEDIMENT AND CONSTRUCTION DEBRIS DURING THE ACTIVE CONSTRUCTION PHASE OF THE PROJECT, A NARRATIVE SECTION OF A MANAGEMENT PLAN SAID DAMAGE - Min. 10 (Ten) feet from electric/gas/water lines, water meters/pits, and fire hydrants
SHOULD ADDRESS OPERATION AND MAINTENANCE OF THE STRUCTURAL CONTROLS BEING USED AS AN ACTIVE CONSTRUCTION 8MP. - Min. 15 (Fiftean) feet from small cell towers
5. ERDSION AHD. SEDIMENT CONTROL BEST THANACEMEAT PRACTICES. SHALL B MATNTATIED AN KEFT 14 EFSECTTVE OPERATING CONDITION FOR THE DURATION :)EI:T.;AE':‘IZZEY]S BEYOND REPAIR, THE AESPONSIBLE PARTY SHALL COMPENSATE THE CITY FOR THE LOST MONETARY VALUE OF THE TREE AND MAY INCLUGE e 10( "B")éewm BT ot ol

M inwaciud 127 nyfon trae strap with grommets on guy wins placed horizontaly over
latars! branch e infertwin to pravent sippege. Do nat twist siraps tight around k.

o for ik ivernesi.
M necied, €' stosi post ar wood stsks with safoty caps per spaciiostion. Sat ona
pasts to 2" depth

opposit.
subgrade. Other staking metnods &5 SpPDVed.

Deciducus Troo Fal Planting: Wia Inunk fo first branch with spacified oo wiap materal,
‘Soctre wrap at fop wih eiacincal tapo; do nof atioch fapo ta bark. Da ot wrap rought
wrap i spring after last frost

fopaf. oot fiarm fo
bpn”ininnhrmnfs g ofa mmumrmmm'w'mm
grada, Tr

than remave remaining wire. Gut and gantly ramove min. 213 of buriap from top

7 oot
bl to parpendicular angis from trunk. Remove datiis from planting ho.
Any brokan, crumbling, or ofherwiss damaged rootbatt shal not ba planted

2X Root Ball Diameter

3% % Root Ball Diameter or outsida transition zone

or within the Public Right of Way [PRW) are ct fo the fol restrictions:

Prior 1o digging. the Utilty Nolification Center of Colorado shall be contacted at 811 o locate underground utiities.

A planting parmit from the Office of the City Farester (OCF) is required at all times, regardless of approved plans. Penalties shall

be issued for trees planted withaut an OCF issusd permit.

- Trea planting shall not cccur when daytime temperatures raach or excesd 60-degraes Fahranhit, unlass approvad by OCF.
In general, al tree planting should be performed avoiding the holtest part of the day.

Only tree species approved by the OCF shall be planted. For a list of prohibited or suspended trees, visit the OCF website.

Trees shall nol be plarted in trea lawns less than five fael wide unless authorized by the OCF.

Trees shall be centered in tree lawns and/or planting areas. Whare sidewalks are not present, trees shall be located as

designated by the OCF.

Unless authorized by the OCF, trees shall ba located:

- Outside street intersection sight distance triangle, measured 30 (thirty) feel alang the PRW in each direction from the comer.

- Min. 10 (Ten) feet from alleys and driveways

- Min. 20 (Twanty) feet from stop signs and curb ramps

- Min. 25 (Twenty-five) fest from street lights

ines
If averhead uliity wires exist, anly Urees with an expected mature size that meet current clearance regulations may be planted.

B. THE CITY & COUNTY OF DENVER TREE RETENTION ANC PROTECTION SPECIFICATIONS MUST BE FOLLOWED. FOR A COPY OF THE TREE PROTECTION .
SPECIFICATIONS PLEASE CONTACT THE OFFICE OF THE CITY FORESTER AT (720) 913-0651 OR EMAIL AT FORESTRY@DENVERGOV.ORG : L:s;l:’m’snsgﬂ:e bslzam:: ;ff; F&B:fm; :;»I:: r:;ﬂ:g :: ;ﬂ:ﬂ zzdveur!a;mdmls or as approved by the OCF.
+  Omitweed barrier fabric from tree planting areas, including landscaped areas.
+ Al electric fixtures and utilities, including but not limited to outlets and lights, shall be located at culside perimeter of tree planting
Cit dc t i D Date: cit 4 c t ‘D Date: cit 4 c t ‘D Date: areas within hardscape. In tree lawns, fixtures shall be placed minimum 3 (three) feet radially from base of frunk.
. ity an ounty of Denver », ity an ounty of Denver ”, ity an ounty of Denver ) .
% DENV 05/18/20 % DENVER 12/17/19 % DENVER 12/17/19 Whan planiing , contact g for il inspecton
W s REQUIRED PLAN NOTES SHEET NO. o OCF REQUIRED_NOTES SHEET NO. o OCF REQUIRED NOTES SHEED NO. B DENVER|  spmcemons T e Pl || Do oorru s
— e o orester
4 ALL UTILITY PLANS 1 ALL NON—UTILITY PLANS 1 BF TiEaia HGHENY | 161 Cotten Ave. Derren, GO 63212 Etfective: 4012022

Know what's below.
Call before you dig.
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NO CHANGES ARE TO BE MADE TO THIS DRAWING WITHOUT WRITTEN PERMISSION OF HKS UTILITY SERVICES.
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Master ID:  2025-PROJMSTR-0000006 Review End Date:  12/23/2025

Review ID:  2025-UTIL-000027.

Location: 3060 Leyden St.

| Any denials listed below must be rectified in writing to this office before project approval is granted. ]
[Reviewing Ageney: _ ity Forester Review Review Status.__ Approved |
Reviewers Name: Nick Evers

Email:

Status Date:

Nick. Eversi@denvergov.org

Status: Approved
Comments: Approved. No expected PRW tree conflict
Reviewing Agency:  Parks and Recreation Review Review Status: Approved - No Response

Reviewers Name:

Reviewers Email:

Status Date:

Status:
Comments:

Jennifer Cervera
Jennifer.Cervera@denvergov.org

1212472025
Approved - No Response

Reviewing Agency

R ERA Transportation Review Review Satus:  Denied

Reviewers Name:

Reviewers Email:

Status Date:

Status:
Comments:

Vanesa Cuellar Leyva

Vanesa.Cuellarleyva@denvergov.org

12/19/2025
Denied

1. Dimension pole to BOC. Distance must be at least 5.5' to allow for the future expansion of the sidewalk. DIMENSION LABEL ADDED. SEE SHEET 5.

2. Street Cut Pavement Repair Markers will be required. UNDERSTOOD, SEE NOTE 10 ON PAGE 5
3. Please protect all green infrastructure, sanits i
4. Field verify all ROW prior 1o construction. UNDERSTOOD, SEE NOTE 1 ON SHEET 5

5. Prote Points, Section Camers and Benchmarks. ADDED TO NOTES ON SHEET 5, SEE NOTE 11

6. Crossings of sewer lines must be in accordance with the City Wastewater Standards. ADDED TO NOTES ON SHEET 5, SEE NOTE 12.
7. Please ensure the pole is nat blocking any entrance or access points such as gates, garage doors, parking spots

et POLE RELOCATED 3' EAST TO NOT BLOCK ANY GATES OR ACCESS POINTS. SEE SHEET 5.

sewer, storm drainpipes and |

all City of Denver Ran

Reviewing Agency:

. ERA Utility Review Review Status: Approved - No Response |

Reviewers Name:
Reviewers Email:
Status Date:
Status:

2025-UFILAO00273

Vanessa West
Vanessa. Westi@denvergov.org

120242025
Approved - No Response

PP UNDERSTOOD, SEE NOTE 6 ON PAGE 5.
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Xcel - HKS Utility Services - 3060 Leyden St.

121242025 Page 2ol 4
Master ID:  2025-PROJMSTR-0000006 Review End Date: 23/2025

Review ID: 2025-UTIL-1000273

Location: 3060 Leyden St.

| Any denials listed below must be rectified in writing to this office before project approval is granted. |

Comments:

[Reviewing Agency: — PW Construction Engineering Rt Review Stats:  Approved

Reviewers Name: Michael Holm

Rev

ers Email

Michacl HolmG denvergov.org

Status Date: 127222025

Status: Approved

Comments: It is the responsibility of the requestor o contact the Construction Engineering Transportation tcam at least 10

business days before the stari of work io obtain o Revocable Sireet Occupancy Permit, a Street Cut Permit or a
Right-of-Way Construction Permit, Additional time beyond the 10 days may be needed for closures on arterial or

collectors streets.

A detailed Traffic Control Plan shall be provided for review at the time of permit application.

All flow-fill ar normal CLSM (Controlled Low-Strength Material) shall be air-entrained to between 6 pr
percent when used in the upper 3 feet of trenches. All Mlash-fill material (using only fl
for rapid set time shall be air-cntrained to between 15 percent and 21 percent when v
trenches.

ash without aggre
cd in the upper 3 f

Full-panel replacement is required on all concrete roadways, sidewalks, curbs and alleys.

Any surface feature proposed that impacts a pedestrian ADA ramp, o the sidewalk within 10 feet of a ramp, enough
to require conerete panel replacement shall require upgrade of the affected ramp to current Denver and ADA
standards

Final restoration of the street pavement shall occur within 14 calendar days of the initial cut on residential streets and
alleys, or within 48 hours on collector or arterial streets.

Applicant shall coordinate the closure of driveways in the project area with the adjacent properties. Access must be
provided ta all buildings during construction

The use of steel plates to cover excavations in the strect pavement is not allowed from September 1 to April 30. In
conrete pavements, the plate shall be ramped with asphalt for a minimum 24 inch width around the edge of the plate.
In asphalt pavement, plates shall be recessed a minimum 1-1/2 inches deep and at least a minimum 18 inch width
around the excavation. Additional methods of securing the place from movement may be required by Public Works
The contractor shall designate and supply the contact information for a responsible party to be available as a 24 hour
contact during plate use.

[Reviewing Agency: W Traffic Operations Review Review Status:  Approved

Reviewers Name:  vicor Barela

I Victor. Barelai@denvergov.org

Reviewers E
Status Date: 122402025
Status: Approved
2025-UTIL-0008273
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2025-PROIMSTR-0000006
2025-UTIL-0000273
3060 Leyden St

Master 1D: 2025
Review ID:

Location:

Review End Date: 12/

Master 1D:
Review 1D:

Location:

2025-PROIMSTR-0000006 Review End Date: 12/23/2025
2025-UTIL-0000273

3060 Leyden St.

| Any denials listed below must be rectified in writing to this office before project approval is granted.

Any denials listed below must be rectified in writing to this office before project approval is granted.

Comments: PWPRS Project Number: 2025-UTIL-0000273 - Xeel - HKS Utility Services
Reviewing Agency/Company: City and County of Denver

Reviewers Name: Victor L. Barela

Reviewers Phone: 7204906276

Reviewers Email: victor barela@denvergov.org

Approval Status: Approved

3060 Leyden St

Comments:

iewing Agency:  Denver Water Referral Review Status:  Denied

[

Reviewers Name:

Kela Naso

Roviowers Emal: Kela.Naso@denverwater.org

Status Date: 12242025

Status: Denied

Comments: PWPRS Praject Number: 2025-UTIL-0000273 - Xcel - HKS Utility Services - 3060 Leyden St
Age enver Water

Y
Name: Kela Naso
Reviewers Phone; 303-628-6302
Reviewers Email: kela naso@denverwater.org
Approval Status: Denied

Comments:
Denver Water replaced the water main in Leyden St between MLK Blvd & 30th Ave in 2023, Confirm that current

con

ation is based off of recent pothole data and §' of clearance is maintain from newly in:

Reviewing Agency:  Traffic Signal Review

Reviewers Name: Joshua Jones

Reviewers Email Joshua Jones2@ denvergov.org
Status Date 1212472025

Status: Approved - No Response
Comments:

IRcviewingAgency: Parks Planning Design and Construction Review Status:  Approved

Reviewers Name:

Greg Neitzke

Reviewers Email: C citzkef@denvergov.org
Status Date: 122472025
Status: Approved

Comments; PWPRS Project Number; 2025-UTIL-0000273 - Xeel - HKS Utility Services - 3060 Leyden St
Reviewing Agency/Company: Parks Planning Design and Construction

Reviewers Name: Greg Neitzke

Reviewers Phone: 3039162689

ITILA000273

Reviewers Email: greg neitzke(@denvergov.org
Approval Status: Approved

Commenis:

lled RLINE IS CURRENTLY SHOWN BASED ON LOCATES PERFORMED
IN OCTOBER 2025. SEE DIMENSION LABEL ON SHEET 5.

Review Status; Approved - No Response

Know what's below.
Call before you dig.
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NO CHANGES ARE TO BE MADE TO THIS DRAWING WITHOUT WRITTEN PERMISSION OF HKS UTILITY SERVICES.

LEGEND:

BREVIATIONS:

AB
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ASBESTOS CONCRETE
BMP | BEST MANAGEMENT PRACTICE
PROPOSED BORE PIT NATURAL GAS VALVE ( FIRE HYDRANT BOC BA?:K OF CUcli{B =
NATURAL GAS METER : : WATER VAULT CB | CAPACITOR BANK
PROPOSED OPEN TRENCH Cl_| CASTIRON
E ELECTRIC HANDHOLE/PULL-BOX @ WATER METER DIP | DUCTILE IRON PIPE
EOP | EDGE OF PAVEMENT
B PROPOSED BORE LINE ELECTRIC VAULT ® WATER VALVE EX | EXISTING
FH | FIRE HYDRANT
oT PROPOSED OPEN TRENCH @ ELECTRIC PEDESTAL @ WATER VENT FO | FIBER OPTICS
- _ — FLOW LINE
EASEMENT ISC[|  ELECTRIC SWITCH CABINET @ WATER MANHOLE L
Y FM | FORCE MAIN
ROW RIGHT-OF-WAY LOAD BREAK CAPACITOR BANK SANITARY SEWER MANHOLE IP_| INTERMEDIATE PRESSURE
INV | INVERT
- - PARCEL (A  ELECTRIC TRANSFORMER SANITARY SEWER CLEANOUT LBC | LOAD BREAK CAPACITOR
MH | MANHOLE
NATURAL GAS MAIN (E) ELECTRICMETER STORM SEWER INLET (GRATE) NTS | NOT TO SCALE
PE | POLYETHYLENE
NATURAL GAS SERVICE @ ELECTRIC MANHOLE STORM SEWER INLET PR | PROPOSED
PVC | POLYVINYL CHLORIDE
PETROLEUM PIPELINE ® UTILITY POLE STORM SEWER MANHOLE
RCP | REINFORCED CONCRETE PIPE
UE UNDERGROUND ELECTRIC ® RISER POLE STORM SEWER FLARED-END SECTION ROW_| RIGHT-OF-WAY
R SAN | SANITARY SEWER
———————— UNDERGROUND ELECTRIC SERVICE —  eurwre 1| IRRIGATION HANDHOLE/PULL-BOX SC__| SWITCH CABINET
SL | STREET LIGHT
ou OVERHEAD UTILITY Q STREET LIGHT @ IRRIGATION CONTROLLER BOX STL | STEEL
STM | STORM SEWER
UNDERGROUND TELECOM TELECOM HANDHOLE/PULL-BOX END OF GAS MAIN TBC | TOP BACK OF CURB
TYP | TYPICAL
TELECOM SERVICE TELECOM VAULT ——  ENDOF WATERMAN
VCP | VITRIFIED CLAY PIPE
FIBER OPTIC TELECOM PEDESTAL END OF SANITARY MAIN WALK | SIDEWALK
WM | WATER METER
TR TRAFFIC TELECOM JUNCTION BOX EOl  ENDOF INFORMATION BOW_| BACK OF SIDEWALK
W WATER MAIN TELECOM MANHOLE —X—XTREE PROTECTION ZONE
———————— WATER SERVICE TRAFFIC HANDHOLE/PULL-BOX TREE CANOPY DRIPLINE
RW RECLAIMED WATER MAIN 7R
\/R]  TRAFFIC VAULT TRAFFIC CLEAR ZONE
IR IRRIGATION MAIN TRAFFIC SIGNAL POLE
SANITARY SEWER TRAFFIC SIGNAL CONTROL CABINET
SANITARY SEWER SERVICE
STORM SEWER ??:\
MC MISCELLANEOUS CONDUIT Q\ O<2~ \O$
& <G
Uu UNKNOWN UTILITY QQ“ @ &QE\"
x x x x x x x »  ABANDONED UTILITY ng
CURB AND GUTTER
ISSUE DATE: 12/5/2025 | DRAWN BY: CCF HKS #: 2510004
ELECTR|C |NSTA|—LAT|ON DATE REVISION COMMENTS WO #. 114774665
UTILITY Xc ’ E n e r s 3060 LEYDEN ST. 12/26/2025 | REVISED PER CCD COMMENTS. SHEET NUMBER
SERVICES e DENVER, CO.
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NO CHANGES ARE TO BE MADE TO THIS DRAWING WITHOUT WRITTEN PERMISSION OF HKS UTILITY SERVICES.

3. IF ONE OR MORE OF THE FOLLOWING ITEMS

NOTES: - =
1. ALL UTILITIES LOCATIONS AND ROW ARE TO BE o BT = e .
FIELD VERIFIED BY THE CONTRACTOR PRIOR i L - { o P N T N Nl S N
TO STARTING CONSTRUCTION, MARTI LUTHER KRG BLVD R~ o (2) ] { 402377 24 g =B
e N ? ESO522304 | '
2. PER P.W. RULES AND REGULATIONS ARTICLE | NS o s , 1z
VII, CHAPTER 20 OF THE REVISED MUNICIPAL - — oo = = 1 TIE INTO EXISTING ELECTRICK =
CODE: IF CONSTRUCTION IS WITHIN 10 FEET OF ror= g e : B APPROX s ;
THE PEDESTRIAN CURB RAMP, THE RAMP AND = e ' S = a i B ST :
SURROUNDING SIDEWALK SHALL BE BROUGHT e : BORE _WATER I | (1 X2X5] =R
UP TO CURRENT CCD STANDARDS. : \ [ N:202371.20 [ i
: 5 / 505223.12
OCCUR, CONTRACTOR SHALL CONTACT L 5 3 | " APPROX,
OFFICE OF THE CITY FORESTER TO REVIEW i - b ; N:402327.77 ' BORE-EOP

CHANGES TO APPROVED PLANS: B . v o B ([E09o184.27 23' APPROX.
A UTILITY ROUTING CHANGES j ' " :

B.  TRENCHING IN PUBLIC RIGHT OF WAY IS
REQUIRED

C.  UTILITY STRUCTURES (INCLUDING
STANDS & HANDHOLES) ARE PROPOSED
FOR PLACEMENT WITHIN DRIPLINES OF
EXISTING PUBLIC RIGHT-OF-WAY TREES.

4. CONTRACTOR SHALL CONTACT ADJACENT
PROPERTY OWNER(S) WHEN EXISTING TREES
IN PUBLIC RIGHTS OF WAY OR PRIVATE
PROPERTY ARE TO BE IMPACTED BY
PROPOSED CONSTRUCTION. POTENTIALLY
IMPACTING CONSTRUCTION INCLUDES
INSTALLATION OF BORE PITS & HAND HOLES
ADJACENT TO TREES.

5. CONTRACTOR SHALL OBTAIN PROPERTY
OWNER'S PERMISSION BEFORE PERFORMING
ANY WORK OUTSIDE OF RIGHT-OF-WAY.

6. CONTRACTOR TO PROTECT ALL GREEN
INFRASTRUCTURE, SANITARY SEWER AND
STORM DRAIN PIPES AND APPURTENANCES
DURING CONSTRUCTION.

7. ALL BORING SHALL MAINTAIN A MINIMUM
DEPTH OF 36" AND 48" IN PREFERRED
LANDSCAPE AREAS AND 60" IN ANY CLEAR
ZONE.

8. NO CONSTRUCTION EQUIPMENT, MATERIALS,
OR VEHICLES PERMITTED ON THE TREE LAWN
AT ANY TIME.

9. DENVER WATER CONDUIT(S) MUST BE
POTHOLED PRIOR TO CONSTRUCTION AND A 2"
VERTICAL CLEARANCE MUST BE MAINTAINED
WHILE CROSSING THE CONDUIT(S).

10. STREET CUT PAVEMENT REPAIR MARKERS
WILL BE REQUIRED PER DOTI MEMORANDUM
DATED AUGUST 12, 2022.

KEY MAP @
NTS

KEYED NOTES @

ALL BORE PITS (BORE MACHINE SETUP LOCATIONS) AND
OPEN TRENCHES SHALL PROVIDE BMPS IN
ACCORDANCE WITH GOVERNING MUNICIPALITY
STANDARDS AND DETAILS (TYP)

DISTURBED AREAS SHALL BE RESTORED PER CCD STD
DWGS 12.0: ASPHALT PATCH, 12.1: TRENCH PATCH
THROUGH EXISTING GRAVEL OR LANDSCAPE
MATERIALS, 12.3: TRENCH (T) PATCH CONCRETE. FULL
PANEL CONCRETE IS REQUIRED PER CCD.

@
@
@ PROPOSED BORE - 2" ELECTRIC SECONDARY
@
)

LEYDEN ST.

PROPOSED 35' UTILITY POLE (NO GUY WIRE PER XCEL
ENERGY DESIGN)

PROPOSED HANDHOLE (11" X 18")

p:\2025\2510004\cad\3060 leyden st - survey plan overview.dwg FRI 12/26/25 2:55:05P BY: CARLOS CASILLAS-FLORES

11. PROTECT ALL CITY OF DENVER RANGE POINTS, =% ) b N:A02113.14 (B | L E59: E. N , é

SECTION CORNERS AND BENCHMARKS. P i E:595185.33 0, A 2 Aprrox.POLE - ROW SRS, Y | @ N
- = / = - G - I TR i : o Al .

12. CROSSINGS OF SEWER LINES MUST BE IN 10 0 10 80 \Q ()Q‘ «\0
ACCORDANCE WITH THE CITY WASTEWATER UTILITY PLAN QY ,\<< S
STANDARDS. —_— QQ~ %O Qp

SCALE: 1" = 40' A
™
Q)
ISSUE DATE. 1252025 | DRAWN BY: CCF HKS # 2510004
ELECTRIC INSTALLATION DATE REVISION COMMENTS WO # 114774665
UT"_ ITY xc e ’ ! n e r M 3060 LEYDEN ST. 12/26/2025 | REVISED PER CCD COMMENTS. SHEET NUMBER
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