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GENERAL NOTES:
1. THE LOCATION OF EXISTING UTILITIES IS SHOWN ACCORDING TO THE BEST INFORMATION

AVAILABLE, AS SUPPLIED BY THE UTILITY OWNERS INCLUDING TYPE, SIZE, LOCATION AND
NUMBER OF UTILITIES. ABANDONED, NON-DETECTABLE, UNDOCUMENTED OR NEWLY
INSTALLED FACILITIES MAY NOT BE SHOWN.

2. UTILITY LOCATIONS SHOWN ARE APPROXIMATE AND NOT SCALEABLE.
3. THIS PLAN DOES NOT CONSTITUTE AN ASCE 38-COMPLIANT SUE INVESTIGATION.
4. UTILITIES SHOWN ARE UNDERGROUND UTILITIES, UNLESS OTHERWISE INDICATED.  NOT

ALL OVERHEAD UTILITIES ARE SHOWN.
5. ALL SANITARY SEWER SERVICE LOCATIONS (IF SHOWN) ARE BASED ON UTILITY MAP

INFORMATION ONLY, UNLESS OTHERWISE INDICATED.
6. ALL SANITARY SEWER SERVICES SHALL BE LOCATED AND MARKED BY THE CONTRACTOR

AT THE TIME OF CONSTRUCTION, UNLESS OTHERWISE REQUIRED BY LOCAL JURISDICTION.
7. COMCAST, NEW CENTURY ENERGY- FIBER C/O XCEL ENERGY, XCEL ENERGY- ELEC

TRANSM & VERIZON WIRELESS CLEARED THE PROJECT AREA OF ANY OWNED EXISTING
UTILITIES PER THE 811 NOTIFICATION RESPONSE.

8. PRIOR TO CONSTRUCTION, CONTRACTOR SHALL VERIFY EXISTENCE, SIZE, AND LOCATION
OF EXISTING UTILITIES AND APPURTENANCES WITH UNCC, AND/OR UTILITY OWNERS AND
SHALL IMMEDIATELY NOTIFY HKS UTILITY SERVICES OF ANY DISCREPANCIES.  FOR
ADDITIONAL INFORMATION CONTACT UNCC AT 811 OR 1-800-922-1987.

9. CONTRACTOR SHALL MAINTAIN A MINIMUM CLEARANCE OF 24" WHEN CROSSING ABOVE AN
EXISTING UTILITY AND 36" WHEN CROSSING BELOW AN EXISTING UTILITY, UNLESS
OTHERWISE INDICATED. ANY DEVIATION WILL REQUIRE APPROVAL FROM THE GOVERNING
AUTHORITY.

10. WHEN BORING, ALL UTILITY CROSSINGS SHALL BE OBSERVED THROUGH OPEN TEST HOLES
TO ENSURE THE PROTECTION OF EXISTING UTILITIES UNLESS OTHERWISE REQUIRED BY
LOCAL JURISDICTION.

11. THE CONTRACTOR IS RESPONSIBLE FOR ANY AND ALL DAMAGES RESULTING FROM
CONTRACTOR’S FAILURE TO LOCATE AND PRESERVE ANY AND ALL EXISTING UTILITIES.

12. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH CITY AND COUNTY OF DENVER AND
XCEL ENERGY STANDARDS AND BEST PRACTICES.

13. CONTRACTOR SHALL FOLLOW XCEL ENERGY - HDD BEST PRACTICES - THE SAFE 8 WHEN
CROSSING ANY EXISTING XCEL OWNED UTILITIES.

14. UTILITY DESIGNATION WAS PERFORMED IN APRIL 2025 - MAY 2025.
15. UTILITY SURVEY WAS PERFORMED IN MAY 2025.
16. ROW AND PARCELS ARE SHOWN PER CITY AND COUNTY OF DENVER GIS INFORMATION.
17. BASIS OF COORDINATES ARE GRID COORDINATES OF THE CITY AND COUNTY OF DENVER

LOCAL LOW DISTORTION PROJECTION.

XCEL ENERGY - HDD BEST PRACTICES - THE SAFE 8
1. MAINTAIN ALL LOCATE DOCUMENTATION AT THE SITE AND VERIFY THAT ALL FACILITIES

HAVE BEEN MARKED.
2. EXPOSE ALL EXITS WHEN WORKING WITHIN 10' OF A SWITCH CABINETS & TERMINAL POLES.
3. POTHOLE ALL FACILITIES AT THE CROSSING POINT.
4. WATCH THE BORE HEAD CROSS ALL FACILITIES.
5. MAINTAIN A 3' CLEARANCE WHEN CROSSING BELOW AN EXPOSED FACILITY.
6. MAINTAIN A 2' CLEARANCE WHEN CROSSING ABOVE AN EXPOSED FACILITY.
7. MAINTAIN A 3' SEPARATION WHEN PARALLELING A FACILITY.
8. NEVER STACK NEW FACILITIES ABOVE OR BELOW EXISTING FACILITIES.
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ABBREVIATIONS:
AC ASBESTOS CONCRETE

BMP BEST MANAGEMENT PRACTICE
BOC BACK OF CURB

CI CAST IRON
DIP DUCTILE IRON PIPE
EOP EDGE OF PAVEMENT
EX EXISTING
FH FIRE HYDRANT
FO FIBER OPTICS

FLOW LINE
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IP INTERMEDIATE PRESSURE

INV INVERT
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NTS NOT TO SCALE
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PR PROPOSED
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RCP REINFORCED CONCRETE PIPE
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NOTES:

1. ALL UTILITIES LOCATIONS AND ROW ARE TO BE
FIELD VERIFIED BY THE CONTRACTOR PRIOR
TO STARTING CONSTRUCTION.

2. PER P.W. RULES AND REGULATIONS ARTICLE
VII, CHAPTER 20 OF THE REVISED MUNICIPAL
CODE: IF CONSTRUCTION IS WITHIN 10 FEET OF
THE PEDESTRIAN CURB RAMP, THE RAMP AND
SURROUNDING SIDEWALK SHALL BE BROUGHT
UP TO CURRENT CCD STANDARDS.

3. IF ONE OR MORE OF THE FOLLOWING ITEMS
OCCUR, CONTRACTOR SHALL CONTACT
OFFICE OF THE CITY FORESTER TO REVIEW
CHANGES TO APPROVED PLANS:

A. UTILITY ROUTING CHANGES

B. TRENCHING IN PUBLIC RIGHT OF WAY IS
REQUIRED

C. UTILITY STRUCTURES (INCLUDING
STANDS & HANDHOLES) ARE PROPOSED
FOR PLACEMENT WITHIN DRIPLINES OF
EXISTING PUBLIC RIGHT-OF-WAY TREES.

4. CONTRACTOR SHALL CONTACT ADJACENT
PROPERTY OWNER(S) WHEN EXISTING TREES
IN PUBLIC RIGHTS OF WAY OR PRIVATE
PROPERTY ARE TO BE IMPACTED BY
PROPOSED CONSTRUCTION.  POTENTIALLY
IMPACTING CONSTRUCTION INCLUDES
INSTALLATION OF BORE PITS & HAND HOLES
ADJACENT TO TREES.

5. CONTRACTOR SHALL OBTAIN PROPERTY
OWNER'S PERMISSION BEFORE PERFORMING
ANY WORK OUTSIDE OF RIGHT-OF-WAY.

6. CONTRACTOR TO PROTECT ALL GREEN
INFRASTRUCTURE, SANITARY SEWER AND
STORM DRAIN PIPES AND APPURTENANCES
DURING CONSTRUCTION.

7. ALL BORING SHALL MAINTAIN A MINIMUM
DEPTH OF 36" AND 48" IN PREFERRED
LANDSCAPE AREAS.

8. NO CONSTRUCTION EQUIPMENT, MATERIALS,
OR VEHICLES PERMITTED ON THE TREE LAWN
AT ANY TIME.

9. DENVER WATER CONDUIT(S) MUST BE
POTHOLED PRIOR TO CONSTRUCTION AND A 2"
VERTICAL CLEARANCE MUST BE MAINTAINED
WHILE CROSSING THE CONDUIT(S).

10. STREET CUT PAVEMENT REPAIR MARKERS
WILL BE REQUIRED PER DOTI MEMORANDUM
DATED AUGUST 12, 2022.

UTILITY PLAN

KEY MAP
NTS

KEYED NOTES
ALL BORE PITS (BORE MACHINE SETUP LOCATIONS)
AND OPEN TRENCHES SHALL PROVIDE BMPS IN
ACCORDANCE WITH GOVERNING MUNICIPALITY
STANDARDS AND DETAILS (TYP)
DISTURBED AREAS SHALL BE RESTORED PER CCD
STD DWGS 12.0: ASPHALT PATCH, 12.1: TRENCH
PATCH THROUGH EXISTING GRAVEL OR LANDSCAPE
MATERIALS, 12.3: TRENCH (T) PATCH CONCRETE.
FULL PANEL CONCRETE IS REQUIRED PER CCD.

PROPOSED 6' X 18' ELECTRIC VAULT

PROPOSED ELECTRIC FEEDER IN 2' (W) X 3' (H) DUCT
BANK VIA OPEN TRENCH
APPROXIMATE LOCATION SHOWN PER UTILITY
RECORDS AND/OR 811 MARKS
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