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3800 W. COLFAX
DENVER, CO 80202
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27,728 SF (GFA)
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WEST COLFAX AVENUE
(80' PUBLIC R.O.W.)

CURB AND GUTTER PER
CCOD STD. DWG 5.0

EXISTING ADA RAMP

30.0' CL-FL

15.0' FL-CL

80.0' ROW

65.0' ROW

59.8' FL-FL

17.0' PL-FL

29.9' FL-FL17.5' PL-FL

EXISTING ELECTRICAL
EQUIPMENT TO BE REPLACED
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EXISTING ELECTRICAL
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CCOD FOR

PUBLIC ROW

EXISTING FIBER
OPTIC EQUIPMENT

EXISTING OVERHEAD UTILITY
POLE TO REMAIN PENDING
COORDINATION WITH XCEL

EXISTING OVERHEAD
UTILITY POLE TO REMAIN
PENDING COORDINATION

WITH XCEL

EXISTING OVERHEAD AND
LIGHT POLES TO BE REPLACED

N89°48'08"E 122.02'

5.0' WALK
PER CCOD

STD. DWG 5.1

8.0' WALK
PER CCOD

STD. DWG 5.1

3.0' DEEDED TO CCOD
FOR PUBLIC ROW

12.0' ALLEY ROW
TO BE VACATED
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EXISTING RIGHT-OF-WAY

PROPOSED EASEMENT

HANDICAP PARKING SPACE

EXISTING EASEMENT

ZONE LOT LINE

PROPOSED SIDEWALK

PROPOSED ROW VACATION

PROPOSED CATCH CURB AND GUTTER

EXISTING CURB AND GUTTER

PROPOSED SPILL CURB AND GUTTER

PROPOSED SIGN

EXISTING SIGN

EXISTING LIGHT POLE

NOTES:
1) ALL DIMENSIONS ARE TO FLOWLINE AND BUILDING FACE UNLESS OTHERWISE NOTED.
2) ALL HANDICAP RAMPS SHALL BE CONSTRUCTED WITH DETECTIBLE WARNING PADS. REFERENCE DETAIL.
3) CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS PRIOR TO CONSTRUCTION. NOTIFY ENGINEER

IMMEDIATELY OF ANY DISCREPANCIES FROM PLANS.
4) REFER TO GEOTECHNICAL REPORT FOR PAVEMENT RECOMMENDATIONS. SUBGRADE PREPARATION PER

GEOTECHINCAL REPORT.
5) CONTRACTOR SHALL REMOVE AND REPLACE DAMAGED CURB, GUTTER, PAVING, AND LANDSCAPED AREAS

OUTSIDE THE LIMITS OF SITE AND RESTORE BACK TO ITS ORIGINAL CONDITION.
6) CONTRACTOR SHALL VERIFY THE ELEVATION OF ALL EXISTING UTILITIES WHERE NEW GRADING OR UTILITY

WORK WILL OCCUR AND NOTIFY THE ENGINEER OF ANY DISCREPANCIES OR CONFLICTS.  ENGINEER WILL NOT
BE LIABLE FOR ANY COSTS ASSOCIATED WITH CHANGES TO THE DESIGN WITHOUT PROPER NOTIFICATION.

7) SEE COVER SHEET FOR BASIS OF BEARINGS AND SURVEY INFORMATION.
8) PROPOSED DRY UTILITIES ARE SHOWN FOR REFERENCE ONLY.  REFER TO PLANS BY UTILITY PROVIDERS

AND/OR MEP.
9) EXISTING UTILITY STRUCTURES TO BE ADJUSTED AS NECESSARY FOR PROPOSED GRADING.
10) REFER TO THE GEOTECH REPORT FOR GROUNDWATER ELEVATIONS.

STREET LIGHT AND UTILITY NOTES:
A. ALL STREET LIGHTS, INCLUDING POLES, FOUNDATIONS, CONDUIT, ELECTRICAL CABINETS AND BOXES SHALL

BE INSTALLED TO CURRENT DENVER STANDARDS. COORDINATE WORK WITH DENVER PUBLIC WORKS TRA

B.  ALL WORK RELATED TO STREET LIGHTS, UTILITY POLES AND ELECTRICAL CABINETS OR BOXES SHALL BE
PERFORMED BY XCEL ENERGY. THE CONTRACTOR IS RESPONSIBLE FOR ALL XCEL EXPENSES RELATED TO
THE STREET LIGHTING WORK.

C. THE CONTRACTOR SHALL CALL XCEL ENERGY'S BUILDERS CALL LINE TO INITIATE PROCESS WITH XCEL
ENERGY.

D. BE AWARE THAT THERE IS A MINIMUM 2-MONTH LEAD TIME WHEN ORDERING STREET LIGHT MATERIALS.

PROPOSED ROW DEDICATION

PROPOSED LIGHT POLE

0

SCALE: 1" = 

5 10 20

10'

MODE Civil Services assumes no responsibility for the accuracy or
completeness of utility locations. The utilities depicted on this
drawing are based on the best available information at the time of
design. It is the contractor's responsibility to field-verify all utility
locations before commencing any construction activities.
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PROPOSED STREET LIGHT
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