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PROJECT DESCRIPTION THIS PROJECT CONSISTS OF SIGNING, STRIPING, AND VERTICAL POST IMPROVEMENTS ALONG E 53RD AVE FROM DURHAM CT TO CHAMBERS RD. GENERAL NOTES: : 1. ALL SIGNING, PAVEMENT MARKING, TRAFFIC SIGNAL EQUIPMENT AND OTHER ALL SIGNING, PAVEMENT MARKING, TRAFFIC SIGNAL EQUIPMENT AND OTHER RELATED MATERIALS SHALL BE FURNISHED AND INSTALLED IN CONFORMANCE WITH THE CITY AND COUNTY OF DENVER TRAFFIC SIGNAL, SIGN AND PAVEMENT MARKING TRAFFIC SIGNAL, SIGN AND PAVEMENT MARKING STANDARDS, FEBRUARY 2022 OR MOST CURRENT VERSION.  OR MOST CURRENT VERSION. 2. IMPROVEMENTS SUCH AS CURB RAMPS AND SIDEWALKS SHALL BE CONSTRUCTED IMPROVEMENTS SUCH AS CURB RAMPS AND SIDEWALKS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE PLANS AND REQUIREMENTS OF CITY AND COUNTY OF DENVER TRANSPORTATION STANDARDS AND DETAILS FOR THE ENGINEERING DIVISION, STANDARDS AND DETAILS FOR THE ENGINEERING DIVISION, APRIL 2017 OR MOST CURRENT VERSION.  OR MOST CURRENT VERSION. 3. ALL PAVEMENT MARKINGS SHALL BE INSTALLED ON A CLEAN SURFACE, AS ALL PAVEMENT MARKINGS SHALL BE INSTALLED ON A CLEAN SURFACE, AS CALLED FOR BY THE RESPECTIVE MANUFACTURERS. IT IS THE CONTRACTOR'S RESPONSIBILITY TO USE ANY MEANS NECESSARY TO ENSURE APPROPRIATE SURFACE PREPARATION. PREPARATION OF THE SURFACE SHALL BE INCLUDED IN THE COST OF THE MATERIAL. PRIOR TO THE PAVEMENT BEING PREPARED FOR STRIPING, THE CONTRACTOR SHALL REVIEW SECTION 107.25 AND ALL OF SECTION 208, IN THE 2021 CDOT STANDARD SPECIFICATIONS BOOK. 4. PAVEMENT MARKINGS SHALL BE REMOVED FROM THE PAVEMENT TO THE MAXIMUM PAVEMENT MARKINGS SHALL BE REMOVED FROM THE PAVEMENT TO THE MAXIMUM EXTENT POSSIBLE BY METHODS THAT DO NOT ALTER OR DAMAGE THE SURFACE OR TEXTURE OF THE PAVEMENT TO THE SATISFACTION OF THE ENGINEER. REMOVAL OF PAVEMENT MARKINGS SHALL BE IN ACCORDANCE OF SECTION 202.05. ALL MATERIAL ON EXISTING ROADWAY, WHICH IS LOOSENED IN THE PROCESS OF PREPARATION OF THE SURFACE FOR STRIPING, NEEDS TO BE CLEARED OFF THE ROADWAY (SWEEPING (PICK-UP BROOM)) IMMEDIATELY AND WILL NOT BE PAID FOR SEPARATELY. NONE OF THIS MATERIAL OR THE WATER USED TO PREPARE THE SURFACE SHALL BE ALLOWED TO RUN OFF INTO ANY STORM DRAIN SYSTEM, VEGETATIVE SWALE, WATERWAY, STREAM, WETLAND OR ADJACENT PROPERTY. ANY PROTECTION SHALL BE INCLUDED IN THE COST OF THE PROJECT AND APPROVED BY THE ENGINEER PRIOR TO USE. 5. 10 DAYS PRIOR TO WORK COMMENCING, THE CONTRACTOR'S POTENTIAL POLLUTION 10 DAYS PRIOR TO WORK COMMENCING, THE CONTRACTOR'S POTENTIAL POLLUTION REPORT-SPILL CONTINGENCY PREVENTION PLAN SHALL BE COPIED AND ATTACHED TO THE PLANS PER SECTION 107.25. VEHICLE CLEANING MAY OCCUR ON SITE, IN APPROVED AREAS, WHERE WASH WATER CAN BE CONTAINED AND PROPERLY DISPOSED OF. 6. THERE SHALL BE NO STOCKPILING OR SIDE CASTING OF WASTE MATERIALS THERE SHALL BE NO STOCKPILING OR SIDE CASTING OF WASTE MATERIALS INCLUDING BUT NOT LIMITED TO PAINT CHIPS, ASPHALT, AND CONCRETE ADJACENT TO ANY STATE WATERS THAT RESULT FROM PROJECT ACTIVITIES. 7. CONTAINMENT AND CLEAN UP OF EQUIPMENT FUEL, OIL AND LUBRICANT LEAKS: CONTAINMENT AND CLEAN UP OF EQUIPMENT FUEL, OIL AND LUBRICANT LEAKS: CONTRACTOR SHALL INSPECT AND CERTIFY EQUIPMENT AND VEHICLES DAILY TO ENSURE PETROLEUM, OILS AND LUBRICANTS (POL) ARE NOT LEAKING ONTO THE SOIL OR PAVEMENT. ABSORBENT MATERIAL OR CONTAINERS APPROVED BY THE ENGINEER SHALL BE USED TO PREVENT LEAKING POL FROM REACHING THE SOIL OR PAVEMENT. CONTRACTOR SHALL HAVE READY APPROVED ABSORBENT MATERIAL OR CONTAINERS OF SUFFICIENT CAPACITY TO CONTAIN ANY LEAKING POL THAT CAN REASONABLY BE FORESEEN. ALL MATERIALS RESULTING FROM POL LEAKAGE CONTROL AND CLEANUP SHALL BE THE PROPERTY OF THE CONTRACTOR AND BE REMOVED FROM THE SITE. THE COST FOR CONTROL AND CLEANUP OF POL LEAKS SHALL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE COST OF THE WORK. 8. CONTRACTOR SHALL NEITHER STAGE NOR PARK EQUIPMENT AT ANY TIME OFF THE CONTRACTOR SHALL NEITHER STAGE NOR PARK EQUIPMENT AT ANY TIME OFF THE ROADWAY/SHOULDERS OR ON VEGETATED AREAS, ON PRAIRIE DOG HOLES, OR WITHIN 300 FEET OF WATERWAYS. CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR STAGING AREAS. CONTRACTOR SHALL COMPLETE WORK IN ONE LOCATION BEFORE THEY MOVE TO ANOTHER LOCATION. FOR GRINDING, THE CONTRACTOR SHALL USE GANG STACKED DIAMOND TIP BLADES AND HAVE A VACUUM MACHINE ON SITE TO CONTROL DUST AND SLURRY. THIS ITEM WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE WORK. 9. THE CONTRACTOR SHALL LIMIT CONSTRUCTION ACTIVITIES TO THOSE AREAS WITHIN THE CONTRACTOR SHALL LIMIT CONSTRUCTION ACTIVITIES TO THOSE AREAS WITHIN THE LIMITS OF DISTURBANCE. LIMITS OF DISTURBANCE SHALL BE LIMITED TO THE PUBLIC RIGHT OF WAY. ANY DISTURBANCES BEYOND THESE LIMITS SHALL BE RESTORED TO THE ORIGINAL CONDITION BY THE CONTRACTOR AT THE CONTRACTOR'S EXPENSE. DISTURBANCES WITHIN THE LIMITS SHALL BE RESTORED BY THE CONTRACTOR AND SHALL BE INCLUDED IN THE COST OF THE WORK. CONSTRUCTION ACTIVITIES IN ADDITION TO NORMAL CONSTRUCTION PROCEDURES SHALL INCLUDE THE PARKING OF VEHICLES OR EQUIPMENT, DISPOSAL OF LITTER, AND ANY OTHER ACTION WHICH WOULD ALTER EXISTING CONDITIONS. ANY OFF ROAD STAGING AREAS MUST BE PRE-APPROVED BY THE ENGINEER. 10. AT ANY IRRIGATED LANDSCAPES NO OFF ROAD PARKING, STAGING, OR WORK AT ANY IRRIGATED LANDSCAPES NO OFF ROAD PARKING, STAGING, OR WORK SHALL OCCUR. THE CONTRACTOR SHALL REPLACE ANY DAMAGED LANDSCAPE, INCLUDING GRASS, IRRIGATION SYSTEM COMPONENTS, TREES, SHRUBS AND GROUT COVERS TO ITS ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE, SOD SHALL MATCH EXISTING. THE CONTRACTOR SHALL COORDINATE WITH CITY AND COUNTY OF DENVER PERSONNEL AT LEAST 5 WORKING DAYS IN ADVANCE OF ANY DISTURBANCE IN THE AREA. NO LANDSCAPE SHALL BE WITHOUT WATERING SERVICES DURING THE GROWING SEASON. IF THE IRRIGATION SERVICE IS INTERRUPTED FOR MORE THAN THREE DAYS THE CONTRACTOR SHALL BE LIABLE TO HAND/TRUCK WATER. IF IRREPARABLE DAMAGE TO LANDSCAPED AREAS OCCURS CONTRACTOR WILL BE RESPONSIBLE FOR PLANT REPLACEMENT IN THE AFFECTED AREA. LANDSCAPE RESTORATION SHALL BE CONSIDERED COMPLETE WHEN ALL LANDSCAPE AND IRRIGATION SYSTEMS ARE RESTORED TO THEIR ORIGINAL CONDITION AND APPROVED BY THE MAINTAINING PERSONNEL. ALL REPAIR WORK TO ANY IRRIGATION COMPONENTS SHALL BE INSPECTED BY CITY AND COUNTY OF DENVER LANDSCAPE MAINTENANCE FORCES PRIOR TO BURIAL AND ACCEPTANCE OF SAID WORK. 11. THE CONTRACTOR SHALL COORDINATE WITH MIKE COMSTOCK FROM THE CONTRACTOR SHALL COORDINATE WITH MIKE COMSTOCK FROM DOTI-TRANSPORTATION OPERATIONS AT 720-865-4066 AND LINDSEY VAN CLEAVE FROM DOTI-STREET MAINTENANCE AT 303-446-3548 PRIOR TO CONSTRUCTION AT ALL PROJECT INTERSECTIONS. THE CONTRACTOR SHALL CONTACT DOTI-CONSTRUCTION ENGINEERING AT 303-446-3469 FOR STREET OCCUPANCY PERMIT WITH MHT AT LEAST 5 DAYS PRIOR TO THE START OF CONSTRUCTION. PAVEMENT, CURB AND GUTTER, SIDEWALK, AND CURB RAMPS 1. REMOVAL OF CURB AND GUTTER OR SIDEWALK REQUIRED ON THE PROJECT SHALL REMOVAL OF CURB AND GUTTER OR SIDEWALK REQUIRED ON THE PROJECT SHALL BE REMOVED TO THE NEAREST JOINT, SAWCUT, AND REMOVED IN ITS ENTIRETY. SAW CUTS SHALL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE WORK. REMOVAL LIMITS FOR SIDEWALK AND CURB & GUTTER SHALL BE TO THE NEAREST JOINT. 2. CONCRETE FOR SIDEWALKS AND CURB RAMPS SHALL BE CLASS P AND INCLUDE CONCRETE FOR SIDEWALKS AND CURB RAMPS SHALL BE CLASS P AND INCLUDE FIBER MESH AS REQUIRED IN CCD TRANSPORTATION STANDARD DETAIL 7.0B AND 11.0A AS APPLICABLE. 3. ALL CONCRETE USED ON THIS PROJECT SHALL INCORPORATE CLASS 2 SULFATE ALL CONCRETE USED ON THIS PROJECT SHALL INCORPORATE CLASS 2 SULFATE RESISTANT CRITERIA OF SECTION 601.04. 4. ANY CURB & GUTTER, ASPHALT, OR CONCRETE PAVEMENT WHICH IS TO REMAIN ANY CURB & GUTTER, ASPHALT, OR CONCRETE PAVEMENT WHICH IS TO REMAIN AND IS DAMAGED AS A RESULT OF THE CONTRACTOR'S OPERATION SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE. 5. ALL CONCRETE ON THIS PROJECT SHALL USE COMPRESSIVE STRENGTH ALL CONCRETE ON THIS PROJECT SHALL USE COMPRESSIVE STRENGTH ACCEPTANCE CRITERIA. EARTHWORK 1. RECONDITIONING FOR SIDEWALKS, CURB RAMPS, CURB & GUTTER, AND MEDIAN RECONDITIONING FOR SIDEWALKS, CURB RAMPS, CURB & GUTTER, AND MEDIAN COVER SHALL BE 6 INCHES OR AS OTHERWISE SHOWN. 2. EARTHWORK AND RECONDITIONING WILL NOT BE MEASURED AND PAID FOR EARTHWORK AND RECONDITIONING WILL NOT BE MEASURED AND PAID FOR SEPARATELY BUT WILL BE INCIDENTAL TO THE PAVEMENT, CURB RAMP, CURB & GUTTER, AND SIDEWALK. 3. THE INSPECTOR MAY ALLOW HAND OPERATED COMPACTION EQUIPMENT SUCH AS THE INSPECTOR MAY ALLOW HAND OPERATED COMPACTION EQUIPMENT SUCH AS JUMPING JACK OR HEAVY ROLLER FOR PROOF ROLLING, OR FOLLOW CDOT 203.09 CRITERIA, IN TIGHT SPACES DEPENDING ON THE SIZE OF THE CONSTRUCTION AREA. 4. COMPACTION FOR THIS PROJECT SHALL BE PER SECTION 203 OF THE CDOT COMPACTION FOR THIS PROJECT SHALL BE PER SECTION 203 OF THE CDOT STANDARD SPECIFICATIONS AND ANY AND ALL APPLICABLE PROJECT AND STANDARD SPECIAL PROVISIONS. ENVIRONMENTAL 1. ASBESTOS DEBRIS FOUND DURING EXCAVATION: ASBESTOS DEBRIS FOUND DURING EXCAVATION: DURING EXCAVATION OR ANY SOIL DISTURBING ACTIVITY, COLORADO REGULATIONS REQUIRE ALL EXPOSED CONSTRUCTION AND DEMOLITION DEBRIS (INCLUDING ASH) BE ASSESSED FOR ASBESTOS CONTAMINATION. IT IS THE CONTRACTOR'S/SUB-CONTRACTOR'S RESPONSIBILITY FOR PROVIDING THE ON-SITE PERSONNEL (CERTIFIED ASBESTOS BUILDING INSPECTOR) CAPABLE OF THIS REQUIREMENT. ANY AMOUNT OF DEBRIS FOUND TO BE CONTAMINATED WITH ASBESTOS MAY BE CLASSIFIED AS REGULATED ASBESTOS CONTAMINATED SOIL (RACS) AND MUST BE MANAGED, DOCUMENTED, AND DISPOSED OF IN ACCORDANCE WITH THE CITY AND COUNTY OF DENVER'S RACS STANDARD OPERATING PROCEDURE (SEE LINK BELOW) AND THE COLORADO SOLID WASTE REGULATIONS (6 CCR 1007-2, PART 1). ON-SITE MANAGEMENT OF RACS REQUIRES IMMEDIATE NOTIFICATION OF TRAINED FIELD PERSONNEL AT THE STATE HEALTH DEPARTMENT, AND IMPLEMENTATION OF MEASURES TO PREVENT CROSS CONTAMINATION TO THE PUBLIC. FOR ADDITIONAL INFORMATION, PLEASE CALL THE DENVER DEPARTMENT OF PUBLIC HEALTH & THE ENVIRONMENT (DDPHE) AT 720-865-5452. https://www.denvergov.org/files/assets/public/parks-and-recreation /documents/planning/specs/exhibit_b_ccd_racssop.pdf 2. DUST CONTROL: DUST CONTROL: CONTRACTOR SHALL TAKE REASONABLE MEASURES TO PREVENT PARTICULATE MATTER FROM BECOMING AIRBORNE AND TO PREVENT THE VISIBLE DISCHARGE OF FUGITIVE PARTICULATE EMISSIONS BEYOND THE PROPERTY LINE FROM WHICH THE EMISSIONS ORIGINATE. THE MEASURES TAKEN MUST BE EFFECTIVE AT ALL TIMES ON THE SITE, INCLUDING PERIODS OF INACTIVITY SUCH AS EVENINGS, WEEKENDS, AND HOLIDAYS AS WELL AS ANY OTHER PERIOD OF INACTIVITY. 3. UNEXPECTED DISCOVERY UNEXPECTED DISCOVERY DURING ANY SOIL DISTURBING ACTIVITIES, IF UNKNOWN/UNIDENTIFIED UNDERGROUND STORAGE TANKS, DRUMS, ODOROUS SOIL, STAINED SOIL, ASBESTOS-CEMENT PIPE (TRANSITE), BUILDING DEBRIS, OR WASTE MATERIALS ARE ENCOUNTERED, CONTRACTOR SHALL IMMEDIATELY STOP WORK IN THE AREA OF THE DISCOVERY UNTIL DDPHE MAKES A DETERMINATION OF HOW TO PROCEED. CONTRACTOR SHALL IMMEDIATELY NOTIFY DDPHE OF THE DISCOVERY AT (303) 495-8376. 4. SOIL REUSE SOIL REUSE EXCESS SOIL FROM A CCD PROJECT MAY BE REUSED AT ANOTHER CCD PROPERTY OR A THIRD PARTY SITE ONLY IF THE CRITERIA ESTABLISHED IN THE DDPHE OCTOBER 5, 2017 MEMORANDUM TITLED "GUIDANCE FOR REUSE OF SOIL ON CITY PROJECTS" AND MAY 8, 2019 CLARIFICATION MEMORANDUM ARE MET AND THE SOIL IS FREE OF ODORS, STAINING, AND DEBRIS. 
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ENVRIONMENTAL CONT. 5. IMPORTED SOIL: IMPORTED SOIL: FILL MATERIAL OR SOIL TO BE IMPORTED AND PLACED ON CCD-OWNED PROPERTY OR PLACED ON REAL PROPERTY TO BE TRANSFERRED TO THE CCD MUST BE FREE OF KNOWN CONTAMINATION (OBSERVED AND DOCUMENTED, OR PREVIOUSLY DOCUMENTED) AND BE ACCEPTABLE FOR UNRESTRICTED RESIDENTIAL USE. CONTACT DAVE ERICKSON (720-865-5433) FOR CLARIFICATION IF NEEDED. 6. DISPOSAL: DISPOSAL: THE CONTRACTOR SHALL DIRECT NON-RECYCLABLE, NON-HAZARDOUS WASTES FROM CCD-OWNED OR CONTROLLED PROPERTY OR FACILITIES TO THE DENVER ARAPAHOE DISPOSAL SITE (DADS) LANDFILL FOR DISPOSAL, FOLLOWING THE REQUIREMENTS AND PROCEDURAL GUIDANCE PER CCD EXECUTIVE ORDER 115. LABORATORY ANALYTICAL RESULTS WILL BE REQUIRED PRIOR TO DADS ACCEPTANCE FOR SOIL AND POSSIBLY OTHER MATERIALS. EARLY TESTING IS RECOMMENDED; DDPHE CAN ASSIST. CONTACT DDPHE AT 720-865-5448 WITH QUESTIONS. 7. NOISE CONTROL: NOISE CONTROL: ALL NOISE CAUSED BY CONSTRUCTION OF, OR RESULTING FROM, COMPLETED PROJECTS, MUST COMPLY WIHT DENVER'S NOISE ORDINANCE, D.R.M.C CHAPTER 36 "NOISE CONTROL,". EXEMPTED HOURS FOR CONSTRUCTION IN THE CITY AND COUNTY OF DENVER ARE FROM 7 A.M. TO 9 P.M. MONDAY THROUGH FRIDAY AND 8 A.M. TO 5 P.M. ON SATURDAYS AND SUNDAYS. IF THERE IS A NEED TO WORK OUTSIDE OF THE EXEMPTED HOURS: 1) THE CONTRACTOR MUST REQUEST A VARIANCE, AND 2) THE VARIANCE PROCESS NEEDS TO BE STARTED A MINIMUM OF THREE MONTHS PRIOR TO THE DESIRED START DATE. ANY QUESTIONS SHOULD BE DIRECTED TO PAUL RIEDESEL, DDPHE COMMUNITY NOISE PROGRAM, 720-865-5410. EROSION CONTROL THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL ENSURE THAT ALL POTENTIAL POLLUTANTS GENERATED DURING DEMOLITION OR CONSTRUCTION WORK ASSOCIATED WITH THIS PROJECT, BE PREVENTED FROM DISCHARGING TO STREAMS, WETLANDS, OR ANY WATER BODY IN THE VICINITY OF THIS PROJECT SITE IN ACCORDANCE WITH THE FOLLOWING: 1. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL PREVENT SEDIMENT, DEBRIS AND ALL OTHER POLLUTANTS FROM ENTERING THE WATERWAY DURING ALL DEMOLITION, EXCAVATION, TRENCHING, BORING, GRADING, OR OTHER CONSTRUCTION OPERATIONS THAT ARE PART OF THIS PROJECT. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL BE HELD RESPONSIBLE FOR REMEDIATION OF ANY ADVERSE IMPACTS TO THE MUNICIPAL SEPARATE STORM SEWER SYSTEM, RECEIVING WATERS, WATERWAYS, WETLANDS, AND/OR OTHER PUBLIC OR PRIVATE PROPERTIES, RESULTING FROM WORK DONE AS PART OF THIS PROJECT. 2. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL REMOVE ALL SEDIMENT, MUD, CONSTRUCTION DEBRIS, OR OTHER POTENTIAL POLLUTANTS THAT MAY HAVE BEEN DISCHARGED TO OR, ACCUMULATE IN THE FLOW LINES OF STORM DRAINAGE APPURTENANCES, AND PUBLIC RIGHTS OF WAY OF THE CITY AND COUNTY OF DENVER, AS A RESULT OF CONSTRUCTION ACTIVITIES ASSOCIATED WITH THIS PROJECT. ALL REMOVALS SHALL BE CONDUCTED IN A TIMELY MANNER. 3. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL ENSURE THAT ALL LOADS OF CUT AND FILL MATERIAL IMPORTED TO OR EXPORTED FROM THIS SITE SHALL BE PROPERLY COVERED TO PREVENT LOSS OF THE MATERIAL DURING TRANSPORTATION ON PUBLIC RIGHTS OF WAY. (SEC. 49552; REVISED MUNICIPAL CODE) 4. THE USE OF REBAR TO ANCHOR BEST MANAGEMENT PRACTICES, OTHER THAN THE USE OF REBAR TO ANCHOR BEST MANAGEMENT PRACTICES, OTHER THAN PORTABLE TOILETS, IS PROHIBITED. 5. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL IMPLEMENT THE FOLLOWING BEST MANAGEMENT PRACTICES (BMPS) ON SITE DURING CONSTRUCTION: 5.1. VEHICLE TRACKING CONTROL: THIS BMP IS REQUIRED AT ALL ACCESS POINTS VEHICLE TRACKING CONTROL: THIS BMP IS REQUIRED AT ALL ACCESS POINTS FOR INGRESS/EGRESS FROM OFF-SITE IMPERVIOUS SURFACES TO CONSTRUCTION SITE PERVIOUS AREAS THAT ARE USED BY VEHICULAR TRAFFIC OR CONSTRUCTION EQUIPMENT. 5.2. INLET PROTECTION: THIS BMP IS REQUIRED ON ALL EXISTING OR PROPOSED INLET PROTECTION: THIS BMP IS REQUIRED ON ALL EXISTING OR PROPOSED STORM SEWER INLETS IN THE VICINITY OF THE CONSTRUCTION SITE THAT MAY RECEIVE SITE RUNOFF. THE BMP MUST BE APPROPRIATE TO THE TYPE OF STORM INLET AND APPROPRIATE FOR THE GROUND SURFACE AT THE INLET. 5.3. INTERIM SITE STABILIZATION: THIS BMP IS REQUIRED TO PROVIDE A MEASURE INTERIM SITE STABILIZATION: THIS BMP IS REQUIRED TO PROVIDE A MEASURE FOR PREVENTING THE DISCHARGE OF SEDIMENT FROM CONSTRUCTION SITES WHERE OVERLOT GRADING OR OTHER SITE DISTURBANCE HAS OCCURRED. THSI BMP IS PARTICULARLY NECESSARY ON SITES WHERE CONSTRUCTION ACTIVITIES/DISTURBANCE WILL BE LIMITED TO SMALL AREAS OF THE PROJECT SITE. ACCEPTABLE BMPS INCLUDE: A) PRESERVING EXISTING VEGETATION; B) SEEDING AND PLANTING; C) MULCHING; D) MULCHING AND SEEDING; E) TEMPORARY/PERMANENT RE-VEGETATION OPERATIONS; AND F) CHEMICAL SOIL STABILIZER APPLICATION (REQUIRES WMD APPROVAL. 5.4. WASTE MANAGEMENT/CONTAINMENT: THIS BMP REQUIRES THAT ALL WASTE MANAGEMENT/CONTAINMENT: THIS BMP REQUIRES THAT ALL CONSTRUCTION WASTES, FUELS, LUBRICANTS, CHEMICAL WASTES, TRASH, SANITARY WASTES, CONTAMINATED SOILS OR DEBRIS SHALL BE CONTAINED ON SITE, PROTECTED FROM CONTACT WITH PRECIPITATION OR SURFACE RUNOFF, PERIODICALLY REMOVED FROM THE CONSTRUCTION SITE, AND PROPERLY DISPOSED OF. 5.5. SPILL PREVENTION/CONTAINMENT: THIS BMP DEFINES THE MEASURES PROPOSED SPILL PREVENTION/CONTAINMENT: THIS BMP DEFINES THE MEASURES PROPOSED FOR REVENTING, CONTROLLING, OR CONTAINING SPILLS OF FUEL, LUBRICANTS, OR OTHER POLLUTANTS; AND PROTECTING POTENTIAL POLLUTANTS FROM CONTACT WITH PRECIPITATION OR RUNOFF. 5.6. CHUTE WASHOUT CONTAINMENT: WATER USED IN THE CLEANING OF CEMENT CHUTE WASHOUT CONTAINMENT: WATER USED IN THE CLEANING OF CEMENT TRUCK DELIVERY CHUTES SHALL BE DISCHARGED INTO A PREDEFINED, BERMED CONTAINMENT AREA ON THE JOB SITE. THE REQUIRED CONTAINMENT AREA IS TO BE BERMED SO THAT WASH WATER IS TOTALLY CONTAINED. WASH WATER DISCHARGED INTO THE CONTAINMENT AREA SHALL BE ALLOWED TO INFILTRATE OR EVAPORATE. DRIED CEMENT WASTE IS REMOVED FROM TEH CONTAINMENT AREA AND PROPERLY DISPOSED OF. THE DIRECT OR INDIRECT DISCHARGE OF WATER CONTAINING WASTE CEMENT TO THE STORM SEWER SYSTEM IS PROHIBITED (SEC. 56-102A, C; REVISED MUNICIPAL CODE, CITY AND COUNTY OF DENVER). 5.7. SWEEPING: THIS BMP REQUIRES THAT IMPERVIOUS SURFACES WHICH ARE SWEEPING: THIS BMP REQUIRES THAT IMPERVIOUS SURFACES WHICH ARE ADJACENT TO OR CONTAINED WITHIN CONSTRUCTION SITES BE SWEPT ON A DAILY BASIS OR AS NEEDED DURING THE DAY WHEN SEDIMENT AND OTHER MATERIALS ARE TRACKED OR DISCHARGED ON TO THEM. EITHER SWEEPING BY HAND OR USE OF STREET SWEEPERS IS ACCEPTABLE. STREET SWEEPERS USING WATER WHILE SWEEPING IS PREFERRED IN ORDER TO MINIMIZE DUST. FLUSHING OFF PAVED SURFACES WITH WATER IS PROHIBITED. 5.8. PERIMETER CONTROL: THIS BMP REQUIRES THAT A CONSTRUCTION SITE INSTALL PERIMETER CONTROL: THIS BMP REQUIRES THAT A CONSTRUCTION SITE INSTALL A PERIMETER CONTROL MEASURE ALONG THE EDGE OF THE CONSTRUCTION SITE, TO PREVENT, OR FILTER THE DISCHARGE OF SURFACE RUNOFF FROM THE CONSTRUCTION SITE. THE TYPE OF PERIMETER CONTROL USED SHALL BE DETERMINED BASED ON SITE CONDITIONS AND LOCATION. MAINTENANCE AND REPAIR OF THE CONTROL MEASURE SHALL OCCUR AS NEEDED, IN A TIMELY MANNER. 5.9. STOCK PILES: SOILS THAT WILL BE STOCKPILED FOR MORE THAN THIRTY (30) STOCK PILES: SOILS THAT WILL BE STOCKPILED FOR MORE THAN THIRTY (30) DAYS SHALL BE PROTECTED FROM WIND AND WATER EROSION WITHIN FOURTEEN (14) DAYS OF STOCKPILE CONSTRUCTION. STABILIZATION OF STOCKPILES LOCATED WITHIN 100 FEET OF RECEIVING WATERS, OR WITH SLOPES 3 TO 1 OR GREATER SHALL BE COMPLETED WITHIN SEVEN (7) DAYS FOLLOWING STOCKPILE CONSTRUCTION. STABILIZATION AND PROTECTION OF THE STOCKPILE MAY BE ACCOMPLISHED BY ANY OF THE FOLLOWING: MULCHING, TEMPORARY/PERMANENT REVEGETATION OPERATIONS, CHEMICAL SOIL STABILIZER APPLICATION (REQUIRES DENVER PUBLIC WORKS APPROVAL), OR EROSION CONTROL MATTING/GEOTEXTILES. IF STOCKPILES ARE LOCATED WITHIN 100 FEET OF RECEIVING WATERS, A DRAINAGE WAY OR THE SITE PERIMETER, ADDITIONAL SEDIMENT CONTROLS SHALL BE REQUIRED. 5.10. SAW CUTTING OPERATIONS: THE CONTRACTOR SHALL PROTECT ALL STORM SAW CUTTING OPERATIONS: THE CONTRACTOR SHALL PROTECT ALL STORM SEWER FACILITIES ADJACENT TO ANY LOCATION WHERE PAVEMENT CUTTING OPERATIONS INVOLVING WHEEL CUTTING, SAW CUTTING, OR ABRASIVE WATER JET CUTTING ARE TO TAKE PLACE. THE CONTRACTOR SHALL REMOVE AND PROPERLY DISPOSE OF ALL WASTE PRODUCTS GENERATED BY SAID CUTTING OPERATIONS ON A DAILY BASIS OR AS NEEDED THROUGHOUT THE WORK DAY. THE DISCHARGE OF ANY WATER CONTAMINATED BY WASTE PRODUCTS FROM CUTTING OPERATIONS TO THE STORM SEWER SYSTEM IS PROHIBITED. (SEC. 56-102A, C; REVISED MUNICIPAL CODE, CITY AND COUNTY OF DENVER) 5.11. STRUCTURAL CONTROLS: DEVELOPMENT SITES THAT ARE REQUIRED TO PROVIDE STRUCTURAL CONTROLS: DEVELOPMENT SITES THAT ARE REQUIRED TO PROVIDE DETENTION AND WATER QUALITY ENHANCEMENT FACILITIES FOR STORM RUNOFF NEED TO INSTALL THE DETENTION FACILITIES EARLY IN THE CONSTRUCTION BUILD-OUT OF THE SITE. PROJECTS THAT ARE USING UNDERGROUND DETENTION ARE REQUIRED TO INSTALL A PRETREATMENT STRUCTURE(S) OR SEDIMENTATION BASIN(S) AS A MEANS OF TREATING POTENTIALLY POLLUTED STORM WATER PRIOR TO ENTERING THE DETENTION STRUCTURE. USE OF THESE STRUCTURES IS REQUIRED FOR ENTRAPPING SEDIMENT AND CONSTRUCTION DEBRIS DURING THE ACTIVE CONSTRUCTION PHASE OF THE PROJECT. A NARRATIVE SECTION OF A MANAGEMENT PLAN SHOULD ADDRESS OPERATION AND MAINTENANCE OF THE STRUCTURAL CONTROLS BEING USED AS AN ACTIVE CONSTRUCTION BMP. 6. EROSION AND SEDIMENT CONTROL 'BEST MANAGEMENT PRACTICES' SHALL BE EROSION AND SEDIMENT CONTROL 'BEST MANAGEMENT PRACTICES' SHALL BE MAINTAINED AND KEPT IN EFFECTIVE OPERATING CONDITION FOR THE DURATION OF THIS PROJECT. ALL NECESSARY MAINTENANCE AND REPAIR SHALL BE COMPLETED IMMEDIATELY UPON DISCOVERY OF ANY DEFICIENCY OR DEFECT. UTILITIES 1. CAUTION: LOCATION OF EXISTING UTILITIES IS SHOW ACCORDING TO THE BEST CAUTION: LOCATION OF EXISTING UTILITIES IS SHOW ACCORDING TO THE BEST INFORMATION AVAILABLE AS SUPPLIED BY THE UTILITY PROVIDERS INCLUDING TYPE, SIZE, LOCATION, AND NUMBER OF UTILITIES. PRIOR TO DATE OF CONSTRUCTION CONTRACTOR SHALL VERIFY EXISTING UTILITIES WITH THE UTILITY NOTIFICATION CENTER OF COLORADO (UNCC) AND/OR UTILITY COMPANIES. FOR ADDITIONAL INFORMATION CONTACT: UNCC 1-800-922-1987. THE CONTRACTOR SHALL VERIFY EXISTENCE, SIZE, AND LOCATION OF EXISTING UTILITIES AND FACILITIES PRIOR TO CONSTRUCTION AND SHALL NOTIFY THE ENGINEER OF ANY DISCREPANCIES. 2. CONTRACTOR TO CALL 811 FOR UTILITY LOCATES PRIOR TO BEGINNING WORK AT CONTRACTOR TO CALL 811 FOR UTILITY LOCATES PRIOR TO BEGINNING WORK AT THE PROJECT SITE TO VERIFY THERE ARE NO CONFLICTS WITH EXISTING UTILITIES. 3. PRIOR TO COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR SHALL CONTACT PRIOR TO COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR SHALL CONTACT ALL UTILITIES TO COORDINATE SCHEDULING. SHOULD ANY CONFLICTS, RECONSTRUCTION, OR OTHER INTERRUPTIONS IN SERVICE BE REQUIRED, CONTRACTOR SHALL COORDINATE UTILITY SCHEDULING. THE CONTRACTOR SHALL COORDINATE WITH ALL UTILITIES REGARDING WORK WHICH HAS BEEN COMPLETED PRIOR TO CONSTRUCTION. 4. THE CONTRACTOR SHALL CORRECTLY SHOW ON SUBMITTED DRAWINGS THE THE CONTRACTOR SHALL CORRECTLY SHOW ON SUBMITTED DRAWINGS THE LOCATIONS OF ALL UTILITIES IN THE VICINITY WHERE THE CONTRACTOR MAY BORE, TRENCH, EXCAVATE, AND INSTALL CONDUIT, PULL BOXES, OR SIGNAL FOUNDATIONS. IN THE EVENT THAT PROPOSED IMPROVEMENTS ARE LOCATED WITHIN THE VICINITY OF ANY UTILITIES, THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DESIGN AND INSTALLATION THAT WILL PREVENT DAMAGE TO THE INSTALLATION UNDER NORMAL UTILITY OPERATING CONDITIONS. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO OBTAIN INFORMATION ON EACH OF THE UTILITIES AS APPLICABLE SUCH AS GAS PRESSURE, STEAM AND WATER PRESSURE, TEMPERATURES, ETC. 5. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO EXAMINE THE SITE FOR IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO EXAMINE THE SITE FOR EVIDENCE OF FAILURES OF OR DEFICIENCIES IN UTILITY COMPANY FACILITIES (I.E. XCEL, DENVER WATER, DENVER PUBLIC WORKS, WMD, ETC.) AND TO IMMEDIATELY CALL ANY SUCH EVIDENCE OF PRE-EXISTING DAMAGE TO THE ATTENTION OF THE UTILITY COMPANY ALONG WITH PROPER DOCUMENTATION. THE CONTRACTOR HEREBY AGREES THAT THE REPAIR OF ANY AND ALL DAMAGES (DIRECT OR INDIRECT), THAT MAY BE SUBSEQUENTLY DISCOVERED AND PROVEN TO HAVE BEEN CAUSED BY THE CONSTRUCTION ACTIVITIES, IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR WITHOUT SUCH EVIDENCE OF PRE-EXISTING DAMAGE. THE CONTRACTOR HEREBY AGREES THAT ANY AND ALL DAMAGES (DIRECT OR INDIRECT) TO UTILITY COMPANY FACILITIES, WHICH MAY BE SUBSEQUENTLY DISCOVERED WITHIN THOSE AREAS WHERE CONSTRUCTION OCCURRED WITHIN SIX FEET OF UTILITY COMPANY FACILITIES (DIRECT OR INDIRECT), AND WITHIN A PERIOD OF THREE YEARS FROM THE DATE OF CONSTRUCTION, WERE CAUSED BY THE CONSTRUCTION ACTIVITIES. FURTHERMORE, THE REPAIR IS AGREED TO BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PROTECT ALL UTILITY COMPANY FACILITIES WITHIN THE AREA OF CONSTRUCTION. THIS INCLUDES ALL STEPS NECESSARY TO PREVENT SUBSIDENCE OF THE SOIL ADJACENT TO OR NEAR UTILITY COMPANY FACILITIES. 6. THE CONTRACTOR SHALL MAINTAIN AT LEAST A 10 FOOT CLEAR ZONE TO UTILITIES THE CONTRACTOR SHALL MAINTAIN AT LEAST A 10 FOOT CLEAR ZONE TO UTILITIES AT ALL TIMES IN ACCORDANCE WITH CITY STANDARDS. THE CONTRACTOR SHALL CLEARLY IDENTIFY OWNER NAME AND CONTACT INFORMATION ON ALL MANHOLE COVERS. 7. THE CONTRACTOR SHALL COORDINATE WITH XCEL ENERGY PRIOR TO WORKING THE CONTRACTOR SHALL COORDINATE WITH XCEL ENERGY PRIOR TO WORKING UNDER OVERHEAD UTILITIES. 8. THE CONTRACTOR SHALL KEEP REQUIRED MINIMUM CLEARANCE FROM ALL THE CONTRACTOR SHALL KEEP REQUIRED MINIMUM CLEARANCE FROM ALL OVERHEAD UTILITIES DURING CONSTRUCTION ACTIVITIES. 8.1. FOR 50 kV OR LESS, MINIMUM CLEARANCE IS 10 FEET FOR 50 kV OR LESS, MINIMUM CLEARANCE IS 10 FEET 8.2. FOR 50 kV - 350 kV, MINIMUM CLEARANCE IS 20 FEET FOR 50 kV - 350 kV, MINIMUM CLEARANCE IS 20 FEET 8.3. FOR LINES 350 kV OR MORE, MINIMUM CLEARANCE IS 50 FEET FOR LINES 350 kV OR MORE, MINIMUM CLEARANCE IS 50 FEET 8.4. FOR COMMUNICATION FACILITIES, MINIMUM CLEARANCE IS 3 FEET FOR COMMUNICATION FACILITIES, MINIMUM CLEARANCE IS 3 FEET 9. UTILITIES ARE DEPICTED ON THESE PLANS IN ACCORDANCE WITH THEIR ACHIEVED UTILITIES ARE DEPICTED ON THESE PLANS IN ACCORDANCE WITH THEIR ACHIEVED "QUALITY LEVELS" AS DEFINED IN THE AMERICAN SOCIETY OF CIVIL ENGINEERS DOCUMENT ASCE 38, "STANDARD GUIDELINE FOR THE COLLECTION AND DEPICTION OF EXISTING SUBSURFACE UTILITY DATA." LOCATION OF EXISTING UTILITIES IS DEPICTED ACCORDING TO THE BEST AVAILABLE INFORMATION AND REPRESENT CONDITIONS AT THE TIME OF DATA COLLECTION. THESE PLANS DO NOT RELIEVE THE CONTRACTOR FROM FOLLOWING ALL APPLICABLE UTILITY DAMAGE PREVENTION STATUTES AND PROCEDURES DURING EXCAVATION. PRIOR TO CONSTRUCTION, CONTRACTOR SHALL VERIFY EXISTING UTILITIES WITH THE UTILITY NOTIFICATION CENTER OF COLORADO (UNCC). ALL COSTS ASSOCIATED WITH FIELD VERIFICATION OF LOCATION AND DEPTHS OF UTILITIES FOR DAMAGE PREVENTION SHALL BE BORNE BY THE CONTRACTOR AND SHALL BE COMPLETED PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY DISCREPANCIES (G.C.C. 701,804).
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FORESTRY 1. EXISTING TREES TO BE PRESERVED IN PUBLIC RIGHT OF WAY SHALL EXISTING TREES TO BE PRESERVED IN PUBLIC RIGHT OF WAY SHALL BE PROTECTED PER OFFICE OF THE CITY FORESTER STANDARDS & PRACTICES. TREE PROTECTION SHALL BE INSTALLED PRIOR TO COMMENCEMENT OF DEMOLITION AND/OR CONSTRUCTION ACTIVITIES, INSPECTED & APPROVED BY OFFICE OF THE CITY FORESTER STAFF, AND SHALL REMAIN IN PLACE UNTIL CERTIFICATE OF OCCUPANCY IS ISSUED. 2. IF PRUNING FOR CONSTRUCTION SCAFFOLDING IS NECESSARY, IF PRUNING FOR CONSTRUCTION SCAFFOLDING IS NECESSARY, CONTRACTOR SHALL CONSULT WITH OFFICE OF THE CITY FORESTER STAFF PRIOR TO COMMENCEMENT OF WORK. 3. MINIMUM TREE PROTECTION REQUIREMENTS: TREE PROTECTION SHALL MINIMUM TREE PROTECTION REQUIREMENTS: TREE PROTECTION SHALL BE INSTALLED AT THE CRITICAL ROOT ZONE (CRZ). THE CRZ IS EQUAL TO THE DRIPLINE, FURTHEST EXTENT OF TREE CANOPY, OR IS EQUAL TO ONE FOOT RADIALLY FROM THE TREE FOR EVERY ONE INCH OF TRUNK DIAMETER AT BREST HEIGHT (DBH = 4.5' ABOVE SOIL LINE), WHICHEVER IS GREATER. 3.1. FOR DEMOLITION ACTIVITIES: ORANGE PLASTIC SAFETY FENCING FOR DEMOLITION ACTIVITIES: ORANGE PLASTIC SAFETY FENCING IS ACCEPTABLE. FENCING SHALL BE MIN. 48" IN HEIGHT, TOP SECURED TO METAL T-POSTS WITH 12-GAUGE WIRE WOVEN THROUGH TOP OF FENCING FOR ENTIRE LENGTH. HEAVY DUTY T-POSTS SHALL BE PLACED SO THAT WIRE & FENCE ARE TAUT. 3.2. FOR CONSTRUCTION ACTIVITIES: USE 6' CHAIN LINK FENCING TO FOR CONSTRUCTION ACTIVITIES: USE 6' CHAIN LINK FENCING TO ESTABLISH TREE PROTECTION ZONE (TPZ). ONCE TPZ IS IN PLACE, IT MAY NOT BE MOVED, RESIZED, REMOVED, OR ALTERED IN ANY MANNER WITHOUT PRIOR WRITTEN APPROVAL FROM OFFICE OF THE CITY FORESTER. NOTE: PLASTIC FENCE TREE PROTECTION IS ONLY ACCEPTABLE PLASTIC FENCE TREE PROTECTION IS ONLY ACCEPTABLE FOR DEMOLITION ACTIVITIES. ONCE DEMOLITION IS COMPLETED, 6' CHAIN LINK FENCING MUST BE INSTALLED PER BOUNDARIES SHOWN ON APPROVED SDP DRAWINGS. INSTALL FENCING PRIOR TO COMMENCEMENT OF SITE CONSTRUCTION (INCLUDING EXCAVATION). 4. OFFICE OF THE CITY FORESTER STAFF SHALL INSPECT AND APPROVE OFFICE OF THE CITY FORESTER STAFF SHALL INSPECT AND APPROVE BOUNDARIES OF TREE PROTECTION ZONE(S) PRIOR TO COMMENCEMENT OF CONSTRUCTION ACTIVITIES; INCLUDING WHEN PLASTIC FENCING IS TO BE REPLACED WITH CHAIN LINK FENCING. ONCE APPROVED BY THE OFFICE OF THE CITY FORESTER, THE TREE PROTECTION SHALL NOT BE RESIZED, MODIFIED, REMOVED OR ALTERED IN ANY MANNER WITHOUT PRIOR APPROVAL. 5. "TREE PROTECTION ZONE" SIGNS SHALL REMAIN IN PLACE AS "TREE PROTECTION ZONE" SIGNS SHALL REMAIN IN PLACE AS POSTED BY OFFICE OF THE CITY FORESTER AND SHALL BE MAINTAINED IN THE CONDITION IN WHICH THEY WERE INSTALLED. 6. CLEAR VISIBILITY INTO TREE PROTECTION ZONE MUST BE MAINTAINED. CLEAR VISIBILITY INTO TREE PROTECTION ZONE MUST BE MAINTAINED. NO CONSTRUCTION BANNERS, SCREENS, BARRIERS, AND/OR SIGNS (EXCEPT OFFICE OF THE CITY FORESTER-POSTED TREE PROTECTION ZONE SIGNS) MAY BE PLACED TO IMPEDE VIEW INTO TREE PROTECTION ZONE  BY OFFICE OF THE CITY FORESTER STAFF. 7. NO ENTRANCE AND/OR ACCESS TO THE TREE PROTECTION ZONE, NO ENTRANCE AND/OR ACCESS TO THE TREE PROTECTION ZONE, INCLUDING CONSTRUCTION ACTIVITIES, IS PERMITTED WITHOUT PRIOR APPROVAL FROM THE OFFICE OF THE CITY FORESTER. 8. WHILE TREE PROTECTION FENCING IS IN PLACE, TREES SHALL BE WHILE TREE PROTECTION FENCING IS IN PLACE, TREES SHALL BE DEEP-ROOT WATERED AT AN INTERVAL OF ONCE PER WEEK WHEN TEMPERATURES ARE AT OR ABOVE 50-DEGREES F. TREES SHALL BE WATERED AT THE RATE OF 10 GALLONS PER INCH CALIPER. 9. TREE LAWN WITHIN BOUNDARY OF TREE DRIPLINE SHALL NOT BE TREE LAWN WITHIN BOUNDARY OF TREE DRIPLINE SHALL NOT BE ROTOTILLED AT ANY TIME. ROTOTILLING IS ONLY PERMITTED IN AREAS OUTSIDE EX. TREE DRIPLINE WHERE CONCRETE & HARDSCAPE ARE REMOVED. 10. INSTALLATION OF ANY IRRIGATION UNDER DRIPLINES OF EXISTING INSTALLATION OF ANY IRRIGATION UNDER DRIPLINES OF EXISTING TREES MUST BE PERFORMED BY DIRECTIONAL BORE. TRENCHING OF IRRIGATION LINES WITHIN TREE PROTECTION ZONES IS STRICTLY PROHIBITED. 11. EXISTING ROW TREES APPROVED FOR REMOVAL BY THE OFFICE OF EXISTING ROW TREES APPROVED FOR REMOVAL BY THE OFFICE OF THE CITY FORESTER MUST BE PROTECTED IN PLACE PER FORESTRY STANDARDS & SPECIFICATIONS UNTIL REMOVED BY AN OFFICE OF THE CITY FORESTER-LICENSED TREE CONTRACTOR. A TREE REMOVAL PERMIT IS REQUIRED FROM THE OFFICE OF THE CITY FORESTER PRIOR TO REMOVAL. FAILURE TO PROTECT SUCH TREES UNTIL REMOVAL, OR REMOVING ROW TREES WITHOUT A FORESTRY-ISSUED PERMIT WILL RESULT IN NOTICE OF VIOLATION AND MAY INCLUDE CITATIONS/FINES. TREE REMOVAL PERMITS ARE NOT INCLUDED WITH TREE REMOVAL PERMITS ARE NOT INCLUDED WITH BUILDING PERMITS AND MUST BE OBTAINED SEPARATELY FROM THE OFFICE OF THE CITY FORESTER. 12. NO CONSTRUCTION ACCESS, ACTIVITY, OR STORAGE OF NO CONSTRUCTION ACCESS, ACTIVITY, OR STORAGE OF MATERIALS/DEBRIS/EQUIPMENT IS PERMITTED WITHIN TREE PROTECTION ZONES, INCLUDING GRADING, INSTALLATION OF UNDERGROUND UTILITIES, INSTALLATION OF SITE IMPROVEMENTS, AND/OR GRUBBING/LANDSCAPING. ALL CONSTRUCTION ACTIVITY MUST OCCUR OUTSIDE TREE PROTECTION ZONES (I.E. DRIPLINES OF TREES). 13. EXPLORE AND IDENTIFY ROOTS WITHIN THE CRITICAL ROOT ZONE EXPLORE AND IDENTIFY ROOTS WITHIN THE CRITICAL ROOT ZONE PRIOR TO ANY CONSTRUCTION PROCEEDING. THIS CAN BE DONE WITH AN AIRSPADE, VAC TRUCK, OR HAND DIGGING. CALL MICHAEL SWANSON WHEN ROOTS HAVE BEEN EXPOSED SO HE CAN INSPECT OR CALL WITH ANY QUESTIONS - 720-865-0402, OR MICHAEL.SWANSON@DENVERGOV.ORG. ROOT EXPLORATION WILL NOT BE PAID FOR SEPARATELY, BUT INCLUDED IN THE COST OF THE WORK. DENVER PARKS AND RECREATION *FOR ALL WORK OCCURRING ON LAND MANAGED AND OPERATED BY DENVER PARKS AND RECREATION (DPR). 1. THE CONTRACTOR SHALL OBTAIN A TEMPORARY CONSTRUCTION THE CONTRACTOR SHALL OBTAIN A TEMPORARY CONSTRUCTION ACCESS PERMIT (TCAP) FOR ANY WORK OR OCCUPANCY OF PARK LAND, THIS INCLUDES BUT NOT LIMITED TO: DESIGNATED CITY PARKS, PARKWAYS, OPEN SPACE, TRAILS AND BIKE PATHS. INFORMATION AND APPLICATION CAN BE FOUND AT https://www.denvergov.org/Government/Agencies-Departments- Offices/Parks-Recreation/Planning-Development/Construction- Access-Permits 2. WORK TO BE COMPLETED ADJACENT TO OR WITHIN LAND MANAGED WORK TO BE COMPLETED ADJACENT TO OR WITHIN LAND MANAGED AND OPERATED BY DPR SHALL BE REVIEWED WITH DPR PRIOR TO THE WORK STARTING. REPRESENTATIVES FROM DPR SHALL BE INCLUDED IN THE PRECONSTRUCTION MEETING, INCLUDING DISTRICT OPERATIONS AND THE OFFICE OF THE CITY FORESTER. 3. ALL WORK SHALL CONFORM TO THE DENVER PARKS AND ALL WORK SHALL CONFORM TO THE DENVER PARKS AND RECREATION CURRENT CONSTRUCTION STANDARDS AND SPECIFICATIONS. 4. THE CONTRACTOR SHALL FIELD LOCATE SIGNS AND SITE FURNISHING THE CONTRACTOR SHALL FIELD LOCATE SIGNS AND SITE FURNISHING LOCATIONS WITH REPRESENTATIVES FROM PARKS TO AVOID CONFLICTS WITH IRRIGATION, LANDSCAPE, AND OTHER EXISTING SITE CONDITIONS. IF DAMAGE OCCURS, THE CONTRACTOR SHALL REPAIR OR REPLACE AND BE ACCEPTED BY A PARKS REPRESENTATIVE. 5. ANY DAMAGE TO LAND MANAGED AND OPERATED BY DPR, INCLUDING ANY DAMAGE TO LAND MANAGED AND OPERATED BY DPR, INCLUDING BUT NOT LIMITED TO, CONCRETE, IRRIGATION, LANDSCAPE, UTILITIES, FENCING, AND SITE FURNISHINGS, SHALL BE RESTORED, REPAIRED, OR REPLACED TO DENVER PARKS AND RECREATION'S CURRENT STANDARDS AND SPECIFICATIONS AND BE ACCEPTED BY A PARKS REPRESENTATIVE. 6. THE CONTRACTOR SHALL USE A QUALIFIED LANDSCAPE/IRRIGATION THE CONTRACTOR SHALL USE A QUALIFIED LANDSCAPE/IRRIGATION SUB-CONTRACTOR TO MAKE ANY LANDSCAPE OR IRRIGATION REPAIRS OR ADJUSTMENTS. ALL PROPOSED REPAIRS OR MODIFICATIONS SHALL BE REVIEWED WITH DPR PRIOR TO STARTING WORK, REVIEWED BY PARKS DURING WORK AND PRIOR TO COVERING, AND ACCEPTED BY A PARKS REPRESENTATIVE WHEN COMPLETE. 7. RESTORATION OF TURFGRASS SHALL BE DONE WITH TURFGRASS SOD, RESTORATION OF TURFGRASS SHALL BE DONE WITH TURFGRASS SOD, SEED IS NOT ALLOWED. 8. FOR PROJECTS WITH AUTOMATIC IRRIGATION CONTROLLERS: IF POWER FOR PROJECTS WITH AUTOMATIC IRRIGATION CONTROLLERS: IF POWER FROM AN EXISTING LIGHT POLE IS PROVIDING ELECTRICAL SERVICE TO AN IRRIGATION CONTROLLER AND THE SERVICE IS INTERRUPTED, THE CONTRACTOR SHALL RESTORE POWER TO THE IRRIGATION CONTROLLER.
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