SHERIDAN BLVD & LOUISIANA AVE INTERSECTION IMPROVEMENT PROJECT
COMMENT SUMMARY/ RESOLUTION FORM
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1 CCD DOTI

Forestry

Eric Huetig

Gen Notes

Please add OCF tree protection notes (see below) and detail, dated 4-1-22.

Add the following OCF tree protection notes to the General Notes:

1. Existing trees to be preserved in public right of way (ROW) or public place shall be protected per OCF
standards and practices. Tree protection shall be;

A. Installed prior to commencement of demolition and/or construction activities

B. Inspected and approved by OCF staff

Remain in place and as approved until Certificate of Occupancy or Substantial Completion and Final
Acceptance is issued

Notes have been added to general notes sheets.

CLLE

11/19/2025

2 CCD DOTI

Forestry

Eric Huetig

Gen Notes

Add the following OCF tree protection notes to the General Notes (cont):

2. Tree protection requirements;

A. Tree Protection Zone (TPZ) shall be installed at the dripline, furthest extent of tree canopy, or is equal
to eighteen inches radially from the tree for every one inch of trunk diameter at breast height (DBH = 4.5'
above soil line), whichever is greater

B. Install six foot (6') chain link fencing prior to commencement of project construction activities

C. OCF Staff shall inspect and approve boundaries of tree protection zone(s) prior to commencement of|
demolition or construction activities

D. Once TPZ is in place, the following are not permitted within TPZ without prior written approval from
OCF;

i. Entrance and/or access

ii. Moving, resizing, removing, or altering in any manner

iii. Storage of materials/debris/equipment

iv. Construction activities including but not limited to; rototilling, trenching, grading, installation of
underground utilities and/or site improvements, landscaping, irrigation work

1. Irrigation line work shall be completed by directional bore

E. "Tree Protection Zone" signs shall remain in place as posted by OCF and shall be maintained in the
condition in which they were installed

F. Tree Pruning for clearance issues must have prior authorization by OCF staff

Notes have been added to general notes sheets.

CLLE

11/19/2025

3 CCD DOTI

Forestry

Eric Huetig

Gen Notes

Add the following OCF tree protection notes to the General Notes (cont):

3. Existing ROW or public place trees approved for removal by OCF must be protected in place until
removed by an OCF-licensed tree contractor;

A. An OCF tree removal permit is required

B. Tree removal permits are not included with building permits and/or plan approval and must be
obtained separately from the OCF

C. FAilure to protect trees until removal or removing without a OCF-issued permit will result in notice of
violation and/or may include citations/fines

Notes have been added to general notes sheets.

CLLE

11/19/2025

4 CCD DOTI

Forestry

Eric Huetig

Gen Notes

Add the following OCF tree protection notes to the General Notes (cont):

4. Clear visibility into TPZ must be maintained. All construction banners, screens, barriers, and/or signs
(Except OCF-posted TPZ signs) must be semi-transparents and not impede inspection of TPZ by OCF
staff

5. For projects with a duration of 5 days or longer;

A. Protected trees shall be deep-root watered at a minimum interval of once every two weeks when
temperatures are at or above 40-degrees F

B. Trees shall be watered at the rate of 25 gallons per inch DBH

C. Insect and disease treatments shall be applied when necessary or as ordered by OCF

i. OCF may ask for proof of watering and/or treatment

Notes have been added to general notes sheets.

CLLE

11/20/2025




Comment #

Agency

Discipline

Reviewer
Name

Document or
Sheet #

Reviewers Comment

Initial
Disposition
Code

Designer Response/Comment

Designer
Initials

Final
Disposition
Code

Date
Addressed

Additional Notes

CCD DOTI

Stormwater

Gen Notes

Add EC to General Notes:

Standard Note #1

"The Permittee and/or Contractor shall remove all sediment, mud, construction debris, or other
potential pollutants that may have been discharged to or, accumulate in, the flowlines, storm drainage
appurtenances, and public rights of ways of the City and County of Denver as a result of construction
activities associated with this site developement or construction project. Said removal shall be
conducted in a timely manner."

Notes have been added to general notes sheets.

CLLE

11/19/2025

CCD DOTI

Stormwater

Mike Sasarak

Gen Notes

Add EC to General Notes (continued):

Standard Note #2

"The Contractor shall prevent sediment, debris and all other pollutants from entering the storm sewer
system during all demolition, excavation, trenching, boring, grading, or other construction operations
that are part of this project. The Contractor shall be held responsible for remediation of any adverse
impacts to the Municipal Separate Storm Sewer System, receiving waters, waterways, wetlands, and or
other public or private properties, resulting from work done as part of this project."

Standard Note #3

"Soil stabilization measures shall be implemented within fourteen (14) days following completion of
grading activities. Stabilization of disturbed areas adjacent to receiving waters or with slopes 3to 1 or
greater shall be ompleted within seven (7) days following completion of grading activities. Note: Federal
and State regulations may soon require stabilization within seven (7) days of completion of grading
activities. In such cases, the shorter timeframe shall apply to projects within Denver as well."

Notes have been added to general notes sheets.

CLLE

11/19/2025

CCD DOTI

Stormwater

Mike Sasarak

Gen Notes

Add EC to General Notes (continued):

Standard Note #4

"The Developer, General Contractor, Grading Contractor and/or their authorized agents shall insure that
all loads of cut and fill material imported to or exported from this site shall be properly covered to
prevent loss of the material during transport on public rights of way." (Sec. 49-552; Revised Municipal
Code)

Standard Note #5

"The use of rebar to anchor best management practices is prohibited." Steel fence posts may be used
on a case by case basis and requires approval from the City and County of Denver SWMP reviewer or
the stormwater enforcement investigator prior to installation."

Notes have been added to general notes sheets.

CLLE

11/20/2025

CCD DOTI

Stormwater

Mike Sasarak

Gen Notes

Add EC to General Notes (continued):

Standard Note #6

"Soils that will be stockpiled for more than thirty (30) days shall be protected from wind and water
erosion within fourteen (14) days of stockpile construction. Stabilization of stockpiles located within
100 feet of receiving waters, or with slopes 3 to 1 or greater shall be completed within seven (7) days
following stockpile construction. Stabilization and protection of the stockpile may be accomplished by
any of the following: Mulching, Temporary/Permanent Revegetation Operations, Chemical Soil
Stabilizer Application (requires Denver Public Works approval), or erosion control matting/Geotextiles.
If stockpiles are located within 100 feet of receiving waters, a drainageway or the site perimeter,
addotional sediment controls such shall be required."

Standard Note #7

"Approved erosion and sediment control 'Best Management Practices' shall be maintained and kept in
good repair for the duration of this project. At a minimum, the Permittee or contractor shall produce and
retain weekly written inspection records for all BMPs and after significant precipitation events. All
necessary maintenance and repair shall be compmleted immediately. Additionally, street sweeping is
to be completed by the close of the business day or (and) on an as needed basis throughout the day.

Notes have been added to general notes sheets.

CLLE

11/19/2025
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Add EC to General Notes (continued):
Standard Note #8
"Water used in the cleaning of cement truck delivery chutes shall be discharged into a predefined,
concrete washout area on the job site. Bermed containment or commercially available concrete
washout devices that fully contain all wash water are acceptable. Wash water discharged into the
containment area or device shall be allowed to infilatrate, evaporate, and or be disposed of in
accordance with all applicable regulations. Dried cement waste is to be removed from the containment
area and properly disposed.
9 CCD DOTI Stormwater Mike Sasarak Gen Notes Should the use of a predefined bermed containment area or approved washout device be technically A Notes have been added to general notes sheets. CLLE | 11/19/2025
infeasible due to the project size, or lack of an area with a suitable ground surface for establishing
containment, proper disposal of concrete washout and wash water at the job site shall conform to the
approved techniques and practices indentified in the Colorado Department of Public Health &
Environment's training video entitled 'Building For a Cleaner Environment, Ready Mix Washout
Training' and its accompanying manual entitled, 'Ready Mix Washout Guidebook, Vehicle and
Equipment Washout at Construction Sites.'
The direct or indirect discharge of water containing waste cement to the storm sewer systemis
prohibited." (Sec.56-102a, c; Revised Municipal Code, City and County of Denver).
Add EC to General Notes (continued):
Standard Note #9
"The Contractor shall protect all storm sewer facilities adjacent to any location where pavement cutting
operations involving wheel cutting, saw cutting, or abrasive water jet cutting are to take place.
The Contractor shall remove and properly dispose of all waste products generated by said cutting
operations on a daily basis or as needed throughout the work day."
i The discharge of any water contaminated by waste products from cutting operations to the storm sewer
10 CCD DOTI Stormwater Mike Sasarak Gen Notes . . i . . A Notes have been added to general notes sheets. CLLE | 11/19/2025
system is prohibited." (Sec.56-102a, c; Revised Municipal Code, City and County of Denver)
Standard Note #10
"Paved and impervious surfaces which are adjacent to construction sites must be swept on a dailys
basis and as needed during the day when sediment and other materials are tracked or discharged onto
them. Either sweeping by hand or use of Street Sweepers is acceptable. Street sweepers using water
while sweeping is spreferred in order to minimize dust. Flushing off paved surfaces with water is
prohibited." (Sec.56-102a, c; Revised Municipal Code, City and County of Denver)
A CASDP Permit will not be required for this project, however, all potential pollutants generated during
demolition or construction work associated with this project shall be prevented from discharge to
1 CCD DOTI Stormwater Mike Sasarak Gen Notes stormwater conveyance systems in the vicinity of this project site. A Notes have been added to general notes sheets. CLLE | 11/19/2025
Include notes provided by DOTI (REDLINES- EC - CASDP Not Required)
12 CDOT Traffic Lacombe SAQ SAQ needs Traffic Control items. A Traffic control items have been added to the SAQ. AMSC | 2/5/2026
Tree protection has been added to the removal sheet and SWMP in
13 CCD DOTI Forestry Eric Huetig 12 Plz add tree protection zone boundary to this sheet (in red). [Southeast corner of intersection] A red. All other sheets the tree protection line work has been shown in CLLE | 11/19/2025
black and specified in the legend.
Tree protection has been added to the removal sheet and SWMP in
14 CCD DOTI Forestry Eric Huetig 13 Plz add tree protection zone boundary to this sheet (in red) [Southeast corner of intersection] A red. All other sheets the tree protection line work has been shown in CLLE | 11/19/2025
black and specified in the legend.
o . . . Truck turns were considered in the development of this design. For
15 CCD DOTI Roadway Chris Krook 13 For the curb fzxtensmn in the SEC-- Were DFD and appropriate truck turning templates considered for A clarity the truck turns have been added to the construction plans for SARD | 12/17/2025
this bulb out improvement? . .
reference/information only.
. X X Lo Yes the SBL movement can negotiate the intersection. For clarity
16 Lakewood Roadway Kelly Dunne 13 SBL movement still meet design vehicle now that turn is tighter? ED . SARD | 12/17/2025
truck turns have been added to the construction plans for reference.
. . o Ramp has been moved north to accommodate full bus loading area.
17 CCD DOTI Transportation | Winton Brazil 13 The southernmost ped ramp may need to be slightly moved north, so pedestrians can utilize the ramp DC RTD meeting held on 11/12/25 and email correspondence with both | SARD | 1/16/2026
crossing when a bus is at the stop. . R .
the CCD and Lakewood, support this design decision.
The median shown in the detail is only 1.5" tall.. Must be a CDOT typical 6" raised median with 6" curb The detallincluded in the plans, iluistrates the molntable medan
18 CDOT Traffic Lacombe 14 ED nose, which is why it is only 1.5" tall. The linear curb along the median SARD D 12/17/2025

and gutter, but can have a mountable nose.

adheres to the standard CDOT detail "Curb and Gutter (Section I-B)".
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Provide flowline profiles. There appears to be segments where the flowline grade is less than 0.5%. Grades h b dated to b - £0.5% and flow li
rades have been updated to be a minimum of 0.5% and flow line
19 CCD DOTI Wastewater Mike Sasarak 15-16 Please evaluate. Specifically the NE flowline of Louisiana and Sheridan and the mid-block ADA ramp on ED § P K R ’ SARD | 1/16/2026
. i profiles have been provided in the plans.
the west side of Sheridan are labeled as 0.4%.
Per the "Transportation Standards and Details for the Engineering
20 CCD DOTI Materials Kim Blair 15-16 Ensure min curb ramp radii are 2'. ED Division" (7.1- 7.8) a minimum of 1-ft radii was used to better fit the SARD D 11/19/2025
contstraints and existing conditions.
I understand existing tie in facilities are 6' but were 8' ramps and sidwalk N/S along Sheridan
. i considered? This is standard for Arterial Roadway for Denver Transportation Standards. That way if a Due to limited funding resources and ROW constraints 8-ft ramps are
21 CCD DOTI Mobility Chris Krook 16 . . . . DC ) . e SARD D 11/19/2025
sidewalk project or development rebuilds the sidewalks to 8+ feet, the curb ramps don't have to be not being considered at this time.
rebuilt. (SEC of intersection)
Tree protection has been added to the removal sheet and SWMP in
22 CCD DOTI Forestry Eric Huetig 16 Plz add tree protection zone boundary to this sheet (in red). [Southeast corner of intersection] A red. All other sheets the tree protection line work has been shown in CLLE | 11/19/2025
black and specified in the legend.
23 CCD DOTI Mobility Chris Krook 18 For the north crosswalk-- Consider remove/replace of crosswalk/stop bar to get on same maintenance A Rev?sed design to remove and replaces crosswalk on the north side of AMSC | 1/16/2025
cycle, and match new 10' space standard. the intersection.
24 CCD DOTI Mobility Chris Krook 18 Is this being used? [Striping legend #8] A Legend has been updated. AMSC | 1/16/2025
The design shown is the City's preffered design solution. Several
To restrict the EBLT from Louisiana Ave, the raised median on Sheridan Blvd should be extended a bit trade-offs were discussed such as balancing restricting the EB LTs
25 CDOT Traffic/Roadway Lacombe 18 further south (as long as turning templates would allow it). Right now, a driver may still decide to cut DC while still allowing NB LT onto W Louisiana Ave. The dedicated SB LT SARD D 1/31/2026
across Sheridan since the median doesn't block their way. just to the south of this intersection also contributed decision making
process.
Per discussion with CCD and City field visit held 1/12/26, the EBRT
X Recommend adding right turn arrow pavement marking for the EBRT at Louisiana Ave, as well as K y
26 CDOT Traffic Lacombe 18 o A/DC has been incoporated; however, CCD prefers to leave arrow out for AMSC | 1/16/2026
pavement arrows for the westbound approach at Louisiana Ave.
WB approach.
X . . . Per CCD direction, the custom sign has been incorporated into the
27 Lakewood Traffic Kelly Dunne 18 Suggest replacing the R3-8D sign with R3-8 custom (Approx STA 103+30) DC plans AMSC | 1/16/2026
28 Lakewood Traffic Chris Vokurka 18 Relocate all stop bars to 10' from X Walk. (North crosswalk) A Striping on north approach has been updated. AMSC | 1/16/2026
Suggest just having the No Left Turn sign (and the RT only on the stop sign). One'Way is
29 Lakewood Traffic Kelly Dunne 18 redundant/could cause drivers to think entire road is One'Way especially since the median ends right A One way sign has been removed. AMSC | 1/16/2026
here. (Approx STA 101+75)
. . Signal Timing: Probably not a huge deal and maybe a non-issue, but worth looking at latest retiming and Discussed with City at field visit held on 1/12/26. The City will revise
30 CCD DOTI Mobility Chris Krook 19 . 0 o . . . ) DC . . ) . AMSC | 1/31/2026
seeing if Louisiana warrants addition Vehicle Max time with reduced capacity (2 lanes to 1) the signal timing after construction on an as needed basis.
31 Lakewood Kelly Dunne 19 For the 1L (REMOVE AND SALVAGE DETETECTION) callout. Please adjust where arrow is pointing to. A Call out has been revised. AMSC | 1/16/2026
32 Lakewood Traffic Kelly Dunne 19 Add "POST" to end of "REMOVE PUSH BUTTON" in legend. A Legend has been updated AMSC | 1/16/2026
X i . X X As much existing infrastructure will be reused as possbile. PPB
33 CDOT Traffic Lacombe 20 Will existing signal poles and ped push button assemblies be affected? DC Rk K . AMSC D 1/16/2026
assemblies will be added where ADA minimums are needed
. i It appears this side may also need to add a push button pedestal, if current plan is to use existing push i .
34 CCD DOTI Mobility Chris Krook 20 i . i Rk K A Locations of push buttons have been revised to allow for better reach. AMSC | 1/16/2026
button, it appears it will be too far (10" reach) from the landing area. (NWC of intersection)
35 CCD DOTI Mobility Chris Krook 20 Show "2A" (RESET SIGNAL HEAD) on this sheet also. A Callout has been revised. AMSC | 1/16/2026
. i Just checking project team has coordinated with Traffic Operations to confirm that this controller will Controller supports FYA; new conflict monitor is incorporated into the
36 CCD DOTI Mobility Chris Krook 20 A AMSC | 2/5/2026

support FYA operation. (SEC of intersection)

plans




Include found Survey Control symbols and reference numbers on all plan sheets where they appear. (|

To reduce text conflicts on such a small project. Survey control
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Thank you for noting, critically important to move forward with this project as planned. [In regards to Additional sinal head load " Thi i q
itional signal head loads are not a concern. This was confirme
37 CCD DOTI Mobility Chris Krook 20 Note 2: Additional signal heads and mast arm loads will be confirmed in subsequent submittals by A ] ) g' . AMSC D 1/16/2026
i} X during a site visit held on 1/12/26.
DOTI traffic operations staff.]
Tree protection has been added to the removal sheet and SWMP in
38 CCD DOTI Forestry Eric Huetig 20 Plz add tree protection zone boundary to this sheet (in red). [Southeast corner] A red. All other sheets the tree protection line work has been shown in SARD | 12/16/2025
black and specified in the legend.
39 Lakewood Traffic Kelly Dunne 20 Add conduit size. [Southwest corner] A Callouts have been added to signal plans. AMSC | 1/16/2026
40 Lakewood Traffic Kelly Dunne 20 Proper clearance between post and back of sidewalk? [Southwest corner] A Signal equipment has been placed to meet ADA requirements AMSC | 1/16/2026
41 Lakewood Traffic Chris Vorkurka 20 Verify PPB reach distance on this corner as well. [Northwest corner] A Signal equipment has been placed to meet ADA requirements AMSC | 1/16/2026
. Doesn't look like existing push button on pole will meet ADA for southbound ramp (further than 10-inch . i .
42 Lakewood Traffic Kelly Dunne 20 A Signal equipment has been placed to meet ADA requirements AMSC | 1/16/2026
reach). [Northeast corner]
X Type 1 pullbox is very small for the cabinet; DOTI standard? Lakewood would put a Type 4 here. New pull boxes are no longer in the design, all existing pull boxes are
43 Lakewood Traffic Kelly Dunne 20 DC . AMSC D 2/5/2026
[Southeast corner] to be reset at finished grade
X . i New pull boxes are no longer in the design, allimpacted existing pull
44 Lakewood Traffic Kelly Dunne 20 Pullboxes in ramp. Relocate? Adjust? [Southeast corner] DC o AMSC D 2/5/2026
boxes are to be reset at finished grade
X Did DOTI confirmed existing controller and MMU can run the new 4-section flashing yellow arrows? Cabinet will remain in place, DOTI team confirmed that a new conflict
45 Lakewood Traffic Kelly Dunne 20 . A . i . . AMSC | 2/5/2026
Aka, this should be reset controller and not replace controller? [Southeast corner] monitor is required and that is reflected in the plans
46 Lakewood Traffic Chris Vorkurka 20 All ped push buttons should be replaced with accessible audio-tactile buttons per PROWAG A Push buttons have been updated to APS push buttons AMSC | 2/5/2026
47 Lakewood Traffic Kelly Dunne 20 Add "POST" to end of "REMOVE PUSH BUTTON" in legend. A Legend has been updated AMSC | 2/5/2026
48 CCD DOTI Mobility Chris Krook 21 Add legend to Utility Plan. A Legend has been added to utility plan sheet. SARD | 2/5/2026

Other Document Comments (Specs, Permits etc)

49 CCD DOTI Survey Johanna Lee Specs L . K X ED i e SARD D 2/5/2026
am good with just showing them on all removal sheets and detail sheets where applicable) symbols and number will be located within the survey control sheet.
Include revisions of Sections 625 and 629 in the Plan Specifications. Revised Section 629 shall be

50 CCD DOTI Survey Johanna Lee Specs specifically revised to include a detailed list of the monuments to be upgraded and/or set, per the A Recommended specs included in 95% package. SARD | 2/5/2026
Survey Control Diagram

51 CCD DOTI Survey Johanna Lee Specs Resubmittal required - survey redlines copied to project REDLINES folder. A Noted. Comments addressed in 95% submittal. SARD | 2/5/2026
Select materials to be used in the ROW from CDOT or CCD's pre-approved materials list. CCD's list
can be found at https://www.denvergov.org/Government/Agencies-Departments-Offices/Agencies-

X : . Departments-Offices-Directory/Department-of-Transportation-and-Infrastructure/Programs- Noted. Recommended materials have been added to the plans and

52 CCD DOTI Materials Kim Blair General . . ) A ) SARD | 12/16/2025
Services/Right-of-Way-Services/Street-Occupancy specs as fit.
See the Materials drop-down at the bottom of the page.
CCD follows MGPEC Standards: https://www.mgpec.org/mgpec-specifications.html

. i . Project disturbance is less than one acre and does not require a CASDP. Please include the attached X

53 CCD DOTI Erosion Control Mike Sasarak CASPD Permit R R . . A Noted. Erosion control notes have been added to the plans. CLLE | 11/19/2025

Erosion Control Notes in the plan set for CIP projects not requiring a CASDP.
Construction The General Contractor shall obtain ROW permits to perform the work in the public Right-of-Way. The
54 CCD DOTI Engineerin Michael Holm ROW General Contractor and all sub-contractors shall have a current and appropriate ROW license to A All work is assumed to stay within public ROW (Denver or Lakewood). SARD | 12/29/2025
g g perform their work.
There is construction and assets shown being placed outside of City and County of Denver limits . X .
i . K . . . . Several meetings have been held with Lakewood to determine
55 CCD DOTI Internal Review Damoni Rems ROW (Lakewood). Please ensure right of way is accepted, IGA's executed and that bond stipulations are in A . SARD | 12/29/2025
X responsibilities and IGAs.

compliance.

56 CDOT Permits Aaron Eyl CDOT 138 Please confirm that there hasn't been any other CDOT units reviewing this proposed work. A No other CDOT units have reviewed the proposed work. SARD | 12/29/2025
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The closed accesss located on the west side of Sheridan is located in Lakewood. The property owner
will be notified of the closure with form 138. Form 138 will be mailed out via certified mail after FOR.
The property owner should be contacted by the project well in advance for FOR. Because Lakewood is i .
o . . . i i The City has reached out to the property owner to inform them of the
. an issuing authority, Lakewood can dictate how much involvemenent they want to have with this . K i i .
57 CDOT Permits Aaron Eyl CDOT 138 . . . . R A upcomming improvements. Per prior discussions, Lakewood will SARD | 12/29/2025
process. If Lakewood is involved, Lakewood will need to sign form 138 before it is mailed out. .
manage the 138 proccess with CDOT.
Lakewood would also handle any appeals.
If needed, | can provide examples of a cover letter, exhibit and form 138.
It appears that a median will be installed on Sheridan south of the intersection. This median looks like it . .
X i i . . . X R X Thank you for the comment. For reference, the City has been in
58 CDOT Permits Aaron Eyl CDOT 138 will restrict the turning movements to right in right out. Restricting turning movement will not require a DC . L. R . SARD | 12/29/2025
i N i | contact with the property owners being impacted at the intersection.
form 138. It is a good idea to contact any property owners that may be affected by this median.
The work taking place on the east side of the intersection is in Denver and this is a Denver project. This
59 CDOT Permits Aaron Eyl CDOT 138 work will require an Access Permit form our office. CDOT will be the issuing authority for this permit DC Noted. City and design team will coordinate. SARD | 12/29/2025
because Denver cannot issue a Access Permit to themselves.
Any work outside of that including, but not limited to, landscaping, signal, survey, or utility work will
require a special use/utility permit. Application is made online at the following link:
60 CDOT Permits Aaron Eyl CDOT 138 https://socgov.my.site.com/portal/s/login/?ec=302&startURL=%2Fportal%2Fs%wF DC Noted. City and design team will coordinate ahead of AD. SARD | 1/15/2026
Special use/utility permits are reviewed separately from an access permit.
The plans are showing work taking place to the traffic signals this work will be covered under a special
61 CDOT Permits Aaron Eyl CDOT 138 use/utility permit. Application for this type of permit is made through the permitting portal. Contact for DC Noted. City and design team will coordinate ahead of AD. SARD | 1/15/2026

this type of permit is Chis Laughlin - Christopher.Laughlin@state.co.us




