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CITY AND COUNTY OF DENVER

AND INFRASTRUCTURE
DEPARTMENT OF TRANSPORTATION

60% PLANS OF PROPOSED

(303) 831-8100

Denver, CO 80202

999 18Th St. STE 1555N

CITY & COUNTY OF DENVER CONTRACT CONTROL NO. DOTI-XXXXXXXXX-XX

2026-CIP-XXXXXXX

TRANSPORTATION & INFRASTRUCTURE

DEPARTMENT OF 

CITY AND COUNTY OF DENVER

DIRECTOR (PDA)

DEPUTY CITY ENGINEER

CITY ENGINEER

APPROVED BY:

DATE

DATE

DATE

APRIL 2026

CITY PROJECT MASTER NO. 2026-CIP-XXXXXXX

 LEGEND 

NEW YELLOW STRIPING/PAVEMENT MARKING

NEW WHITE STRIPING/PAVEMENT MARKING

NEW SIGN AND POST

ADD NEW SIGN ON EXISTING POST

ADD NEW SIGN ON EXISTING POST WITH EXISTING SIGN

EXISTING SIGN AND POST TO REMAIN

DENVER BIKEWAY (THIS SHEET ONLY)

60% PLANS

(THIS SHEET ONLY)

SCALE 1"=200'
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   MARKINGS.

   RESTRICTION SIGNS SHALL BE INSTALLED PRIOR TO, OR WITHIN 48 HOURS OF INSTALLATION OF PAVEMENT

   BIKE LANES) WHERE ON-STREET PARKING RESTRICTIONS ARE DESIGNATED TO CHANGE, PARKING

   MARKINGS. AT LOCATIONS ALONG DESIGNATED BIKE LANES (STRIPED BIKE LANES AND/OR PROTECTED

   REGULATORY SIGNS SHALL BE INSTALLED PRIOR TO, OR WITHIN 48 HOURS OF INSTALLATION OF PAVEMENT

   TWO-WAY STOP TO ALL-WAY STOP, OR TO ALL-WAY YIELD AT A TRAFFIC CIRCLE), INTERSECTION CONTROL

21. AT INTERSECTIONS WHERE THE TRAFFIC CONTROL IS DESIGNATED TO CHANGE (FOR EXAMPLE, FROM

   ANY CITY PARK, PARKWAY OR PARK EASEMENT.

20. CONTRACTOR WILL NEED DENVER PARKS PERMIT IF THERE IS ANY INTENT TO TOUCH OR ENCROACH UPON

   303-446-3469.

   SPECIFIC MHTS AND TO ISSUE THE REVOCABLE STREET OCCUPANCY PERMITS RSOP. CONTACT

   OBTAIN PERMITS FROM R.O.W. SERVICES. ALLOW AT LEAST 5 BUSINESS DAYS FOR APPROVAL OF SITE

19.  PRIOR TO BEGINNING CONSTRUCTION, CONTRACTOR MUST SCHEDULE A PRECON MEETING WITH CCD AND

18.  ALL DIMENSIONS ARE TO CENTER OF STRIPE OR FLOWLINE UNLESS OTHERWISE NOTED.

   OPERATIONS.

17.  WATER SHALL BE PROVIDED ONSITE AND USED TO CONTROL DUST DURING DEMOLITION AND CONSTRUCTION

16.  CONTRACTOR TO BE AWARE OF ALL OVERHEAD LINES AT ALL TIMES, SO AS NOT TO DISTURB THEM.

15.  ALL DIMENSIONS ARE IN FEET OR DECIMALS THEREOF.

   MATERIAL TO AND FROM THE SITE.

   DISPOSAL SITES. THE CONTRACTOR SHALL OBTAIN NECESSARY PERMITS FOR THE TRANSPORTATION OF

14.  ALL DEBRIS AND FOREIGN MATERIAL SHALL BE REMOVED FROM THE SITE AND DISPOSED OF AT APPROVED

   WHERE NO DETAILS ARE GIVEN, CONSTRUCTION SHALL BE AS SHOWN FOR SIMILAR WORK.

13.  NOTE AND DETAIL DRAWINGS SHALL TAKE PRECEDENCE OVER GENERAL NOTES AND TYPICAL DETAILS.

   THE CITY AND COUNTY OF DENVER.

12. AS-BUILT DRAWINGS MUST BE SUBMITTED TO THE ENGINEER PRIOR TO ACCEPTANCE OF THIS PROJECT BY

   CONSTRUCTION CHANGE OR THE CITY/AGENCY INSPECTOR REQUIRES THE CHANGES.

11.  DEVIATIONS FROM THESE SIGNED PLANS WILL NOT BE ALLOWED UNLESS THE CITY ENGINEER APPROVES A

   WORK IN THE CITY R.O.W.

   PERMIT HAS BEEN ISSUED. CONTRACTOR MUST FOLLOW THE CCD-PW-TS&D LATEST EDITION FOR ALL

10. APPROVAL OF THESE PLANS BY THE CCD DOES NOT AUTHORIZE ANY WORK TO BE PERFORMED UNTIL A

   NOTIFY THE PROJECT ENGINEER BEFORE PROCEEDING WITH THE WORK IN QUESTION.

9.   SHOULD CONFLICTING INFORMATION BE FOUND ON THE PLANS OR IN THE FIELD, THE CONTRACTOR SHALL

   TO COMMENCING WORK.

8.   THE CONTRACTOR SHALL FAMILIARIZE HIMSELF/HERSELF WITH THE PLANS AND THE SITE CONDITIONS PRIOR

   REPLACEMENT TO THE SATISFACTION OF THE FIELD ENGINEER.

7.   CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF ANY DAMAGE TO THE EXISTING IMPROVEMENTS AND

6.   ANY WORK DONE WITHOUT INSPECTION OR MATERIALS TESTING IS SUBJECT TO REMOVAL OR CORRECTION.

   CONFIRMED BY FIELD MEASUREMENTS PRIOR TO CONSTRUCTION OF NEW WORK.

5.   LOCATION AND ELEVATION OF EXISTING IMPROVEMENTS TO BE MET BY WORK TO BE DONE SHALL BE

   MARK-OUT SERVICE, CALL 811.

   THEIR FACILITIES, AND SHALL COORDINATE HIS WORK WITH COMPANY REPRESENTATIVES. FOR UTILITY

   INSTALLATIONS. THE CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES PRIOR TO STARTING WORK NEAR

4.   EXCEPT AS NOTED HEREON ALL UTILITY SERVICES WITHIN THIS DEVELOPMENT ARE UNDERGROUND

   MAINTENANCE.

   MAINTENANCE BY WHATEVER OWNER, AGENCY, OR ASSOCIATION IS TO BE ULTIMATELY RESPONSIBLE FOR

   DIKES, SHORING, ETC.) UNTIL SUCH TIME THAT THE PROJECT IS COMPLETED AND ACCEPTED FOR

   HIS/HER OPERATIONS BY APPROPRIATE MEANS (SAND BAGS, HAY BALES, TEMPORARY DESILTING BASINS,

   PROTECT THE PROJECT AND ADJACENT PROPERTY FROM ANY EROSION AND SILTATION THAT RESULT FROM

   ENGINEER OF WORK AT 303-228-2300. THE CONTRACTOR SHALL ALSO TAKE THE NECESSARY STEPS TO

   THE CONTRACTOR SHALL REQUEST AN INTERPRETATION BEFORE DOING ANY WORK BY CALLING THE

   ACCORDANCE WITH THESE PLANS. IF THERE IS ANY QUESTION REGARDING THESE PLANS OR FIELD STAKES,

3.   THE CONTRACTOR SHALL BE RESPONSIBLE TO ENSURE THAT ALL PROPOSED IMPROVEMENTS ARE BUILT IN

   THE OWNER OR THE ENGINEER.

   PERFORMANCE OF WORK ON THIS PROJECT EXCEPT LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF

   AND ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE

   NORMAL WORKING HOURS; AND THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER

   PERSONS AND PROPERTY, AND THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO

   CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING: SAFETY OF ALL

2.   CONTRACTOR AGREES THAT HE/SHE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOBSITE

   HEALTH STANDARDS, LAWS, AND REGULATIONS.

   AND SHALL BE SOLELY RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE AND FEDERAL SAFETY AND

   THE CONTRACTOR SHALL DESIGN, CONSTRUCT, AND MAINTAIN ALL SAFETY DEVICES, INCLUDING SHORING, 

1.   NEITHER THE OWNER, NOR THE ENGINEER OF WORK WILL ENFORCE SAFETY MEASURES OR REGULATIONS.

   PARKWAY OR PARK EASEMENT.

   DENVER PARKS PERMIT IF THERE IS ANY INTENT TO TOUCH OR ENCROAH UPON ANY CITY PARK,

   IS OCCURING ADJACENT TO CITY PARKS, PARKWAYS, OR PARK EASEMENTS. CONTRACTOR WILL NEED

20. CONTRACTOR MUST CONTACT PARKS.LOCATORS@DENVERGOV.ORG, 720-865-6976, WHEN ANY WORK

   PRIOR TO THE START OF WORK.

   CONDITIONS, AND TO PROVIDE ADEQUATE DRAINAGE MUST BE APPROVED BY THE PROJECT MANAGER

19.  ALL NEW CONSTRUCTION TO BE ADJUSTED IN THE FIELD AS REQUIRED TO ACCOMMODATE EXISTING

   CONTACT THE PROJECT MANAGER IMMEDIATELY.

   SITUATION THAT IS NOT IDENTIFIED ON THE PLANS OR SPECIFICATIONS, THE CONTRACTOR SHALL

18.  IF DURING THE CONSTRUCTION PROCESS, CONDITIONS ARE ENCOUNTERED WHICH COULD INDICATE A

   CONTRACTOR UNTIL THESE IMPROVEMENTS ARE FULLY COMPLETED AND ACCEPTED BY THE CITY.

17.  PROTECTION AND REPLACEMENT OF STREET IMPROVEMENTS ARE THE RESPONSIBILITY OF THE

   CITY FENCING STANDARDS. 

   ESTABLISHED BY GOOD SURVEY PRACTICES. FENCES SHALL BE REPLACED IN KIND ACCORDING TO

   APPROVAL MUST FIRST BE GIVEN BY THE CITY. EXISTING RIGHT-OF-WAY/FENCE LINE MUST BE

16.  WHERE FENCES IN THE RIGHT-OF-WAY MUST BE REMOVED OR CUT TO FACILITATE CONSTRUCTION,

15.  NO CLEATED OR TRACKED EQUIPMENT MAY WORK IN OR MOVE OVER PAVED SURFACES WITHOUT MATS.

   ADVERSE WEATHER CONDITIONS OR DURING PERIODS OF HIGH TRAFFIC VOLUME.

   UNLESS OTHERWISE SPECIFIED. THE CITY MAY RESTRICT WORK IN THE RIGHT-OF-WAY DURING

14.  NO WORK SHALL BE PERMITTED ON WEEKENDS OR HOLIDAYS WITHOUT PRIOR AUTHORIZATION OR

   CLEANED UP AND RESTORED TO THEIR ORIGINAL CONDITION, SUBJECT TO CITY APPROVAL.

13.  PRIOR TO FINAL ACCEPTANCE, ALL DISTURBED PORTIONS OF ROADWAY RIGHT-OF-WAY SHALL BE

   FROM THE STORM SEWER SYSTEM AT NO COST TO THE CITY.

   STANDARDS. AFTER CONSTRUCTION, THE CONTRACTOR SHALL REMOVE ANY SEDIMENT OR DEBRIS

   SEDIMENT AND DEBRIS IN ACCORDANCE WITH DENVER WASTEWATER MANAGEMENT DEPARTMENT

   OTHER STORM RUNOFF APPURTENANCES WITHIN THE PROJECT LIMITS SHALL BE CLEARED OF

12.  PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, ALL STORM DRAIN INLETS, LATERALS, MAINS AND

   BE INCLUDED IN HE COST OF THE WORK. 

   INSPECTOR. THE PRODUCTION OF THESE DOCUMENTS WILL NOT BE PAID FOR SEPARATELY, BUT SHALL

   IN A PDF OR AN AUTOCAD COMPATIBLE FORMAT, TO THE CITY AS DETERMINED BY THE CITY

   ALL TIMES. UPON COMPLETION OF THE WORK, THE CONTRACTOR SHALL SUBMIT RECORD DRAWINGS, 

   RECORD DRAWINGS KEPT ON THE ONSTRUCTION SITE, AND AVAILABLE TO THE CITY INSPECTOR AT

11.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR RECORDING AS-BUILT INFORMATION ON A SET OF

   OF THE SAME FROM AMOUNTS PAYABLE TO THE CONTRACTOR UNDER THE CONTRACT. 

   EXECUTIVE DIRECTOR OR DESIGNEE, MAY UNDERTAKE SUCH REPAIR OR REPLACEMENT AND DEDUCT THE COST

   CONTRACTOR FAILS TO REPAIR OR REPLACE SUCH PROPERTY, THE CITY, AT THE SOLE DISCRETION OF THE

   MANAGER, BEFORE THE CITY WILL ACCEPT OR PAY FOR THE WORK PERFORMED UNDER THE CONTRACT. IF THE

   CONTRACTOR SHALL PROMPTLY REPAIRS OR REPLACE SUCH PROPERTY, TO THE SATISFACTION OF THE PROJECT

10.  IF ANY OF THE CONTRACTOR'S OPERATIONS DESTROY OR DAMAGE ANY PROPERTY, PUBLIC OR PRIVATE, THE

   CONDITION OR BETTER AFTER IT IS NO LONGER NEEDED AT NO ADDITIONAL COST TO THE PROJECT. 

   THE ENGINEER. IF THE ENGINEER APPROVES A STAGING AREA, IT MUST BE RETURNED TO ITS EXISTING

   DISTURBANCE AS SHOWN IN THE PLANS. ANY OFF-ROAD STAGING AREAS MUST BE PRE-APPROVED BY

9.  ALL EQUIPMENT IS TO REMAIN ON THE ROAD SURFACE, PAVED PARKING AREAS, OR AREAS OF

   NOT STOCKPILE MATERIAL IN THE CLEAR ZONE OF THE TRAVELED WAY. 

   ENSURE A MINIMUM FIVE FEET OF PEDESTRIAN CLEARANCE ON SIDEWALKS. THE CONTRACTOR SHALL

   MEASURES WHERE MATERIALS AND EQUIPMENT MAY BE STORED IN THE RIGHT-OF-WAY, AND SHALL

   AT THE CLOSE OF DAILY OPERATIONS. THE TRAFFIC CONTROL PLAN (TCP) MUST INCLUDE PROTECTIVE

8.  THE CONTRACTOR SHOULD REMOVE MATERIALS AND EQUIPMENT FROM THE ROADWAY RIGHT-OF-WAY

   TO EXCAVATION, TRENCHING, SHORING, TRAFFIC CONTROL, AND SECURITY.

7.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ASPECTS OF SAGETY INCLUDE, BUT NOT LIMITED

   BE FIELD VERIFIED BY THE CONTRACTOR. 

6.   PROPOSED FINISHED GRADE GROUND ELEVATIONS FOR ITEMS TO BE ADJUSTED. RESET, OR MODIFIED SHALL

   WORK, INCLUDING CORRECTION WORK, IS SUBJECT TO NOTIFICATION AND INSPECTION REQUIREMENTS. 

   SCHEDULING ALL INSPECTIONS REQUIRED FOR FINAL APPROVALS AND PROJECT ACCEPTANCE. ALL

5.  THE CONTRACTOR IS RESPONSIBLE FOR BEING AWARE OF, NOTIFYING, COORDINATING AND

   SUBMIT THE SOP PERMIT APPLICATION TO DENVER ROWS MINIMUM OF 7 DAYS PRIOR TO NEEDING THE PERMIT. 

   BE PAID FOR ANY FEES AND WORK, BUT SUCH COSTS SHALL BE INCLUDED IN THE WORK. CONTRACTOR SHALL

   NO ADDITIONAL TIME WILL BE ALLOTED TO OBTAIN ANY PERMITS, AND NO ADDITIONAL COMPENSATION SHALL

   OBTAINING A DEWATERING PERMIT IF WATER IS ENCOUNTERED WHILE DOING UNDERGROUND EXCAVATIONS.

   PERMITS ARE ONLY REQUIRED FOR ALL PRIVATE DEVELOPMENT WORK IN THE PUBLIC RIGHT-OF-WAY, AND

   THE DOTI STREET OCCUPANCY PERMITS WITH THE APPROPRIATE MHT. CONSTRUCTION AND STREET CUT

   TO THE BEGINNING ANY WORK. THE CONTRACTOR SHALL BE RESPONSIBLE, AT A MINIMUM, FOR OBTAINING 

4.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL NECESSARY PERMITS ARE IN PLACE PRIOR

   RIGHT-OF-WAY SERVICES.

   INCLUDING CITY INSPECTORS (FROM ALL APPLICABLE DEPARTMENTS), AND OBTAIN PERMITS FROM

3.  PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR SHALL HOLD A PRE-CONSTRUCTION MEETING,

   AGREEMENTS NEEDED FOR THE JOB. 

   THE APPROPRIATE STANDARDS AND SPECIFICATIONS, AND COPIES OF ANY PERMITS AND EXTENSION

2.  THE CONTRACTOR SHALL HAVE ONSITE AT ALL TIMES, ONE COPY OF THE APPROVED PLANS, ONE COPY OF

   UNTIL THE CONFLICT IS RESOLVED.

   NOT CONFORM TO THE LATEST EDITION OF THE CITY STANDARDS SPECIFICATIONS, OR HALT CONSTRUCTION

   THE CITY RESERVES THE RIGHT TO ACCEPT OR REJECT ANY MATERIALS AND WORKMANSHIP THAT DOES

      1.   ALL WORK SHALL CONFROM TO CURRENT CITY AND COUNTY OF DENVER STANDARDS AND SPECIFICATIONS.
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GENERAL NOTES

 

  

 

2G1 3GENERAL
 

GENERAL NOTES: CAPITAL PROJECT ENGINEERING PLAN GENERAL NOTES:



   THE CONTRACTOR SHALL CONTACT THE PROJECT MANAGER IMMEDIATELY.

   INDICATE A SITUATION THAT IS NOT IDENTIFIED ON THE PLANS OR SPECIFICATIONS,

3.  IF DURING THE CONSTRUCTION PROCESS, CONDITIONS ARE ENCOUNTERED WHICH COULD

   OF ANY PERMITS AND EXTENSION AGREEMENTS NEEDED FOR THE JOB.

   PLANS, ONE COPY OF THE APPROPRIATE STANDARDS AND SPECIFICATIONS, AND COPIES

2.  THE CONTRACTOR SHALL HAVE ONSITE AT ALL TIMES, ONE COPY OF THE APPROVED

        (AASHTO) ROADSIDE DESIGN GUIDE

H.  AMERICAN ASSOCIATION OF STATE AND HIGHWAY TRANSPORTATION OFFICIALS

        THERETO

        DEVICES (MUTCD) FOR STREETS AND HIGHWAYS AND THE COLORADO SUPPLEMENT

G.  DERAL HIGHWAY ADMINISTRATION (FHWA), MANUAL ON UNIFORM TRAFFIC CONTROL

        FOR ROAD AND BRIDGE CONSTRUCTION AND STANDARD PLANS, (M&S STANDARDS)

F.  COLORADO DEPARTMENT OF TRANSPORTATION (CDOT) STANDARD SPECIFICATIONS

        SPECIALS

E.  TRAFFIC STANDARD DRAWINGS AND TRAFFIC ENGINEERING SERVICES PROJECT

D.  WASTEWATER MANAGEMENT DIVISION STANDARD DETAILS

        GENERAL CONTRACT CONDITIONS

C.  DEPARTMENT OF PUBLIC WORKS STANDARD SPECIFICATIONS FOR CONSTRUCTION

        SPECIFICATIONS

B.  STORM DRAINAGE AND SANITARY SEWER CONSTRUCTION DETAIL AND TECHNICAL

        DIVISION

A.  CITY AND COUNTY OF DENVER, STANDARDS AND DETAILS FOR ENGINEERING

  REFERENCES AS APPLICABLE:

  SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE FOLLOWING STANDARD

1.  ALL MATERIAL, EQUIPMENT, INSTALLATION AND CONSTRUCTION WITHIN THE ROW

   CONSTRUCTION AND ARE NOT DESIGNATED TO BE REMOVED.

   LANDSCAPING, SPRINKLER SYSTEMS, SIGNS, SIDEWALKS, ETC. THAT ARE IMPACTED BY

3.   THE CONTRACTOR IS REQUIRED TO RESET, ADJUST, OR REPLACE ANY UTILITIES,

   LOADING, HAULING, UNLOADING, OR PLACING SALVAGED MATERIALS IN THE CITY YARD.

   SATISFACTION OF THE ENGINEER.  NO SEPARATE PAYMENT SHALL BE MADE FOR

   AFTER REMOVAL SHALL BE REPAIRED OR REPLACED BY THE CONTRACTOR TO THE

   STREET, BUILDING E.  ANY MATERIAL DESIGNATED FOR SALVAGE THAT IS DAMAGED

   REMOVED AND DELIVERED BY THE CONTRACTOR TO THE CITY YARD AT 5440 ROSLYN

2.   SIGNS AND SIGNAL EQUIPMENT DESIGNATED AS REMOVAL ITEMS SHALL BE CAREFULLY

   CONTRACTOR AND SHALL BE REMOVED FROM THE SITE AND DISPOSED OF PROPERLY.

1.   ALL ITEMS TO BE REMOVED AND NOT RESET SHALL BECOME THE PROPERTY OF THE

   SPECIFICATIONS.

2.   ALL PAVEMENT MARKINGS MUST BE INSTALLED ACCORDING TO MANUFACTURER'S

   ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).

   TCPS MUST BE AVAILABLE ON SITE DURING WORK. TRAFFIC CONTROL IS TO BE IN

   APPROVAL PRIOR TO COMMENCING WORK ON ROADWAY ROW.  A COPY OF APPROVED

   DEVICES AND PERSONNEL. A TRAFFIC CONTROL PLAN (TCP) IS SUBJECT TO CITY

   TRAFFIC CONTROL THROUGHOUT THE PROJECT, INCLUDING PROPER TRAFFIC CONTROL

1.   THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING AND MAINTAINING ADEQUATE

   CONFORM TO CITY STANDARD SPECIFICATIONS.

   APPROVED BY THE CONSTRUCTION, MAINTENANCE AND WATERING REQUIREMENTS SHALL

2.   SEEDING, SODDING AND PLANTING IN THE ROW SHALL BE AS SPECIFIED OR OTHERWISE

   CLEARLY INDICATED ON THE APPROVED PLANS.

   WITHIN THE ROW UNLESS SUCH WORK IS OTHERWISE SPECIFIED IN THIS PERMIT OR

1.   THE CONTRACTOR SHALL NOT SPRAY, CUT OR TRIM TREES OR OTHER LANDSCAPING

   EXPENSE OF THE CONTRACTOR.

   EXISTING UTILITIES.  DAMAGED UTILITES SHALL BE REPAIRED BY AND AT THE

   DAMAGES ARISING FROM THE CONTRACTOR'S FAILURE TO ADEQUATELY PROTECT

   CONSTRUCTION AND SHALL HOLD THE CITY AND IT'S ENGINEERS HARMLESS FOR

2.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITIES DURING

   COMMENCING NEW CONSTRUCTION. 

   LOCATION OF ALL UNDERGROUND UTILITIES ALONG THE ROUTE OF THE WORK BEFORE

   BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE EXISTENCE AND

   APPROXIMATE WHEN SHOWN ON THE DRAWINGS, UNLESS OTHERWISE NOTED.  IT SHALL

1.   THE TYPE, SIZE, LOCATION AND NUMBER OF ALL KNOWN UNDERGROUND UTILITIES ARE

          (SEC.56-102A, C; REVISED MUNICIPAL CODE, CITY AND COUNTY OF DENVER).

          TO THE STORM SEWER SYSTEM IS PROHIBITED

        a. THE DIRECT OR INDIRECT DISCHARGE OF WATER CONTAINING WASTE CEMENT

      WASTE IS REMOVED FROM THE CONTAINMENT AREA AND PROPERLY DISPOSED OF.

      CONTAINMENT AREA SHALL BE ALLOWED TO INFILTRATE OR EVAPORATE. DRIED CEMENT

      THAT WASH WATER IS TOTALLY CONTAINED. WASH WATER DISCHARGED INTO THE

      AREA ON THE JOB SITE. THE REQUIRED CONTAINMENT AREA IS TO BE BERMED SO

      DELIVERY CHUTES SHALL BE DISCHARGED INTO A PREDEFINED, BERMED CONTAINMENT

    vi. CHUTE WASHOUT CONTAINMENT: WATER USED IN THE CLEANING OF CEMENT TRUCK

      WITH PRECIPITATION OR RUNOFF.

      OTHER POLLUTANTS; AND PROTECTING POTENTIAL POLLUTANTS FROM CONTACT

      FOR PREVENTING, CONTROLLING, OR CONTAINING SPILLS OF FUEL, LUBRICANTS, OR

    v. SPILL PREVENTION /CONTAINMENT: THIS BMP DEFINES THE MEASURES PROPOSED

      THE CONSTRUCTION SITE, AND PROPERLY DISPOSED OF.

      CONTACT WITH PRECIPITATION OR SURFACE RUNOFF, PERIODICALLY REMOVED FROM

      CONTAMINATED SOILS OR DEBRIS SHALL BE CONTAINED ON SITE, PROTECTED FROM

      WASTES, FUELS, LUBRICANTS, CHEMICAL WASTES, TRASH, SANITARY WASTES,

    iv. WASTE MANAGEMENT/CONTAINMENT: THIS BMP REQUIRES THAT ALL CONSTRUCTION

           F) CHEMICAL SOIL STABILIZER APPLICATION (REQUIRES WMD APPROVAL)

           E) TEMPORARY/PERMANENT RE-VEGETATION OPERATIONS

           D) MULCHING AND SEEDING

           C) MULCHING

           B) SEEDING AND PLANTING

           A) PRESERVING EXISTING VEGETATION

      ACCEPTABLE BMPS INCLUDE:

      DISTURBANCE WILL BE LIMITED TO SMALL AREAS OF THE PROJECT SITE.

      PARTICULARLY NECESSARY ON SITES WHERE CONSTRUCTION ACTIVITIES/

      OVERLOT GRADING OR OTHER SITE DISTURBANCE HAS OCCURRED. THIS BMP IS

      FOR PREVENTING THE DISCHARGE OF SEDIMENT FROM CONSTRUCTION SITES WHERE

    iii. INTERIM SITE STABILIZATION: THIS BMP IS REQUIRED TO PROVIDE A MEASURE

      INLET AND APPROPRIATE FOR THE GROUND SURFACE AT THE INLET.

      RECEIVE SITE RUNOFF. THE BMP MUST BE APPROPRIATE TO THE TYPE OF STORM

      STORM SEWER INLETS IN THE VICINITY OF THE CONSTRUCTION SITE THAT MAY

    ii. INLET PROTECTION: THIS BMP IS REQUIRED ON ALL EXISTING OR PROPOSED

      EQUIPMENT.

      PERVIOUS AREAS THAT ARE USED BY VEHICULAR TRAFFIC OR CONSTRUCTION

      INGRESS/EGRESS FROM OFF-SITE IMPERVIOUS SURFACES TO CONSTRUCTION SITE

    i. VEHICLE TRACKING CONTROL: THIS BMP IS REQUIRED AT ALL ACCESS POINTS FOR

   CONSTRUCTION:

   IMPLEMENT THE FOLLOWING BEST MANAGEMENT PRACTICES (BMPS) ON SITE DURING

5.   THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL

   PORTABLE TOILETS, IS PROHIBITED.

4.   THE USE OF REBAR TO ANCHOR BEST MANAGEMENT PRACTICES, OTHER THAN

   TRANSPORT ON PUBLIC RIGHTS OF WAY. (SEC.49-552; REVISED MUNICIPAL CODE)

   THIS SITE SHALL BE PROPERLY COVERED TO PREVENT LOSS OF THE MATERIAL DURING

   INSURE THAT ALL LOADS OF CUT AND FILL MATERIAL IMPORTED TO OR EXPORTED FROM

3.   THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL

   THIS PROJECT. ALL REMOVALS SHALL BE CONDUCTED IN A TIMELY MANNER.

   COUNTY OF DENVER, AS A RESULT OF CONSTRUCTION ACTIVITIES ASSOCIATED WITH

   STORM DRAINAGE APPURTENANCES, AND PUBLIC RIGHTS OF WAYS OF THE CITY AND

   THAT MAY HAVE BEEN DISCHARGED TO OR, ACCUMULATE IN THE FLOW LINES OF

   REMOVE ALL SEDIMENT, MUD, CONSTRUCTION DEBRIS, OR OTHER POTENTIAL POLLUTANTS

2.   THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS SHALL

   FROM WORK DONE AS PART OF THIS PROJECT.

   WATERWAYS WETLANDS, AND OR OTHER PUBLIC OR PRIVATE PROPERTIES, RESULTING

   TO THE MUNICIPAL SEPARATE STORM SEWER SYSTEM, RECEIVING WATERS,

   AGENTS SHALL BE HELD RESPONSIBLE FOR REMEDIATION OF ANY ADVERSE IMPACTS

   PROJECT. THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED

   BORING, GRADING, OR OTHER CONSTRUCTION OPERATIONS THAT ARE PART OF THIS

   THE STORM SEWER SYSTEM DURING ALL DEMOLITION, EXCAVATION, TRENCHING,

   SHALL PREVENT SEDIMENT, DEBRIS AND ALL OTHER POLLUTANTS FROM ENTERING

1.   THE OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTS

PROJECT SITE IN ACCORDANCE WITH THE FOLLOWING:

DISCHARGE TO STORMWATER CONVEYANCE SYSTEMS IN THE VICINITY OF THIS

OR CONSTRUCTION WORK ASSOCIATED WITH THIS PROJECT, BE PREVENTED FROM

SHALL ENSURE THAT ALL POTENTIAL POLLUTANTS GENERATED DURING DEMOLITION

OWNER, SITE DEVELOPER, CONTRACTOR AND/OR THEIR AUTHORIZED AGENTSTHE 

FOLLOWING NOTES SHALL BE INCLUDED ON THE CONSTRUCTION DRAWINGS:

STORMWATER CONVEYANCE SYSTEMS IN THE VICINITY OF THIS PROJECT SITE. THE

ASSOCIATED WITH THIS PROJECT SHALL BE PREVENTED FROM DISCHARGE TO

POTENTIAL POLLUTANTS GENERATED DURING DEMOLITION OR CONSTRUCTION WORK

A CASDP PERMIT WILL NOT BE REQUIRED FOR THIS PROJECT, HOWEVER, ALL

   DEFECT.

   BE COMPLETED IMMEDIATELY UPON DISCOVERY OF ANY DEFICIENCY OR

   DURATION OF THIS PROJECT. ALL NECESSARY MAINTENANCE AND REPAIR SHALL

   MAINTAINED AND KEPT INEFFECTIVE OPERATING CONDITION FOR THE

6.   EROSION AND SEDIMENT CONTROL 'BEST MANAGEMENT PRACTICES' SHALL BE

      BMP.

      THE STRUCTURAL CONTROLS BEING USED AS AN ACTIVE CONSTRUCTION

      MANAGEMENT PLAN SHOULD ADDRESS OPERATION AND MAINTENANCE OF

      CONSTRUCTION PHASE OF THE PROJECT. A NARRATIVE SECTION OF A

      ENTRAPPING SEDIMENT AND CONSTRUCTION DEBRIS DURING THE ACTIVE

      DETENTION STRUCTURE. USE OF THESE STRUCTURES IS REQUIRED FOR

      POTENTIALLY POLLUTED STORM WATER PRIOR TO ENTERING THE

      STRUCTURE(S) OR SEDIMENTATION BASIN(S) AS A MEANS OF TREATING

      UNDERGROUND DETENTION ARE REQUIRED TO INSTALL A PRETREATMENT

      THE CONSTRUCTION BUILD-OUT OF THE SITE. PROJECTS THAT ARE USING

      STORM RUNOFF NEED TO INSTALL THE DETENTION FACILITIES EARLY IN

      PROVIDE DETENTION AND WATER QUALITY ENHANCEMENT FACILITIES FOR

    xi.   STRUCTURAL CONTROLS: DEVELOPMENT SITES THAT ARE REQUIRED TO

      MUNICIPAL CODE, CITY AND COUNTY OF DENVER.

      STORM SEWER SYSTEM IS PROHIBITED. (SEC.56-102A, C; REVISED

      CONTAMINATED BY WASTE PRODUCTS FROM CUTTING OPERATIONS TO THE

      NEEDED THROUGHOUT THE WORK DAY. THE DISCHARGE OF ANY WATER

      GENERATED BY SAID CUTTING OPERATIONS ON A DAILY BASIS OR AS

      SHALL REMOVE AND PROPERLY DISPOSE OF ALL WASTE PRODUCTS

      ABRASIVE WATER JET CUTTING ARE TO TAKE PLACE. THE CONTRACTOR

      CUTTING OPERATIONS INVOLVING WHEEL CUTTING, SAW CUTTING, OR

      SEWER FACILITIES ADJACENT TO ANY LOCATION WHERE PAVEMENT

    x.    SAW CUTTING OPERATIONS: THE CONTRACTOR SHALL PROTECT ALL STORM

      SHALL BE REQUIRED.

      DRAINAGEWAY OR THE SITE PERIMETER, ADDITIONAL SEDIMENT CONTROLS

      STOCKPILES ARE LOCATED WITHIN 100 FEET OF RECEIVING WATERS, A

      WORKS APPROVAL), OR EROSION CONTROL MATTING/GEOTEXTILES. IF

      CHEMICAL SOIL STABILIZER APPLICATION (REQUIRES DENVER PUBLIC

      FOLLOWING: MULCHING, TEMPORARY/PERMANENT REVEGETATION OPERATIONS,

      PROTECTION OF THE STOCKPILE MAY BE ACCOMPLISHED BY ANY OF THE

      DAYS FOLLOWING STOCKPILE CONSTRUCTION. STABILIZATION AND

      SLOPES 3 TO 1 OR GREATER SHALL BE COMPLETED WITHIN SEVEN (7)

      STOCKPILES LOCATED WITHIN 100 FEET OF RECEIVING WATERS, OR WITH

      FOURTEEN (14) DAYS OF STOCKPILE CONSTRUCTION. STABILIZATION OF

      (30) DAYS SHALL BE PROTECTED FROM WIND AND WATER EROSION WITHIN

    ix.   STOCK PILES: SOILS THAT WILL BE STOCKPILED FOR MORE THAN THIRTY

      NEEDED, IN A TIMELY MANNER.

      MAINTENANCE AND REPAIR OF THE CONTROL MEASURE SHALL OCCUR AS

      USED SHALL BE DETERMINED BASED ON SITE CONDITIONS AND LOCATION.

      RUNOFF FROM THE CONSTRUCTION SITE. THE TYPE OF PERIMETER CONTROL

      CONSTRUCTION SITE, TO PREVENT, OR FILTER THE DISCHARGE OF SURFACE

      INSTALL A PERIMETER CONTROL MEASURE ALONG THE EDGE OF THE

  viii.   PERIMETER CONTROL: THIS BMP REQUIRES THAT A CONSTRUCTION SITE

      IS PROHIBITED.

      ORDER TO MINIMIZE DUST. FLUSHING OFF PAVED SURFACES WITH WATER

      STREET SWEEPERS USING WATER WHILE SWEEPING IS PREFERRED IN

      SWEEPING BY HAND OR USE OF STREET SWEEPERS IS ACCEPTABLE.

      OTHER MATERIALS ARE TRACKED OR DISCHARGED ON TO THEM. EITHER

      A DAILY BASIS OR AS NEEDED DURING THE DAY WHEN SEDIMENT AND

      ADJACENT TO OR CONTAINED WITHIN CONSTRUCTION SITES BE SWEPT ON

    vii.  SWEEPING: THIS BMP REQUIRES THAT IMPERVIOUS SURFACES WHICH ARE
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SPECIFICATIONS, PERMITS NOTES:

CAPITAL PROJECT ENGINEERING PLAN PROJECT PLANS, CIP EROSION CONTROL NOTES - CASDP NOT REQUIRED:

CAPITAL PROJECT ENGINEERING PLAN UTILITIES NOTES:
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CAPITAL PROJECT ENGINEERING PLAN REMOVALS, EXISTING

CAPITAL PROJECT ENGINEERING PLAN TRAFFIC NOTES:

CAPITAL PROJECT ENGINEERING PLAN LANDSCAPING NOTES:

CIP EROSION CONTROL NOTES - CASPD NOT REQUIRED:





11LSTRAFFIC CONTROL (SPECIAL)630-00016

360360SFPREFORMED THERMOPLASTIC PAVEMENT MARKING (DECORATIVE GREEN)627-30411

88SFPREFORMED THERMOPLASTIC PAVEMENT MARKING (XWALK-STOP LINE)627-30410

189189SFPREFORMED THERMOPLASTIC PAVEMENT MARKING (GREEN WITH EMBEDDED WHITE BIKE SYMBOL)627-30407

4545SFWHITE  - PREFORMED PLASTIC PAVEMENT MARKING (WORD-SYMBOL)627-30405

88GALMODIFIED EPOXY PAVEMENT MARKING627-00008

11LSPUBLIC INFORMATION SERVICES626-01000

11LSMOBILIZATION626-00000

5858LFSIGN POST PER CCD STANDARD DRAWING NO 16.2.7614-00216

4141SFSIGN PANEL (CLASS I)614-00011

55EAYELLOW FLEXIBLE DELINEATOR POST (CITY POST SM)612-00401

6464SYCURB (MEDIAN) (SPECIAL)609-40120

11LSEROSION CONTROL MANAGEMENT208-00200

66EACHREMOVAL OF RUBBER CURB202-99999

33 EACHREMOVAL OF SIGN PANEL202-00821

22 EACHREMOVAL OF GROUND SIGN202-00810

2626SFREMOVAL OF PAVEMENT MARKING202-00250

1010EACHREMOVAL OF TUBULAR MARKER202-00150
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6 6EACHREMOVAL OF RUBBER CURB202-99999

3 3 EACHREMOVAL OF SIGN PANEL202-00821

2 2 EACHREMOVAL OF GROUND SIGN202-00810

26 26SF202-00250

10 10EACHREMOVAL OF TUBULAR MARKER202-00150

1 TOTAL
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360 360 SFPREFORMED THERMOPLASTIC PAVEMENT MARKING (DECORATIVE GREEN)627-30414

  SFPREFORMED THERMOPLASTIC PAVEMENT MARKING (XWALK-STOP LINE)627-30410

189 189 SFPREFORMED THERMOPLASTIC PAVEMENT MARKING (GREEN WITH EMBEDDED WHITE BIKE SYMBOL)627-30407

45 45 SFPREFORMED THERMOPLASTIC PAVEMENT MARKING (WORD-SYMBOL) (ARROW)627-30405

214 214 LF4" DASHED YELLOW LINE, 2' DASH WITH 6' GAP

350 350 LF8" SOLID YELLOW LINE

65 65 LF8" SOLID WHITE RIGHT EDGE LINE OR TURN LANE LINE

239 239 LF4" SOLID WHITE RIGHT EDGE LINE AND DIAGONAL CROSSHATCH

390 390 LF4" SOLID YELLOW TWO WAY LEFT EDGE LINE

627-00008

58 58 LFSIGN POST PER CCD STANDARD DRAWING NO 16.2.7614-00216

41 41 SF614-00011

5 5 EACHTUBULAR MARKER (CITY POST SM)612-00401

 SY609-40120
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SHEET

UNITSITEMNOTE
KEY
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8 8

64 64CURB (MEDIAN) (SPECIAL

REMOVAL OF PAVEMENT MARKING

SIGN PANEL (CLASS I



N OGDEN ST

N OGDEN ST

BIKE LANE BIKE

LANE

PARKING

LANE

DRIVE LANE

TURN LANE

BUFFER BUFFER

(SEE BDS 3-1)

CAST-IN-PLACE CONCRETE CURB

(BDS 3-1)

CAST-IN-PLACE CONCRETE CURB

BUFFER BUFFER

BIKE

LANE

BIKE

LANE

PARKING

LANE

TURN LANE

TO REMAIN (TYP.)

AND GUTTER

EXISTING CURB

TO REMAIN (TYP.)

AND GUTTER

EXISTING CURB

42'

4'6' 3'

1' 1'

30.5'

4'5'

1.5'

1'

1'

8'10'

10'10'7'
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OGDEN BIKEWAY EXTENSION



N
O

A
N

Y

P
A

R
K

IN
G

T
IM

E

N
O

A
N

Y

P
A

R
K

IN
G

T
IM

E

N
O

A
N

Y

P
A

R
K

IN
G

T
IM

E

N
O

A
N

Y

P
A

R
K

IN
G

T
IM

E

N
O

A
N

Y

P
A

R
K

IN
G

T
IM

E

DENVER
Bikeway

DENVER
Bikeway

DENVER
Bikeway

D
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V

E
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D
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N
V
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ay
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T
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W
 A

W
A

Y
 Z
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E

3

6

7

8

WHITE YIELD LINE 12"X18" WITH 3" TO 12" SEPARATION

8" SOLID WHITE RIGHT EDGE LINE OR TURN LANE LINE

4" WHITE 45° DIAGONAL CROSSHATCH AT 15' SPACING

4" SOLID WHITE RIGHT EDGE LINE OR TURN LANE LINE

4" SOLID YELLOW TWO WAY LEFT EDGE LINE

8" SOLID YELLOW LINE

GREEN PACEMENT MARKING WITH EMBEDDED WHITE BIKE SYMBOL

WHITE STRAIGHT BIKE ARROW MARKING

18" WHITE ADVANCED STOP BAR

4" DASHED YELLOW LINE, 2' DASH, 6' GAP, CENTERED13

11

15

23

25

37

OGDEN ST

C
O

L
F

A
X

 A
V

E
N

U
E

1
6
T

H
 A

V
E

N
U

E

TO REMAIN

EXISTING SIGN

EXISTING POST

12R7-10A ON

INSTALL NEW

SIGN PANELS

REMOVE EXISTING

ON EXISTING SIGN POST

INSTALL NEW 12R7-10A

TO BE REMOVED

EXISTING SIGN PANEL

ON NEW POST

12R7-10A

INSTALL NEW

ON NEW POST

12R7-10A

INSTALL NEW

REQUIRED

EXTEND POST AS 

ON EXISTING POST.

WAYFINDING SIGNS

12R7-10A AND

INSTALL NEW

SIGN PANELS.

REMOVE EXISTING

ON NEW SIGN POST

DESIGNATION SIGN

DENVER BIKEWAY

INSTALL NEW

ON NEW SIGN POST

DESIGNATION SIGN

DENVER BIKEWAY

INSTALL NEW

ON NEW SIGN POST

CONFIRMATION SIGN

DENVER BIKEWAY

INSTALL NEW

(SEE BDS 3-1)

CAST-IN-PLACE CONCRETE CURB
(SEE BDS 3-1)

CAST-IN-PLACE CONCRETE CURB

(BDS 3-1)

CAST-IN-PLACE CONCRETE CURB

TUBULAR MARKER

INSTALL NEW OM-3L

TUBULAR MARKER

INSTALL NEW OM-3L

ON EXISTING POST

TO BE INSTALLED 

CONFIRMATION SIGN

DENVER BIKEWAY 23

25

(TYP.)

(TYP.)

15

11

(TYP.)

(BDS 6-1)

TURN BOX

TWO-STAGE

8

37

3

13

37
3

13

37

13

3

3

3

3

7:1 TAPER (BDS 6-2)(TYP.)

GREEN CROSSING MARKINGS

6

77

6

REMOVE EXISTING SOLID WHITE STRIPE

REMOVE EXISTING RUBBER CURB (3)

REMOVE EXISTING DELINEATOR (5)

DELINEATOR (5)

REMOVE EXISTING

RUBBER CURB (3)

REMOVE EXISTING

SOLID WHITE STRIPE

REMOVE EXISTING

2026-CIP-XXXXXXX
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OGDEN BIKEWAY EXTENSION
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