








PLANTING SCHEDULE

2) SHADE TOLERANT
SHORTGRASS MIX
276,093 (6 ACRES)

s 1) SUN SHORTGRASS MIX
"#| 707,861 SF (16 ACRES)

LI

TREE MULCH AREA
19,341 SF (.44 ACRES)

3) ENHANCED FORB OVERLAY
STAIN GLASS PALETTE-SEED
& PLUGS 8,831 SF (.21 ACRES)

4) ENHANCED FORB OVERLAY
SOFT & WARM PALETTE-SEED &
PLUGS 5,367 SF (.12 ACRES)

Plant Performance Scorecard

Current plant species (Kentucky Bluegrass) 1
Overall total proposed plant species (above) 42
Total proposed native plant species 34
Total plant species required from grant for biodiversity 30
% of plants that are native 81%

ADD. ALT. NATURALIZING BULBS IN SELECT ENHANCED OVERLAY AREAS
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5) Enhanced Forb Overlay Add Alt. Bulbs

Scientific Name

Common Name

Bunch, Sod,
Nitrogen
Fixer, Living
Mulch,
Pollinator

Native?

Annual or
Perennial

Sun
Requirements

Height

Supplemental
Irrigation
Requirements

Ideal
Maintenance
Regime

Firewise Rating
0 - 10 Ranking

(10 being lowest

flammability)

Size

Number

Grass & Forbs - Perennial Plugs

Crocus chrysanthus

Snow Crocus Mix

Adapted

Full Sun

4 inches

Low-Water

Low growing bulb
foliage left in place
to recharge bulbs;
turns brown and
later blooming
perennials mask
faded leaf blades.

Firewise

Bulb

8 bulbs per SF

Muscari spp.

Grape Hyacinth

Adapted

Full Sun to Part
Shade

4 inches

Low-Water

Low growing bulb
foliage left in place
to recharge bulbs;
turns brown and
later blooming
perennials mask
faded leaf blades.

Firewise

Bulb

8 bulbs per SF

Tulipa tarda

Tinka® OCynthiad

P

Adapted

Full Sun

4 inches

Low-Water

Low growing bulb
foliage left in place
to recharge bulbs;
turns brown and
later blooming
perennials mask
faded leaf blades.

Firewise

Bulb

8 bulbs per SF
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2X Root Ball Diameter

3-4 x Root Ball Diameter or outside transition zone

Prune only broken, dead wood, and co-dominant leaders from canopy per

industry best management practices.

If needed 12" nylon tree strap with grommets on guy wire placed horizontally over
lateral branch or intertwine to prevent slippage. Do not twist straps tight around trunk.

If needed 1/2" diameter white PVC pipe section on entire length of each wire.

If needed 14-Gauge galvanized wire, double strand. Leave 1" to 2" slack in wire to

allow for trunk movement.

If needed, 6' steel post or wood stake with safety caps per specification. Set one
post to windward side and other opposite. Install posts to 2' depth in undisturbed

subgrade. Other staking methods as approved.

Deciduous Tree Fall Planting: Wrap trunk to first branch with specified tree wrap material.

Secure wrap at top with electrical tape; do not attach tape to bark. Do not wrap rough

bark trees. Remove trunk wrap in spring after last frost.
Open top of burlap and carefully remove soil from top of root ball to expose root flare to

top of first order roots. Set top of root flare/first order roots at or 1" to 2" above finish

grade. Trees planted without the root flare visible will be rejected. Prune adventitious

roots on trunk.

Circle of shredded wood mulch, 3" deep and 4" to 6" away from trunk, 8' diameter

or to outer edge of planting hole, whichever is greater.

Form 2" high soil saucer around planting hole at outside of transition zone.

—=— Finish Grade

Native soil or amended per soil test recommendations.

Slope sides of planting hole, scarify and roughen sides prior to installing tree.

Prior to placing root ball in planting hole, remove all twine and bottom 1/4 of
wire basket. Carefully place root ball into planting hole, set in final location,
then remove remaining wire. Cut and gently remove min. 2/3 of burlap from top
and sides of root ball. Prune circling or girdling roots at and on outside of root
ball to perpendicular angle from trunk. Remove debris from planting hole.

Any broken, crumbling, or otherwise damaged rootball shall not be planted.

Trees planted upon park land, public property, or within the Public Right of Way (PRW) are subject to the following restrictions:

Prior to digging, the Utility Notification Center of Colorado shall be contacted at 811 to locate underground utilities.
A planting permit from the Office of the City Forester (OCF) is required at all times, regardless of approved plans. Penalties shall
be issued for trees planted without an OCF issued permit.
- Tree planting shall not occur when daytime temperatures reach or exceed 90-degrees Fahrenheit, unless approved by OCF.
In general, all tree planting should be performed avoiding the hottest part of the day.
Only tree species approved by the OCF shall be planted. For a list of prohibited or suspended trees, visit the OCF website.
Trees shall not be planted in tree lawns less than five feet wide unless authorized by the OCF.
Trees shall be centered in tree lawns and/or planting areas. Where sidewalks are not present, trees shall be located as
designated by the OCF.
e Unless authorized by the OCF, trees shall be located:
- Outside street intersection sight distance triangle, measured 30 (thirty) feet along the PRW in each direction from the corner.
- Min. 10 (Ten) feet from alleys and driveways
- Min. 20 (Twenty) feet from stop signs and curb ramps
- Min. 25 (Twenty-five) feet from street lights
- Min. 10 (Ten) feet from electric/gas/water lines, water meters/pits, and fire hydrants
- Min. 15 (Fifteen) feet from small cell towers
- Min. 10 (Ten) feet from RTD light rail lines
If overhead utility wires exist, only trees with an expected mature size that meet current clearance regulations may be planted.
Tree spacing shall be based on projected mature canopy size and above restrictions, or as approved by the OCF.
No vegetation to be planted over top of or within root ball area (denoted as X above).
Omit weed barrier fabric from tree planting areas, including landscaped areas.
All electric fixtures and utilities, including but not limited to outlets and lights, shall be located at outside perimeter of tree planting
areas within hardscape. In tree lawns, fixtures shall be placed minimum 3 (three) feet radially from base of trunk.

When planting is completed, contact forestry@denvergov.org for final inspection.

”. DENVER

' THE MILE HIGH CITY

City and County of Denver
Office of the City Forester

101 W. Colfax Ave, Denver, CO 80202

Tree Planting Detail - Public Space

Detail: OCF-PLNT 1

Effective: 4-01-2022

Tree Planting

Scale: NTS

NOTE:

1.  REFER TO SPECIFICATIONS FOR SHRUB AND PLANTING REQUIREMENTS.
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2 X ROOTBALL DIA.

Shrub Planting

SET BASE OF ROOT COLLAR

1"-2" ABOVE FINISHED
GRADE

3" OF MULCH AS SPECIFIED
ON THE PLANS, AND FINISH
LEVEL WITH FINISHED
GRADE. DO NOT PLACE
MULCH AGAINST STEMS OF
PLANTS

AMENDED PLANTING SOIL,
REFER TO SPECIFICATIONS

UNDISTURBED SUBGRADE

Scale: 1" =1-0'

4

PLAN 2V 2V 2V
1) 1)

AMENDED SOIL MIX TO DEPTH
AS SPECIFIED

SECTION

/

SR

NOTES:

TYPICAL PLANT LAYOUT
REFER TO PLANT SCHEDULE
FOR SPACING

PLANT MATERIAL

SET ROOTBALL AT FINISHED
GRADE

INTERPLANT THROUGH
NATIVE SEEDING

[ THOROUGHLY AMEND SOIL

TO DEPTH AS SPECIFIED

1. WHEN BACKFILLING AROUND PLANTS, DO NOT ALLOW AIR POCKETS TO FORM

2. AFTER PLANTING, WATER THOROUGHLY

) Perennial Planting

Scale: NTS

Bulb Planting

PLACEHOLDER BULB PLANTING DETAIL

BULBS DO NOT CURRENTLY FIT WITHIN BUDGET IN ALL ENHANCEMENT AREAS.

DISCUSS POSSIBILTY OF DOING 2-4 TEST AREAS
NEAR GID PROJECT BOUNDARIES

BULB PLANTING PROCESS WOULD INCLUDE CONTRACTOR
EXCAVATING FORB ENHANCED OVERLAY AREAAFTER TURF
TERMINATION. THEN BULBS WOULD BE PLANTED AND BURRIED

AT CORRECT DEPTH. SEEDING OF SHORTGRASSES AND WILDFLOWERS
WOULD THEN FOLLOW. WOULD ALSO NEED TO BE TIMED TO ALIGN
WITH BULB PLANTING IN FALL.

ALTERNATIVE INSTALLATION IS TO HAND DIG AND LAY IN BULBS
IN FALL WHILE NOT DISTURBING SEEDS / PLUGS.

Scale: NTS
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