
5'-0"
SIDEWALK

R.O.W.
116'-0"

6" CURB AND GUTTER
1' SPILL 1'-6" CONCRETE

SPLASH PAD

5'-0"
SIDEWALK

11'-0"
DRIVE
LANE

6'-0"
BIKE

LANE W/
STRIPED
BUFFER

6" CURB AND GUTTER
1' SPILL PAN

6" CURB AND GUTTER
2' CATCH PAN

2.0% 2.0%
1.5%

1.5%

1'-6" CONCRETE
SPLASH PAD

11'-0"
DRIVE
LANE

6'-0"
BIKE LANE

CHANNEL WIDTH=34'-2"±

6'-0"
BOTTOM WIDTH

1
3

1
4

10'-0"
AMENITY ZONE

1.5%

1'-0"
SHOULDER

Ex. Ground

3"

PROTECT
Ex. Iron Fence

3"

VARIES VARIES

6"

10'-0"
CURBSIDE BUS STOP

W/ BIKE LANE (BDS 5-7)
(AVAILABLE SPACE>=15')

2.0%

FL
O

W
LI

N
E

COMPACTED SUBGRADE
SEE NOTE 4

COMPACTED
SUBGRADE

SEE NOTE 4

6.5" HMA
6.5" HMA

COMPACTED SUBGRADE
SEE NOTE 4

GUARDRAIL CDOT TYPE 3
(6-3 POST SPACING)

SEE SHT. 94 PRIVACY
FENCE
(TYP.)

2'-0"
SHOULDER

4" HMA (GRADING 3 4"S)
(75) (PG 76-28)

2.5" HMA (GRADING 12" SX)
(75)(PG 76-28)

TACK COAT

COMPACTED SUBGRADE
SEE NOTE 4

5'-0"
SIDEWALK

11'-0"
DRIVE
LANE

R.O.W.
116'-0"

6'-0"
BIKE

LANE W/
STRIPED
BUFFER

6" CURB AND GUTTER
1' SPILL PAN

6" CURB AND GUTTER
2' CATCH PAN

1'-6" CONCRETE
SPLASH PAD

8'-0"
SIDEWALK

11'-0"
DRIVE
LANE

6'-0"
BIKE

LANE W/
STRIPED
BUFFER

6" CURB AND GUTTER
1' SPILL PAN

2.0% 2.0%1.5% 1.5%

1'-6" CONCRETE
SPLASH PAD

CHANNEL WIDTH=33'-2"±

6'-0"
BOTTOM WIDTH

1
3

1
4

10'-0"
AMENITY ZONE

1.5%

1'-0"
SHOULDER

Ex. Ground

3" 3"

VARIES
VARIES

6"

10'-0"
CURBSIDE BUS STOP

W/ BIKE LANE (BDS 5-7)
(AVAILABLE SPACE>=15')

2.0%

FL
O

W
LI

N
E

COMPACTED SUBGRADE
SEE NOTE 4

COMPACTED
SUBGRADE

SEE NOTE 4

6.5" HMA 6.5" HMA

COMPACTED SUBGRADE
SEE NOTE 4

GUARDRAIL CDOT TYPE 3
(6-3 POST SPACING)

SEE SHT. 94

PRIVACY FENCE
(TYP.)

2'-0"
SHOULDER
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CITY AND COUNTY OF DENVER
DEPARTMENT OF TRANSPORTATION &

 INFRASTRUCTURE
INFRASTRUCTURE BUILD-WASTEWATER

2000 W. 3RD AVE.  DENVER, CO  80223
www.denvergov.org

141

06/24/2026
UVALDA TRIBUTARY TO IRONDALE

DRAINAGE IMPROVEMENTS (PHASE 3)

PREPARED UNDER
THE SUPERVISION OF

87

R-1

TYPICAL ROADWAY SECTIONS

ROADWAY IMPROVEMENTS

SOUTH UVALDA STREET
SECTION A - (LOOKING NORTH)

8'4'0'

HMA PAVEMENT (FULL DEPTH) DETAIL
N.T.S.

TYPICAL SECTION NOTES:

1. SEE SHT. 92 FOR SECTION LOCATIONS.
2. HMA ~ HOT MIX ASPHALT
3. 2.0% ROADWAY CROSS SLOPE (TYP.), SEE ROADWAY PLAN AND PROFILES FOR NON-TYPICAL LOCATIONS.
4. 12" SUBGRADE SCARIFIED AND WELL-MIXED, ADJUSTED TO A MOISTURE CONTENT WITHIN 2 PERCENTAGE POINTS OF THE

OPTIMUM MOISTURE CONTENT FOR PREDOMINANTLY GRANULAR SOILS AND BETWEEN OPTIMUM AND 3 PERCENTAGE POINTS
ABOVE THE OPTIMUM MOISTURE CONTENT FOR PREDOMINANTLY CLAY SOILS, AND COMPACTED TO AT LEAST 95% OF THE
STANDARD PROCTOR (ASTM D698) MAXIMUM DRY DENSITY. CONTRACTOR SHALL SUBSTITUTE 4" OF ABC (CLASS 6) AS NEEDED
TO MEET COMPACTION REQUIREMENTS.

5. IF NEEDED, 2" MILL AND OVERLAY SHOWN IN TYPICAL SECTIONS IS THE MINIMUM REQUIRED CONSTRUCTION EFFORT. SEE
DEMOLITION PLANS FOR ISOLATED ADDITIONAL LIMITS OF FULL DEPTH PAVEMENT REMOVAL AND REPLACEMENT.

6. IF NEEDED, 2' WIDE ASPHALT PATCH WILL MATCH EXISTING SURROUNDING PAVEMENT THICKNESS (9" MIN.). ASPHALT PATCH
WILL CONSIST OF 2" TOP LIFT, GRADING SX. REFER TO TRANSPORTATION STD. DRAWING 12.0 FOR ASPHALT SPECIFICATIONS.

7. GUARDRAIL SHALL BE IN ACCORDANCE WITH M-606-1 FOR MIDWEST GUARDRAIL SYSTEM (MGS) TYPE 3 W-BEAM 31 INCHES
AND BE INSTALLED WITH WOOD POSTS AND BLOCKS AND CORROSION-RESISTANT STEEL.

SOUTH UVALDA STRRET
SECTION B - (LOOKING NORTH)

8'4'0'

agomez
Red
Addition/Insertion

agomez
Red
2

Gehrke, Mark W.- DOTI Senior Engineer
Callout
Why? Shouldn't need a splash pad if the street is sloping to the other curb.

Gehrke, Mark W.- DOTI Senior Engineer
Arrow



5'-0"
SIDEWALK

11'-0"
DRIVE
LANE

R.O.W.
116'-0"

6'-0"
BIKE

LANE W/
STRIPED
BUFFER

6" CURB AND GUTTER
1' SPILL PAN

6" CURB AND GUTTER
2' CATCH PAN

1'-6" CONCRETE
SPLASH PAD

1'-6" CONCRETE
SPLASH PAD

11'-0"
DRIVE
LANE

6'-0"
BIKE

LANE W/
STRIPED
BUFFER

6" CURB AND GUTTER
1' SPILL PAN

6" CURB AND GUTTER
2' CATCH PAN

2.0% 2.0%1.5% 1.5%

CHANNEL WIDTH=47'-0"±

6'-0"
BOTTOM WIDTH

1
3 1

4

10'-0"
AMENITY ZONE

1.5%

1'-0"
SHOULDERVARIES VARIES

5'-0"
SIDEWALK

Ex. Ground

3" 3"

COMPACTED SUBGRADE
SEE NOTE 4

COMPACTED
SUBGRADE

SEE NOTE 4

6.5" HMA 6.5" HMA

COMPACTED SUBGRADE
SEE NOTE 4

GUARDRAIL CDOT TYPE 3
(6-3 POST SPACING)

SEE SHT. 94PRIVACY
FENCE
(TYP.)

2'-0"
SHOULDER

4" HMA (GRADING 3 4"S)
(75) (PG 76-28)

2.5" HMA (GRADING 12" SX)
(75)(PG 76-28)

TACK COAT

COMPACTED SUBGRADE
SEE NOTE 4

8'-0"
SIDEWALK

11'-0"
DRIVE
LANE

R.O.W.
116'-0"

6'-0"
BIKE

LANE W/
STRIPED
BUFFER

6" CURB AND GUTTER
1' SPILL PAN

1'-6" CONCRETE
SPLASH PAD

11'-0"
DRIVE
LANE

6'-0"
BIKE

LANE W/
STRIPED
BUFFER

6" CURB AND GUTTER
1' SPILL PAN

2.0% 2.0%
1.5% 1.5%

1'-6" CONCRETE
SPLASH PAD

CHANNEL WIDTH=25'-0"±

6'-0"
BOTTOM WIDTH

10'-0"
AMENITY ZONE

1.5%

1'-0"
SHOULDERVARIES VARIES

8'-0"
SIDEWALK

Ex. Ground

3"
3"

6"

10'-0"
BUS PULLOUT

2.0%

FL
O

W
LI

N
E

6"

10'-0"
BUS PULLOUT

2.0%

FL
O

W
LI

N
E

COMPACTED SUBGRADE
SEE NOTE 4

COMPACTED
SUBGRADE

SEE NOTE 4

6.5" HMA 6.5" HMA

GUARDRAIL CDOT TYPE 3
(6-3 POST SPACING)

SEE SHT. 94PRIVACY
FENCE
(TYP.)

COMPACTED SUBGRADE
SEE NOTE 4

2'-0"
SHOULDER
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CITY AND COUNTY OF DENVER
DEPARTMENT OF TRANSPORTATION &

 INFRASTRUCTURE
INFRASTRUCTURE BUILD-WASTEWATER

2000 W. 3RD AVE.  DENVER, CO  80223
www.denvergov.org

141

06/24/2026
UVALDA TRIBUTARY TO IRONDALE

DRAINAGE IMPROVEMENTS (PHASE 3)

PREPARED UNDER
THE SUPERVISION OF

88

R-2

TYPICAL ROADWAY SECTIONS

ROADWAY IMPROVEMENTS

SOUTH UVALDA STREET
SECTION C - (LOOKING NORTH)

8'4'0'

HMA PAVEMENT (FULL DEPTH) DETAIL
N.T.S.

SOUTH UVLADA STREET
SECTION D - (LOOKING NORTH)

8'4'0'TYPICAL SECTION NOTES:

1. SEE SHT. 92 FOR SECTION LOCATIONS.
2. HMA ~ HOT MIX ASPHALT
3. 2.0% ROADWAY CROSS SLOPE (TYP.), SEE ROADWAY PLAN AND PROFILES FOR NON-TYPICAL LOCATIONS.
4. 12" SUBGRADE SCARIFIED AND WELL-MIXED, ADJUSTED TO A MOISTURE CONTENT WITHIN 2 PERCENTAGE POINTS OF THE

OPTIMUM MOISTURE CONTENT FOR PREDOMINANTLY GRANULAR SOILS AND BETWEEN OPTIMUM AND 3 PERCENTAGE POINTS
ABOVE THE OPTIMUM MOISTURE CONTENT FOR PREDOMINANTLY CLAY SOILS, AND COMPACTED TO AT LEAST 95% OF THE
STANDARD PROCTOR (ASTM D698) MAXIMUM DRY DENSITY. CONTRACTOR SHALL SUBSTITUTE 4" OF ABC (CLASS 6) AS NEEDED
TO MEET COMPACTION REQUIREMENTS.

5. IF NEEDED, 2" MILL AND OVERLAY SHOWN IN TYPICAL SECTIONS IS THE MINIMUM REQUIRED CONSTRUCTION EFFORT. SEE
DEMOLITION PLANS FOR ISOLATED ADDITIONAL LIMITS OF FULL DEPTH PAVEMENT REMOVAL AND REPLACEMENT.

6. IF NEEDED, 2' WIDE ASPHALT PATCH WILL MATCH EXISTING SURROUNDING PAVEMENT THICKNESS (9" MIN.). ASPHALT PATCH
WILL CONSIST OF 2" TOP LIFT, GRADING SX. REFER TO TRANSPORTATION STD. DRAWING 12.0 FOR ASPHALT SPECIFICATIONS.

7. GUARDRAIL SHALL BE IN ACCORDANCE WITH M-606-1 FOR MIDWEST GUARDRAIL SYSTEM (MGS) TYPE 3 W-BEAM 31 INCHES
AND BE INSTALLED WITH WOOD POSTS AND BLOCKS AND CORROSION-RESISTANT STEEL.

agomez
Red
Addition/Insertion

agomez
Red
2

Gehrke, Mark W.- DOTI Senior Engineer
Callout
Why? Shouldn't need a splash pad if the street is sloping to the other curb.

Gehrke, Mark W.- DOTI Senior Engineer
Arrow



5'-0"
SIDEWALK

11'-0"
DRIVE
LANE

R.O.W.
116'-0"

6'-0"
BIKE

LANE W/
STRIPED
BUFFER

6" CURB AND GUTTER
1' SPILL PAN

6" CURB AND GUTTER
2' CATCH PAN

1'-6" CONCRETE
SPLASH PAD

1'-6" CONCRETE
SPLASH PAD

11'-0"
DRIVE
LANE

6'-0"
BIKE

LANE W/
STRIPED
BUFFER

6" CURB AND GUTTER
1' SPILL PAN

6" CURB AND GUTTER
2' CATCH PAN

2.0% 2.0%1.5% 1.5%

CHANNEL WIDTH=39'-0"±

6'-0"
BOTTOM WIDTH

1
3 1

4

10'-0"
AMENITY ZONE

1.5%

1'-0"
SHOULDERVARIES VARIES

VARIES
SIDEWALK

Ex. Ground

3" 3"

COMPACTED SUBGRADE
SEE NOTE 4

COMPACTED
SUBGRADE

SEE NOTE 4

6.5" HMA
6.5" HMA

COMPACTED SUBGRADE
SEE NOTE 4

GUARDRAIL CDOT TYPE 3
(6-3 POST SPACING)

SEE SHT. 94PRIVACY
FENCE
(TYP.)

2'-0"
SHOULDER

4" HMA (GRADING 3 4"S)
(75) (PG 76-28)

2.5" HMA (GRADING 12" SX)
(75)(PG 76-28)

TACK COAT

COMPACTED SUBGRADE
SEE NOTE 414'-0"

DRIVE
LANE

R.O.W.
70'-0"

6" CURB AND GUTTER
1' SPILL PAN

6" CURB AND GUTTER
2' CATCH PAN

CONCRETE WALK
WIDTH VARIES

CONCRETE WALK
WIDTH VARIES

2.0%

14'-0"
DRIVE
LANE

6" CURB AND GUTTER
2' CATCH PAN

2.0%

9'-0"
CONCRETE MEDIAN

BACK OF CURB -
BACK OF CURB 6" CURB AND GUTTER

1' SPILL PAN

1.5% 1.5%

COMPACTED SUBGRADE
SEE NOTE 4

FINAL GRADE
6.5" HMA6.5" HMA

14'-0"
DRIVE
LANE

36'-0"
MEDIAN

BACK OF CURB-BACK OF CURB

R.O.W.
106'-0"

6" CURB AND GUTTER
1' SPILL PAN

6" CURB AND GUTTER
2' CATCH PAN

CONCRETE WALK
WIDTH VARIES

CONCRETE WALK
WIDTH VARIES

2.0%

14'-0"
DRIVE
LANE

6" CURB AND GUTTER
1' SPILL PAN

2.0%

6" CURB AND GUTTER
2' CATCH PAN

1.5%1.5% Ex. Ground

COMPACTED SUBGRADE
SEE NOTE 4

FINAL GRADE

6.5" HMA6.5" HMA

COMPACTED SUBGRADE
SEE NOTE 4
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CITY AND COUNTY OF DENVER
DEPARTMENT OF TRANSPORTATION &

 INFRASTRUCTURE
INFRASTRUCTURE BUILD-WASTEWATER

2000 W. 3RD AVE.  DENVER, CO  80223
www.denvergov.org

141

06/24/2026
UVALDA TRIBUTARY TO IRONDALE

DRAINAGE IMPROVEMENTS (PHASE 3)

PREPARED UNDER
THE SUPERVISION OF

89

R-3

TYPICAL ROADWAY SECTIONS

ROADWAY IMPROVEMENTS

SOUTH UVALDA STREET
SECTION E - (LOOKING NORTH)

8'4'0'

HMA PAVEMENT (FULL DEPTH) DETAIL
N.T.S.E. 51ST. AVENUE

SECTION F - (LOOKING WEST)
8'4'0'

TYPICAL SECTION NOTES:

1. SEE SHT. 92 FOR SECTION LOCATIONS.
2. HMA ~ HOT MIX ASPHALT
3. 2.0% ROADWAY CROSS SLOPE (TYP.), SEE ROADWAY PLAN AND PROFILES FOR NON-TYPICAL LOCATIONS.
4. 12" SUBGRADE SCARIFIED AND WELL-MIXED, ADJUSTED TO A MOISTURE CONTENT WITHIN 2 PERCENTAGE POINTS OF THE OPTIMUM MOISTURE

CONTENT FOR PREDOMINANTLY GRANULAR SOILS AND BETWEEN OPTIMUM AND 3 PERCENTAGE POINTS ABOVE THE OPTIMUM MOISTURE
CONTENT FOR PREDOMINANTLY CLAY SOILS, AND COMPACTED TO AT LEAST 95% OF THE STANDARD PROCTOR (ASTM D698) MAXIMUM DRY
DENSITY. CONTRACTOR SHALL SUBSTITUTE 4" OF ABC (CLASS 6) AS NEEDED TO MEET COMPACTION REQUIREMENTS.

5. IF NEEDED, 2" MILL AND OVERLAY SHOWN IN TYPICAL SECTIONS IS THE MINIMUM REQUIRED CONSTRUCTION EFFORT. SEE DEMOLITION PLANS
FOR ISOLATED ADDITIONAL LIMITS OF FULL DEPTH PAVEMENT REMOVAL AND REPLACEMENT.

6. IF NEEDED, 2' WIDE ASPHALT PATCH WILL MATCH EXISTING SURROUNDING PAVEMENT THICKNESS (9" MIN.). ASPHALT PATCH WILL CONSIST OF 2"
TOP LIFT, GRADING SX. REFER TO TRANSPORTATION STD. DRAWING 12.0 FOR ASPHALT SPECIFICATIONS.

7. GUARDRAIL SHALL BE IN ACCORDANCE WITH M-606-1 FOR MIDWEST GUARDRAIL SYSTEM (MGS) TYPE 3 W-BEAM 31 INCHES AND BE INSTALLED
WITH WOOD POSTS AND BLOCKS AND CORROSION-RESISTANT STEEL.

E. 51ST. AVENUE
SECTION G - (LOOKING WEST)

8'4'0'

agomez
Red
Addition/Insertion

agomez
Red
2

Gehrke, Mark W.- DOTI Senior Engineer
Callout
How is this going to drain if the proposed channel is higher elevation than Ex Ground?
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17
'-0

"
EO

A-
EO

A

20'-0"
EOA-EOA

t

Uvalda St. (Northbound)

Uvalda Tributary

Ex. Wood Fence

R.O.W.
50'-0"

Ex. 16'(S)x4'(R)
Box Culvert

Ex. Headwall w/ Handrail

Ex. 32'-1"
EOA-EOA

Ex. Landscape

5285

5285

5290

Ex. Driveway

Ex. Driveway

Ex. Driveway

Ex. 12" RCP Sanitary Sewer

Ex. 8" RCP Sanitary Sewer

5289
5286

5286

Ex. Mail Box

Ex. Gas Line

Ex. 12" Waterline

Ex. Telephone Enclosure
Ex. Telephone Lines

Ex. Fiber Optic LineEx. Telephone
Enclosures

Ex. 12" RCP Sanitary Sewer

Ex. Water Meter

Ex. Gate

Ex. Water Valve

Ex. Water Meter

100+00

100+62

30
+0

0

31
+0

0

32
+0

0

33
+0

0

33
+2

3

25
0+

00

25
1+

00

25
2+

0025
3+

00

290+00

290+62

90+00

90+64

CONTROL LINE 2
UVALDA STREET EAST PAN
(E. 55TH AVENUE TO
LACKLAND DRIVE)

CONTROL LINE 10
LACKLAND DRIVE NORTH PAN
(EAST OF UVALDA STREET)

E. 55TH. AVENUE NORTH PAN

CONTROL LINE 27
LACKLAND DRIVE
(EAST OF UVALDA STREET)

CONTROL LINE 10
LACKLAND DRIVE NORTH PAN

(WEST OF UVALDA STREET)

L
ackland D

r.

2

CURBSIDE BUS STOP
W/ BIKE LANE (BDS 5-7)

(AVAILABLE SPACE >=15')

5'-0"
SIDEWALK CURB RAMP

TYPE 2

CURB RAMP
TYPE 2

4" MOUNTABLE CURB -
2' CATCH PAN

6" CURB AND GUTTER -
2' CATCH PAN

5'-0"
SIDEWALK

1'-6"
CONCRETE

SPLASH PAD

17
'-0

"
EO

A-
EO

A

Ex. 6" Waterline

Ex. X" Waterline

Ex. X" Waterline

STORM LINE E
SEE SHT. 80

STORM LINE B
SEE SHT. 80

Ex. Gas Line

6'-0"x8'-0"
BOARDING  AREA

(SD-C101)

1

1

LIMITS OF CONSTRUCTION
(TYP.)

SEE NOTE 1

Ex. R,O,W, Line
(Typ.)
SEE NOTE 1

Maxwell Pl.Tulsa Way

Lackland Dr.

E. 55th Ave.

Elmendorf Pl.

Ursu
la 

W
ay

51st Ave.

5275

5280

5285

5290

5295

5300

5275

5280

5285

5290

5295

5300

30+00 31+00 32+00 33+00 33+35

Ex. Ground

Ex. Telephone Line
Sta. 33+14.50

T.O.P. El.=Unknown

Ex. Telephone Line
Sta. 33+13.98

T.O.P. El.=Unknown

Ex. Telephone Line
Sta. 33+13.58

T.O.P. El.=Unknown

Ex. Telephone Line
Sta. 31+86.91
T.O.P. El.=Unknown

Ex. Telephone Line
Sta. 31+71.03

T.O.P. El.=Unknown

Ex. 8" Waterline
Sta. 31+90.83

T.O.P. El.=Unknown

Ex. 8" Sanitary Sewer
Sta. 31+80.64

Inv. El.=5279.58

Ex. 12" Waterline
Sta. 31+12.38

T.O.P. El.=Unknown

STORM LINE E
STA. 31+42.25

INV. EL.=5285.95
SEE SHT. 80

STORM LINE B
STA. 32+26.31

INV. EL.=5284.38
SEE SHT. 80

LA
C

KL
AN

D
 D

R
. C

EN
TE

R
LI

N
E

ST
A.

 3
1+

80
.9

3
EL

.=
XX

XX
.X

X

5280

5285

5290

5295

5280

5285

5290

5295

99+80 100+00 100+80

Ex. Ground

Ex. Waterline
Sta. 100+24.10
T.O.P. El.=Unknown

LEGEND

HOT-MIXED ASPHALT PAVING

CONCRETE PAVEMENT

CONCRETE CURB RAMP

5280

5285

5290

5295

5280

5285

5290

5295

289+80 290+00 290+80

Ex. Ground

CONTROL LINE 9 LACKLAND DRIVE SOUTH PAN (EAST OF UVALDA STREET) PROFILE

5280

5285

5290

5295

5280

5285

5290

5295

89+80 90+00 90+80

Ex. Ground
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CITY AND COUNTY OF DENVER
DEPARTMENT OF TRANSPORTATION &

 INFRASTRUCTURE
INFRASTRUCTURE BUILD-WASTEWATER

2000 W. 3RD AVE.  DENVER, CO  80223
www.denvergov.org

141

06/24/2026
UVALDA TRIBUTARY TO IRONDALE

DRAINAGE IMPROVEMENTS (PHASE 3)

PREPARED UNDER
THE SUPERVISION OF

113

R-27

ROADWAY PLAN & PROFILE

ROADWAY IMPROVEMENTS

KEYMAP
SCALE: 1"=1,000'

40'20'0'

M
A

TC
H

LI
N

E 
- S

TA
 3

0+
00

UVALDA ST. (EAST) PLAN

Ex. Sanitary MH
Rim El.=5289.50
Inv. In El.(W)=5279.55
Inv. In El.(E)=5279.55
Inv. In El.(S)=5279.35
Inv. Out El.(N)=5279.30

CONTROL LINE 24
UVALDA STREET MEDIAN
(SOUTH OF MAXWELL PLACE)

CONTROL LINE 2 - UVALDA STREET EAST PAN
(NORTH OF E. 51ST. AVENUE) PROFILE

SCALE: HORIZ. 1" = 40'
VERT. 1" = 10'

CONTROL LINE 10 - LACKLAND DRIVE NORTH PAN
(EAST OF UVALDA STREET) PROFILE

SCALE: HORIZ. 1" = 40'
VERT. 1" = 10'

CONTROL LINE 27 - LACKLAND DRIVE
 (EAST OF UVALDA STREET) PROFILE

SCALE: HORIZ. 1" = 40'
VERT. 1" = 10'

CONTROL LINE 9 - LACKLAND DRIVE SOUTH PAN
(EAST OF UVALDA STREET) PROFILE

SCALE: HORIZ. 1" = 40'
VERT. 1" = 10'

6" CURB AND GUTTER -
1' SPILL PAN

NOTES:

1. THE LIMITS OF CONSTRUCTION (LOC)
SHALL COINCIDE WITH THE RIGHT-OF
WAY (R.O.W.) LINE UNLESS OTHERWISE
SHOWN.

2. SIGNING AND STRIPING NOT SHOWN
FOR CLARITY, SEE SHTS. 128-130.

STORM INLET, SEE SHTS. 79-86.

2

1

8' CONCRETE DRAINAGE PAN
PER CCD STD. DWG. 8.0
INTERSECTION VALLEY
GUTTER.

CAST-IRON TRUNCATED
DOME (DPR)
COMPOSITE/PLASTIC
TRUNCATED DOME(DOTI)

agomez
Red
Addition/Insertion

agomez
Red
2

Gehrke, Mark W.- DOTI Senior Engineer
Callout
Proposed Flowline Profile? (Typical) Label High Pts and Low Pts on the plan and Profile

Gehrke, Mark W.- DOTI Senior Engineer
Callout
Assume pothole info will be included in the next submittal.

Gehrke, Mark W.- DOTI Senior Engineer
Callout
Station Equations where Control Lines intersect. Plan and Profile. (Typical)

Gehrke, Mark W.- DOTI Senior Engineer
Callout
Label Proposed Contours. (Typical)




