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HORIZ SCALE: 1"=40'

LEGEND

@4" DOUBLE YELLOW CENTERLINE WITH 4" SE

@8" SOLID YELLOW 45" DIAGONAL CROSSHATCH
15’ SPACING
@4" DASHED WHITE LINE, 2’ DASH, 6’ GAP, CENTERED

@18" X 10" WHITE CROSSWALK BAR

@24" WHITE STOP LINE, ONLY WHEN SHOWN ON PLANS
@SHARED LANE MARKING SYMBOL, SEE DETAIL

@REMOVE AND SALVAGE EXISTING SIGN PANEL

@INSTALL NEW SIGN AS NOTED ON EXISTING SIGN POST
@INSTALL NEW SIGN AS NOTED ON EXISTING LIGHT POLE
@INSTALL NEW SIGN AS NOTED ON NEW SIGN POST
@REMOVE POST AND REMOVE AND SALVAGE EXISTING SIGN
@RELOCATE EXISTING SIGN TO EXISTING SIGN POST
@DENVER CURB ELEMENT (TYPE DBL A, YELLOW COLOR)
@DENVER CURB ELEMENT (TYPE B, YELLOW COLOR)
@EXISTING PAVEMENT MARKING TO REMAIN (SHOWN IN GRAY)
@RELOCATE EXISTING SIGN TO NEW SIGN POST
@REMOVE EXISTING PAVEMENT MARKING (SHOWN IN RED)

/
/’/@”;s‘j "/7
,g;!

NOTES

CoNoag oINS

10.

11.

CONTRACTOR TO VERIFY EXISTING CONDITIONS PRIOR TO CONSTRUCTION.

oy

Knowwhat's below.
Call before youdig.

G

END OF PROJECT LOCATION

ROADWAY DIMENSIONS ARE MEASURED TO CENTER OF STRIPE OR FACE OF CURB, UNLESS OTHERWISE NOTED

LONGITUDINAL DIMENSIONS ARE MEASURED TO CURB RETURN PC.

SOME EXISTING SIGNS, INCLUDING WAYFINDING, OMITTED FOR CLARITY. THESE SIGNS SHALL BE PROTECTED IN

PLACE.

SEE CCD TRAFFIC SIGNAL, SIGN, AND PAVEMENT MARKING STANDARDS FOR PAVEMENT MARKING DETAILS.

SEE CCD STD DWG NO. 16.2.1 FOR TYPICAL CROSSWALK BAR LAYOUT

SEE DETAILS FOR TYPICAL DRIVEWAY LAYOUT

SEE DETAILS FOR TYPICAL PARKING END TREATMENT

PRIOR TO ANY PAVEMENT MARKING REMOVAL AND/OR APPLICATION OF PERMANENT PAVEMENT

MARKINGS, PLACE

CONTROL POINTS EVERY 50 FEET FOR LINES AND EVERY 25 FEET FOR CURVES. LAYOUT A CONTINUOUS NARROW
GUIDELINE USING THESE CONTROL POINTS. PLACE GUIDELINES FOR OTHER PAVEMENT MARKINGS (CROSSWALKS,
SHARED LANE MARKINGS, CONFLICT MARKERS, ETC.) AS NECESSARY TO SHOW INTENDED LOCATIONS. ALL
GUIDELINES MUST BE APPROVED BY THE CITY PROJECT MANAGER PRIOR TO ANY PERMANENT STRIPING APPLICATION.
THE CITY HOLDS THE RIGHT TO REJECT ANY PERMANENT PAVEMENT MARKINGS PLACED WITHOUT APPROVAL.
INTERSECTION TRAFFIC CONTROL REGULATORY SIGNS SHALL BE INSTALLED PRIOR TO, OR WITHIN 48 HOURS OF
INSTALLATION OF PAVEMENT MARKINGS. NEW PARKING RESTRICTION SIGNS ALONG NEW STRIPED AND PROTECTED
BIKE LANES SHALL BE INSTALLED PRIOR TO, OR WITHIN 48 HOURS OF INSTALLATION OF PAVEMENT MARKINGS.
WHERE FLEXIBLE DELINEATORS ARE PLACED ADJACENT TO SIDEWALKS 3’ OR LESS IN WIDTH, FLEXIBLE DELINEATORS

SHALL BE A MINIMUM OF 4’ FROM CURB FACE.
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1670 BROADWAY, SUITE 3400
DENVER, CO 80202
PHONE: (303) 764—1520
FAX: (303) 860—7139
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201 WEST COLFAX AVENUE

DENVER, CO 80202
PHONE: (720) 913-4501
FAX: (720) 913—4544

RAPID TRAFFIC DIVERTER DEPLOYMENT
12TH WEST OF CHEESMAN PARK
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Arredondo Varona, Angel D.- DOTI Project Manager Engineering
Callout
This sign should be a 24R7-8LL/10AR to avoid cars parking where I drew the red rectangle. If cars park there we will either block the driveway access or encroach the right of way of through traffic. 

Arredondo Varona, Angel D.- DOTI Project Manager Engineering
Rectangle
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