PLANTING NOTES

PLANT SCHEDULE

. All plant materials shall meet or exceed current American Standard for Nursery Stock (ANSI
760.1-2004) and the Colorado Nursery Act and accompanying Rules and Regulations.

o

. All plants will be balled and burlapped or container grown. Bare root or spaded plants will not be
accepted.

w

Supply all plant material in quantities sufficient to complete the planting bed as shown on the
drawings.

EN

. All plants will be inspected and approved by the Owner's Representative prior to delivery to the
site.

o

. Any proposed substitutions of plant species shall be approved by the Landscape Architect prior
to delivery to the site.

o

Obtain Landscape Architects approval of finish grading prior to the start of planting.

~

. Stake locations of all proposed trees and edges of new planting beds for approval by the
Landscape Architect 48 hours prior to the commencement of planting.

©

Landscape Contractor shall be responsible for becoming aware of all underground utilities, pipes,
and structures. The Landscape Contractor shall be held responsible for contacting all utility
companies for field location of underground utility lines prior to any excavation. Landscape
Contractor shall take sole responsibility for any cost of utility repair due to damage caused by his
operations.

©

. Do not willfully proceed with construction as designed when it is obvious that unknown
obstructions and/or grade differences exist that may not have been known during design. Such
conditions shall be immediately brought to the attention of the Landscape Architect. The
Landscape Contractor shall assume full responsibility for all necessary revisions due to failure to
give such notification.

10. Landscape Contractor shall be responsible for any coordination with subcontractors as required
to accomplish planting operations.

11. See specifications for planting requirements, soil preparation testing, materials, and execution.
Arrange for visit of Landscape Architect for review and approval a minimum of 48 hours prior to
installation.

12. See details and specifications for staking method, plant pit dimensions, and backfill
requirements.

13. Landscape Contractor shall provide per-unit costs for every size of plant materials, and by type,
as called out on planting plans. Unit cost to include the plant material itself and installation,
including all labor, amendments, fertilizers, etc., as detailed and specified for each size.

14. Landscape Contractor is responsible to do their own quantity takeoffs for all plant materials and
sizes shown on plans.

15, The Landscape Contractor shall be responsible for positive drainage throuahout the site with

18. Imported soil shall be used to supplement the existing soil as necessary to meet the finish grade
requirements at planting areas.

19. The Landscape Contractor shall verify soil test at his expense prior to planting and will follow test
recommendations and Landscape Architect's approval for soil amendments.

20. The Landscape Contractor shall receive the specified subgrade elevation, of +/- one tenth of a
foot below finish grade.

21. The Landscape Contractor shall be responsible to furnish and install amended or imported soil
in any planting areas as necessary to achieve the specified finish planting grades unless
otherwise noted on plans or specs.

22. The Landscape Architect reserves the right to adjust the location of plant material during
installation as appropriate to the project. For trees in the right-of-way by Builder or Contractor,
adjustments of 5-0" or more must have prior authorization of Landscape Architect.

23. Contractor is to familiarize themself with the layout] Office of the City Forester Fnts to
coordinate actual location of trees and shrubs.

24. Maintenance Statement: All landscaping shown on this plan shall be maintained in a neat and
adequate manner. Required maintenance activities shall include, but not limited to, mowing of
lawns, trimming of hedges, adequate irrigation, replacement of dead, diseased or unsightly
landscaping, removal of weeds from planted areas, and appropriate pruning of plant materials.

25. Take dimensions from back of curb, center line of trees, and centerline of light pole bases,
unless otherwise noted.

26. Take all dimensions perpendicular to any reference line, centerline, or back of curb

27. Written dimensions supersede scaled dimensions. Do not scale drawings, if there is a question
regarding dimension, contact Landscape Architect for verification.

28. All landscaped areas shall be irrigated with an automatic irrigation system. Lawn areas will be
sprayed and shrubs will be drip irrigated. Natural areas, such as those with prairie types of
grasses and native shrub species, are designed to irrigate through grow-in and then be shut off
except during severe drought. Contractor shall be responsible for taps, backflow prevention and
winterization systems, sleeving under paved areas and all sprinkler system components
necessary for a fully functional system. Trees shall be on a separate zone from turf.

29. Street Trees shall be placed 5-0" min from buried utilities.

30. All proposed landscaping in the right-of-way shall be per City Standards. Trees to be in
accordance with current City Standards including approved species; family, genus and species,
quantity and percentage limits; and limitations on the quantity of same-species trees in a row.
Installation of trees in right-of-way to be per City detail.

31. Proposed trees in the right-of-way shall be pre-approved by the Landscape Architect and shall
be a minimum of 20' from property corners at intersections, 20' from street lights, outside of 30'

ADD - Office of the City Forester (OCF) Standard General Plan Notes:
1. Existing trees required to be preserved in ROW and/or public place shall be protected per OCF standards and practices. Tree protection shall be installed prior to issue of
demolition/building permit, approved by the OCF, and shall remain as approved throughout construction. No access, construction activities or storage of construction
materials/debris/equipment shall take place within tree protection zones without prior written authorization from the OCF.
2. Per City Code, all tree removals in City/County of Denver must be performed by the property owner or a tree contractor licensed by OCF, including trees in ROW, public
place and private property. For a current list of licensed tree contractors, visit www.denvergov.org/Forestry.

A. OCF-approved tree removals in ROW or public place;

i. A tree removal permit issued by the OCF is required prior to removal. Tree removal permits are not included with building permits or plan approvals and must be
obtained separately from the OCF. Contact the OCF (ForestryPlanReview@denvergov.org) with name of licensed contractor or property owner performing removal. In
subject line, include project number (2026PM0000074) and project address.

ii. Existing ROW or public place trees approved for removal by the OCF must be protected in place until removed by an OCF licensed tree contractor. Failure to protect
such trees until removal, or removing trees without a permit, will result in a notice of violation and/or citations/fines.

B. A tree removal permit is not required for private property tree removals.

3. All proposed landscaping in the ROW shall be per the Streetscape Design Manual except tree planting which shall be in accordance with current OCF Rules and
Regulations.

4. All electric fixtures and utilities, including but not limited to outlets and lights, shall be located at outside perimeter of tree planting areas within hardscape. In tree lawns,
fixtures shall be placed minimum 3 (three) feet radially from base of trunk.

5. An OCF-issued tree planting permit is required for all trees to be planted in ROW or public place. Contact OCF (ForestryPlanReview@denvergov.org) with name of
contractor or property owner performing work. When requesting permit, include project number (2026PM0000074) and project address in email subject line. Tree planting
permits are not included with building permits and must be obtained separately from the OCF prior to installation.

A. Omit weed barrier fabric in all ROW tree planting areas, including landscaped areas.

B. Once trees have been planted, email ForestryPlanReview@denvergov.org for final tree planting inspection approval. OCF will verify correct tree species have been
installed, trees have been planted at proper depth, and all burlap, wire, and rope has been removed from tree root balls. Trees planted too deeply must be corrected per
Forestry direction. ROW tree species that deviate from approved SDP must be approved by Office of the City Forester.

6. Proposed tree planting in the Right-of-Way (ROW) or public place shall be pre-approved by the Office of the City Forester (OCF) and shall be a minimum of;
30' from outside edge of intersecting curbs for sight triangle

20" from stop signs

25' from street lights

20' from pedestrian curb ramps

10' from edge of vehicular drive apron and hydrants.

All plant material shall meet or exceed current American Standard for Nursery Stock ANSI Z60.1 and the Colorado Nursery Act and accompanying Rules and Regulations.

Required soil remediation when removing hardscape/concrete/asphalt/pavers/etc. to plant trees):

A. Soil analysis, bulk density testing and remediation required when removing hardscape to plant trees; including but not limited to concrete, asphalt, pavers, brick

i. Deep soil analysis to 24” depth required from credited, local soil analysis laboratory with experience in local urban soils.

ii. Analysis must determine soil texture and type, pH balance, soil salinity, organic matter (OM) percentage, and plant available nutrients

B. Soil Remediation required based on soil analysis.

9. Contact the OCF a minimum of five (5) business days before commencement of demolition and/or construction activity.

10. Following project completion, any proposed ROW amenity zone surface treatment conversion from one type to another (ex: turfgrass tree lawn to pavement or non-
organic mulch) must be reviewed and approved by the OCF.

11. Where trees are existing and/or proposed within planting areas, location of irrigation equipment, including valves and boxes, shall be reviewed and approved by OCF prior
to installation.

12. Irrigation equipment and lines shall be located to accommodate and minimize impacts to street trees.
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ADD - Office of the City Forester (OCF) Standard General Plan Notes:
1. Existing trees required to be preserved in ROW and/or public place shall be protected per OCF standards and practices.  Tree protection shall be installed prior to issue of demolition/building permit, approved by the OCF, and shall remain as approved throughout construction.  No access, construction activities or storage of construction materials/debris/equipment shall take place within tree protection zones without prior written authorization from the OCF. 
2. Per City Code, all tree removals in City/County of Denver must be performed by the property owner or a tree contractor licensed by OCF, including trees in ROW, public place and private property.  For a current list of licensed tree contractors, visit www.denvergov.org/Forestry.
     A. OCF-approved tree removals in ROW or public place;
          i. A tree removal permit issued by the OCF is required prior to removal.  Tree removal permits are not included with building permits or plan approvals and must be obtained separately from the OCF.  Contact the OCF (ForestryPlanReview@denvergov.org) with name of licensed contractor or property owner performing removal.  In subject line, include project number (2026PM0000074) and project address.
          ii. Existing ROW or public place trees approved for removal by the OCF must be protected in place until removed by an OCF licensed tree contractor.  Failure to protect such trees until removal, or removing trees without a permit, will result in a notice of violation and/or citations/fines. 
     B. A tree removal permit is not required for private property tree removals.
3. All proposed landscaping in the ROW shall be per the Streetscape Design Manual except tree planting which shall be in accordance with current OCF Rules and Regulations.
4. All electric fixtures and utilities, including but not limited to outlets and lights, shall be located at outside perimeter of tree planting areas within hardscape.  In tree lawns, fixtures shall be placed minimum 3 (three) feet radially from base of trunk.
5. An OCF-issued tree planting permit is required for all trees to be planted in ROW or public place.  Contact OCF (ForestryPlanReview@denvergov.org) with name of contractor or property owner performing work.  When requesting permit, include project number (2026PM0000074) and project address in email subject line.  Tree planting permits are not included with building permits and must be obtained separately from the OCF prior to installation.
     A. Omit weed barrier fabric in all ROW tree planting areas, including landscaped areas.
     B. Once trees have been planted, email ForestryPlanReview@denvergov.org for final tree planting inspection approval.  OCF will verify correct tree species have been installed, trees have been planted at proper depth, and all burlap, wire, and rope has been removed from tree root balls.  Trees planted too deeply must be corrected per Forestry direction.  ROW tree species that deviate from approved SDP must be approved by Office of the City Forester.
6. Proposed tree planting in the Right-of-Way (ROW) or public place shall be pre-approved by the Office of the City Forester (OCF) and shall be a minimum of;
     A.	30' from outside edge of intersecting curbs for sight triangle
     B.	20' from stop signs
     C.	25' from street lights
     D.	20' from pedestrian curb ramps
     E.	10' from edge of vehicular drive apron and hydrants.
7. All plant material shall meet or exceed current American Standard for Nursery Stock ANSI Z60.1 and the Colorado Nursery Act and accompanying Rules and Regulations.
8. Required soil remediation when removing hardscape/concrete/asphalt/pavers/etc. to plant trees):
     A. Soil analysis, bulk density testing and remediation required when removing hardscape to plant trees; including but not limited to concrete, asphalt, pavers, brick 
          i. Deep soil analysis to 24” depth required from credited, local soil analysis laboratory with experience in local urban soils. 
          ii. Analysis must determine soil texture and type, pH balance, soil salinity, organic matter (OM) percentage, and plant available nutrients 
     B. Soil Remediation required based on soil analysis.
9. Contact the OCF a minimum of five (5) business days before commencement of demolition and/or construction activity.
10. Following project completion, any proposed ROW amenity zone surface treatment conversion from one type to another (ex: turfgrass tree lawn to pavement or non-organic mulch) must be reviewed and approved by the OCF.
11. Where trees are existing and/or proposed within planting areas, location of irrigation equipment, including valves and boxes, shall be reviewed and approved by OCF prior to installation.
12. Irrigation equipment and lines shall be located to accommodate and minimize impacts to street trees.
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With addition of concrete strip along BOC, there may not be adequate width in SSPs to plant 2.5" tree stock (typically ROW trees are not permitted in planting areas less than 5'W, and many SSPs are less than 5'W).    
- Because 45th is in dire need of tree canopy, proceed with tree planting with the following condition: downsize to 2" tree stock; do not shave tree root balls to fit planting area width.  
- Be aware, none of the trees planted in 45th SSPs have adequate soil volume to support long-term survival.  For future projects where trees are planted in SSPs, size to provide minimum critical soil volume for street tree survival.
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