
3003 Larimer Street
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OWNER'S SIGNATURE BLOCK

SURVEYOR'S CERTIFICATION

APPROVALS

I, KEVIN J. KUCHACZYK, A PROFESSIONAL LAND SURVEYOR IN THE STATE OF
COLORADO, DO HEREBY CERTIFY THAT THE SURVEY FOR 1000 SOUTH LOGAN
WAS MADE UNDER MY SUPERVISION AND THE ACCOMPANYING PLAN 
ACCURATELY AND PROPERLY SHOWS SAID SURVEY. 

___________________________________________________
KEVIN J. KUCHARCZYK P.L.S. COLORADO REG. NO. 34591

I (WE), THE UNDERSIGNED, SHALL COMPLY WITH ALL REGULATIONS CONTAINED IN THE DENVER ZONING CODE. THE 
FOLLOWING SIGNATURES CONSTITUTE ALL OWNERS AND HOLDERS OF DEEDS OF TRUST FOR LAND AND STRUCTURES 
INCLUDED IN THIS PLAN:

S LOGAN PARTNERS LLC

BY:________________________________________DATE ______________________________
     ADAM FENTON, PRINCIPAL

STATE OF COLORADO
CITY AND COUNTY OF DENVER

THE FOREGOING INSTRUMENT WAS ACKNOWLEDGED BEFORE ME THIS  ______ DAY OF ________ 
__________________, _________BY _____________ 
     
WITNESS MY HAND AND OFFICIAL SEAL

MY COMMISSION EXPIRES: ______________________________________

___________________________________________        ___________________________________________________________         
NOTARY PUBLIC ADDRESS

APPROVED BY:_________________________________________ _________________________
FOR THE ZONING ADMINISTRATOR     DATE

APPROVED BY:___________________________________________ _________________________
FOR MANAGER OF COMMUNITY DATE
PLANNING AND DEVELOPMENT      

     
AN APPROVED SITE DEVELOPMENT PLAN SHALL EXPIRE AFTER 18 MONTHS FROM THE DATE OF 
APPROVAL IF AN APPROVED ZONING PERMIT AND BUILDING PERMIT (AS APPLICABLE) HAVE NOT BEEN 
OBTAINED AND IF CONSTRUCTION, (AS APPLICABLE) HAS NOT STARTED

STATE OF COLORADO
}SS.

CITY AND COUNTY OF DENVER

I HEREBY CERTIFY THAT THIS INSTRUMENT WAS FILED FOR RECORD IN MY OFFICE AT ________ O'CLOCK 
____ .M.,_________,20__ AND DULY RECORDED UNDER RECEPTION # ___________________________.

_______________________________________________________________________________________
CLERK AND RECORDER; EX-OFFICIO CLERK OF THE CITY AND COUNTY OF DENVER

BY: ______________________________________________________________________, DEPUTY

CLERK AND RECORDER'S CERTIFICATION

VICINITY MAP
1" = 500'

SHEET INDEX

SITE DEVELOPMENT PLAN

LOCATED IN THE SOUTHEAST QUARTER OF SECTION 15, TOWNSHIP 4 SOUTH, RANGE 68 WEST OF THE 6TH PRINCIPAL MERIDIAN
CITY AND COUNTY OF DENVER, STATE OF COLORADO

1000 SOUTH LOGAN - SITE PLAN DEVELOPMENT - 2024-PM0000197, 2025-SDP0000071

ZONE LOT LEGAL DESCRIPTION

LOCATED AT:  1000 SOUTH LOGAN STREET, DENVER, CO 80209
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1. THIS SDP WAS REVIEWED UNDER THE DENVER ZONING CODE EFFECTIVE DATE JUNE 25, 2010, 
RESTATED IN ITS ENTIRETY ON FEBRUARY 25, 2025, AS AMENDED THROUGH AUGUST 11, 2025. 

2. FENCES, WALLS, SIGNS, AND ACCESSORY STRUCTURES MAY BE SUBJECT TO SEPARATE REVIEWS 
AND PERMITS.

3. AN ACCESS EASEMENT FOR EMERGENCY SERVICES IS HEREBY GRANTED ON AND ACROSS ALL 
AREAS FOR POLICE, FIRE, MEDICAL, AND OTHER EMERGENCY VEHICLES AND FOR THE PROVISION OF 
EMERGENCY SERVICES.

4. WHERE PRIVATE ROADWAYS SERVE AS REQUIRED FIRE LANES OR FIRE APPARATUS ACCESS ROADS, 
“FIRE LANE” SIGNAGE NEEDS TO BE POSTED AS REQUIRED BY DENVER FIRE CODE SECTION 503.3. 
FIRE LANE DESIGNATIONS AND SIGNAGE LOCATIONS NEEDS TO BE SHOWN ON THE SITE PLAN. 
PRIVATE ROADWAYS SERVING AS FIRE LANES NEED TO BE CONSTRUCTED IN ACCORDANCE WITH AN 
APPROVED DOTI ROADWAY SECTION PER DENVER FIRE CODE SECTION 503.2.1.

5. ACCESSIBLE PARKING SPACES MUST BE IDENTIFIED BY SIGNS AND ON PAVEMENT SURFACES WITH 
THE INTERNATIONAL SYMBOL OF ACCESSIBILITY (ISA).

6. APPROVAL OF THIS PLAN DOES NOT CONSTITUTE OR IMPLY COMPLIANCE WITH ADA REQUIREMENTS.

7. SITE(S) SHALL BE LANDSCAPED PRIOR TO ISSUANCE OF A FINAL CERTIFICATE OF OCCUPANCY (CO) 
DURING THE GROWING SEASON OF APRIL 1ST TO OCTOBER 1ST. ALL OTHER TIMES THE INDIVIDUAL 
SITES SHALL BE LANDSCAPED WITHIN 45 DAYS OF THE START OF THE FOLLOWING GROWING 
SEASON.

8. ALL LANDSCAPE AREAS NEED TO BE IRRIGATED WITH AN UNDERGROUND AUTOMATIC IRRIGATION 
SYSTEM. TREES, SHRUBS, AND DECORATIVE GRASSES WILL BE IRRIGATED BY A SEPARATE ZONE 
FROM SOD/GRASS; THIS INCLUDES TREES PLANTED IN SOD/GRASS AREA. THE IRRIGATION SYSTEM IS 
TO HAVE A RAIN SENSOR SHUTOFF INSTALLED.

9. PRIVATE ROADWAYS ARE NON-DEDICATED STREETS AND WILL NOT BE MAINTAINED BY THE CITY AND 
COUNTY OF DENVER.

10. DEVELOPMENT RESULTING FROM THIS SITE DEVELOPMENT PLAN IS SUBJECT TO THE DENVER GREEN  
BUILDING ORDINANCE (GBO) AND IS ACHIEVING COMPLIANCE BY PROVIDING A COOL ROOF ONLY PER 
EXEMPTION GBO SECTION 10-301(C)(3).

11. DEVELOPMENT RESULTING FROM THIS SITE DEVELOPMENT PLAN IS SUBJECT TO THE 
TRANSPORTATION DEMAND MANAGEMENT (TDM) ORDINANCE NO. 20210342 AND ADOPTED RULES AND 
REGULATIONS. THE APPROVED TDM PLAN, AND ANY MODIFICATIONS TO THE PLAN, ARE ON FILE WITH 
THE DEPARTMENT OF TRANSPORTATION AND INFRASTRUCTURE, TRAN FILE #2025-TRAN-0000117.

A PARCEL OF LAND LOCATED IN THE SOUTHEAST QUARTER OF SECTION 15, TOWNSHIP 4 SOUTH, RANGE 68 WEST OF THE 6TH PRINCIPAL MERIDIAN, CITY AND 
COUNTY OF DENVER, STATE OF COLORADO, BEING A PORTION OF LOTS 1 THROUGH 12, BLOCK 17, LINCOLN SUBDIVISION, DESCRIBED AS FOLLOWS:

BEARINGS ARE BASED ON THE EAST LINE OF SAID SOUTHEAST QUARTER, MONUMENTED AT THE SOUTHEAST CORNER BY A FOUND STONE IN A RANGE BOX 
WITH 8 INCH PVC SLEEVE AND AT THE EAST QUARTER CORNER BY A FOUND 3 INCH BRASS CAP IN A RANGE BOX STAMPED "D.W.D., T4S, 1/4, R68W, 15|14, 
LS16398, 1986". SAID LINE BEARS NORTH 00°04'16" EAST, A DISTANCE OF 2638.58 FEET WITH ALL BEARINGS CONTAINED HEREIN BEING RELATIVE THERETO;

COMMENCING AT SAID SOUTHEAST CORNER;
THENCE N64°22'12"W, A DISTANCE OF 1409.97 FEET TO THE NORTHWEST CORNER OF SAID LOT 1, AND THE POINT OF BEGINNING;

THENCE ALONG THE NORTH LINE OF SAID LOT 1, ALSO BEING THE SOUTH LINE OF EAST TENNESSEE AVENUE, NORTH 89°36'24" EAST, A DISTANCE OF 124.40 
FEET, TO THE NORTHWEST CORNER OF THAT PARCEL DESIGNATED AS PARCEL 1 IN FUTURE CONVEYANCE TO THE CITY RECORDED AT RECEPTION NUMBER 
________________;

THENCE ALONG THE WEST LINE OF SAID PARCEL 1, SOUTH 00°19'31" EAST, A DISTANCE OF 296.43 FEET, TO THE SOUTHERLY LINE OF THAT PARCEL DESIGNATED 
PARCEL III AS DESCRIBED IN SPECIAL WARRANTY DEED RECORDED AT RECEPTION NUMBER 2023119178;

THENCE ALONG SAID SOUTHERLY LINE OF SAID PARCEL III, SOUTH 71°05'18" WEST, A DISTANCE OF 7.36 FEET, TO THE EASTERLY CORNER OF THAT PARCEL 
DESIGNATED AS PARCEL 3 IN SAID FUTURE CONVEYANCE TO THE CITY;

THENCE ALONG THE NORTHEASTERLY LINE OF SAID PARCEL 3, NORTH 43°59'42" WEST, A DISTANCE OF 24.41 FEET, TO A POINT ON THE SOUTHWESTERLY LINE 
OF SAID PARCEL III;

THENCE ALONG SAID SOUTHWESTERLY LINE, NORTH 38°42'06" WEST, A DISTANCE OF 7.90 FEET, TO THE NORTHEAST CORNER OF SAID PARCEL III, ALSO BEING 
THE SOUTHERLY MOST CORNER OF THAT PARCEL DESIGNATED AS PARCEL IV IN SAID SPECIAL WARRANTY DEED;

THENCE ALONG THE SOUTHWESTERLY LINE OF SAID PARCEL IV, NORTH 43°30'23" WEST, A DISTANCE OF 54.09 FEET;

THENCE CONTINUING ALONG THE SOUTHWESTERLY LINE OF SAID PARCEL IV, AND EXTENDING ALONG THE NORTHEASTERLY LINE OF THAT PARCEL 
DESIGNATED AS PARCEL 2 IN SAID FUTURE CONVEYANCE TO THE CITY, NORTH 41°00'29" WEST, A TOTAL DISTANCE OF 90.75 FEET TO THE NORTHWEST CORNER 
OF SAID PARCEL 2, SAID POINT ALSO BEING A POINT ON THE WEST LINE OF SAID LOT 7;

THENCE ALONG THE WEST LINE OF SAID LOTS 1 THROUGH 7, ALSO BEING THE EAST LINE OF SOUTH LOGAN STREET, NORTH 00°08'53" WEST, A DISTANCE OF 
166.51 FEET TO THE NORTHWEST CORNER OF SAID LOT 1 AND THE POINT OF BEGINNING,

CONTAINING A CALCULATED AREA OF 29,618 SQUARE FEET OR 0.680 ACRE, MORE OR LESS.

BEARINGS ARE BASED ON THE EAST LINE OF SAID SOUTHEAST QUARTER OF SECTION 15, BEING MONUMENTED AT THE SOUTHEAST CORNER BY A FOUND 
STONE WITH A CHISELED "X" IN A RANGE BOX WITH 8" PVC SLEEVE, AND MONUMENTED AT THE EAST ONE-QUARTER CORNER BY A FOUND 3 INCH BRASS CAP IN 
A RANGE BOX, STAMPED "D.W.D., T4S, 1/4, R68W, 15|14, LS16398, 1986", WHICH BEARS NORTH 00°04'16" EAST, A DISTANCE OF 2638.58 FEET.

ELEVATIONS SHOWN HEREON ARE BASED ON NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88) REFERENCED FROM THE CITY AND COUNTY OF DENVER 
BENCHMARK STATION 38C LOCATED AT THE SOUTHEAST CORNER OF THE INTERSECTION OF MISSISSPPI AVENUE AND SOUTH BROADWAY HAVING A PUBLISHED 
ELEVATION OF 5265.27.

BASIS OF BEARINGS

BENCHMARK

GENERAL NOTES1. VIEW PLANE APPLICABILITY. THIS ZONE LOT IS VERTICALLY BOUND BY THE WASHINGTON PARK VIEW 
PLANE ESTABLISHED BY THE DENVER REVISED MUNICIPAL CODE CHAPTER 10 ARTICLE IV– SECTION 
10-61.5.NO PART OF THE STRUCTURE SHALL EXCEED AN ELEVATION OF  5,360.55' FEET. THE 
STRUCTURE HAS AN ELEVATION OF  5,320.35 FEET, WHICH DOES NOT EXCEED THE MAXIMUM 
ELEVATION OF THE WASHINGTON PARK VIEW PLANE.

2. DEVELOPMENT RESULTING FROM THIS SITE DEVELOPMENT PLAN IS SUBJECT TO THE MANDATORY 
AFFORDABLE HOUSING ORDINANCE PER DRMC SECTION 27 ARTICLE X. THE REQUIRED AFFORDABLE 
HOUSING PLAN WAS APPROVED ON 08/07/2025. UNDER DEVELOPMENT AGREEMENT RECORD NUMBER 
2025-DA-0000040. THE SUBJECT PROPERTY IS IN A TYPICAL MARKET AREA AND HAS ELECTED TO 
COMPLY WITH THIS ORDINANCE BY BUILDING INCOME RESTRICTED UNITS ON-SITE VIA COMPLIANCE 
OPTION T-1B. DEVELOPMENT RESULTING FROM THIS APPROVED SITE DEVELOPMENT PLAN IS 
SUBJECT TO THE COMMITMENT DOCUMENTED UNDER 2025-DA-0000040 REQUIRING FIVE AFFORDABLE 
UNITS TO BE PROVIDED WITH THIS SIDE DEVELOPMENT PLAN. 
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EX. STORM INLET

EX. STORM MANHOLE

EX. 12" RCP STORM SEWER
EX. 15" RCP STORM SEWER

EX. 15" RCP STORM SEWER

EX. STORM MANHOLE

EX. STORM INLET

EX. STORM MANHOLE

EX. FIBER OPTIC LINE

EX. SANITARY MANHOLE

EX. SANITARY MANHOLE

EX. STORM INLET

EX. STORM INLET (GRATED)

EX. 12" CI WATER MAIN

EX. STORM MANHOLE

EX. STORM MANHOLE

EX. SANITARY MANHOLE
EX. 10" RCP STORM SEWER

EX. 15" RCP STORM SEWER

EX. 15" RCP STORM SEWER

EX. 10" PVC STORM SEWER

EX. 8" PVC  STORM SEWER

EX. STORM INLET

EX. FIRE HYDRANT

EX. 12" CI WATER MAIN

EX. 8" VCP SANITARY MAIN

EX. 8" VCP SANITARY MAIN @ .38%

12' PUBLIC ALLEY BY PLAT AND ADDITIONAL 4' CONVEYANCE
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EX. 2" WEY VALVE IN MANHOLE

EX. WATER MONITORING WELL

EX. WATER METER

PROP. 2" DOMESTIC WATER LINE

PROP. 6" DIP
FIRE LINE

EX. FIBER OPTIC LINE

EX. NATURAL GAS LINE

PROP. 6" PVC SANITARY SERVICE

PROP. TRANSFORMER

EX. 15" RCP STORM SEWER

EX. 24" RCP STORM SEWER

EX. TRAFFIC
CONTROL BOX

EX. ELECTRICAL BOX

EX. 6" PVC SANITARY MAIN @ 0.34%

PROP.  5' STORM MANHOLE

PROP. 18"  RCP STORM LINE

EX. UTILITY POLE AND LINES
TO BE RELOCATED

EX. UTILITY POLE AND LINES
TO BE RELOCATED

EX. UTILITY POLE AND LINES
TO BE RELOCATED

PROP. RELOCATED PUBLIC
OVERHEAD POWER LINES

EX. STREET LIGHT

EX. NATURAL GAS LINE

PROP. C.I.P. UNDERGROUND SAND FILTER
AND DETENTION VAULT
(0.120 AC-FT/5230 C.F. MIN.) PROVIDED = 6383 C.F.
(941 S.F. X 6.5'D)

PROP. 6" PVC STORM LINE

PROP. 12" STORM INLET

PROP. 12" STORM INLET

PROP. 6" PVC STORM LINE

PROP. WATER METER

PROP. SANITARY CONNECTION TO
EXISTING 8" VCP SANITARY MAIN

PROP. DOUBLE CHECK BACKFLOW PREVENTER

PROP. REDUCED PRESSURE VALVE ASSEMBLY
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SITE DEVELOPMENT PLAN

1000 SOUTH LOGAN - SITE DEVELOPMENT PLAN - 2024-PM0000197, 2025-SDP0000071

1000 SOUTH LOGAN

LOCATED IN THE SOUTHEAST QUARTER OF SECTION 15, TOWNSHIP 4 SOUTH, RANGE 68 WEST OF THE 6TH PRINCIPAL MERIDIAN
 CITY AND COUNTY OF DENVER, STATE OF COLORADO

LOCATED AT:  1000 SOUTH LOGAN STREET, DENVER, CO, 80209

UTILITY  PLAN

DENVER WATER STANDARD NOTES
1. EACH FIRE HYDRANT MUST SUPPLY 1500 GPM MINIMUM AT 20 PSI

RESIDUAL PRESSURE.
2. WATER PLANS FOR THIS PROJECT MUST BE SUBMITTED TO DW FOR

REVIEW APPROVAL SEPARATE OF THE DRC PROCESS.
3. AN APPROVED DW BACKFLOW PREVENTER IS REQUIRED FOR FIRELINES,

COMMERCIAL, MULTI-FAMILY DWELLINGS AND IRRIGATION.
4. METER LOCATIONS MUST BE APPROVED BY DW.
5. DEVELOPER IS RESPONSIBLE FOR ALL NECESSARY SYSTEM

MODIFICATIONS NEEDED TO MEET THE REQUIRED FIRE FLOWS.
6. ALL EXISTING TAPS ON THE SITE THAT ARE NOT USED MUST BE CUT-OFF

AT THE MAIN AND INSPECTED BY DW PER SECTION 3.18 DW TAP CUT
PROTOCOL. THIS WILL BE DONE AT THE DEVELOPER'S COST.

7. SYSTEM DEVELOPMENT VALVE FOR REPLACEMENT TAPS WILL BE GIVEN
ACCORDING TO CURRENT OPERATING RULES.

8. IF A WATER EASEMENT IS REQUIRED ON SITE, THIS EASEMENT WILL BE
GRANTED TO DW BY SEPARATE DOCUMENT.

9. LANDSCAPING DEPICTED IN FUTURE WATER EASEMENTS MUST COMPLY
WITH RESTRICTIONS CONTAINED WITHIN THE STANDARD WATER
EASEMENT AGREEMENT.

10. EACH INDEPENDENT STRUCTURE MUST HAVE ITS OWN SEPARATE TAP,
SERVICE LINE & METER.

11. SOIL AMENDMENT IS REQUIRED ON ALL NEW WATER SERVICES.
CERTIFICATE OF OCCUPANCY WILL NOT BE ISSUED WITHOUT A SOIL
INSPECTION BY DW.

12. PRE-SUBMITTAL REVIEW IS REQUIRED PRIOR TO THE FORMAL WATER
PLAN SUBMITTAL TO DW.

13. ALL DOWNSPOUTS ARE INTERNALLY DRAINING AND OUTFALL TO THE
PROPOSED UNDERGROUND DETENTION SYSTEM.

NOTE
A. THE PROPERTY IS IN THE ZONE X AREA OF MINIMAL FLOOD

HAZARD AS SHOWN ON FEMA FIRMS, MAP NUMBER
0800460203K, JULY 3, 2024

B. ALL PROPOSED UTILITIES ARE PRIVATE, UNLESS OTHERWISE
NOTED.

C. PERMANENT NON-EXCLUSIVE EASEMENT RECORDED AT
REC. NO. ________________ IS BLANKET IN NATURE OVER
THE ZONE LOT DEVELOPMENT BOUNDARY.

EXISTING PROPOSED

PROPERTY LINE

ZONE LOT LINE
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ELECTRICAL METER

ELECTRICAL STRUCTURE

UTILITY POLE

TRANSFORMER PAD

CABLE TV STRUCTURE

COMMUNICATIONS MANHOLE

COMMUNICATIONS STRUCTURE

FIBER OPTIC STRUCTURE

GAS METER

GAS MANHOLE

GAS VALVE

FIRE HYDRANT

WATER FITTING

WATER METER

WATER TAP / CORP STOP

SANITARY SEWER MANHOLE
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NOTES:
1) RIGHT-OF-WAY IMPROVEMENTS ARE SHOWN FOR

ILLUSTRATIVE PURPOSES ONLY. FOR FINAL DESIGN, SEE
2025-TRAN-0000149.

2) ALL ROOF DOWNSPOUTS ARE INTERNALLY DRAINING AND
ROUTED TO THE PROPOSED UNDERGROUND DETENTION
VAULT. THE DETENTION VAULT OUTFALLS TO THE EXISTING
STORM SEWER SYSTEM.

FIRE FLOW DATA: 1000 S LOGAN ST BUILDING
TOTAL FIRE FLOW REQUIRED FOR THIS SITE IS 2,750 GPM MINIMUM @ 20 PSI RESIDUAL
PRESSURE. THIS FLOW MUST BE PROVIDED FROM A MINIMUM OF 3 FIRE HYDRANTS.
INDIVIDUALLY, EACH FIRE HYDRANT SHALL SUPPLY A MINIMUM OF 1500 GPM @ 20 PSI
RESIDUAL PRESSURE.

CODE USED FOR ANALYSIS: 2024 IFC WITH 2025 AMENDMENTS
OCCUPANCY GROUP(S): R-2, S-2
CONSTRUCTION TYPE(S): V-A
FIRE FLOW CALCULATION AREA: 91,772 SF

THIS BUILDING IS FULLY PROTECTED WITH AN AUTOMATIC SPRINKLER SYSTEM.

FDC LOCATION & ORIENTATION IS REQUIRED TO BE PLACED IN THE FIELD BY DFD FIRE
INSPECTORS PER SECTION IFCA 912.2
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ZONE LOT LINE
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ALLEY

N89°36'24"E
124.40'

S0°19'31"E
296.43'

S71°05'18"W
7.36'

N43°59'42"W
24.41'

N43°30'23"W
54.09'

N41°00'29"W
90.75'

N0°08'53"W
166.51'

N38°42'06"W
7.90'

(1) QUE GSE

(1) ULM ACC (1) QUE GSE

(1) GYM DIO 2'-6" STEP OUT ZONE, NO PLANT
MATERIAL, TYP.

2'-6" STEP OUT ZONE, NO PLANT
MATERIAL, TYP.

35' 35' 35' 54'-4"

25'-2"
16'-11"

13'-7"
25'

25'
26'-8"

(1) KOE PAN

(1) KOE PAN

(1) CER EAS

EX. UTILITY POLE

2'-6" STEP OUT ZONE, NO PLANT
MATERIAL, TYP.

2'-6" STEP OUT ZONE, NO PLANT
MATERIAL, TYP.

(1) GYM DIO

(7) CHR NNI

(9) CHR NNI

(4) MAH MRW
(11) SCH LIT

(11) SCH LIT
(6) MAH MRW

(6) MAH MRW
(11) SCH LIT

(11) SCH LIT
(6) MAH MRW

(11) SCH LIT
(6) MAH MRW

(11) SCH LIT
(6) MAH MRW (11) SCH LIT

(6) MAH MRW
(11) SCH LIT
(4) MAH MRW

(4) ARC CH2
(8) PRU PAW

(4) PRU PAW
(8) ARC CH2

(4) ARC CH2
(8) PRU PAW (4) PRU PAW

(8) ARC CH2

(18) CHR NNI

(5) ARC CH2

(9) PRU PAW
(1) CER EAS

(7) PRU PAW

(5) ARC CH2
(16) CHR NNI

(8) ROS WOO
(8) ROS WOO (8) ROS WOO

(4) ACH WHB
(2) MON BER

(6) SCH LIT
(4) MON BER

(6) SCH LIT
(6) SCH LIT

(6) ACH WHB
(4) MON BER

(5) MAH MRW
(6) ACH WHB

(5) MAH MRW

(7) ACH WHB

(5) MAH MRW

(7) SCH LIT

(7) ACH WHB
(32) SCH LIT

(5) MON BER

(5) MON BER

(5) MAH MRW
(12) MAH MRW

(9) MON BER
(20) ACH WHB

(6) RIB GRE
(6) MAH MRW

(24) SCH LIT

(2) MAH MRW
(3) RIB GRE

(3) MAH MRW
(4) RIB GRE

(3) MAH MRW
(8) RIB GRE

25'-4" 12'-9"

(9) CHR NNI

(6) PRU PAW

(26) CHR NNI

(14) CHR NNI

(6) RHU GR2

(6) RHU GR2

5' 5' 5'

5'
5'

5'

5'

5'

5'

5'

5'

5'

5'

(27) CHR NNI

25'-6"

(7) RIB GRE
(9) RHU GR2

(6) RIB GRE

(8) RHU GR2(6) MAH MRW

(3) RHU GR2

(3) RHU GR2

2.5 - 3FT. W.

SYMBOL CODE QTY BOTANICAL / COMMON NAME SIZE MATURE WIDTH

TREES

CER EAS 2
CERCIS CANADENSIS
EASTERN REDBUD

2" CAL. 10 - FT. W.

GYM DIO 2
GYMNOCLADUS DIOICUS 'ESPRESSO'
KENTUCKY COFFEETREE

2" CAL. 25 - 40FT. W.

KOE PAN 2
KOELREUTERIA PANICULATA
GOLDEN RAIN TREE

2" CAL. 25 - 40FT. W.

QUE GSE 2
QUERCUS X MACDANIELII 'CLEMONS'
HERITAGE® OAK

2" CAL. 25 - 40FT. W.

ULM ACC 1
ULMUS X 'MORTON'
ACCOLADE™ ELM

2" CAL. 25 - 40FT. W.

SHRUBS

ACH WHB 50 ACHILLEA MILLEFOLIUM 'WHITE BEAUTY'
WHITE BEAUTY COMMON YARROW

1 GAL 1 - 3FT. W.

ARC CH2 34
ARCTOSTAPHYLOS X COLORADENSIS
'CHIEFTAIN'
CHIEFTAIN MOCK BEARBERRY MANZANITA

5 GAL 3 - 1FT. W.

CHR NNI 126
CHRYSOTHAMNUS NAUSEOSUS VAR.
NAUCEOSUS
BABY BLUE RABBITBRUSH

5 GAL

MAH MRW 97 MAHONIA REPENS 'MONRWS'
DARKSTAR® CREEPING OREGON GRAPE

5 GAL 1 - 6FT. W.

MON BER 29 MONARDA FISTULOSA
BERGAMOT

1 GAL 1 - 3FT. W.

PRU PAW 46 PRUNUS BESSEYI 'P011S'
PAWNEE BUTTES® SAND CHERRY

5 GAL 3 - 6FT. W.

RHU GR2 35 RHUS AROMATICA 'GRO-LOW'
GRO-LOW FRAGRANT SUMAC

5 GAL 6 - 10FT. W.

RIB GRE 34 RIBES ALPINUM 'GREEN MOUND'
GREEN MOUND ALPINE CURRANT

5 GAL 1 - 3FT. W.

ROS WOO 24
ROSA WOODSII
WOODS' ROSE

5 GAL 3 - 6FT. W.

SCH LIT 169 SCHIZACHYRIUM SCOPARIUM
LITTLE BLUESTEM

1 GAL 1 - 3FT. W.

PLANT SCHEDULE

1 - 2.5FT. W.

1 PLANTING PLAN
SCALE: 1"=20'
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1000 SOUTH LOGAN

3003 Larimer Street
Denver, Colorado 80205

phone 303.861.5704
www.ozarch.com

SITE DEVELOPMENT PLAN

1000 SOUTH LOGAN - SITE PLAN DEVELOPMENT - 2024-PM0000197, 2025-SDP0000071

LOCATED AT:  1000 SOUTH LOGAN STREET, DENVER, CO 80209

LOCATED IN THE SOUTHEAST QUARTER OF SECTION 15, TOWNSHIP 4 SOUTH, RANGE 68 WEST OF THE 6TH PRINCIPAL MERIDIAN
 CITY AND COUNTY OF DENVER, STATE OF COLORADO

NORTH

0 20' 40'10'

SCALE: 1" = 20'-0"

Office of the City Forester (OCF) Standard General Plan Notes:
OFFICE OF THE CITY FORESTER (OCF) STANDARD GENERAL PLAN NOTES:
1. EXISTING TREES REQUIRED TO BE PRESERVED IN ROW AND/OR PUBLIC PLACE SHALL BE PROTECTED PER OCF STANDARDS AND PRACTICES.  TREE PROTECTION SHALL BE INSTALLED PRIOR TO ISSUE OF DEMOLITION/BUILDING

PERMIT, APPROVED BY THE OCF, AND SHALL REMAIN AS APPROVED THROUGHOUT CONSTRUCTION.  NO ACCESS, CONSTRUCTION ACTIVITIES OR STORAGE OF CONSTRUCTION MATERIALS/DEBRIS/EQUIPMENT SHALL TAKE
PLACE WITHIN TREE PROTECTION ZONES WITHOUT PRIOR WRITTEN AUTHORIZATION FROM THE OCF.

2. PER CITY CODE, ALL TREE REMOVALS IN CITY/COUNTY OF DENVER MUST BE PERFORMED BY THE PROPERTY OWNER OR A TREE CONTRACTOR LICENSED BY OCF, INCLUDING TREES IN ROW, PUBLIC PLACE AND PRIVATE
PROPERTY.  FOR A CURRENT LIST OF LICENSED TREE CONTRACTORS, VISIT WWW.DENVERGOV.ORG/FORESTRY.
A. OCF-APPROVED TREE REMOVALS IN ROW OR PUBLIC PLACE;

i. A TREE REMOVAL PERMIT ISSUED BY THE OCF IS REQUIRED PRIOR TO REMOVAL.  TREE REMOVAL PERMITS ARE NOT INCLUDED WITH BUILDING PERMITS OR PLAN APPROVALS AND MUST BE OBTAINED SEPARATELY
FROM THE OCF.  CONTACT THE OCF (FORESTRY@DENVERGOV.ORG) WITH NAME OF LICENSED CONTRACTOR OR PROPERTY OWNER PERFORMING REMOVAL.  INCLUDE PROJECT NUMBER (2024PM0000197) AND
PROJECT ADDRESS.

ii. EXISTING ROW OR PUBLIC PLACE TREES APPROVED FOR REMOVAL BY THE OCF MUST BE PROTECTED IN PLACE UNTIL REMOVED BY AN OCF LICENSED TREE CONTRACTOR.  FAILURE TO PROTECT SUCH TREES UNTIL
REMOVAL, OR REMOVING TREES WITHOUT A PERMIT, WILL RESULT IN A NOTICE OF VIOLATION AND/OR CITATIONS/FINES.

B. A TREE REMOVAL PERMIT IS NOT REQUIRED FOR PRIVATE PROPERTY TREE REMOVALS.
3. ALL PROPOSED LANDSCAPING IN THE ROW SHALL BE PER THE STREETSCAPE DESIGN MANUAL EXCEPT TREE PLANTING WHICH SHALL BE IN ACCORDANCE WITH CURRENT OCF RULES AND REGULATIONS.
4. ALL ELECTRIC FIXTURES AND UTILITIES, INCLUDING BUT NOT LIMITED TO OUTLETS AND LIGHTS, SHALL BE LOCATED AT OUTSIDE PERIMETER OF TREE PLANTING AREAS WITHIN HARDSCAPE.  IN TREE LAWNS, FIXTURES SHALL BE

PLACED MINIMUM 3 (THREE) FEET RADIALLY FROM BASE OF TRUNK.
5. AN OCF-ISSUED TREE PLANTING PERMIT IS REQUIRED FOR ALL TREES TO BE PLANTED IN ROW OR PUBLIC PLACE.  CONTACT OCF (FORESTRY@DENVERGOV.ORG) WITH NAME OF CONTRACTOR OR PROPERTY OWNER

PERFORMING WORK.  INCLUDE PROJECT NUMBER (2024PM0000197) AND PROJECT ADDRESS WHEN REQUESTING PERMIT.  TREE PLANTING PERMITS ARE NOT INCLUDED WITH BUILDING PERMITS AND MUST BE OBTAINED
SEPARATELY FROM THE OCF PRIOR TO INSTALLATION.
A. OMIT WEED BARRIER FABRIC IN ALL ROW TREE PLANTING AREAS, INCLUDING LANDSCAPED AREAS.
B. ONCE TREES HAVE BEEN PLANTED, EMAIL FORESTRY@DENVERGOV.ORG FOR FINAL TREE PLANTING INSPECTION APPROVAL.  OCF WILL VERIFY CORRECT TREE SPECIES HAVE BEEN INSTALLED, TREES HAVE BEEN

PLANTED AT PROPER DEPTH, AND ALL BURLAP, WIRE, AND ROPE HAS BEEN REMOVED FROM TREE ROOT BALLS.  TREES PLANTED TOO DEEPLY MUST BE CORRECTED PER FORESTRY DIRECTION.  ROW TREE SPECIES THAT
DEVIATE FROM APPROVED SDP MUST BE APPROVED BY OFFICE OF THE CITY FORESTER.

6. PROPOSED TREE PLANTING IN THE RIGHT-OF-WAY (ROW) OR PUBLIC PLACE SHALL BE PRE-APPROVED BY THE OFFICE OF THE CITY FORESTER (OCF) AND SHALL BE A MINIMUM OF;
A. 30' FROM OUTSIDE EDGE OF INTERSECTING CURBS FOR SIGHT TRIANGLE
B. 20' FROM STOP SIGNS
C. 25' FROM STREET LIGHTS
D. 20' FROM PEDESTRIAN CURB RAMPS
E. 10' FROM EDGE OF VEHICULAR DRIVE APRON AND HYDRANTS.

7. ALL PLANT MATERIAL SHALL MEET OR EXCEED CURRENT AMERICAN STANDARD FOR NURSERY STOCK ANSI Z60.1 AND THE COLORADO NURSERY ACT AND ACCOMPANYING RULES AND REGULATIONS.
8. REQUIRED SOIL REMEDIATION WHEN REMOVING HARDSCAPE/CONCRETE/ASPHALT/PAVERS/ETC. TO PLANT TREES):

A. SOIL ANALYSIS, BULK DENSITY TESTING AND REMEDIATION REQUIRED WHEN REMOVING HARDSCAPE TO PLANT TREES; INCLUDING BUT NOT LIMITED TO CONCRETE, ASPHALT, PAVERS, BRICK
i. DEEP SOIL ANALYSIS TO 24” DEPTH REQUIRED FROM CREDITED, LOCAL SOIL ANALYSIS LABORATORY WITH EXPERIENCE IN LOCAL URBAN SOILS.
ii. ANALYSIS MUST DETERMINE SOIL TEXTURE AND TYPE, PH BALANCE, SOIL SALINITY, ORGANIC MATTER (OM) PERCENTAGE, AND PLANT AVAILABLE NUTRIENTS

SOIL REMEDIATION REQUIRED BASED ON SOIL ANALYSIS.
9. CONTACT THE OCF A MINIMUM OF FIVE (5) BUSINESS DAYS BEFORE COMMENCEMENT OF DEMOLITION AND/OR CONSTRUCTION ACTIVITY.
10. FOLLOWING PROJECT COMPLETION, ANY PROPOSED ROW AMENITY ZONE SURFACE TREATMENT CONVERSION FROM ONE TYPE TO ANOTHER (EX: TURFGRASS TREE LAWN TO PAVEMENT OR NON-ORGANIC MULCH) MUST BE

REVIEWED AND APPROVED BY THE OCF.
11. WHERE TREES ARE EXISTING AND/OR PROPOSED WITHIN PLANTING AREAS, LOCATION OF IRRIGATION EQUIPMENT, INCLUDING VALVES AND BOXES, SHALL BE REVIEWED AND APPROVED BY OCF PRIOR TO INSTALLATION.
12. 12. IRRIGATION EQUIPMENT AND LINES SHALL BE LOCATED TO ACCOMMODATE AND MINIMIZE IMPACTS TO STREET TREES.

DOTI Notes:
a. Proposed trees in the ROW shall be pre-approved by the City Forester’s Office and shall be a minimum of 20’ from property corners at intersections, 25’
from street lights, 20’ from curb ramps, and 10’ from edge of driveways.
b. All proposed landscaping in the ROW shall be per the Streetscape Design Manual.
Site Landscaping Standards, Denver Zoning Code 10.5.4.2
No Open Area within setback.
Setback contains building entrances, pedestrian connections and permanent outdoor amenity related to the non-residential active use.

09
PLANTING PLAN

09

THIS SHEET SHOWS THE APPROVED LANDSCAPING WITHIN THE RIGHT-OF-WAY (ROW). ANY CHANGES TO ROW LANDSCAPING MAY REQUIRE A
MODIFICATION TO THIS SITE DEVELOPMENT PLAN, AS DETERMINED BY THE OFFICE OF THE CITY FORESTER.

OTHER ROW IMPROVEMENTS ARE SHOWN HERE FOR ILLUSTRATIVE PURPOSES ONLY. FOR FINAL DESIGN, SEE 20XX-TRAN-0000XXX.
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