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201 FILLMORE
SITE DEVELOPMENT PLAN

A PARCEL OF LAND SITUATED IN THE NORTHWEST 1/4 OF SECTION 12,
TOWNSHIP 4 SOUTH, RANGE 68 WEST OF THE 6TH P.M.,
CITY AND COUNTY OF DENVER, STATE OF COLORADO

LOCATED AT 201 NORTH FILLMORE STREET

201 FILLMORE - 2023-SDP-0000053/2022 - PROJMSTR - 0000402
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SCALE: 1" = 20'

BENCHMARK:
FOUND CITY AND COUNTY OF DENVER BRASS CAP
STAMPED "369A" LOCATED THE INTERSECTION OF E 3RD
AVE AND STEELE ST, SOUTHEAST CORNER, TOP OF CURB.
NAVD 88 ELEVATION=5322.54

FIRE FLOW DATA BLOCK:
TOTAL FIRE FLOW REQUIRED FOR THIS SITE IS 1,500 GPM MINIMUM @ 20 PSI RESIDUAL PRESSURE
THIS FLOW MUST BE PROVIDED FROM A MINIMUM OF 1 FIRE HYDRANT(S)
EACH FIRE HYDRANT SHALL SUPPLY A MINIMUM OF 1,500 GPM @ 20 PSI RESIDUAL PRESSURE
AT THE HYDRANT OUTLET TO BE ACCEPTABLE
CODE USED FOR ANALYSIS: 2018 IFC W/ 2019 AMENDMENTS
OCCUPANCY GROUP(S): B
CONSTRUCTION TYPE(S): I-B
FIRE FLOW CALCULATION AREA: 54,924 SF (3 LARGEST SUCCESSIVE FLOORS)
THIS BUILDING IS FULLY SPRINKLERED
TWO FDCs ARE REQUIRED TO BE PLACED IN THE FIELD, PER SECTION 912.2

DENVER WATER STANDARD NOTES

1. EACH FIRE HYDRANT MUST SUPPLY 1500 GPM MINIMUM AT 20 PSI RESIDUAL PRESSURE.

2. WATER PLANS FOR THIS PROJECT MUST BE SUBMITTED TO DW FOR REVIEW APPROVAL SEPARATE OF
THE DRC PROCESS.

3. AN APPROVED DW BACKFLOW PREVENTER IS REQUIRED FOR FIRELINES, COMMERCIAL, MULTI-FAMILY
DWELLINGS AND IRRITATION.

4. METER LOCATIONS MUST BE APPROVED BY DW.

5. DEVELOPER IS RESPONSIBLE FOR ALL NECESSARY SYSTEM MODIFICATIONS NEEDED TO MEET THE
REQUIRED FIRE FLOWS.

6. ALL EXISTING TAPS ON THE SITE THAT ARE NOT USED MUST BE CUT-OFF AT THE MAIN AND INSPECTED
BY DW. THIS WILL BE DONE AT THE DEVELOPER’S COST.

7. SYSTEM DEVELOPMENT VALVE FOR REPLACEMENT TAPS WILL BE GIVEN ACCORDING TO CURRENT
OPERATING RULES.

8. IF A WATER EASEMENT IS REQUIRED ON A SITE, THIS EASEMENT WILL BE GRANTED TO DW BY
SEPARATE DOCUMENT.

9. LANDSCAPING DEPICTED IN FUTURE WATER EASEMENTS MUST COMPLY WITH RESTRICTIONS
CONTAINED WITHIN THE STANDARD WATER EASEMENT AGREEMENT.

10. EACH INDEPENDENT STRUCTURE MUST HAVE ITS OWN SEPARATE TAP, SERVICE LINE METER.

11. SUB-METERING IS REQUIRED ON INDIVIDUAL MULTI-FAMILY UNITS AS MANDATED BY CITY ORDINANCE.

12. SOIL AMENDMENT IS REQUIRED ON ALL NEW WATER SERVICES. CERTIFICATE OF OCCUPANCY WILL
NOT BE ISSUED WITHOUT A SOIL INSPECTION BY DW.

13. PRE-SUBMITTAL REVIEW IS REQUIRED PRIOR TO THE FORMAL WATER PLAN SUBMITTAL TO DW.

DENVER WATER CONSTRUCTION NOTES

1. CONTRACTOR IS RESPONSIBLE FOR MAINTAINING THE INTEGRITY OF THE EXISTING TRACERWIRE.  A
CONTINUITY TEST OF THE TRACER WIRE WILL BE CONDUCTED AT THE END OF CONSTRUCTION.  THE
CONTRACTOR WILL BE RESPONSIBLE FOR REPAIR OF ANY BREAKS IN THE WIRE AT OR NEAR
PROPOSED EXCAVATIONS.

2. DENVER WATER (WQO SYSTEM DEVELOPMENT) TO CONDUCT DISINFECTION AND HYDROSTATIC
PRESSURE TESTING OF THE WATER MAIN AND ASSOCIATED HYDRANT BRANCHES. PLEASE CONTACT
SYSTEM DEVELOPMENT AT 303-634-3470 PRIOR TO CONSTRUCTION FOR TESTING.

3. EXOTHERMIC WELD A 48-POUND HIGH POTENTIAL MAGNESIUM ANODE TO DI PIPE, INCLUDING
HYDRANT BRANCH LINES AND FIRE LINES. CENTER THE ANODE BETWEEN THE TAP AND THE
HYDRANT/PROPERTY LINE VALVE. INSTALL ANODES IN ACCORDANCE WITH CAPITAL PROJECTS
CONSTRUCTION STANDARDS SECTION 13 47 15 – GALVANIC CATHODIC PROTECTION AND DETAIL
SHEET 88 – ANODE INSTALLATION. BOND ALL JOINTS IN ACCORDANCE WITH DETAIL SHEET 81 –
DUCTILE IRON PIPE JOINT BONDING.

STORMWATER NOTES:
1. ONSITE STORMWATER FROM PATIO AREAS SHALL BE CAPTURED VIA AREA

DRAINS AND ROUTED TO UNDERGROUND STORMWATER DETENTION VAULT.
2. BLANKET PERMANENT NON-EXCLUSIVE EASEMENT (PNEE)

(REC. NO. 2023__________) IS LOCATED OVER THE ENTIRETY OF THE SITE.

ZONE DISTRICT BOUNDARY

DENVER FIRE DEPARTMENT NOTES:
1. 2018 IFC 905.3.1 - HEIGHT: CLASS III STANDPIPE SYSTEMS SHALL BE INSTALLED THROUGHOUT

BUILDINGS WHERE THE FLOOR LEVEL OF THE HIGHEST STORY IS LOCATED MORE THAN 30 FEET
ABOVE THE LOWEST LEVEL OF THE FIRE DEPARTMENT VEHICLE ACCESS.

2. 2018 IFC 507.5.1.1 - HYDRANT FOR STANDPIPE SYSTEMS: BUILDINGS EQUIPPED WITH A STANDPIPE
SYSTEM INSTALLED IN ACCORDANCE WITH SECTION 905 SHALL HAVE A FIRE HYDRANT WITHIN
100-FEET OF THE FIRE DEPARTMENT CONNECTION (FDC).

3. NFPA14 7.12.2 - REMOTE FDC: HIGH-RISE BUILDINGS SHALL HAVE AT LEAST TWO REMOTELY
LOCATED FIRE DEPARTMENT CONNECTIONS FOR EACH ZONE.

SDP UTILITY PLAN

TREE PROTECTION  ZONE NOTES:
1. NO CONSTRUCTION ACCESS, ACTIVITY, OR STORAGE OF

MATERIALS/DEBRIS/EQUIPMENT IS PERMITTED WITHIN TREE PROTECTION ZONES,
INCLUDING GRADING, INSTALLATION OF UNDERGROUND UTILITIES, INSTALLATION OF
SITE IMPROVEMENTS, AND/OR GRUBBING.  ALL CONSTRUCTION ACTIVITY MUST
OCCUR OUTSIDE TREE PROTECTION ZONES (SEE NOTE 2 IN OCF TREE PROTECTION
NOTES TO DETERMINE TREE PROTECTION ZONE BOUNDARIES).

2. ALL EXISTING GRADES WITHIN TREE PROTECTION ZONE (TPZ) BOUNDARIES MUST
REMAIN AS-IS.  ALL PROPOSED GRADE CHANGES MUST OCCUR ENTIRELY OUTSIDE
TPZ BOUNDARIES.

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Dimension Line
101.2' 

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Rectangle

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Callout
Per Xcel drawings, proposed switch cabinet located here.  Cabinet must be located outside tree planting area (i.e. on pavement).  If cabinet needs to move to provide min spac from hydrant, move east.

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Rectangle



15
'-8

"

W
AT

W
AT

W
AT

W
AT

W
AT

W
AT

W
AT

W
AT

W
AT

W
AT

W
AT

W
AT

W
AT

W
AT

WAT WAT WAT WAT WAT WAT WAT WAT
WAT

FD
C

W
AT

W
AT

WAT

W
AT

SAN
SAN

SAN
SAN

SAN

W
AT

W
AT

W
AT

WAT

H

YD

W
AT

WAT

FDC

AL
IG

N 
TY

P.

3 LAV

10 BCU
2 PIED

5 ARCO

1 PLL
7 BCU

11 AGR

3 PIED

6 PER

1 CACL

10 PRPB

4 NEP

3 AGR
3 PRPB

1 ERNA
1 SILA

3 ANG
5 BCU

4 BCU

12 BBA

6 BBA

7 BCU
3 LAV

4 NEP
2 PRPB

1 AHB

1 PER

6 BCU

8 BBA

3 PRPB
1 SILA

3 PRPB

1 ERNA

4 ANG

1 SCH

2 ERNA

2 RIAL

1 SILA

4 ANG

BY SEPARATE PERMIT. CCN DAB DESIGN
APPROVAL WILL BE REQUIRED.

5 ARCO

10 HEP

8 ARCO

4 SCH
3 MAC

3 PER
4 SCH

9 BBA

3 BBA

1 MAC

3 SCS

2 TAHI

3 ANG

1 ERNA
3 AGR

2 TAHI

BY SEPARATE PERMIT. CCN DAB
DESIGN APPROVAL WILL BE REQUIRED.

4 AGR
1 CACL

3 PER

11 BBA

14 BBA

2 ERNA

1 MAC

6 SCS

1 SILA

13 BCU
3 ARME

5 BBA

11 ARCO

3 SCS

2 ERNA

1 CAS

2 SILA

3 NEP

3 LAV

5 BBA
2 SILA

1 RIAL

2 MAC

1 PIED

4 SCS

4 ANG

PROTECT EXISTING
TREE 12"-18" RED OAK
(238352)

PROTECT EXISTING
TREE 0"-6" PEAR
(283311)

PROTECT EXISTING
TREE 0"-6"
HONEYLOCUST
(238293)

1 AHB

4 PER

11 ARCO

OPEN SPACE
BOUNDARY WALL,
RE: DETAIL A/ L502

30'x30' PEDESTRIAN
SITE TRIANGLE
AASHTO SITE
TRIANGLE- 280 '-0"

10'x10'
PEDESTRIAN
SITE
TRIANGLE

2 CACL

2 PIED

2 ERNA

18 BBA

7 BCU

5 PRPB

10 AGR

9 ARCO
3 ANG

1 ARME

1 ARME

3 MAC

1 MAC

2 PER

4 ARCO

OFFICE OF THE CITY FORESTER (OCF) STANDARD GENERAL PLAN NOTES:
1. EXISTING TREES REQUIRED TO BE PRESERVED IN ROW AND/OR PUBLIC PLACE SHALL BE PROTECTED PER OCF STANDARDS AND PRACTICES.  TREE PROTECTION SHALL BE INSTALLED PRIOR TO ISSUE OF

DEMOLITION/BUILDING PERMIT, APPROVED BY THE OCF, AND SHALL REMAIN AS APPROVED THROUGHOUT CONSTRUCTION.  NO ACCESS, CONSTRUCTION ACTIVITIES OR STORAGE OF CONSTRUCTION
MATERIALS/DEBRIS/EQUIPMENT SHALL TAKE PLACE WITHIN TREE PROTECTION ZONES WITHOUT PRIOR WRITTEN AUTHORIZATION FROM THE OCF.

2. PER CITY CODE, ALL TREE REMOVALS IN CITY/COUNTY OF DENVER MUST BE PERFORMED BY THE PROPERTY OWNER OR A TREE CONTRACTOR LICENSED BY OCF, INCLUDING TREES IN ROW, PUBLIC PLACE AND
PRIVATE PROPERTY.  FOR A CURRENT LIST OF LICENSED TREE CONTRACTORS, VISIT WWW.DENVERGOV.ORG/FORESTRY.

A. OCF-APPROVED TREE REMOVALS IN ROW OR PUBLIC PLACE;
i. A TREE REMOVAL PERMIT ISSUED BY THE OCF IS REQUIRED PRIOR TO REMOVAL.  TREE REMOVAL PERMITS ARE NOT INCLUDED WITH BUILDING PERMITS OR PLAN APPROVALS AND MUST BE OBTAINED

SEPARATELY FROM THE OCF.  CONTACT THE OCF (FORESTRY@DENVERGOV.ORG) WITH NAME OF LICENSED CONTRACTOR OR PROPERTY OWNER PERFORMING REMOVAL.  INCLUDE PROJECT NUMBER
(2022PM0000402) AND PROJECT ADDRESS.

ii. EXISTING ROW OR PUBLIC PLACE TREES APPROVED FOR REMOVAL BY THE OCF MUST BE PROTECTED IN PLACE UNTIL REMOVED BY AN OCF LICENSED TREE CONTRACTOR.  FAILURE TO PROTECT SUCH TREES
UNTIL REMOVAL, OR REMOVING TREES WITHOUT A PERMIT, WILL RESULT IN A NOTICE OF VIOLATION AND/OR CITATIONS/FINES.

B.  A TREE REMOVAL PERMIT IS NOT REQUIRED FOR PRIVATE PROPERTY TREE REMOVALS.
3. ALL PROPOSED LANDSCAPING IN THE ROW SHALL BE PER THE STREETSCAPE DESIGN MANUAL WITH THE EXCEPTION OF TREE PLANTING, THIS SHALL BE IN ACCORDANCE WITH CURRENT OCF RULES AND

REGULATIONS.
4. ALL ELECTRIC FIXTURES AND UTILITIES, INCLUDING BUT NOT LIMITED TO OUTLETS AND LIGHTS, SHALL BE LOCATED AT OUTSIDE PERIMETER OF TREE PLANTING AREAS WITHIN HARDSCAPE.  IN TREE LAWNS, FIXTURES

SHALL BE PLACED MINIMUM 3 (THREE) FEET RADIALLY FROM BASE OF TRUNK.
5. AN OCF-ISSUED TREE PLANTING PERMIT IS REQUIRED FOR ALL TREES TO BE PLANTED IN ROW OR PUBLIC PLACE.  CONTACT OCF (FORESTRY@DENVERGOV.ORG) WITH NAME OF CONTRACTOR OR PROPERTY OWNER

PERFORMING WORK.  INCLUDE PROJECT NUMBER (2022PM0000402) AND PROJECT ADDRESS WHEN REQUESTING PERMIT.  TREE PLANTING PERMITS ARE NOT INCLUDED WITH BUILDING PERMITS AND MUST BE
OBTAINED SEPARATELY FROM THE OCF PRIOR TO INSTALLATION.

A. ONCE TREES HAVE BEEN PLANTED, EMAIL FORESTRY@DENVERGOV.ORG FOR FINAL TREE PLANTING INSPECTION APPROVAL.  WE WILL VERIFY CORRECT TREE SPECIES HAVE BEEN INSTALLED, TREES HAVE
BEEN PLANTED AT PROPER DEPTH, AND ALL BURLAP, WIRE, AND ROPE HAS BEEN REMOVED FROM TREE ROOT BALLS.  TREES PLANTED TOO DEEPLY MUST BE CORRECTED PER FORESTRY DIRECTION.
ROW TREE SPECIES THAT DEVIATE FROM APPROVED SDP MUST BE APPROVED BY OFFICE OF THE CITY FORESTER.

6. PROPOSED TREES IN THE RIGHT-OF-WAY (ROW) SHALL BE PRE-APPROVED BY THE OFFICE OF THE CITY FORESTER (OCF) AND SHALL BE A MINIMUM OF;
A. 20' FROM PROPERTY CORNERS AT INTERSECTION
B. 25' FROM STREET LIGHTS
C. 20' FROM CURB RAMPS
D. 10' FROM EDGE OF DRIVEWAYS.

7. ALL PLANT MATERIAL SHALL MEET OR EXCEED CURRENT AMERICAN STANDARD FOR NURSERY STOCK ANSI Z60.1 AND THE COLORADO NURSERY ACT AND ACCOMPANYING RULES AND REGULATIONS.
8. REQUIRED SOIL REMEDIATION WHEN REMOVING HARDSCAPE/CONCRETE/ASPHALT/PAVERS/ETC. TO PLANT TREES):

A. SOIL ANALYSIS, BULK DENSITY TESTING AND REMEDIATION REQUIRED WHEN REMOVINg HARDSCAPE TO PLANT TREES; INCLUDING BUT NOT LIMITED TO CONCRETE, ASPHALT, PAVERS, BRICK
i. DEEP SOIL ANALYSIS TO 24” DEPTH REQUIRED FROM CREDITED, LOCAL SOIL ANALYSIS LABORATORY WITH EXPERIENCE IN LOCAL URBAN SOILS.
ii. ANALYSIS MUST DETERMINE SOIL TEXTURE AND TYPE, PH BALANCE, SOIL SALINITY, ORGANIC MATTER (OM) PERCENTAGE, AND PLANT AVAILABLE NUTRIENTS SOIL REMEDIATION REQUIRED BASED ON SOIL

ANALYSIS.
9. CONTACT THE OCF A MINIMUM OF FIVE (5) BUSINESS DAYS BEFORE COMMENCEMENT OF DEMOLITION AND/OR CONSTRUCTION ACTIVITY.

GENERAL SIGHT TRIANGLE HEIGHT CRITERIA:
ALL ENCROACHMENTS UNLESS OTHERWISE NOTED, WITHIN 10 FEET OF THE FLOW LINE SHALL BE A MAXIMUM OF 30 INCHES IN HEIGHT INCLUDING THE HEIGHT OF ANY PLANTINGS. ENCROACHMENTS LOCATED IN
THE TREE LAWN / AMENITY ZONE SHALL NOT BE GREATER THAN 30 INCHES IN HEIGHT INCLUDING PLANTINGS. RAISED ENCROACHMENTS LOCATED BETWEEN 10 FEET OF THE FLOW LINE AND THE PROPERTY LINE
SHALL NOT EXCEED 48 INCHES IN HEIGHT. FENCES, BOLLARDS, OR STREET TREES PLACED AS REQUIRED BELOW AND IN ACCORDANCE WITH CCD STANDARDS ARE EXEMPTED FROM THE GENERAL HEIGHT CRITERIA.
HEIGHT IN SIGHT TRIANGLES –

1.PEDESTRIAN - NO ITEMS THAT ARE WIDER THAN 18 INCHES MAY BE TALLER THAN 30" WITHIN THIS TRIANGLE.
2.CORNER - MUST BE FREE OF ALL ITEMS OVER 30" IN HEIGHT EXCEPT FOR TRAFFIC CONTROL DEVICES AND EQUIPMENT.
3.ROADWAY - NO ITEMS THAT ARE WIDER THAN 18" INCHES OR BE TALLER THAN 30" INCHES WITHIN THIS TRIANGLE EXCEPT FOR STREET TREES AND TRAFFIC CONTROL DEVICES AND EQUIPMENT.

LANDSCAPE ARCHITECT CERTIFICATION
I, PAUL J. MILLS A REGISTERED LANDSCAPE ARCHITECT IN THE STATE OF COLORADO, DO HEREBY CERTIFY THAT THE GREEN AT GRADE DESIGN FOR THE NORTHFIELD OFFICE BUILDING DEVELOPMENT PLAN CONFORMS
TO THE REQUIREMENTS OF THE CITY AND COUNTY OF DENVER (CCD) GREEN BUILDING ORDINANCE (GBO),  AND THE RULES AND REGULATIONS AS ADOPTED BY THE DENVER DEPARTMENT OF PUBLIC HEALTH &
ENVIRONMENT (DDPHE).

PAUL J. MILLS, RLA, # LA0000108

* PS = Plant Select Resource, * NP = Gardening with Native Plant Resource, *UD= UDFCD’s Urban Storm Drainage Criteria Manual Xeric Grasses
NOTE: THE LANDSCAPE ARCHITECT RESPONSIBLE FOR THE DESIGN VERIFIED THAT ALL PLANT SELECTIONS WERE CONFIRMED FOR INCLUSION ON ACCEPTED PLANT LISTS REFERENCED IN THE GBO R+Rs SECTION 4.02(E)(IV)(2).

NOTES:
1. OMIT WEED BARRIER FABRIC IN ALL ROW TREE PLANTING AREAS, INCLUDING LANDSCAPED AREAS.
2. FOLLOWING PROJECT COMPLETION, ANY PROPOSED ROW AMENITY ZONE SURFACE TREATMENT CONVERSION FROM ONE TYPE TO ANOTHER (EX. TURFGRASS TREE LAWN TO PAVEMENT, ARTIFICIAL TURF,

OR ROCK MULCH) MUST BE REVIEWED AND APPROVED BY THE OCF.
3. TREES TO BE WATERED ON SEPARATE IRRIGATION ZONE THAN TURF
4. EXISTING/ PROTECTED TREES TO BE WATERED THROUGHOUT DURATION OF THE PROJECT BY GENERAL CONTRACTOR.

NOTES:
1. THE LANDSCAPE ARCHITECT RESPONSIBLE FOR THE DESIGN VERIFIED THAT ALL PLANT SELECTIONS WERE CONFIRMED FOR INCLUSION ON ACCEPTED PLANT LISTS REFERENCED IN THE GBO R+Rs SECTION

4.02(E)IV)(2).
2. PLANTING AREAS TO BE IRRIGATED BY AUTOMATED DRIP IRRIGATION SYSTEM.
3. TOTAL 6TH FLOOR PLANTING AREA IS 411 SF.

PLANT SCHEDULE
SYMBOL KEY QTY BOTANICAL NAME COMMON NAME SIZE SPACING HEIGHT WIDTH REMARKS

DECIDUOUS TREES
AHB 2 Aesculus hippocastanum 'Baumanni' Baumann Double Horsechestnut 3" cal. As Shown 50' 40' B&B, Specimen
PLL 1 Phellodendron lavallei 'Longenecker' Eye Stopper Cork Tree 3" cal. As Shown 45' 35' B&B, Specimen
CAS 1 Catalpa speciosa Western Catalpa 3" cal. As Shown 50' 35' B&B, Specimen

EVERGREEN TREES
TAHI 4 Taxus x media 'Hicksii' Hick's Yew 10 gal As Shown 10'-15' 3'-4' 20 gal.

DECIDUOUS SHRUBS
ERNA 10 Ericameria nauseosus var.

nauseosus
Baby Blue Rabbitbrush 5 gal 36" o.c. 16"-24" 20"-30" *NP

PRPB 26 Prunus besseyi `Pawnee Buttes` Creeping Western Sand Cherry 5 gal 48" o.c. 15"-18" 4'-6' *PS
SILA 8 Sibiraea laevigata Siberian spirea 5 gal 48" o.c. 4'-5' 6'-8' *PS
CACL 3 Caryopteris x clandonensis Blue Mist Spirea 5 gal 48" o.c. 3' 3'
ARCO 53 Arctostaphylos x coloradensis Colorado Manzanita 5 gal 48" o.c. 10"-24" 36"-60" *PS
RIAL 3 Ribes alpinum 'Green Mound' Green Mound Alpine Currant 5 gal 48" o.c. 3' 3'

ARME 6 Aronia melanocarpa 'Uconnam165' Low Scape Mound Black Chokeberry 5 gal 36" o.c. 2' 2'
EVERGREEN SHRUBS

PIED 6 Pinus edulis Dwarf Pinion Pine 5 gal 36" o.c. 24"-30" 24"-30" *PS
MAC 11 Mahonia repens Creeping Oregon Grape Holly 5 gal As Shown 12"-24" 12"-36"

ORNAMENTAL GRASS / PERENNIALS
AGR 30 Agastache rupestris Sunset Hyssop 1 gal 18" o.c. 20"-24" 16"-20" *PS
BBA 91 Bouteloua gracilis `Blonde Ambition` Blue Grama 1 gal 36" o.c. 30"-36" 30"-36" *PS
BCU 59 Bouteloua curtipendula Sideoats grama 1 gal 12" o.c. 24"-28" 15" *UD
LAV 9 Lavandula angustifolia ‘Wee One' Wee One Dwarf English Lavender 1 gal 12" o.c. 8"-10" 12"-15" *PS
SCH 9 Salvia pachyphylla Mojave Sage 1 gal 24" 18"-24" 24"-30" *PS
HEP 10 Heuchera pulchella Sandia Coral Bells 1 gal 12" o.c. 8"-10" 4"-8" *PS
NEP 11 Nepeta 'Psfike' pp 18,904 Little Trudy Catmint 1 gal 18" 8"-14" 12"-14" *PS
PER 24 Penstemon rostriflorus Bridges' Penstemon 1 gal 36" 24"-36" 24"-36" *PS

SCS 17 Standing Ovation Little Bluestem Schizachyrium scoparoim 'Standing
Ovation' PP25,202 1 gal 18" o.c. 24"-36" 15"-18" *PS

ANG 20 Windwalker Big Bluestem Andropogon gerardii 'PWIN01S' 1 gal 18" o.c. 60"-72" 18"-24" *PS

0 10' 20' 40' N O R T H
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LANDSCAPE PLANTING PLAN

Eric Huetig
Area Measurement
558.6 sq ft

Eric Huetig
Area Measurement
132.2 sq ft

Eric Huetig
Area Measurement
111.0 sq ft

Eric Huetig
Area Measurement
304.1 sq ft

Eric Huetig
Area Measurement
311.7 sq ft

Eric Huetig
Area Measurement
403.6 sq ft

Eric Huetig
Area Measurement
525.4 sq ft
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