COMCAST POTHOLE ONLY PLAN SET

J 823537 7 THIS OSP SHEET REQUIRES:

L E ET S D AL E & D AH L I A DESCRIPTION UNIT QTYy.
DIRECTIONAL BORE L. FT. 1746'
GLEN DALE CO 80246 2" HDPE CONDUIT L. FT. 3590'
y UG 48 CNT FOC L. FT. 978'
T P T - . ' _ UG 288 CNT FOC L.FT. 978’
T - i - o L : : ; 7 1625 COAX CABLE LFT. 817"
i ' NEW PEDESTAL EACH 2
36" X 60" X 36" HANDHOLE EACH 1
24" X 36" X24" HANDHOLE EACH 1
2'X3' BORE PIT EACH 6
R&R CONCRETE SQ.FT. 50
CONTACT INFORMATION R&R LANDSCAPE SQ. FT. 36
R&R ASPHALT SQ.FT. 12
OWNER: ENGINEERING FIRM:
POTHOLE UTILITY DIAMETER | TOP BOTTOM
ITG MDP NANOMETER DESIGN, LLC 1 POWER TBD TBD TBD
2 STORM TBD TBD TBD
CONTACT: JOSH MANKIN CONTACT: WALLY BARKER 3 STORM 8D 8D 8D
PHONE: (629) 278-0350 PHONE: (720) 212-6175 4 WATER TBD TBD TBD
5 GAS TBD TBD TBD
EMAIL: josh.mankin@i-t-g.net EMAIL: wallyb@mdpnmdesign.com 6 SEWER TBD TBD TBD
7 FIBER TBD TBD TBD
8 FIBER TBD TBD TBD
. 9 FIBER TBD TBD TBD
DRAWING INDEX = 10 WATER TBD TBD TBD
11 FIBER TBD TBD TBD
1 TITLE SHEET / VICINITY MAP 12 STORM TBD TBD TBD
13 POWER TBD TBD TBD
2 GENERAL NOTES 14 FIBER TBD TBD TBD
15 FIBER TBD TBD TBD
3 TYPICALS / DETAILS 6 STORM TBD TBD TBD
4 LEGEND 17 STORM TBD TBD TBD
18 STORM TBD TBD TBD
5-8 CONSTRUCTION SHEET 19 WATER TBD TBD TBD
20 WATER TBD TBD TBD
9-11 PROFILES 21 FIBER TBD TBD TBD
22 WATER TBD TBD TBD
23 GAS TBD TBD TBD
24 POWER TBD TBD TBD
25 WATER TBD TBD TBD
26 WATER TBD TBD TBD
27 SEWER TBD TBD TBD
28 FIBER TBD TBD TBD
29 WATER TBD TBD TBD
30 WATER TBD TBD TBD
31 WATER TBD TBD TBD
32 WATER TBD TBD TBD
33 GAS TBD TBD TBD
34 WATER TBD TBD TBD
35 WATER TBD TBD TBD
36 GAS TBD TBD TBD
37 WATER TBD TBD TBD
38 SEWER TBD TBD TBD
39 WATER TBD TBD TBD
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City of Glendale Standard Notes

1)

2)

3)

4)
5)

6)

7)

8)

9)

The adequacy of this Grading, Erosion and Sediment Control (GESC) Plan lies with the original design engineer. Changes that meet the definition of major modification must go
through the original design engineer and must be approved by the City.

The placement of erosion and sediment control Best Management Practices (BMPs) shall be in accordance with the City of Glendale-accepted GESC Plan and the City of
Glendale’s Stormwater Construction Requirements.

After installation of the initial-stage BMPs, the Permittee shall call the City’s Stormwater Specialist to schedule a preconstruction meeting at the project site. The request shall
be made a minimum of three business days prior to the requested meeting time.

Construction shall not begin until the City’s Stormwater Specialist approves the installation of the initial BMPs and the approved Stormwater Permit is picked up from the City.

The Permittee shall strictly adhere to the City-approved limits of construction at all times. The City Public Works Department must approve any changes to the limits of
construction, and, at the discretion of the Public Works Department, additional erosion/sediment controls may be required in any additional areas of construction.

All BMPs shall be maintained and kept in effective operating condition for the duration of the project. All necessary maintenance and repair shall be completed immediately
upon discovery of any deficiency or defect.

The Permittee shall prevent sediment, debris and all other pollutants from entering the storm sewer system during all demolition, excavation, trenching, boring, grading, or
other construction operations that are part of the project. The Permittee shall be held responsible obtaining access rights to adjacent property, if needed, for remediation of
any adverse impacts to the Municipal Separate Storm Sewer System, receiving waters, waterways, wetlands, and/or other public or private properties, resulting from work
done as part of the project. The Permittee shall immediately repair any settlement or soil accumulations beyond the limits of construction due to grading or erosion.

The Permittee shall remove all sediment, mud, construction debris, or other potential pollutants that may have been discharged to or, accumulate in the flow lines storm
drainage appurtenances, and public rights of ways of the City as a result of construction activities associated with the project. All removals shall be conducted in a timely
manner, but no later than the same day.

The Permittee shall implement the following BMPs on site during construction:

WASTE MANAGEMENT/CONTAINMENT: This BMP requires that all construction wastes, fuels, lubricants, chemical wastes, trash, sanitary wastes, contaminated soils or debris
shall be contained on site, protected from contact with precipitation or surface runoff, periodically removed from the construction site, and disposed of appropriately

SPILL PREVENTION /CONTAINMENT: This BMP defines the measures proposed for preventing, controlling, or containing spills of fuel, lubricants, or other pollutants; and
protecting potential pollutants from contact with precipitation or runoff. All chemical or hazardous material spills which may enter waters of the state of Colorado, which
include but are not limited to, surface water, ground water and dry gullies or storm sewer leading to surface water, shall be immediately reported to the CDPHE per CRS
25-8-601, and the City. Releases of petroleum products and certain hazardous substances listed under the federal Clean Water Act (40 cfr part116) must be reported to the
National Response Center as well as the CDPHE. The applicable contact information is: Colorado Department of Public Health and Environment toll-free 24-hour environmental
emergency spill reporting line 1-877-518-5608; National Response Center (24- hour national spill response) 1-800-424-8802. Spills that pose an immediate risk to human life
shall be reported to 911. Failure to report and clean up any spill shall result in issuance of a stop work order.

1. Should a predefined washout location not be available due to the project size, or lack of an area with a suitable ground surface for establishing a containment area,

proper disposal of ready-mix washout and rinse off water at the job site shall conform to approved techniques and practices.

2. The direct or indirect discharge of water containing waste cement to the storm sewer system is prohibited.

SWEEPING: This BMP requires that impervious surfaces which are adjacent to or contained within construction sites be swept on a daily basis or as needed during the day when
sediment and other materials are tracked or discharged on to them. Flushing of paved surfaces with water is prohibited. The City reserves the right to require additional
measures to ensure area streets are kept free of sediment and/or construction debris.

PERIMETER CONTROL: This BMP requires that project install a perimeter control measure along the edge of the construction site, to prevent, or filter the discharge of surface
runoff from the construction site. The type of perimeter control used shall be determined based on site conditions and location. Maintenance and repair of the control measure
shall occur as needed, in a timely manner.

STOCK PILES: Soils that will be stockpiled for more than thirty (30) days shall be protected from wind and water erosion within fourteen (14) days of stockpile construction.
Stabilization and protection of the stockpile may be accomplished by any of the following: Mulching, Temporary/Permanent Revegetation Operations, Chemical Soil Stabilizer
Application (requires City approval), or erosion control matting/Geotextiles. If stockpiles are located within 100 feet of receiving waters, a drainageway or the site perimeter,
additional sediment controls shall be required.

SAW CUTTING OPERATIONS: The Permittee shall protect all storm sewer facilities adjacent to any location where pavement-cutting operations involving wheel cutting, saw
cutting, or abrasive water jet cutting are to take place. The Permittee shall remove and properly dispose of all waste products generated by said cutting operations as needed
throughout the workday. The discharge of any water contaminated by waste products from cutting operations to the storm sewer system is prohibited.
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INLET W/ CUR OPENING STORM WATER CONTRACTOR NOTE: TYPICAL FIBER PULLBOX DETAIL
POLLUTION THESE ARE EXAMPLES OF METHODS
PREVENTION

| — SEE ROCK SOCK DESIGN
DETAIL FOR JOINTING

e 2"x4" WOOD STUD
EXTENDED INTO
CONCRETE ELOC§S

ROCK SOCKS (TYP.

A —~—

TUBULAR TRAFFIC MARKER,

CONCRETE
BLOCKS

ON PAVED OR TRAVELED
SURFACES REQUIRED

AT EACH END OF INLET
CONCRETE BLOCKS

THAT MAY BE USED TO PREVENT STORM WATER
CONTAMINATION. SPECIFIC MEASURES TO

BE TAKEN AND THEIR LOCATIONS ARE TO

BE DETERMINED BY THE CONTRACTOR AND
APPROVED BY JURISDICTION

\; ROCK SOCK (TYP.

DETAIL 1

INSTALL A WEATHER RESISTANT
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a
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24"

CONTRACTOR SHALL VERIFY ALL
INSTALLATION METHODS, MATERIALS
AND TECHNIQUES WITH VAULT
MANUFACTURER’S RECOMMENDED
SPECIFICATIONS AND WARRANT
REQUIREMENTS.

1.D. PLAQUE ON VAULT LID

LID TOP VIEW
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2
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INLET PROTECTION INSTALLATION NOTES: INLET
1. INLET PROTECTION SHALL BE INSTALLED WITHIN 48 HOURS OF
CONSTRUCTING THE INLET. 6'—0"
DETAIL 2
2. SEE ROCK SOCK DESIGN DETAIL FOR INSTALLATION REQUIREMENTS.
NOTES:
3. CONCRETE "CINDER" BLOCKS SHALL BE LAID ON THEIR SIDES AROUND 1) SOCKS WILL BE USED UPGRADIENT OF THE INLET AND FLUSH WITH THE CURB.
THE INLET IN A SINGLE ROW ABUTTING ONE ANOTHER WITH THE OPEN
2) NO LESS THAN TWO 10 INCH DIAMETER SOCKS MUST BE USED IN SEQUENCE,
END FACING AWAY FROM THE CURB. SPACED NO MORE THAN FIVE FEET APART. NO LESS THAN SIX SOCKS SHALL BE
USED IF THE 4 INCH SOCK IS USED, ALSO SPACED AT NO MORE THAN 5 FEET APART. TYPICAL BORE PIT
4. GRAVEL SOCKS SHALL BE PLACED AROUND THE CONCRETE BLOCKS,
CLOSELY ABUTTING ONE ANOTHER AND JOINTED IN ACCORDANCE WITH 3) ALIGN AT 30 DEGREES FROM PERPENDICULAR, OPPOSITE THE DIRECTION OF
THE ROCK SOCK DESIGN DETAIL. FLOW (SEE DETAIL 2). TEE TYPE PATCH
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L0 \/\\\/\ CONTRACTOR SHALL
’ \\//\\/\\///\\// BWEHDE’\FQLN;JQ’GEQSDRI’EAXS# PROTECT NEARBY DOWNSTREAM STORM DRAIN VACUUM SLURRY FROM BORING OPERATIONS
2" HOPE GONDUIT W SUTABLE FoR INLETS FROM POTENTIAL CONTAMINATION DUE TO AS NEEDED TO ELIMINATE SEEPAGE
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AutoCAD SHX Text
FIBER

AutoCAD SHX Text
RESEED AND REGROW (E) GROUND VEGETATION

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
LID TOP VIEW

AutoCAD SHX Text
CONTRACTOR SHALL VERIFY ALL INSTALLATION METHODS, MATERIALS AND TECHNIQUES WITH VAULT MANUFACTURER'S RECOMMENDED SPECIFICATIONS AND WARRANT REQUIREMENTS.
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SYMBOL LEGEND

EXISTING LINETYPES EXISTING SYMBOLS PROPOSED SYMBOLS
TREE PROPOSED 13" X 20" X 12" HANDHOLE
O B el - FLOODPLAIN:
_ _ CENTERLINE ® ELECTRIC MANHOLE O PROPOSED 11" X 18" X 18" HANDHOLE 0.2% ANNUAL CHANCE
RIGHT-OF-WAY @ WATER MANHOLE | PROPOSED 24" X 36" X 24" HANDHOLE FLOOD HAZARD
— e e e e EASEMENT ©) TELCO MANHOLE PROPOSED SPLIT LID 30" X 60" X 30" HANDHOLE
EOR EDGE OF PAVEMENT STORM DRAIN MANHOLE PROPOSED 36" X 60" X 368" HANDHOLE FLOODPLAIN:
SW SIDEWALK SANITARY SEWER MANHOLE PROPOSED FOH HAZARD ZONE AE
BACK OF CURB STEAM MANHOLE % ol il
-0 = O = CGUARD RAIL TRAFFIC CONTROL MANHOLE ® PROPOSED POTHOLE FLOODPLAIN:
AEEEEEEEEEEE N TRACKS HAZA
EEEEREEEEEEEEEEEEE | E ELECTRIC HANDHOLE PROPOSED UG SLACK COIL e
- % _ PROPERTY LINE M ELECTRIC CABINET
SS SANITARY SEWER — TRANSFORMER XXX PULL THROUGH FOOTAGE
W WATER = WATER METER
SD STORM DRAIN > WATER VALVE XXX BORE FOOTAGE NORTH ARROW
GAS 'S FIRE HYDRANT
—— — — TELEPHONE = TELCO PEDESTAL TRENCH FOOTAGE
E ELECTRIC TELCO HANDHOLE
STM STEAM - STORM DRAIN ~X) BORE AND TRENCH ID PHOTO LOCATION
FIBER OPTIC CABLE GAS VALVE - PROPOSED SPLICE
% % FENCE @ TRAFFIC LIGHT ® PROPOSED RISER
OHG OVERHEAD GUY TRAFFIC CONTROL CABINET PROPOSED DOWN GUY
CITY LIMITS >_ MILE MARKER
i TRAFFIC CONTROL HANDHOLE PROPOSED SIDEWALK ANCHOR
HATCHING ¥ STREET LIGHT !
FLOODPLAINS @ WOOD POLE o
—— e owmowm EXISTING CONDUIT > EXISTING SPLICE CASE (>J<) PROPOSED AERIAL SLACK
T EXISTING HANDHOLE o FOOTACE
P /1
ROPQOSED LINETYPES | XX))%)(( SPAN FOOTAGE
FEER i
e mm mm wm mm mmomw PROPOSED TRENCH _
— 0C —— D5 e ROPOSED BORE 4 -l
— ACR e— ACF e PROPOSED AERIAL
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~
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N /
1
\ 661 /s { g ' @
S 80+ Op 3
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POTHOLE UTILITY DIAMETER TOP BOTTOM
1 POWER TBD TBD TBD
2 STORM TBD TBD TBD
3 STORM TBD TBD TBD
4 WATER TBD TBD TBD
5 GAS TBD TBD TBD
6 SEWER TBD TBD TBD
7 FIBER TBD TBD TBD THIS OSP SHEET REQUIRES:
8 FIBER TBD TBD TBD DESCRIPTION UNIT QTY.
BORE DETAIL 9 FIBER TBD TBD TBD DIRECTIONAL BORE L.FT. 431"
FINISHED GRADE 10 WATER TBD TBD TBD 2" HDPE CONDUIT L. FT. 862"
11 FIBER TBD TBD TBD UG 48 CNT FOC L. FT. 431
EE PAGE 10 T rowtn b Te | 1| Bosomear. S
13 POWER TBD TBD TBD 2'X3' BORE PIT EACH 3
14 FIBER TBD TBD TBD R&R LANDSCAPE SQ. FT. 6
F O R P RO F I I E S @ BORE & PLACE (2) - 2" HDPE CONDUITS 15 FIBER TBD TBD TBD R&R ASPHALT SQ. FT. 6
(1). 48 CNT FIBER e
(1), 288 CNT FIBER 16 STORM TBD TBD TBD R&R S/W CONCRETE SQ. FT. 25
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POTHOLE UTILITY DIAMETER TOP BOTTOM
BORE DETAIL 17 STORM TBD TBD TBD
FINISHED GRADE 18 STORM TBD TBD TBD
THIS OSP SHEET REQUIRES:
DESCRIPTION UNIT QTY.
DIRECTIONAL BORE L. FT. 402'
2" HDPE CONDUIT L. FT. 804"
BORE & PLACE (2) - 2" HDPE CONDUITS UG 48 CNT FOC L. FT. 402'
8; ggscgJTF::EfgsR e UG 288 CNT FOC L.FT. 402'
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SEE PROFILE (B) —__ ./'

-

0+45S 44'L
5+45 E 45'R

PL. (1) 2'X3 BORE PIT

R&R 25 SQ FT OF CONCRETE

SEE PROFILE () — |

5+93 E 48'R
36" X 60" X 36" HANDHOLE

(1
PL-() SQFT OF LANDSCAPE

R&R 6

SEE PAGE 9 & 10 FOR PROFILES
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SEE SHEET 8

aa aa 80 o mm— 0 \‘ A | “ | i ~as|
“ i — —eog |
- - E—Y] il ‘ L‘(/-; 8 L(l/J)
[ o 5 o
5+33 E;e?'; a%% \‘ 89{%
0+37 N 33 \ g
PL. (1) PLACE NEW PEDESTAL © 00O 8 ol ©
R&R 6 SQ FT OF LANDSCAPE - © 0O \
oo
_ SEE PROFILE (F) J®°
BORE DETAIL BORE DETAIL
BORE & PLACE (2) - 2" HDPE CONDUITS
(1). 48 CNT FIBER
(1). 288 CNT FIBER
POTHOLE UTILITY DIAMETER| TOP BOTTOM (B (Bf)"jg & CEe) - 27 HDPE CONDUITS
(1). 288 CNT FIBER
19 WATER TBD TBD TBD (1) 625 COAX CABLE
20 WATER TBD TBD TBD BORE & PLAGE (2) - 2" HDPE CONDUITS e e
(1).625 COAX CABLE
21 FIBER TBD TBD TBD
22 WATER TBD TBD TBD
23 GAS TBD TBD TBD THIS OSP SHEET REQUIRES:
24 POWER TBD TBD TBD DESCRIPTION UNIT QTY.
25 WATER TBD TBD TBD DIRECTIONAL BORE L.FT. 505'
26 WATER TBD TBD TBD 2" HDPE CONDUIT L.FT. 1108’
27 SEWER TBD TBD TBD UG 48 CNT FOC L.FT. 145'
28 FIBER TBD TBD TBD UG 288 CNT FOC L.FT. 145'
29 WATER TBD TBD TBD 1625 COAX CABLE L.FT. 409'
30 WATER TBD TBD TBD NEW PEDESTAL EACH 1
31 WATER TBD TBD TBD 36" X 60" X 36" HANDHOLE EACH 1
32 WATER TBD TBD TBD 2'X3' BORE PIT EACH 1
33 GAS TBD TBD TBD R&R CONCRETE sQ. FT. 25
34 WATER TBD TBD TBD R&R LANDSCAPE sQ. FT. 12
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