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Hydrant Branch Replacement Note

VISUALLY INSPECT THE CONDITION OF ANY
CONNECTING HYDRANT BRANCH AND REPLACE
IF NECESSARY REGARDLESS OF HYDRANT
BARREL INSTALLATION DATE.
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STANDARD DETAIL NOTES

DENVER WATER ENGINEERING STANDARDS, 16th EDITION AND THE CAPITAL
PROJECTS CONSTRUCTION STANDARDS 4th EDITION, SHALL BE
INCORPORATED BY REFERENCE WITHIN THESE DRAWINGS. THE ENGINEERING
STANDARDS ARE AVAILABLE AT:DENVER WATER ENGINEERING STANDARDS

ADDITIONAL PIPE NOTES WITH ANODES:

Due to contaminated soils in this area, all new pipe shall be Ductile Iron with
Nitrile Gaskets. Install V—Bio enhanced polyethylene encasement in accordance
with CPCS detail §3020) . "Exothermic weld a 48—pound zinc anode to DI pipe,
including hydrant branch, domestic, and fire lines as shown in the drawing.
Install anodes in accordance with CPCS Specification 13 47 15 — Galvanic
Cathodic Protection and CPCS Detail 13025) — Anode Installation. Bond new
joints in accordance with CPCS Detail 13080) — Metallic Pipe Joint Bonding, do
not bond to existing metallic pipe or across insulating flanges or couplings.

CONDUIT SHUT OUT NOTE
COORDINATE CONDUIT SHUT
OUT WITH PAUL RIES
303—628—6221

CORROSION NOTE:

MAGNESIUM ANODE TO DI PIPE AS SHOWN IN

DETAILS (13020, (1302 , (13040 & (13080 .

Lo @
Leey.

EXOTHERMIC WELD A 48—POUND HIGH POTENTIAL

THE

DRAWINGS. INSTALL ANODES AS SHOWN IN CPCS DETAIL
(13025 — ANODE INSTALLATION. BOND ALL JOINTS IN
ACCORDANCE WITH CPCS DETAIL 13080 — METALLIC
JOINT BONDING. INSTALL V—-BIO POLYETHYLENE
ENCASEMENT ON DUCTILE IRON PIPE. REFERENCE CPCS

200" MAP NO NW D1

LOCATION MAP

SCALE: 17 = 3 miles

ADDITIONAL NOTES:

UTILITY WORK:

UTILITY WORK MUST BE IN ACCORDANCE WITH THE FOLLOWING CITY AND COUNTY OF DENVER
PUBLIC WORKS RULES AND REGULATIONS:

1. RULES AND REGULATIONS GOVERNING THE PRIVATE DESIGNING, PLANNING, CONSTRUCTION,
RECONSTRUCTION, AND REMODELING OF GENERAL PUBLIC IMPROVEMENTS:

https: //www.denvergov.org /files /assets/public /doti/documents /regulations /pwrr—006.0—private
_designing_planning_construction_reconstruction_and_remodeling_of_general_public
_improvements.pdf

2.  RULES AND REGULATIONS GOVERNING STREET CUTS AND ROADWAY EXCAVATION
SPECIFICATIONS

https: //www.denvergov.org/files /assets/public /doti/documents /regulations /pwrr—019.0—street
_cuts_and_roadway_exc avation_specifications.pdf

3. TRANSPORTATION STANDARDS AND DETAILS FOR THE ENGINEERING DIVISION

https: //www.denvergov.org/files /assets/public /doti /documents /standards /pwes—001.5—
transportation_standards_and_details_for_the_engineering_division.pdf

CURB RAMP, SIDEWALK & PAVING NOTES:

1. ANY WORK DISTURBING PEDESTRIAN FACILITIES INCLUDING CROSSWALKS AND CURB
RAMPS, OR WITHIN 10 FEET OF AN EXISTING CURB RAMP THAT DO NOT MEET CURRENT ADA
AND CCD STANDARDS, SHALL BE REPLACED TO THE MOST CURRENT STANDARDS. (SECTION
V.E.2 OF DENVER RULES AND REGULATIONS FOR SIDEWALK AND CURB RAMP CONSTRUCTION).
2.  ASPHALT MIXTURES FOR RESIDENTIAL AND COLLECTOR STREETS IN DENVER REQUIRES
N—75 MIX DESIGN CRITERIA WITH ASPHALT BINDER OF EITHER PG 58-28 OR PG 64-22
(CONTRACTOR OPTION). SEE ALSO CCD TS&D SECTION 12.

3. ASPHALT MIXTURES FOR ARTERIALS OR COLLECTORS WITH THREE RTD BUS ROUTES IN
DENVER REQUIRES N—100 MIX DESIGN CRITERIA WITH ASPHALT BINDER OF PT 76—28 OR PG
64—22.

4.  ALL MORATORIUM STREETS ASPHALT PATCHES SHALL CONFORM TO CITY AND COUNTY OF
DENVER TRANSPORTATION STANDARDS AND DETAILS STANDARD DRAWING NO 12.2 TRENCH
VERTICAL PATCH (ASPHALT) IN MORATORIUM STREET. DATA FOR MORATORIUM STREET IS
AVAILABLE FROM THE GIS OPEN DATA CATALOG: https://www.denvergov.org/opendata/
dataset /city—and—county—of—denver—moratorium—streets.

5. IF THERE ARE EXISTING OBSTRUCTIONS OR ROW CONSTRAINTS THAT LIMIT THE ABILITY TO
CONSTRUCT A FULLY COMPLIANT CURB RAMP, A MAXIMUM EXTENT FORM WILL NEED TO BE
COMPLETED AT THE TIME OF CONSTRUCTION (THE ROW INSPECTOR SHOULD BE ABLE TO
PROVIDE THIS FORM).

TREES AND TREE PROTECTION:

1. INSTALL TREE PROTECTION AS INDICATED IN ACCORDANCE WITH THE CITY AND COUNTY
OF DENVER’S FORESTRY PROVISIONS PRIOR TO CONSTRUCTION.

2. DO NOT STORE OR LAY CONSTRUCTION EQUIPMENT OR MATERIALS ON TREE LAWN OR
NEAR PROTECTED TREES.

DO NOT PRUNE ANY ROOTS LARGER THAN 2" IN DIAMETER, PRIOR TO CONTACTING THE OFFICE
OF THE FORESTER FOR INSPECTION — ForestryPlanReview@denvergov.org, 720—913—0651.

EXISTING METER SETTING CHANGE—OVER NOTES:

1. EXISTING INSIDE METER SETTINGS SHALL BE RELOCATED OUTSIDE TO A METER PIT IN
ACCORDANCE WITH CURRENT CPCS DETAIL NO 33266.

2. EXISTING SERVICE LINES THAT DO NOT CONFORM WITH THE CURRENT OPERATING RULES
AND ENGINEERING STANDARDS SHALL BE REPLACED IN ACCORDANCE WITH CPCS DETAIL NO
33265.

EXISTING SERVICE LINE REPLACEMENT NOTES:
1. RESIDENTIAL TAPS AND SERVICES LINE THAT ARE % OR 5/8—INCH WILL BE REPLACED

WITH 3/4—INCH TAP AND SERVICE LINE, IN ACCORDANCE WITH CURRENT ENGINEERING
STANDARDS.

2. MULTIFAMILY (3+ UNITS) AND COMMERCIAL BUILDING METERS MAY BE UPSIZED TO

3/4—INCH. MULTI—FAMILY AND COMMERCIAL TAPS AND SERVICE LINES ARE REPLACED WITH
THE SAME SIZE SERVICE BASED ON THE CURRENT OPERATING RULES AND ENGINEERING
STANDARDS. ADDITIONAL UPSIZING WILL NOT OCCUR WITHOUT SUDP APPROVAL FROM DENVER.

MAXIMO WORK ORDER NO: 24418555
ESTIMATED AREA OF DISTURBANCE = 30,000 SQ FT
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NOTES:

1. ALL EXISTING INFORMATION SHOWN IS BASED ON A FIELD SURVEY
COMPLETED BY DENVER WATER OR ON AN IMPORT FROM DENVER
WATER’S GIS SYSTEM, OR A COMBINATION OF BOTH. CONTACT GABE
LOMBARDI (303—628-6671) IF FIELD CONDITIONS DIFFER FROM THOSE
SHOWN.

RIGHT—OF—WAY INFORMATION SHOWN IS BASED ON EXISTING CITY
MAPS.

PIPE DEFLECTION SHALL NOT EXCEED MANUFACTURER SPECIFICATIONS.
ALL PROPOSED PIPE SHALL BE DUCTILE IRON UNLESS OTHERWISE
NOTED.

ALL EXISTING PIPE IS CAST IRON UNLESS OTHERWISE NOTED.
ABANDON IN PLACE EXISTING MAINS.

REMOVE ALL VALVE BOXES AND FIRE HYDRANTS ON MAINS BEING
ABANDONED.

ALL CONDUIT CROSSINGS BY DISTRIBUTION MAINS SHALL MEET
BACKFILL REQUIREMENTS AS SPECIFIED IN CHAPTER 7, DENVER WATER
ENGINEERING STANDARDS.
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FIRE HYDRANT
OPEN GATE VALVE

KUPFERLE BLOWOFF VALVE

SLEEVE
REDUCER

TEE AND CROSS FITTINGS
HORIZONTAL BEND FITTING
VERTICAL BEND FITTING
PLUG

INLET PROTECTION

CURB SOCK

FLOW ARROW

AVOID DANGER OR HARM
ABANDON

6” WATER

8" WATER

12" WATER
ELECTRIC MANHOLE

SANITARY SEWER MANHOLE
STORM MANHOLE

WATER METER

LIGHT POLE

UTILITY POLE

ELECTRIC TRAFFIC LIGHT
PROPERTY LINE

FLOW LINE

ELECTRICAL

FIBER OPTIC

NATURAL GAS LINE
OVERHEAD WIRE

SANITARY SEWER

STORM SEWER

CITY & COUNTY OF DENVER
EVERGREEN TREE
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