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@ DENVER WATER

1600 West 12th Ave

Denver, Colorado 80204—-3412
T: 303.628.6000
F:303.628.6851
denverwater.org

CONSULTANT

BERKLEY PROJECT
N STUART ST,
N RALEIGH ST,

N QUITMAN ST

(REPLACEMENT — LEAD)
INSTALL APPROX 2,053
OF 6” & 8" DI

SERVICE ADDRESS:

REFERENCE:

ENGINEERING STANDARDS

16th EDITION 2021 AND THE
CAPITAL PROJECTS CONSTRUCTION
STANDARDS 4th EDITION
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DW_METRO_GRID COORDINATE SYSTEM
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VERIFY SCALES

BAR IS ONE INCH ON
ORIGINAL DRAWING
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IF NOT ONE INCH ON
THIS SHEET, ADJUST
SCALES ACCORDINGLY

PT NO: 23030

DRAWN BY: RLB

CHKD BY: DMR

CHKD BY:

PIPE WITH NITRILE GASKETS
REQUIRED. SEE ADDITIONAL PIPE
NOTES ON COVER PAGE FOR
ADDITIONAL INFORMATION.

APPD BY:

DATE: June 3, 2025

CONTRACT:

AS—BUILT DATE:

AS—BUILT BY:

CITY & COUNTY OF DENVER ROAD RESTORATION NOTE:

DRAWING TITLE

ALL DISTURBED AREAS ARE TO BE RESTORED PER CITY AND
COUNTY OF DENVER (CCD) TRANSPORTATION STANDARDS AND
DETAILS (TS&D) FOR THE ENGINEERING DIVISION DWGS. 5.0/5.1:
CURB & GUTTER AND DETACHED/ATTACHED SIDEWALK, 11.0, a, b,
GENERAL NOTES FOR CONCRETE PAVEMENT AND PAVEMENT
JOINTS, 12.0: ASPHALT PATCH, 12.1: TRENCH PATCH THRU
EXISTING GRAVEL OR LANDSCAPE MATERIALS, 12.2 TRENCH
VERTICAL PATCH (ASPHALT) IN MORATORIUM STREET ANY
VARIANCES IDENTIFIED IN THE FIELD WILL ADHERE TO APPLICABLE
CCD TD&S DWGS.
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Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Oval

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Callout
Location of hydrant adjacent to street tree is concerning as it's located within dripline of tree.  Can hydrant move to  39th ROW as shown in blue?  If not, and hydrant must be located in this area, all excavation for install must be done by hydrovacuum.

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Callout
Can hydrant be located here?  No ROW tree conflicts.
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