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CRITICAL: Utility route along Golfers Way runs directly under multiple (PO IANT) PLEASE REFER

street trees. Locate bore pits as far from trees as possible and route line XCEL BEFORE WORK BEGINS. |
under sidewalk (no existing tree and/or utility conflicts). Appropriate
boring route shown in blue.

NOTE: UTILITY LOCATIONS ARE APPROXIMATE ONLY. ALL
UTILITIES MUST BE LOCATED PROIOR TO ANY EXCAVATION
ACTIVITIES DESIGN LOCATION IS APPROXIMATE. FINAL
ALIGNMENT TO BE REVIEWED AND APPOVED BY THE
CONSTRUCTION INSPECTOR FOLLOWING UTILITY DESIGN
LOCATION IS APPROXIMATE. FINAL ALIGNMENT TO BE
REVIEWD AND APPROVED BY THE CONSTRUCTION
INSPECTOR FOLLOWING LOCATES.
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Callout
CRITICAL: Utility route along Golfers Way runs directly under multiple street trees.  Locate bore pits as far from trees as possible and route line under sidewalk (no existing tree and/or utility conflicts).  Appropriate boring route shown in blue.

Huetig, Eric M. - DPR CE3049 Plans Review Specialist II
Arrow


ENGINEERED FOR AND BY:

“MasTec

13575 E. 37TH AVENUE SUITE 100,
DENVER, CO 80239

ENGINEERED FOR AND BY:

|/
COMCAST

—
RESERVED P.E. STAMP:

CRITICAL: Utility route along Golfers Way runs directly under multiple
street trees. Locate bore pits as far from trees as possible and route line
under sidewalk (no existing tree and/or utility conflicts). Appropriate

boring route shown in blue.
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UTILITIES MUST BE LOCATED PROIOR TO ANY EXCAVATION
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** ATTENTION**

(IMPORTANT) PLEASE REFER
TO NOTE ON PAGE 8 PER
XCEL BEFORE WORK BEGINS.

GOLFERS WY
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BORE AND PLACE (1) 2" CONDUIT.
PULL NEW 48CT FIBER.
MIN 24" BORE DEPTH

Know what'sbelow.
Call before you dig.

04+81SE 20'R
PL. (1) NEW MEDIUM VAULT
PL. NEW 48CT FIBER.

BORE PIT
07+55 SE 20' R
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BORE AND PLACE (1) 2" CONDUIT.
PULL NEW 48CT FIBER.
MIN 24" BORE DEPTH
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STA. 05+50 SE
SEE SHEET 11
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BORE AND PLACE (1) 2" CONDUIT.

PULL NEW 48CT FIBER.
MIN 24" BORE DEPTH
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ITEM UNIT QTY.
DIRECTIONAL BORE L. FT. 300
(PL.) NEW 2"-48CT FIBER L. FT. 300
PL. NEW MED. VAULT EACH 1
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Callout
CRITICAL: Utility route along Golfers Way runs directly under multiple street trees.  Locate bore pits as far from trees as possible and route line under sidewalk (no existing tree and/or utility conflicts).  Appropriate boring route shown in blue.
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CRITICAL.: Utility route along Golfers Way runs directly under multiple
street trees. Locate bore pits as far from trees as possible and route line
under sidewalk (no existing tree and/or utility conflicts). Appropriate
boring route shown in blue.
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**ATTENTION**
(IMPORTANT) PLEASE REFER
TO NOTE ON PAGE 8 PER
XCEL BEFORE WORK BEGINS.

BORE AND PLACE (1) 2" CONDUIT.
PULL NEW 48CT FIBER.
MIN 24" BORE DEPTH
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" Adjustd boring route under walk -
minimize fiber lines in tree planting areas

BORE AND PLACE (1) 2" CONDUIT.
PULL NEW 48CT FIBER.
MIN 24" BORE DEPTH

BORE PIT
7+55 SE 20' R

BORE AND PLACE (1) 2" CONDUIT.
PULL NEW 48CT FIBER.
MIN 24" BORE DEPTH

ITEM UNIT QTY.
| Kn&w ﬁhat'fsbelow. . DIRECTIONAL BORE L. FT. 225
30 60" all before you dig. (PL.) NEW 2"-48CT FIBER L. FT. 225
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Callout
CRITICAL: Utility route along Golfers Way runs directly under multiple street trees.  Locate bore pits as far from trees as possible and route line under sidewalk (no existing tree and/or utility conflicts).  Appropriate boring route shown in blue.
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Callout
Adjusted boring route under walk - minimize fiber lines in tree planting areas
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DRAWING SCALE: 1" = 30'

EXISTING PED LOCATED LOCATED AT
8981 E 5TH AVE BACK LOT.

30

Know what'sbelow.
] Call before you dig.
60'

0+92 SW12'L
REPLACE PED WITH NEW

NODEAND ADD NEW VAULT
TO ACOMODATE SPLICE CASE.

boring route shown in blue.

CRITICAL: Utility route along Golfers Way runs directly under multiple
street trees. Locate bore pits as far from trees as possible and route line
under sidewalk (no existing tree and/or utility conflicts). Appropriate

To minimize length of line in planting
area, can bore pit be moved adjacent to
walk instead of along back of curb?

i’

BORE AND PLACE (1) 2" CONDUIT.
PULL NEW 48CT FIBER.
MIN 24" BORE DEPTH

BORE AND PLACE (1) 2" CONDUIT.
PULL NEW 48CT FIBER.
MIN 24" BORE DEPTH

ITEM UNIT QTY.

DIRECTIONAL BORE L. FT. 162

(PL.) NEW 2"-48CT FIBER L. FT. 162
EACH 1

PL. NEW MED. VAULT
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Callout
CRITICAL: Utility route along Golfers Way runs directly under multiple street trees.  Locate bore pits as far from trees as possible and route line under sidewalk (no existing tree and/or utility conflicts).  Appropriate boring route shown in blue.
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Callout
To minimize length of line in planting area, can bore pit be moved adjacent to walk instead of along back of curb?
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