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NOTES

Each enclosure contains
the utility type (Power,
Gas, Wet and Traffic or
Telecom) according to
the code color on the L1
sheet.
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UNDEFINED SCALE FOR
CURRENT SHEET

ATTENTION: Texas law requires an
excavator to provide the notice to a
one-number locator service not less than
two business days and not more than ten
business days before the scheduled date
for commencement of excavation, unless
otherwise agreed by the excavator and
facility operators. If an excavator intends to
work at multiple sites or at a large project,
the excavator must take reasonable steps
to confer with facility operators to enable
them to locate underground facilities
reasonably in advance of the start of
excavation for each phase of the work.
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VAULT
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MATCH SHEET

(. BORE 634' (3) 1.25" SCH
|| 80 HDPE Conduit with
[ 634' FOC encased @ 48"
/ ‘ minimum coverage
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REDLINE DESIGN
420 SIMMONS ST. SW.
OLYMPIA, WA 98501
1-(800)-513-1419

PROJECT ID
WINDSOR GARDENS

DENVER, 80247

NOTES

1. PLACE FACILITIES AS CLOSE TO RIGHT
OF WAY LIMIT AS POSSIBLE AND VERIFY
LOCATES. PROVIDE AS BUILT TO ENGINEER.

2. EACH DRILLED SECTION IS PRECEDED
BY A PROPOSED 4x6' BORE PIT

PROPOSED TRENCH/HOG (1) 2"
CONDUIT. PULL FIBER CABLES AND

' TRACER WIRES THROUGH & RESTORE
SURFACE. REFER TO LOCAL

l JURISDICTION FOR REPAIR
STANDARDS.

PROPOSED BORE (1) 2" CONDUIT.

| CONTRACTOR TO POTHOLE UTILITIES
PRIOR TO BORE. PULL FIBER CABLES
AND TRACER WIRES THROUGH &

| RESTORE SURFACE CONDITIONS.

PROPOSED 13'x12"x38" PED WITH
FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER
CABLES THROUGH AND PLACE 20"
STORAGE.

i

* EACH PEDESTAL LOCATION MEANS
THE USE OF A TERMINAL.

PROPOSED 24"x36"x24" VAULT WITH
FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER,

[

PROPOSED 16"x20" HAND HOLE WITH
FIBER POST MARKER. PLACE

CONDUIT FROM TRENCH. PULL FIBER
CABLES THROUGH AND PLAGE 20"
STORAGE.

VAULT WITH ATTACHED SPLICE CASE

E AND 100’ STORAGE.

. GENERAL DEPTH (S) FOR FIBER LINE:

«  MIN. 36" REQUIRED TO THE ROW
©  MIN. 48" PREFERRED IN LANDSCAPE
AREAS/TREE LAWNS
MIN. 12" TO WATER LINE
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SCALE: 1"=50"

ATTENTION: Texas law requires an
excavator to provide the notice to a
one-number locator service not less than
two business days and not more than ten
business days before the scheduled date
for commencement of excavation, unless
otherwise agreed by the excavator and
facility operators. If an excavator intends to
work at multiple sites or at a large project,
the excavator must take reasonable steps
to confer with facility operators to enable
them to locate underground facilities
reasonably in advance of the start of
excavation for each phase of the work.

SHEET

UG1



nanoCAD Text
 SCALE: 1"=50'

nanoCAD Text
 50'

nanoCAD Text
 0

nanoCAD Text
 40'

nanoCAD Text
 30'

nanoCAD Text
 20'

nanoCAD Text
 10'

SageKeelepro
Callout
PROPOSED 24"X36" VAULT


REDLINE DESIGN
420 SIMMONS ST. SW.
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DENVER, 80247
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NOTES

1. PLACE FACILITIES AS CLOSE TO RIGHT
OF WAY LIMIT AS POSSIBLE AND VERIFY
LOCATES. PROVIDE AS BUILT TO ENGINEER.

2. EACH DRILLED SECTION IS PRECEDED
BY A PROPOSED 4x6' BORE PIT

PROPOSED TRENCH/HOG (1) 2"
CONDUIT. PULL FIBER CABLES AND

' TRACER WIRES THROUGH & RESTORE
SURFACE. REFER TO LOCAL

l JURISDICTION FOR REPAIR
STANDARDS.

PROPOSED BORE (1) 2" CONDUIT.

| CONTRACTOR TO POTHOLE UTILITIES
PRIOR TO BORE. PULL FIBER CABLES
AND TRACER WIRES THROUGH &

| RESTORE SURFACE CONDITIONS.

PROPOSED 13'x12"x38" PED WITH
FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER

EE CABLES THROUGH AND PLACE 20"
STORAGE.

MATCH SHEET
MATCH SHEET

* EACH PEDESTAL LOCATION MEANS
THE USE OF A TERMINAL.

PROPOSED 24"x36"x24" VAULT WITH

FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER,

PROPOSED 16"x20" HAND HOLE WITH
FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER

CABLES THROUGH AND PLAGE 20"
STORAGE.

VAULT WITH ATTACHED SPLICE CASE
—— Moo
~ N 3. GENERAL DEPTH (S) FOR FIBER LINE:
N *  MIN. 36" REQUIRED TO THE ROW
S/ *  MIN. 48" PREFERRED IN LANDSCAPE

AREAS/TREE LAWNS
MIN. 12" TO WATER LINE
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ATTENTION: Texas law requires an
excavator to provide the notice to a
one-number locator service not less than
two business days and not more than ten
business days before the scheduled date
for commencement of excavation, unless
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REDLINE DESIGN
420 SIMMONS ST. SW.
OLYMPIA, WA 98501
1-(800)-513-1419

PROJECT ID
WINDSOR GARDENS

DENVER, 80247

NOTES

1. PLACE FACILITIES AS CLOSE TO RIGHT
OF WAY LIMIT AS POSSIBLE AND VERIFY
LOCATES. PROVIDE AS BUILT TO ENGINEER.

2. EACH DRILLED SECTION IS PRECEDED
BY A PROPOSED 4x6' BORE PIT

PROPOSED TRENCH/HOG (1) 2"
CONDUIT. PULL FIBER CABLES AND

' TRACER WIRES THROUGH & RESTORE
SURFACE. REFER TO LOCAL

l JURISDICTION FOR REPAIR
STANDARDS.

uG2

PROPOSED BORE (1) 2" CONDUIT.

| CONTRACTOR TO POTHOLE UTILITIES
PRIOR TO BORE. PULL FIBER CABLES
AND TRACER WIRES THROUGH &

| RESTORE SURFACE CONDITIONS.

PROPOSED 13'x12"x38" PED WITH
FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER
CABLES THROUGH AND PLACE 20"
STORAGE.

—_

i

* EACH PEDESTAL LOCATION MEANS
THE USE OF A TERMINAL.

PROPOSED 24"x36"x24" VAULT WITH
FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER,

PROPOSED 16"x20" HAND HOLE WITH
FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER
CABLES THROUGH AND PLAGE 20"
STORAGE.
3.

MATCH SHEET

VAULT WITH ATTACHED SPLICE CASE
AND 100' STORAGE.

GENERAL DEPTH (S) FOR FIBER LINE:

MIN. 36" REQUIRED TO THE ROW

©  MIN. 48" PREFERRED IN LANDSCAPE
AREAS/TREE LAWNS
MIN. 12" TO WATER LINE

BORE 857' (3) 1.25" SCH

80 HDPE Conduit with

857' FOC encased @ 48"
minimum coverage
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PROPOSED 24"X36"
VAULT

SCALE: 1"=50"

ATTENTION: Texas law requires an

BORE 909' (3) 1.25" SCH

TR excavator 1o provide the notice to a

80 HDPE Conduit with neumber odator secdes ot les than
f " two business days and not more than ten
909' FOC encased @ 48 business days before the scheduled date
L for commencement of excavation, unless
minimum coverage otherwise agreed by the excavator and

facility operators. If an excavator intends to

work at multiple sites or at a large project,
the excavator must take reasonable steps
to confer with facility operators to enable
them to locate underground facilities
reasonably in advance of the start of
excavation for each phase of the work.
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MATCH SHEET

BORE 857' (3) 1.25" SCH
80 HDPE Conduit with
857' FOC encased @ 48"
minimum coverage

STORM
DRAIN

MIN 18"
VERTICAL
CLEARANCE
TO WATER
LINE

PROPOSED 24"X36" VAULT,
MAINTAIN 20' TRAFFIC
EQUIPMENT CLEAR ZONE

BORE 146' (3) 1.25" SCH
80 HDPE Conduit with
146' FOC encased @ 48"
minimum coverage

PROPOSED
24"X36"
VAULT(S)

Ny

BORE 101" (3) 1.25" SCH
80 HDPE Conduit with

101" FOC encased @ 48"
minimum coverage
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420 SIMMONS ST. SW.
OLYMPIA, WA 98501
1-(800)-513-1419

PROJECT ID
WINDSOR GARDENS

DENVER, 80247

NOTES

1. PLACE FACILITIES AS CLOSE TO RIGHT
OF WAY LIMIT AS POSSIBLE AND VERIFY
LOCATES. PROVIDE AS BUILT TO ENGINEER.

2. EACH DRILLED SECTION IS PRECEDED
BY A PROPOSED 4x6' BORE PIT

PROPOSED TRENCH/HOG (1) 2"
CONDUIT. PULL FIBER CABLES AND

' TRACER WIRES THROUGH & RESTORE
SURFACE. REFER TO LOCAL

l JURISDICTION FOR REPAIR
STANDARDS.

PROPOSED BORE (1) 2" CONDUIT.

| CONTRACTOR TO POTHOLE UTILITIES
PRIOR TO BORE. PULL FIBER CABLES
AND TRACER WIRES THROUGH &

| RESTORE SURFACE CONDITIONS.

PROPOSED 13'x12"x38" PED WITH
FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER
CABLES THROUGH AND PLACE 20"
STORAGE.

i

* EACH PEDESTAL LOCATION MEANS
THE USE OF A TERMINAL.

PROPOSED 24"x36"x24" VAULT WITH
FIBER POST MARKER. PLACE
CONDUIT FROM TRENCH. PULL FIBER,

[

PROPOSED 16"x20" HAND HOLE WITH
FIBER POST MARKER. PLACE
. CONDUIT FROM TRENCH. PULL FIBER

CABLES THROUGH AND PLAGE 20"
STORAGE.

VAULT WITH ATTACHED SPLICE CASE

E AND 100’ STORAGE.

. GENERAL DEPTH (S) FOR FIBER LINE:

«  MIN. 36" REQUIRED TO THE ROW

©  MIN. 48" PREFERRED IN LANDSCAPE
AREAS/TREE LAWNS

©  MIN. 12" TO WATER LINE
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SCALE: 1"=50"

ATTENTION: Texas law requires an
excavator to provide the notice to a
one-number locator service not less than
two business days and not more than ten
business days before the scheduled date
for commencement of excavation, unless
otherwise agreed by the excavator and
facility operators. If an excavator intends to
work at multiple sites or at a large project,
the excavator must take reasonable steps
to confer with facility operators to enable
them to locate underground facilities
reasonably in advance of the start of
excavation for each phase of the work.
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