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SHEET #:

MCA

MAP

PERMIT DESIGN02/20/261

SCALE:

SCALE IS FOR REFERENCE PURPOSES ONLY.  THE CABLE
CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE

APPROPRIATE PERMITTING MUNICIPALITY PRIOR TO
BEGINNING CONSTRUCTION, IN ORDER TO VERIFY THAT

THE CABLE IS BEING PLACED WITHIN THEIR RIGHT-OF-WAY.

SEAL:

OWNER / CLIENT:

East Coast Acquisition, Inc.
140 N. Main St., Belmont, NC 28012

EAST
COAST

CQUISITION

ENGINEERING FIRM:

SouthPark Towers
6000 Fairview Rd., Charlotte, NC 28210
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PERMIT DESIGN02/26/262
PERMIT DESIGN03/02/263

City and County of Denver

Transportation Standards & Details

Date:

Std. Dwg.

04/17

Trench ("T") Patch (Concrete)

12.3

                                                                                                   TRENCH PATCH (CONCRETE)

Notes:
1.  Wherever possible conduits or cable shall be installed by boring, driving, our any other acceptable means under concrete
units. Open cutting shall be used only under special circumstances and only with approval of PW.
2.  This standard drawing applies to all concrete streets and alleys. Full panel replacements ore required for sidewalks, curb,
     gutters, and driveways.
3.  Full panel replacement is required when cutting or drenching into any concrete pavement.
4.  A construction joint  shell be used to tie the concrete patch to both existing concrete longitudinal joints. A doweled
     contraction joint
5.  The limits of concrete patching shall be perpendicular or parallel to the centerline of the street. Skewed panel replacement
      over trenches is not permitted.
6.  Restoration of the 5 x 5 service cut in alley when the joints ore more than 4 feet from existing joints, may use tie bars on all 4
     sides of cut, drilled and epoxied at 18” o.C., and 9" deep into existing sides. When cut joints ore less than 4 feet from existing
     joints, expand cut to the existing joint. Use dowels at existing transverse joint. See details for bar sizes from std. Dwg. 11.0b.

City and County of Denver

Transportation Standards & Details

Date:

Std. Dwg.

04/17

Asphalt Patch

12.0

                                                                                                                      ASPHALT PATCH
Notes:
1. Larger patch section is required on new streets or streets that hove undergone recent pavement work.
2.      Any patch preformed on a moratorium street (streets constructed or having been re—surfaced within pest (36 months)

is subjected to special requirements:
        a.)  patches into moratorium or residential streets of LESS than 32 square feet, shall be patched using the method of

infra—red heating into surrounding asphalt, adding rejuvenator liquid, mixing it with new and old asphalt, and
re—compaction.

        b.)  patches into moratorium streets of greater than 32 square feet, shall be patched using the c” patch method. Refer to
Std. Dwg. 12.2.

        c.)  when any single project or contractor makes 5 or more patches within any moratorium street, then the street shell be
milled and overlaid at minimum of full lane (stripe to stripe or centerline/crown to curb and butter) width, or more to
cover ell previous cuts. Mill and overlay shell start end stop at least 10 feet outside of the total of all cuts. All such paving
shell be minimum 10 feet wide with self propelled paver with grade controls.

3.     Any asphalt patch more then 10 wide, or more than one lone wide, may trigger reconstruction of more of the existing
street. When required, street reconstruction shall be per std. Dwg. 12.5—12.7

4.      Avoid saw cuts in the existing or future planned wheel paths.
5.      Lane edges (joints between paving passes) shall follow the traffic striped lanes as much as practicable. Lane edge joints

shall not be in e wheel path. They should stagger previous edge by a minimum  6 to avoid stacked edges.
6.      Where existing cross—slope is steeper than 4fi, patch cross—slope may be allowed to match, with approval of PW.

City and County of Denver

Transportation Standards & Details

Date:

04/17

Trench Patch Through Existing

Gravel or Landscape Materials

TRENCH PATCH THROUGH EXISTING GRAVEL OR LANDSCAPING

Notes:

1.      Wherever possible, conduit or cable shall be installed by boring, driving, or any other acceptable means under
concrete units. Open cutting shall be used only under special circumstances and only with approval of PW.

2.      Minimum width and type of restoration to be determined by PW inspector, based on contractor's pre—activity
photos, to match pre—existing conditions.

3.      Sod replacement shall be a minimum of 18“ in width.
4.      Any hardscape (concrete or pavers) should be replaced in full panels or pavers of the same type, color, and size as

before.
5.       Restoration in Denver parks shall be per the parks operations supervisor. Contact Denver parks at

(720)865—0368 for details and any permits required.
6.      Any drenching within the drip line of existing r.O.W. Trees must be approved by the office of city forester prior to

commencement of construction activities. When necessary, utility installation under the canopy of existing trees
must be directionally bored.

Std. Dwg.

12.1

City and County of Denver Date:

Std. Dwg.

04/17

Trench Vertical Patch (Asphalt) in

Moratorium Street
12.2

                                                         TRENCH PATCH (ASPHALT)
                                                UTILITY EXCAVATION OR BORE ACCESS HOLE

  Notes:
1. This detail shall be applied for any patch or trench within a moratorium asphalt street (resurfaced

           within the post 36 months).
   2.     Wherever possible, conduit or cable shall be installed by boring, driving, or any other acceptable
           means under concrete units. Open cutting shall be used only under special circumstances and
           only with approval of P\V.
  3.      Removable clsm layer thickness of flow—fill not to exceed 3’ at a time, and bleed water shall be
           pushed off surface before another layer con be added. Flash—fill may be placed full height
           thickness at one time.
  4.      Pipe or conduit shall be protected from floatin. When using CLSM. Use plastic wrapping to avoid
           Flash fill from adhering to other conduits or pipes.
  5.      Streets in which any single project results in 5 or more total patches per street will be required
           to mill and overlay entire patched area of the street using lone lines as a point of overlay edge.
  6.      Apply tack coat to oil exposed walls of existinq asphalt that will not receive patching binfra—red.

Transportation Standards & Details

GENERAL NOTES

BLAIRKD
Text Box
THERE IS A NEW SET OF TRANSPORTATION STANDARD DETAILS.  PATCHING REQUIREMENTS HAVE CHANGED.   Find them here:

https://www.denvergov.org/files/assets/public/v/1/doti/documents/standards/doti.es.2026.001.06-transportation_standard_drawings.pdf
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