NO CHANGES ARE TO BE MADE TO THIS DRAWING WITHOUT WRITTEN PERMISSION OF HKS CIVIL.

NOTES:

1. ALL UTILITIES LOCATIONS AND ROW ARE TO BE
FIELD VERIFIED BY THE CONTRACTOR PRIOR
TO STARTING CONSTRUCTION.

2. PERP.W.RULES AND REGULATIONS ARTICLE
VII, CHAPTER 20 OF THE REVISED MUNICIPAL
CODE: IF CONSTRUCTION IS WITHIN 10 FEET OF
THE PEDESTRIAN CURB RAMP, THE RAMP AND
SURROUNDING SIDEWALK SHALL BE BROUGHT
UP TO CURRENT CCD STANDARDS.

3. IF ONE OR MORE OF THE FOLLOWING ITEMS
OCCUR, CONTRACTOR SHALL CONTACT
OFFICE OF THE CITY FORESTER TO REVIEW
CHANGES TO APPROVED PLANS:

A.  UTILITY ROUTING CHANGES

B.  TRENCHING IN PUBLIC RIGHT OF WAY IS
REQUIRED

C.  UTILITY STRUCTURES (INCLUDING
STANDS & HANDHOLES) ARE PROPOSED
FOR PLACEMENT WITHIN DRIPLINES OF
EXISTING PUBLIC RIGHT-OF-WAY TREES.

4. CONTRACTOR SHALL CONTACT ADJACENT
PROPERTY OWNER(S) WHEN EXISTING TREES
IN PUBLIC RIGHTS OF WAY OR PRIVATE 1
PROPERTY ARE TO BE IMPACTED BY e

PROPOSED CONS Streetlight location/boring route meets
IMPACTING CONS

INSTALLATION o MiN spacing requirements from ex. trees.
ADJACENT TO TREES, : —

5. XCEL ENERGY SHALL OBTAIN EASEMENT
AND/OR PROPERTY OWNER'S APPROVAL
PRIOR TO ANY UTILITY INSTALLATION OUTSIDE
OF RIGHT-OF-WAY.

6. CONTRACTOR TO PROTECT ALL GREEN
INFRASTRUCTURE, SANITARY SEWER AND
STORM DRAIN PIPES AND APPURTENANCES
DURING CONSTRUCTION.

7. ALL BORING SHALL MAINTAIN A MINIMUM
DEPTH OF 36" AND 48" IN PREFERRED
LANDSCAPE AREAS AND 60" IN ANY CLEAR
ZONE.

8. NO CONSTRUCTION EQUIPMENT, MATERIALS,
OR VEHICLES PERMITTED ON THE TREE LAWN
AT ANY TIME.

9. DENVER WATER CONDUIT(S) MUST BE
POTHOLED PRIOR TO CONSTRUCTION AND A 2"
VERTICAL CLEARANCE MUST BE MAINTAINED
WHILE CROSSING THE CONDUIT(S).

10. STREET CUT PAVEMENT REPAIR MARKERS
WILL BE REQUIRED PER DOTI MEMORANDUM
DATED AUGUST 12, 2022.

11. PROTECT ALL CITY OF DENVER RANGE POINTS,
SECTION CORNERS AND BENCHMARKS.

12. CROSSINGS OF SEWER LINE MUST BE IN
ACCORDANCE WITH THE CITY WASTEWATER
STANDARDS.

UTILITY PLAN @

ATTN: Streetlight location does not work;
locate min 25' from existing ROW trees
(per DOTI light-tree spacing requirements)
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KEYED NOTES @

ALL BORE PITS (BORE MACHINE SETUP LOCATIONS) AND
OPEN TRENCHES SHALL PROVIDE BMPS IN
ACCORDANCE WITH GOVERNING MUNICIPALITY
STANDARDS AND DETAILS (TYP)

DISTURBED AREAS SHALL BE RESTORED PER CCD STD
DWGS 12.0: ASPHALT PATCH, 12.1: TRENCH PATCH
THROUGH EXISTING GRAVEL OR LANDSCAPE
MATERIALS, 12.3: TRENCH (T) PATCH CONCRETE. FULL
PANEL CONCRETE IS REQUIRED PER CCD.

PROPOSED BORE - 2" ELECTRIC SECONDARY

PROPOSED 35' STREET LIGHT

@ee @ @

APPROXIMATE LOCATION SHOWN PER UTILITY
RECORDS AND/OR 811 MARKS
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Know what's below.
Call before you dig.

Xcel Energy-

ELECTRIC INSTALLATION
3494 W. ALAMEDA AVE.
DENVER, CO.
UTILITY PLAN
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Callout
ATTN: Streetlight location does not work; locate min 25' from existing ROW trees (per DOTI light-tree spacing requirements).
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Callout
Streetlight location/boring route meets min spacing requirements from ex. trees.
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