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3' APPROX. SC - ROW

6' APPROX. BORE - WATER

7' APPROX. BORE - WATER
32' APPROX. EOP - EOP
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ROW - ROW
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ROW - ROW
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EOP - EOP

20' APPROX. BORE - EOP
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2' APPROX. POLE - WALK
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5' APPROX.
BORE - WV

6' APPROX.
BORE - WV

1' APPROX.
BORE - EOP

KEYED NOTES
ALL BORE PITS (BORE MACHINE SETUP LOCATIONS) AND
OPEN TRENCHES SHALL PROVIDE BMPS IN
ACCORDANCE WITH GOVERNING MUNICIPALITY
STANDARDS AND DETAILS (TYP)
DISTURBED AREAS SHALL BE RESTORED PER CCD STD
DWGS 12.0: ASPHALT PATCH, 12.1: TRENCH PATCH
THROUGH EXISTING GRAVEL OR LANDSCAPE
MATERIALS, 12.3: TRENCH (T) PATCH CONCRETE. FULL
PANEL CONCRETE IS REQUIRED PER CCD.
PROPOSED 55' WOOD UTILITY POLE (NO GUY WIRE PER
XCEL ENERGY DESIGN)

PROPOSED SWITCH CABINET (PMH-10)

PROPOSED 6' X 12' VAULT

PROPOSED 1000 CU ELECTRIC FEEDER IN 6" CONDUIT

PROPOSED 1000 AL ELECTRIC FEEDER IN 6" CONDUIT

APPROXIMATE LOCATION SHOWN PER UTILITY
RECORDS AND/OR 811 MARKS
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PROJECT AREA

SEE SHEET - 6
NOTES:

1. ALL UTILITIES LOCATIONS AND ROW ARE TO BE
FIELD VERIFIED BY THE CONTRACTOR PRIOR
TO STARTING CONSTRUCTION.

2. PER P.W. RULES AND REGULATIONS ARTICLE
VII, CHAPTER 20 OF THE REVISED MUNICIPAL
CODE: IF CONSTRUCTION IS WITHIN 10 FEET OF
THE PEDESTRIAN CURB RAMP, THE RAMP AND
SURROUNDING SIDEWALK SHALL BE BROUGHT
UP TO CURRENT CCD STANDARDS.

3. IF ONE OR MORE OF THE FOLLOWING ITEMS
OCCUR, CONTRACTOR SHALL CONTACT OFFICE
OF THE CITY FORESTER TO REVIEW CHANGES
TO APPROVED PLANS:

A. UTILITY ROUTING CHANGES

B. TRENCHING IN PUBLIC RIGHT OF WAY IS
REQUIRED

C. UTILITY STRUCTURES (INCLUDING STANDS
& HANDHOLES) ARE PROPOSED FOR
PLACEMENT WITHIN DRIPLINES OF
EXISTING PUBLIC RIGHT-OF-WAY TREES.

4. CONTRACTOR SHALL CONTACT ADJACENT
PROPERTY OWNER(S) WHEN EXISTING TREES
IN PUBLIC RIGHTS OF WAY OR PRIVATE
PROPERTY ARE TO BE IMPACTED BY
PROPOSED CONSTRUCTION.  POTENTIALLY
IMPACTING CONSTRUCTION INCLUDES
INSTALLATION OF BORE PITS & HAND HOLES
ADJACENT TO TREES.

5. XCEL ENERGY SHALL OBTAIN EASEMENT
AND/OR PROPERTY OWNER'S APPROVAL PRIOR
TO ANY UTILITY INSTALLATION OUTSIDE OF
RIGHT-OF-WAY.

6. CONTRACTOR TO PROTECT ALL GREEN
INFRASTRUCTURE, SANITARY SEWER AND
STORM DRAIN PIPES AND APPURTENANCES
DURING CONSTRUCTION.

7. ALL BORING SHALL MAINTAIN A MINIMUM DEPTH
OF 36" AND 48" IN PREFERRED LANDSCAPE
AREAS.

8. NO CONSTRUCTION EQUIPMENT, MATERIALS,
OR VEHICLES PERMITTED ON THE TREE LAWN
AT ANY TIME.

9. DENVER WATER CONDUIT(S) MUST BE
POTHOLED PRIOR TO CONSTRUCTION AND A 2"
VERTICAL CLEARANCE MUST BE MAINTAINED
WHILE CROSSING THE CONDUIT(S).

10. STREET CUT PAVEMENT REPAIR MARKERS WILL
BE REQUIRED PER DOTI MEMORANDUM DATED
AUGUST 12, 2022.

11. PROTECT ALL CITY OF DENVER RANGE POINTS,
SECTION CORNERS AND BENCHMARKS.

12. CROSSINGS OF SEWER LINE MUST BE IN
ACCORDANCE WITH THE CITY WASTEWATER
STANDARDS.
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SN #: 15024645

Huetig, Eric M.- DPR Plans Review Specialist II
Rectangle

Huetig, Eric M.- DPR Plans Review Specialist II
Rectangle

Huetig, Eric M.- DPR Plans Review Specialist II
Polygon Line

Huetig, Eric M.- DPR Plans Review Specialist II
Dimension Line
8' 

Huetig, Eric M.- DPR Plans Review Specialist II
Text Box
Move switch cabinet 8' west of proposed site (necessary to locate outside tree protection zone).  Add note indicating all excavation adjacent to TPZ shall be by hydrovacuum.

Huetig, Eric M.- DPR Plans Review Specialist II
Rectangle
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KEYED NOTES
ALL BORE PITS (BORE MACHINE SETUP LOCATIONS) AND
OPEN TRENCHES SHALL PROVIDE BMPS IN
ACCORDANCE WITH GOVERNING MUNICIPALITY
STANDARDS AND DETAILS (TYP)
DISTURBED AREAS SHALL BE RESTORED PER CCD STD
DWGS 12.0: ASPHALT PATCH, 12.1: TRENCH PATCH
THROUGH EXISTING GRAVEL OR LANDSCAPE
MATERIALS, 12.3: TRENCH (T) PATCH CONCRETE. FULL
PANEL CONCRETE IS REQUIRED PER CCD.
PROPOSED 55' WOOD UTILITY POLE (NO GUY WIRE PER
XCEL ENERGY DESIGN)

PROPOSED SWITCH CABINET (PMH-10)

PROPOSED 6' X 12' VAULT

PROPOSED 1000 CU ELECTRIC FEEDER IN 6" CONDUIT

PROPOSED 1000 AL ELECTRIC FEEDER IN 6" CONDUIT

APPROXIMATE LOCATION SHOWN PER UTILITY
RECORDS AND/OR 811 MARKS

#
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4
5
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ISSUE DATE:
DATE REVISION COMMENTS

DRAWN BY: HKS #:

Know what's below.
Call before you dig.
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NOTES:

1. ALL UTILITIES LOCATIONS AND ROW ARE TO BE
FIELD VERIFIED BY THE CONTRACTOR PRIOR
TO STARTING CONSTRUCTION.

2. PER P.W. RULES AND REGULATIONS ARTICLE
VII, CHAPTER 20 OF THE REVISED MUNICIPAL
CODE: IF CONSTRUCTION IS WITHIN 10 FEET OF
THE PEDESTRIAN CURB RAMP, THE RAMP AND
SURROUNDING SIDEWALK SHALL BE BROUGHT
UP TO CURRENT CCD STANDARDS.

3. IF ONE OR MORE OF THE FOLLOWING ITEMS
OCCUR, CONTRACTOR SHALL CONTACT OFFICE
OF THE CITY FORESTER TO REVIEW CHANGES
TO APPROVED PLANS:

A. UTILITY ROUTING CHANGES

B. TRENCHING IN PUBLIC RIGHT OF WAY IS
REQUIRED

C. UTILITY STRUCTURES (INCLUDING STANDS
& HANDHOLES) ARE PROPOSED FOR
PLACEMENT WITHIN DRIPLINES OF
EXISTING PUBLIC RIGHT-OF-WAY TREES.

4. CONTRACTOR SHALL CONTACT ADJACENT
PROPERTY OWNER(S) WHEN EXISTING TREES
IN PUBLIC RIGHTS OF WAY OR PRIVATE
PROPERTY ARE TO BE IMPACTED BY
PROPOSED CONSTRUCTION.  POTENTIALLY
IMPACTING CONSTRUCTION INCLUDES
INSTALLATION OF BORE PITS & HAND HOLES
ADJACENT TO TREES.

5. XCEL ENERGY SHALL OBTAIN EASEMENT
AND/OR PROPERTY OWNER'S APPROVAL PRIOR
TO ANY UTILITY INSTALLATION OUTSIDE OF
RIGHT-OF-WAY.

6. CONTRACTOR TO PROTECT ALL GREEN
INFRASTRUCTURE, SANITARY SEWER AND
STORM DRAIN PIPES AND APPURTENANCES
DURING CONSTRUCTION.

7. ALL BORING SHALL MAINTAIN A MINIMUM DEPTH
OF 36" AND 48" IN PREFERRED LANDSCAPE
AREAS.

8. NO CONSTRUCTION EQUIPMENT, MATERIALS,
OR VEHICLES PERMITTED ON THE TREE LAWN
AT ANY TIME.

9. DENVER WATER CONDUIT(S) MUST BE
POTHOLED PRIOR TO CONSTRUCTION AND A 2"
VERTICAL CLEARANCE MUST BE MAINTAINED
WHILE CROSSING THE CONDUIT(S).

10. STREET CUT PAVEMENT REPAIR MARKERS WILL
BE REQUIRED PER DOTI MEMORANDUM DATED
AUGUST 12, 2022.

11. PROTECT ALL CITY OF DENVER RANGE POINTS,
SECTION CORNERS AND BENCHMARKS.

12. CROSSINGS OF SEWER LINE MUST BE IN
ACCORDANCE WITH THE CITY WASTEWATER
STANDARDS.

SN #: 15024645

Huetig, Eric M.- DPR Plans Review Specialist II
Polygon Line

Huetig, Eric M.- DPR Plans Review Specialist II
Callout
Plz route under flowline - locate outside future ROW tree planting area.
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KEYED NOTES
ALL BORE PITS (BORE MACHINE SETUP LOCATIONS) AND
OPEN TRENCHES SHALL PROVIDE BMPS IN
ACCORDANCE WITH GOVERNING MUNICIPALITY
STANDARDS AND DETAILS (TYP)
DISTURBED AREAS SHALL BE RESTORED PER CCD STD
DWGS 12.0: ASPHALT PATCH, 12.1: TRENCH PATCH
THROUGH EXISTING GRAVEL OR LANDSCAPE
MATERIALS, 12.3: TRENCH (T) PATCH CONCRETE. FULL
PANEL CONCRETE IS REQUIRED PER CCD.
PROPOSED 55' WOOD UTILITY POLE (NO GUY WIRE PER
XCEL ENERGY DESIGN)

PROPOSED SWITCH CABINET (PMH-10)

PROPOSED 6' X 12' VAULT

PROPOSED 1000 CU ELECTRIC FEEDER IN 6" CONDUIT

PROPOSED 1000 AL ELECTRIC FEEDER IN 6" CONDUIT

APPROXIMATE LOCATION SHOWN PER UTILITY
RECORDS AND/OR 811 MARKS
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E. YALE AVE.
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6' APPROX. BORE - MH
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Call before you dig.
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UTILITY PLAN B

NOTES:

1. ALL UTILITIES LOCATIONS AND ROW ARE TO BE
FIELD VERIFIED BY THE CONTRACTOR PRIOR
TO STARTING CONSTRUCTION.

2. PER P.W. RULES AND REGULATIONS ARTICLE
VII, CHAPTER 20 OF THE REVISED MUNICIPAL
CODE: IF CONSTRUCTION IS WITHIN 10 FEET OF
THE PEDESTRIAN CURB RAMP, THE RAMP AND
SURROUNDING SIDEWALK SHALL BE BROUGHT
UP TO CURRENT CCD STANDARDS.

3. IF ONE OR MORE OF THE FOLLOWING ITEMS
OCCUR, CONTRACTOR SHALL CONTACT OFFICE
OF THE CITY FORESTER TO REVIEW CHANGES
TO APPROVED PLANS:

A. UTILITY ROUTING CHANGES

B. TRENCHING IN PUBLIC RIGHT OF WAY IS
REQUIRED

C. UTILITY STRUCTURES (INCLUDING STANDS
& HANDHOLES) ARE PROPOSED FOR
PLACEMENT WITHIN DRIPLINES OF
EXISTING PUBLIC RIGHT-OF-WAY TREES.

4. CONTRACTOR SHALL CONTACT ADJACENT
PROPERTY OWNER(S) WHEN EXISTING TREES
IN PUBLIC RIGHTS OF WAY OR PRIVATE
PROPERTY ARE TO BE IMPACTED BY
PROPOSED CONSTRUCTION.  POTENTIALLY
IMPACTING CONSTRUCTION INCLUDES
INSTALLATION OF BORE PITS & HAND HOLES
ADJACENT TO TREES.

5. XCEL ENERGY SHALL OBTAIN EASEMENT
AND/OR PROPERTY OWNER'S APPROVAL PRIOR
TO ANY UTILITY INSTALLATION OUTSIDE OF
RIGHT-OF-WAY.

6. CONTRACTOR TO PROTECT ALL GREEN
INFRASTRUCTURE, SANITARY SEWER AND
STORM DRAIN PIPES AND APPURTENANCES
DURING CONSTRUCTION.

7. ALL BORING SHALL MAINTAIN A MINIMUM DEPTH
OF 36" AND 48" IN PREFERRED LANDSCAPE
AREAS.

8. NO CONSTRUCTION EQUIPMENT, MATERIALS,
OR VEHICLES PERMITTED ON THE TREE LAWN
AT ANY TIME.

9. DENVER WATER CONDUIT(S) MUST BE
POTHOLED PRIOR TO CONSTRUCTION AND A 2"
VERTICAL CLEARANCE MUST BE MAINTAINED
WHILE CROSSING THE CONDUIT(S).

10. STREET CUT PAVEMENT REPAIR MARKERS WILL
BE REQUIRED PER DOTI MEMORANDUM DATED
AUGUST 12, 2022.

11. PROTECT ALL CITY OF DENVER RANGE POINTS,
SECTION CORNERS AND BENCHMARKS.

12. CROSSINGS OF SEWER LINE MUST BE IN
ACCORDANCE WITH THE CITY WASTEWATER
STANDARDS.

SN #: 15024645

Huetig, Eric M.- DPR Plans Review Specialist II
Rectangle

Huetig, Eric M.- DPR Plans Review Specialist II
Polygon Line

Huetig, Eric M.- DPR Plans Review Specialist II
Callout
Plz route under flowline - locate outside future ROW tree planting area.
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KEYED NOTES
ALL BORE PITS (BORE MACHINE SETUP LOCATIONS) AND
OPEN TRENCHES SHALL PROVIDE BMPS IN
ACCORDANCE WITH GOVERNING MUNICIPALITY
STANDARDS AND DETAILS (TYP)
DISTURBED AREAS SHALL BE RESTORED PER CCD STD
DWGS 12.0: ASPHALT PATCH, 12.1: TRENCH PATCH
THROUGH EXISTING GRAVEL OR LANDSCAPE
MATERIALS, 12.3: TRENCH (T) PATCH CONCRETE. FULL
PANEL CONCRETE IS REQUIRED PER CCD.
PROPOSED 55' WOOD UTILITY POLE (NO GUY WIRE PER
XCEL ENERGY DESIGN)

PROPOSED SWITCH CABINET (PMH-10)

PROPOSED 6' X 12' VAULT

PROPOSED 1000 CU ELECTRIC FEEDER IN 6" CONDUIT

PROPOSED 1000 AL ELECTRIC FEEDER IN 6" CONDUIT

APPROXIMATE LOCATION SHOWN PER UTILITY
RECORDS AND/OR 811 MARKS
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ISSUE DATE:
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Know what's below.
Call before you dig.
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PROJECT AREA

NOTES:

1. ALL UTILITIES LOCATIONS AND ROW ARE TO BE
FIELD VERIFIED BY THE CONTRACTOR PRIOR
TO STARTING CONSTRUCTION.

2. PER P.W. RULES AND REGULATIONS ARTICLE
VII, CHAPTER 20 OF THE REVISED MUNICIPAL
CODE: IF CONSTRUCTION IS WITHIN 10 FEET OF
THE PEDESTRIAN CURB RAMP, THE RAMP AND
SURROUNDING SIDEWALK SHALL BE BROUGHT
UP TO CURRENT CCD STANDARDS.

3. IF ONE OR MORE OF THE FOLLOWING ITEMS
OCCUR, CONTRACTOR SHALL CONTACT OFFICE
OF THE CITY FORESTER TO REVIEW CHANGES
TO APPROVED PLANS:

A. UTILITY ROUTING CHANGES

B. TRENCHING IN PUBLIC RIGHT OF WAY IS
REQUIRED

C. UTILITY STRUCTURES (INCLUDING STANDS
& HANDHOLES) ARE PROPOSED FOR
PLACEMENT WITHIN DRIPLINES OF
EXISTING PUBLIC RIGHT-OF-WAY TREES.

4. CONTRACTOR SHALL CONTACT ADJACENT
PROPERTY OWNER(S) WHEN EXISTING TREES
IN PUBLIC RIGHTS OF WAY OR PRIVATE
PROPERTY ARE TO BE IMPACTED BY
PROPOSED CONSTRUCTION.  POTENTIALLY
IMPACTING CONSTRUCTION INCLUDES
INSTALLATION OF BORE PITS & HAND HOLES
ADJACENT TO TREES.

5. XCEL ENERGY SHALL OBTAIN EASEMENT
AND/OR PROPERTY OWNER'S APPROVAL PRIOR
TO ANY UTILITY INSTALLATION OUTSIDE OF
RIGHT-OF-WAY.

6. CONTRACTOR TO PROTECT ALL GREEN
INFRASTRUCTURE, SANITARY SEWER AND
STORM DRAIN PIPES AND APPURTENANCES
DURING CONSTRUCTION.

7. ALL BORING SHALL MAINTAIN A MINIMUM DEPTH
OF 36" AND 48" IN PREFERRED LANDSCAPE
AREAS.

8. NO CONSTRUCTION EQUIPMENT, MATERIALS,
OR VEHICLES PERMITTED ON THE TREE LAWN
AT ANY TIME.

9. DENVER WATER CONDUIT(S) MUST BE
POTHOLED PRIOR TO CONSTRUCTION AND A 2"
VERTICAL CLEARANCE MUST BE MAINTAINED
WHILE CROSSING THE CONDUIT(S).

10. STREET CUT PAVEMENT REPAIR MARKERS WILL
BE REQUIRED PER DOTI MEMORANDUM DATED
AUGUST 12, 2022.

11. PROTECT ALL CITY OF DENVER RANGE POINTS,
SECTION CORNERS AND BENCHMARKS.

12. CROSSINGS OF SEWER LINE MUST BE IN
ACCORDANCE WITH THE CITY WASTEWATER
STANDARDS.

SN #: 15024645
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Callout
Min 8'W ROW tree planting area shaded in green; utilities shall be located entirely outside tree planting area.
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KEYED NOTES
ALL BORE PITS (BORE MACHINE SETUP LOCATIONS) AND
OPEN TRENCHES SHALL PROVIDE BMPS IN
ACCORDANCE WITH GOVERNING MUNICIPALITY
STANDARDS AND DETAILS (TYP)
DISTURBED AREAS SHALL BE RESTORED PER CCD STD
DWGS 12.0: ASPHALT PATCH, 12.1: TRENCH PATCH
THROUGH EXISTING GRAVEL OR LANDSCAPE
MATERIALS, 12.3: TRENCH (T) PATCH CONCRETE. FULL
PANEL CONCRETE IS REQUIRED PER CCD.
PROPOSED 55' WOOD UTILITY POLE (NO GUY WIRE PER
XCEL ENERGY DESIGN)

PROPOSED SWITCH CABINET (PMH-10)

PROPOSED 6' X 12' VAULT

PROPOSED 1000 CU ELECTRIC FEEDER IN 6" CONDUIT

PROPOSED 1000 AL ELECTRIC FEEDER IN 6" CONDUIT

APPROXIMATE LOCATION SHOWN PER UTILITY
RECORDS AND/OR 811 MARKS
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Know what's below.
Call before you dig.
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PROJECT AREA

NOTES:

1. ALL UTILITIES LOCATIONS AND ROW ARE TO BE
FIELD VERIFIED BY THE CONTRACTOR PRIOR
TO STARTING CONSTRUCTION.

2. PER P.W. RULES AND REGULATIONS ARTICLE
VII, CHAPTER 20 OF THE REVISED MUNICIPAL
CODE: IF CONSTRUCTION IS WITHIN 10 FEET OF
THE PEDESTRIAN CURB RAMP, THE RAMP AND
SURROUNDING SIDEWALK SHALL BE BROUGHT
UP TO CURRENT CCD STANDARDS.

3. IF ONE OR MORE OF THE FOLLOWING ITEMS
OCCUR, CONTRACTOR SHALL CONTACT OFFICE
OF THE CITY FORESTER TO REVIEW CHANGES
TO APPROVED PLANS:

A. UTILITY ROUTING CHANGES

B. TRENCHING IN PUBLIC RIGHT OF WAY IS
REQUIRED

C. UTILITY STRUCTURES (INCLUDING STANDS
& HANDHOLES) ARE PROPOSED FOR
PLACEMENT WITHIN DRIPLINES OF
EXISTING PUBLIC RIGHT-OF-WAY TREES.

4. CONTRACTOR SHALL CONTACT ADJACENT
PROPERTY OWNER(S) WHEN EXISTING TREES
IN PUBLIC RIGHTS OF WAY OR PRIVATE
PROPERTY ARE TO BE IMPACTED BY
PROPOSED CONSTRUCTION.  POTENTIALLY
IMPACTING CONSTRUCTION INCLUDES
INSTALLATION OF BORE PITS & HAND HOLES
ADJACENT TO TREES.

5. XCEL ENERGY SHALL OBTAIN EASEMENT
AND/OR PROPERTY OWNER'S APPROVAL PRIOR
TO ANY UTILITY INSTALLATION OUTSIDE OF
RIGHT-OF-WAY.

6. CONTRACTOR TO PROTECT ALL GREEN
INFRASTRUCTURE, SANITARY SEWER AND
STORM DRAIN PIPES AND APPURTENANCES
DURING CONSTRUCTION.

7. ALL BORING SHALL MAINTAIN A MINIMUM DEPTH
OF 36" AND 48" IN PREFERRED LANDSCAPE
AREAS.

8. NO CONSTRUCTION EQUIPMENT, MATERIALS,
OR VEHICLES PERMITTED ON THE TREE LAWN
AT ANY TIME.

9. DENVER WATER CONDUIT(S) MUST BE
POTHOLED PRIOR TO CONSTRUCTION AND A 2"
VERTICAL CLEARANCE MUST BE MAINTAINED
WHILE CROSSING THE CONDUIT(S).

10. STREET CUT PAVEMENT REPAIR MARKERS WILL
BE REQUIRED PER DOTI MEMORANDUM DATED
AUGUST 12, 2022.

11. PROTECT ALL CITY OF DENVER RANGE POINTS,
SECTION CORNERS AND BENCHMARKS.

12. CROSSINGS OF SEWER LINE MUST BE IN
ACCORDANCE WITH THE CITY WASTEWATER
STANDARDS.
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